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elements,  wliich  mask  and  conceal  their  metallic  properties,  it  behoves 
us  to  inquire  what  are  the  usual  means  resorted  to  lor  the  purpose  of 
releasing  the  metals  from  their  union  with  oxygen  or  sulphur,  or  other 
common  elements,  and  restoring  to  them  with,  their  liberty  the  important 
qualities  of  brilliancy,  malleability,  ductility,  and  tenacity.  The  answer 
to  the  previous  query  might  be  made  at  considerable  length,  if  the 
processes  of  the  solution  of  the  minerals  by  acids,  as  performed  in 
our  laboratories,  were  fully  described.  We  shall  not,  however,  anticipate 
these  chemical  details,  wluch  are  better  explained  with  each  metal,  but 
wijl  confine  ourselves  at  present  to  that  potent  talisman  "  Coal,"  at 
whose  bidding,  and  whilst  in  a  state  of  combustion,  the  minerals  are 
decomposed  and  liquefied,  and  their  gritty,  brittle,  stony  qualities 
changed  to  those  of  tractility  and  extensibility.  ^  Coal  is  the  commer- 
cial substance  specially  required  to  obtain  the  useful  metals.  Coal,  as 
Yischers  remarks,  is  now  tne  indispensable  aliment  of  industry ;  it  is  a 
primary  material,  engendering  force,  ^ving  a  power  superior  to  that 
which  natural  agents,  such  as  water,  air,  &c.,  procure.  It  is  to  industry 
what  oxygen  is  to  the  lungs,  water  to  the  plant,  nourishment  to  the 
animal.  It  is  to  coal  we  owe  Sieam  and  Gas  ;  it  replaces,  in  the  work- 
shops and  the  domestic  hearths,  the  charcoal  whicn  had  become  too 
costly.  Under  the  last  head,  in  our  northern  latitudes,  it  is  destined 
always  to  acquire  increasing  and  more  general  use.  The  employment  of 
coal  will  henceforward  be  no  other  than  a  question  of  cheapness ;  as,  in 
the  present  age,  the  first  interest  of  industry  is,  above  all,  to  see  amelio- 
rated the  ways  of  communication — ^to  lower  the  tolls  upon  the  routes 
and  the  canals.  If  custom-house  officers  still  oppose  shackles  on  manufactured 
products,  they  lower  their  barriers  for  the  Passage  of  (he  raw  material. 

It  is  the  lovers  of  antiquities,  the  laoorious  and  painstaking  anti- 
quaries, who  search  out,  recover,  and  rebuild  in  imagination  the  giant 
castles,  the  abbeys,  the  nunneries,  that  once  reared  their  proud  pinnacles, 
towers,  and  battlements  in  our  land,  and  were  peopled  with  men  and 
women  who,  although  differing  in  dress,  manners,  and  learning  with 
ourselves,  possessed  the  same  feelings  of  love  and  hatred,  piety  and  pro- 
fanity, simplicity  and  vanity,  wliicli  abound  in  the  well-dressed  and 
educated  society  of  the  nineteenth  century.  How  many  little  things 
du^  out  of  the  earth,  such  as  hatchet  and  spear-heads,  knives,  pottery, 
and  coins,  supply  the  learned  antiquary  with'  the  light  which  aiscloses 
the  doines  of  our  forefathers,  ^ven  the  fair  sex  of  ancient  times  are 
re-embodied  and  dressed  before  the  mind's  eye,  and  bedecked  with  rude 
ornaments ;  for  are  not  their  cists,  or  boxes,  containing  torques,  armlet^ 
and  rings,  dug  out  occasionally?  and  even  in  localities  now  represented 
by  miles  of  peat-bog,  there  are  discovered  not  only  ancient  British 
ornaments,  but  even  paddles  or  oars  which  are  of  the  same  form  as 
those  used  by  the  Welsh  at  the  present  day  for  their  "  coracles,"  or 
little  wicker  boats  covered  with  hictes.  But  what  has  all  this  to  do  with 
coal  ?  Why,  if  brass  ornaments,  spear-heads,  coins,  &c.«  betray  the 
ancient  haunts  of  man,  the  numerous  remains  of  plants  and  stems  of 
trees,  found  in  the  coal  and  coal  measures,  surely  betray  the  vegetable 
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origin  of  coal,  and  tell  as  in  tbe  plainest  language  that  this  mineral  fuel 
is  uie  remains  of  vast  forests,  and  other  large  growths  of  innumerable 
plants,  which  have  lived,  died,  and  have  been  entombed  by  the  all-mer- 
dful  hand  of  Providence  thousands  of  years  a^,  and  are  now  being 
exhumed  for  our  benefit,  to  give  us  health,  in  the  shape  of  cheap 
warmth,  and  wealth  more  abundant  than  the  imaginary  contents  of 
Aladdin's  cave. 


Fig.  a.  Tropical  Scene  in  Borneo. 

The  aboye  illustration  of  a  tropical  scene  in  Borneo,  tha  late  homo 
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of  the  illostrious  Sir  James  Brooke,  Rajah  of  Sarawak,  will  afiford 
some  idea  of  the  exuberance  of  foliage  prevailing  commonly  at  the  pre- 
sent time ;  and  it  is  presented  in  order  to  indicate  what  the  coal  sacn  as 
we  have  in  England  was  not  obtained  from,  and  that  we  are  not  to  sup- 
pose, as  it  was  fonnerly  imagined,  that  the  plants  and  forest  trees  grew 
only  in  tropical  climates,  and  were  then  transported  by  water-carriage 
to  the  more  temperate  parts  of  the  globe ;  but  rather  that  a  peculiar 
condition  of  the  atmosphere  excited  and  maintained  the  wonderful  life 
and  activity  in  the  vegetable  kingdom  which  prevailed  at  the  period  of 
the  formation  of  the  coal  measures,  and  that  the  forests  grew  at  about 
or  near  the  localities  where  the  coal  is  deposited  at  the  present  day. 

The  once  familiar  "Drift"  theory  whicn  accounted  for  the  production 
of  our  British  coal,  supposed  that  vast  forests  were  swept  from  the  land 
into  the  arms  of  the  mighty  ocean  or  into  vast  lakes,  by  continual  in- 
undations or  powerful  streams,  just  as  the  trunks  and  branches  of  trees 
are  swept  from  the  banks  of  the  river  Jordan,  and  are  carried  into  uid 


Fig.  3.  The  Dead  Sea,  from  a  Photograph  by  NegretiL 

thrown  up  on  the  surface  of  the  Daad  Sea,  to  be  again  deposited,  like 
gaunt  skeletons,  on  its  shores ;  or  on  a  grander  seme,  as  oy  the  over- 
whelming volume  of  the  vast  rivers  of  the  Mississippi  or  St.  Lawrence, 
in  North  America,  where  thousands  of  trees  float  annually  down  the 
stream  to  the  Atlantic,  and  are  there  deposited,  with  soil,  sand,  and  clay, 
in  process  of  time,  in  the  bed  of  the  ocean. 
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•'The  Drift  Theory  "  receives  a  further  elucidation  in  the  next  simple 
diagram  of  Professor  Phillips.  "  Thus,  at  the  point  A  in  the  next 
digram,  a  series  of  limestone,  sandstone,  shales,  coal,  ironstone,  occur, 
these  being  the  common  names  of  the  rocks  which  are  associated  with 
coal.  The  limestone  may  be  supposed  to  haye  been  brought  by  dif- 
fusion in  the  ocean  from  an  area  situated  to  the  south-east,  the  shale 
transported  from  the  west,  and  the  sandstone,  plants,  &c.,  drifted  from  the 
north.    We  may  imagme  two  rivers,  one  flowing  from  the  west,[and 


WEST 


© 


EAST 


SOUTH 

Fig.  4.  niiutratioD  of  Drift  Theory. 


bringing  across  the  regions  where  now  are  Ireland,  Lancashire,  Derby- 
shire, and  South  Yorkshire,  a  vast  body  of  argillaceous  (clayey)  seg- 
ments, slightly  char^  with  sand,  and  but  little  varied  by  floating  trees 
and  planU;  the  otner  rushing  fnyn  the  north,  loaded  with  sandy 
matter,  and  bearing  abundance  of  trees  of  different  kinds,  6ut  not  many 
fermt  or  delicate  htrbaceout  plantM,  Alternately,  or  contemporaneously, 
these  rivers  might  fill  the  sea  with  de]pK)sits  such  as  we  benold,  and  m 
the  manner  that  we  see  them  united  with  the  proper  calcareous  deposit 
of  the  ocean."    In  appreciating  the  "  drift  theory,"  it  must  be 
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bered  that  the  "  ancient  ocean"  is  supposed  to  have  been  very  different 
from  the  present  one,  and  the  arrangement  of  land  and  water  quite  dis- 
similar to  the  present  order  of  these  ancient  elements.  The  Northern 
Ocean,  at  the  commencement  of  the  coal  period,  was,  it  is  supposed, 
divided  into  basins,  varied  by  islands,  bounded  by  shores,  supplied  by 
inundations  from  extended  land.  One  of  the  most  interesting  localities 
presentmg  an  analogy  to  the  dense  island  forests  of  the  ancient  coal 
period  is  one  of  a  group  of  islands  called  the  Great  Andaman  Islands, 
situated  in  the  Bay  of  ^ug^  aiid  about  one  hundred  and  forty  miles 
long  and  twenty  oroad.     The  extreme  thickness  of  the  tree  jungles 


^  ^^^^^^1 

1  fe:^J 

^^^■^^^^.JH^I 

1 

■^^■^H 

Fig.  6.  The  Earth  befive  the  Separation  (Snider's  Diagram). 

which  cover  nine-tenths  of  this  island,  renders  it  almost  impenetrable, 
they  being  composed  of  trees  as  straight  as  arrows,  of  from  thirtv  to 
forty  feet  nigh,  though  their  roots  cannot  expand  much  beyond  one  /oot, 
and  are  fouui  twisted  together  like  so  many  coils  of  rope.    The  foliage 
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k  OQufined  to  the  tops  of  the  trees,  the  trunks  of  which  are  leafless  and 
hranchless.  The  wood  of  the  jungle  trees  is  veiy  hard,  so  that  the  axe 
flies  off  them  as  from  stone.  There  seems  to  be  no  grass  whatevor, 
a  great  lack  of  water,  and  no  rivers,  but  only  brooks,  which  are  dry  in 
the  summer  and  torrents  in  the  rainy  season.  There  are  no  wild  animals 
except  rats,  snakes,  and  very  little  pigs,  and  all  attempts  to  establish 
any  mteroourse  with  the  aborigines  nave  failed. 

"The  agitation  of  the  shores  of  the  Northern  Ocean,"  says  Phillips, 
**  a  proved  by  conglomerates  (matter  rolled  like  currant  dumplinp  into 
balls) ;  the  amount  of  inundations  from  the  land  is  demonstrated  by  an 
abundance  of  clayey  and  sandy  sediments,  plants,  and  beds  of  coal ; 
wliile  in  the  more  tranquil  laooratory  of  the  deeper  water,  limestone 
rocks  were  generated  in  great  abundance." 

]£  A.  Snider,  in  a  work  entitled  "  La  Creation  et  ses  Myst^res 
d^Toil^a,'*  g[ives  two  diagrams  which  are  intended  to  show  the  alteration 
of  the  relative  positions  of  land  and  water  on  the  surface  of  the  globe 
siiiee  its  creation. 

At  this  period  (Fig.  5)  M.  Snider  supposes  the  earth  to  have  been  one 
eontinuous  block  or  mass  rising  out  ot  the  ocean,  and  the  space  marked 
the  Atlantide  (the  Atlantic)  to  have  been  formerly  dr^  land,  but  now 
changed  to  the  bed  of  the  miffhty  Atlantic  Ocean.  Sir  Charles  Lvell 
says,  "  It  can  be  shown  that  Vie  earth's  surface  has  been  remodelled 
again  and  a^n;  mountain  chains  have  been  raised  or  sunk;  valleys 
formed, filled  up,  and  then  re-excavated;  sea  and  land  have  changed  places; 
yet  tlut>ughout  all  these  revolutions,  and  the  consequent  alterations 
of  Kxml  anid  general  climate,  animal  and  vegetable  life  has  been  sus- 
tained. 

^This  has  been  accomplished  without  violation  of  the  laws  now 
goyerning  the  organic  creation,  bjr  which  limits  are  assigned  to  the 
^viability  of  species.  The  succession  of  living  beings  appears  to  have 
bem  continued,  not  by  the  transmutation  of  species,  but  oy  the  intro- 
"  I  into  the  earth  from  time  to  time  of  new  plants  and  animals,  and 
nblage  of  new  species  must  have  been  admirablv  fitted  for  the 
I  of  the  globe  as  they  arose,  or  thejr  would  not  nave  increased 
md  mnltiplied  and  endured  for  indefinite  periods." 

Tkt  eminent  naturalist,  Mr.  Charles  Darwin,  in  his  work  **  On  the 
Onm  of  Species  by  means  of  Natural  Selection,  or  the  Preservation 
of  fkfonred  Baees  m  the  Struggle  of  Life,"  is  opposed  to  the  theory 
of  the  introduction  of  new  species  and  new  plants,  and  insists  on  the 
natural  provocation  to  variety,  and  he  says,  "  The  more  living  beings 
can  be  supported  on  a  given  area,  the  more  they  diverge  in  structure, 
habits,  and  constitution ;  therefore,  the  more  diversified  the  descendants 
of  any  one  species  become,  the  better  will  be  their  chance  of  succeedinfi; 
in  the  battle  of  life.  It  is  a  truly  wonderful  fact — the  wonder  of  which 
we  are  apt  to  overlook  from  familiarity — that  all  animals  and  aUpUuts, 
throuffhout  all  time  and  space,  should  be  related  to  each  other,  in  group 
subordinate  to  group  in  the  manner  which  we  everywhere  behold- 
namely,  varieties  of  the  same  species  most  closely  related  together  ; 
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species  of  the  same  cenus  less  closelj  and  unequall/  related  t<^ther, 
forming  sections  and  sub-genera ;  species  of  distinct  genera  much  leas 
closelj  related ;  and  genera  related  m  different  degrees,  forming  sub* 
families,  families,  orders,  sub-classes,  and  classes.  The  usual  subordinate 
groups  in  any  class  cannot  be  ranked  in  a  single  file,  but  seem  rather  to 
De  clustered  round  points,  and  then  round  other  points,  and  so  on  in 
almost  endless  cycles.  On  the  view  that  each  species  has  been  inde- 
pendently created,  I  can  see  no  explanation  of  this  great  fact  in  the 


Fig.  6.  Amngement  of  the  Land  after  the  SeparaUon  (Snider'a  Diagram). 

classification  of  all  organic  beings ;  but,  to  the  best  of  my  jud^ent,  it 
is  explamed  through  inheritance  and  the  complex  action  of  natiural 
selection,  entailing  extinction  and  divergence  of  cnaracter.  ...  As  all 
living  forms  of  Hie  are  the  lineal  descendants  of  those  which  lived  long 
before  the  Silurian  epoch,  we  may  feel  certain  that  the  ordinary  succes- 
sion by  generation  has  never  even  been  broken,  and  that  no  cataclysm 
[deluge Jhas  desolated  the  whole  world." 
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The  second  diagram  (Fiff.  6)  represents  the  same  terrestrial  globe  after 
the  diyision  of  its  parts  at  the  surface,  with  the  formation  of  the  North  and 
South  Atlantic  Ocean.  The  great  uniformity  of  the  fossil  plants  of  the 
ooal  measures  of  Europe  and  North  America  is  a  convincing  proof  of  the 
former  existence  of  a  continent  or  chain  of  islands  where  tne  Atlantic 
now  rolls  it  waves.  Four-fifths  of  the  fossil  coal  plants  collected  in 
Nova  Scotia  have  been  identified  with  European  species ;  and  there  are 
also  other  geoloeical  proofs  of  the  existence  of  an  ancient  land  situated 
to  the  eastward  of  the  present  Atlantic  coast  of  North  America. 
500  B.C.  Herodotus  mentions  fossil  fishes  as  occurring  in  the  rocks  of 
l^gjpty  and  states  this  as  a  proof  of  that  country  having  been  formerly 
an  arm  of  the  sea,  like  the  Red  Sea.  Without  advocatm^  the  truth  of 
the  first  diagram,  enough  has  been  said  to  indicate  some  ot  the  points  of 
the  **  drift  theory,"  by  which  it  is  attempted  to  explain  the  origin  of  coal. 

The  opponents  of  the  "  drift  theory,"  it  must  be  admitted,  brins^ 
focBudabie  argpunents  against  it ;  and  the  following  objections,  arranged 
m  a  oonden^^  form  under  seven  heads,  by  the  late  Mr.  Q.  F. 
Biehardson,  may  not  be  uninteresting. 

1.  The  purity  of  coal,  and  its  freedom  from  extraneous  substances. 
Hid  it  been  dnfted,  it  must  have  acquired  some  portion  of  foreign  sub- 
stances in  its  transit,  such  as  pebbles,  gravel,  &c. ;  but  since  we  find 
extensive  seams  of  coals  unmixed  with  any  other  matters,  its  freedom 
/  from  these  is  considered  to  be  incompatible  with  the  idea  of  its  having 
been  drifted  from  a  distance. 

8.  The  generally  uniform  thickness  of  each  coal  seam  is  considered  to 
offer  another  difficulty.  The  lower  main  seam  of  the  great  northern  coal 
fidd,  according  to  Mr.  Bowman,  extends  over  at  least  two  hundred 
square  miles,  while  a  thin  seam  is  pointed  out  as  reaching  in  a  strakht 
line  from  Whaley  Bridge  to  Blackburn,  a  space  of  thirty-hve  miles.  Had 
the  coal  been  washed  away  by  floods  or  torrents,  such  currents,  either 
from  the  different  specific  gravity  of  portions  of  the  same  mass — of  the 
roots  and  stems,  for  example,  as  contrasted  with  tlie  branches  and 
foKacp  or  from  the  mechanical  destructions  occurring  in  such  a  transit, 
voua  have  deposited  them  in  an  unequal  manner ;  whereas  no  such 
efccts  are  discernible  in  the  coal  seams,  which  are  invariably  free  from 
laeqiialities  of  this  kind. 

8.  The  exceeding  minuteness  of  many  of  the  coal  seams,  which  thin 
ovt  into  mere  filaments,  and  extend  in  this  condition  over  extensive 
areas  of  solid  rock,  militates  against  the  idea  of  any  deposit  of  so  at- 
tenuated a  nature  having  been  spread  over  spaces  so  large  by  the  act  of 


4.  On  the  other  hand,  the  size  of  many  of  the  coal  seams  considered  with 
reference  to  the  immense  compression  which  they  have  unquestionably  un- 
dergone, is  considered  to  furmsh  another  objection  of  insurmountable  cha- 
racter. The  enormous  extent  to  which  the  bulk  of  substances  may  be  re- 
duced by  pressure,  can  scarcely  be  imagined,  except  by  a  reference  to  exact 
computation.  It  was  ascertained  by  Mr.  Burr,  that  a  mass  of  rubbish 
which  was  left  in  a  worn-out  vein  of  ironstone,  during  a  period  of  ten 
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years,  was  in  that  interval  reduced  from  seven  to  two  feet  in  tliickness, 
owing  to  the  pressure  of  the  overlying  weight.  It  was  further  changed 
into  so  hard  a  substance  as  to  form  a  mass  of  rock  which  could  only  be 
penetrated  by  the  operation  of  blasting.  When  we  consider  the  great 
compressibility  of  vegetable  matter,  and  reflect  that  beds  of  coal  have 
been  subject  to  the  pressure  of  masses  of  rock  many  thousand  feet  in 
thickness,  during  a  period  of  countless  ages,  and  when  we  recollect  that 
matter  so  compressed  has  formed  beds  of  great  relative  thickness,  it  is 
evident  that,  for  the  formation  of  such  deposits,  supplies  on  the  roost 
enormous  scale  would  be  required,  and  that  it  would  be  utterly  impossible 
to  transport  masses  of  vegetable  substances  so  immense  as  would  be  re- 
quisite lor  the  formation  of  the  coal  deposit  alone. 
.  The  effect  of  great  pressure  produced  by  Bramah's  hydrostatic  press  is 
well  illustrated  m  the  compression  of  the  bales  of  Manchester  cotton  goods, 
and  of  all  kinds  of  paper,  gunpowder  in  the  stage  of  press  cake,  compressed 
trusses  of  hay,  candle-making,  seed-crushing  and  pressing,  whilst  the  con- 
stant downward  pressure  of  the  superincumbent  strata  will  be  explained 
more  fully  afterwards  in  what  are  called  "  Creeps,"  when  the  earth,  or 
floor,  or  metal  of  tlie  excavated  galleries  in  a  coal  pit  gradually  rises 
and  Alls  the  spaces  left  between  the  pillars  of  coal  that  support  the  roof. 

5.  The  high  state  of  preservation  m  which  many  of  the  plants  occur, 
the  perfect  condition  of  the  leaves  and  parts  of  fructification  of  manvof 
the  terns,  the  sharp  angles  of  numerous  stems  which  are  pronounced  to 
have  been  of  a  soft  ana  succulent  nature,  with  the  surfaces  of  Sigillaria 
marked  with  lines,  streaks,  and  flutiugs  so  delicate  that  the  mere 
drifting  of  a  day  would  have  inevitably  destroyed  them.  These,  with 
other  wets  of  a  hke  nature,  convince  us  that  these  plants  have  never  been 
subjected  to  drift,  but  were  buried  on  the  spots  where  they  lived  and  died, 

6.  An  additional  objection  to  the  drift  theory  is  founded  on  chemical 
facts ;  it  has  been  urged,  that  if  vegetable  matter  were  swept  away  by  a 
flood,  such  an  agency,  by  allowing  uie  gaseous  elements  to  escape,  would 
be  inadequate  to  produce  the  desired  results,  and  that  coal  never  could 
be  formed  by  suca  a  process. 

7.  The  multiplied  instances  of  trees  found  erect,  establish  the  fact 
of  the  coal  plants  having  chiefly  grown  on  the  spot  where  they  are  now 
entombed. 

Midway  between  the  "  drift "  and  "  submergence  "  theories,  it  will 
be  perhaps  instructive  to  pause  in  order  to  mention  a  theory  which  has 
been  ur&ied  with  great  power  and  ingenuity  by  Mr.  Evan  Hopkins,  C.E. 
— ^viz.,  the  actual  movement  of  the  crust  or  outer  crystalline  shell  of  the 
earth  as  it  were  in  a  spiral  direction  from  the  South  to  the  North  Pole ; 
so  that  any  eiven  country  like  Great  Britain  shall,  in  process  of  time  (to 
be  nnmberea  by  thousands  of  years),  have  its  position  moved  from  a 
warm  to  a  colder  latitude  by  the  mechanically-destructive  and  chemically- 
solvent  power  of  water,  aided  by  electro-chemical  currents  and  crys- 
tallization, just  as  a  plate  of  copper  may  be  ^adually  dissolved  at  the 
positive  |)ole  of  the  battery,  and  again  deposited  at  the  negative  pole 
to  form  an  electrotype.  Mr.  Hopkins  is  entirely  opposed  to  the  Plutonic 
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tlieoiy,  and  warns  his  hearers  not  to  look  at  the  strata  of  the  earth 
throngh  "red  spectades,"  but  to  admit  a  little  more  "soda  water** 
(haTing  a  cooler  and  qnieter  agency  in  this  globe  than  fire)  into  their 
speculations  as  to  the  formation  of  rocks.  The  arguments  most  forcibly 
used  in  favour  of  the  idea  of  a  moyement  of  the  earth's  surface  from 
south  to  north  by  the  electro-magnetic  currents  are :  1.  The  cha^zes  of 
latitude  wMoh  have  occurred  in  various  recorded  instances.*  2.  The  re- 
sult of  the  change  of  latitude— viz.,  change  of  climate.  Hence  it  is  urged 
that  formerly  England  was  difTerently  placed,  and  enjoyed  a  tropical  or 
warmer  climate ;  and  during  that  period  the  coal-plaats  grew  and  ex- 
panded into  those  gigantic  proportions  which  seem  to  be  the  speciality  of 
the  flora  of  the  coal-measures.  Could  elephants  live  in  Siberia  at  the 
present  time?  yet  the  remains  of  these  warmth-loving  anii^als  are  found 
in  abundance  there.  Wines  were  formerly  made  of  the  gra]^  grown  in  the 
open  fields  of  England ;  and  it  is  stated  that  when  Caesar  inv^ed  Britain 
1915  years  ago,  the  site  of  the  city  of  London  was  in  latitude  40°  SCK, 
and  therefore  in  a  climate  corresponding  to  that  of  Portugal,  wMch 

S'ves  us  our  much-loved  "Port;  whereas  now  we  know  that  the 
titude  of  Greenwich  is  5^  28'  38". 

The  second  theory  that  accounts  for  the  production  of  coal  may 
be  called  "  iJ^  Theory  of  Submergence,'*  in  contradistinction  to  the  other 
already  discussed,  caUea  the  Drtft  Theory. 

It  is  assumed  that  there  was  a  period  in  the  history  of  our  ^be 
when  a  damp  and  steamy  heat,  witn  incessant  rains  and  an  atmosphere 
highly  charged  with  carbonic-acid  gas,  prevailed  on  the  surface  of  the 
etfth.  Then  repeated  storms,  lightnings,  and  the  fearful  thunder  broke 
only  upon  the  solemn  silence  that  prevailed ;  for,  as  Hugh  Miller  says, 
"  no  human  being  had  yet  left  an  imprint  dL  his  foot  on  the  soil  where  the 
coal  plants  grew. 

This  damp  and  steamy  heat  our  artist  has  endeavoured  to  portn^ 
in  the  next  picture,  where  we  see  the  sun  vainly  struggling  to  sena 
his  rays  through  the  atmosphere  highly  saturated  with  vapour.  Such 
an  atmosphere  may  be  partly  realized  by  a  visit  to  ai^  gpdener's 
forcnig-houae,  and  would  of  course  be  the  means  of  increasmff  e&or- 
mous^  the  nmk  growth  of  the  underwood  and  trees  of  the  coal  laresti^ 
whibt  the  oontinuons  rains  wodd  wash  down  and  dissolve  out  of  the 
atmosphere  the  carbonic-acid  gas,  carrying  it  to  the  roots  of  the  plants 
in  that  liquid  state  best  adapted  for  its  assimilation.  If  we  eofxld 
imagine  a  pl^nt  taking  a  breakfast,  dinner,  and  tea,  carbonic-acidgas, 
like  our  "  daily  bread,  would  always  form  a  part  of  each  meal.  Then, 
again»  the  reneated  storms  and  excess  of  demonstrative  electricity,  the 
continual  flasnes  of  lightning,  no  doubt  produced  soluble  nitrogenous 
matter,  such  as  nitric  acid,  wmch  was  in  like  manner  supplied  to  those 
plants  that  required  it  for  their  sustenance. 

Of  the  presence  of  the  carbon  (of  the  carbonic-acid  gas)  and  the 
nitrogen  (derived  possibly  from  the  nitric  acid)  in  coal  we  have  abun- 

•  Uioany  tiplaiiMd  iftzonomicaUy  by  Um  plMnamenon  called  the  "Ftecenioo  of  tba 
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dant  eyidence;  and  of  the  rain  that  undoubtedly  fell  at  that  period  in 
such  unusual  quantities,  there  are  the  stony  records  in  the  rodcs  asso- 
ciated with  coal.  The  sandstone  and  green  shale,  especially  in  those 
specimens  collected  by  Mr.  Brown  from  Cape  Breton,  Kova.Sootia, 
bear  upon  their  surfaces  indubitable  marks  of  rain-drops. 
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Fig.  7.  The  humid  Atmosphere  and  rank  Vegetation  of  the  Ck>al  Period. 

The  damp  heat,  the  constant  supplies  of  nutritive  matter,  brought 
about  a  gigantic  condition  of  the  plants  and  trees  which  reminds  us  of 
the  huge  root  displays  of  modem  horticultural  shows,  with  their  giant 
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beeiroctfly  colossal  turnips,  carrots,  &c.  The  effect  of  this  stimalating 
action  was  to  make  the  most  humble  plants  spring  up  into  forest  trees ; 
thus  there  were  trees  in  the  coal  flora  alfied  to  toe  dub-moss  tribe, 
nothing  but  a  tender  bit  of  moss,  and  yet  these  plants  shot  up  into 


fif .  8.  Bii»priDti  ind  Worm-tnitkfl  la  h)  from  the  upper  and  under  lurfliee  of  green 
iftHk  foek  from  Gqw  Brtton,  Nora  Sooth,    e  e.  Shrinkage-cracks  and  Rain-prints  on  the 

Block.  i.Doff's  Foot-prl^ made  Jnl7  17th,  1860»  on  recent 

"  ~]t  Charles  Lyell  inunediatelV  after  the  impression 
Is  (as  the  rain-prints)  may  oe  left  of  past  erenta. 
poisciiioo  of  Professor  Tcnna&t,  149,  btnmd. 
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large  trees  from  thirty  to  forty  feet  in  height.  It  is  inteiestiiig  to  know 
that  the  same  wondcml  activity  of  the  vegetable  kingdom  is  to  be 
observed,  to  a  great  extent,  in  many  forests  at  the  present  day,  and 
especially  in  the  West  Indies ;  there,  plants,  which  in  onr  climate  miflht 
be  elegant  creepers,  such  as  the  jasmine  and  dematis,  fit  to  train  (mthe 


lif.  0.  TnTeUer  In  West  Indiin  Fomt  j  Aooktent  from  Ofohmging  CrMpon. 

walls  of  a  pretty  cottage,  grow  np,  under  the  effects  of  a  West  Indian 
dimate,  into  great  ropes  and  cables,  which  intertwme  and  hang  from 
tree  to  tree,  and  must  be  carefully  avoided  in  attempting  to  ride  through 
these  forests,  or  the  incautious  traveller  may  find  iiimself  suddenly  en^ 
tangled  amd  lifted  Irom  his  horse. 
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The  gp^eat  humidity  of  the  climate  of  the  coal  period  had  been  pre- 
Tionsly  inferred  from  the  nature  of  its  yegetation  and  the  continuity  of 
its  forests  for  hundreds  of  miles ;  but  it  is  satisfactory  to  have  at  len^h 
obtained  such  pcxsitiye  proofs  of  showers  of  rain,  the  drops  of  which 
resembled  in  their  average  size  those  which  now  fall  from  the  clouds. 
From  such  data  we  may  presume  that  the  atmosphere  of  the  carboni- 
ferous period  ooiresponded  in  density  with  that  now  investing  the  globe, 


FSf.  Iflt.  RcmaiDf  of  FowO  Btemi  md  Flaatt  of  the  Ckud  HeMont.    a.  A  Calimite. 

»•«.  SfgUlixin.   A  LeptdodcDdron.    «.  Btigmarii»,  root  of  the  BigillarU. 
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and  that  different  currents  of  air  varied  then  as  now  in  temperature,  so 
as  to  give  rise,  by  their  mixture,  to  the  condensation  of  aqueous  vapour. 
—Lyell's"  Geology." 

It  mi^ht,  however,  be  supposed  that  all  statements  with  respect  to 
the  origin  of  coal  must  be  imaginary,  and  partake  only  of  the  fascinating 
nature  of  fiction.  No ;  the  skeleton  remains  of  plants  which  enable 
the  botanist  to  revivify  the  dead  forests  of  the  carboniferous  period  are 
continually  coming  to  light  as  the  coal  is  du^  from  its  rocky  bed. 
In  Fig.  10  we  have  fems-Hcalamites,  bamboo-jomted — reed-like  plants, 
Lepidodendra^aad,  more  curious  than  all  others,  here  are  the  sigillaris, 
which  scarcely  present  any  analogy  with  existing  forms,  and  must  have 
imparted,  as  duller  says,  "  a  strange  and  wondrous  character  to  the 
flora  of  the  coal  measures." 

The  ferns  appear  to  have  been  the  most  abundant,  at  least  if  our 
judgment  in  tnis  respect  is  to  be  formed  from  the  fossil  specimens 
already  obtained.  There  seems,  however,  very  good  reason  to  believe 
that  we  cannot  make  a  just  estimate  of  the  exact  proportion  of  one  kind 
of  plant,  or  of  its  superabundance  as  compared  with  others,  because 
it  would  naturally  happen  that  there  might  be  a  j^at  difference  in 
the  capabilities  of  certam  plants  of  resisting  the  action  of  water  longer 
than  others,  and  therefore  our  ideas  of  the  precise  state  of  the  flora  at 
the  time  of  the  growth  of  the  great  coal-producing  vegetation  of  the 
forests  must  be  somewhat  obscure. 

In  order  to  assist  the  student  of  palaeontology,  or  study  of  fossil 
plants  and  animals,  it  is  advisable  to  keep  the  following  table  constantly 
m  view,  as  it  demonstrates  the  names  ot  the  groups  of  plants  so  often 
alluded  to — 


LiHDLST. 

Thallogenfl   |  ^''^^    Sea-weeds, 

I  Mosses,  Eqnisetaoes, 
Acrogens  ...  |>    Ferns, Lyoopodiums, 
)     Lepidodendrons. 
.\  Gymnogens  ...Conifers  and  Cycads. 
^  Composita,     Legumi- 
nosa,  UmbellifenB^ 
I      Cradfem^  Heaths, 
^    &c 
All  native  Enropeaa 
trees  except  Coni- 
fers. 
Balms^  Lilies,  Aloei^ 
i      Bu^es,  Grasses. 

The  term  cryptogamie  is  of  course  derived  from  the  Greek  Kpxmrot 
and  ya/iof,  concealed  fructification,  and  is  applied  to  a  class  of  plants 
whose  stamens  and  pistils  are  not  distinctly  visible. 

The  thallogens^  or  flowerless  plwts,  wmch  have  no  proper  stem  or 
leaves,  such  as  lichens,  seaweeds,  and  fungi,  are  remarkable  for  certam 


Bbongniabt. 

Grxptogamons  Amphigens,  or 
cellular  Cryptogamia 

Cryptogamons  Acrogens 

Dicotyledonous  Gynmosperms  , 


4.  l^cotyledonoiis  Angiosperms... 


^5.  Monocotyledons     


Exogens 
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diaxaoteristics  pecoliar  to  all;  they  are  entirely  formed  of  cellular 
tissaes,  or  rather  of  interlacing  tubular  filaments,  without  vessels 
properly  so  called;  they  never  present  true  leaves,  and  their  organs  of 
reproduction  consist  only  of  very  fine  seedlmgs,  which  appear  to  de- 


Vte.  IL  a.  PMopterla.    &.  Ltptdodendron.    e,  <2.  Calamitflt.    «.  LepUodMdron. 
/.Hginula.   AU  dxwvingi  of  fiiMilf  in  ProfeMor  TenaaaTi  GoUao^ 

themselves  without  fecundation,  and  are  immediatelv  enclosed  in 
conoeptades  analogous  to  the  filaments  of  that  tissue 
c2 
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vhich  composes  the  whole  of  the  plant.  The  only  fossil  plants  of  this^ 
class  known  are  some  conferva  with  several  alaa,  or  seaweeds. 

The  second  class  comprises  cellular  cryptogamise,  or  mosses,  which 
present  in  their  general  form  and  structure  features  similar  to  those  of 
the  most  perfect  vegetables ;  in  this  class  are  also  grouped  the  Equise- 
tacese,  Ferns,  Lycopodium,  Lepidodendrons,  which  possess  more  varied 
tissues,  and  include  perfectly  ustinct  vessels,  and  very  frequently  spiral 
vessels,  or  imperfect  spiral  vessels,  while  the  leaves  are  in  general  very 
folly  develoned  and  furnished  with  cortical  pores.  The  stems,  oftea 
large  and  aroorescent  (Figs.  10  and  11),  have  some  analogy  with  those  of 
Monocotyledons,  or  plants  having  one  seed-lobe.  M.  Adolphe  Brongniart 
has  called  the  perioa  of  the  formation  of  the  coal  measures  t^  age  of 
Aeroaens,  in  consequence  of  the  vast  preponderance  of  ferns,  and  Lepido- 
denmti,  and  the  apparent  absence  of  Exogens,  or  ordinary  Dicotyledons, 
or  plants  having  two  seed-lobes ;  nevertheless,  Lyell  supposes-  a  forest 
of  that  period  may  have  borne  a  considerable  resemblance  to  those  woody 
regions  of  New  Zealand,  in  which  flourished  ferns,  arborescent  and  herba- 
ceous, and  lycopodiums,  with  many  conifera;,or  pine-trees,  probably  similar 
to  the  Wellinatonia  gigantea,  depicted  at  page  3,  the  bark  of  which  is 
deposited  and  built  up  in  the  north  transept  of  the  Crystal  Palace, 
Sydenham.  With  reference  to  this  gigantic  specimen,  Lord  Eichard 
Grosvenor,  in  a  letter  dated  November  3rd,  1859,  and  addressed  from 
San  Francisco,  California,  saj^s : — 

"I  have  just  been  on  a  trip  into  the  interior  of  this  State  to  see  the 
'  big  trees,'  and  they  are  worth  coming  here  to  see.  Imagine  a  tree  116 
feet  in  circumference,  and  450  feet  high !  There  are  several  groves  of 
them,  all  on  the  western  slope  of  the  Sierra  Nevada,  and  all  about  the 
altitude  of  4000  feet  above  the  level  of  the  sea.  I  have  been  to  see  two 
of  them :  one  in  Calaveras  county,  and  the  other  grove  in  Mariposa, 
both  about  200  miles  from  here,  and  the  latter  in  a  south-westerlv  direc- 
tion. They  are  beautiful  trees,  but  I  do  not  think  the  brancnes  are 
large  enough  in  proportion  to  the  trunk ;  they  are,  in  fact,  verr  small, 
ana  hang  down  in  a  nearly  perpendicular  fashion,  sometimes  bending 
down  in  a  semicircular  arch,  so  as  to  touch  the  tnmk  again,  whi£ 
makes  them  rather  look  like  very  tall  masts.  The  trunk  is  botutifnlly 
proportioned,  and  tapers  off  to  a  fine  point,  so  you  do  not  appreciate  the 
neight  till  you  find  you  have  sprained  ^our  neck  in  trying  to  see  the 
top.  The  bark  is  a  pretty  yellowish  cmnamon  colour,  of  a  very  fine 
texture,  often  twenty-two  mches  thick;  but  that  you  have  seen  at  the 
Crystal  Palace.  The  tree  from  which  that  bark  loas  taken  is  jUiU  standing^ 
with  the  scaffolding  rouna  it  which  was  used  on  the  occasion.** 

The  Phanerogamic  group  includes  those  plants  which  have  visible 
flowers  containing  stamens  and  pistils. 

The  most  remarkable  plants  or  trees  belonging  to  the  coal  period  were 
undoubtedly  the  Sigillarise,  with  their  vast  roots  called  stigmarice,  of 
which  about  thirty -five  species  are  known;  and  such  was  their  indivi- 
dual abundance,  that  there  are  great  seams  of  coal  almost  entirely  com- 
posed of  them.    These  "trees  were  interesting,"  as  Miller  says,  '*on 
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coconut  of  their  beautiful  sculptured  stems,  various  in  their  pattern 
aoeording  to  their  species."  All  were  fluted  vertically,  somewhat  like 
columns  of  the  Grecian  Doric,  and  each  flute  or  channel  had  its  line  of 


F]g.  12.  A  Gredan  Doric  Column,  for  Comparison  with  a  Sigillaria  Stem  (p.  17). 

.sculpture  running  adown  its  centre,  as  we  may  notice  in  Fiff.  c,  p.  17. 
.  ..."  In  walkmff  amonc^t  the  ruins  of  this  ancient  flora,  the  psuson* 
tologist  almost  feels  as  if  he  had  got  among  the  broken  fragments  of 
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Italian  palaces  erected  long  ages  a^,  when  the  architectore  of  Home 
was  most  ornate,  and  every  moulding  was  roughened  with  ornament; 
and  in  attempting  to  call  up  in  fancy  the  old  carboniferous  forests,  he 
has  to  dwell  on  tnis  peculiar  feature  as  one  of  the  most  prominent,  and 
to  see,  in  the  multitude  of  trunks  darkened  above  by  clouds  of  foliace, 
that  rise  upon  him  in  the  prospect,  the  slim  columns  of  an  elder 
Alhambra  roughened  with  arabesque  tracery  and  exquisite  filiflpree  woric" 

Having  thus  briefly  attempted  to  give  some  idea  of  the  flora  of  the 
dark  and  tangled  forests  of  tne  coal  period,  our  thoughts  must  be  again 
directed  to  the  process  by  which  these  tall  tree-ferns,  huge  pines,  reed- 
like calamites,  sculptured  sigillarise,  and  hairy  lepidodendrona  were  SMb- 
merged,  decomposecC  condensed,  and  hidden  for  ages  beneath  the  surface 
of  the  earth. 

It  is  a  subject  of  everyday  observation  to  those  who  delight  in 
country  walks  amid  field  and  common,  copse  and  wood,  that  wherever 
due  regard  is  not  paid  to  the  all-important  first  principle  of  agricultare, 
Tiz.,  drainage — ^wnerever  water  is  allowed  to  accumulate,  the  soil,  by 
being  constantly  saturated  with  moisture,  is  no  longer  able  to  admit  the 
health-giving  atmosphere,  and  in  process  of  time  the  useful  ve^tation 
dies  away,  sinks  down  into  and  is  decomposed  in  the  morass,  being  sqc« 
Deeded  by  a  rank  and  sour  crop,  which  even  the  much-despised  donkey 
wiQ  not  condescend  to  touch.  In  a  somewhat  similar  manner,  thou^ 
gigantic  in  degree,  it  has  been  assumed  that  water  gradually  invaded 
the  vast  forests,  and  saturating  the  earth,  filled  up  all  the  pores  and 
excluded  the  air,  and  from  the  circumstance  of  carbonate  of  iron  being 
a  constant  companion  of  the  coal  seams,  it  may  be  imagined  that  the 
falling  leaves  and  the  tangled  underwood,  rotting  in  the  watery  bed,  con- 
verted the  peroxide  or  red  oxide  of  iron  in  the  soil  (which  is  a  valuable 
ingredient  of  the  earth  that  supplies  the  healthy  plants  with  food) 
into  poisonous  protoxide  or  green  oxide,  and  directly  this  mineral  poison 
began  to  act  upon  the  forest  trees  they  gradually  died,  and  were  sub- 
merged by  the  reception  at  intervals  ot  deposits  of  silt  and  mud,  the 
detntus  of  neighbouring  and  higher  land.* 

When  the  forest  grew  on  the  banks  of  broad  and  shallow  lagoons  or 
vast  kdces  the  water  would  teem  with  vegetation,  and  mi^ht  gradually 
supply  materials  for  beds  of  peat.  These  lagoons,  covering,  perhaps, 
nmes  of  country,  by  repeated  sinkmgs  may  nave  subsided  gradually 
beneath  the  level  of  the  sea,  and  have  rendered  the  basm  the  receptacle 

*  We  are  indebted  to  Kremer  for  careAil  una] jMi  of  the  athet  of  coal,  of  which  we 
|iTe  an  example^  the  per-oentage  of  ash  in  the  coal  being  1'99,  and  ite  compoaltion  aa 

^^^          Silica          15-48 

Alumina      6*28 

Peroxidtqfiron 74*02 

Lime           228 

Magnesia     0-28 

Potash        0-63 

Soda — 

Sulphate  of  lime 2*17 

100-00 
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of  alternating  deDOsits  of  sand  and  clay,  and  may  thus  have  produced 
the  strata  of  sanostone  and  limestone  which  occur  between  tne  seams 
of  coal.  Such  ideas  respecting  the  inroads  of  the  sea  are  supported  by 
fiacts  that  are  apparent  at  the  present  day — as,  for  instance,  tne  remark- 
able rising  of  tne  tide  in  the  Bay  of  Eundy,  which  is  a  large  inlet  of 
the  Atlantic  Ocean,  and  situated  on  the  east  coast  of  North  America; 
the  bay,  separating  the  south  part  of  the  peninsula  of  Nova  Scotia 
from  New  Brunswick,  extending  about  100  miles,  with  an  average 
breadth  of  about  30  miles. 

The  tides  in  this  bay  frequently  rise  to  the  great  height  of  60  feet, 
and  are,  as  may  be  supposed,  yery  destructive ;  they  sweep  away  the 
whole  face  of  the  cliffs,  and  thus  a  new  crop  of  erect  trees  springs  up 
about  every  three  or  four  years.  Eogers  imagines  that  the  areas  now 
covered  with  the  coal  formation  have  possessed  a  physical  geography, 
of  which  the  principal  feature  was  the  existence  of  extensive  flats 
bordering  a  continent,  and  forming  the  shores  of  an  ocean,  or  some  vast 
bay,  and  that  this  low  coast  was  fringed  by  great  marshy  tracts  or  peat 
bogs,  on  which  alon^  the  landward  margin  grew  the  contfera,  tree-ferns, 
fycopodiaeea,  and  otner  arborescent  plants.  If  the  fossils  discovered  in 
the  coal  measures  were  all  of  freshwater  origin,  the  supposed  effects  of 
the  sea  would  be  purely  ims^inary ;  but  there  is  abundant  evidence  of 
the  mixed  nature  of  the  fossil  remains,  and  of  the  association  of  fresh 
or  brackish  water  with  marine  strata,  not  only  in  American,  but  also  in 
the  Enelish  coal  fields.  In  the  lower  coal  seams  of  Colebrookdale,  in 
Shropsnire  (celebrated  as  the  locality  where  railroads  formed  of  wood 
were  first  used  in  the  year  1620  ana  1650,  and  about/ 100  years  after- 
wards plated  with  iron),  Mr.  Prestwich  suggests  that  the  intermixture 
of  beds  containing  freshwater  shells,  with  otners  full  of  marine  remains, 
and  the  alternation  of  coarse  sandstones  and  conglomerate  with  beds 
of  fire-clay,  or  shale,  containing  the  remains  of  plants,  maj  be  explained 
by  supposing  the  deposit  of  Colebrookdale  to  nave  originated  in  a  bay 
of  the  sea  or  estuary,  into  which  flowed  a  considerable  river  subject  to 
occasional  '^frethesj*  or  the  mingling  of  fresh  with  salt  water. 

In  the  £<unbur^h,  Shropshire,  and  Staffordshire  coal  fields,  also  in 
those  of  South  Wales  and  Somersetshire,  the  marine  deposits  are  more 
or  less  associated  with  those  of  freshwater  ori^.  Some  geologists, 
and  especially  E.  de  Beaumont,  have  assumed,  m  order  to  account  for 
the  frequent  alternation  of  coal  seams  and  sedimentary  rocks  with  marine 
products,  a  continuous  sinking  of  islands,  so  that  each  coal  seam  was 
covered  with  sedunent  up  to  the  level  of  the  sea,  and  a  new  flora  after- 
wards grew  there,  which  was  in  its  turn  sunk  below  the  water,  and 
so  on. 

With  respect  to  the  production  of  the  poisonous  protoxide  of  iron, 
and  its  effect  upon  the  forests  of  the  coal  period,  it  is  interesting  to 
know  that  Professor  Hunt,  of  the  Museum  of  Practical  Geology,  has 
instituted  a  series  of  experiments,  to  illustrate  the  production  of  clay 
ironstone,  bands  and  nodules  of  which  are  so  common  in  the  coal 
measures ;  and  he  has  found  that  decomposing  vegetable  matter  (such  as 
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would  be  diBtribuied  through  all  the  coal  seams)  prevents  the  farther 
oxidation  of  the  proto-sdts  of  iron,  and  converts  the  peroxide  into 
protoxide,  by  taking  a  portion  of  its  oxygen  to  form  carbonic  acid  ^[as. 
This  gas  coming  m  contact  with  the  protoxide  of  iron  in  solutioiL 
would  unite  with  it  and  form  a  carbonate  of  the  protoxide  of  iron,  and 
minglinff  with  the  excess  of  fine  mud,  might  form  beds  or  nodules 
of  aigilkceous  or  clay  ironstone.  When  pure,  carbonate  of  iron  is  com- 
posedof 

Protoxide  of  iron 61'37 

Carbonic  add 38*63 

10000 
The  carbonate  of  iron  ore  occurs  in  flattened  nodules  in  connexion 
with  the  coal  at  St.  Etienne,  a  locality  we  shall  again  allude  to,  and  is 
composed  of 

Carbonic  acid 38*4 

Protoxide  of  iron 41*8 

„        „       manganese 4*1 

Lime 0*2 

Magnesia 0*3 

Silica 12-3 

Alnmin^         3*2 

100*3 
Speakinff  again  of  the  inroads  of  water,  there  is  a  very  interesting 
example  of  the  effects  of  such  natural  causes  in  the  marsh  lands  whi<£ 
once  formed  an  estuary  or  arm  of  the  Bristol  Channel,  and  the  formation 
of  extensive  peat  bogs  on  what  are  provincially  termed  the  Turbariet, 
The  levels  are  about  two  hundred  square  miles  m  extent,  and  at  the 
present  time  a  great  part  of  those  flats  are  below  the  level  of  the  spring 
tides,  but  barriers  formed  by  nature  and  improved  by  art  keep  back  the 
sea.  In  ancient  times  the  low  lands  became  a  morass  or  lake  of  fresh 
water,  and  in  such  situations  commenced  the  formation  of  peat.  The 
changes  are  interesting,  and  afford  a  good  notion  of  the  probable 
formation  of  many  coal  seams ;  and  they  are  thus  described  by  an  eye- 
witness, who  writes  so  pleasingly  in  "  Chambers'  Journal."  He  says : — 
"First,  the  reeds  sprmg  up,  because  they  can  raise  themselves  out  of 
the  water ;  then  other  aauatic  plants  help  themselves  up  by  the  stalks 
of  the  reeds,  till  at  len^n  the  confervse  thicken  the  mass  so  much  that 
the  surface  becomes  suitable  to  the  sphagnum  tribe,  to  which  succeed 
Uohens,  rushes,  and  Brasses.  This  spongy  mass  of  vegetation  con- 
solidates, sinks  below  tne  surface,  falls  to  the  bottom,  and  there  decays, 
receiving  year  br  Year  a  fresh  accumulation.  This  decomposed  matter 
becomes  a  semi-fluid  and  dark-coloured  substance,  whicn  undergoes 
fermentation,  hence  the  bituminous  and  inflammable  properties  of  peat^ 
into  which  this  homogeneous  mass  is  now  convertea.  In  this  process 
nature,  requires  that  the  water  should  be  quiescent,  for  should  any 
current  disturb  the  stagnant  morass,  it  would  cany  off  the  astringent 
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jniee^  whidi  is  tiie  chemical  agent  for  torningthe  decomposed  rentable 
mass  into  peat.  The  *maM  water,*  as  it  is  called,  is  highly  antiseptic, 
and  of  so  astringent  a  nature,  that  an  attempt  was  made  some  years  ago 
to  apply  it  to  tannery  purnoses.  The  thickness  of  this  coneeries  of 
plants  is  from  fifteen  to  eignteen  feet ;  it  is  kept  buoyant  by  the  water 
m  the  basin,  and  assisted,  no  doubt,  by  the  clinging  bubbles  of  gas 
deciyed  from  its  partial  decomposition.  In  winter,  the  peat  rises  so 
much  above  the  level  of  the  surrounding  land,  that  peo))le  who  live  on 
the  borders  of  the  turbaries  cannot  see  objects  wmch  are  clearly 
discernible  in  summer." 

The  State  of  Michigan,  in  America,  is  remarkable  for  the  abundance 
and  value  of  its  peat  deposits.  In  this  locality  the  peat  beds  are  more 
condensed  and  compact,  being  comparatively  shallow,  and  seldom 
exceeding  four  feet  m  thickness.  It  most  commonly  overlies  beds  of 
calcareous  marl,  which  has  accumulated  in  the  innumerable  low  meadows, 
beaver  swamps,  and  wet  prairies  of  the  country.  Michigan  has  been 
aptly  designated  by  the  Indians  as  "  The  Land  of  Lakes ;"  and  a  pro- 
fessional geologist  has  reported  on  the  esistence  of  not  less  than  three 
thousand  lakes  within  the  limits  of  the  peninsula.  The  condition  of  a 
vast  territory,  like  that  of  the  new  States  of  America,  thinly  peopled, 
and  with  its  swampy  lakes  undrained,  supplies  a  good  illustration  ot  the 
probable  condition  of  thousands  of  miles  of  the  surface  of  the  earth 
when  the  flora  of  the  coal  measures  attained  their  gigantic  proportions. 
It  is  stated  that  peat  taken  from  land  which  has  been  manv  years 
drained,  when  dried,  is  nearly  as  heavy  as  oak  wood,  and  bears  aoout  the 
same  price  in  the  market  of  Uhode  Island,  where  peat  abounds. 

In  the  more  ancient  periods,  after  the  peat  was  formed  in  the  moist 
state,  accidental  drainage,  from  alteration  of  the  levels,  misht  occur, 
with  its  gradual  submergence  and  condensation ;  and  so,  in  tne  course 
of  hundreds  of  years,  coal  would  be  produced.  The  analysis  of  New 
Hampshire  peat  by  Messrs.  Whitney  and  Williams  is  as  follows : — 

tq^-ijx  Vegetable       Silica,  alamina, 

'^'^^'  matter.         iron,  and  lime. 

Meredith 94-90     510 

Canterbury 93-80    620 

Pranconia 7370    2603 

Baron  Liebi|g  considers  that  wood,  or  brown  coal  and  mineral  coal 
are  the  remains  of  ve^tables  of  a  former  world,  and  that  they  are 
the  results  of  decompositions  termed  decay  and  putrefaction.  Woody 
fibre  and  linen  both  contain  a  proximate  principle  termed  liynin,  so  that 
there  is  a  great  connexion  between  the  two,  so  far  as  their  chemical 
composition  is  concerned.  When  heaps  of  rags  are  moistened  with 
water  they  become  warm,  carbonic-acid  gas  is  evolved,  and  their  weight 
diminishes  from  eighteen  to  twenty-five  per  cent.,  and  the  raffs  are 
converted  into  a  soft,  friable  mass,  which  has  lost  its  coherence.  When 
sawdust  is  moistened  with  water,  it  also  evolves  considerable  heat, 
^diich  in  the  presence  of  other  combustible  matter  has  even  increased 
until  fiames  have  burst  forth  from  the  mass.    The  author  recollects  a 
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case  of  this  kind,  where  the  contents  of  an  underground  dustbin, 
which  had  been  nearly  filled  with  sawdust,  took  fire  spontaneously,  and 
where  the  whole  mass  of  sawdust  was  found  to  be  blackened,  and  caked 
together  into  a  porous  coal-like  mass.  Pressure  and  temperature  have 
greatly  affected  the  decomposition  of  the  ancient  submerged  vegetation. 
A  piece  of  wood,  which  had  been  placed  in  the  boiler  of  a  high-pressure 
steam  engine,  and  subjected  to  a  temperature  of  between  334^  and 
352°  Eahr.,  with  the  corresponding  pressure  of  between  seven  and  a  half 
and  nine  atmospheres,  was  found  to  oe  converted  into  a  species  of  coal, 
which  had  preciselv  the  same  composition  as  Laubacher  coal. 

A  piece  of  wooa  swallowed  by  a  pig  and  retained  in  the  stomach, 
causing  its  death,  was  examined  by  the  author,  and  had  very  much  the 
appearance  of  petrified  wood.  Decomposition  of  coal  is  continually 
goin^  on,  and  gases  eliminated  from  it.  In  the  vicinity  of  a  layer  of 
wood  cosJ  in  Germany  the  springs  of  water  are  usually  found  to  be 
highly  charged  with  carbonic  acid.  The  wood  coal  by  analysis  is  found 
to  contain  tne  exact  elements  of  woody  fibre  or  lignin  minus  a  certain 
quantity  of  carbonic  acid.  The  gases  formed  in  mines  of  wood  coal, 
causing  danger  in  their  working,  are  not  combustible  or  inflammable  as 
in  mines  of  mineral  coal,  but  they  consist  generally  of  carbonic  acid  gas, 
and  are  very  seldom  intermixed  with  combustible  gases.  The  combus- 
tible hydrocarbon  called  carburetted  hydrogen,  ^nerally  accompanies 
all  mineral  coal,  and  is  usually  found  mixed  with  nitrogen  gas,  car- 
bonic acid  gas,  and  sometimes  defiant  gas,  being  called  "  fire  damp." 
The  constant  evolution  of  these  gases  from  coaTin  coal  mines,  proves 
that  changes  are  always  proceeding  in  the  coal ;  and  Liebig  adds :  ''  It 
is  obvious  that  a  continual  removal  of  oxygen  in  the  form  of  carbonic 
acid  is  effected  from  layers  of  wood  coal,  in  consequence  of  which  the 
wood  must  approach  gradually  to  the  composition  of  mineral  coal."  This, 
however,  Bischof  denies,  and  states  that  in  no  case  can  carbonic  acid 
exhalation  originate  from  brown  coal :  he  further  says,  at  every  part 
of  the  earth  where  observations  have  been  made,  the  temperature  in- 
creases with  the  depth  below  the  surface.  If  this  same  increase  goes 
on  at  depths  which  are  inaccessible,  there  must  be  a  red  heat  at  a  cer- 
tain deptn.  If  at  this  depth  there  are  beds  of  carbonate  of  lime,  a^- 
•  bonic  acid  would  be  disengaged  from  them  in  the  same  way  as  in 
limekilns.  Hydrogen,  on  the  contrary,  is  disengaged  from  the  consti- 
tuents of  mineral  coal  in  the  form  of  a  compound  of  carbo-hydrogen ;  a 
complete  removal  of  all  the  hydrogen  would  convert  coal  into  anthracite. 
According  to  Liebig's  view,  the  conversion  of  ligneous  fibre  into  coal 
consbts  in  the  separation  of  certain  quantities  of  its  elements  in  the 
orm  of  oils,  marsn  gas,  and  carbonic  acid. 

When  from  the  lormula  representing  the  composition  of  wood  there 
are  deducted  three  equivalents  of  marsh  gas  (carburetted  hydrogen), 
three  equivalents  of  water,  and  nine  equiv^ents  of  carbonic  acid,  tnere 
remain  the  constituents  of  the  splint  coal  of  Newcastle  and  the  canne 
coal  of  Lancashire. 

One  of  the  most  interesting  statements  with  respect  to  coal  deposits 
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is  that  made  regarding  the  *'  cky  floor"  which  generally  accompanies 
and  forma  the  base  on  wliich  the  fuel  rests.  If  an  artificial  pond  or  lake 
is  to  be  formed;  the  porons  nature  of  the  soil  in  which  it  may  be  dug 
must  be  changed  by  lining  the  whole  of  the  excavation  with  clay.  How 
natural,  then,  that  water  accumulations  which  helped  to  destroy  the 
ancient  forests  should  take  place  on  a  clay  base.  LyeU  says  that  ''in 
South  Wales  the  coal  measures  have  been  ascertained  by  actual  mea- 
surement to  attain  the  extraordinary  thickness  of  12,000  feet,  the  beds 
throughout,  with  the  exception  of  the  coal  itself,  appearing  to  hare 
been  formed  in  water  of  moderate  depth,  during  a  slow,  but  perhaps 
intermittent  depression  of  the  ground,  in  a  region  to  which  rivers  were 
bringing  a  never-failing  supply  of  muddy  sediment  and  sand.  The 
horizontal  extent  of  some  seams  of  coal  is  much  greater  than  that  of 
others,  but  they  all  present  one  characteristic  feature  in  having^  each  of 
them  what  is  called  underclay.  These  underclays,  co-extensive  with 
every  layer  of  coal,  consist  of  arenaceous  (sandy)  shale,  sometimes  called 
firestone,  because  it  can  be  made  into  bricks  which  stand  the  fire  of  a 
furnace ;  they  vary  in  thickness  from  six  inches  to  more  than  ten  feet ; 
and  Mr.  Logan  was  the  first  to  announce  to  the  scientific  world,  in 
1841,  that  they  were  regarded  by  the  colliers  in  South  Wales  as  an 
essential  accompaniment  of  each  of  the  one  hundred  seams  of  coal  met 
with  in  their  coal  fields.  They  are  said  to  form  the  floor  on  which  the 
coal  rests ;  and  some  of  them  have  a  slight  admixture  of  carbonaceous 
matter,  while  others  are  quite  blackened  by  it.  What  a  commentary 
on  dramage  is  here  supplied ;  the  sturdiest  forest  trees  sunk  down  into 
decay  when  the  wat^  accumulated  at  their  roots,  how  much  more, 
then,  delicate  plants,  such  as  grasses,  cereals,  and  other  crops  in  the 
agriculture  of  man.  Another  curious  circumstance  is  that  all  the 
"floors"  are  characterized  bv  enclosing  a  peculiar  fossil  vegetable  de- 
posit called  "  StigmarisB ;"  the  latter  was  formerly  supposed  to  be  an 
aquatic  floating  plant,  but  is  now  ascertained  to  be  the  root  of  the 
sculptured  Sigularia.  It  was  also  observed  that  while  in  the  strata 
lying  on  the  coal  or  the  roof  of  the  coal,  ferns  and  trunks  of  trees 
MOund  without  the  stigmarise  or  roois,  and  are  flattened  and  compressed, 
the  latter  in  the  underclays  always  retain  their  natural  forms,  branch- 
ing freely,  and  sendinjs^  out  their  rootlets  through  the  mud  in  all  direc- 
tions. With  the  "  stigmari®"  we  arrive,  as  it  were,  at  the  very  base  or 
foundation  of  coal,  and  our  ideas  of  the  truth  of  the  "  Submergence 
Theonr"  receive  a  fresh  impulse  when  we  grasp  these  important  facts, 
described  by  Mr.  Logan,  which  are  supportea  by  other  and  simiUr 
geological  strata. 

If  adl  our  coal  was  not  worked  in  the  dark  and  under  the  surface  of 
the  earth,  a  great  many  interesting  fossil  remains  would  come  to  lights 
and  much  information  be  gained  on  this  important  subject ;  occasionally, 
however,  the  coal  does  outcrop  or  come  to  the  surface,  and  then  being 
quarried  out,  with  the  adjoining  rocks,  like  stone,  presents  the  appearance 
indicated  in  our  next  picture,  which  is  that  of  the  celebrated  coal  mine  of 
Treuii  at  St.  £tienne,  in  the  department  of  the  Loire,  in  France.    Here 
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the  coal  oocnrs  in  beds,  which  are  evidently  horizontal,  and  traoing 
up  the  strata  from  the  level  of  the  feet  of  the  fig^ores  in  the  lower 
part  of  the  picture,  we  have  first  coal  five  feet  tmck,  then  a  bed  of 
ailiceoos  shale,  then  a  layer  of  carbonate  of  iron  ore  in  flattened  nodules, 
and,  ascendinff  the  path  to  the  right,  we  have  at  the  summit  several  thin 
aeams  of  coat  more  shale,  more  iron  ore,  and,  finally,  a  bed  of  mica- 
ceous sandstone  from  eleven  to  thirteen  feet  in  thickness,  traversed  bj 
vertical  trunks  of  monocotyledonous  vegetables  resembling  branches  or 
large  EquisetacesB,  as  it  were  petrified  in  the  very  places  where  th^ 
formerly  stood  as  living  trees. 


Fiff.  13.  The  Coal  Mine  of  Trenil,  at  St  Etienne,  in  the  Department  of  the  Loire,  France. 

Mark  Brongniart,  in  his  account  written  in  1821,  very  properly  in- 
ferred that  these  fossil  trunks  were  the  monuments  of  a  veritable 
submerged  forest ;  and  although  Lyell  at  first  objected  to  this  conclusion, 
in  consequence  of  the  absence  of  roots,  which  he  asserted  ought  to  have 
been  found  at  one  and  the  same  level,  and  not  scattered  irregularly 
through  the  mass,  he  has  since  withdrawn  these  objections,  and  has  now 
little  doubt,  from  his  observation  of  similar  remains  near  Picton,  in  Nova 
Scotia,  that  Brongniart's  view  is  correct.  These  plants  flourished  in  a 
sandy  soil,  no  doubt  liable  to  be  flooded  at  various  periods,  and  elevated 
by  fresh  accession  of  sediment,  as  may  happen  in  swamps  near  the  bwka 


PETRIFIED  TRUNKS  OF  TREES.  29 

of  a  large  river  in  its  delta.*  Treeis  which  delight  in  marshy  gronnd  are 
not  injured  by  being  buried  several  feet  deep  at  their  base,  and  other 
trees  are  continually  rising  up  from  new  soils,  several  feet  above  the 
level  of  the  original  foundation  of  the  morass;  and  in  the  banks  of  the 
Mississippi  are  to  be  seen  sections  of  a  similar  deposit. 

Conversion  into  coal  is  not  the  only  change  to  which  vegetable  sub- 
stances are  subject.  The  substances  of  some  organic  booies  may  be 
replaced  by  mineral  matter  in  the  same  way  that  one  mineral  is  re- 
placed by  another.  Petrifaction  is  a  change  of  this  nature,  and  the 
fossil  tnmks  of  the  Treuil  coal  mines,  as  in  other  localities,  have  long 
had  their  vegetable  matter  replaced  by  sandstone.  Goppert,  on  treating 
silidfied  wood  with  moderately  strong  hydrofluoric  acid,  obtained  a 
ligneous  residue,  which  for  the  most  part  indicated  the  species  of  that 
wood ;  also  on  treatu^  a  fossil  root,  "  sti^aria  fucoides,  fossilized  by 
carbonate  of  lime,  with  diluted  hydrochloric  acid,  the  calcareous  matter 
was  dissolved  away,  and  there  remained  a  residue  presenting  the  entire 
structure  of  the  root  in  its  natural  arrangement  and  colour. 

Bischoff  says,  "  Silicification  is  a  phenomenon  so  common,  that  it  is 
not  necessary  to  assume  the  existence  of  any  peculiar  circumstances 
during  the  petrification  of  stems  of  trees  in  the  coal  formation,  which, 
when  stanoing  erect,  are  but  little  crushed,  and  very  much  so  when 
lyinff  horizontally.  This  petrifying  material  is  either  in  an  earthy  or  a 
liara  state,  coarse  or  fine-gramea.  In  the  latter  case,  the  minutest 
ligneous  fibres  can  be  recognised.  In  the  silicified  trees  of  the  coal 
liMmsitiQn,  which  are  mostly  contained  in  the  sandstone  strata,  the 
peiiphenr  consists  of  a  siliceous,  and  the  bark  of  a  thin  carbonaceous 
mass,  wiile  the  interior  is  filled  with  sandstone.  This  siliceous  mass 
is  undoiibtedly  a  ehemieal  deposit  from  the  silica  dissolved  in  sea-water, 
and  the  sandstone  a  mechanical  one,  like  the  rock  in  which  the  trees  are 
embedded.  The  analysis  of  the  former  does  not  show  the  presence  of 
more  than  a  mere  trace  of  organic  matter.  Silica,  indeed,  appears  to 
bsre  a  great  affinity  for  organic  matter,  whether  in  animal  or  vegetable 
fossil  remains,  ana  is  inyariably  a  constituent  of  them."  Mr.  Evan 
Hopkins,  who  has  travelled  nearly  all  over  the  world,  states  "that  there 
watt  immense  siliceous  and  calcareous  stumps  in  their  natural  growing 
pontion  in  Chili,  Yeraquas,  in  Australia,  and  Egypt;  showing  most 
distinctly  that  the  trees  became  silicified,  icAen  in  tSs  act  of  growina,  by 
an  excess  of  silica  or  lime  getting  into  the  soil  (like  the  trees  of  the 
Andaman  Islands,  which  turn  the  edges  of  the  axes  like  stone).  The 
upper  part  having  decayed,  the  whole  forest  appears  to  have  been 
snapped  off  by  the  winds,  and  nearly  at  the  same  time,  reminding  us 
agam  of  the  fossil  stumps  of  trees  already  alluded  to. 

Although  the  Treuil  coal-mine  has  been  quoted  as  a  good  example  of 
the  presence  of  a  fossil  forest,  we  are  not  confined  to  foreign  countries 
lor  other  examples.  Hawkshaw  describes  five  fossil  trees  exposed 
in  a  cutting  on  the  Manchester  and  Bolton  Hallway,  standing  erect 
in  relation  to  a  bed  of  coal,  and  with  their  roots  in  a  corresponding 

•  So  ealM  from  the  waaltriaagakr  shape  of  the  land  Inohided  between  tho  obauMls 
of  tlM  lifer  b^  dmflar  to  the  Qreek  letter  A,  <l«Ua. 


30 


COAL  AND  COAL  MUTES. 


position.    Another  tree  has  subsequently  been  discovered  on  the  oppo- 
site side  of  the  railway,  making  the  entire  number  six. 


Fig.  11  FoMil  Trees  dUcovered  in  mtking  one  of  the  Bailway  Cuttings  between 
Mancheeter  and  Bolton. 

*     A  section  of  the  strata  affords  the  following  list  of  arenaceous  and 
arrillaceous  deposits : — 

1.  Sand  intermixed  with  patches  of  loam. 

2.  An  intermixture  of  argillaceous  and  siliceous  shales. 

3.  Siliceous  shale. 

4.  A  vein  of  coal  ten  feet  thick. 

5.  Blue  and  white  argillaceous  shale,  in  which  the  trees  are  em- 
bedded. 

The  trees,  when  dug  out,  had  each  a  coating  of  very  brittle  and 
friable  coal,  which  crumbled  away  as  the  fossil  trunks  and  roots  were 
removed  from  the  shale.  The  largest  was  about  fifteen  feet  in  circum- 
ference at  its  base,  seven  feet  and  a  half  at  its  top,,  and  eleven  feet  in 
height ;  the  others  were  from  six  to  seven  feet  m  circumference,  and 
from  two  to  five  feet  in  height. 

At  the  celebrated  Craigleith  quarry,  near  Edinburgh,  there  used  to 
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be  standing  one  or  two  enormous  fossil  trees,  of  the  Araucarian  division 
of  the  coniferous  family,  one  of  which,  exposed  in  a  slanting  direction, 
was  sixty  feet  long,  having  a  diameter  of  five  feet  at  the  base,  and 
eradnally  tapering  off  to  a  diameter  of  seven  inches  at  the  top.  The 
oark  was  converted,  like  the  specimens  discovered  on  the  Bolton  and 
Manchester  line,  into  a  thin  coating  of  the  purest  and  finest  coal,  the 
fossil  tnink  was  deposited  in  white  quartzose  sandstone,  and  the  tree 
eoold  not  have  been  hollow  when  embedded,  for  the  interior  still  pre- 
senred  the  woody  texture  in  a  perfect  state,  the  petrifying  matter  being 
ddefly  carbonate  of  lime  with  oxide  of  iron  and  alumina. 


Fig.  15.  Craigleith  QoArry. 

The  geologist,  in  observing  these  and  other  fossil  remains,  can  only 
come  to  the  conclusion  that  fossil  trees  have  originated  partly  from 
nbwterged  forests  and  partly  from  Jloaiin^  drift-wood. 

The  colliers  who  work  the  coal,  as  it  may  be  imagined,  do  not  dignify 
these  vegetable  remains  with  the  names  of  "  fossu  trees,"  but  simply 
call  them  "  coal-pipes."  Of  all  things  in  the  world,  the  miner  delignts 
in  a  tobacco-pipe,  out  he  has  an  equal  detestation  of  a  "  coal-pipe," 
and  the  reason  of  this  dislike  is  soon  understood.    These  great  fossil 
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stone-conyerted  trunks  are  xisually  conical — y\z,,  larger  at  the  bottom 
than  at  the  top,  and  they  are,  as  already  observed,  enclosed  with  a 
thin  layer  of  coaJ,  formed,  seemingly,  from  the  conyersion  of  the  bark 
into  that  mineral  fuel ;  they  have  no  branches,  they  stand  erect,  or 
nearly  so,  and  the  bond  of  union  or  cohesion  between  the  bark  and  the 
surrounding  strata  is  exceedingly  slight ;  when,  therefore,  this  is  broken, 
either  by  the  vibration  of  the  coal-trucks  or  rolleys,  or  by  an  explosion 
of  gunpowder  in  another  part  of  the  mine,  down  falls  the  ponderous  and 
stony  tree,  and  of  course  whatever  living  thing  happens  to  be  beneath 
it  is  either  seriously  maimed  or  killed. 


Fig.  16,  Aoddent  hj  the  Ming  oft  Coal-pipe. 

Such  accidents  sometimes  happen  at  the  Durham  and  Newcastle 
pits,  and  of  course  if  they  were  laid  bare  and  worked  as  quarries,  all 
these  fossil  stumps  would  be  observed,  and  danger  prevented.  It  appears 
that  the  coal  worked  in  Siam  chiefly  outcrops,  or  comes  to  the  surface ; 
and  when  the  Siamese  ambassadors  visited  England,  one  of  their  chief 
inquiries  referred  to  coal-pits,  and  they  could  nardly  be  made  to  under- 
stand that  in  England  men  worked  in  the  dark  and  underground  for 
the  purpose  of  procuring  it. 

And  now  we  may  ask,  how  long  ago  is  it  supposed  that  the  coal  was 
deposited  P  or,  in  briefer  language,  what  is  the  age  of  coal  ?    A  precise 
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answer  to  this  question  would  be  impossible,  or  if  attempted,  could 
result  only  in  vain  and  useless  words.  Bischof  remarks  triat  "Expe- 
rience shows  that  coal,  whether  it  has  been  formed  bj  ordinary  carbon- 
ization of  wood  or  by  the  action  of  water,  is  one  of  the  most  inde- 
structible of  knowll  substances.  About  ninety  years  since,  pointed 
piles  were  found  in  the  Thames  at  the  place  where,  according  to  Tacitus, 
the  Ancient  Britons  had  driven  in  a  great  number  of  such  piles,  in 
order  to  hinder  the  passage  of  the  river  by  Julius  Caesar  and  his  army. 
They  were  all  carbonized  to  a  considerable  depth,  had  preserved  their 
form  perfectly,  and  were  so  hard  in  the  interior,  that  knt/e-blades  could 
be  made  of  them.  As  there  is  no  chemical  analysis  of  these  piles,  it  cannot 
be  decided  whether  they  were  merely  carbonized  or  more  or  less  petrified. 
If  the  v^table  remains  under  water  or  buried  between  rocks  were 
capable  of  being  completely  destroyed,  we  should  not  anywhere  meet 
with  coal,  tke  age  of  which  muti  be  calculated  by  millions  itutead  of 
iJkoMsandi  of  fears. 

The  talented  author  of  "Our  Coal  and  Coal-fields,"  in  speaking  of  a 
visit  to  a  coal-min^  says :  "  You  are  in  the  catacombs  of  vegetable 
g]aata»  you  are  treading  the  streets  of  more  than  a  buried  city  of  men 
and  nKununents.  No  storied  ardies  are  these,  no  marble  busts  are 
Inreathing  a  stony  life  here,  no  illegible  descriptions  are  standing  and 
lying  hm,  no  mouldering  bones,  no  shrivellea  mummies,  no  Egyptian 
eata,  no  dried  ibis  are  here — ^no  spoils  of  rapine,  no  relics  of  royalty,  no 

fira^nents  of  luxurious  appliances  are  here Why,  all  around 

joa  are  the  relics  of  innumerable  forms  of  vegetation  wliich  flourished 
and  waved  largely  and  luxuriantly  in  the  warm  breezes  long  before 
l^ypi  was  dreamt  of,  or  Nineveh  even  knew  Nimrod,  or  Athens  knew 
Tneaena  or  Athene,  or  Home  knew  Eomulus,  or  to  bc^  aright,  Adam 
aaw  Eve.  Every  tree  and  plant  whose  ruins  are  here  compressed  into 
tlieae  beds  of  coal  was  ante-paradisiacal — was  green  ana  was  wood 
oentnzies  upon  centuries  before  Eden  had  her  first  rose,  and  Eve 
hffir  first  walk  amidst  admired  and  admiring  flowers !  The  age  of  the 
Pyramid  of  Ghizeh  is  nothing  to  this  great  pyramid  of  coal.  Long, 
long  before  the  first  stone  of  that  pyramid  rose  above  the  sand,  these 
seama^  of  coal  were  packed  up  close,  arranged  and  ready  for  human 
discovery  and  use.  Tne  Pharaohs  were  great  men,  but  the  rembertons, 
the  diggers  of  the  deep  Monk  Wearmouth  shaft,  are  greater."  And  we 
mi^lit  Sdd  the  name  of  Astley,  the  digger  of  the  deepest  coal-pit  in  the 
United  Kingdom. 

The  Pharaohs  no  doubt  in  their  day  were  great  kings,  but  they  only 
built  a  mountain  of  stone  to  cover  a  molehill  of  royal  dust ;  whilst  the 
zealous  and  enterprising  men,  the  diggers  of  coal-shafts,  working  for 
the  iust  reward  of  their  labours,  have  at  the  same  time  greatly  bene- 
fited mankind  by  the  fruit  of  their  great  works.  Speaking  of  ancient 
mechanical  appliances  as  compared  with  those  of  the  moderns,  who 
work  with  steam  generated  by  Dumin^  coal,  it  has  been  calculated  that 
the  largest  pyramid  of  Egypt,  which  is  500  feet  high  and  700  feet 
square  at  the  base,  might  liave  been  built  and  all  the  stone  raised  by 
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steam-power,  with  a  consmnptioii  of  about  713  tons  of  coal,  as  the  mat 
Watt  nas  demonstrated  that  fifteen  million  pounds  weight  can  be  Efted 
one  foot  high  bj  the  consimiption  of  one  bushel  of  coal. 

With  this  ghmce  at  the  probable  a^  of  coal,  we  return  again  to  the 
^logical  strata,  for  the  purpose  of  learning  hoW  the  coal  reposes  in 
its  earthy  bed,  and  whether  it  is  found  in  horizontal,  inclined,  curved, 
or  basm-shaped  formations. 

Here  we  come  to  the  simple  enunciation  of  facts,  the  previous  pages 


Fig.  17.  The  Pynmid  of  OhixeX 

liaving  been  devoted  largely  to  the  consideration  of  the  relative  merits  of 
the  "  Lrift**  and  "  Submergence^*  theories,  which  account  for  the  origin 
of  ooal ;  but  now  it  is  necessai  y  to  deal  with  facts  that  are  open  to 
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tiie  critical  examination  of  all,  and  about  which  no  doubt  can  possibly 
exist. 

The  coal  strata  were  originallT  deposited  in  horizontal  or  nearly 
horizontal  positions.  But  great  coanges  have  taken  place  in  the  rocks 
which  compose  the  outer  covering  of  the  globe ;  and  in  order  to  give 
inatnieiion  in  this  most  important  department  of  geological  science^ 
Mr.  T.  Sopwith  has  constructed  a  series  of  correct  models,  presenting 
a  ficshmle  of  the  succession  of  coal-seams  in  the  Newcastle  coal-fields, 
ftc^  &c.,  and  affording  a  much  better  notion  of  geological  phenomena 
than  ordinary  plans  and  sections.  These  beautiful  models  are  sold  in 
cases,  bound  and  lettered  to  resemble  books,  by  Mr.  J.  Tennant,  geolo- 
gist, 149,  Strand. 

By  continual  observation  it  has  been  discovered  that  all  or  nearly  all 
the  coal  formations  are  basin-shaped,  with  long  and  sloping  sides  dipping 


fig.  18.  The  Great  Coal  Basin  in  the  N.E.  Corner  of  England. 


down  to  a  common  and  profound  centre.  This  hollow  or  basin-like 
form  is  of  80  fteaX  an  extent  that  an  area  of  a  few  miles  is  not  sufficient 
to  exhibit  it,  just  as  the  spherical  or  round  form  of  the  earth  cannot  be 
discovered  by  the  examination  of  a  few  miles  of  country ;  hence,  in  Mr. 
Sopwitlif  8  No.  n.  model,  representing  a  small  area^  tlie  coal  strata  are 
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aptlj  represented,  as  re^ds  the  limited  extent  included,  by  a  perfectly 
plane  surface.  To  obtain  a  better  notion  of  the  basin-shaped  arrange- 
ment of  coal,  the  great  and  principal  coal  field  in  the  nortn-east  comer 
of  Great  Britain  may  be  taken  as  an  example,  where  the  centre  or 
bottom  of  the  basin  hes  about  Sunderland. 

Taking  a  common  washhand-basin  (Fig.  18)  for  an  example,  and  at  the 
same  time,  stating  that  it  should  be  rather  oval  than  round,  we  may  write 
in  the  centre,  Sunderland,  or  place  a  piece  of  stick  in  the  centre  of  the 
basin,  with  a  label  at  the  top,  bearing  the  word  Sunderland;  and  here,  it 
may  be  mentioned,  that  the  deepest  coal  pits  of  that  region  occur.  The 
strata  rise  like  the  sides  of  a  basin  till  they  "  crop  out,"  or  come  to 
the  surface  of  the  earth  or  nearly  so.  The  northern  edge  or  rim  of  the 
basin  is  discovered  near  the  CK>quet  or  Northumbrian  stream.  The 
southern  edge  or  rim  of  the  basin  is  found  in  the  valley  of  the 
river  Tees,  which  divides  the  counties  of  Durham  and  York.  The 
western  rim  is  about  twenty  miles  west  of  Newcastle.  The  eastern  edge 
of  the  basin  may  be  covered  with  a  sheet  of  blue  paper,  to  indicate  that 
this  portion  rises  useless  and  nearly  unworked  at  the  bottom  of  the  sea, 
although  occasionally  the  luurdv  mmers  have  pushed  their  galleries  even 
below  the  bed  of  the  ocean,  to  oDtain  what  is  termed  the  ocean  coal.  Many 
years  ago,  a  coal  pit  was  worked  at  Borrowstownness  under  the  sea. 
The  seams  of  coat  were  found  to  continue  under  the  bed  of  the  sea  in 
this  place,  and  the  colliers  had  the  courage  to  work  the  seam  near  half- 
way over,  there  being  a  mote  half  a  mile  from  the  shore,  where  there 
was  an  entry  that  went  down  into  the  coal  pit,  under  the  sea.  This  was 
made  into  a  kind  of  round  kev  or  mote,  as  they  call  it,  built  so  as  to 
keep  out  the  sea,  which  flowea  there  twelve  feet  deep.  Here  the  coals 
were  laid,  and  a  ship  of  that  draught  of  water  could  lay  her  side  to  the 
mote,  and  take  in  the  coal.  This  famous  colliery  belonged  to  the  Earl 
of  Kincardine's  family.  The  freshwater  which  sprung  trom  the  bottom 
and  sides  of  the  coal  pit  was  always  drawn  out  upon  the  shore  by  an 
engine  moved  by  water  that  drew  it  forty  fathoms.  This  coal  pit  con- 
tinued, says  the  narrator  of  the  above  account,  to  be  wrougnt  many 
years,  to  the  great  profit  of  the  owners  and  the  wonder  of  all  that  saw 
it.  But  at  Is^t  an  unexpected  high  tide  drowned  the  whole  at  once ; 
the  labourers  had  not  time  to  escape,  but  perished  in  it.  At  the  Howgili 
pits,  west  of  Whitehaven,  the  mine  galleries  have  been  driven  more 
than  one  thousand  yards  under  the  sea,  and  about  six  hundred  feet 
below  its  bottom.  These  pits  have  also  been  visited  by  fearful  floods 
from  undermining  the  sea  too  closely  and  deeply. 

It  is  often  a  matter  of  surprise  with  young  persons  how  the  learned 
geologist  or  experienced  coal  engineer  can,  as  it  were,  look  into  the 
earth,  and  say  whether  it  contains  coal  or  not;  because,  if  coal  were 
deposited  in  even  strata  all  over  Great  Britain,  a  deep  hole  sunk  in  any 
garden  would  be  sufficient  to  ^cover  it.  What  kind  of  spectacles,  then, 
do  they  put  on  for  this  purpose?  Why,  none  are  required:  the  only 
power  demanded  is  the  power  of  observation ;  and  just  as  we  all  know  and 
appreciate  a  person  by  the  company  he  keeps,  so  the  geologist  or  coal 
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miner  knows  where  to  look  for  coal  by  observing  the  appearance  of  the 
nei^boaring  rocks  or  strata. 

llie  next  diagram,  showing  the  basin-like  appearance  of  the  coal 
measures,  demonstrates  the  chief  rocks  which  are  the  companions  and 
neiehbonrs  of  coal,  and  it  represents  a  section  of  the  coal  fields  south 
of  Malmesbnry,  in  the  county  of  Wilts. 


FIgr.  19.  Section  of  the  Coal  Basin  S.  of  Malmeebnrj. 


1,1.  Old  Bed  Sandstone. 

2.  Monntaiu  Limestone. 

3.  Millstone  Grit 
4,4.  Goal  Seams. 

&  Pennant,  or  Coarse  Sandstone. 


6.  New  Bed  Sandstone,  or  Bed  MarL 

7. 7.  Lias. 

8.8.  Inferior  Oolite. 
0.  Great  OoUte. 

10.  Combrash  and  Forest  Marble. 


The  anparent  inversion  occasionally  of  the  coal  strata,  by  which  the  basin- 
abapea  deposits  appear  to  be  turned  upside  down,  is  easily  explained  bv 
supposing  that  two  basin-shaped  formations  might  occur  side  by  side ;  ana, 
of  course,  if  the  edges  of  two  basins  are  placed  together  like  c  c.  Fig. 
20,  and  a  section  taken  through,  they  would  represent  a  convex  coal 
field,  such  as  that  exhibited  in  Staffordshire,  at  the  Castle  Hill,  close  to 
the  town  of  Dudley.  Through  this  hiU  canals  have  been  cut  for  working 
the  immense  beds  of  carboniferous  limestone.  This  seeming  inversion 
must  be  regarded  as  resulting  from  the  approximation  of  two  coal 
basins,  separated  by  the  basset  edges  of  their  mountain-limestone 
repository. 

The  limestone  forms  the  base  of  the  series  of  the  carboniferous 

Soup  in  the  south-west  and  centre  of  England,  but  is  more  divided  in 
c  north;  and  here,  perhaps,  the  classification  of  rocks  may  not  be 
altogether  undesirable,  as  it  will  demonstrate  further  the  position 
taken  br  coal  in  the  assemblage  of  rocks  forming  the  crust  of  the  earth. 
In  the  first  place,  the  whole  number  of  strata  may  be  divided  into  two 
great  classes — viz. : — 

1.  Strata  produced  by  the  agency  of  water,  or  the  aqueous  formation. 

2.  Eo^  resulting  from  the  action  of  fire,  or  the  igneous  formation ; 
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whidi  may  be  arranged  as  follows : — 

1.  Sedimentary  or  Fossiliferons  Kocks. 

2.  Metamorphic  or  Unfossiliferons   „ 

3.  Yolcanic^  as  Basalt. 

4.  Plutonic,  as  Granite. 

Nos.  4,  3,  2,  are  called  igneous  and  metamorphic  rocks^  and  contain  no 


Tig.  20.  Convex  Coal-field,  Staffordshire,    a,  a  ▲  arc  Limestone  Strata ; 
B,  B,  B,  B,  are  Coal  Seams. 


traces  of  coal  or  fossil  remains,  whilst  No.  1  is  fossiliferons,  and  is  agaib 
diyided  into : — 

1.  The  Palaeozoic  series  (most  ancient  forms  of  life),  or  Primary. 

2.  The  Mesozoic  series  (middle  life  period),  or  Secondary. 

3.  The  Cainozoic  series  (more  recent  forms  of  life),  or  Tertiary. 

The  Palaeozoic  or  Primary  series  of  the  Sedimentary  or  Fossiliferons 
rocks  include  :— 

1.  The  Cambrian  Group. 

2.  The  Silurian         „ 

3.  The  Devonian       „ 

4.  The  Carboniferous  „ 

5.  The  Permian         „ 


sopwith's  models. 
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The  Carboniferous  Group  includes :—  ^^^TiSt*™'*' 

1.  The  Coal  Measures     ....    3000  to  12,000 

2.  Millstone  Grit 600 

3.  Mountain  Limestone  ....      500  to    1400 

4.  Limestone  Shales 1000 

Having  traced  down,  as  it  were,  the  pedigree  and  stony  relations  of  ooal, 
our  thoughts  may  be  directed,  in  the  next  place,  to  the  mode  of  probing, 
or  ''boring,"  the  earth  for  the  purpose  of  obtaining  the  last  convincing 
evidence  of  the  existence  of  coal,  before  incurring  the  subsequent  ex- 
penses of  erecting  buildings,  steam-engines,  and  machinery  for  the 
purpose  of  working  the  coal. 

It  is  sometimes  a  source  of  regret  to  unthinking  persons  that  all  our 
ooal  does  not  outcrop,  or  basset,  and  come  to  the  surface^  but  a  moment's 
reflection  will  show  that,  if  this  had  been  the  case,  we  might  never  have 
enjoyed  the  abundance  we  now  possess  of  this  invaluable  fuel ;  because 
it  might  all  have  been  swept  awav  by  those  remarkable  chan^  brought 
about  by  the  action  of  water,  which  have  washed  away  or  denuded  the  crust 
of  the  earth,  so  as  to  produce  in  some  places  variations  in  the  strata 
manv  miles  in  depth,  and  moulded  genenuly  that  delightful  appearance 
to  tne  eye  of  lofty  hills  and  beautiful  valleys.  To  understand  what 
demtdatum  has  done,  it  is  necessary  to  study  Mr.  Sopwith's  instructive 
models,  and  especially  Model  I. 


Figr.  21.  Sopwith  Model  No.  I.   (Texmant.) 

This  model  represents  a  square  mass  of  part  of  the  carboniferous  or 
mountain-limestone  strata^  and  affords  a  general  idea  of  the  horizontal 
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deposition  of  strata.  The  upper  stratum  marked  1  represents  part  of  an 
argillaceous  stratum,  or  bed  of  indurated  clay,  about  thirty  feet  thick ; 
2  IS  a  siliceous  sandstone  rock,  about  ten  feet  in  thickness,  called  in  the 
mining  districts  of  Alston  Moor,  in  Cumberland,  Pattinson's  till  (bed 
or  stratum) ;  3  is  a  calcareous  rock  called  Little  Limestone ;  4  are  sili- 
ceous and  argillaceous  rocks,  accompanied  by  thin  seams  of  coal,  mostly 
of  an  inferior  quality. 
By  removing  the  upper  part  of  the  model  No.  I.,  the  effect  of  deku- 


Fig.  22.  Uand  removing  Top  of  Model  No.  I. 


dation  is  at  once  apparent ;  the  various  strata  are  exposed  to  yiew« 
"This,"  as  Mr.  Sopwith  says,  "  is  one  of  the  first  lessons  in  geology,  and 
when  learnt,  the  student  will  find  in  every  mountainous  region  abundant 
examples  of  valleys  having  similar  strata,  which  were  once  connected, 
but  have  been  severed  by  denudation ;  and  hence  such  valleys  are  termed 
valleys  of  denudation.    As  familiar  examples,  the  valleys  of  the  rivers 
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Tync,  Wear,  and  Tees,  in  Cumberland,  Durham,  and  Northumberland, 
may  be  mentioned.  In  them,  the  cropping  out,  or  basset,  of  the  strata  is 
very  obvious,  and  affords  peculiar  facilities  for  geological  research.  .  .  . 
To  produce  such  a  valley  as  that  represented  in  the  model,  it  is  obvious 
that  a  quantity  of  rock  equal  to  the  whole  of  the  upper  portion  of  the 
model  must  have  been  washed  away ;  and  it  thus  affords  a  useful  ex- 
emplification of  the  vast  amount  of  denudation  which  has  taken  place, 
not  by  gradual  operations  as  ordinary  streams  deepen  their  channels,  but 
by  lone-continued  and  powerful  currents,  of  the  extent  of  which  we 
can  judge  only  by  their  vast  results." 

It  remains  only  to  be  observed,  that  the  portion  of  the  strata  repre- 
sented by  the  upper  part  of  the  model  has,  by  the  process  of  denudation^ 
been  carried  away.  This  upper  portion  of  the  moael,  on  being  removed, 
may  serve,  when  laid  with  the  surface  marked  No.  1  upon  a  table,  to 


Fig.  23.  Sopwith  ModeL   Top  of  No.  1. 

exhibit  the  appearance  of  strata  cropping  out  or  bassettin^  on  a  hill, 
and  presenting  exactly  the  converse  of  the  features  exhibited  by  the 
lower  portion  of  the  model.  The  V  form  'of  the  strata  which  points 
up  the  valley  points  down  the  hill,  and  the*inclined  surfaces  of  the  hill 
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present,  in  a  very  satisfactory  manner,  the  great  variation  of  the  fomis 
of  the  edges  of  strata  which,  in  the  vertical  sections  at  the  sides,  are 
exactly  parallel.  If  all  the  strata  had  remained  horizontal,  and  exactly 
in  the  order  that  they  were  deposited,  like  a  number  of  books  piled  one 


^fj 


Fig.  24. .  The  books  represent  a  thickness  of  about  6  miles,  and  the  hand  holding  the 
stick  Indicates  the  great  depth  of  the  Ccal  Strata. 

above  the  other,  it  is  evident  that  the  task  of  procuring  the  coal  would 
have  been  one  of  the  most  laborious  and  expensive  kind;  and  it  is 
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doubtfiil  whether  the  ooal  oould  ever  have  been  won  from  such  profound 
depths. 

If  it  be  assumed  that  the  whole  series  of  English  stratified  rocks, 
from  the  hig^hest  formation  down  to  the  Silurian  rocks  inclusive,  be 
about  five  imles,  the  carboniferous  series  will  be  represented  by  about 
one-seventh,  thus  leaving  four-sevenths  for  the  thicKness  of  the  strata 
below,  and  two-sevenths  for  the  thickness  of  the  upper  or  superincumbent 
strata;  and  in  order  to  show  how  wonderfuUv  Providence  has  ordered 
the  arrangement  of  the  strata^  a  number  of  oooks  may  be  placed  one 
above  the  other^  so  as  to  represent  about  five  miles  of  strata. 

Here  it  will  be  seen  at  a  glance  thai,  had  the  beds  remained  in  their 
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Fig.  26.  Same  as  Fig.  H  only  tilted  on  one  side.  "^ 


original  horizontal  position,  the  coal  strata  could  not  have  been  reached, 
as  the  deepest  coal  mines  are  not  more  than  about  two  thousand  feet 
deep ;  and,  although  the  thicknesses  of  the  various  formations  vary  in 
different  parts  of  the  kingdom,  still  the  average  thickness  would  have 
formed  an  impassable  barrier  and  prohibition  of  coal.  But  by  the  up- 
heaving forces  which  have,  ages  ago,  disturbed  the  crust  of  tne  eartn, 
the  lower  strata  have  been  brought  to  the  surface,  and  it  is  easy,  by 
placing  the  hand  under  the  lowest  volume,  to  tilt  the  pile  of  books  over ; 
80  that,  instead  of  being  arranged  in  the  ordinary  horizontal  position, 
they  are  now  inclined  at  an  angle,  and  the  books  representing  coal  and 
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other  older  strata  are  brought  to  the  surface,  and  can  be  touched  by  tho 
stick. 

The  task  of  "boring"  must,  therefore,  always  precede  the  "mining,** 
and  where  this  slow  but  sure  plan  has  not  been  adopted,  the  most  ms- 
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Fig.  28.  FoBsUs  of  the  Mountain  Limestone  and  Carboniferons  Shale. 


astrous  loss  of  property  has  occurred.    The  tools  for  boring  are  made 
of  the  very  best  iron  and  steel — ^the  bore-rods  of  tough  iron,  and  the 
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chisels  of  well-tempered  steel ;  and  the  former  are  united  together  by 
male  and  female  screws.  The  chisels  work  into  and  bore  through  the 
strata,  and  there  is  a  tool  called  a  "  wimble,"  very  much  like  an  auger, 
whose  cayity  is  from  six  to  ten  inches  in  len^h,  with  an  opening  on  one 
side,  and  a  partial  overlap  in  order  to  receive,  hold,  and  bring  to  the 
surface  the  bits  of  broken  strata;  else  the  hole  would  be  gradually 
choked,  and  the  chisel  could  not  be  worked,  unless  cleared  from  the 
d^brU  as  the  boring  proceeds. 

In  the  Newcastle  coal  district  there  are  professional  master-borers, 
who  undertake  to  search  for  coal,  and  fumisli  an  accurate  register  of 
the  strata  perforated.  The  average  price  of  boring,  in  England  or 
Scotland,  where  no  uncommon  difficulties  occur,  is  six  shilUngs  for 
each  of  the  first  five  fathoms,  twice  six  shillings  for  each  of  the  second 
five  fathoms,  thrice  six  shillings  for  each  of  the  third  five  fathoms,  and 
80  on. 

Whilst  searchii^  for  coal  in  any  country,  its  accompanying  rocks 
ought  to  be  looked  for,  especially  the  carbomferous  or  mountam  lime- 
stone, known  by  its  fossil  remams ;  also,  the  outcrop  of  the  millstone 
grit  and  the  newer  red  sandstone,  amon^t  which  some  rifts  of  coal 
may  be  discovered,  and  also  fossils  presenting  the  aspect  of  those  in  the 
cut  No.  26. 

The  mininff  engineer  haying  surveyed  the  country,  and  proved  the 
existence  ana  general  distribution  of  the  coal  strata,  and  also  ascertained 
that  the  dip,  or  incline,  of  the  strata,  like  the  slanting  books  in  Fig.  25, 
page  43,  is  towards  the  south,  commences  boring  the  field  at  the  extreme 
norUiem  part  of  the  dip.  He  might  certainly  begin  his  operations  at 
the  south  extremity ;  but  then  it  would  be  like  reading  a  book  back- 
wards,  as  will  be  understood  by  reference  to  the  next  cut. 


Fig.  27.   Mode  of"  Boring"  fiyrCoal. 
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The  first  bore  is  made  at  No.  1,  to  the  depth  of  sixty  yards,  and  as  it 
is  proceeding,  the  peculiarities  of  the  strata,  their  ananty,  and  thickness 
are  carefnily  observed  and  noted  in  a  journal,  whilst  specimens  of  tlie 
rocks  passea  through  are  preserved.  An  ignorant  person  might  suppose 
the  laoour  fruitless  because  the  first  probing  of  the  "field"  has  not 
touched  coal;  but  there  is  this  satisfaction  obtained  by  commencing  at 
the  extreme  northern  end — viz.,  that  if  coal  has  not  been  found,  it  nas, 
at  all  events,  not  been  lost,  and  the  owner  of  the  coal  field  consequently 
discovers,  by  the  boring  at  No.  2,  the  exact  place  where  his  ooal 
b^ins.  Now,  suppose  that  the  dip  of  the  strata  be  one  yard  in  ten, 
the  question  is,  at  what  distance  from  bore  No.  1,  in  a  south  direc- 
tion, will  a  second  bore  of  sixty  ^ards  strike  the  first  stratum  b  of  the 
preceding  P  The  rule  is,  to  multiply  the  depth  of  the  bore  by  the  dip— > 
that  is,  60 by  10— and  the  product,  600,  gives  the  distance  required;  for, 
by  the  rule  of  three,  if  1  yard  of  depression  corresponds  to  10  in  hori- 
zontal length,  60  yards  of  depression  will  correspond  to  600  in  length. 
Hence  the  bores  marked  1,  2,  3,  4,  5,  are  successively  distributed  as  in 
the  figure,  the  spot  where  the  first  is  let  down  being  regarded  as  the 
point  of  level  to  which  the  summits  of  all  the  succeeding  bores  are  re- 
ferred. Another  bore  is  therefore  made  at  No.  2,  where  they  strike 
at  E  the  stratum  of  coal  they  could  not  touch  at  No.  1 — ^viz.,  that 
which  is  just  above  d,  whilst  a  second  seam  of  coal  is  also  found 
at  H.  A  third  bore,  at  the  same  distance  of  600  yards,  is  again 
made  at  No.  3,  where  they  touch  at  h  the  same  seam  already  dis- 
covered at  No.  2,  and  also  make  the  acquaintance  of  one  other 
seam,  l.  At  No.  4  they  again  strike  the  L  coal  seam;  and  now, 
thinking  to  proceed  triumphantly,  at  No.  5  to  touch  other  seams,  they 
find,  perhaps,  that  a  slip  or  dislocation  of  the  strata  has  taken  place, 
which  completely  bewilaers  the  master-borer,  although  he  may  be  an 
engineer  of  considerable  experience.  A  consultation  is  then  held  with 
other  practical  men  well  acquainted  with  the  district,  and  it  is  finally 
determined  whether  any  further  cost  shall  be  incurred  by  deeper  borings. 
It  should  be  remembered  that  the  collier  does  not  speak  of  digging  out 
the  coal  as  they  would  of  potatoes  or  other  root  crops,  but  proudly 
says,  "I  win  the  coal;"  and  we  may  notice  in  the  next  place  the 
number  of  troubles  and  difficulties  the  engineer  has  to  encounter  in 
trying  to  procure  the  coal ;  for  the  same  upheaving  of  the  strata  which 
has  done  so  much  good  in  giving  him  access  to  it,  has  also  rendered 
that  access  frequently  hard  and  dSficult,  because  of  the  breakage  of  the 
continuity  of  the  coal  seams  by 

1.  Dykes. 

2.  Shps,  or  Faults. 

3.  Hitches. 
Nips,  or  Wants. 
Saddle-backs. 

4.  Troubles  •{  Baulks,  &c. 
Pot  bottoms. 

i  Shaken  CoaL 
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A  dyke  is  a  wa]l  of  rook  ^nerally  of  a  natare  and  age  difTering  from 
the  stnita  in  vhich  the  coal  is  deposited,  and  dividing  or  catting  through 
the  beds  of  <x>al.  In  some  places  the  djkes  have  acted  as  walls  to  defend 
the  ooal ;  in  others,  as  levers  on  a  grand  scale  to  upheave  it ;  in  others, 
as  partitions  to  divide  it.  They  appear  to  be  of  an  igneous  origin,  and 
to  nave  been  produced  hj  volcanic  action  coming  from  below  and  filling 
the  cracks  and  fissures  m  the  strata  of  rocks  and  coal.  The  fisstire, 
according  to  its  contents,  is  called  a  "  dyke,"  as  a  "  trap-dyke"  or  a 
<' whin-dyke;"  the  former  being  filled  with  the  i£;neous  rock  called 
trap,  the  latter  with  another  volcanic  rock  termed  wnin  or  basalt. 

The  effects  of  slips  and  dykes  in  the  coal  strata  are  shown  in  the 
next  cuts,  and  appear  more  prominently  when  viewed  in  a  vertical 
section  than  in  a  ground-plan,  where  they  seem  to  be  merely  veins  and 
lines  of  demarcation,  just  like  the  appearance  presented  when  we  look 
down  upon  the  surface  of  a  cracked  lookinsf-glass. 

Fig.  28  is  a  vertical  section  of  a  coal  field  from  dip  to  rise,  showing 


Fig.  28.  jyjlLB  Troublet. 

three  strata  of  coal,  a,  b,e.  a  b  represents  a  dyke  at  right  angles  to 
the  plane  of  the  coal  beds.  This  rectangular  wall  merely  separates  the 
ooal  measures,  affecting  their  line  of  rise ;  but  further  to  the  rise  the 
oblique  dyke  c  b  interrupts  the  coals  a,  6,  e,  and  not  only  disjoins 
tiiem,  but  throws  them  and  their  accompanying  strata  gpreatly  lower 
down ;  yet  stiM,  with  this  depression,  the  strata  retain  their  ])arallelism 
and  genieral  slope.  Nearer  to  the  outcrop  another  dyke,  e  f,  interrupts 
the  coals  n ,  b,  c,  not  merely  breaking  the  continuity  of  the  planes,  but 
also  throwing  them  moderately  up  so  as  to  produce  a  steeper  inclination. 
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as  shown  in  the  figure.  It  sometimes  happens  that  the  coals  in  the 
compartment  h,  between  the  dykes  c  d  and  £  p,  may  lie  nearly  horizontal* 
and  the  effect  of  the  dyke  £  p  is  then  to  throw  out  the  ooab  altogether, 
leaving  no  vestige  of  them  in  the  compartment  K.  These  d^kes,  or 
walls,  arc  freqncntlv  of  great  value  in  coal  pits,  by  separating  one 
division  of  a  coal  field  from  another;  thus,  in  the  year  1835,  a  shaft  was 
dug  at  Gosforth,  near  Newcastle,  on  the  wet  side  of  what  is  locally 
termed  the  great  ninety-fathom  dyke,  which  there  intersects  the  coal 
field.    The  workings  were  immediately  inundated  with  water,  and  it 


Fig.  28.  A  Djke  Trouble,  aad  partial  Change  of  the  Coal  into  Cinders. . 

was  found  necessary  to  abandon  them.  Another  shaft,  however,  was 
sunk  on  the  other  side  of  the  dyke,  only  a  few  yards  from  the  former, 
and  in  this  they  descended  nearly  200  fathoms,  or  1200  feet,  without 
any  impediment  from  the  water.  When  a  coal-pit  takes  fire,  which  is 
by  no  means  unusual,  the  wall,  or  dyke  (like  the  party-wall  of  a  house), 
is  of  the  utmost  value  in  arrestin^^  and  confining  the  fire  to  a  particumr 
portion  of  the  coal  field  so  invaded.  Sometimes  the  dyke  (as  in  Ti?.  29) 
completely  displaces  the  coal,  or  reduces  it  to  the  appearance  of  half- 
burnt  cinder.  The  strata  of  coal  are  represented  by  the  dark  black 
lines,  and  the  main  channel  of  the  dyke  at  b  b,  showing  at  its  arms  a  a  a  a, 
near  which  the  black  lines  are  broken  and  discontinued,  the  natural 
formation  of  coke  or  cinder  in  the  earth  by  the  heat  probably  given 
oat  by  the  once  melted  and  heated  snass  of  whin,  or  basalt.  This 
curious  fact  appears  conclusively  to  demonstrate  that  the  dyke  rocks 
must  have  been  in  a  liquid  state,  uke  lava,  or  they  could  not  have  affected 
the  coal  in  the  manner  described.  It  is  right  to  mention  that  the  advo- 
cates of  the  Neptunian  theory  insist  upon  the  formation  of  these  so-called 
igneous  rocks  oy  deposition  from  solution  in  water,  and  they  meet  the 
question  of  the  conversion  of  coal  naturally  into  cinder  by  stating  that 
it  has  arisen  from  a  spontaneous  heat  generated  by  natural  changes  in 
the  ooal  itself. 
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Fig.  90l  Slipty  or  Faults.    The  arrows  show  the  direction  of  the 
down-throw  and  np-throw. 

The  effect  of  a  slip,  or  fault,  in  breaking  the  continuity  of  the  coal 
seama  is  shown  in  the  above  diagram,  where  we  may  suppose  the  coal  is 


Fiff.81.  AHiteh. 
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being  worked  from  the  seams  a,  6,  e,  and  is  found  to  be  disturbed  by  an 
intersecting  slip,  a  b,  which  throws  all  the  coals  of  the  compartment 
No.  1  much  lower,  as  shown  in  No.  2 ;  and  this  is  what  is  termed  a 
" Down-throic"  or  "Jump-down.**  Aiiother  slip,  CD,  has  produced 
similar  results  in  a  lesser  proportion,  when  a,  b,  c  are  thrown  still  lower 
in  No.  3.  £  p  represents  a  slip  in  the  opposite  direction,  by  which  the 
coals  (a,  6,  c)  are  thrown  up,  and  this  is  called  an  '*  Vp-tkroto**  or 
" Jump-ufy*  as  shown  in  the  compartment  No.  4.  The  appearance 
producea  by  faults  is  often  very  deceptive,  and  has  sometimes  caused 
considerable  loss  and  disappointment,  in  consequence  of  inexperienced 
persons  observing  various  indications  of  coal  at  the  surface  (all  of  which 
arises  from  the  dislocation  of  one  or  more  seams  of  coal),  and  mUfAtrmg 
them  for  separate  seams  of  coal. 

Hitches  are  small  and  partial  slips,  where  the  dislocation  does  not 
exceed  the  thickness  of  the  coal  seam.  The  miner's  term  of  "i/qp/* 
is  well  applied  to  this  freak  of  nature,  and  is  displayed  at  1,  2,  3,  4, 
Fig.  31.    As  before  noticed,  when  the  miner  digs  into  the  earth  for 


Fig.  St  A  mp,  or  Want.' 


coal,  he  almost  opens  for  himself  a  Pandora's  box  of  "  troubles,^*  which 
are  termed  ni]  s  or  wants,  saddle-backs,  pot  bottoms,  shaken  coal,  &c. 
A  nip  occuis  where  the  rocky  stratum  just  above  the  layer  of  ccal 
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invades  the  thickness  of  the  precious  fuel  helow,  and,  elbowing  it  away, 
takes  the  place  of  the  coal ;  Iiere,  instead  of  digging  out  coal  only, 
a  oonsideraole  portion  of  the  rock  has  to  be  removed ;  hence,  where  coal 
is  not,  there  must  be  a  '*  want,'*  or  nip,  and  this  condition  of  the  strata 
IS  shown  at  Fig.  32.  a  b  represents  the  thickness  of  the  rocky  stratum 
above  the  coal,  c  c.  The  floor  is  shown  at  f  f,  and  the  stratum  a  b  has 
descended  into  and  nipped  out  the  coal  at  n.  A  pot  bottom  is  a  modi- 
fication of  the  same  trouble.  Saddle-backs  and  gaws  appear  to  be  the 
reverse  of  nips,  as  the  floor  is  either  irregular  or  rises  into  and  inter- 
feres with  the  continuity  of  the  coal  stratum,  again  causing  profitless 
labour  in  order  to  level  the  rock  to  admit  of  the  rails  being  laid  down 
for  the  rolleys  or  trucks  to  roll  on.  Shaken  coal  appears  to  be  coal 
which  has  been  completely  crushed  or  ground  by  some  extraordinary 
pressure  and  movement  of  the  strata.  It  very  much  resembles  the  rubbish 
of  an  old  waste,  being  a  mere  shapeless  heap  of  coal  dust,  which  is 
often  so  soft  that  it  may.be  dug  out  with  a  spade. 

The  fact  of  coal  being  charred  by  the  presence  of  a  whin  djke  would 
seem  to  prove  that  the  rock  forming  it  had  once  been  in  the  liquid  state  ; 
but  the  advocates  of  Neptunian  action  find  no  difficulty  in  urging  that  the 
ccmJ  may  have  become  heated  like  a  damp  haystack,  and  thus  spontaneously 
brought  about  its  own  change  by  internal  chemical  action,  without  the 
assistance  of  Pluto  and  his  molten  and  red-hot  rocks.  One  of  the  most 
interesting  examples  of  this  curious  clian^e  in  coal  is  that  of  the  whin 
dyke  in  Cooper  Colliery,  near  Blythe,  iforthuinberland,  and  related  in 
the  "  Philosophical  Magazine,"  1827.  "The  total  length  to  which  this 
dyke  has  been  traced  is  1577  yards.  It  increases  in  breadth  from  south 
to  north,  being  4|  yards  wide  near  the  most  southern  point  where  it  has 
f  been  cut  through,  and  21}  yards  wide  at  the  most  northern  spot.  It  is 
formed  of  two  walls  of  greenstone,  each  from  two  to  four  feet  in  thick- 
ness ;  and  these  walls  contain  between  them  a  brecchia  composed  of 
fragments  of  shale  and  whin  cemented  by  calcareous  and  argillaceous 
matter.  Carburetted  hydrogen  and  pure  water  issue  from  a  narrow 
fissure  in  the  broadest  part  of  the  dyke.  The  coal  of  the  beds  through 
which  the  dyke  passes  is  charred  and  deteriorated  in  quality  to  tue 
distance  of  about  forty  yards  on  each  side." 

COAL-KIKE  HACHINZBT. 

When  coal  mining  is  conducted  even  in  the  rudest  manner,  there 
must,  of  course,  be  a  deep  well  or  pit  dug  into  the  earth ;  and  supposing 
the  miner  should  meet  with  the  usual  occupant  of  wells — viz.  water — ^it 
is  evident  that  provision  must  be  made  either  to  bale  it  out  by  tubs,  or 
some  kind  of  pumping  apparatus  must  be  employed  for  that  purpose. 
Moreover,  the  coUier  must  not  only  be  kept  dry,  out  he  must  nave  air, 
and  plenty  of  it,  too,  or  his  health  is  rapidly  undermined,  and  he 
becomes  prematurely  old  and  worn  out.  In  other  parts  of  this  book 
the  details  of  mining  will  be  gradually  explained ;  and,  instead  of  tiring 
the  youthful  reader  with  the  whole  at  once,  they  will  be  spread  through 
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the  varions  chapters  on  the  metals.  The  most  simple  arrangement  for 
draining  and  giving  air  to  a  mine,  and  one  which  is  extensively  employed 
in  America,  is  that  of  the  day  level,  where  the  miner  commences  at  thfr 
level  of  the  water  at  h.  Fig.  33,  and  burrowing  into  the  ground,  inter- 
sects the  coal  seams  p,  e,  d.  A  perpendicular  shaft,  p,  meets  this  levels 
and  cuts  through  the  coal  at  c  and  b.    So  far  the  mine  is  drained  by 


Fig.  33.  "ADajLeva" 

the  level  a,  and  ventilated  by  the  shaft  p ;  tut  if  they  require  to  go 
lower  than  the  level  a,  a  steam  engine  and  pumping  apparatus  most  be 
placed  at  the  top  of  the  shaft,  p,  for  the  purpose  of  liftmg  the  water  ta 
the  level  a,  along  which  it  would  fiow  till  it  fell  into  the  sea  at  H. 


No.  2. 


VIg.  U,  Yariovf  Methods  of  dividinff  a  Coal  Pit  Shalt  for  Y«QtiI«tioa 
aod  dnwiag  CoaU,  &c 
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Bach  a  gallery,  or  nearly  horizontal  excavation,  is  called  a  day  level ;  it 
corresponds  with  the  '*  adit  level"  of  a  mineral  mine,  and  saves  expense 
in  faet  machinery,  and  pumps. 

The  usual  metnod  of  winning  coal  is,  however,  to  sink  a  circular  pit 
or  shaft ;  and  this  is  subsequently  divided  by  wood  woric  into  two  com- 
partments, one  being  devoted  to  the  pumps,  and  the  other  for  ventilation 
and  drawing  the  coals ;  and  this  is  called  a  double  pit.  No.  1.  Some- 
times the  shaft  is  divided  into  three  parts,  one  of  which  is  occupied 
with  the  pumping  gear,  and  the  other  two  for  ventilation  and  raising 
the  oosds ;  and  this  is  termed  a  triple  shaft.  No.  2.  A  quadrant  sha^ 
is  divided  into  four  compartments,  one  bein<i^  occupied  with  the  pumps, 
9nd  three  for  ventilation  and  coal  drawing,  No.  3. 


Flff.  SS.  A  Coftl  Pit  worked  by  Women,  ai  deicribed  by  Mr.  Solve  i  in  **  Blue  Book." 


54  COAL  AND  COAL  MINES. 

The  rudest  modes  of  working  and  winning  the  coal  were  disclosed  in 
the  report  of  the  Government  Commissioners  in  1841 ;  one  of  whom, 
Mr.  Surgeon  Scriven,  fives  some  graphic  pictures  indicating  the  squalid 
miserv  which  prevailea  in  some  of  the  coal  districts.  In  the  Yorkshire 
cxmJ  field  of  the  West  Eiding  he  describes  the  use  of  the  "  turn-wheel." 
Mr.  Scriven  very  properly  says,  '*  It  is  the  least  expensive,  and  certainly 
the  most  dangerous,  as  you  are  upon  all  occasions  dependent  upon  the 
man,  or  it  may  be  the  woman,  woo  works  it.  It  is,  in  fact,  nothing 
more  or  less  than  a  common  well- winch,  with  a  fly  wheel ;  without  trap- 
door or  sta^,  conducting  rods,  or  anytliing  else.  In  getting  on  or  off 
the  datch  iron  or  corve,  m  coming  up  or  going  down,  you  are  at  the 
mercy  of  the  winder."  At  the  very  pit,  shown  at  Pig.  35,  a  certain 
Daniel  Pellatt  was  actually  drawn  over  the  roller,  and  Blled  by  falling 
from  the  top  to  the  bottom  of  the  shaft ;  and  it  is  painful  to  record 
that  this  man's  uncle  and  grandfather  were  at  work  at  the  winch  at 
the  time,  and  their  attention  was  diverted  by  a  passing  funeral  just  at 
the  moment  they  had  drawn  their  unfortunate  relative  to  the  pit's  mouth. 
In  the  same  picture  (Pig.  35^  is  shown  the  dangerous  and  barbarous 
method  of  drawing  up  a  female  on  the  clatch  iron  by  another  woman. 
"  As  soon  as  she  arrived  at  the  top,  the  handle  was  made  fast  by  a  bolt 
drawn  from  the  upright  post ;  the  woman  then  grasped  her  hand,  and 
by  main  force  brought  ner  to  terra  firma"  The  corve,  or  basket,  on 
these  occasions,  is  detached  from  the  hooks,  to  render  the  load  lighter. 

The  "  horse  gins"  are  turned  by  horses,  and  work  much  upon  the  same 
principle  as  steam  engines,  with  this  difference,  that  the  drums  are 
elevated  eight  or  ten  feet  above  the  ground,  and  revolve  horizontally. 
(Fig.  36.) 

Of  the  two  methods — ^viz.,  by  the  tumwheel  or  roller  and  the  horse 
gin — Mr.  Scriven  considers  the  latter  (provided  the  appointments 
are  in  good  condition)  the  least  dangerous,  as  the  strength  of  the 
horse,  even  if  disposed  to  be  restive  (wmch  would  be  a  most  uncommon 
circumstance),  is  seldom  sufficient  either  to  draw  the  basket  over  the 
pulley  or  break  the  rope,  the  horse  usually  beinc  a  wretched,  wind-galled, 
spavined,  blind,  and  broken-down  animal,  ana  driven  by  a  child.  The 
motion,  in  coming  up  or  going  down  the  shaft,  is  of  course  regulated  by  the 

Dualities  of  the  animal,  or  depends  upon  the  attention  of  the  child  that 
rives  it :  it  is  sometimes  quick ;  at  otters  slow,  jerking,  and  disagreeable. 
If  the  shaft  happen  to  be  deep,  you  will  probably  have  the  benefit,  says 
Mr.  Scriven,  ot  some  half-dozen  turns  of  the  rope,  by  which  a  swinging 
motion  is  given  to  the  basket  or  corve ;  the  chances,  then,  are  that  you 
get  a  blow  from  the  other  ascending,  or  strike  the  sides  of  the  shaft, 
with  the  danger  of  being  instantly  thrown  out. 

Some  few  of  the  "  gins"  have  tlie  excellent  contrivance  of  conducting 
rods.  These  are  four  iron  bars,  extending  from  the  frame  above  the 
shaft  to  the  halt-stake  at  the  bottom.  They  are  made  to  pass  through  a 
ring  at  each  end  of  the  clatch  iron;  by  which  means  the  corve,  wen 
suspended,  is  kept  steady  and  in  its  proper  place,  so  that  it  cannot  by 
any  possibility  strike  in  its  descent  the  ascending  corve,  or  separate  the 
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loose  rocks  that  form  the  sides  of  the  unlined  shafts ;  th^  are  also 
the  medium  for  the  conveyance  of  signals  from  below.  By  striking  them 
with  a  piece  of  iron  one  or  more  times,  the  sound  is  audibly  heard  at 
the  top,  and  in  calm  weather  at  a  distance  of  half  a  mile. 

But,  of  course,  now,  at  all  the  best  and  first-class  coal  pits,  steam 
engines  and  machinery  of  the  most  perfect  description  are  employed ;  and 
whenever  the  traveller  journeys  in  the  coal  districts,  he  is  pretty  well. 


Fig.  36.  The  Hone  Gin  used  for  drawing  CoaU,  kz, 

sure  to  see  the  great  wooden  shaft  erected  over  the  mouth  of  the  coal- 
pit, with  its  accompanying  engine-house  and  chimney,  the  puffing  steam, 
and  beam  outside,  working  up  and  down,  whilst  the  giant  fly-wheel  regu- 
lates all  by  its  steady  motion. 

The  picture  Fig.  38  offers  a  good  example  of  the  better  class  of 
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mAchinerj  used  at  coal-pits  for  raiBing  the  men  and  oolJsy  where  the 
oorves  or  baskets  are  abolished,  or  nearly  so,  and  tubs  used  instead,  which 
hold  from  six  to  twelve  hundredweight  each.  These  are  placed  on  a  frame 
which  works  in  a  slide ;  and  by  tms  means  the  coals  are  brought  up 
much  quicker  to  the  nit's  moutn. 

At  many  of  the  Webh  coUieries,  in  consequence  of  the  coal  bemg 
''won"  in  large  irregular  blocks,  it  is  drawn  up  in  what  are  termed 


Fig.  37.  A  Welsh  "  Pycho." 


'  pyches."  These  consist  of  a  bottom  floor,  or  stage,  on  wheels,  and  as 
the  coal  is  packed  on  it,  open  frames  are  placed  one  above  the  other,  so 
as  to  retain  the  coal,  and  prevent  it  falling  out  of  its  place. 

With  the  discussion  of  the  machinery  for  raising  the  coal  we  come 
at  once  to  the  mouth  of  the  pit,, down  which  the  re»idcr  is  invited  to 
travel  in  imagination,  for  the  purpose  of  seeing  all  the  wonders  to  be 
noticed  in  these  underground  hives  of  industry. 
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"Descent  op  a  Coal  Pit." 

(author's  nabbative.) 

Having  been  invited  to  deliver  a  course  of  lectures  at  the  Philoso- 
phical  Institute  at  Newcastle-on-Tync,  my  first  inquiry  would  naturally 
DC  directed  to  coal  mines,  and  asking  for  introductions  to  some 
of  the  coal  owners,  I  was  much  amused  on  being  told  "  that  I  had 
better  finish  my  course  of  lectures  before  going  down  a  coal  shaft."  The 
descent,  however,  of  a  coal  shaft  furnished  with  good  machinery  and 


Fig.  38.  "The  Keepler  MiLC,"  near  Durham, 


draw-ropes  is  no  more  dangerous  than  a  railway  trip ;  and  after  receiving 
a  proper  pass,  through  the  kindness  of  my  late  lamented  friend,  Mr. 
Kalph  Dixon,  I  went  early  one  morning  to  the  station,  where  I  was 
told  to  go  down  the  line  until  I  came  to  another  one  almost  at  right 
angles,,  where  I  should  see  the  full  trucks  of  coal  descending  and  the 
empty  ones  going  up.  Attending  to  my  instructions,  I  was  soon  at  the 
mouth  of  the  "  Keepier  Mine ;"  and  as  punctuality  was  the  order  of 
the  day,  did  not  wait  long  before  the  coal  viewer,  or  overlooker,  intro- 


58  COAL  Aim  COAL  mKES. 

daced  liimself  to  me  by  asking  in  a  stentorian  voice,  "Whether  I  vas 
the  j^ntleman  who  was  going  down  the  shaft  that  morning  ?"  A  brief 
rejomder  in  the  affirmative  provoked  an  equally  summary  reply,  civen  in 
g^roff  and  plain-spoken  language,  and  I  was  oraered  to  "  Step  in  here*'— 
viz.,  into  a  little  house,  or  office,  where  the  coal  viewer,  again  addressing 
me,  said,  "  Now,  sir,  you  must  take  off  your  clothes."  This  in  the 
abstract  was  rather  disagreeable,  considering  it  was  winter-time,  and 
that  the  ground  was  covered  with  snow ;  but  of  course  he  had  provided 
other  garments,  and  I  was  soon  equipped  in  the  regular  miner's  attire-^ 
viz.,  a  sort  of  short  rough  pilot-coat,  flannel  continuations,  and  a  very 
greasy-looking  cap.  My  guide  being  a  most  intelligent  person,  seemed 
to  divine  that  I  wanted  to  see  everything,  so  he  politely  asked  if  "  I 
should  not  like  to  see  the  drawing  machinery  first  P"  And  away  we 
went  to  the  steam-engine  house,  where  we  found,  as  usual,  the  beam  of 
the  ^reat  engine  pokm^  its  nose  out  of  a  sort  of  upper  window,  and 
making  continual  bows  m  connexion  with  a  rod  and  crank  working  the 
drums  on  which  the  ropes  are  alternately  wound  and  unwound.  We 
found  the  engineer  inside,  seated  and  looking  at  his  tell-tale,  which  con- 
sists of  two  pieces  of  wood  attached  to  a  string,  and  working  up  and 
down  in  connexion  with  the  machinery  in  front  of  a  piece  of  olack- 
board.  The  bits  of  wood  are  supposed  to  represent  the  corves,  or  baskets, 
and  by  watchmg  their  position,  the  en^neer  can  tell  with  the  greatest 
accuracy  the  exact  position  of  the  corves  m  the  coal  shaft  (Fig.  39) ;  more- 
over, a  oell  rings  as  the  corve  approaches  the  pit's  mouth,  and  again  rings 
when  it  reaches  the  top  of  the  snaft.  If  the  greatest  care  was  not  taken 
in  this  respect,  the  corves,  with  their  live  or  dead  freight,  would  be  drawn 
over  the  pulley,  and  such  accidents  as  the  following  might  continually 
occur: — 

"  An  accident  occurred  at  one  of  the  pits  belonging  to  Earl  Granville, 
at  Star  Green,  Hanley  Potteries,  by  which  ten  men  were  killed  and  other 
ten  severely  injured.  At  half-past  two,  a  *  cage,'  containing  fourteen 
men,  was  being  drawn  up  the  sliaft  of  the  '  big  pit,'  while  another  cage 
with  six  or  seven  men  in  it  was  going  down  at  the  same  time.  As  the 
ascending  cage  drew  near  the  surface,  the  signal-bell  in  the  engine-room 
sounded  as  usual,  in  order  that  the  engine  might  be  at  once  stopped. 
The  engineer  was,  however,  too  late  in  attenmng  to  his  signal,  and 
the  consequence  was  that  one  cage  was  drawn  up  beyond  its  proper 
point,  while  the  other  went  to  the  bottom  of  the  shaft  with  a  heavy 
shock.  The  ascending  cage  was  drawn  up  till  it  reached  the  wheel  over 
which  the  rope  attached  to  it  worked,  ana  was  being  taken  round,  when 
the  whole  fourteen  men,  with  one  exception,  were  precipitated  beneath. 
Six  fell  down  the  shaft,  and  were  daslied  to  pieces ;  three  fell  on  the 
pavement  at  the  pit's  mouth,  and  one  on  the  iron  pavement,  and  was 
killed  on  the  spot ;  four  who  were  thrown  on  the  ground  received  fearfol 
injuries.  The  occupants  of  the  descending  cage  were  all  more  or  less 
injured  by  their  fall,  but  none  of  them  were  killed." 

In  this  case  the  poor  men  were  drawn  over  the  pulley,  but  in  the 
next  case  described,  the  accident  occurred  from  the  arum  (round  which 
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the  rope  is  coiled)  beinff  improperly  connected  with  the  machinery. 
It  happened  near  WolTeroampton,  and  resulted  in  the  instant  death  of 
seven  persons.  "At  a  little  Wore  six  o'clock,  the  colliers  at  the  Bine 
Fly  Pit,  at  the  Wednesfield  Heath  Colliery  of  Mr.  H.  B.  Whitehouse, 
assembled  aronnd  the  pit's  month  to  descend  to  their  work,  down  a  shaft 
nearly  one  hundred  yards  in  depth.  During  the  previous  night  the 
engine  had  been  used  in  drawing  water  from  the  pit,  and  on  Saturday 


Fig.  so.  Tho  Tell-tale,  which  shows  the  position  of  the  tabs  in  the  shaft. 


rooming  the  night  engine-tender  had  left  duty,  and  the  engine-tender  for 
the  day  had  taken  tne  engine  in  charge.  On  passmg  each  other,  the 
engine-tender  who  was  going  off  duty  said  to  nis  successor,  '  It's  all 
ngnt.'  Presuming  upon  the  suoposed  truthfulness  of  the  statement, 
the  day  engine-tender  went  confiaently  into  the  engine-house,  and  the 
colliers  received  the  customary  signal  to  jump  into  the  skip;  four  men 
and  three  boys  obeyed  the  signal,  the  engine  was  set  in  motion,  and  the 
skip  raised  a  few  inches  from  the  wagon  or  platform  that  on  such  occa- 
sions forms  the  temporary  covering  to  the  mouth  of  the  shaft,  and  the 
waggon  was  drawn  away  to  allow  the  skip  to  descend.  *The  en^e  had 
beoi  soux^y  reversed  before  it  was  found  that  the  drum  upon  which  the 
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wire-rope  that  held  the  skip  was  coiled  had  been  imperfectly  connected 
with  the  engine.    In  no  way  held  in  check,  therefore,  it  began  to  rerolTO 
with  great  rapidity,  and  in  an  instant  the  men  and  boys  in  the  skip  were 
literauy  dashed  to  atoms  at  the  bottom  of  the  shaft." 
It  mnst  be  evident,  from  the  consideration  of  these  two  accidents,  that 


Fig.  40.  Aytoun's  Patent  Safety  Cage.  1.  Cage  descending  and  chain  nnbrolcen. 
2.  Chain  broken,  catch  disengaired,  and  the  cage  stopped  by  the  Bhoea  or  slides  bitiug  into 
and  fixing  themselves  on  the  guide-rod. 
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lafetj-cages  are  of  the  greatest  value,  even  when  the  rope  is  carefolhr 
^ttended  to.  Neither  of  the  accidents  related  was  owing  to  any  defi- 
ciency in  the  rope  or  eearing,  and  yet  seventeen  lives  were  sacrificed^ 
not  one  of  which  would  have  been  lost  had  a  safetv-cage,  with  its  dis- 
ensaginff  catch,  been  in  use.  One  of  the  most  simple  contrivances  (Fig. 
40;  for  tnat  purpose  is  the  invention  of  Mr.  R.  Aytoun,  of  No.  3,  Fettes- 
row,  Edinburgh,  and  is  thus  described  by  the  inventor  :— 

**  The  only  novelty  in  this  cage  lies  in  the  upper  sides,  or  shoes,  and 
their  appendages.  These  slides,  or  shoes,  b  c,  b  c,  are  two  in  number; 
but  bein^  pla^  on  opposite  sides  of  the  cage,  only  one  of  them  can  be 
seen  in  the  drawinj^.  jSach  of  these  slides,  b  c,  lias  a  single  bolt,  or 
*  stud,  B,  by  which  it  is  attached  to  the  cage,  and  around  which  it  turns ; 
a  long  arm,  a  B,  to  the  extremity  of  which  the  winding  chain  is  attached ; 
a  stop,  H,  wluch  prevents  the  arm  fi:Qm  being  piSled  above  the  hori- 
zontal line ;  and  a  spring,  E  F,  which  lowers  it  when  the  winding  chsdn 
IS  slack. 

"  From  this  description  it  is  easily  seen  that,  in  the  event  of  the  rope 
or  gearing  giving  waj[,  the  springs,  £  f,  e  f,  so  tilt  the  shoes,  or  slides, 
B  c,  B  c,  that  they  immediately  seize  hold  of  the  guide  rods  in  the 
same  manner  as  a  boring  key  m  the  hands  of  a  miner  lays  hold  of  the 
boring  rods,  and  with  the  same  tenacity  of  grip ;  and  although  the  rope 
should  come  down  on  the  top  of  the  ca^,  tne  only  effect  would  be  to 
cause  the  shoes  to  diff  deeper  into  the  ^uide  rods,  and  thus  to  make  the 
hold  more  secure.  The  means  of  arresting  the  cage  in  its  descent  being 
thus  provided,  there  need  be  no  hesitation  in  adopting  the  'disen- 
gac^ing  catch,'  whereby,  in  a  case  of  over-winding,  the  rope  is  let  go 
and  the  cage  remains  safely  suspended  from  the  guide  rods. 

"  It  may  be  mentioned  that  the  safety  apparatus  costs  little  money, 
and  can  be  fitted  to  existing  ca^es.  Moreover,  when  brought  into 
action,  it  does  not  injure  the  guide  rods,  and  consequently,  after  an 
accident,  in  which  lives  and  property  may  have  been  saved,  the  winding 
may  he  proceeded  with  almost  immediately. 

"To  ensure  the  speedy  adoption  of  this  invention,  the  licence  fee  for 
a  single  cage,  during  the  existence  of  the  patent  right,  has  been  limited 
for  the  present  to  1/." 

Before  the  act  was  passed  regulating  the  labour  in  coal  mines,  mere 
boys  were  often  employed  to  attend  to  the  drawing  apparatus,  and 
it  will  be  rememberea  that  the  great  Geor^  Stephenson  fulfilled  this 
Idnd  of  duty  in  the  early  part  of  his  industrial  career.  It  has  been  said, 
with  great  truth,  that  one  boy  alone  at  work,  is  a  boy ;  two  boys  are 
eq;aal  to  half  a  boy;  and  three  boys  together  are  equal  1o  no  boys, 
because  they  follow  their  natural  instmct  and  do  nothing  but  play ; 
beoce  the  Act  of  Parliament  orders  that  no  lad  shall  be  placed  at  the 
ytrj  responsible  dutyof  attending  to  the  breaks  who  is  of  a  less  age 
than  fifteen  years.  With  this  digression  on  the  subject  of  pit  machinery 
and  the  risk  of  over-drawing,  we  return  again  to  the  personal  narrative. 

''Having  examined  the  engine  and  drams,  ropes,  &c.,  I  could  not 
hdp  saying  to  my  guide,  'D(^  the  rope  ever  breakP'    'Oh  yes,  sir. 
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but  we  are  going  to  give  you  the  new  'un,  and  now,  if  you  are  ready, 
we'll  go  to  bank^ 

"  *  Going  to  bank'  means  going  to  the  pit's  mouth ;  and  if  the 
visitor  lias  never  looked  down  a  nit  before,  it  certainly  does  seem  to  be 
a  very  dark,  yawning,  and  most  aismal  orifice  or  entrance  to  the  riches 
of  the  coal  mine.  Tlie  observer,  however,  has  not  lime  to  reflect  on 
the  dangers  of  the  middle  passage,  for  all  is  bustle  and  activity  at  hank^ 
and  everything  seems  rattling,  creaking,  and  noisy,  giving  ocular  proof 
of  the  most  zealous  industry.  Keally,  going  down  coal  pits  ought  to 
become  very  fashionable,  considering  that  H.  R.  H.  the  Pnnce  of  Wales 
and  suite  visited  Houghton  Pit,  the  property  of  the  Earl  of  Durham, 
which  they  descended,  and  were  conducted  through  some  of  the  workings  * 
by  Mr.  Heckels.  .  The  Rx)yal  party  were  conveyed  from  the  bottom  of 
the  shaft  down  the  '  engine  plan^'  into  the  workings  in  coal  tubs,  and 
remained  in  the  pit  alx)ut  an  hour  and  a  half.  The  young  Prince,  who 
made  frequent  and  pertinent  inquiries  of  his  conductors  on  different 
matters,  was  shown  the  mode  of  working  the  coal,  &c.  He  evinced  no 
symptoms  of  trepidation  at  the  prospect  of  being  let  down  the  yawning 
abyss,  and  in  this  respect  his  conduct  strikingly  contrasted  with  that  of 
the  late  Emperor  Nicholas,  of  whom  it  is  recorded  that,  after  preparing 
to  descend  a  coal  pit  in  this  neighbourhood,  his  heart  failed  him  when  he 
reached  the  mouth  of  the  shaft,  and  he  declined  the  perilous  journey, 
declaring  it  was  like  looking  down  into  t  he  infernal  regions. 

"  But  ray  conipanion  did  not  suffer  rae  to  waste  time,  so,  once  more 
asking  whether  I  would  go  down,  and  receiving  a  cheerful  *  Yea,'  he  put 
his  head  over  the  shaft  and  emitted  the  strangest  sounds  I  ever  heard. 
They  seemed  to  be  a  mixture  of  every  kind  of  bellow  that  one  could 
possibly  listen  to,  and  after  waiting  a  minute  or  so,  I  could  not  help 
inquiring  why  he  did  not  receive  an  answer.  *  Oh !  you  wait  a  bit,  and 
you'll  see,'  was  the  rejoinder ;  and  presently  a  corve  full  of  coal  came 
to  hank^  and  on  it  was  the  desired  answer  in  the  shape  of  a  bit  of 
greasy  tow ;  which  telegraphic  signal  meant  that  a  nice  new  corve  was 
coming  up  for  me,  but  that  they  did  not  intend  to  waste  time  by  sending 
it  up  empty,  as  some  of  the  colliers  would  take  advantage  of  the  carriage 
and  come  to  the  surface.  A^ain  the  bell  rang,  the  engine  wound  up  tho 
rope  with  its  living  freight  slower  and  more  carefully ;  the  warning  bell 
rang  as  the  top  of  the  chain  emerged  from  below,  and  more  chain  coming 
into  view,  disclosed  a  cluster  of  boys  clinging  like  sailors  to  the  bare 
chain  above  the  corve,  in  which  were  two  or  three  grave-looking  men. 
The  engine  bell  rang  again  just  before  the  rim  of  the  basket  touched  the 
edge  ofihe  pit's  mouth;  and  the  corve  being  stopped,  the  men  were  dexte- 
rously handed  out,  and  the  boys  liberated  from  their  perilous  position;  and 
although  the  CTavity  produced  by  hard  labour  was  apparent  on  all  coun- 
tenances as  tney  came  into  daylight,  it  quickly  changed  into  hearty 
merriment  when  they  discovered  me  aping  their  attire  and  standing  at 
the  brink,  a  real  live  cockney,  and  ready  to  descend.  I  did  not,  how- 
ever, wait  long  to  stand  the  brunt  of  their  inquiring  glances  and  com- 
plimentary speeches;  but,  obeying  the  word  of  command  to  'Jump  in,'  I 
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as  soon  located  in  the  corve,  or  bosket,  and  down  I  went  at  a  speed 
hich  appeared  to  be  very  great.  I  was  rushing  and  tearing  throogh 
le  air,  in  a  downward  direction,  at  a  pace  that  seemed  perfectly 


Fig.  4L  Men  a  .d  Btj*"  ooming  to  Bask." 

Tiglitfal ;  indeed  it  was  a  good  emblem  of  life,  and  haying  taken  that 
ibwnward  coarse,  it  was  of  uo  use  to  alter  my  mind — I  could  not  jump 
bd^agaixL 
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"  As  the  conre  descended,  I  coald  not  heln  looking  upwards,  when  I 
discovered  that  the  great  pawning  orifice  haa  dwindled  away  apparently 
into  one  of  about  the  diameter  of  the  hole  in  an  ordinary  ccud-oelbu: 
when  the  plate  is  removed;  but  thinking  of  a  possible  visitation 
from  some  of  the  lumps  of  coal  I  had  seen  at  t)ie  pit's  mouth,  I  quickly 
reversed  the  direction  of  my  gaze,  and  found  myself  tucking  my  chin 
into  my  waistcoat,  to  avoid  the  chance  fragments  of  ooal,  but  instantly 


Fig.  42.  Decent  into  a  Coal  Miue. 


reassured,  I  peered  downwards,  and  then  noticed  the  increasing  warmth 
of  the  air.  Presently  a  slight  reddish  glow  of  lisfht  was  apparent,  bat 
before  I  could  perfectly  collect  my  senses,  the  basket  gently  touched 
the  bottom  of  the  shaft,  and  two  or  three  sturdy  fellows  rashed  at  me 
with  a  *  Now,  sir.'  I  was  soon  pulled  out,  another  corve  full  of  coal 
was  tacked  on  to  the  rope,  and  away  it  went  upwards,  whilst  I  was 
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oondacted  tlirou^  darkness  visible  to  some  kind  of  seat,  where  I  was 
gently  throat  down,  and  told  to  wait  a  bit  till  '  I  got  my  eyes/  for  the 
sodden  change  from  fall  daylight  to  the  darkness  of  the  coal  pit  pro- 
duced that  want  of  confidence  which  is  so  apparent  when  visitors  at  the 
Ciystal  PaUoe  step  from  broad  daylisht  into  the  darkened  lecture-room 
when  dissolving  views  are  being  displayed. 

**  The  shaft  that  I  descend^  was  called  the  'down-eati,*  and  this  re- 
presents the  beginning  of  a  system  of  ventilation  which  ends  with 
another  shaft  called  the  'itp-eatL'  That  is  to  say,  fresh  air  is 
alwajTS  passing  down  the  former,  it  circulates  through  the  intricate 
labjrrinin  of  Series  or  excavated  tunnels  of  the  coiu  pit,  and,  idTter 
having  perforined  its  office,  escapes  at  the  up-cast  shaft.  It  might  be 
asked  why  the  air  does  not  sometimes  prove  refractory  and  reverse  its 
path,  bat  that  is  prevented  by  a  furnace  which  is  kept  burning  night 
and  day  at  the  bottom  of  the  coal  mine.  The  chimney  conveying  away 
the  boated  air  from  the  furnace  terminates  in  the  '  up-cast,'  and  by 
the  comtoit  ascent  of  warm  air  in  the  latter,  the  direction  of  the  venti- 
ktiitf  omrents  is  established,  cold  air  passing  down  the  '  down-cast,' 
and  not  and  fresh  air  travelling  up  the  '  up-cast.' " 


fif .  A  A.  VanMwe.  i.  Tha  ftirnaoe  drift,  o.  The  npcMt  shaft.  ».  Tha  bnttioe,  or 
ttaalMrpartilion  Mpantinff  thanp^sMt  from  x,  the  dowxHsast,  from  which  the  air  travtU 
to  tha  TMJw  galleriee  of  the  pit,  pairing  to  the  ftimace  a  i,  md  lo  to  the  np-cart  c 
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Ab  already  explained  at  pace  52,  sometimes  the  mine  ia  provided  wiili 
one  shaft  only,  which  is  divided  into  two,  three,  or  foor  compartmeaits, 
and  called  a  oratticed  shaft ;  but  this  cannot  be  so  perfect  a  sjstem  as 
that  which  includes  separate  shafts  for  the  entrance  and  exit  of  the 
air;  moreover,  when  bratticed  shafts  are  used,  the  heat  of  the  fonuoe 
which  establishes  the  movement  of  the  air  must  be  greatly  reduced;  for 
fear  of  setting  fire  to  the  woodwork  of  the  brattices. 

In  the  ventilation  of  mines  there  are  certain  rules  laid  down,  ilie 
proper  application  and  modification  of  which,  to  meet  given  ciroom- 
stances  and  localities,  must  depend  on  the  judgment  and  practical  expe- 
rience of  the  engineer.    These  rules  are : — 

1st.  That  a  current  of  air  through  the  channels  of  collieries^  at  a 
rate  of  five  feet  per  second,  is  sufBicient  for  almost  all  purposes. 

2nd.  That  a  current  exceeding  that  velocity  will  be  obtained  at  the 
expense  of  leakage  and  other  evib. 

3rd.  That,  in  order  to  obtain  the  requisite  supply  of  fresh  air,  the 
channels  of  a  mine  ou^ht  to  be  enlarged  according  to  the  exigency. 

In  mines  evolving  fire-damp  it  has  been  found  necessary,  in  practice 
to  have  as  large  a  ventilation  as  300  cubic  feet  per  minute  per  man; 
and  if  it  be  assumed  that  about  eighty  men  and  boys  are  required  to 
work  100  tons  per  day,  a  mine  workmg  200  tons  per  dav  woula  require 
48,000  cubic  feet  per  minute,  and  a  mine  producm^  400  tons  per  day 
would  demand  a  ventilating  power  of  96,000  cubic  feet  per  minute. 
Taking  as  an  example  a  colliery  producing  200  tons  ner  dajr ;  if  five 
feet  per  second  be  taken  as  the  standard  velocity  of  tne  air,  it  follows 
that  the  intake  and  return  air-channels  should  have  a  sectional  area  of 
160  square  feet,  or  about  six  feet  high  by  twenty-seven  feet  wide- 
dimensions  which  would  be  found  too  expensive,  and  possibly  in  many 
cases  impracticable.  This  assumes  that  the  air  would  have  to  poor  in 
one  undivided  channel  through  the  whole  of  the  mine,  and  in  that  Qase 
it  would,  in  some  large  mines,  have  to  travel  as  much  as  thirty  miles. 
But  in  practice  it  is  not  usual,  even  in  the  best-conducted  mines,  to  give 
to  the  air-channel  a  sectional  area  of  more  than  fifty  square  feet,  and 
in  manv  cases,  particularly  in  South  Wales,  not  more  than  sixteen 
square  feet. 

An  idea  may  be  formed  of  the  elaborate  nature  of  mine  ventilation  by 
the  examination  of  the  next  cut,  which  represents  a  ground-plan  of  a 
coal  mine  supplied  with  down-cast  and  up-cast  shafts. 

This  pit  contains  three  furnaces,  which  communicate  with  the  .'^  up- 
cast." The  air  enters  by  the  down -cast,  courses  round  the  goaf,  or  deserted 
portion  of  the  coal  mine,  and  finallj  escat>es  at  the  up-cast. 

When  the  air  is  supplied  to  a  mme  bv  one  entrance  only,  and  is  made 
to  travel  bjr  stoppings  and  doors  up  and  down  ey^ry  part  of  tiie  wpiks, 
a  necessarily  forms  a  continuous  chain  and  ^Bihrent  of  air,  which  may 
be  sometimes  thirty  or  more  miles  in  loogtl^  and  tertaunates  in  the  up- 
cast. This  system,  which  is  not  a  ^d  one,  is  called  "  coursine"  the 
air.  It  follows,  therefore,  that,  if  it  were  attempted  to  course  lUie  air 
in  one  continuous  channel  of  sixteen  square  feei^  the  current  would  be 
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16  feet  j>er  second,  or  50  feet  per  second  with  an  air-channel  of  50 
square  feet  sectional  area— yelocities  which  it  would  be  impracticable 


Fig.  44.  Fart  of  the  Groond-plan  of  a  Coal  Mine. 

to  keep  np  through  the  workings,  because  the  rarefication  necessary  to 
produce  such  a  current  would  cause  the  air  channels  to  leak,  and  the 
air  to  find  a  shorter  course,  through  the  excavated  portions  of  the  mine, 
to  the  np-cast  shaft.  The  system  of  coursing  has  therefore  given  way 
to  that  of  spliUing  or  dividing  the  currents  of  air,  which  are  conveyed 
to  separate  compartments  of  the  best-arranged  mines  in  the  North,  ana  in 
the  same  manner  as  thejr  form  distinct  workings,  so  has  it  at  last  been 
fofund  practicable  to  ventilate  each  separately,  xherefore,  if  a  panel  or 
compartment  of  work  of  a  mine  proaucing  200  tons  per  day  contains 
twenty-seven  men,  the  provision  to  be  made  in  the  ventilation  for  this 
section  of  the  colliery,  at  the  rate  of  300  cubic  feet  of  air  per  minute 
per  man,  would  be  8100  cubic  feet,  or  one-sixth  of  48,600  cubic  feet, 
per  minute ;  and  if  this  ventilation  is  kept  separate  from  the  remainder 
of  the  colliery,  the  air  will  necessarily  be  mucn  purer,  and  will  have  to 
tnyel  a  proportionably  less  distance.  Moreover,  the  velocity  through 
the  air-cnannels  will  be  reduced,  in  a  passage  having  an  area  of  50  feet, 
from  16 feet  per  second  to  2|  feet  per  second;  or,  in  a  passage  of 
16  feet  area^  from  50  feet  per  second  to  about  8^  feet  per  second.  This 
latter  velocity  would  still  oe  too  high ;  but  by  the  splittiftg  system  a 
omltiplication  of  air  tabes  may  be  obtained  for  the  intake  and  return 
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air  cnrrents  of  the  mine,  producing  the  same  result  as  would  be  obtained 
from  one  laijge  tube  of  the  aggre^te  area  of  the  several  splittings, 
with  a  diminished  distance  for  tne  air  to  travel  in  the  same  proportion. 

The  motive  powers  in  most  general  use  for  accelerating  the  air- 
currents  of  mines  are — 1st.  The  furnace.  2nd.  The  steam  jet.  3rd. 
The  pump,  or-apparatus  such  as  Struve's  mine  ventilator.  ^ 

The  use  of  the  furnace  has  already  been  described,  and  in  some  cases 
the  average  temperature  of  the  air  in  some  of  the  up-cast  shafts  of  the 
mines  in  tne  North  was  from  140^  to  160^  Fahr.  Imm  the  minutes  of 
evidence  taken  in  1849  before  a  committee  of  the  House  of  Lords  on 
the  ventilation  of  mines,  the  following  extract  is  selected  :— 

Tie  Hatwell  Colliery, 

Depth  of  shaft;,  936  feet. 

Area  of  down-cast  pit,  110  superficial  feet. 

Area  of  up-cast  pit,  58  superncial  feet. 

Average  temperature  in  down-cast  pit,  62^. 

Avera^  temi)erature  in  up-cast  pit,  165^. 

Velocity  of  air  in  up-cast  pit,  2/|th  feet  per  second. 

Quantity  of  air  discnarged,  94,000  cubic  feet  per  minute. 

Consumption  of  fuel,  4  tons  in  twenty-four  hours. 

There  are  ten  splittings  of  the  current  of  air;  the  average  area  of 
each  is  42  superficial  feet,  making  an  aggregate  of  420  superncial  feet; 
the  distance  travelled  in  each  sphtting  is  3f  miles. 

Estimated  power  of  the  up-cast  pit,  34^ths  horse-power. 

Ventilation  of  mines  by  the  steam  jet  originated  with  Mr.  Goldaworthy 
Gumey,  who  proposed  its  use  in  1835  ;  and  it  consists  in  the  arran^ 
ment  of  boilers  and  steam-pipes  at  the  bottom  of  the  up-cast,  whu^ 
are  fitted  with  twentv  or  more  jets,  and  as  the  steam  escapes  up  the 
shaft,  a  rush  of  air  takes  place  from  the  other  parts  of  the  mine  towards 
them,  and  promotes  a  constant  flow  or  current  of  air  thiouj^  the 
galleries.  This  mode  of  ventilating  mines,  though  ingenious,  is  o(»i» 
sidered  to  be  expensive  to  maintain,  but  is  found  to  be  very  serviceable 
in  any  case  where  temporary  ventilation  is  required  in  a  ooal  pit,  and 
there  happens  to  be  boiler-power  to  spare.  In  the  "Boy's  Flavoook  of 
Science'^  the  steam  jet  is  fully  explained  and  illustrated.  l!ne  prin- 
ciple upon  which  Goldsworthy  Gumey's  steam  jet  acts  is  very  simple^ 
and  depends  upon  the  constant  rush  of  air  which  takes  place  towaru  a 
jet  of  escaping  steam.  The  fact  is  well  illustrated  by  standing  on  the 
Drickwork  at  tne  top  of  a  boiler,  and  asking  the  engine  man  to  let  off 
some  steam  hj  the  safety  valve  or  other  aperture ;  and  if  a  light  ailk 
handkerdiief  is  held  near  the  centre  of  tne  escaping  cone  of  steam, 
it  will  be  instantly  drawn  in,  and,  like  a  finger-post,  will  dearfy 
demonstrate  the  direction  taken  by  the  surrounding  air.  When  steam 
is  allowed  to  escape  firom  a  Maxcet's  high-pressure  boiler,  the  air 
rushes  towards  the  mverted  cone  of  steam,  and  if  a  light  copper  ball  n 
placed  in  the  escaping  steam,  it  is  held  up  and  suppoiied  in  spito  of  ite 
gravitating  power  towards  the  earth,  as  shown  in  the  next  cut. 
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Fig.  46.  EfcapiDflr  J^  ^  high-pretsnre  Steam,  fupportin^  a  hollow  Copper  BalL    The 
Arrows  show  the  direction  of  the  air,  which  rushes  to  the  steam. 

Mechanical  ventilation  may  be  effected  by  pumps,  screws,  fans,  pnen- 
ntaiic  wheels,  or  modifications  of  pumps,  such  as  Struve's  apparatus 
(Fig.  46),  used  at  the  Eaglehurst  Colliery,  near  Neath,  where  the  up-cast 
thaft  is  only  nine  feet  area,  and  yet  the  ventilation  is  worked  by  a  five 
hone-power  engine ;  and  it  is  calculated  that  if  steam  jets  were  substi- 
tuted, four  boilers  of  thirty  feet  each  would  be  required.  Struve's  ap- 
pantos  consists  of  two  aerometers  or  gasometers,  £  e,  made  to  balance 
ench  other,  and  to  move  vertical)  v  in  the  spaces  j  j,  by  means  of  the  guide 
rods  Y  Y;  the  spaces  j  J  are  filled  with  water,  forming  a  packing  or  stop 
to  prevent  any  air  passing  from  the  interior  of  the  aerometers  to  the 
ebambers  above  them;  the  guide  rods,  f  f,  are  connected  by  short 
diains  with  the  arch  heads  of  the  beams,  1 1,  and  at  the  other  end  of 
these  beams  the  motion  is  received  from  a  small  high-pressure  steam- 
CDsme,  through  the  crank,  o  g,  and  the  connecting  rwls,  h  h. 
^Die  i^iparatas  is  connected  with  the  u[)-ca8t  sli^t,  a,  by  a  cidvert,  B, 
whidi  communicates  both  with  the  interior  of  the  aerometers  and  the 
top  chamber,  the  interior  cylinders  of  masonry,  d  d,  and  the  inlet  valves, 
K  K.  The  operation,  then,  of  this  machine  is  precisely  that  of  a  pump. 
When  Uie  jHstons  ascend  they  are  filled  with  air,  and  at  the  same  time 
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discharge  the  air  out  of  the  top  chambers  through  the  outlet  valve,  L  L^ 
and  when  they  descend  they  discharge  themselves  throu^  the  outlet 
valves,  1^  and  the  top  chambers  are  filled;  the  supply  m  air  in  both 
cases  being  drawn  from  the  mine. 
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Fig.  46.  Stravo's  Apparatus. 

A.  The  up-cast  pit. 

B.  A  culvert,  six  feet  by  ten  feet,  connecting  the  np-cast  pit  with  the  ventilator. 

o  0.  Two  cyliudera  of  masonry,  ten  feet  interior  diameter  and  seventeen  feet  high. 

]>  D.  Two  interior  cylinders  of  masonry,  ten  feet  interior  diameter,  and  seven  ftet  sis 
inches  high.  The  space  between  the  two  cylinders,  j,  is  filled  with  water  seven  feet  deeiy 
which  prevents  the  air  from  escaping  or  being  admitted  except  throngh  the  inlet  or  outlet 
valves. 

a  B.  Two  aSrometers,  sixteen  feet  in  diameter,  and  seven  feet  high,  made  to  balance  each 
other,  and  to  move  vertlcallv  in  the  water  by  means  of  the  guide  rods  in  the  centre. 

V  V.  Bods  workhig  in  goides,  to  give  the  pistons  a  steaar  motion,  and  to  fbrm  a  con- 
nexion by  means  of  short  chains  with  the  arch  heads  of  the  beams. 

G  ».  Two  cranks  placed  at  right  angles  to  each  other  in  a  shaft  connected  with  an  engine. 

H  H.  Two  connecting  rods,  conveying  the  motion  from  the  crank  to  the  beams  which  work 
the  aSrometers. 

X  z.  Two  arch-headed  beams. 

K  K  K  K.  Foot  air  ports,  ten  feet  by  seven  feet  six  inche^,  fitted  with  valves  fbr  diacbiiig- 
faig  the  air  into  the  atmosphere. 
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V  V.  The  beemi  wappotUng  the  guides  for  the  rods  to  work  throngh. 

9  9,  The  embenkmeDte  finiaed  mmi  the  cuttings  of  the  foandations. 

B.  The  framing  of  a  pit  for  raising  coal,  showing  the  cover,  s,  raised  bj  the  wagon,  and 
the  platlbnn  of  the  wagon  sopplTingits  place:  also  the  other  cover,  s.  at  rest  on  tne  other 
eompartment  of  the  pit,  with  the  rope  or  chain  working  through  it  in  order  that  the 
zaisuig  of  coal  maj  not  interfere  with  the  oontinnoos  current  of  air  from  the  mine  to  the 
Tentflator ;  and  in  order  to  prevent  leakage,  the  tubes  t  t  t  are  attached  to  the  top  of  the 
pit,  and  the  platform  on  which  the  wagon  rests  enters  one  of  these  tubes  before  the  cover, 
■lislifted. 

s.  The  cngine-honseb  with  a  thirteen  horse-power  engine  to  work  the  machine. 

One  of  the  learned  contributors  to  the  "  Edinburgh  Review,"  in  an 
article  on  Mortality  in  Trades  and  Professions,  forcibly  illustrates  the 
importance  of  good  ventilation  in  mines,  and  states,  "  his  (the  miner's) 
sii^y  of  ozvgen  is  small ;  for  in  all  probability  the  air  supplied  to  him 
has  to  circulate  many  miles  through  the  mine,  and  to  pass  over  the  ex- 
emnentitious  deposits  of  man  and  horse,  and  the  decaying  woodwork  of 
tlie  mioe^  ere  it  nnally  reaches  him,  in  enfeebled  streams,  in  his  solitary 
woikinff  cell  Long  deprivation  of  solar  light,  again,  tends  to  im- 
fCfnsmk  his  blood,  to  blanch  him,  in  short,  like  vegetable  products 
amilariy  deprived  of  the  light  of  day.  It  is  through  their  lun^,  how- 
etor,  that  the  health  of  the  miner  is  principally  attacked.  The  air  of 
a  eoal  mine  ^such  as  it  is)  holds  a  vast  amount  of  coal  dust  in  mecha- 
nical suspension,  and  this,  as  a  matter  of  course,  is  constantly  passing 
into  the  lungs  of  the  miner.  The  proof  of  this  is  the  so-called  '  black 
spif  of  the  collier,  which,  on  being  subjected  to  the  microscope,  is  found 
to  consist  of  mucus  filled  with  finely-divided  particles  of  coal.  The  per- 
manent inhalation  of  such  an  atmosphere  results  in  what  is  termed  the 
'black  lung.'  The  breathing  apparatus  of  the  collier  becomes  clogged, 
in  short,  with  coal  dust,  and  tater  death  it  has  the  appearance  of  being 
dipped  in  ink.  A  writer  who  has  lately  investigated  this  singular 
pi^ological  condition,  thus  gives  his  experience  oi  two  post-mortem  ex- 
aminations : — '  In  each  case  the  black  treacly  fluid  obtained  by  thus 
cutting  the  various  portions  of  the  lung  (more  especially  the  posterior 
and  imerior  portions  of  the  lower  lobes),  and  by  splitting  uj),  the  bron- 
chial tubes  are  evaporated  to  dryness,  and  the  residuum  being  broken 
up  and  subjected  to  a  red  heat  in  a  porcelain  tube  retort,  behaved  pre- 
cisely as  coal  under  similar  circumstances,  i.e,,  it  evolved  a  smoke-like 
gaseous  product,  which  on  being  slightly  condensed,  deposited  hydro- 
sulphide  of  ammonium  and  coal  tar,  and  being  then  purified  burnt  in 
all  respects  like  the  well-known  compounds  of  the  two  carbides  of 
hydrogen  (common  gas).' " 

Although  a  chemist  would  object  to  the  mode  of  testing  for  coal  in 
tiiis  last-<^oted  experiment,  as  the  animal  matter  was  not  first  separated 
from  the  impalpable  (x>al  dust,  and  the  products  from  both  were  there- 
fore eliminated  together  during  the  destructive  distillation,  still  there 
can  be  no  doubt  respecting  the  carbonaceous  nature  of  this  black  treacly 
fluid. 

**  Dr.  Qregoiy»  of  Edinburgh,  many  years  since,  by  destructive  analysis. 
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came  to  the  same  oonclusiou  respecting  the  carbonaoeous  nature  of  tiua 
deposit.  The  presence  of  this  foreign  body  in  the  lungs  leads  to  the 
whole  train  of  pulmonary  diseases.  Asthma,  bronchitis,  and  pneumonia 
are  but  too  frequent,  and  we  are  consequently  not  surprised  to  hear 
that  the  amegate  amount  of  sickness  experienced  by  this  class  for  the 
period  of  lite  from  twenty  to  sixty,  is  ninety-five  weeks,  or  aixtj-aefea 
per  cent,  more  than  the  general  average. 

"  It  is  estimated  that  the  worst  coal  mines  can  be  ventilated  thoroaghlv 
at  a  cost  of  one  penny  per  man  per  day,  and  that  in  well  oonstrooM 
furnaces  the  consumption  of  one  ton  of  coals  per  day  at  the  bottom  of 
an  up-cast  shaft  will  enable  each  collier  to  cut  one  ton  of  coals  more 
per  (lay  with  the  same  amount  of  exertion.  Such  being  the  caae^  there 
can  be  no  excuse  for  asphyxiating  the  miners  whol^ale.  Thoee  pro* 
prietors  of  mines  who  are  only  open  to  these  breeches-pocket  appeals^ 
should  know  that  it  is  their  interest  in  a  pecuniary  sense  to  ventilate 
well,  inasmuch  as  the  preservative  effect  of  pure  air  upon  the  wood 
brattices,  which  form  so  expensive  an  item  in  mining,  effiects  a  aaviog  of 
eighty  per  cent." 

With  this  digression  on  the  important  subject  of  ventilattiig  mia&^ 
we  return  again  to  the  descent  of  a  coal  mine,  and  resume  the  niRiliM 
from  page  65,  where  we  left  off  to  explain  the  various  methods  emptcMl 
to  give  the  miner  air.  "  After  taking  my  seat  on  the  bench  fix  ft  wf 
minutes,  I  soon  recovered  the  use  of  my  senses,  and  the  first  objeot  nl 
interest  that  I  noticed  was  a  sort  of  inner  den  or  cave,  from^  "'* 


there  issued  the  usual  odour  of  a  stable ;  so  I  said  to  m^  guide, '  Wliill 
horses  here  P'  *  Oh,  yes,  sir ;  nice  little  "  gallusses,"*  ami  they  P  Aai. 
at  that  moment  a  sleek  little  nag,  well  groomed  and  cared  for,  cameiflto 
view ;  and  I  soon  found  that  the  animal  was  detached  for  my  npnciit 
service,  and  that  I  was  to  go  into  the  workings  without  the  trouUe  of 
wading  through  the  muddy  channels  on  foot,  in  fact,  to  ride  in  front  of 
a  roUeyor  trudc  conveying  empty  baskets  or  corves  to  be  refilled withcoek; 
Before  taking  my  seat,  I  was  presented  with  a  lump  of  clav  toad  a 
miner's  candle;  and  perhaps  careful  people  may  be  desirous  of  feanung 
what  sort  of  candle  it  could  be  ?  W  as  it  a  six,  or  a  twelve,  or  a  long 
ten?  No,  it  was  one  of  those  remarkable  lilliputian  candles  from 
twenty  to  thirty  to  the  pound;  and  the  reason  of  this  exemplair 
economy  will  be  understood,  when  it  is  stated  that  the  miners  providle 
their  own  candles ;  the  coal  owners  do  not  furnish  them.  Thejraantity 
of  oil  and  candles  consumed  in  the  mines  of  the  United  ^mgdom 
cannot  be  less  than  half  a  million  of  money  in  value ;  and  it  is  only 
surprising  thi^  in  safe  mines — viz.,  in  such  as  are  free  from  fire  damp, 
that  coal  gas  is  not  more  extensively  employed.  Some  time  ago,  Mr. 
Wright  read  a  most  interesting  pi^r  tiefore  the  Society  of  Civil 
Engmeers,  and  quoted  an  instance  where  the  cost  of  lighting  a  mine  had 
been  reduced  from  about  800^.  to  400^.  per  annum  by  the  use  of  coal 

*  aaUoMes,  A  oorniption  of  the  word  Galloway,  being  a  hardy  little  horie  flnt  hnd  at 
Ga]]owaj,in8ootla]id. 
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gas;  and  as  it  bums  without  producing  soot  or  those  disameable  em- 
pyTBamatic  odoun  arising  from  the  imperfect  combustion  of  tallow  and 
oil*  and  at  the  same  time  affords  a  better  light,  it  will  no  doubt  be 
gradually  substituted  for  them.  Having  taken  my  seat  in  front  of  the 
oorves  on  the  rollej,  away  we  went  for  something  like  three  quarters  of 
a  mile  into  the  workings,  for  this  mine  is  somewhat  ancient,  and  has 
been  worked  since  the  time  of  Queen  Elizabeth.  Either  I  did  not  hold 
my  candle  properly,  or  we  moved  too  quickly,  for  it  soon  guttered  away, 
and  deposited  an  ample  greasy  haemorrhage  in  my  hand,  and  at  last, 
receiving  a  drop  of  water  from  the  roof,  it  sputtered  angrily,  and  burnt 
dimmer  than  before.  I  cannot  say  that  at  any  time  we  came  to  a  full 
atop,  but  occasionally  we  perpetrated  a  sort  of  comma,  or  moderation  of 
our  pace,  in  order  to  allow  the  little  trapper  boy  time  to  open  his  door. 


Fiy.  47.  Trapper  Eoj, 

These  doors  are  used  for  the  purpose  of  maintaining  the  continuity  of 
the  ventilating  currents  of  air,  oecause  if  the  latter  was  allowed  to  make 
its  way  at  random  through  the  workings,  some  parts  would  have  a 
perfect  hurricane  of  wind,  whilst  in  others  the  air  would  stagnate  and 
suffocate  the  persons  engaged  in  the  mine. 

"  The  '  trapper*  boy's  employment  is  his  first  dreary  apprenticeship  in 
the  coal  mine ;  and  if  he  can  bear  that,  he  is  not  likely  to  be  timid 
afterwards.  There  they  sit  for  hours  in  the  dark,  they  must  not  stir 
from  theirnosts,  for  fear  of  being  lost ;  indeed,  there  was  a  case  of  this 
kind  in  a  Welsh  pit :  a  little  trapper  boy  strayed  away  from  his  door, 
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and  was  lost  for  three  days ;  the  lad  stated  afterwards,  that  be  be- 
qnently  made  his  way  to  the  back  of  the  place  where  the  coUiers  were 
ftt  work,  and  even  heard  the  sound  of  their  picks,  he  screamed  and 
roared,  but  it  was  of  no  use,  they  could  not  hear  him,  and  it  was  only 
by  accident  he  providentially  struck  upon  the  right  path,  and  made  his 
way  in  a  wretched  condition  to  the  bottom  of  the  coal-pit  shaft.  The 
pitmen  will  tell  you,  that  after  the  first  few  hours,  the  constant  question 
of  the  trapper  boy  to  those  who  pass  him  is,  *  Will  it  soon  be  time  to 
cry  Kenna  mon  ?'  alluding  to  a  cry  which  is  sliouted  down  the  shaft 
when  it  is  time  to  leave  off  work.  If  personal  friends  go  throngh  his 
doorway,  he  will  beg  a  light  with  a  coaxin?  '  Gie  us  a  loo,  mon,'  for 
his  mother  only  furnishes  him  with  two  of  the  peculiar  dips  alroM^ 
alluded  to :  viz.,  one  to  light  him  to  his  door,  ana  another  to  light  him 
to  the  pit's  mouth  after  his  '  shift  of  work'  is  over ;  but,  as  before 
stated,  this  must  be  regarded  as  the  apprenticeship  to  coal-pit  work, 
and  if  the  boy  can  get  tnrough  this,  he  can  do  ahnost  anything  after- 
wards. 


Elg.  48.  The  Cnne  Hoister. 
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"  After  proceeding  a  considerable  distance  on  a  tram-way,  the  little 
horse  at  last  pulled  np,  and  I  found  myself  in  a  part  of  the  pit  which 
bad  been  widened  out  so  as  to  afford  room  for  a  crane,  where  I  made 
the  acquaintance  of  the  crane  hoister,  whose  duty  it  is  to  lift  the  cases 
ai  coal  from  the  roUeys  pushed  by  lads  to  those  which  are  pulled  by 
the  horses.  This  lad  is  supposed  to  be  better  informed  than  nis  hard- 
working companions,  as  he  has  sufficient  learning  to  enable  him  to  chalk 
down  upon  a  slate  the  number  of  corves  that  pass  him.  And  here 
perhaps  it  may  be  asked — ^How  do  they  distinguish  between  the  idle  and 
the  industrious  P  or,  rather,  we  ought  to  say,  oetween  the  weak  and  the 
strong  ?  And  how  can  they  tell  who  fills  each  corve  with  coal  P  The 
answer  is  very  simple :  each  coal  hewer  attaches  his  own  wooden  label 
to  the  basket  he  fills ;  this  is  noted  at  the  crane,  and  also  at  the  pit's 
mouth,  so  that  no  man  is  likely  to  be  defrauded  of  the  just  reward  of 
his  labour ;  moreover,  the  quality  of  the  coal  sent  to  '  bank'  is  strictly 
looked  after,  and  the  men  are  fined  if  they  fill  out  their  baskets  with  any 
rubbish  or  debris  of  the  rocks  they  pass  through. 

"  Having  now  dismounted  from  the  truck,  I  proceeded  on  foot,  in 
Jndian  file,  after  mv  euide,  occasionally  standing  on  one  side  to  allow  the 
rolleys  pushed  by  huf-naked  lads  to  pass  by ;  and  here  it  may  be  said 
that  the  severe  work  of  the  mine  commences.  I  have  seen  many  kinds 
of  labooTy  but  never  before  witnessed  such  straining,  pushing,  and 
\  activity ;  indeed,  I  could  not  help  asking  my  companion  whether 
ere  doing  extra  work  that  day.  *  No,  sir,  it's  their  regular  work  ;* 
-^Jsndi  work  as  would  put  to  shame  any  other  that  could  possibly  be 
thfW(g^  of;  and  it  is  agreeable  to  know  that  now,  in  many  oi  the  first- 
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class  coal  pits  they  are  snbstituting  Shetland  ponies,  whose  haidy 
roughness  is  of  course  better  suited  to  the  fearful  wear  and  tear  than 
the  poor  human  muscle,  bone,  and  flesh  of  which  our  bodies  are  com- 


These  lads  are  called  putters,  and  have  eyen  amonest  thanselTca 
grades  of  rank ;  for  instance,  the  leader  is  called  the  "  Seadtmam,**  the 
second  indignity  the  *'  h€t// marrow,"  and  the  third  lad,  who  is  generally 
attached  to  the  rolley  in  front  with  a  chain  or  rope,  is  called  "  ihefyoL, 
It  is  curious  to  observe  how  nature  illustrates  science;  these  laos  lose 
from  six  to  eiffht  pounds'  weight  during  the  eight  hours'  spell  in  the 
mine,  and  with  their  violent  perspiration  and  increased  respiration,  lose 
a  large  amount  of  fatty  matt^,  hence  it  is  not  surprising  to  hear  that 
they  generally  prefer  the  fattest  pork  and  bacon;  and  the  lads  especially 
enjoy  now  and  then  a  great  treat,  called  a  "  tingina  Ainney,"  composed  of 
flour  and  butter,  or  some  other  greasy  material;  this  is  cooked  on  a 
gridiron,  and  whilst  being  dressed  the  heat  evaporates  any  waterv  par- 
ucles  therein  contained  with  a  sort  of  hissing  or  singing  noise,  it  may 
be  interesting  at  this  point  to  speak  of  the  temperature  of  mines  in 
{;eneral,  as  instead  of  oeinf  cold  they  are  usually  warm,  and  the  heat 
increases  with  the  depth  ofthe  coal  pit.  Professor  Graham  says,  in  his 
''Elements  of  Chemistry" — "There  can  be  no  doubt  of  the  existenoe  in 
this  globe  of  ours  of  a  central  heat.  At  a  depth  under  the  surfiice  of 
the  wth,  not  in  general  exceeding  twenty  feet,  the  thermometer  is 
perfectly  stationary,  not  being  affected  by  the  chan^  of  the  seasons ; 
out  at  greater  depths  the  temperatare  progressively  rises." 

M.  Gordier,  to  whom  we  are  indebted  for  a  most  profound  investiga- 
tion of  this  interesting  subject,  considers  the  two  conclusions  to  be  esta- 
blished by  all  the  observations  on  temperature  which  have  been  made 
at  considerable  depths : — 1st.  That  below  the  stratum  where  the  annual 
variations  of  the  solar  heat  cease  to  be  sensible,  a  notable  increase  of 
temperature  takes  place  as  we  descend  into  the  interior  of  the  earth. 
2nd.  That  a  certain  irregularity  must  be  admitted  in  the  distribution  of 
the  subterranean  heat,  which  occasions  the  progressive  increase  of  tem- 
perature to  vaiy  at  different  places. 

Fifteen  yards  has  been  provisionally  assumed  as  the  average  depth 
which  corresponds  to  an  increase  of  1^  Fahrenheit.  This  is  about  116^ 
for  each  mile.  Admitting  this  rate  of  increase,  we  have  at  a  depth  of 
30^  miles  below  the  surtace  a  temperature  of  3500^,  which  would  melt 
cast  iron,  and  which  is  amply  sufficient  to  melt  the  lavas,  basalts,  and 
other  rocks,  which  have  actually  been  erupted  from  below  in  a  fluid 
state.  But  this  central  heat  has  long  ceased  to  affect  the  surface  of  the 
earth.  Fourier  demonstrates,  from  the  laws  of  conduction,  that  although 
the  crust  of  the  globe  were  of  cast  iron,  heat  would  require  myriads  of 
years  to  be  transmitted  to  the  surface  from  a  depth  of  one  hundred  and 
nfty  miles.  But  the  crust  of  the  globe  is  actually  composed  of  materials 
greatly  inferior  to  cast  iron  in  conducting  power. 

The  temperature  of  the  surface  of  the  globe  now  depends  upon  the 
amount  of  beat  which  it  receives  from  the  sun,  compared  with  the  heat 
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radiated  away  from  its  snrface  into  free  space.  There  is  reason  to 
betieye  that  no  material  change  has  occurred  in  the  quantity  of  heat 
received  from  the  sun  durinj^  the  historical  epoch.  The  radiation  from 
the  surface  of  the  earth  has  its  limit  in  the  temperature  of  the  olanetary 
space  in  which  it  moves,  which  Fourier  deduces  from  calculation  to 
be  between  —58^  and  —76°  Fahr.,  and  which  Schombeiv,  from  a 
calcnktion  on  totally  different  principles,  estimates  at  — 58°'6 ;  a  close 
eoinddence.  This  low  temperature  appears  to  be  attained  in  the  long 
abeenoe  of  the  sun  during  a  polar  winter,  as  Captain  Parry  found  the 
thermometer  to  fall  so  low  as  —55°  or  —56°  at  Melville  Island;  and 
Captain  Bad^  has  recorded  a  temperature,  observed  on  the  North 
Am^can  continent,  so  low  as  —70°.  The  temperature  of  the  famous 
Mcmkwearmouth  colliery,  one  of  the  dee]>est  and  perhaps  worst  venti- 
lated mines  in  the  United  Kingdom  (having  only  one  bratticed  shaft), 
stands  at  about  78°  to  80°  Fahr. ;  and  in  .the  workings,  where  the  tem- 
perature is  increased  by  the  heat  from  the  bodies  of  the  men  and  their 
lamps,  the  thermometer  ranges  from  85°  to  90°  Fahr.  The  tempera- 
ture of  the  water  issuing  from  the  Artesian  well  of  Grenoble,  600  yards 
in  depth,  is  82°  Fahr.,  &ing  an  increase  of  one  degree  for  every  59  feet 
in  depth. 

The  statement  of  the  existence  of  an  internal  heat  in  the  earth  is  curi- 
ously corroborated  by  the  natural  tar  weUs  of  Rangoon  in  Birmah.  This 
em|Hreoontains  more  than  500  wells  in  a  small  districtcalled  Rainanghong. 
The  soil  there  consists  of  a  sandy  cla^,  covering  a  thick  bed  of  slate  day 
saturated  with  naphtha,  under  wnich  is  coal,  as  if  a  kind  of  natural  dis- 
tillation had  proceeded  from  the  coal  below ;  and  since  petroleum  con- 
tains paraffin,  a  product  of  the  dry  distillation  of  vegetaole  substances, 
it  was  inferred  tnat  this  substance  originated  from  the  action  of  sub- 
terranean heat  upon  coal.  According  to  our  knowledge  of  the  increase 
of  temperature  towards  the  interior  of  the  earth,  coal  beds  at  a 
depth  of  about  8000  feet  would  possess  a  temperature  of  212° ;  and 
we  may  suppose  that  this  petroleum,  or  mineral  tar,  was  distilled  from 
such  lleds  and  condensed  at  higher  points.  But  in  this  case  the  tem- 
perature of  the  soil  impregnate  by  it  in  places  where  it  occurs  in  larffo 
quantities,  as  in  Asia,  must  long  since  nave  been  raised  to  a  nearly 
equal  degree,  which  is,  according  to  the  observations  made  by  Abiel,  by 
BO  means  the  case. 

On  the  western  shores  of  the  Caspian,  in  the  country  round  Baku, 
mx>n  the  peninsula  of  Abscheran,  a  tract  has  been  lon^  known  under 
toe  name  of  the  '*  Field  of  Fire"  which  continually  emits  inflammable 
sas,  while  springs  of  naphtha  and  petroleum  occur  m  the  same  vicinity. 
Abiel  found  the  medium  temperature  of  the  soil  of  Abscheran  to  be  59° 
Fah.,  that  of  the  naphtha  62°-5  to  66°,  and  that  of  the  gas  springs 
68°'5 ;  the  gas  therefore  can  only  come  from  moderate  depths.  Upon 
the  Scha^dag,  not  far  from  the  village  of  Kinalur^hi,  7834  feet  above 
the  Caspian  Sea,  are  found  oonsi<&rable  exhalations  of  carburetted 
kydx€c;en  sas  (the  Btemal  Fire  of  the  Schagdag),  which  stream  directly 
out  of  de&  in  sandstone  alternating  with  slate.    This  burning  gas  la 
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never  extingaished  by  atmospheric  changes,  and  these,  with  other 
natural  and  eternal  sources  of  fire  originated,  no  doubt,  the  anotent 
faith  of  the  Fire  Worshippers. 

The  Rangoon  tar  is  brought  to  this  country  in  iron  tanks,  and  some 
very  important  and  practical  results  have  been  worked  out  from  it  at 
Price's  Candle  Factory,  in  the  preparation  of  paraffin  candles  and  Bel- 
montine  oil.  There  are  three  quahties  of  oil  obtained :  one  like  alooliol» 
is  ignitable  by  wick  only ;  the  second  is  brown  in  colour,  and^nsefol  for 
machinerv  and  spindles,  with  the  advantage  of  not  oonoding  metab. 
The  third  is  a  detergent  fluid,  and  will  remove  grease  spots,  wiyioat 
staining  even  delicate  silks. 

At  Colebrookdale,  in  Shropshire,  there  is  a  naphtha 
from  a  coal  seam.    It  likewise  occurs  at  Amiano,  in  Parm%  atl 
and  Piacenza,  near  the  Tegemsee,  in  Bavaria.    Minecsl  tar 
Persia,  France,  and  several  other  places. 

Numerous  experiments  have  confirmed  the  theory  of  Gardiea  ad 
others,  that  the  temperature  increases  one  degree  of  heat  for  aboul 
every  fifteen  yards,  and  the  following  results  may  be  quoted  as  good 
examples,  because  they  arc  obtained  mdependent  of  the  air,  whidi  r  '^ 
partake  of  the  temperature  of  the  booies  of  the  colliers  and 
Duming  lamps  or  candles. 


Whitehaven. — Spring  water  at  surface 49** 

Ditto  at  480  feet 60 

Eatio  from  surface,  one  degree  for  44  feet. 

Workington. — Spring  at  surface 48 

Ditto  at  504  feet 60 

Ratio  from  surface,  one  degree  for  42  feet. 

Percy  Main  Colliery  (Tyne). — Mean  temperature  at  surface    49 
Ditto  at  a  depth  of  900  feet    70 
Ratio  from  surface,  one  degree  for  43  lect. 

Jarrow  Colliery  (Tyne). — Surface  assumed 49*5 

Water  at  882  feet  deep     .    .    .    6S 
Ratio  from  surface,  one  degree  for  48  feet. 

Killingworth  Colliery  (Tyiie). — Surface  assumed ....    48 

Water  at  1200  feet  depth   .    74 
Ratio  from  surface,  one  degree  for  46  feet. 

In  trudging  through  the  gaUeries  of  a  coal  pit,  the  visitor  becomes 
hot  and  feverish  witn  excitement,  until  a  copious  perspiration  breaks 
out  and  relieves  the  sufferer ;  he  then  feels  as  I  diet,  able  to  finish  his 
work  and  proceed  to  the  actual  spot  where  the  men  are  digging  or 
hewing  out  the  coaL 

The  cut  offers  some  idea  of  the  numerous  tiring  and  almost  painful 
postures  the  miners  are  obliged  to  assume;  kneeling,  stooping,  and 
lying  down,  and  great  activity  is  required  to  change  the  position  rapidly, 
in  order  to  get  at  the  coal ;  and  when  the  limbs  have  become  stiffened 
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with  age  and  exposure  to  the  vic'issitades  of  mining  life,  the  daily  earn- 
ings are  much  reduced,  and  whilst  some  men  may  earn  four,  others  will 


Fig.  fiO.  YarioTU  PoiiUons  anunel  hj  the  Hewe.s  in  digging  tx  the  Coal. 

only  get  three  shillings  per  diem.  There  is,  howeyer,  some  consolation 
left  to  the  men — viz.,  in  the  fact  tliat  they  have  now  arrived  (so  far  as 
the  hard  work  is  concerned)  at  the  very  tiptop  of  the  profession. 
The  writer  (already  alluded  to)  on  Mortality  in  Trades  and  Pro- 
feasions,  says,  "Of  these  artisans,  exposed  to  irritating  dost,  pro- 
faablj  miiiera  take  the  second  place  after  the  miserable  Sheffield  diy 
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ffrinden.  If  we  investigate  the  condition  of  these  men,  we  aie  in 
aiateljr  struck  with  the  lamentable  conditions  under  whidi  thejr  labour, 
and  astonished  at  the  endurance  and  patience  with  which  they  submit 
to  toil,  to  which  that  of  the  well-fed,  weU-housed/f/ofiis  pleasant  pastime. 
There  are  at  present  upwards  of  300,000  human  beings  acting  the  part 
of  gnomes  f  tliose  imaginary  bein^  who  were  supposed  to  inhabit  the 
int^or  of  toe  earths  lor  the  gooa  of  the  commumtjr  at  laree»  entering 
day  by  day  into  the  bowels  of  the  earth,  and  emerspng  in  the  evening. 
Of  human  life  they  see  as  little  as  the  train  of  black  ants  we  watob 
emerging  from  their  holes  in  the  ground.  Yet  the  miner  is  the  industiial 
Atlas  of  England.  Were  he  to  cease  to  labour,  this  busy  hive  of  men 
would  speedily  be  hushed,  and  the  giant  limbs  of  machinery,  which  now 
do  the  drudgery  of  the  world,  become  as  still  as  the  endianted  garden 
of  the  fairy  tale  ere  the  advent  of  the  prince.  Without  the  ocmu  and 
the  iron,  the  copper  and  the  tin,  they  toilfully  evolve  from  vast  depths^ 
En^and  would  be  but  a  third-rate  power,  in  many  pits  in  the  West 
of  England  the  seams  of  coal  are  not  more  than  twenty  (ff  twenty-five 
inches  thick ;  and  inasmuch  as  the  object  of  the  worker  is  to  remove 
the  coal  with  as  little  as  possible  of  the  surrounding  soil,  he  often 
drives  his  working  to  a  considerable  distance  through  an  i^ertore  not 
more  than,  and  o^en  not  so  much  as,  two  feet  high.  If  our  adnlt  reader 
will  condescend  to  s(juat  himself  on  the  floor  a  la  Turque,  say  under 
the  dining-table,  for  instance,  and  then  picture  to  himself  the  incon- 
venience of  picking  with  an  axe  the  under  side  of  the  prandial  ma> 
hogany  for  twelve  nours,  he  will  obtain  some  slight  idea  of  tne  muscular 
knot  into  which  the  poor  collier  has  to  tic  himself  for  the  whole  term 
of  his  working  life,  having  to  use  violent  exertion  throughout.  CSan  it 
be  wondered  at  that,  under  such  circumstances,  the  Apollo-like  form  oi 
man  becomes  permanently  twisted  and  bent,  like  the  gnarled  root  of  an 
oak  that  has  been  doubled  up  in  the  fissure  of  some  rock  ?  If  we  lock 
at  a  collier,  we  see  instantly  that  his  back  is  curved,  his  legs  bowecl, 
and  the  extensor  muscles  of  his  calves  withered  through  long  disease. 
He  has  knotted  himself  so  long  that  the  erect  position  of  his  race 
becomes  a  punishment  to  him.  It  is  credibly  related  that  a  number  of 
colliers  having  been  sentenced  to  imprisonment  in  Wakefield  jail,  with 
hard  labour,  tne  only  complaint  they  made  was,  that  they  were  obUged^ 
whilst  at  work,  to  keep  the  ordinary  posture  of  rational  creatures." 

Working  as  these  men  do,  in  constant  fear  of  death,  it  is  no  wonder 
that  they  are  somewhat  superstitious,  and  firmly  believe  in  bad  spirits 
and  omens.  Shoidd  a  collier  meet  a  woman  whilst  going  to  his  work  at 
any  very  early  hour  in  the  morning,  such  as  two  or  three  o  clock,  he  would 
consider  that  circumstance  as  a  bad  omen,  and  would  turn  back  from 
his  work;  or  if  any  white  animal,  such  as  a  rabbit  or  a  cat,  happen  to 
cross  his  path,  he  would  not  risk  his  life  that  day  in  the  coal  pit. 
Superstition  is  not  confined  only  to  the  poor  miners ;  one  of  the  most 
learned  of  men  never  considered  his  affairs  would  ^  quite  smoothly 
duriner  the  day  unless  he  trod  upon  a  particular  stone  m  Bolt-court. 

With  respect  to  the  labour  of  the  collier,  some  idea  may  be  formed 
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of  lis  severity  by  obtaining  the  opinion  of  other  hard-working  men.  It 
is  stated  that  during  the  temporary  strike  of  the  ''  coal  whippers"  (the 
men  who  discharge  the  cargoes  of  the  colliers  or  coal  bri£;s  into  ba^;e8 
on  the  Thames),  a  benevomt  gentleman  thought  he  could  employ  some 
of  the  fine  stalwart  men  who  were  thrown  out  of  work,  by  sending 
them  down  to  the  coal  pits  in  the  North,  and,  by  way  of  trid,  three 
strong,  able-bodied  men  were  selected  and  forwsurded,  carriage  paid,  to 
their  destination.  They  did  not,  however,  imitate  the  example  of  the 
great  Giesar — ^they  went,  they  saw,  but  did  not  conquer;  indeed  it 
would  appear  they  were  disgusted  at  the  notion  of  any  one  supposing 
that  human  beings — *'  Christians"— could  be  asked  to  do  such  work,  and 
ranished  from  the  scene  without  condescending  to  offer  any  explanation 
of  their  conduct  to  the  kind  gentleman  who  imagined  he  had  discoTered 
a  new  market  for  their  labour;  hence  "coal  whippers"  thought  their 
voric  quite  easy  as  compared  with  that  of  the  ''coal  hewers."  In  cer- 
tain coal  districts  with  small  workings,  as  in  some  parts  of  Stafford- 
shire, the  mining  popubtion  displays  great  and  lamentable  ignorance, 
with  all  the  poverty  and  squalor  of  crowded  dwellings ;  but  in  the  best- 
regulated  and  larger  coal-pit  districts  of  the  North,  the  collier  is  a  sen- 
saEie  and  self-respecting  man,  keeping  a  good  cotta^  over  his  head  and 
talans  care  of  his  wife  and  chilaren,  the  latter  being  clean  and  flaxen- 
haired;  whilst  the  "gude  wife"  shows  her  appreciation  of  her  lord's  care 
bT  cramming  the  cot  with  the  lar^t  and  most  Brobdignagian  furniture 
soe  can  procure ;  and  it  is  said  tnat  there  is  quite  a  competition  in  & 
fiist-dass  "rookery,"  or  assemblage  of  miners'  cottages,  amongst  the 
matrons  for  the  ])ossession  of  the  best  household  gods.  A  clever  oh* 
aenrer  and  writer  in  a  Northern  paper  says  :— 

"Thepitman  is  not  the  mere  wretch  that  haunts  a  refined  imagina- 
tion. The  influence  of  his  dark  environments,  and  of  a  life  under  the 
imique  conditions  of  a  deep  Northumbrian  mine,  displays  itself  less  in 
his  physical  than  it  does  m  his  mental  malformation.  The  viUage 
attained  to  a  colliery,  or  a  '  colliers'  row,'  as  it  is  called,  may  not 
have  an  attractive  exterior — ^it  seldom  has — ^but  it  reverses  the  de- 
scription of  a  whited  sepidchre :  it  is  dingy  enough  without,  but  enter 
the  numble  mansion,  ana  you  find  it  the  veir  picture  of  cleanliness  and 
comfort.  Ton  will  find  an  e^ht-day  clocx;  you  will  find  a  shininfi^ 
table  turned  up  against  the  wall ;  you  will  find  a  four-post  bedsteaa 
and  half-a-dozen  excellent  chairs ;  and,  above  all,  you  wul  find  in  the 
mistress  of  the  house  a  love  of  external  purity  almost  amounting  to  a 
passion.  At  the  same  time  you  will  discover  a  certain  barrenness  of 
magination  in  the  arran^ments,  a  tendency  to  assume  stereotypic  forms^ 
a  monotony  and  uniformity  in  the  mode  of  fitting  out  those  little  man- 
sions, which  is  not  an  agreeable,  because  not  a  health  v  feature.  Yon 
observe,  as  a  general  rule,  no  indication  whatever  of  any  individual 
fancies.  Not  a  sonl  in  the  place  seems  to  have  a  taste  of  his  own.  The 
interior  of  one  pitman's  cottage  is  as  like  another  as  the  hexagonal  oelb 
of  a  honejoomb.  There  is  in  each  the  same  four-post  becutead,  the 
lame  shuqr  taUe  against  the  wall,  the  same  eight-day  dock,  and  the 
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same  six  stout  chain.  With  an  obvious  determination  to  gratiff  a 
sense  of  general  comfort,  there  is  no  more  effort  apparently  to  meet  in- 
dividual tastes  than  if  the  human  family  had  been  cast  in  the  same 
unvarying  mould  of  propensitjr,  desire,  and  aptitude.  This,  we  repeal 
is  not  a  wholesome  characteristic,  but  it  is  surely  far  enough  removed 
from  the  misery  which  has  been  depicted.  Cleanliness,  according  to 
John  Wesley,  is  to  be  ranked  as  next  to  godliness.  There  is  not  modi 
sodliness  in  the  pit ;  but  no  artisan's  wife  alive  is  more  careful  of  her 
husband's  appearance,  and  of  the  appearance  of  the  house  he  has  to 
oome  to,  than  she  who  waits  with  tub  and  soap  the  approach  of  her 
grimy  goodman.  A  story  is  told  of  a  pitman  in  one  of  the  ndffhbouiin^ 
villa^s,  who  wanted  to  lay  up  a  sovereign  unknown  to  his  wife,  in  anti!- 
cipation  of  a  coming  cock-fight ;  but  where  to  store  it  was  the  rub.  At 
length  it  occurred  to  him  that  by  putting  it  between  one  of  the  bed- 

Sosts  and  the  floor,  so  that  the  post  would  rest  upon  it,  he  might  nut 
etection  at  defiance.  The  day  ot  the  fight  arrived,  and  John,  senomg 
his  wife  out  on  a  message,  proceeded  to  raise  the  bedpost  and  draw  out 
the  hidden  coin.  Out  it  came  shining  and  safe,  but  he  could  scarcely  believe 
his  eyes :  it  seemed  to  be  only  a  half-sovereign.  '  My  conadenoe^'  he 
said,  'how  it  has  shrunk !'  The  fact  was,  Jean  had  been  accustomed 
to  whisk  out  the  dust  from  recesses  which  no  broom  would  enter,  by 
means  of  a  goose's  wing,  and  her  attention  was  one  day  rewarded  by 
whisking  a  soverei^  from  under  the  bedpost,  and,  deeming  she  had  a 
right  to  the  half  of  it,  for  whatever  purpose  it  had  been  deposited  theze^ 
she  took  the  precaution  to  substitute  the  smaller  coin,  which  John  inr 
vested  in  the  chances  of  the  cock-fight.  Unfortimately,  we  fear,  the 
cock-fight,  or  rather  the  habit  of  mind  which  seeks  its  gratification  in 
such  a  disnlav,  is  equally  characteristic  of  the  pitman.  He  is  not  un- 
comfortable, but  he  IS  sometimes  very  wicked.  Engbind  may  be  said  to 
have  two  populations,  a  terrene  and  a  subterranean ;  and  the  annals  of 
crime  show  that  the  begrimed  myriads  burrowmg  beneath  our  feet^ 
among  the  crystallized  remains  of  a  forest  older  than  the  ichthyosaurus^ 
live  and  move  in  a  moral  darkness  of  which  the  darkness  of  the  pit  ii 
but  the  symbol.  For  there  is  no  denying  that,  in  the  scale  of  criminality, 
a  mining  population  does  stand  unenviably  high ;  and  they  who  owe 
their  wealth  to  the  toils  and  the  drudgery  and  the  danger-defymg  labours 
of  the  human  gnome  will  be  the  first  to  acknowledge  and  lament,  and  the 
first  also,  we  nope,  in  their  efforts  to  abate,  the  deplorable  thin^  we 
mention.  Northumberland  ranks  among  the  most  criminal  counties  in 
England,  and  in  this  rank  it  stands  actually  as  high  as  fifth, — more 
crime  being  committed  in  Middlesex,  Lancashire,  Surrey,  and  Warwick 
alone. 

"  It  was  laid  down  at  a  recent  meeting  of  the  Social  Science  Association 
that  the  amount  of  crime  is  in  a  direct  ratio  to  the  density  of  a  popula- 
tion; which,  indeed,  is  only  saying  that  most  crime  will  occur  where  the 
criminal  has  most  chances  of  escape,  and  that  where  the  greatest  number 
of  persons  of  every  character  is  assembled,  there  will  also  be  the  greatest 
number  of  bad  characters.    But  Northumberland  is  an  exception  to  the 
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rnk.  Northumberland  is  less  dense  in  population  than  other  counties 
kss  criminal.  Several  counties  more  compactly  inhabited  produce  a 
I^ter  calendar ;  and  our  place  in  the  crimmal  scale  may  be  safely  set 
down,  we  imagine,  to  the  fiact  of  our  possessing  a  lar^  and  growing 
QnderJRonnd  pofjulation.  But  when  the  subject  is  fairly  coi^erec^ 
the  rue  that  criminality  is  in  direct  proportion  to  the  density  of  the 
pcqmlation  in  which  it  occurs,  is  as  much  in  harmony  with  the  circum- 
sfamoes  of  a  mining  as  with  the  circumstances  of  a  metropolitan  popula- 
tioiL.  To  a  large  extent  the  two  classes  come  under  the  same  category, 
fbr  that  temptation  to  crime  which  arises  from  the  facility  of  escape, 
operates  no  less  on  the  collier  when  he  finds  himself  in  the  open  air, 
tnan  on  the  London  thief  in  the  neighbourhood  of  one  of  his  favourite 
allejB.  The  one  believes  he  has  only  to  plunge  into  the  pit,  the  other 
beheres  that  he  has  only  to  plun^  into  the  slum,  in  order  to  defy 
pmrsnii.  To  tins  influence  must  m  part  be  attributed  the  excess  of 
criminality  predicated  of  our  mining  popubtion.  But  the  density  of 
a  mining  population  increases  that  influence  by  increasing  the  chances 
oC  escape  still  farther;  and  the  population  of  Northumberland  is 
rapidly  increasing  in  density.  The  population  of  England  and  Wales, 
taken  over  all,  increased  during  the  aecade  ending  1851  at  the  rate  of 
tiiirteen  per  cent.;  but  in  the  mineral  counties  of  England,  which  are 
the  most  criminal  counties,  and  in  Glamorganshire,  in  Wales,  which 
has  the  same  physical  and  moral  characteristics,  the  increase  amounted 
to  nineteen  per  cent,  upon  the  preceding  enumeration.  Of  that  in- 
Gfcaae  Northumberland  nas  more  than  had  its  share.  Here,  then,  in 
the  condition  of  a  mining  population,  we  have  almost  every  circum- 
stance meeting  £avourable  to  the  genesis  of  crime.  There  is  density 
oC  population,  facility  of  escape,  gross  and  prevailing  ignorance ;  but 
there  la  not  that  lowness  of  pHysicu  comfort  which  superficial  observers 
imagine.  Wages  are  good,  work  is  abundant,  and  masters  have  had 
too  many  fearral  warnings  of  the  readiness  of  their  men  to  strike,  to  be 
Toy  unreasonable  or  exacting.  Though  that  element  of  criminality, 
however,  so  for  as  we  have  been  able  to  observe  directly,  is  in  a  great 
Dcaanre  wanting,  especiaUy  in  the  North  of  England,  its  absence  is  more 
than  made  up  for  by  another  important  circumstance  characteristic  of 
the  life  of  a  pitman,  for  a  tendencjr  to  excess  is  srreaUy  exaggerated  by 
that  recklessness  of  consequences  incident  to  aS  peculiarly  precarious 
occupations.  It  is  never  more  difficult  to  keep  the  crew  of  a  vessel 
back  from  the  spirit-stores  than  when  the  vessel  is  on  fire  and  the  dare- 
devils know  that  the  flames  will  soon  be  at  the  powder-casks.  Much  of 
the  reekkssness  which  seems  almost  constitutional  in  a  seaman  is  un- 
doubtedly due  to  the  continual  possibility  of  the  occurrence  of  some  such 
accident,  and  to  the  continual  occurrence  of  accidents  in  which  lives  are 
extensivelv  lost  The  same  influence  is  always  at  work  in  a  mine.  Let 
OS  eat  and  diink,  for  to-morrow  some  one  will  be  lighting  his  pipe  at  a 
Dsvy,  and  we  shall  all  be  blown  to  atoms.  Let  us  eat  and  dnnk.  for 
iO'Vacmw  the  roof  of  the  pit  will  be  falling  in,  and  we  shall  all  be 
cniahcd  to  a  jelly.    Let  us  eat  and  drink,  for  to-morrow  the  rope  by 
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which  we  descend  will  be  breaking,  and  we  shall  be  gathered  up  in 
bloody  fragments  at  the  bottom.  The  exposure  of  a  pitman  to  this 
continual  but  uncertain  danger  naturally  results  in  an  uncalcolatiiig  and 
reckless  temner — a  recklessness  which  does  not  dispkiy  itself  memy  in 
a  course  of  aoandonment  to  pleasure,  but  in  doing  at  once  and  with  all 
his  might  whatever  his  hand  iindeth  to  do,  whether  it  may  happen  to  be 
a  violation  of  the  law  or  not." 

If  it  be  expedient,  in  these  days  of  advancement  in  all  civilized  arts,  to 
discuss  the  Question  of  the  amelioration  of  the  condition  of  the  *'  pitman,'* 
there  could  oe  no  question  about  the  absolutenecessity  of  a  searching  in- 
quiry into  that  of  the  poor  "  pit-women,"  who  were  formerly  mdoced  and 
expected  to  work  in  those  dreary  regions.  The  debased  condition  of  these 
poor  creatures  can  be  well  appreciated  when  we  read  the  evidence  respect- 
ing the  "Yorkshire  Coal-fields  of  the  West  Eidmg."  "  GbrLi  homjhe 
to  eighteen  perform  all  the  work  of  boys.  There  is  no  distinction  whatever 


Fig.  61.  SoBAn  Pitohfbrih.— "I  would  rather  let  cards,  or  do  anrthinff  else,  than  work  in 
pit.  I  have  one  sifter  going  of  fbuzteeo;  she  wons  with  me.** 
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in  their  coming  np  the  shaft  or  going  down.  In  the  mode  of  hurrying 
or  throsting,  in  the  weights  of  the  corves,  or  in  the  distances  they  are 
fannied — inwases  or  ctess.  Indeed,  it  is  impossible  to  distinguish, 
either  in  the  darkness  of  the  gates  (galleries  of  mines)  in  which  ther 
Jabonr,  or  in  the  cabins  before  the  broad  light  of  day,  an  atom  of  dif- 
ference between  one  iex  and  the  other.  It  is  not  my  intention  to 
indulge  in  any  display  of  fine  feelings  in  directing  your  attention  to 
their  employment  in  these  dens  of  darkness,  but  I  snould  be  a  traitor 
to  my  countrywomen  if  I  did  not  by  every  means  in  my  power  attempt 
to  excite  in  yon,  and  through  you,  a  desire  to  rescue  them  from  a  state 
of  moral  degradation  and  suffering  to  which  they  are  doomed,  and  that, 
too,  it  may  be  affirmed,  much  agamst  their  inclination." 

It  would  be  tedious  to  quote  all  the  illustrations  of  the  evil  effects  of 
employing  women  in  coal  pits ;  their  cruel  degradation  must  b^  evident 
from  the  next  cut.  Thus,  with  respect  to  the  poor  creature  crawling 
on  liands  and  knees,  with  that  rude  coal-box  without  wheels  attached  to 
.her  waist  with  n  chain,  the  commissioner  stated  that  her  sister  was  doing 


Fig.  52.  Women  at  Work. 
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the  same  kind  of  work  in  a  coal  pit,  and  that  she  was  poaiftifdhr 
beauii/uL  (Fig.  52.) 

Again,  the  poor  old  woman  whose  duty  it  was  to  cany  the  creel,  or 
basket,  on  her  head  from  the  bottom  to  the  top  of  the  coel  shafts 
np  a  rickety  ladder  or  mde  staircase,  when  interrogated,  relied 
with  great  bitterness,  and  said  "  she  wished  the  back  of  the  fint  wonuyi 
had  been  broken  who  first  undertook  to  carry  the  coals,  for  it  was  not 
work  for  women  folk ;"  and  it  is  pleasing  to  know  that  reiy  soon  after 
these  statements  were  published,  such  were  the  efforts  made  in  bc^ 
Houses  of  Parliament,  and  especially  by  Lord  Ashley>  now  the  Earl  of 
Shaftesbury,  that  an  act  was  passed  in  the  rei^  of  our  beiored  Qoeen 
Yictoria,  whom  God  long  preserve,  which  abolished  for  erer  the  labour 
of  women  in  coal  mines,  and  said  that  no  children  for  the  future  should 
work  in  coal  pits  who  were  of  a  less  age  than  ten  years.  Before  the  act 
was  passed,  it  was  stated  that  poor  little  things  from  three  to  five  to 
seven  years  were  actually  employed  to  pick  up  coal  in  the  pits,  for  the 
sake  of  the  miserable  pittance  their  tender  stren^h  comdeam.  It 
is  indeed  satisfactory  to  know  that  this  blot  on  the  mdustrial  records  of 
Great  Britain  is  now  wiped  out. 


EXCAVATION  OP  THE   COAL. 


It  is  not  usual  to  remove  the  whole  of  a  seam  of  coal,  as  the  miners 
burrow  into  the  earth,  but  to  divide  and  intersect  it  by  what  are 
variously  termed  "  partings,"  "backs,"  "faces,"  "cutters,"  and  "ends.*' 
Besides  the  chief  partings  at  the  roof  and  floor  of  the  coal  seam,  there 


Ffg.  6S.  Method  of  excarating  Coal. 
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are  iniCTmediaie  lines  of  parting,  or  places  of  cleavage,  parallel  to  the 
diief  partings. 

The  letters  a»  b,  c,  d,  e,  f,  g  (Fig.  53),  represent  a  mass  of  coal,  being 
a  portion  of  a  regular  coal  seam,  and  they  are  the  chief  parting  at  the 
xoof  «nd  flooring  respectively ;  q,  q,  q,  the  intermediate  "partmgs,"  or 
planes  of  cleavaee ;  z  z,  z  z,  z  z,  the  "  backs ; "  p  p,  p  p,  the  cutters. 
It  thus  appears  that  a  beid  of  coal,  according  to  the  number  of  these 
nlanes  ot  cleavage,  may  be  broken  or  subdivided  into  solid  cubical 
biodLS.  The  most  common  method  of  working  the  coal  is  by  ''post 
and  stall,"  or  "pillars  and  rooms;"  by  which  plan  a  certain  quantity 
of  the  ccNBd  is  left  in  the  pit  to  support  the  roof,  and  these  pillars  are 
subsequently  removed,  when  the  whole  coal  field  has  been  worked  out 
in  tins  form. 


Fig.  64.  "  Port  ond  StiU  System.' 


After  driving  the  main  levels  in  opposite  directions  upon  the  enmne- 
shaft,  narrow  mines,  or  galleries,  called  "bays,"  are  dnven  out  of  the 
main  levels  at  regular  intervals,  in  the  direction  of  the  rise,  at  right 
angles  t6  the  huxxa.  "  Cross-roads,"  or  "  cut-thro's,"  are  then  driven 
at  rig^t  angles  to  them  at  eveiy  five  or  six  yards— thus,  in  Fig.  54,  l  l 
represents  the  main  level ;  o,  o,  o,  o,  o,  o,  the  pillars  of  coal  supporting 
the  roof;  P  P  P,  the  gallery ;  q,  q,  the  cut-thro's.     The  galleries  are 
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not  usually  at  right  angles  to  the  main  lerels,  but 
them  in  an  acute  angle,  as  in  the  ground-plan. 

Mr.  Kennedy  has  compared  the  post  and  stall  method  to  a  subtena- 
nean  town,  with  its  numberless  streets  and  alleys.  The  blocks  or  pillars 
of  coal  left  standing  correspond  with  the  houses,  whilst  the  galleneB^  or 
portions  removed,  are  analogous  to  the  streets. 

After  the  coal  has  been  removed  in  the  manner  described,  the  ooUien 
then  return,  as  it  were,  upon  their  path,  and  proceed  to  remove  the  sap- 
porting  pillars ;  but  by  tnis  time,  probably,  what  is  caUed  ^acreqp/* 


Fig  65.  A  Creep,  and  Caiue  of  ThanL 

has  taken  place  in  certain  parts  of  the  mine,  and  the  floor  sia- 
dually  rises  between  the  supoorting  pillars,  by  the  superincnmEent 
pressure  of  the  earth,  and  ufls  the  space  from  which  the  coal  was 
excavated  (Tig.  55). 

1  shows  the  state  of  creep  when  ready  to  commence  the  working  of 
the  crept  pUlars ;  2,  the  first  operation,  or  partial  working  of  oiq>t 
pillars ;  3,  the  second  operation,  or  complete  working  of  crept  piUus, 
where  the  roof  is  supported  by  wooden  props  and  juds ;  and  as  they  aie 
very  economical  in  a  coal  pit,  and  will  not  leave  a  stick  behind  if  they 
can  help  it,  they  gradually  draw  away  the  props,  and  then,  perhi^  in  a 
few  hours,  days,  weeks,  or  months,  down  talis  the  earth  in  great  ava- 
lanches, filling  up  the  hollow  space  in  a  partial  and  irregular  manner, 
and  fonning  at  4  what  is  termed  "the  goiaf,"  bein^  those  portions  of  a 
mine  which  have  been  worked  out  or  deserted ;  ana  it  is  (as  will  be  pre- 
sently noticed)  from  these  portions  of  the  mine  that  the  "fire-damp  " 
issues  which  aoes  so  much  damage  to  life  and  property. 

When  a  coal  field  has  been  completely  worked  out,  and  the  props  xe- 
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moTed,  a  gradual  subsidence  of  the  earth  takes  place,  which  the  miners 
call  a  "thurst "  after  a  creep. 


Fig.  66.  A  Tbnnt  after  a  District  of  Crept  Pillart  li  completely  wrought  oC 

Tbe  effect  of  the  sinking  of  the  earth  is  sometimes  very  apparent  on 
the  cottages  and  houses  of  those  who  live  above  the  exhausted  coal 
fields ;  wSi  as  the  earth  becomes  slightly  concave,  thev  all  partake  of  the 
angle,  and  the  sinking  of  the  door  posts  and  window  frames,  with  cracks 
in  the  walls,  show  oearly  the  result  of  the  underground  tunnelling. 
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Bills  are  filed  in  Chancery  for  ini  unctions  to  restrain  persona  from  wtnk- 
wg  mines  under  houses,  and  also  from  working  any  mines  tmder  land 
acgaoent  thereto,  in  such  manner  as  to  cause  damage  or  injury  to  tbe 
foundations  of  the  houses.  As  to  the  people  who  live  in  these  tumUe- 
down  dwellings,  they,  "like  the  unfortunate  eels,"  become  quite  used  to 
the  effects  of  these  artificial  earthquakes,  and  will  not  oondesoend  to 
turn  out  of  their  houses  until  they  are  just  on  the  point  of  fislling  and 
crushing  them  in  the  ruins. 
There  are  three  modifications  of  the  "  post  and  stall "  system  piac- 


Fig.  67.  Gronnd-plan  of  the  Shropthire  Method  of  "  Long  Work."    The  fkce  where 
the  men  are  at  work  U  drawn  in  peiipective  to  astitt  tiie  eiplanation. 
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tised  with  seamft  of  ooal  of  ereiy  thiokness.  With  the  coals  which  are 
odIt  some  six  or  seyen  feet  thick,  "  the  long  work  wall,"  or  Shropshire 
method,  is  pursued  (Fig.  57).  By  this  system  no  pillars  are  left,  but  all  the 
ooal  is  taken  out  progressively  as  the  workings  advance ;  the  roof  is 
saj^rted  by  undeiposts  near  the  face  at  whidi  all  the  men  work  in  a 
line.  As  the  workings  are  carried  forward,  the  posts  are  withdrawn, 
and  the  superincumbent  strata  are  allowed  to  fall  in  at  the  heels  of  the 
minersf 

In  the  cut  Fig.  57>  a  reoresents  the  engine-pit  and  down-cast ;  b,  the 
uDHcast  or  cross-pit.  The  snaded  portions  represent  the  coal  seam.  The 
wnite  part  marked  ''Qoaf"  up  to  the  irregular  line,  represents  that 
poction  of  the  seam  which  has  been  exhausted,  and  of  which  the  roof 
has  hJkai  in;  the  small  circles  represent  the  underposts  which  sup- 
port the  roof  at  the  faces  where  the  men  are  at  work,  and  the  arrows 
xmtMBi  the  course  of  the  air  from  the  down-cast  to  the  up-cast. 

In  the  Bristol  coal  district  colliers  work  seams  of  coal  as  low  as 
mne  indies  thick.  In  the  ktter  case,  at  least  sixteen  or  eighteen 
inehes  most  be  excavated  to  allow  the  men  to  work  in  the  recumbent 
poiitioii,  and  on  their  sides,  the  other  seven  or  mne  inches  being  shale 
or  fixeday.  The  collier  holes,  or  works  under  the  coal,  with  his  elbow 
nttiiig  on  the  inside  of  his  knee. 

On Ihe  other  hand,  there  is  the  great  Dudley  seam  of  coal,  which  is 
tldrU  feet  thick  (Fig.  57) ;  and  here,  of  course,  the  men  work  in  greater 
oontoit.  It  is  usual  for  the  pitmen  to  contract  to  remove  so  many  cubic 
yaidsy  and  they  commence  by  first  digging  or  holing  away  the  base  of  the 
oabe^  whkh  is  then  propped  up  with  timber;  in  the  next  place,  they 
cut  away  the  sides  and  top,  leaving  only  the  back,  whicn  is  finally 
diaiged  with  jgunpowder,  and  connected  with  a  slow  match.  On  a 
proper  signal  fising  given,  all  the  men  in  its  vicinity  remove  to  safe 
qnuters,  the  mine  explodes,  and  down  falls  the  great  cubical  mass  of 
coal,  whidi  is  soon  shovelled  off  into  corves  or  tubs,  and  conveyed  to 
the  pit^s  mouth. 

During  an  imaginary  walk  through  the  coal  pit  I  have  said  nothing,  as 
yet,  resecting  the  draina^  of  the  subterranean  works.  Considerable 
practice  and  skill  are  required  to  select  tlic  right  portion  of  the  coal 
fidd  to  which  all  the  water  will  fall,  so  that,  as  the  workings  proceed, 
they  may  not  be  incommoded.  Hence,  the  shaft  is  not  only  completed 
to  uie  ooal,  but  is  continued  further  downwards,  as  a  well,  or  "  sump," 
to  provide  "standage,"  or  reservoir  room,  for  the  collection  of  the  water. 
In  some  of  the  Shropshire  pits  I  have  seen  largo  tubs  used  with  a  valve 
at  the  bottom,  which  are  let  down  alternately  with  the  empty  "  pyches" 
or  frame  boxes  for  the  coals.  The  valve  is  forced  open  as  the  tub 
enters  the  "sump,"  and  the  water  flows  in;  the  tub  is  now  lifted  to 
the  pit's  mouth,  when  the  pressure  of  the  water  shuts  the  valve,  which 
is  subsequently  opened  by  a  lever  at  the  top  of  the  shaft,  and  the  water 
passes  away  by  a  surface  drain.  It  shows  the  utter  want  of  caution  in 
the  pitmen  to  see  half-a-dozen  of  them  come  up,  perhaps  300  yards, 
only  standing  upon  the  edge  of  one  of  the  large  tubs  full  of  water,  and 
boiduig  on  by  the  chain. 


COAL  AND  COAL  KIKES. 


Fig.  58.  The  working  of  the  great  Dudley  thirty-feet  Seam  of  Coal. 


In  some  of  the  mines  it  is  found  to  be  advant^eous  to  cany  out 
"  driftings/'  or  spaces  dug  out  in  the  stone  or  coal  to  contain  a  week's 
^liainage,  or  more ;  so  that,  in  case  of  any  sudden  increase  of  water, 
they  may  have  timely  notice,  and  thus  prevent  accidents.  Before  the 
general  employment  of  the  steam  engme,  both  coal  and  water  wera 
raised  by  horses ;  afterwards  water-wheels  were  erected ;  and,  in  1708» 
windmills  were  built  for  the  same  purpose.  A  majority  of  the  mines 
yield  large  quantities  of  water ;  some  have  been  known  to  yield  as  madi 
as  2000,  or  even  3000  gallons  per  minute  from  very  deep  sprinn. 
Iforcc-pumps,  worked  by  powerful  steam  engines,  are  kept  constantJj 
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at  work,  both  by  night  and  bj  day ;  but  as  this  part  of  the  subject 
belongs  especially  to  the  details  of  the  mining  engineer,  we  shall  not 
puisne  it  further  here,  except  to  state  that  the  arrangement  and  working 
of  the  pumps  is  a  part  of  the  regular  duty  of  a  coal  pit  which  demands 
ocmstaiit  care  and  attention,  and  is  one  of  the  heaviest  expenses  the 
eotl  owner  has  to  contend  against.  Sometimes  the  unequal  contest  is 
gifCD  vp,  and  a  new  shaft  al^ndoned  on  account  of  the  enormous  cost 
ofke^mgitfiree  from  water.  On  the  way  back  to  the  pit's  mouth 
tlie  water  may  be  noticed  ever  flowmg  towards  the  "sump."  And 
B0W,  kavii^  once  more  arrived  at  the  shaft  we  started  from,  I  take  my 
place  in  the  empty  corve,  and  again  return  to  terra  finrn,  A  coal  pit, 
no  doobt^  is  a  very  interesting  place  to  visit  once  or  twice  in  the  course 
of  006^8  life;  but  the  satisfaction  is  something  akin  to  travelling  in  fast 
tiaina— we  are  glad  to  make  use  of  them,  but  more  delighted  to  step 
onftof  the  carriage. 

PIEE-DA31P. 

Inoiirioamey  through  the  coal  pit  we  have  alluded  to  some  of  the 
dangers,  oat  aoiii  little  or  nothing  about  that  most  fiery  trial  to  which 
the  poor  collier  is  subjected  in  many  of  the  Newcastle  mines,  called 
**  fixe^bmp."  However  good  the  general  system  of  ventilation  may  be 
in  a  nunc,  unforeseen  accidents  will  happen  at  any  time.  A  suaden 
iBfaaioQ  of  this  combustible  gas,  disengaged  by  the  fall  of  a  mass  of 
mbbiah  in  the  goaf,  or  of  a  quantity  of  coal  in  the  workings,  may  meet 
tltt  collier,  who  is  working,  perhaps  imprudently,  with  a  naked  candle, 
and  an  explosion  follows,  which  crowds  the  pit's  mouth  with  a  wailing 
mnhitade  of  newly-made  widows  and  orpnans.  The  "Edinburgh 
Beview**  says  that  upwards  of  1500  lives  are  annually  lost,  and  not 
las  than  10,000  accidfents  in  the  same  period  testify  to  the  dangerous 
natore  of  the  miner's  occupation.  It  is  humiliating  to  know  that 
JBn^g;land  is  yet  far  behind  Continental  nations  in  her  methods  of  pre- 
Tcnting  these  dreadful  catastrophes.  Mr.  Mack  worth,  in  his  lecture  at 
the  Society  of  Arts,  stated  that  the  mortality  from  accidents  was  in  the 
coalmines  of 

Prussia 1*89  killed  per  1000  per  annum. 

Belgium 2-8        „  „  „ 

England 4*5        „  „  „ 

Staffordshire 7*3        „  „  ,. 

lire-damp  is  not  a  definite  chemical  compound,  but  a  mixture  of 
various  gases,  and  explodes  only  when  mixed  with  a  certain  proportion 
of  air ;  by  itself  the  gas  is  simply  combustible,  like  ordinary  coal  gas, 
and  boms  without  aetonation.     The   combustible    ^ases  from  coal 

S'ts  have  been  frequentlv  analysed,  and  the  following  analyses  by 
ischoff  and  Graham  afford  a  correct  statement  of  the  constitution  of 
the  gas  which  issues  from  a  coal-blaze  or  blower  :<— 
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Bifchoff. 


TtuOndiBBb 


Carburettedhydrogen)  g3.Qg        ^^.gg        yg.;^^        g^.j       gj.g 

gM J 

Olefiantgas  .  .  .  198  ...  632  ...  1611  ...  —  ...  — 
Oxygen  gas  ...  —  ...  —  ...  —  ...  TS  ...  1*0 
Nitrogen  gas  .    .    .    U-94  ...    2-32...    4-79...    4*6  ...  16-5 

10000  ...  10000 ...]0000...10000„.100-00 


The  chief  oonstitnent  of  all  pit  gases  is  carboretted  hydrogen,  soi 
times  mixed  with  small  quantities  of  olefiant  gas  and  carbomo-acid  gas. 
Nitrogen  seems  to  be  invariabljr  present.  It  cannot  be  derived,  says 
Bischoff,  from  atmospheric  air  in  those  instances  in  which  it  comet 
with  force  from  fissures,  but  is  no  doubt  a  product  of  the  deoompoaititNi 
of  organic  substances,  most  probably  of  the  coal  itself.  The  aimilaritr 
of  the  pit  j^es  to  marsh  gas  ia  much  in  favour  of  the  view  that  sncn 
IB  the  origm  of  the  nitrogen. 

Light  carburetted  hydrogen  is  synonymous  with  marsh  gas,  fire-damp, 
and  consists  of  C,,  H4. 

a,  Carbon 12 

Ef4,  Hydrogen 4 

16 
The  equivalent  or  combming  proportion  is  16,  and  the  specific  gravify 
559*6,  air  being  1000. 

This  dangerous  gas  is  liable  to  issue  at  any  moment  during  the  woric 
of  the  coal-hewer,  who  may  suddenly  strike  his  pick  int£  a  cavjijf 
where  the  fire-damp  has  been  pent  up  for  ages,  it  rushes  out  wita 
great  violence,  and  is  then  termed  "  a  blower."  If  the  ventilation  is 
good,  and  the  men  are  working  with  safety  lamps,  little  or  no  danger 
ma^  be  apprehended;  but  if  nued  candles  are  used, and  the  current  of 
air  in  the  mine  is  sluggish,  the  mixture  of  fire-damp  and  air  accumulates 
to  a  remarkable  extent ;  and  the  train  being  fired  at  some  point,  the 
whole  explodes  with  fearful  violence,  blowing  evei^hing  before  it. 
Those  who  have  visited  pits  after  one  of  these  calamities,  suite  that  the 
wood  work  is  broken  and  splintered  like  twie;s  in  the  hand  of  a  child, 
and  living  beings  are  projected  bodily  throu^n  frameworks  of  wood  just 
as  if  they  were  hard,  solid,  and  inanimate  substances.  The  destruction 
of  life,  as  it  were  in  a  moment,  is  frightful,  one  or  two  hundred  lives 
being  sometimes  lost  on  these  occasions.  Science,  however,  steps  in 
here,  and  clearly  indicates  that  such  calamities  mav  be  prevented— first, 
by  good  ventilation:  second,  by  the  use  of  safety  lamps. 

Having  already  alluded  to  the  important  subject  of  ventilation,  whidi 
bears  the  same  relation  to  the  safe  and  successful  working  of  a  ooal  ptt 
as  draina^  does  in  agriculture,  some  space  may  now  be  devoted  to  that 
valuable  instrument  called  the  safety  lamp,  with  a  brief  digest  of  those 
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admirable  experiments  made  by  Sir  Humphry  Davy  which  led  to  its 

CQDStrttCtlOXl. 

An  opinion  prevails  amongst  the  "  Newcastle  folks"  that  Geordie 
Stephenscm  invented  the  safety  lamp  before  Davy  produced  his,  because 
the  former  was  seen  on  one  occasion  observing  "  thai  the  flame  of  the 
emmdle  did  not  pan  through  the  small  apertures  of  the  latticed  fender ,  and 
gathering  from  this  fact  the  rude  idea  of  a  safety  lamp;**  aind  further, 
that  he  actually  constructed  and  tried  his  lamp  at  lullin^orth  Col- 
liery before  any  other  person  had  tested  one  under  similar  circum- 
stances. In  1818  this  opinion  of  the  services  of  George  Stephenson 
took  a  tangible  and  demonstrative  form,  in  the  shape  of  a  silver  tankard 
containing  one  thousand  guineas,  which  were  presented  to  him  in  the 
Assembly  Booms  at  Newcastle,  as  the  "  discoverer  of  the  safety  lamp." 
In  May,  1818,  Sir  H.  Davy  collected  and  published,  in  a  connected 
form,  aU  the  papers  that  he  had  written  on  this  subject ;  and  it  must 
be  evident  from  the  orifi;inality  of  his  experiments  that  he  required  no 
borrowed  genius,  that  tne  ideas  he  worked  out  were  his  own,  and  that 
Stephenson  and  Davy  must  have  been  independent  labourers  in  the  same 
field,  probably  arrivm^  at  similar  results  by  different  means,  just  as 
Dagaerre  and  Talbot,  m  the  art  of  photograpoy,  reached  the  same  goal 
by  entirely  distinct  paths. 

Sir  H^  Davy  says,  "  When  I  first  turned  my  attention  particularly  to 
the  subject  [acciilents  from  fire-damp],  which  was  in  August,  1815,  in 
consequence  of  a  letter  from  the  Bev.  Dr.  Gray,  there  appeared  very 
Httle  nope  of  findlnc;  an  efficacious  remedy.  The  resources  of  modem 
chemical  science  had  been  fully  applied  in  ventilation,  in  the  improved 
I^bms  of  Mr.  Buddie ;  the  comparative  lightness  of  the  fire-damp  wui 
well  understood,  every  precaution  was  taken  to  preserve  the  communi- 
cations open ;  and  the  currents  of  air  were  promoted  or  occasioned, 
not  only  oy  furnaces,  but  likewise  bv  air  pumps  and  steam  apparatus. 
1^  James  Xowthcr  had  observed  early  in  the  last  century  that  the  fire- 
damp in  its  usual  form  was  not  inflammable  by  sparks  from  flint  or  steel; 
and  a  person  in  his  employment  had  invented  a  mul  for  giving  light  by  the 
coDiaion  of  flint  and  steel  (Eig.  59).  This  was  the  only  instrument  except 
common  candles  employed  in  the  dangerous  parts  of  the  British  collieries. 
Yet  instances  of  explosion  have  been  known  from  the  steel  mill,  and  it 
reqniired  manual  labour  for  its  use.  In  Flanders,  amadou,  or  fungus 
tiiider,  had  been  occasionally  employed  in  dangerous  parts  of  the  mine: 
but  the  light  vielded  by  this  substance  was  much  too  feeble  to  be  used 
ibr  worldnff  the  mines,  and  only  enabled  the  miners  to  find  their  way 
for  partic^ur  occasions.  M.  de  Humboldt,  the  justly  celebrated  philo- 
aopbkal  traveller,  in  1796  conceived  and  executed  the  plan  of  a  lamp* 
Ibr  giving  light  in  mines  where  a  common  candle  would  not  bum  or 
pffoonoe  expuMion ;  but  it  was  founded  on  the  principle  of  entire  insu- 
wtioii  from  the  air,  and  could  bum  only  for  a  short  time  till  the  air 
ooantained  within  it  was  exhausted. 

•  JollrDaldM]ffal«,toltt.TiU.^890. 
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''A  lamp  upon  a  plan  similar  as  to  insulation  was  oontriyed  bj  Dr. 
Clanny  in  1813 ;  but  he  supplied  his  light  with  air  from  the  mine 
through  water  by  bellows,  ana  it  went  out  in  explosive  atmo^hetes. 


Fiff.  69.  The  Steel  MiU  for  giving  Light  in  Coal  Pits.  The  mill  is  attached  to  the  waist 
of  a  boy,  who  holds  the  flint  in  one  hand  against  the  steel  wheel,  which  is  n^iidly  rotated 
by  the  other  hand. 

and,  to  be  employed,  required  to  be  worked  by  hand  or  by  machinery ; 
and  neither  M.  de  Humboldt's  lamps  or  Dr.  Clanny 's  haa,  for  obvious 
reasons,  I  believe,  ever  been  used  in  coal  mining. 

''  The  great  object— one  rather  to  be  ardently  dented  than  eonfidentlf 
expeeied^yras  to  find  a  light  which,  at  the  same  time  that  it  enabled 
the  miner  to  work  with  security  in  explosive  atmospheres,  should  like- 
wise consume  the  fire-damp. 

*'  Having  learnt  from  Mr.  Buddie  the  degree  of  light  required  for  the 
common  operation  of  the  workmen,  1  maSe  sever^  experiments  with 
the  hope  ot  obtaining  such  a  light  without  active  inflammation.  I  tried 
Kunckel's,  Canton's,  and  Baldwin's  phosphorus,  and  likewise  the  elec* 
trical  light,  in  close  vessels;  but  witnout  success." 
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Kunckel's  pbosphorns  is  the  element  obtained  from  phosphoric  acid« 
and  used  extensively  in  the  manufacture  of  lucifer-matcoes.  When  ex- 
posed to  air,  phosphoms  gives  out  light  in  consequence  of  the  slow 
oxidation  of  its  surface. 

Canton's  phosphorus  is  made  by  calcining  oyster-shells  in  the  open 
fire  for  half  an  hour ;  after  which,  the  whitest  and  largest  pieces  are 
selected,  mixed  with  about  one-third  their  weight  of  flowers  of  sulphur, 
pressed  into  a  crucible  with  a  closely-luted  cover,  and  heated  rea  hot 
for  an  hour.  When  the  crucible  has  become  auite  cold,  its  contents 
are  turned  out,  and  the  whitest  pieces  selected  tor  use. 

Baldwin's  phosphorus  is  prepared  by  melting  nitrate  of  lime  in  a 
crucible  or  ladle  for  about  ten  minutes ;  it  is  then  poured  into  an  iron 
pot,  or  mould,  previously  heated,  and  has  the  property,  like  Canton's 
phosphorus,  of  absorbing  li^ht  when  exposed  to  the  sun,  and  emitting  it 
when  taken  into  a  darkenea  room. 

The  electric  light  is  that  obtained  when  two  pieces  of  hard  carbon, 
in  connexion  with  a  powerful  yoltaic  battery,  are  brought  in  contact 
with  each  other. 

Sir  Humphry  Davy  further  adds :  "  I  had  a  lamp  made  with  two 
tbItcs,  whicn  closed  in  atmospheres  contaminated  with  fire-damp  by  the 
increased  heat  of  tlie  flame  produced  by  the  combustion  of  the  gas ;  but 
this  lamp  could  not  be  used  in  an  explosive  atmosphere.  It  will  be  un- 
neoesaary  to  dwell  upon  preliminary  and  unsuccessful  attempts,  and  I 
shall  proceed  to  describe  the  origin  and  progreu  of  those  investi^tions 
which  led  me  to  the  discovery  of  the  principles  by  which  explosion  and 
flame  may  be  arrested  and  regulated ;  and  W  means  of  which  the  miner 
is  not  only  able  to  subdue  ana  control,  but  likewise  to  render  useful  his 
most  dangerous  enemy. 

"  I  flrst  be^an  with  a  minute  chemical  examination  of  the  substance 
with  which  1  had  to  contend.  The  analysis  of  various  specimens  of 
fire-damp  showed  me  that  the  pure  inflammable  part  of  it  was  light  car- 
buretted  hydrogen,  as  Dr.  Henry  had  before  stated,  hydrogen,  or  pure 
inflammable  air  combined  with  charcoal  or  carbon.  I  made  numerous 
experiments  on  the  circumstances  under  which  it  explodes,  and  the 
degree  of  its  inflammability.  I  found  that  it  required  to  be  mixed  with 
very  larg^e  quantities  of  atmospheric  air  to  produce  explosion ;  even  when 
mixed  with  three  or  nearly  four  times  its  Dulk  of  air  it  burnt  quietly  in 
the  atmosphere,  end  extinguished  a  taper.  When  mixed  with  between 
fiye  and  six  times  its  volume  of  air,  it  exploded  feebly;  it  exploded  with 
most  energy  when  mixed  with  seven  or  eight  times  its  volume  of  air ; 
and  mixtures  of  fire-damp  and  air  retained  their  explosive  power  when 
the  proportions  were  one  of  gas  to  fourteen  of  air.  When  the  air  was 
in  large  quantity,  the  flame  of  a  taper  was  merely  enlarged  in  the  mix- 
ture ;  an  effect  which  was  still  perceived  in  thirty  parts  of  air  to  one  of 
gas." 

These  original  experiments  of  Sir  H.  Davy  may  be  illustrated  in  a 
simple  manner  by  fiUinff  a  bladder  with  coal-gas  and  passing  some  ^ 
from  it  into  a  graduatea  bottle  filled  wiUi  water.    When  halTfiUed  with 
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gaty  tbe  bottle  may  be  stoppered  and  removed  from  the  pneamatic  trooc^ 
and  on  taking  out  the  stopper  again,  the  water  left  in  the  bottle  fidk  out 
and  atmospheric  air  takes  its  place.  After  the  gases  have  been  wdl 
mixed  by  snaking  the  bottle,  a  lighted  taper  roaj  be  applied,  irhai  it 
will  be  fonnd  that  the  mixture  bums  with  a  feeble  bine  flame^  but  doea- 
not  explode.  On  the  other  hand,  if  the  bottle  is  graduated  into  el^ 
parts,  and  one  part  only  is  filled  with  coal  gas,  wmlst  the  remaining 
seven  parts  of  water  are  displaced  by  air,  then,  on  mixing  as  before^  ana 
applying  the  lighted  taper,  the  mixture  burns  n^dly,  with  a  rushing  or 
zoarmg  noise,  mdicating  what  would  happen  on  a  large  scale,  aapposingp: 
the  fire-damp  and  air  were  mixed  in  a  similar  manner. 


Fig.  00.  A.  TaMing  coal  gu  into  a  narrow-moathed  bottle  in  the  pneonAtio  trougli. 
B.  Bottle  half  All!  or  coal  gas,  and  the  remaining  half  water;  the  latter  is  fSUling  ov^  and 
the  air  is  taking  its  place. 

Sir  H.  Davy  found  the  fire-damp  much  less  combustible  than  other 
inflammable  gases.  It  was  not  exploded  or  fired  by  red-hot  chuooal  or 
red-hot  iron :  it  reouired  iron  to  be  white-hot  and  itself  in  brilliant  com- 
bustion for  its  inflammation.  The  heat  produced  by  it  in  combustion 
was  likewise  much  less  than  that  of  most  other  inflammable  gases,  and 
hence,  in  its  explosion,  there  was  much  less  comparative  expansion.  On 
mixing  one  part  of  carbonic  add,  or  fixed  air,  with  seven  parts  of  an 
explosive  mixture  of  fire-damp,  or  one  part  of  azote,  or  nitrogen,  with 
six  parts,  their  powers  of  exploding  were  destroyed.  In  exploding  a 
mixture  in  a  glass  tube  of  one-lourth  of  an  inch  in  diameter  and  a  foot 
loDg^  more  than  a  second  was  required  before  the  fiame  reached  from 
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one  end  to  the  other;  and  Davy  found  that  in  tubes  of  one-seyenth  of 
«n  inch  in  diameter,  explosive  mixtures  could  not  be  fired  when  thej 
were  opened  in  the  atmosphere ;  and  that  metallic  tubes  prevented  ex- 
ploaon  better  than  glass  tubes.    Sir  H.  Davy  then  had  a  lamp  con- 
stracted  with  nanow  tubes  above  and  below,  and  he  sa^s :  "  In  tryinj^ 
mj  first  tube-lamp  in  an  explosive  mixture,  I  found  that  it  was  safe ; 
but  unless  the  tubes  were  verj  short  and  numerous,  the  flame  could' liot 
be  well  supported ;  and  in  trying  tubes  of  the  diameter  of  one-seventh 
or  one-eighth  of  an  inch,  I  determined  that  they  were  safe  only  to  smill 
quantities  of  explosive  mixture,  and  when  of  a  ^ven  length ;  and  that 
tubes  even  of  a  much  smaller  diameter  commumcated  explosion  from  a 
dose  vessel.    Hence  I  took  a  new  method  of  ascertaining  the  safety  of 
my  apertures  and  of  trying  different  forms  of  apertures.    I  had  a  vessel 
furnished  with  wires  bv  wnich  the  electrical  spark  could  be  taken  in  an 
eirolosive  mixture,  ana  which  was  larger  in  capacity  than  a  safe  lamp 
or  lantern  was  required  to  be.   I  placed  my  flame  sieves — i.e.,  my  systems 
of  apertures — between  this  jar  and  a  bladder  containing,' likewise,  an  ex- 
plosive mixtur^  and  I  judged  the  apertures  to  be  safe  only  when  thej 
stopped  explosion  acting  upon  them  in  this  concentrated  way."    Sir 
H.  JDavy  at  last  arrived  at  the  conclusion  that  a  metallic  tiswe,  how- 
ever thin  and  fine,  of  which  the  apertures  filled  more  space  than  the 
cooling  surface,  so  as  to  be  permeable  to  air  and  light,  offered  a  perfect  bar- 
rier to  explosion,  from  the  flame  being  divided  between,  and 
the  heat  communicated  to,  an  immense  number  of  cooling 
surfaces ;  and  he  at  length  arrived  at  one  evidently  the  most 
simple — ^viz.,  that  of  surrounding  the  light  entirely  by  wire 
ffauzty  and  making  the  same  tissue  feed  the  flame  with  air 
smdemit  light.   We  can  imagine  Sir  H.  Davy's  satisfaction 
when,  as  he  says :  **  In  plunging  a  light  surrounded  by  a 
c^^der  of  fine  wire  gauze  into  an  explosive  mixture,  I 
saw  the  whole  cylinder  become  quietly  and  gradually  filled 
with  flame.   The  upper  part  of  it  soon  appeared  red-hot, 
yet  no  explosion  was  produced." 

The  first  safety-lamp  was  constructed  of  fine  wire  gauze 
shaped  in  the  form  of  a  cylinder  and  about  ten  inches  long, 
two  inches  in  diameter,  and  closed  at  one  end  with  wire 
naze.  Soft  clay  was  then  moulded  and  pressed  around 
tne  middle  of  a  lighted  candle,  and  this  was  covered  with 
the  wire-gauze  cylinder,  so  that  the  lower  edge  of  the 
gauze  was  firmly  pressed  and  embedded  in  the  lump  of 
day.  If  such  a  lamp  is  held  before  a  pipe  from  wnieb 
ooal  gas  is  escaping,  the  latter  bums  inside  the  cylinder  of 
wire  gauze,  but  does  not  communicate  with  the  exterior 
gas.  In  Sir  H.  Davy's  later  experiments,  he  employed 
ooal  gas  because  it  takes  fire  at  a  lower  temjperature  than 
fire-damp;  and  therefore,  if  his  lamps  stood  the  higher  test 
of  cod-gas  mixtures,  they  were  sure  to  answer  in  fire-damp 
mixtmes.   Indeed,  he  says,  "  I  placed  my  lighted  lamps 
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in  a  hitge  glass  receiyer  through  which  there  was  a  current  of  atim^ 
spheric^air,  and  by  means  of  a  gasometer  filled  with  coal  gas,  I  made 
the  current  of  air  which  passed  into  the  lamp  more  or  less  explosive,  and 
caused  it  to  change  rapidly  or  slowly  at  pleasure,  so  as  to  produce  all 

possible  varieties  of  inflammable 
and  explosive  mixtures;  and  I 
found  tnat  iron  wire  gauze,  com* 
posed  of  wires  from  one-fortietk 
to  one-sixtieth  of  an  inch  in 
diameter,  and  containing  twenty- 
eight  wires  or  seven  hundred 
and  eighty -four  apertures  to  the 
inch,  was  safe  under  idl  circum- 
stances in  atmospheres  of  this 
kind ;  and  I  consequentlyadopted 
this  material  in  guarding  lamps 
for  the  coal  mines,  when  in  Jan. 
1816,  they  were  immediately 
adopted  and  have  long  been  in 
general  use." 

It  deserves  to  be  remarked, 
that  when  Sir  H.  Davy  was 
pressed  to  secure  his  safety- 
lamp  by  patent  rights,  he  re- 
iected  the  idea  of  making  money 
by  his  philosophical  dbooveiies, 
saying,  "  I  have  enough  for  ail 
my  views  and  purposes ;  more 
wealth  might  be  troublesome,  and 
distract  my  attention  from  those 

Sursuits  m  which  I  delight, 
lore  wealth  would  not  increase 
my  fame  or  my  happiness.'* 
Since  Davy's  time  a  c:reat  many  improvements  have  been  suggested 
in  the  construction  of  the  safety-krop,  but  none  adopted,  chiefly  because 
the  "  butty"  system  is  opposed  to  any  change  of  candles  or  lamps  that 
involves  an  outlay  of  money.  "  The  butty  men"  have  always  made 
an  enormous  per-centage  out  of  the  miners ;  and  whenever  any  good 
novelty,  such  as  Simons'  patent  safety-lamp,  is  proposed,  they  play  upon 
the  weakness  of  the  poor  ignorant  men,  and  encoui*age  them  to  oppose 
everything  likely  to  be  introduced  into  the  mine  that  will  interfere  with 
their  profits.  The  order  of  succession  in  which  a  great  number  of 
mines  are  worked  is  as  follows : — ^First,  the  owner,  who  lets  the  mine  to 
second  persons  called  the  contractorf.  These  gentlemen  never  enter  the 
mine,  and  know  nothing  about  the  management  or  the  miners,  ^e 
contractor  makes  the  best  bargain  he  can  with  the  third  person,  the 
butty,  who  is  usually  a  man  only  one  mrade  above  the  ordinary  pitmen ; 
frequently  a  man  firom  their  own  rank.    He  perfectly  understuids  the 


Fig.  62.  Sir  H.  DaTT*!  Lamp,  u  used  In 
Coal  Mines. 
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pnjadioes  and  weaknesses  of  the  poor  fellows  who  spend  nearly  half 
their  lives  in  the  coal  pit  and  the  other  in  bed,  and  so  manages  that  a 
Tery  small  sum  out  of  every  twenty  shillings'  worth  of  labour  snail  reach 
tham  in  the  shape  of  current  coin  of  the  realm. 

The  principal  danger  arises  from  the  men  removing  the  wire  gauze 
from  their  lamps,  and,  in  order  to  prevent  this  folly,  Mr.  Simons  has  in- 
vented a  self-extinguishing  lamp,  in  which  an  extinguisher  falls  over  the 
light  directlv  a  man  attempts  to  unscrew  the  wire  ^uze.  This  lamp 
has  already  been  described  and  illustrated  in  the  "Boy's  Flaybook  of 
Science,"  and  therefore  need  not  be  repeated  here ;  it  is,  in  fact,  the 
ori^;inal  "  safety-lamp"  of  Sir  Humphry  Davy,  with  Simons'  self-acting 
extinguisher. 

In  the  next  cut  the  different  forms  of  lamps  and  candles  (all  provided 
with  spikes  to  fix  into  the  walls  of  the  gallenes  in  which  the  men  work) 
are  fully  depicted  and  explained,  bein^  those  supplied  for  the  purpose 
by  Mr.  Simons,  of  84,  Dale-end,  Birmmgham. 


J\g,  6S.  A.  If  Inert'  Sftfcty  Lamp  for  fixing  or  liaaginff  in  any  part  of  the  mine  where 
danger  from  any  aodden  or  unexpected  appearance  of  gas  is  to  be  apprehended,  but  whero 
the  work  to  progreealng.  and  a  good,  steady,  and  safe  light  is  required.  This  lamp  wUl  give 
the  light  of  six  candles,  which  can  be  directed  to  any  desired  point.  It  is  under  lock  and 
key:  a  piece  of  talo  is  suspended  firom  the  top  of  the  gauxe  to  prerent  the  flame  from 
bdrnfaw  through  it,  and  alao  in  front  of  the  glass  to  prot^t  it  from  the  heat  The  lamp 
will  ^mn  from  six  to  eight  hours  without  any  interference  after  being  trimmed  and  put 
into  tiba  nlncr^B  handa  for  use. 

B.  A  MiBer'B  Perfect  Safety  Lamp  with  all  the  different  adTantagea  of  the  above ;  but.  in 
•ddttiMLa  ring  at  the  top.  prevented  frtmi  getting  heated  by  a  non-oondnctor.  and  also  a 
Kiwiu  to  thende,  ao  that  it  can  either  be  earned  about  or  hung  no  as  mar  be  needed. 
TUa  to  vnderkwk  and  key,  and  will  hate  a  self-acting  extinguisher,  so  that  the  lamp  cannot 
poaaiblybaoMned  without  extlngutohing  the  light.        ^^    ^    ^  ^^    __,    ,^^ 

c  A  Cuwah  Miner's  Sknll-eap  Lamp,  for  carrring  on  the  head,  or  on  the  front  of  the 
wheeibarraw,  when  going  up  the  adit,  and  reversing  when  returning.  It  to  easily  removed 
to  is  wlMvtT«r  to  to  nqdbrad. 


103 


COAL  AND  COAL  MINES. 


Hie  oonsideration  of  the  Davy  lamp  naturally  inrolTes  a  few  remazks 
upon  the  accidents  with  fire-damp  which  it  is  intended  to  prerent ;  and, 
perhaps,  one  of  the  most  fearful  on  record  is  that  which  took  place  at 
the  Londhill  colliery  on  the  19th  of  Fehruary,  1857,  when  abont  <me 
hundred  and  ^^f  men  and  boys  lost  their  lives.  The  pit  is  in  the 
neighbourhood  of  Bamsley,  and  near  the  Wombwell  station  of  the 
South  Yorkshire  Eailway,  and  the  accident  is  thus  graphicallr  described 
by  the  author  of  ''  An  Hour  in  a  Coal  Mine/'  in  "  Chambers'  jToumal":— 

'*  The  men  work  in  three  gan^  eight  hours  each,  and,  of  the  two 
hundred  who  formed  the  gang  which  commenced  work  at  six  o'dock  in 


Fig.  64.  The  yentikting  Shaft  on  Fire  at  the  LondhUl  Colliery. 
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'the  moniing  of  the  day  in  question,  not  one-fourth  came  out  of  the  pit 
4Jive.  About  noon,  those  above  ground  felt  the  earth  tremble,  and 
heard  a  smothered  sound,  which  told  only  too  certainly  of  disaster. 
Wives  left  their  simple  preparations  for  oinner,  children  their  phiy« 
•and  all  hastened  to  the  pit's  mouth.  There  they  soon  learned  that  an 
explosion  of  such  extreme  violence  had  taken  place  in  the  mine  as  to  tear 
away  the  drawing  ropes  and  destroy  the  apparatus  for  ascending  and 
•descending  the  shaft.  About  two  o  dock  volumes  of  smoke  issuea  from 
the  chimney  of  the  ventikiting  shaft,  and  an  hour  later  amagnificent,  but 
terrible,  body  of  flame  shot  up  therefrom,  indicating  the  ignition  of  in- 
flammable gases  below,  and  giving  heart-sickness  to  all  the  lookers-on, 
who  thought  the  while  of  husbands  and  fathers,  sons  and  brothers,  down 
in  the  fie^  bowels  of  the  earth.  It  was  a  fearful  crisis.  The  mine  was 
•evidently  on  flie,  and  no  one  could  go  down  to  aid  the  sufferers.  The 
managers  felt  the  full  extent  of  their  responsibility.  If  they  closed 
up  alTthe  shafts  and  pit's  mouths,  it  might  seem  like  consigning  the 
poor  miners  to  certain  destruction,  and  yet  if  they  did  not  do  so,  there 
was  danger  of  the  fire  spreading  and  buminj^  with  such  intensity  as  to 
•eanae  the  fall  of  the  bed  of  cc^  and  supermcumbent  earth,  the  conse- 
quent falling  in  of  the  shafts,  and  the  inextricable  loss  of  the  bodies  of 
tliose  below.  They  hastily  called  a  meeting  of  collier^r  owners  and 
'Other  persons  in  the  neighbourhood,  and  it  was  not  until  fortified  by 
tte  iqpproval  of  all  that  the  managers  decided  on  closing  the  shafts,  and 
tims  smothering  the  fire.  Before  doing  so,  however,  several  venturous 
men  descended  one  of  the  shafts,  rescued  nineteen  miners  who  had 
saved  their  lives  far  clustering  just  at  that  spot,  and  then  made  two  hours 
of  exploration  under  circumstances  as  frightful  as  men  could  well  be 
•exposed  to;  dead  bodies,  dense  volumes  of  sulphurous  smoke,  and 
flmdy  Uaang  masses  of  coal  were  what  thev  came  upon  in  all  the 
avenues  and  passages.  When  the  dead  and  the  living,  so  far  as  they 
could  be  found,  hm  been  drawn  up,  the  shafts  were  closed  and  the 
mine  flooded  with  water  to  quench  the  flames.  It  was  a  mournful 
soeoe  when,  after  the  water  had  been  again  drawn  off,  the  charred  and 
soddened  corpses  were  drawn  up  one  by  one  for  Christian  burial.  Since 
ihe  soeident  no  naked  candles  are  allowed  in  the  pit,  and  no  blasting 
with  gunpowder,  and  the  Lundhill  colliery  is  again  at  work  with  in 
hundreds  of  fearless  miners." 

We  may  turn  from  these  scenes  of  misery  to  one  of  those  rare  pictures 
whieh  is  presented  annually  in  the  coal-mine  districts  belonging  to 
that  most  noble  lady  the  Marchioness  of  Londonderry,  who  once  a  year 
•entertsins  her  workmen  and  miners  to  the  number  of  three  thousand 


It  is  nnneoessary  to  detail  the  quantities  of  good  cheer  consumed  on 
these  occasions,  or  to  r^rt  the  speeches  with  which  the  banquet 
terminates.  The  address  par  excellence  is  that  of  her  Udyship,  who 
shows  the  benevolent  interest  she  takes  in  those  who  contribute  to  her 
wealth  by  the  sound  practical  advioe  snd  affectionate  admonition  and 
wamii^  that  she  gives  them,  always  entreating  her  miners  to  be  careful 
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and  not  to  imperil  their  own  or  fellow-labourers'  lives  bj  removing  tbe 
wire  gauze  from  their  lamps  to  light  their  pipes  or  "fire  tbdr  sluots;" 


Fig.  65.  Tlie  Marchioness  of  Londonderry's  Banquet  to  the  Workmen  and 
Miners  engaged  in  her  Coal  Fields. 

but  to  remember  their  wives  and  families,  the  relations  who  depend  upon 
them  for  their  daily  bread.  Her  ladyship  is  not  content  only  with  mere 
words,  but  by  her  numerous  charitable  acts  shows  that  she  is  worthy  of 
the  high  station  in  which  it  has  pleased  God  to  place  her. 

Although  much  has  been  said  about  the  workm^  of  the  coal  pits  in 
these  pa^es,  there  are  many  practical  facts  which  the  limits  of  this 
book  obhge  us  to  leave  unnoticed ;  and  having  traced  the  coal  to  thfi 
pit's  mouth,  the  last  points  to  be  considerea  are  the  delivery,  con- 
sumption, and  durability  of  the  supply  of  the  coal,  not  only  to  our 
vast  cities  and  manufactories,  but  to  other  countries,  and  espedallj 
France. 

No  one  should  leave  the  coal  district  of  Newcastle  without  paying 
a  night  visit  to  the  banks  of  the  river  Tyne,  which  is  one  of  the 
high-roads  for  the  transport  of  enormous  quantities  of  the  "  black  fruit 
of  industry." 
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The  scene  is  rerj  imposing,  the  gigjantic  iron  furnaces  continually 
sending  out  great  flashes  of  fire,  which  light  up  the  country  as  if 


Fig.  66.  ▲  Scene  on  the  Tyue. 

with  a  ceneral  conflagration;  the  trucks  full  of  coal  continually 
running  down  to  the  "  staith  machinery,"  by  which  the  fuel  is  lowered 
into  the  coal-brigs,  the  cressets  burning,  the  men  shouting,  the  con- 
stant creaking  of  ropes  and  tackle,  all  inmcate  the  bustle  and  work  with 
which  the  coal  is  shipped  for  home  and  foreign  ports. 

The  construction  and  working  of  the  staith  machinery  is  thus  de« 
scribed  by  the  author  of  "The  Pits  and  Pitmen  :"  "  From  every  pit  a 
tramway  runs  connecting  the  mine  with  a  railway,  or  with  one  of  the 
thousand  staiths  which  form  so  prominent  a  feature  on  the  Tyne  and 
Wear.  These  staiths  are  high  wooden  jetties  running  far  enough  into 
the  river  to  allow  ships  to  float  at  their  extremities,  even  at  low  water. 
The  tramwaj  runs  irom  the  pit  to  the  end  of  the  staith,  the  latter 
usually  forming  an  incline  along  which  the  loaded  trucks,  as  they  descend, 
pull  up  the  empty  ones.  The  ship  to  be  freighted  lies  at  the  end  of 
the  staith ;  amved  there,  the  full  truck  is  run  upon  a  species  of  nicely- 
balanced  framework  calculated  to  swing  down  with  the  weight  from  the 
end  of  the  staith,  describing  a  fourth  p^  of  a  circle,  and  coming  to  a 


106 


GOAL  AVD  COAL 


rest  just  over  the  open  hatchway  beneath.  The  breaksman  or  lider 
acoompanies  the  track  in  its  descent,  and,  removing  a  bolft,  he  canaes 
the  bottom  to  give  way  in  trap-door  fasluon,  and  the  load  of  oonne 
sinks  into  the  hold ;  while  the  well-balanced  framework*  immediately 


Fig.  67.  One  of  the  Forms  of  SUith  liachinery. 


risinfl^  as  the  weight  is  taken  from  it,  swings  up  again  to  its  former 
position,  and  the  empty  waggon  rans  up  the  incline  as  the  next  loaded 
one  comes  down.  By  this  system  the  largest  class  of  collier  lading 
at  a  staith  will  have  her  cargo  aboard  in  a  tide.  In  the  hold  a 
gane  of  'trimmert'  are  at  work  distributing  the  coals,  as  the  oiews 
of  the  coal  vessels  never  meddle  with  the  cargo,  either  to  stow  it 
away,  or  in  London  to  heave  it  out.  The  dmgy  fleet  of  colliers  is 
calculated  to  be  able  to  furnish  at  least  20,000  seamen  to  the  Biitiah 
navy,  in  case  a  maritime  war  unhappily  broke  out." 

^ing  the  constant  annual  d  nun  of  sixteen  million  tons  of  coal  from 
the  northern  pits,  the  question  is  naturally  suggested.  How  long  can 
this  state  of  tnings  last,  and  what  is  the  period  that  calculation  assigns 
for  the  duration  of  the  supply? 

We  are  assured  by  Professor  Hunt,  the  keeper  of  the  Mining  Eeoords 
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t)f  the  GoTemment  School  of  Geology  and  Mines,  that  the  total  annnal 
prodtice  of  our  three  thousand  BritSh  coal  mines  b  not  less  than 

*SrxTT-EiGHT  Millions  of  Tons!!" 

"It  is  very  diflScnlt  [says  a  writer  in  the  *  Edinburgh  Review']  to 
convey  an  adequate  conception  of  tliis  vast  produce;  but  if,  as  a 
collier  has  calculated,  these  sixty-eight  millions  of  tons  were  excavated 
Irom  a  pit  gallery  six  feet  high  and  twelve  feet  wide,  such  a  gallery 
must  be  5138  miles  and  1090  yards  in  length.  Or  if,  instead  of  this 
tunnel  of  more  than  five  thousand  miles,  we  prefer  the  conception  of 
a  solid  globe,  then  the  diameter  of  a  globe  containing  this  annual 
produce  must  be  1549-^  feet  Should  a  pvramidal  form  be  chosen, 
then  thiB  quantity  would  constitute  a  pyramid  the  square  base  of  which 
would  extend  forty  acres,  and  the  heignt  of  which  would  be  more  than 
3356  feet.  The  great  Egyptian  pyramid  of  Ghizeh  covers  an  area  of 
more  than  thirteen  acres,  ana  rises  a  hundred  and  nineteen  feet  higher 
thim  St.  Paul's,  and  twenty  years  were  occupied  in  its  erection.  In 
•Rnglimii  one  year  suffices,  with  the  industry  of  200,000  persons,  to 
dir  out  coal  that  would  build  several  pyramids  as  large  as  that  of 

Professor  Rogers,  the  State  ffeologist  of  the  Grovemment  of  the 
United  States  of  America,  gives  tne  foQowing 

*' Summary  View  ofJmeriem  and  European  Coal  Fields. 

"  The  aggregate  space  underlaid  by  the  vast  coal  fields  of  North 
America  amounts  to  nearly  200,000  square  miles,  or  to  more  than 
twenty  times  the  area,  including  adl  the  known  coal  deposits  of  Europe, 
or  indeed  of  the  whole  Eastern  continent.  Comparing  the  assumed  areas 
and  solid  contents  of  the  boal  fields  of  other  countries  with  those  of 
North  America,  we  have  the  following  results  :— 

"I.  Estimated  Areas  of  Coal  in  Principal  Countries, 

Total  iq.  milef . 
196,650  sq.  miles  of  coal  area  ^ 


^<  United  SUtes     .    .    . 
British  Provinces  of  N. 

America     .    .    .    . 
Great  Britain.    .    .    . 

Franoe 

Bdgium    .    .    .    .    . 
Rhenish  Prussian  Saar< 

bnriicker  coal  field 
Westphalia    .    .    .    . 
Bohemia    .... 

Saxony 

Spain ' 

Imia 


7,530 

5,400 

984 

510 

960 
380 
400 
30 
200 
100 


1 


200,000 


*     8,964 
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"  II.  Estimated  Quantitiet  of  Coal  in  Principal  Counirut. 

Tom. 
«'  Belgium  (average  thickness,  60  feet  of  coal)  .  36,000,000,000 
France  (about  the  same  thickness)  ....  59,000,000,000 
British  Islands  (average  thickness  35  feet) .  .  190,000,000,000 
Pennsylvania  (average  thickness  25  feet)  .  .  316,400,000,000 
Great  Appalachian  coal  field  (same  thickness)  1,387,500,000,000 
Indiana,  Illinois,  Western  Kentucky  (25  feet)  1,227,500,000,000 
Missouri  and  Arkansas   basin   (10  feet   in 

thickness) 739,000,000,000 

All    the   productive    coal  fields    of    North 

America,  assuming  thickness  of  20  feet  of 

coal  over  200,000  square  miles     .    .    .    .4,000,000,000,000 

"  III.  TAe  Batio  of  the  Estimated  (Entities  of  Coal  in  the  more 
important  of  these  several  coal  countries  is  shown  approximativdj  in 
the  following  series  of  numbers,  making  the  coal  of  Belgiomy  or 
36,000,000,000  (thirty-six  thousand  million;  tons,  a  unit  of  measure:— 

1 
8 
5 
9 

3S| 
20| 
111 


'  Amount  of  coal  in  Belgium  .    .    . 
„  France,  less  than 


British  Islands,  rather  more  than . 
Pennsylvania,  a  little  less  than  . 
Appalachian  coal  fields,  about .  . 
Missouri  and  Arkansas  basin  .  . 
entire  coal  fields  of  North  America 
„  „  all  Europe    . 


In  1801  Mr.  Bailey  predicted  the  supply  of  the  Durham  and 
Northumberland  coal  fields  would  only  last  200  years ;  in  1830  Dr. 
Buckland  granted  a  larger  period  of  400  years;  in  the  same  year 
Professor  Thomson  extended  the  time  to  1000  years ;  and  Mr.  Hogh 
Taylor  exceeded  all  previous  calculations  by  granting  1727  years. 
Mr.  Hall,  more  recently,  by  careful  calculation,  estimated  the  time  to 
be  331  years;  which  coincides  precisely  with  the  estimate  of  Mr, 
Greenwell,  made  in  1846 ;  so  that  it  seems  to  be  understood  the  great 
coal  fields  of  Northumberland  and  Durham  will  be  hopelessly  im* 
poverished  in  about  three  hundred  years. 

In  consequence  of  the  immense  consumption  of  coal  in  the  iron  for- 
naces  and  foundries  of  Staffordshire,  it  has  been  estimated  that  this  coal 
field  will  be  exhausted  some  time  before  the  Northern  fields,  for  the 
area  of  the  former  is  scarcely  more  than  one-half  of  the  area  of  the 
latter ;  and  even  Yorkshire,  Lancashire,  and  Derbyshire  are  more  than 
living  up  to  their  income  of  coals.  The  quantity  for  supply  being  JixmL 
and  the  quantity  demanded  being  continually  on  the  increase,  the  actual 
period  of  exhaustion  is  not  difficult  to  predict,  though  it  may  be  unwel- 
come to  anticipate.  We  shall,  however,  have  resources  at  that  period 
which  will  prevent  a  bituminous  bankruptcy;  and  these  will  be  found 
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in  one  or  more  coal  fields  not  at  present  so  largely  worked  as  those 
previonslj  named ;  particolarlj  the  great  coal  fields  of  South  Wales  will 
afford  an  abundant  supply  for  many  years  to  come.  The  whole  ques- 
tion of  the  durability  of  the  supply  of  coal  is  brought  up  to  the  pre- 
sent time  in  the  following  admiraole  review  of  the  question  by  Professor 
D.  T.Ansted:— 

"  Aa  the  extent  of  England's  coal  resources  is  an  object  of  consider- 
able interest  at  the  present  moment,  perhaps  the  following  statement 
of  facts  and  inferences  may  be  useful  to  remove  unnecessary  alarm,  to 
suggest  prudence  in  the  management  of  so  important  an  element  of  our 
country^s  greatness,  and  at  the  same  time  to  justify  our  public  men  in 
permitting  our  neighbours  to  take  a  fair  share  of  our  mineral  riches  in 
return  for  those  productions  which  the  climate  of  the  Continent  and 
the  ingenuity  and  industry  of  its  people  enable  them  to  offer  us  in 
exchange. 

"  There  are  in  England  nine  distinct  tracts  of  country  where  those 
rocks  come  to  the  sunace  which  are  known  to  yield  coal.  These  (Us- 
tricts  are  called  coal  fields ;  the  smallest  of  them  includes  more  than 
60,000,  and  the  largest  more  than  600,000  acres  of  coal  lands,  under 
the  ffreater  part  of  which  coal  has  been,  is,  or  may  be,  worked  to  profit. 
Sootland  contains  another  million  of  acres  of  such  coal  lands. 

*'  Besides  these  tracts,  marked  in  our  geological  maps,  there  are  others 
exceedingly  lare;e,  but  less  clearly  made  out,  in  whicn  coal  is  also  to  be 
got,  although  tne  coal-bearing  beds  are  covered  up  with  accumulations 
of  newer  rocks.  All  these  will  be  available  when  the  price  of  coal 
justifies  the  outkiy  that  will  be  involved  in  minine:  them. 

"  The  best  known  and  largest  of  our  coal  fields  are  the  Newcastle 
and  Durham,  the  Lancashire,  the  Yorkshire,  the  South  Staffordshire  and 
Warwickshire,  and  the  South  Welsh.  The  ascertained,  acreage  of  coal 
in  these  amounts  to  about  2^  millions.  Adding  to  this  the  million  of 
acres  in  Scotland,  and  half  a  million  for  the  smaller  areas,  we  have  a 
total  of  four  millions  of  acres,  or,  in  round  numbers,  6000  square  miles 
of  coal  lands  in  the  British  islandb. 

**  In  none  of  these  dbtricts  are  there  less  than  ten,  while  in  some 
tliere  are  more  than  seventy  beds  of  coal  known  and  described,  each 
capable  of  yielding  coal  to  profit  by  the  ordinary  processes  of  mining. 
Some  of  these  beds  are  between  one  and  two  feet,  most  of  them  between 
three  and  seven,  and  one  between  thirty  and  forty  feet  thick.  Rarely 
more  than  a  small  number  of  seams  or'  beds  of  coal  can  be  obtained 
with  advantage  from  the  same  area,  but  the  average  thickness  of 
workable  coal  may  with  safety  be  taken  as  not  less  than  fifteen  feet,  or 
five  Yards,  over  the  whole  area  of  any  coal  field. 

"  Now,  as  an  acre  contains  484:0  square  yards,  and  a  cubic  yard  of 
solid  coal  weighs  nearly  one  ton,  there  thus  appears  to  be  24,200  tons 
of  coal  per  acre  of  coal  lands  on  a  general  average ;  but  as  a  lai^ 
cniantity  of  coal  in  every  coal  field  is,  from  various  causes,  not  obtam- 
able,  and  another  large  part  is  lost  by  the  ordinary  mode  of  extraction, 
we  cannot  calculate  on  more  than  one-third  of  tliis,  say  8000  tons  per 
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acre,  as  the  quantity  that  can  be  remoyed  and  sold.    This  would  gire 
about  5,000,000  tons  of  coal  for  every  square  mile  of  ooal  lands. 

'*  The  annual  consumption  of  coal  at  present  in  England  cannot  be 
less  than  80,000,000  tons,  so  that  we  are  now  exhausting  about  sixteen 
square  miles  of  our  ooal  lands  each  year.  Estimatinj^  the  area  of  coal 
lands  at  6000  square  miles,  this  would  give  a  duration  of  rather  more 
than  350  years. 

"  It  may  be  observed  that  the  usual  estimate  of  coal  lands  in  "RnglaiM^ 
is  12,000  square  miles,  and  that  in  the  smaller  area  I  bare  taken,  an 
allowance  is  made  for  the  unproductive  portions. 

"The  coal  area  in  Belffiam  and  Rhemsh  Prussia  together  is  not  more 
than  one-eighth  part,  and  in  all  France  not  one-fifth  part  that  of  B 
land  and  Scotland;  the  average  thickness  of  coal  is  smaUer,  and  i 
position  of  those  coals  is  generally  less  favourable  in  the  former  iSth 
trict  for  extraction,  and  in  the  latter  for  transport  to  the  sea. 

"The  quantity  of  coal  known  to  exist  in  North  AmerioiL  both  iiUht 
United. States  and  British  possessions,  is  so  large,  that  for  aU  prantioaMp 
purposes  it  may  be  regarded  as  inexhaustible.  Goal  is  also  ■ViiijImH 
in  India^  China,  Borneo,  £astem  Australia,  and  South  Afirica. 

*' Owing  to  the  advanced  position  of  England  in  practical  miu^ 
operations,  and  the  facility  and  economy  with  which  she  can  place  ker 
large  supplies  in  the  markets  of  the  world,  at  a  cost  so  low  at  pnHBfc 
as  to  exclude  competition,  her  coal  will  no  doubt  be  extracted  toj  »• 
pidly  for  years  to  come.  But  shoald  the  advancing  industry  of  otkflr 
countries  reduce  the  price  below  that  at  which  profit  is  secured  bj  oor 
coUiers,  or  should  the  cost  of  extraction  increase  with  us  out  of  propor- 
tion to  the  rest  of  the  world,  the  demand  for  exportation  would  be  at 
once  checked,  and  the  drain  upon  our  resources  would  diminish. 

"That  this  must  happen  very  long  before  any  approach  to  exhaus* 
tion  could  be  experienced,  may  be  regarded  as  certain,  and  it  must  be 
remembered  that  the  price  of  iron  (for  the  manufacture  of  which  at 
least  half  our  coal  is  required)  will  to  a  large  extent  act  as  a  regulator, 
and  prevent  a  too  rapid  extraction  when  the  first  symptoms  of  exhaus- 
tion are  felt. 

"  It  is  clear,  then,  that,  like  all  other  articles  of  commerce,  the  trade 
in  coal  may  saifely  be  left  to  arrange  itself,  and  will  do  so  with  greatest 
certainty  of  benefit  to  all  parties,  both  now  and  centuries  hence,  by 
being  left  to  its  natural  growth,  restrained  only  by  those  checks  whicL 
nature  has  imposed." 

We  may  now  suppose  that  the  collier  brig  has  arrived  in  the  Tast 
port  of  London,  and  that  her  cargo  is  to  be  offered  for  sale  at  the 
market,  viz.,  at  the  Coal  Exchange,  which  is  an  ornamental  buUding^ 
where  one  of  the  most  stupendous  trades  in  the  world  is  carried  on. 
Mr.  Timbs,  in  his  most  learned  and  entertaining  work,  "  The  Curiosities 
of  London,"  informs  us  that  the  Coal  Exchange,  up  to  1807,  was  in  the 
hands  of  private  individuals;  in  that  year  it  was  purchased  by  the 
"  Corporation"  for  25,600/.  In  1845  the  coal  trade  petitioned  for  the 
enlargement  and  rebuilding  of  the  Exchange.    This  was  done  by  the^ 
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OHy  arehitect,  J.  B.  Bmming;  and  the  new  Exchange  was  opened  with 
greiit  idai  by  Prince  Albert,  accompanied  by  the  Prince  of  Wales  and 


Fig.  68.  The  Coal  Bxohaoge. 

the  Princess  Koyal,  October  29, 1849,  when  the  Lord  Mayor  (Duke), 
himself  a  coal  merchant,  received  a  patent  of  baronetcy.  The  Exchan^e^ 
has  twoprincipal  fronts,  of  Portland  stone,  in  the  Italian  style,  one  in 
Lower  Tnames-street,  and  the  other  in  St.  Mary-at-Hill ;  with  an  entrance 
at  the  comer  by  a  semicircular  portico  withBoman  Doric  columns  and  a 
tower  106  feet  high,  within  which  is  the  principal  staircase.  The  public 
hall,  or  area  for  the  merchants,  is  a  rotunda,  sixtv  feet  in  diameter,  covered 
by  a  glazed  dome  seventh-four  feet  from  the  floor.  This  circular  hall 
lutf  t&ee  tiers  of  projecting  galleries  running  round  it ;  the  stancheons^ 
nUeries,  ribs  of  dome,  &c.,  are  iron,  of  which  about  300  tons  are  used. 
The  floor  of  the  rotunda  is  composed  of  4000  nieces  of  inlaid  woods,  in 
the  form  of  a  mariner's  compass,  within  a  boraer  of  Greek  fret.  In  the 
centre  is  the  City  shield,  anchor,  &c. ;  the  dagger  blade  in  the  arms 
being  a  piece  of  a  mulberry-tree  planted  by  Peter  the  Great  when  he 
worim  as  a  shipwright  in  Deptford  dockyard.    The  entrance  Testibal» 
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is  richly  embellished  with  rows  of  fruit,  arabesqae  foliage,  iemunal 
figures,  &c.  In  the  Rotunda,  between  the  Ri4)haele8aue  scroll  sup- 
ports, are  panels  painted  with  impersonations  of  the  coal-bearing  rivers 
of  England — the  Thames,  Mersey,  Severn,  Trent,  Humber,  Aire,  Tpe, 
&c.,  and  above  them,  within  flower  borders,  are  figures  of  Wisaoni, 
Fortitude,  Viarilance,  Temperance,  Perseverance,  Watehfulnesa,  Justice, 
and  Eaith.  The  arabesques  in  the  first  story  are  views  of  coal  mines — 
Wallsend,  Percy  Pit-Main,  Regent's  Pit,  &c.  The  second  and  third 
story  panels  are  painted  with  miners  at  work ;  and  the  twenty-four  ovals 
at  the  springing  of  the  dome  have,  upon  a  turquoise-blue  ground,  figures 
of  fossil  phmts  found  in  coal  formations.  The  minor  ornamentation  is 
flowers,  shells,  snakes,  lizards,  and  other  reptiles,  and  nautical  subjects. 
The  whole  is  a  polychrome  bv  Sang.  The  gallery  fronts  and  other  iron- 
work are  cable  pattern.  The  cost  of  the  enlarged  site,  the  building; 
and  approaches  was  91,167/.  11«.  Sd.  In  the  basement,  on  the  east 
side  of  the  exchange,  are  the  remains  of  a  Roman  bath,  in  excellent  pre- 
servation, discovered  in  excavating  the  foundations  of  the  new  building; 
and  there  is  a  convenient  access  to  this  interesting  rdic  of  Boman 
London. 

When  the  cargo  is  sold  it  is  quickly  transferred  into  laige  baxges 
called  lighters,  wnich  contain  five  compartments,  called  "  rooms,"  each 
capable  of  holding  seven  tons  of  coal.  The  coal  is  further  heaped  upon 
every  available  space,  until  the  lighter  is  freighted  with  about  forty-two 
tons ;  and  when  the  barge  is  open  from  stem  to  stem,  it  may  be  loaded 
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irith  fifty-five  tons  of  ooaL    The  work  of  xmloadixig  ike  coal  brigs  is 
perfoimed  b^  the  "  whippers." 

The  duty  is  commencea  by  dearing  the  deck  and  opening  the  hatchways, 
oyer  which  an  iron  wheel  called  a  "gin"  is  rigged  out,  or  a  rope  passed 
OTcr  the  top  of  a  spar  called  the  "  derrick,"  at  about  eighteen  or  twenty 
feet  aboire  the  deck.  A  rope  is  passed  over  this  wheel,  and  at  one  end 
IS  slung  the  basket,  and  to  the  other  four  ropes  are  attached,  which  are 
held  by  four  men  called  coalwhippers.  These  men,  as  may  be  noticed 
ty  any  person  passing  by  steamer  from  London  to  Bkckwall,  ascend  some 
«tep8  or  ndls  from  the  pull,  and  directly  the  signal  is  given  they  descend 
n^idly,  with  a  oonduding  jump,  which  brings  the  basket  with  a  jerk 
to  the  **  measure,"  and  when  this  is  filled,  a  sort  of  blow  is  heard,  and  the 
contents  discharged  by  a  broad  trough  into  the  ''lighter"  below.  The 
price  of  coals,  as  given  in  the  London  markets  in  the  daily  newspapers, 
IS  the  price  up  to  the  time  when  the  coals  are ''  whipped"  from  the  ship 
to  tlie  merchants'  barges.  It  includes,  1st,  the  value  of  the  coals  at 
the  pit's  mouth ;  2ndly,  the  expense  of  transit  from  the  pit  to  the  ship ; 
Srdly,  the  freight  of  the  ship  to  London ;  4thlv,  the  Thames  dues ; 
4md  Sthlv,  the  whipping.  The  em])tied  coal  ships  are  ballasted  to 
Newcastle  with  gravel  or  sand  chiefly  dredged  up  from  Woolwich 
Eeach. 

Li  olden  time,  before  a  cargo  of  coals  could  be  discharged  from  a 
collier,  it  was  necessary  to  obtain  the  permission  of  the  Lord  Mayor, 
who,  for  a  certain  consideration,  gnmted  the  required  permission. 
This  much-tlono^red  magistrate  and  his  worthy  coadjutors  the  alder- 
men, with  the  common  oouncilmen  and  livery,  called  the  Corporation, 
were  permitted  to  lay  a  tax  upon  the  "  black  diamonds  "  that  amounted 
to  something  like  50,000/.  per  annum.  In  1830  the  heaviest  of  the 
eoal  duties  were  abolished;  and  since  that  time  the  trade  has  as- 
sumed those  gigantic  proportions  which  have  made  it  the  marvel  of 
the  dvilixed  world.  The  nrst  licences  to  die  coals  were  granted  to  the 
Imrgeases  of  Newcastle  by  Henry  III.,  ana  in  1281  a  very  good  trade 
existed  in  that  fuel.  A  proclamation  in  the  reign  of  King  Edward  I. 
sfaoiws  the  introduction  of  coal  as  a  substitute  for  wood,  and  a  charter 
of  Edward  II.  indicates  that  Derbyshire  coal  was  used  in  London.  In 
the  same  reign  coals  were  first  sent  from  Newcastle  for  the  benefit  of 
ihote  trades  which  required  fuel ;  and  in  1316  a  petition  was  made  from 
Parfiftment  to  the  king  praying  his  Majesty  to  forbid  all  use  of  the  new 
and  pestilent  fuel  caUed  "  omIs,"  which  was  acceded  to,  and  a  procla- 
aoatioii  made,  commanding  all  use  of  "  coals"  to  cease  and  determine,  and 
thwtming  all  who  burnt  coals  to  be  mulcted,  and  on  a  second  offence 
to  have  their  furnaces  demolished.  In  the  reign  of  Queen  Elizabeth 
the  Voming  of  stone  coal  was  a^ain  prohibited  during  the  sitting  of  Par- 
liament. At  a  subsequent  period,  about  1648,  coals  were  once  more 
placed  under  ^  ban ;  and,  as  if  to  annoy  the  brewers  to  the  utmost  legal 
extent,  the  use  of  "  hops"  was  at  the  same  time  forbidden.  In  1520 
Newcastle  ooal  was  first  imported  into  Paris ;  but,  as  everybody  knows 
who  has  visited  that  city,  wood  has  been  preferred  to  the  soot-producing 
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mineral  fuel    The  Treaty  of  1860  may  vork  a  lemaikiUe  ekaqge  in 
this  respect,  and  Paris  become  the  "  black  sister"  city  to  London. 

Alter  the  expenses  of  lighters  and  lightermen  come  those  of  wbaift, 
officers  and  wharfii^«rs,  coalheavers,  carmen,  horses,  wa^gons^  saoks; 
and,  speaking  of  the  latter,  housekeepers  should  oount  their  sacks  i^^ 
and  not  a/ter  deliyery. 


Fig.  70.  Delirerj  of  the  CoaLs.    CoalhOftTer  aboat  to  ihoot  the  Coals  into  t 

The  principle  of  contrast  has  always  been  recognised  as  one  of 
the  most  teUing  portions  of  an  argument  or  scientific  explanattMit 
because  it  is  directly  appreciated  ana  understood.  Thus  we  migbl  talk 
for  ever  of  the  bulk  or  weight  of  the  coal  contained  in  our  minea,  or  of 
the  quantities  annually  consumed,  without  arousing  any  special  wondsr- 
ment  in  the  minds  of  our  readers ;  but  when  we  change  the  word  ooal 
for  its  equivalent  of  human  labour,  and  foUow  Mr.  Henry  Darwin  Roms 
in  his  explanatorr  calculations,  then  our  respect  for  coal  as  the  ecrainlnt 
or  exchange  for  human  labour  increases.  Thus  we  are  told  **  ttiat  eidi 
acre  of  a  coal  seam,  four  feet  in  thickness,  and  yielding  one  yard  net  of 
pure  coal,  is  equivalent  to  about  five  thousand  tons,  and  possesses, 
therefore,  a  reserve  of  mechanical  stren^h  in  its  fuel  equal  to  the  life 
labour  of  more  than  1600  men.  If  we  estimate  a  lifetime  of  hard  human 
work  at  twenty  years,  giving  to  each  vear  300  working-days,  then  we 
have  for  a  man's  total  aynamic  efforts  oOOO  days.  In  coal  this  is  repre- 
sented by  three  ions;  so  that  a  man  may  stand  at  his  own  door  while  an 
ordinary  quantity  of  coab  is  being  delivered,  and  say  to  himself:  "  There, 
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in  iliat  waggon,  lies  the  mineral  repreietUative  of  my  whole  working  liffs 
strauik/" 

The  railroads  are  now  the  greatest  opponents  of  the  water-borne  coals, 
and  much  to  the  satisfaction  of  Londoners.  This  ^preat  necessary  of  life 
is  no  longer  controlled  by  wind  and  weather,  but  is  supplied  in  never- 
ending  successions  of  coal  trains  direct  from  the  North  to  the  streets 
of  London.  A  retired  coal  merchant  informed  the  author  that,  in  the 
days  of  tiie  supply  by  coal  brigs,  he  once  refused  seven  guineas  a  ton 
lor  the  best  "  Wafisends,"  and  that  four  guineas  per  ton  was  a  common 
piioe  formerly,  when  the  Citj[  dues  were  exacted  in  all  their  ancient 
ngoar.  The  old  collier  brig  is  fast  giving  place  to  the  clipper  screw 
steamer,  which  moves  at  least  three  times  faster  than  the  former,  and 
agun  places  tiie  sea-borne  coals  on  ai  level  with  those  conveyed  per 
looonotiTe* 

Maj  oar  readers  ever  enjoy  the  delights  of  a  happy  fireside. 


Fig.  71.  "  The  Uit  Scene  of  aU"— AthM. 
I2 


Fi J.  72.  Alchemist  in  hij  Laboratory. 

CHAPTER  n. 

THE    ART    OF    ALCUEMT    TUS    FREFACE    TO    THE    SCIENCES    OF 
CUEMISTBT  AND  HETALLUB6Y. 


There  is  probably  no  branch  of  chemistry  which  is  so  intimately  < 
nccted  witli  the  alchemists  as  that  important  and  very  extensive  section 
that  refers  to  the  metals  and  metallurgy;  for  this  reason  it  wonld 
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lurdlj  be  doing  jnstioe  to  the  subject  if  we  omitted  to  say  someiHaing 
about  tbe  doings  of  these  ancient  pioneers  of  chemical  science,  who,  as 
Lord  Bacon  says^  in  their  yain  search  for  the  philosopher's  stone  or  the 
elixir  of  life,  were  like  the  young  men  of  the  fable  who  carefully  dig^;ed  anji 
n-digged  their  father's  fidd  in  search  of  a  treasure  which  tlicy  never 
ibmidrbat  whose  labour  was  amply  repaid  by  the  fertility  of  the  soil 
which  they  tamed  up  with  other  intentions. 

One  of  the  greatest  authorities  on  the  literature  of  the  subject  is 
Duficmoy,  w£>  commences  his  celebrated  history  of  "  Hermetic  Phi- 
losoob^y*' oy  telling  his  readers  "that  he  is  about  to  favour  them  with 
the  hislory  of  the  greatest  folly  and  the  greatest  wisdom  of  which  man 
can  be  capable;"  and  he  very  properly  asks  whether  there  is  anything 
more  insane  thsji  the  wish  to  ohan^  the  inherent  nature  of  created 
tfaiogs  and  to  take  to  oneself,  as  it  were,  the  supreme  power  of  the 
Gxeit  Creator,  or  anything  wiser  than  the  desire  to  be  prosperous  and 
leae  health  and  riches,  to  have  the  power  to  lielp  friends  and  to  so- 
s  the  miseries  of  the  poor  ?  "  Such  are  the  men  of  whom,"  adds  Dufres- 

S;  "I  pretend  to  sp^,  and  amongst  whom  arc  to  be  found  plenty  of 
liah  but  verv  few  wise  men." 
Dnfresnoy  then  disclaims  the  idea  of  tracing  back  alchemy,  or  the 
art  of  transmutation,  to  the  time  of  Tubal' Cain,  who  is  supposed  by 
ione  authora  to  be  identical  with  the  Vulcan  of  my thologiou  history ; 
ke  will  not  accept  the  wild  and  mad-braiued  thcorv  of  the  art  being 
orioiDallj  taught  as  the jpreiitem  amoris  to  maiikind  oy  the  bad  angels; 
m  fine,  lynfresnoy  consiacrs  it  is  taking  the  history  too  far  back  to  place 
it  in  the  1656  years  that  preceded  the  Deluge,  and  remarks,  that  it  is 
mffieient  to  commence  it  long  after  that  general  inundation  of  the  uni- 
vene.  In  this  judgment  we  think  our  resuiers  will  entirely  concur ;  and, 
without  troubling  themselves  to  inquire  whether  Noah  cud  or  did  not 
possess  the  fabulous  elixir  of  life,  or  whether  one  of  his  descendants, Cham, 
was  the  first  king  of  Egypt,  formerly  called  Chemia,  from  Cham,  and  that 
from  his  name  arose  the  name  of  chemistry — without  entering  upon 
luch  learned  discussions,  the  students  of  alchemical  history  are  satis- 
fied to  beein  with  the  name  of  "  Hermes  Trismegistus,"  whose  name  is 
eelebrated  amonsst  the  ancient  Egyptians  as  the  inventor  of  the  arts 
and  sdenoes,  ana  especially  physic,  and  who  is  said  to  have  lived  in  the 
Year  of  the  world  S076.  And  here  it  may  be  mentioned  that  there  are 
two  great  Egyptians  of  the  name  of  Hermes ;  thus  Hermes  the  Elder 
n  supposed  to  be  the  same  with  Mizraim,  or  Canaan,  the  grandson  of 
Noah ;  and  Hermes  Phthoth,  or  Mercury,  sumamod  Trismegistus  the 
Younger,  is  supposed  to  liave  been  the  son  of  Mizraim ;  and  it  is  in 
this  way  that  the  hermetic  art  is  traced  to  the  descendants  of  Noah. 
It  is  richt  to  observe  (for  the  benefit  of  those  profane  persons  who 
would  laugh  outricht  if  the  foundation  of  chemistry  was  ascribed  to  a 
descendant  of  Noiui)  tliat  thb  notion  is  founded  on  the  work  of  Dio- 
dorua  Siculus,  of  Ag^um,  in  Sicily,  a  celebrated  historian  and  contem- 
porary of  Julins  Ciesar  and  Augustus,  who  wrote  his  works  about  the 
o^giiming  of  the  Christian  era,  and  awarded  the  honour  of  the  dia- 
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coyery  of  chemistry  to  the  Eg^tian  Hennes.  No  less  than  86,000 
books  are  said  to  have  been  wntten  under  the  name  of  Hermes;  bat 
this  prolific  and  astonishing  authorship,  surpassing  even  that  of  DnmaSi 
is  explained  by  Jamblichus,  who  states  that  a  custom  prevailed  of  in- 
scribu^  all  books  of  science  with  the  name  of  Hermes.  As  Moses  wm 
leamedin  all  the  learning  of  the  Egyptians,  to  him  is  also  ascribed  a 
knowledge  of  hermetic  chemistry,  or  philosophy,  affectedly  called  the 
sacred  and  divine  art.  Bishop  Wilson,  however,  in  one  of  his  '*  Ghe» 
mical  Essays,"  denies  the  scientific  skill  of  Moses,  and  says,  '*  We  have 
no  reason  to  conclude  that  Moses  either  used  the  process  of  Stahl,  or 
any  other  chemical  means,  for  effecting  the  purpose  intended ;"  and  bj 
quoting  the  verse,  Exod.  xxxii.  20,  the  worthy  oivine  at  once  brings  the 
tneorists  to  facts :  "  He  took  the  calf  which  ihey  had  made,  amd  bmnU  U 
in  the  fire,  and  ffround  it  to  powder,  and  strewed  it  upon  the  vaier,  mid 
Made  the  children  of  Israel  to  drink  of  it"  There  b  not  the  least  inti- 
mation given  of  the  gold  having  been  dissolved,  chemicallv  speaking  in 
water.  After  the  form  of  the  calf  had  been  destrojred  by  melting  in 
the  fire,  it  was  stamped  and  ground,  or,  as  the  Arabic  ana  Syriae  ret* 
sions  have  it,  filed  into  a  fine  dust,  and  thrown  into  the  river  of  whkh 
the  children  of  Israel  used  to  drink.  Part  of  the  gold  would  remain, 
notwithstanding  its  greater  specific  gravity,  suspended  for  a  time  ontiie 
surface  of  the  river,  as  may  be  easily  proved  by  placing^  some  f^old  Inf 
into  a  tumbler  of  water;  and  if  the  same  kind  of  agitation  be  imparted 
to  it  as  would  prevail  in  a  river,  the  gold  might  be  swallowed  with  the 
water  in  the  manner  described  by  the  sacred  historian.  Had  the  Is- 
raelites taken  the  gold  in  a  state  of  chemical  solution,  they  must  have 
imbibed  a  rank  poison. 

The  next  in  honour  as  an  ancient  student  of  chemistry,  is  Demooritns, 
a  celebrated  Greek  philosopher,  who  lived  about  460  B.C.,  and  is  stated 
to  have  been  the  founder  of  the  "atomic  theory."  Democritus  was 
quite  an  ancient  Humboldt,  and  his  knowledge,  like  that  of  the  latter 
philosopher,  appears  to  have  been  most  extensive,  and  embraced  not 
only  the  natural  sciences — mathematics,  mechanics,  grammar,  music, 
ana  philosophy — but  various  other  useful  arts.  Democritus,  like  Baron 
Humboldt,  travelled  into  many  distant  countries  solely  in  pursuit  of 
knowledge.  When  it  is  stated  that  Democritus  was  the  founder  of  the 
atomic  tneory,  it  is  not  to  be  supposed  that  he  knew  anything  of  the 
generalizations  of  chemistry,  discovered  only  by  analysis,  or  of  the  true 
mcsoning  of  the  term  eauivalent:  all  that  ne  disputed  about  was  the 
finite  or  infinite  divisibility  of  matters ;  and  he  was  unable  to  affirm  the 
simple  truth  that  8  is  the  equivalent  or  combining  quantity  by  weight 
of  oxygen,  that  1  is  the  equivalent  or  combining  proportion  by  weight 
of  hydroeen,  and  that  the  two  united  make  the  equivalent  of  water,  9 ; 
or,  indeed,  to  state  the  equivalents,  or  combining  proportions  by  weisht, 
of  any  or  all  of  the  sixty-three  elementary  bodies.  If  the  nature  of  an 
element  had  been  understood  from  the  time  of  Democritus,  we  should 
have  heard  little  or  nothing  of  alchemy,  for  common-sense  would  as  soon 
have  thought  of  converting  an  elephaat  into  a  black  beetle  as  to  change 
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lead  into  gold.  There  can  be  no  doubt  that  the  Egyptians,  the  Chinese, 
and  the  Hindoos  have^  from  time  immemorial,  exercised  the  arts  of 
upricoltare,  sculpture,  the  working  of  metab,  glass-making,  and  pottery. 
Their  acquaintance  with  textile  materials  and  the  art  of  dyeing  was  by 
XK)  means  insignificant,  whilst  the  stone  pictures  on  the  tombs  at  Thebes 
and  elsewhere  tell  us  of  the  conviviality  and  good  cheer  of  the  ancient 
Egyptians,  and  of  the  wine  they  made  and  the  beer  they  brewed;  but 
these  same  monuments  give  no  nint  of  a  knowledge  of  chemistry.  There 
were  three  great  periods  of  Egyptian  art — ^viz.,  the  Archaic,  the  ancient 
or  obeolete,  marked  by  the  erection  of  the  pyramids ;  the  Theban,  or 
most  renowned  period ;  and  the  Ptolemaic,  or  third  period,  when  Egyp. 
tian  art  dedinea;  and  it  may  be  supposed  that  it  was  at  this  periodthe 
^sacred  art,"  or  the  attempt  by  the  Egyptian  priests  to  chance  the  base 
into  the  precious  metals,  commenced,  and  which  it  was  death  to  reveal 
to  the  nnmitiated.  The  experiments  of  the  Egyptian  priests  were  con- 
dneted  secretly  in  their  temples,  and  the  punishment  of  the  peach-tree, 
which  M.  Hcefer  conjectures  to  have  been  nothing  less  than  a  dose  of 
pmasic  add  prepared  by  distillation  from  the  crush^  stones  or  leaves  of 
some  member  of  that  family  of  plants,  was  awarded  to  those  wei^ 
fotaries  who  betrayed  the  secrets  of  the  so-called  holy  or  tacred  art. 

Humboldt,  in  hb  notes  to  "Cosmos,"  says — "  The  name  chemistry  indi- 
cates Uterally  <  Egyptian  art' — the  art  of  the  black  land ;  for  Plutarch 
(••De  Iride  et  Osir,"cap.  33)  knew  that  the  Egyptians  called  their  country 
intfuo,  from  the  black  earth.  The  inscription  on  the  Bosetta  stone  hays 
unmL  I  find  the  word  chemie,  as  appli^  to  the  decomposing  art,  first 
in  the  decrees  of  Diocletian  against  the  old  writings  ot  the  Egyptians 
which  treat  of  the  '  chemie'  of  gold  and  silver  {ntpi  xffuos  apyvpov  koi 
Xpfocv)"  The  gap  in  alchemical  history  are  very  wide,  and  we  are 
oolif|ed  to  leap  to  tne  second  century  of  the  Christian  era,  when  Dio- 
Mondes,  of  Anazarba  in  Cilicia,  a  Greek  physician,  appears  upon  the 
scene  as  a  practical  philosopher,  and  the  inventor  of  the  technical  art 
of  distillation.  About  the  saipe  period  Alexander  of  Aphrodisias  de- 
flcribed  the  distillation  of  sea  water,  and  also  indicated  the  distillation 
of  wine.  The  art  of  distillation  would  make  men  acquainted  wiUi 
liquids  having  stronger  power  of  effecting  solution  than  water,  and 
bcnice  the  learned  Humboldt  remarks,  "that  chemistry  first  begins  when 
men  have  learnt  to  employ  mineral  acids  as  powerfiil  solvents. 

The  work  on  "  Materia  Medica"  written  by  Dioscorides  is  still  extant, 
and  was  for  many  years  received  as  a  standard  production.  Suidas,  a 
Greek  lexicographer,  who  is  thought  to  have  lived  in  the  tenth  century, 
states  that  Diocletian  ordered  all  the  books  on  diemistry  to  be  burned, 
lest  the  Egyptians,  learning  from  them  the  art  of  preparing  cold  and 
•Qver,  shoula  thence  devise  resources  to  oppose  the  Ilomans.  The  edict 
of  Diodetian  occurred  in  the  third  centuiy,  but  did  not  stop  the  pro- 
gress of  the  fascinating  art  of  alchemy.  Suidas  also  defines  chemistry 
&  be  the  art  of  making  gold  and  silver,  and  boldly  explains  the  my- 
thical story  of  the  Argonauts  and  the  Qolden  Fleece  as  an  expedition 
TOMJcaiaken  to  obtain  a  book  teaching  the  profitable  art  of  gold«makiiig. 
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which  was  supposed  to  have  been  written  by  Hennes^  the  Egyptini 
king  abready  alladed  to. 

One  cannot  help  regretting  that  the  epochs  of  chemical  disooraiea 
are  so  widely  sepiurated;  am  now  we  come  per  force  to  the  period  of 
the  Arabians  and  the  labours  of  Geber,  or  rather  Abon  Monaaih 
Djafar,  al  Sofi,  who  flourished  about  the  end  of  the  ei^^tb  centmy^ 
and  is  stated  to  have  made  the  important  discoveries  of  nitric  and  ail* 
phuric  acids,  aqua  regia,  alcohol,  and  the  preparations  of  mercoiy  and 
other  metallic  salts.  The  preparation  of  nitric  acid  and  aqua  regia  by 
Prince  Geber  is  more  than  600  years  anterior  to  Albertns  l^^ns  and 
Bajinond  Lull^,  and  almost  700  years  anterior  to  the  expert  monk^ 
fiasilius  Yalentmus.  "  Nevertheless/'  adds  Humboldt,  **  the  disoovevy 
of  these  decomposing  [dissolving]  acids,  which  constitute  an  epodi  in 
diemical  knowledge,  was  long  ascribed  to  the  three  last  named 
Europeans.'' 

Wiiilst  speaking  of  the  refinement  and  learning  of  the  Arabians  at 
the  period  Prince  Geber  lived,  it  must  be  remembered  that  about  150> 
years  before  his  time,  Amrou,  the  lieutenant  of  the  Galiph  Omar, 
▲J).  651,  had  set  fire  to  the  immense  library  of  Alexandria  (which  had 
already  suffered  severely  by  fire  when  Julius  Csesar  was  besiq^  in 
Alexandria),  and  totally  destroved  it ;  to  the  great  grief,  no  doubt,  of  all 
learned  persons  at  that  period,  but  espedaily  of  the  philosophers  who 
succeeded  Geber.  They  never  ceased  to  affum  that  most  probably  the- 
secret  of  transmutation  could  have  been  procured  from  the  ancient 
books  on  hermetic  philosophy  in  the  Alexandrian  library ;  and  having 
declared  the  art  of  transmutation  alreadv  discovered,  their  efforts  were 
to  be  regarded  as  attempts  to  revive  the  lost  precious  secret. 

If  Greoer  lived  about  the  end  of  the  eighth  century,  he  must  have 
flourished  in  the  reien  of  that  most  celebrated  of  Arabian  potentates^ 
the  Caliph  Haroun  ai  Raschid,  whose  name  will  live  for  ever  in  the  de- 
lightful fictions  of  the  "Arabian  Nights'  Entertainments."  The  latter 
monarch  had  removed  the  seat  of  royalty  from  Damascus  to  Bagdad;, 
"and  that  city,"  says  Dr.  Crichton,  in  his  "History  of  Arabia,"  "then 
became  the  resort  of  poets,  philosophers,  and  mathematicians  from  every 
country  and  of  every  creed.  Ambassadors  and  agents  in  Aimenii^ 
^pria,  and  Egypt  were  ordered  to  collect  the  most  important  bodkis 
that  could  be  discovered.  Hundreds  of  camels  mifi;ht  be  seen  entering 
Bagdad,  loaded  with  volumes  of  Greek,  Hebrew,  ana  Persian  literature  ; 
ana  such  of  them  as  were  thought  to  be  adapted  to  the  purposes  of  in- 
struotion  were,  by  the  roval  command,  translated  by  the  most  skilful  in* 
terpreters  into  tne  Araoic  language,  that  all  classes  might  read  and 
understand  them.  Thus  it  happened  that  the  great  works  of  Aristotle 
were  only  known  and  translated  from  the  Arabic  in  later  periods. 

Dioscorides,  aj>.  200,  describes  the  distillation  of  mercury  from  cin- 
nabar by  means  of  an  embie,  or  rather  ambix,  a  Greek  word  signifving  a 
kind  of  cup,  or  cover  of  a  pot,  from  which,  by  adding  the  Araoio  al^ 
signifying  tie,  we  have  Alembic,  or  rather  Al-ambic ;  whilst  the  wocd 
Aloiemy,  which  appears  to  have  been  specially  adopted  about  the  time- 
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of  Geber,  is  likewise  derired  from  the  Arabic,  and  means— «r/,  thc^  and 
inut,  dark  or  secret;  indeed,  the  reader  will  have  little  difficiilty  in  re- 
oocnusing  terms  of  Arabic  derivation  in  the  words,  Al-kali — al,  the,  and 
Mtty  a  marine  plant,  now  called  glasswort,  or  marsh  samphire;  also  in 
Algebra,  Alcoran,  Alcove,  ALoaanack,  Alcahest,  or  universal  solvent,  and 
sum  J  others. 

It  is  difficolt  to  saj  what  kind  of  vessels  were  employed  by  the 
Egyptians  or  their  successors  in  hermetic  philosophy ;  ana  it  is  not  until 
we  come  to  the  period  of  Geber  that  we  are  enlightened  as  to  the  forms 
and  pecoliarities  of  chemical  glasses,  and  the  construction  of  furnaces. 
These  were  aludels,  or  adopters ;  curcubites,  or  retorts ;  alembics,  or 
Ivmbeckes ;  matrasses,  or  bolt-heads ;  pellicans,  or  digesters.  Some  of 
tne  cbemi(»l  vessels  invented  by  Geber  are  still  employed  in  certain 
metallui^^ical  operations,  and  retain  their  original  names ;  thus  in  Alma- 
den,  a  fiumous  mining  dutrict  in  Spain,  in  New  Castille,  where  of  course 
many  traces  of  the  Moors,  the  descendants  of  the  ancient  Arabians, 
would  remain,  they  still  employ  the  "  aludel "  fomace  for  the  distillation^ 
of  mercttiy  fh)m  the  ore. 


Tig.  7a.  Mode  of  amnsing  th«  Aladeli  or  Adopters,  at  Almaden,  for  the  condenMtiOQ  oT 
the  mercmul  Taponr.   At  a  a  ▲  the  joints  are  closed  with  a  clay  lute. 

These  adopters,  in  twelve  lon^  rows  of  twenty-five  each,  are  connected 
with  a  large  circidar  chamber,  in  which  the  ore  of  mercury  is  placed^ 
and  after  the  heat  has  been  applied  for  about  twelve  hours,  the  mercuiy 
is  driven  off,  and  by  means  of  the  aludels  and  other  parts  of  the  con- 
doising  arrangement,  the  mercury  is  obtained  in  the  liquid  state.  It  is 
aaid  tbat  the  Almaden  quicksilver  mines  have  produced  more  than  ten 
millionpounds  in  one  year. 

Sir  H.  Davy  very  properly  remarks  that  the  ''  apparatus  essential  to 
the  modem  chemical  philosopher  is  much  less  bulky  and  expensive  than 
that  used  by  the  ancients Ail  the  implements  absolutely  neces- 
sary may  be  carried  in  a  small  trunk ;  and  some  of  the  best  and  most 
raned  researches  of  modem  chemists  (such  as  those  of  Dr.  WoUaston) 
have  been  made  by  means  of  an  apparatus  which  might  with  ease  be 
contained  in  a  small  travelling-cama^,  and  i^e  expense  of  which  is 

only  a  few  pounds It  was  said  by  an  author  belonging  to  the 

last  century  of  alchemy,  that  its  beginning  was  deceit,  its  progress  ladottr, 
and  it*  end  beqgary.  It  may  be  said  of  modem  chemistrj,  that  its 
beginning  is  pleasure,  its  progress  knowledge,  and  its  objects  tmth 
and  utihty."  There  are  no  doubt  great  intellectual  qualities  necessary 
for  discovery  or  for  the  advancement  of  science. 

In  Zweibnioken  (two  bridges),  in  Bavaria,  huge  quantities  of  mer- 
duy  are  distilled  from  the  ore,  which  is  placed  in  a  number  of  earthen 
curcubites,  or  ancient  retorts.  These  are  all  arranged  in  one  gallery,  where 
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the  heat  is  applied,  and  their  mouths  fitted  mto  receiYen  eontaimiig  a 
certain  portion  of  water. 


Fig.  74.  A,  A.  CorcabiteB  containing  Hercorial  Ore.   B,  B.  The  Beoaifin 
half  ftill  of  Water. 

That  the  alchemists  used  their  curiously-twisted  and  distorted  chemical 
vessels  to  some  purpose  is  shown,  not  only  in  the  chemical  results  of 
their  lahours,  but  likewise  in  the  remarkaole  speculations  thej  made 
with  respect  to  future  wonders  in  science  ana  the  mechanical  arts. 
These  anticipations  became  almost  prophetic  when  clothed  in  the  noble 
and  enthusiastic  language  of  such  a  man  as  the  good  old  learned  Friar 
Bacon,  truly  one  of  the  "good  old  monks,"  and  depositaries  of  that 
scanty  amount  of  learning  saved  from  utter  oblivion  in  some  of  the 
monasteries  and  religious  nouses  of  Europe.    Thus  Bacon  says  :— 

"Bridges  unsupported  by  arches  can  be  made  to  span  the  foaming 
current ;  man  shall  descend  to  the  bottom  of  the  ocean,  safely  breathings 
and  treading  with  firm  step  on  the  golden  sands  never  brightened  bj 
the  Ikht  of  day.  Call  but  the  secret  powers  of  Sol  [beat J  and  Ltina 
[cold]  into  action,  and  behold  a  single  steersman  sitting  at  the  helm, 
guiding  the  vessel  which  divides  the  waves  with  greater  rapidity  than  il 
she  had  been  filled  with  a  crew  of  mariners  toiling  at  the  oars.  And  the 
loaded  chariot,  no  lon^r  encumbered  with  the  panting  steeds,  darts  on 
its  course  with  relenuess  force  and  rapidity.  Let  the  pure  and  simple 
elements  do  their  labours ;  bind  the  eternal  elements  and  yoke  them  to 
the  same  plough." 

Here  we  have  suggested,  in  the  middle  of  the  thirteenth  centuxj, 
susnension-bridges,  diving-bells,  and  submarine  apparatus  such  as  a 
modem  Heinke  would  have  improved  upon.  Coal  fires  and  steam  con- 
densed by  cold  are  suggested  for  propelling  ships,  whilst  steam-carnages 
and  locomotives  relieve  the  pantmg  steeos.  Let  the  pure  and  simple 
elements — ^meaning  earth,  represented  by  fuel,  air  to  feed  the  fdmaoe^ 
fire  to  boil  the  water,  and  water  to  generate  the  steam— -do   their 
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labonn.  How  far  Friar  Bacon's  recommendations  have  been  at- 
tended to  we  perceive  in  the  colossal  Britannia  tubular  bridge  and  the 
mammoth  Yicooria  bridge,  which  his  Eoyal  Highness  the  rrince  of 
Wales  has  so  lately  opened  with  such  eclat  in  Canada,  and  in  the  com- 
plete success  of  diving  apparatus ;  likewise  in  the  almost  countless  miles 
of  road  onlj  used  by  steam  horses — all  honour  to  Friar  Bacon ! 

The  next  cut,  taken  from  a  chemical  book  printed  in  1662  (two  years 
after  the  restoration  of  King  Charles  U.),  with  its  quaint  drawine  and 
spelling,  affords  a  good  idea  of  the  shape  of  the  fflass  vessels  employed 
for  chemical  experiments ;  and  they  are,  no  douot,  nearly  all  copies  of 
those  originally  proposed  by  (kber. 


Pig.  78w  1«  A  PeUIetn.  or  dronktliiff  veMel.  2.  Another  tmmI  of  dreolation^  S.  An 
iBfenaU  giMs.  4  A  Uatnoe,  or  boalt  head,  with  a  flat  bottom.  S,  6.  A  Troir,  or  doable 
PdUeaii.  8.  A  Matraee,  or  boalt  head.  7.  An  Alimblek  made  of  one  peeoe,  or  a  head  and 
bodj  Jojned  at  the  first  making.  8.  The  Phyloeopher*!  en.  9.  A  doable  en,  or  one 
wUhin  another.  10.  A  little  Matraoe.  IL  A  aeparating  glin.  IS.  A  blind  head,  or  a 
iMMl  without  a  beak.  13.  A  receivoar.  14  A  glasa  ftinnell.  16.  A  Comue,  or  aretort. 
It.  A  Coreabit,  or  a  bodj  fbr  aa  aUmbick.    17.  A  ring,  or  round  roale  of  itraw,  to  hoold 


Tlie  heat-giving  agents  employed  bv  the  alchemists  were  both  natural 
•0  well  as  artificial;  thus,  the  rays  of  the  sun  were  not  forgotten,  but 
were  made  use  of,  and  reflected  by  a  mirror  on  to  the  alembic,  from  which 
the  diftiOed  liquid  passed.    (Fig.  76.) 
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Fig.  70.  Bon'f  Bayi  reflected  on  to  an  Alembio  b j  a  oeneaYe  JOiror. 


Or  else  the  cnrcabites,  or  yessels  with  long  necks,  nsed  sometimes  for 
retorts,  were  placed  directly  in  the  son's  rays,  and  the  operator  was  re- 
commended to  use  this  kmd  of  heat  only  in  the  months  of  July  md 
Angost. 


Fig.  77«  Alchemlft  pladnff  Corcabites  in  the  8nn.   The  Aeiiitant  is  oooapied  gtindiiig 
and  mizing  the  Lnte  to  doitDii  the  Cnrenbitei. 
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One  of  the  great  achieyements  of  Geber  was  the  oonstraotion  of  his 
large  fiumaoe,  or  Tower  of  Athanor,  which  was  provided  with  a  some- 
what lofty  receptacle,  called  the  Turret,  for  the  fuel,  and  as  the  lower 
portioii  burnt  away,  the  oombostible  matter  continued  to  descend,  so 
that  it  was  like  a  modem  furnace  fitted  with  a  hopper,  and  as  long  as 
the  upper  part,  D,  was  kept  full  of  coal  or  charcoal,  it  never  went  out, 
and  was  hence  called  the  Athanor,  or  undying  one. 

It  is  to  be  noted  in  theee  Flgnree  and  the  following  There  «re  eome  Geometrical,  lome 
Optical  made  with  a  weake  abade,  the  better  to  disceme  the  internal  parts,  which  are  onely 
jeimaeutod  with  ponctoated  lines. 

^.  ^J  ^^■-'■ 

I      ;xul'ne  *  ^*^  Msri* 


[Fig.  78.  The  Tower  of  Athanor.] 


1.  the  aahe  hole. 

S.  the  flMos  or  fire  roome. 

X  the  plaee  where  the  ashes 

or  Bead  for  the  Bath  are 

niaeed. 
C  afcteMst. 
SwAglasiediah. 
«,theBeclsteroffirB. 
7.  the  enbanee  of  the  ih«  or 

heat  from  the  Tower  of 


or  V«iael 
oontalniBg  the  Sand  or 


a.  the  ashe  hole. 

6.  the    focus    or    fire 

roome. 
e.  the    passages   made 

for  oomonication  of 

the  fire. 
d.  the  empty  place  of 

the  Tower. 
s.  the  solid  piurtofthe 

Tower. 
/.  the    corer   of    the 

Tower. 
g,  two  sererall  circles 

wherein  the  corer 

isinlajd. 


L  the  ashe  hole. 
2.  the  focQS. 

5.  the  kettle  where  the  water 

of  the  Balneum  is  put  in. 
4.  a  round  (of  wood,  haj,  or 
some  other  soft  matter)  to 
keeperp  the  Limbeck  body. 

6.  the  euroubite  with  ito  Lim- 

beck head. 

6.  the  Registers  of  fire. 

7.  the  stoole  or  table  to  keept 

npthe  Becipiem. 

8.  the  Becipiem. 
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This  anangcment  is  highly  commended  hj  Le  Febuie,  166S»  for  tl» 
foUowiiif  reasons :  "  Because  Uus  furnace  is  not  only  1^^  most  usefiil 
of  all  others  to  perform  at  the  same  time  several  operations,  but  aba 
because  it  saves  coals,  easeth  the  care  and  assiduity  of  the  artist,  and 
yields  a  heat  easily  to  be  regulated.  The  Athanor  is  consisting  of  four 
parts.  The  first  is  the  turret  contuning  the  coals;  the  seocuid,  or 
Babeum  Maris  [water  batli];  the  third,  an  ash;  the  fonrth,  a  sand 
furnace." 

The  alchemists  do  not  appear  to  have  confined  themselves  only  to  the 
nse  of  the  sun's  rays  or  the  furnace,  but  employed  the  heat  arising  (torn 


YmmI  to  wpante 
thedistiUedQjles. 


Foraace  md  Venali 
fortheDlstUlitionar 
WAtcrt,  SpLriU,  and  Qjle^ 


[Fig.  79.  Alchemical  Distillation.] 


a.  the  fire. 

i.  the  fflasie  body  fcr  dlBtillation  (Tetica). 

e.  the  Moores  head. 

d,  the  iron  bar  which  keepes  vp  the  glawe 

body. 
/.  the  Regieten  of  the  fire. 
g.  the  pipe  or  nose  of  the  Hoores  head. 


/.  a  tub  to  receive  the  water  let  oat.  ^^  ■* 
m.  the  barrell  or  caske  containing  the  water 

to  coole  and  condense  the  spirits. 
n.  the  orop  or  support  of  the  band  or 

cask. 
1.  a  stoole  or  small  table  to  keepe  oat  tb* 

recipiem. 


1  the    pipe    (sometimes  worme)    passing  1 2.  recipiem  with  the  water  to  be  sepwaM 
through  the  bareU  flill  of  water.  ;  3.  Cotton  diawiug  the  oyle  and  awiming 

i.  Recipiem.  aboue  the  water. 

Jb,  the  cock  to  draw  out  the  water  when  it '  4.  Oyle  swiming  abdve  the  water. 

most  be  changed,  1 5.  a  small  glasse  Tiall  to  receive  the  Qyle. 
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dung  in  a  state  of  putrefaction  or  fermentation,  and  likewise  lamp  or 
eandJe  heat.  It  is  impossible  to  assert  that  Geber  ev^r  worked  with 
any  other  heat  than  that  of  his  Athanor,  although  to  such  a  close 
obeenrer  of  "common  things"  the  constant  burmng  lamp  might  have 
funested  its  own  application. 

Dr.  Johnson,  the  great  lexicompher,  asserts  that  the  orinn  of  the 
word  gibberUhy  signi^ring  that  whicn  is  very  outlandish  and  (ufficult  to 
understand,  arises  m>m  the  name  of  Gtebner,  because  his  works  were 
written  in  such  a  yery  unintelligible  stvle ;  but  the  great  difficulty  is 
to  aflkm  what  Geber  really  did  write,  because  his  name  is  made  use 
of  as  the  author  of  a  great  number  of  trumpery,  nonsensical  books  on 
alchemy,  with  which  he  had  really  nothing  wnatever  to  do;  in  fact,  the 
dishonest  alchemists  of  later  times  merely  adopted  bis  name  to  seU  their 
trash,  which  they  neither  understood  or  believed  in  themselves.  Wit- 
ness Salmon's  '*  Geber,"  from  which  we  will  quote  a  few  lines,  uid  then 
compare  them  with  some  of  the  genuine  writings  of  Prince  Geber, 
which  have  been  carefully  collected  b^  Hoefer.*  SsJmon  makes  him  say, 
with  a  vast  deal  of  other  trash,  referring  to  the  Philosopher's  Stone, 
**  £[enoe  we  define  Our  Stone  to  be  a  generalizing  or  Fruitful  Spirit  and 
Living  Waier,  which  we  name  the  Dry  Water,  by  Natural  proportion 
deansed  and  United  with  such  Union,  that  its  principles  can  never  be 
aeparated  one  from  another ;  to  which  two  must  be  added,  a  third  for 
ahortening  the  work,  and  that  is  one  of  the  perfect  Bodies  attenuated 
or  subtilized." 

Hie  reader  can  well  imagine  unhappy  believers  in  transmutation 
widii^  tlurough  such  muddy  mstructions,  and  after  spending  their  time 
and  BMmej,  having  literallv  nothing  for  their  trouble.  No  doubt  poor 
CUwr^s  name  has  often  been  sadly  reviled  by  unsuccessful  searcners 
iftcr  the  stone ;  whereas,  if  they  could  have  obtained  his  genuine  works, 
tiMj  would  have  discovered  that  he  denies  the  possibility  of  transmuta- 
lioB,  and  gives  advice  that  might  be  printed  ana  hung  up  in  every  labo- 
nkocy.  "The  chemist,"  says  Geber,  "must  be  sound  in  mind  and 
in  body;  he  who  suffers  himself  to  be  led  away  by  his  imagination,  his 
nmU;  or  his  vices,  is  as  incapable  of  success  as  if  he  were  blind  or 
MntJMited.  The  greatest  patience  and  sagacity  are  required.  When  a 
difficult  experiment  has  been  commenced,  whicn  docs  not  at  first  suc- 
eeedy  we  must  take  courage  to  persevere,  and  follow  it  to  the  end,  never 
stopping  half  way ;  for  an  imperfect  and  unfinished  work,  far  from  being 
useful,  IS  hurtful  to  the  progress  of  science."  With  respect  to  trans- 
mutation, he  says,  "  It  is  as  impossible  to  transmute  the  metab  as  it  is 
to  diange  an  ox  into  a  goat ;  for,  if  nature  employs  a  thousand  years  to 
form  the  metals,  how  shall  we  pretend  to  do  so  whose  lives  are  so  brief? 
It  is  true  that  the  heat  we  employ  may  produce  sometimes,  in  a  short 
period,  that  for  which  nature  requires  years,  but  how  slight  is  the 
advantage  in  this  respect !" 

Geber  was  well  acquainted  with,  and  described,  the  properties  of  gold, 

•  •'Hiatoif«d0UChlmie,*'pttF.H(BflBr. 
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silver,  mercory,  copper,  tin,  iron,  lead,  and  arsemo.  He  was  aba  ac- 
quainted with  the  processes  of  sublimation,  distilktimi,  fnlfinatina. 
solution,  crystallization,  and  he  fuUy  explains  the  art  of  assaying  gou 
and  silver  by  the  cupel ;  also  the  preparation  of  nitrate  of  ailver,  cono* 
flive  sublimate,  red  oxide  of  mercury,  liver  and  milk  of  sulphnr,  the  minenl 
adds,  caustic  potash,  magnesia,  sal-ammoniac,  and  phosphate  of  aoda^ 
Geber,  like  those  who  had  preceded  him,  believed  that  tne  metals  wees 
of  a  compound  nature,  and  consisted  of  mercury  and  sulphur,  with  coca* 
sionally  a  third  element,  arsenic,  from  whose  varying  proportions  and 
modes  of  combination  the  difference  among  them  resulted. 

Giber's  mercury,  sulphur,  and  arsenic  were  not  the  real  anbstaneei^ 
having  the  ordinary  characteristics  of  these  metals,  but  were  certam 
imaginary  and  theoretical  principles  supposed  to  exist,  real  eLementa  of 
matter,  and  from  which  all  the  metab  were  supposed  to  originate. 
Oeber's  successors  lost  the  meaning  of  the  great  chemist's  eLementa^ 
and  thus  degenerated  into  the  fanciful  notion  of  metals  growing  from 
seeds,  just  as  if  they  were  endowed  with  the  living  organism  of  pumta. 

It  is  from  the  Arabians  we  have  the  abbreviations  of  words  by  signa^ 
which  save  their  constant  repetition,  as  in  the  well  known  si^pis  of  phis 
and  minus ;  and  no  doubt  from  the  same  refined  people  originated  tho 
alchemical  signs  for  the  metals  and  other  chemical  substances.  Thest 
signs  are  now  only  seen  upon  the  show  bottles  of  chemists'  shops,  and 
some  of  them  probably  will  be  recognised  in  the  next  cut. 
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Frmce  Geber  appears  to  have  been  succeeded  by  several  learned 
Arabians,  amongst  whom  jMurticalar  notice  is  made  of  Alfarabi,  who  was 
murdered  by  some  thieves  in  the  deserts  of  Syria,  a.d.  954,  and  also  of 
Avicenna,  whose  real  name  was  Ebn  Cinna.  This  alchemist  was  bom 
at  Bokhara,  a.d.  980,  and,  in  consequence  of  the  great  reputation  he  en- 
joyed as  a  physician  and  alchemist,  was  made  Grand  Vizier  by  the 
Sultan  Magaal  Dowleth.  This  elevation  is  stated  to  have  led  to  his 
moral  degradation  and  downfall,  as  he  was  dismissed  from  his  office  in 
dismoe  and  died  prematurely,  worn  out  by  debauchery,  a.d.  1036. 

After  the  lapse  of  about  150  years  from  the  period  of  the  last-named 
alchemist,  and  400  years  from  the  time  of  Geber — ^viz.,  in  the  year  1193 
—the  celebrated  Afbertus  Magnus  was  bom,  who,  with  his  pupil  Thomas 
Ac|uinas,  made  great  exertions  to  obtain  the  philosophers  stone  and 
elixir  vitse.  It  was  this  clever  man  who  constructed  the  ''  Brazen  Head  " 
which  had  the  power  of  talking,  and  on  one  occasion  it  chattered  so 
fast  that  Thomas  Aquinas  took  up  a  hammer  and  broke  it  to  pieces. 
The  Brazen  Head  must  have  been  some  acoustic  contrivance  by  whidi 
the  voice  was  rendered  audible,  most  probably  through  the  medium  of 
an  ordinary  speaking-pipe.  It  is  Albertus  Magnus  who  was  said  to 
have  the  power  of  chanmng  the  course  of  the  seasons,  and  the  story  is 
thus  related  by  Charles  Mackay  *  from  Leuglet's  "  Histoire  de  la  Phi- 
losophie  Hermetique."  Albertus  was  desirous  of  obtaining  a  piece  of 
ground,  on  which  to  build  a  monastery,  in  the  neighbourhood  of  Cologne. 
The  ground  belonged  to  William,  Count  of  Holland,  and  King  of  the 
Bomana,  who,  for  some  reason  or  other,  did  not  wish  to  part  with  it. 
Aibactus  18  reported  to  have  gained  it  by  the  following  extraordinary 
mdliod : — ^He  invited  the  Prince,  as  he  was  passing  through  Cologne, 
to  A  mag^nifioent  entertainment  prepared  for  him  and  all  his  court.  The 
'Tamb  aooepted  it,  and  repaired  with  a  lordlv  retinue  to  the  residence 
<d  tike  nge.  It  was  in  the  midst  of  winter ;  the  Bhine  was  frozen  over, 
\  Ike  edd  was  so  bitter  that  the  knights  could  not  sit  on  horseback 
V  naming  the  risk  of  losing  their  toes  by  the  frost.  Great,  thero- 
w$B  ihajt  surprise,  on  arriving  at  Albert's  house,  to  find  that  the 
i  vaa  spread  in  his  garden,  in  which  the  snow  had  drifted  to  the 
„  of  several  feet.  The  Count  in  hi^h  dudgeon  remounted  his 
1;  bat  Albert  at  last  prevailed  upon  him  to  take  his  seat  at  the 
I.  Hie  had  no  sooner  done  so,  than  the  dark  clouds  rolled  awav 
i  tike  sbf,  a  warm  sun  shone  forth,  the  cold  north  wind  veered  sua- 
^anlf  ronac^  and  blew  a  mild  breeze  from  the  south ;  the  snows  melted 
MHmffi  iht  let  was  unbound  upon  the  streams,  and  the  trees  put  forth 
Anr  green  Inves  and  their  fruit ;  flowers  sprang  up  beneath  their  feet, 
iMe  arks,  nij^tingales,  blackbirds,  cuckoos,  thrusnes,  and  every  sweet 
iBfbMrd  sang  hymns  from  eveiv  tree.  The  Earl  and  his  attendants 
wondered  mSuj ;  but  they  ate  tneir  dinner,  and  in  recompence  for  it 
Albert  got  nis  niece  of  ground  to  build  a  convent  on.  He  had  not,  however, 
shown  them  aU  his  power.    Immediately  that  the  repast  was  over,  he 

•  "Xtmoin  of  ExtraordiiUKy  Fopnkr  DdoilonC  p»  16L 
K 


130  ALCHE3IT. 

gave  the  word,  and  dark  cloads  obscured  the  sun ;  the  snow  fell  in  laige 
flakes ;  the  sinking  birds  fell  dead ;  the  leaves  dropped  from  the  tieea^ 
and  the  winds  Blew  so  cold  and  howled  so  mournfully,  that  the  guests 
wrapped  themselves  up  in  their  thick  cloaks,  and  retreated  into  tiie 
house  to  warm  themselves  at  the  blazing  fire  in  Albert's  kitchen.  Tbt 
sober  reader  would  at  first  class  this  story  with  all  other  tales  of  won- 
derful necromancers  and  sorcerers,  until  he  remembers  that  a  tropical 
warmth  and  an  abundance  of  growing  plants,  flowers,  birds,  is  to  be 
seen  during  the  severest  winters  at  the  Crystal  Palace  and  other  places; 
and  tliat  most  probably  Albertus  Magnus  constructed  the  first  winter 
garden,  where  ne  maintained  an  aOTeeable  warmth,  and  charmed  and 
astonished  Wilhelm  of  Holland  on  tiie  6th  of  January,  1249,  with  this 
delightful  novelty.  As  the  company  retired  from  the  winter  garden  to 
finish  the  evening  in  Albert's  kitchen,  a  great  contrast  would  be  apparent 
in  the  falling  snow  and  the  usual  severities  of  winter;  and  if  any  of  the 
.  birds  had  accidentally  escaped  from  their  glass-house  at  that  moment^ 
no  doubt  the  intense  cold  might  have  caused  their  death,  whilst  pro- 
bably, to  show  the  King  of  the  Komans  that  it  was  artificial  heat  wnich 
alone  produced  the  results  he  had  witnessed,  some  of  the  plants  might 
.have  been  placed  outside,  where  their  leaves  would  soon  cun  and  betray 
the  usual  effects  of  Jack  Frost.  The  first  winter  garden  or  hothouse, 
in  the  garden  of  the  Dominican  convent  at  Cologne,  suggested  this  fable 
of  Albertus  Magnus.  It  would  be  an  endless  t^k  to  rekte  the  histories 
of  all  the  alchemists  who  lived  in  the  period  between  the  twelfth  and 
seventeenth  centuries ;  and  therefore  wc  shall  only  speak  of  the  doings 
of  the  greatest  celebrities,  and  content  ourselves  oy  merely  naming  the 
others. 

Artcphius,  Alain  de  Lisle,  Arnold  de  Villeneuve,  Pictro  d'Apone, 
Pope  John  XXII.,  Jean  de  Meung,  Isaac  and  John  of  Holland,  bekmg 
to  the  thirteenth  and  fourteenth  centuries ;  likewise  Raymond  Lolly 
and  Roger  Bacon,  both  of  whom  deserve  notice  here :  tne  former  be- 
cause he  appears  to  have  been  the  first  scientific  Master  of  the  Mint, 
being  invited  to  England  by  King  Edward,  who  assigned  him  apartments 
in  the  Tower  of  London,  where  he  refined  much  gold  and  superintended 
the  coinage  of  the  "  Nobles  of  the  Rose ; "  and  it  is  affirmed^  made 
gold  out  of  iron,  quicksilver,  lead,  and  pewter,  to  the  amount. of  six 
millions.  These  statements,  however,  are  denied  by  the  writer  in  the 
"  Biographic  XJniversellc,"  who  states  that  Raymond  LullynererTiaited 
En^and,  but  his  name  has  been  mistaken  for  another  RayHKmfll»  a  Jew 
of  Tarragona.  Raymond  Lully  is  worthy  of  praise,  because  he  adopted 
Prince  Geber  for  his  model,  and,  instead  of  pursuing  the  pretended  arts 
of  astrology  and  necromancy,  he  studied  most  diligently  tiie  nature  and 
properties  of  the  metals.  If  this  was  the  case,  and  he  became  intimately 
acquainted  with  the  modes  of  refining  gold  and  silver,  no  doubt  Lully 
might  have  been  of  great  service  to  King  Edward,  who  is  said  to  have 
detained  him  prisoner  in  the  Tower,  from  which  he  ultimately  escaped. 
Both  Raymond  Lully  and  Roger  Bacon  were  contemporaries  of  Al- 
bertus Magnu8»  and  au  three  were  extraordinary  men  of  the  age  th^ 
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lived  in.  If  the  palm  of  superiority  may  be  awarded  to  either,  it  would 
.seem  to  belong  to  the  famous  Boger  Bacon,  or  Bachon,  as  it  is  spelt  in 
William  Salmon's  translations  of  the  "  Radix  Mundi,"  and  "  Speculum 
JUchimiee,"  alleged  to  have  been  written  by  the  learned  friar.  He  was 
bom  at  Bchester,  in  Somerset,  in  the  year  1214,  and,  after  studying  at 
Olford  and  Paris,  Roger  Bacon  became  a  monk  of  the  Francbcan  order; 
and,  had  he  contented  himself  with  the  performance  of  his  chemical  ex- 
periments and  ordinary  duties,  no  one  would  have  interfered  with  the 
philosopher ;  but,  taking  upon  himself  to  attack  many  of  the  dogmas  of 
the  Church,  and  to  reform  the  abuses  which  had  crept  into  the  order  of 
St.  Francis,  his  brethren  seem  to  have  taken  umbrage  at  these  attacks 
and  charges,  and,  seeking  an  opportunity  to  revenge  themselves  upon  the 
reformer,  he  was  very  soon  accused  of  witchcraft  and  sorcery,  cast  into 
prison,  and  nearly  starved  to  death.  He  is  said  to  have  discovered  many 
optical  contrivances,  such  as  the  telescope,  the  use  of  concave  and  con- 
Tex  lenses,  the  magic  lantern,  and  other  efiTects  of  glass  lenses ;  and. 
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above  all,  he  is  named  as  the  disooTerer  of  ffunpowder,  a  material  wliMi 
has  wrought  more  wonderfid  changes  in  the  great  funflj  of  man  thaa 
the  most  potent  elixir  that  could  have  been  devised  to  prolong  life. 

It  seems  very  strange  that  a  man  like  Roger  Bacon,  posseaainj^  waA 
great  and  original  powers  of  mind,  shoidd  have  been  endowed  with  the 
somewhat  groyelling  notion  of  making  gold ;  he  might  certainlj  baye 
had  the  benefit  of  a  doubt  in  this  respect,  if  he  had  not  left  writlai 
statements  of  his  belief  in  the  possibility  of  transmutation.  In  one 
of  his  works  called  the  "Mirror  of  Alchemy'^  he  thus  defines  the  nt: 
*'  Wherefore,  Alchymie  U  the  Art  or  Science  teaching  how  to  maJbe  or 
generate  a  certain  kind  of  medicine  which  is  called  the  Elixir,  and  wktck^ 
being  projected  upon  metals  or  imperfect  bodies,  by  thoroughly  tinging  smd 
fixing  them,  perfects  them  in  the  highest  degree,  even  in  the  very  mommi  of 
Projection**  A^ain,  in  the  53ra  chapter,  where  he  speaks  of  the 
*'mtural  Principles  and  Generation  of  Metals  and  Minerals.**  TTT. 
*'  For,  according  to  the  Purity  or  Impurity  of  the  said  two,  to  wit,  of 
Araent  Vive,*  and  Sulphur,  pure  and  impure  metals  are  cenerated,  to 
wi^  Gold,  Silver,  Tin,  Lead,  Copper,  Iron;  concemiM^  the  raloes  of 
which— viz.,  of  their  purities  ana  impurities,  or  superfluous  oormptioft 
and  defect,  we  have  a  few  true  things  to  say." 

It  is  Geber's  old  idea  of  mercury,  sulphur,  and  arsenic  wrongly  in- 
terpreted. With  the  single  exception  of  his  belief  in  transmutaiooiL 
Boeer  Bacon  stands  out  in  all  other  respects  as  one  of  the  most  leained 
ana  original  philosophers  who  have  ever  attempted  to  study  naturals 
laws,  and  the  Rreat  historian  Hallam  awards  lum  very  high  rank,  and 
even  suggests,  m)m  the  examination  and  comparison  of  Roger  Baoo&'s 
"Opus  Major"  with  the  "Novum  Organon'^of  Francis  Lord  Baoon, 
that  the  latter  condescended  to  borrow  a  few  notions  from  the  wbfthj 
fiiar.  We  now  pass  to  the  fourteenth  and  fifteenth  centuries,  and  the  mk 
name  handed  down  by  tradition  as  that  of  a  successful  alchemist  is  that  of 
Nicholi^  Flammel,  who  was  bom  at  Pontoise  about  1350,  and  having 
no  property,  he  came  to  Paris  to  practise  as  a  scribe,  haying  received  a 
Dedr  education  and  bein^  a  good  penman  and  well  skilled  in  the  leaned 
lan|mages.  Although  it  appears  he  soon  obtained  employment  as  a 
scnoe,  the  profit  from  his  calling  was  so  very  small  that  he  oould  haidlj 
exist  upon  it,  and,  like  a  clever  man,  he  began  to  turn  his  attention  to  mora 
pvofitaole  work ;  selecting  that  which  woidd  excite  the  cupidity  and  awe 
of  the  ignorant,  he  commenced  with  alchemy,  and  astrology  or  fnione- 
teilkig.  In  these  occupations  he  appears  to  have  been  very  sacoessfoL 
and  isoon  amassed  sufficient  money  to  take  a  house  and  marry  his  beloved 
F«nenelle.  About  this  time  Nichoks  Flammel  bought  by  chance  a  very 
cnmouB  old  book  for  two  florins,  and  it  became  ostensibly  the  means  A 
laooaring  him  an  enormous  fortune,  with  which,  quoting  his  own  woids^ 
as  iranshited  from  the  I^itin  by  William  Salmon,  he  says :  "  Before  the 
time  wherein  I  wrote  this  discourse,  which  was  at  the  latter  end  of  the 
jear  of  our  I/)rd  1413  (after  the  death  of  my  faithful  companion,  wfaoae 
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Ims  I  cannot  but  lament  all  the  days  of  my  life),  she  and  I  had  already 
founded  and  endowed  with  revenues  14  Hospitals,  3  Chajppels,  and  7 
Ghnrchea  in  the  city  of  Paris,  all  which  we  nad  new  bmtt  from  the 
ground  and  enriched  with  Gh-eat  (Hfts  and  Kevenues^  with  many  Kepa« 
tationa  in  their  Church  yards." 

Hie  discourse  alluded  to  refers  to  the  remarkable  book  which  concealed, 
under  "Vails,  Types,  and  Hieroglyphic  Covertures,"  the  wonderful  art 
of  Transmutation ;  and  it  is  this  work  which  Flammel  is  supposed  to  ex- 
jjain  in  Salmon's  translation  of  his  '*  Nicholai  Flammel  Hieroglyphica" 
as  follows :  "  I,  Nicholas  Flammely  Scrivener,  living  in  Farit,  anno  1399, 
in  the  Notary  Street^  near  S.  James  of  the  Bouchery,  though  I  learned 
not  much  Latin,  be(»nse  of  the  poorness  and  meanness  of  my  Parents, 
vho,  notwithstanding,  were  (by  them  that  envie  me  most)  accounted 
honest  and  good  people  ....  After  the  decease  of  my  Parents,  I, 
NiekoUu  Flammel^  got  my  living  by  the  Art  of  writing,  engrossing  in- 
Tentories,  making^  up  accounts,  keeping  of  Books,  and  tne  like.  In  this 
course  of  living  there  fell  by  chance  into  my  hands  a  Guilded  Book  very 
dd  and  large,  which  cost  me  only  the  sum  of  two  JFVor^M  [which  was 
about  6f .  8^.  formerly,  now  10«.  English].  It  was  not  made  of  Paper 
or  Parchment^  as  other  Books  be,  but  of  admirable  Rindcs  (as  it  seemed 
to  me)  of  young  trees.  The  Cover  of  it  was  of  Brass;  it  was  well 
booncC  and  graven  all  over  with  strange  kind  of  Letters,  which  1  take 
to  be  Greek  Characters,  or  some  such  like.  This  I  know  that  I  could 
not  read  them,  nor  were  they  either  Latin  or  French  Letters  or  Words, 
c^  which  I  understand  something.  But  as  to  the  matter  which  was 
written  within,  it  was  engraven  (as  I  suppose)  with  an  Iron  Pencil  or 
Grmer  upon  the  said  Barke  Leaves ;  done  aamirably  well,  and  in  fair 

and  neat  Latin  Letters,  and  curiously  coloured Upon  the  first  of 

the  Leaves  was  written  in.  Capital  Letters  of  Gold,  Abraham  the  Jew, 
Prince,  Priest,  Levite,  Astrologer,  and  Philosopher  to  the  Nation  of  the 
Jews  dispersed  by  the  Wrath  of  God  in  France  wisheth  health. 

"After  which  words  it  was  filled  with  many  execrations  and  curses, 
with  this  word,  mabanatha  (which  was  oft  repeated),  against  any  one 
tiiat  should  look  into  it,  to  unfold  it,  except  he  were  either  Priest  or 
Seribe,"  Here  it  may  be  observed  that  Flammel  was  sorely  disconcerted 
when  he  comprehended  the  dire  misery  which  was  to  fall  upon  the  rash 
peruser  of  this  precious  volume,  until  he  recollected  that  he  was  a  scribe ; 
idien  of  course  his  scruples,  with  regard  to  the  propriety  of  reading  it, 
were  satisfied  and  his  fears  vanished.  He  then  goes  on  to  say :  "  In  the 
iMocmd  leaf  of  the  book  he  consolated  his  nation  and  gave  them  pious 
counsel  ....  to  fiee  from  idolatry,  and  to  wait  in  patience  for  the 

coming  of  the  Messiah In  the  third  leaf,  as  in  sdl  the  writing 

that  followed,  he  taught  them  in  plain  words  the  transmutation  of  metals, 
to  the  end  that  he  might  help  and  assist  his  dispersed  people  to  pay  their 
iriMes  to  the  Roman  Emperors,  and  some  other  things  not  neBoful  here 
to  be  repeated.  ....  The  fourth  and  fifth  /^^^/'thereof  was  without  any 
writing,  but  fuU  of  fair  fi^pures,  bright  and  shining,  or,  as  it  were« 
enli^tened,  and  Tcry  exquisitely  depicted. 
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"  But  of  the  Prima  Materia,  or  first  matter  or  Agent,  he  spake  not 
80  much  as  one  word ;  but  only  lie  told  them  that  in  uaejlnartk  tudJf/U 
Leaves  he  had  entirely  painted  and  decyphered  it,  and  depicted  or  figured 
}t  with  admiral  Dexterity  and  Workmanship." 

The  next  chapter  of  rlammel's  book  is  devoted  to  the  aperienoe  of 
his  sadness  ana  discontent  in  consequence  of  bein^  unable  to  decipher 
or  read  the  contents  of  the  book ;  and  after  consulting  all  the  wise  and 
learned  men  of  Paris,  he  tells  us,  "  they  understood  thereof  no  Bioie 
than  myself.  But  the  greatest  part  of  them  made  a  mock  both  of  me 
and  that  most  excellent  Secret,  except  one  whose  name  was  AMelme^  a 
practiser  of  Physick  and  a  deep  student  in  tliis  Art."  This  profound 
thinker  unfolds  the  First  Agent  to  Plammel,  by  stating  "that  this 
without  doubt  was  Argent  Vive  [quidksilver],  which  they  could  not  fix, 
i.e.,  cut  off  his  feet,  or  take  away  his  volatility,  save  by  that  long  dtget' 
iion  in  the  pure  blood  of  young  in/ants."  A  good  and  humane  process, 
which  Flammel  tells  us  afterwards  he  accounted  Wicked  and  Ftllamom, 
and  never  pursued,  although  he  lost  oue-and-twenty  years  in  a  perfect 
meander  from  the  verity  by  reason  of  the  advice  given  by  the  deep 
student  Anselme.  "  In  the  end,  having  lost  all  hope  of  ever  understand- 
ing those  Symbols  or  Figures,  I  made  a  Vow  to  God  to  demand  their 
intepretation  of  some  Jewish  Priest  belongini?  to  some  synagogue  in 
Spain,*'  Accordingly  Flammel  journeys  to  Spain,  where  he  nuikes  the 
acquaintance  of  a  physician,  one  M.  Canches,  a  Jew  by  nativity,  but  now 
a  Christian,  dwelling  at  Leon  aforesaid.  This  worthy  gentleman  was 
completely  ravished  with  the  copies  of  the  pictures  of  the  book,  whioh 
he  appeared  to  have  heard  of  ana  thought  to  be  utterly  lost,  and,  taking 
ship  together,  they  both  returned  to  France ;  where,  as  Flammel  says, 
"  he  most  truly  interprctated  unto  me  the  greatest  part  of  my  Fipires^ 
in  which,  even  to  the  points  and  pricks,  he  could  decipher  Great  Mys- 
teries which  were  admirable  to  me."  Unhappily  the  good  Canches  mes 
suddenly  at  Orleans,  where  Flammel,  always  affecting  poverty,  says,  "  I, 
hurried  him  (as  well  as  my  present  condition  would  permit  me)."  He 
then  retumea  to  Paris  to  the  grreat  ioy  of  Perrenelle ;  and  having  now 
the  "  Prima  Materia,"  and  devoting  three  years  more  to  study,  seajrch, 
and  labour,  at  lens^h  Flammel  says :  "  1  found  that  which  I  desired, 
which  I  also  knew  oy  the  scent  and  odor  thereof.  Having  this,  I  easily 
accomplished  the  Magistery.  For,  knowing  the  proportions  of  iht  prime 
agents,  and  then  litterally  foUowiu^  the  directions  in  my  book,  I  ooold 
not  then  miss  the  Work,  if  I  would." 

On  the  17th  January,  1382,  about  noon,  being  Monday,  PerreneDe  only 
being  present,  he  made  a  projection  upon  a  pound  and  a  half  of  mercury, 
which  he  turned  into  Pure  Silver,  "better  [says  Flammel]  than  that  of 
the  mine,  as  1  proved  by  assaying  of  it  myself,  and  also  causing  others 
to  assay  it  for  me  many  times."  "  Again  following  exactly  the  direc- 
tions in  my  Book  literaUy  and  word  by  word,  I  made  projection  of  the  Bed 
Stone,  on  the  like  quantitv  of  Mercury,  Perrenelle  only  being  present, 
and  in  the  same  house ;  which  was  done  in  the  same  Year  of  Our  Lord, 
viz,,  1382,  April  25,  at  five  in  the  afternoon.    This  Mercury  I  truly 
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transmuted  into  almost  as  much  Gk>ld,  much  better  mdeed  than  common' 
Gold,  more  soft  also  and  more  pliable." 

Flammel  then  raises  a  douot  about  his  wife's  capability  of  retaining 
the  secret,  only  the  more  to  praise  and  commend  her  in  the  succeedii^ 
paragraph  as  a  wise  and  discreet  woman ;  and  he  remarks :  "  Above  all 
she  was  exce^ingly  religious  and  devout ;  and,  therefore,  seeing  herself 
without  hope  of  cmldren  and  now  well  slacken  in  years,  she  made  it 
her  business,  as  I  did,  to  think  of  Grod,  and  to  give  ourselves  to  the 
work  of  Charity  tuid  Mercy ;"  and  then  Flammel  gives  that  passage 
lefening  to  the  building  of  the  hospitals,  chapels,  and  churches  already 
quoted  at  p.  132.  Nicholas  Flammel  was  celebra^  for  his  Hiero- 
^yphics  wnich  he  caused  to  be  placed  in  the  churchyard  of  the  Inno- 
cents, in  the  fourth  arch  entering  by  the  great  gate  of  Dennis  Street,  on 
the  rij^t  hand.  Alleged  copies  of  these  pictures  adorn  Salmon's  trans- 
lation of  "Flammel,"  and  wul  remind  the  reader  of  those  precious  works 


PSff.  82.  mwtntioiif  of  NicholM  Flammel'f  Hieroglyphict,  which  admit  according  to 
Uhooa,  of  theoloclaU  and  philo«n>hical  interpreUtioni.  Chapt«r  S7  in  Salmon'!  work 
rtfcn  to  the  tbeotoflcal  interinretattoD}  Chaptm  30, 31,  and  32^ 
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of  art  to  be  discovered  in  Moore's  Almanac  and  otlier  edifying  books  of 
Fate,  &c. 

There  can  be  no  doubt  that  Nicholas  Flammel  practised  alchony,  and 
died  very  rich ;  but  those  of  his  contemporaries  who  took  the  trouble 
to  look  carefully  into  the  source  of  his  wealth,  affirm  that  he  did  not 
make  his  money  literally  by  transmutation,  but  was  a  miser  and  usurer^ 
and  received,  in  the  first  place,  great  profits  from  his  Jewish  brethren 
when  he  visited  Spain,  apoarently  to  obtaiu  an  interpretation  of  the 
book,  but  really  to  collect  debts  and  settle  accounts  between  the  Jews 
living  in  France  and  Spain.  Had  it  been  known  that  Flammel  was  a 
collector  of  monev,  he  might  probably  never  have  lived  to  return  ta 
France,  but  would  most  likely  have  been  murdered  for  the  sake  of  the 
property  he  carried  about  hmi.  With  the  excuse  of  his  well-planned 
story  and  apparent  poverty  he  carried  about  his  person  documents, 
and,  no  doubt,  jewels  of  great  value,  which,  in  the  then  unsafe  condi- 
tion of  the  public  high  roads,  could  not  otherwise  have  been  transported 
from  one  countiy  to  the  other.  After  Flammel  came  George  Ripley^ 
Basil  Valentine,  Bernard  de  Treves,  the  Abbot  Trithemius,  the  Marechal 
de  Rays.  This  miserable  wretch  is  supposed  to  have  murdered  at 
least  one  hundred  children,  of  both  sexes,  at  his  castle  of  Champtoc^ 
in  those  horrible  mysteries  which  he  believed  would  give  him  the  philo* 
8opher*s  stone.  He  was  finally  arrested,  and  condemned  to  be  burnt 
alive ;  the  sentence,  however,  was  modified  in  consequence  of  his  hifi^h 
rank,  and  he  was  first  strangled,  then  thrown  into  the  fire,  and  his  huf« 
bumt  body  handed  over  to  his  relatives  for  sepulture.  This  nobleman,  no 
doubt,  was  insane,  and  in  modem  times  would  have  become  the  inmate 
of  a  maUon  de  saniS.  In  the  year  1404,  and  in  the  reign  of  Kin^  Henrj 
the  Fourth  of  England,  an  act  was  passed  in  order  to  restrain  in  some 
degree  the  knavery  and  trickery  which  abounded  amongst  professors  of 
the  art  of  alchemy.  £?en  oculists  will  admit  that  there  is  no  passion 
which  so  effectually  blinds  its  votaries  as  that  of  avarice ;  and  during 
the  fifteenth  and  seventeenth  centuries  every  clever  trick  that  the  in^ 
nuity  of  man  could  devise  was  practised  for  the  purpose  of  simulating 
the  transmutation  of  the  base  metals  into  gold  and  silver.  Numbers 
of  books  were  written  alleged  to  be  translations  of  the  works  of 
Hermes,  Geber,  Roger  Bacon,  and  other  great  men,  who  would  have 
blushed  that  such  nonsense  should  be  imputed  to  them ;  and  even  when 
the  commonest  things  were  mentioned,  thev  were  concealed  by  ana- 
grams or  put  into  the  most  fantastic  diagrams  like  the  next  cut  (Fig.  83)» 
which  is  taken  from  the  "  Theatrum  Chemicum  Britannicum,"  bv  Elias 
Ashmole.  This  picture  is  supposed  to  be  explained  in  the  foUowing 
verses  belonging  to  "  Ripley's  Scroule  "  : —  ' 

UNthe  G^fOKnJ  there  la  a  mu. 
Also  ft  Strvwt  within  a  WM  : 
His  Tajle  18  long,  with  winga  wide. 
All  readj  to  fly  on  every  side, 
Bepaire  the  well  round  aboate. 
That  the  Serpent  paa  not  out ; 
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Vorifkhftthebethertagone,     « 

Thou  looaest  the  rertoe  of  the  8tmu, 

What  la  the  OromuU  thoa  mar'ft  know  heero. 

And  also  the  WeU  that  U  lo  efeere: 

And  eke  the  Btrpeni  with  hia  T^rle, 

Or  elae  the  worke  ahall  little  availe. 

The  Well  muat  brenne  in  Water  cleare. 

Take  good  heede  for  thia  thy  Frre, 

The  Fire  with  Water  brent  ahall  be. 

And  Water  with  Fire  floah  ahall  be ; 

The  Berth  on  Fire  ahall  be  pat, 

And  Water  with  Fire  ahall  be  knit ; 

Thus  ye  ahall  go  to  Pntrifkcdon. 

And  brinir  the  Serpent  to  redaction. 

First  he  ahall  be  Blaok  aa  any  Grow, 

And  doone  in  hia  Den  ahall  iVe  fhll  lowe; 

I  awel'd  aa  a  Toade  that  lyeth  on  gronnd, 

Bmat  with  bladdera  aitthig  ao  ronnde. 

They  ahall  to  braat  and  lye  taH  plaine. 

And  thus  with  craft  the  Serpent  la  slidne. 

He  ahall  ahow  Colloora  there  many  a  one, 

And  tonme  aa  White  aa  wil  be  the  bone. 

With  the  Water  that  he  waa  in 

Waah  him  cleane  firom  hia  ain ; 

And  let  hhn  drinke  a  litle  and  a  Ute, 

And  that  ahall  make  him  fldre  and  white ; 

The  which  Whitenea  ia  ever  abiding, 

Lo  here  ia  the  very  full  finiahing ; 

Of  the  White  Stone  and  the  fied, 

Loe  here  ia  the  tme  deed. 


Fig.  83.  The  Illaatration  to  the  Alchemical  Venea. 


In  these  ycrses  it  would  appear  that  around  means  the  earth,  on  or 
out  of  which  proceeds  a  hill,  probably  Nitre  or  Saltpetre.  This  yields 
theSernent  or  AquaFortis  (Nitric  Acid).  The  latter  acid  is  often  con- 
foondea  in  the  alchemist's  nomenclature  with  Nitre,  sometimes  termed 
the  Dragon,  a  Venomous  Worm,  a  Scorpion  devouring  his  children, 
whilst  Aoua  Fortis  is  distinctly  spoken  ot  as  Heaven,  Dew  of  Heaven, 
Celestial  Water,  Celestial  Bain,  May  Dew,  Water  of  Paradise,  Parting 
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Water,  Aqaa  Regis,  a  Gorrosive  Sublimate,  Sharp  Yinesar,  Bruidj, 
Yiridescent  Water,  Leo  Viridis  (the  Green  lion).  Blood,  2ulk,  a  lieij* 
homing  Spirit,  a  Deadly  Poison  and  Basilisk,  a  Vulture,  the  Bird  of 
Hermes,  and  alluded  to  by  many  other  absurd  names. 

The  **Well  that  is  so  clecre"  means  some  glass  vessel;  it  must  **breniic" 
or  "heat  in  water  cleare,"  t .«.,  it  must  be  placed  in  a  water  bath,  of  which 
the  alchemists  make  frequent  mention,  and  depict  over  and  over  agUE 
in  their  works  on  alchemy.    By  the  aid  of  the  serpent  '*  ye  shall  go  to 


Fig.  84  The  Water>bath  contaiuinf;:  Alembics,  which  are  connected  with 
BecclTen  for  the  Distillation  of  Aqua  Fortis. 

Putrefaccion,"  t .  e..  Silver  and  Gold  may  be  attacked  by  the  double- 
headed  serpent,  or  Aqua  Regia,  from  whicli  the  Wliite  Stone,  probably 
Chloride  01  Silver,  and  the  Red  Stone,  Chloride  of  Gold,  would  be  pro- 
curable. The  Silver  is  represented  by  the  Moon,  whilst  Gold  is  shown 
by  the  Sun,  so  that  these  verses  and  the  picture  (Fi^.  83)  merel]^  allude 
to  the  effect  of  Aqua  Regia  upon  the  precious  metab  gold  and  silver. 

Having  sufficiently  illustrated  the  jargon  of  the  alchemists,  we  may 
now  explain  how  they  apparently  performed  transmutation. 

During  the  sixteenth  and  seventeenth  centuries  the  practice  of  al- 
chemy had  risen  to  the  highest  pitch,  and  men  of  learning,  princes,  and 
even  kin^,  whose  education  should  have  taught  them  l)etter  tlungs, 
were  all  infatuated  with  the  art  from  which  the  oan  of  Henry  the  Fourth 
had  been  partly  removed  by  an  act  of  the  imbecile  Henry  the  Sixth, 
from  whom  letters  patent  were  granted  to  several  persons,  by  which 
they  were  permitted  to  investigate  a  universal  meoicine,  and  to  per- 
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ibrm  the  transmutation  of  metals  into  real  gold  and  silver,  with  a  kom 
o^tante  of  the  previous  statute,  which  remained  in  full  force  till  the 
year  1689,  when  the  famous  Kobert  Boyle  by  his  interest  succeeded  in 
obtaining  its  repeal,  because  the  act  was  supposed  to  operate  to  the 
diacourageroent  of  the  melting  and  refining  of  metals. 
•  At  the  time  that  alchemy  nourished  as  a  thriving  trade,  nothing  was 
more  common  than  to  find  men  in  the  garb  of  beggars  who  professed  to 
be  alchemists.  Such  persons  made  their  way  through  the  towns  and 
'villages,  and  quietly  eased  their  avaricious  dupes  of  all  they  could 
squeeze  out  of  them,  the  victims  generally  being  ashamed  to  complain 
openly  of  their  losses,  fearing  the  ridicule  of  their  fellow-townsmen. 
Had  all  men  possessed  the  dBsMsemment  of  Pope  Julian,  the  pretended 
alchemists  would  have  had  but  a  sorry  trade.  XVhen  the  Pope  was  can* 
VBtted  bv  some  fellow  who  undertook  to  make  his  fortunes  by  transmu- 
tation, if  supplied  with  a  little  ready  money  to  go  on  with,  his  Holiness 
presented  him  with  an  empty  purse,  remarkmg  that  of  course  the  possessor 
of  tie  secret  could  easily  fill  it.  Sometimes  an  apparently  rusty  old 
i|on  nail  and  a  bottle  of  wonderful  elixir  would  be  displayed ;  a  few 
cdbalistic  high-sounding  words  were  solemnlv  uttered,  the  nail  was 
aiirred  in  the  elixir,  and  now  gold  flashes  on  the  eyes  of  the  delighted 
and  credulous  beholders !    The  nail  is  handed  round  for  inspection,  and 


Tig,  86..  The  Nail,  the  Dagger,  and  Coin  naad  bj  pretended  Akhemiita. 
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found  to  be  changed  to  gold  where  it  had  been  immened  in  the  dizir; 
but  of  course  the  small  quantity  of  fluid  in  the  hands  of  the  ifcl^hiimiafe 
had  lost  its  power.  Some  more  could  be  made,  and  money  was  neoes- 
saiy  to  buy  the  apparatus  and  chemicals.  When  these  funos  were  pro- 
Tided,  tlie  impostor  decamped,  taking  with  him  his  prepared  nai!,  ludf 
iron  and  half  gold,  the  whoie  being  painted  to  represent  oonunon  iron,  ao 
that  when  the  nail  was  stirred  in  the  elixir  (t.^ .  water)  the  li<jmd  removed 
the  outer  covering  of  paint,  and  the  ^Id  appeareo.  It  la  really  eor- 
prising  that  men  could  be  found  sufficiently  bold  to  attempt  the  iakk^ 
or  others  dull  enough  to  believe  in  it ;  but  there  is  evidence  of  audi  nub 
being  used,  and  one  is  still  preserved  in  a  cabinet  of  cnrioaitiea  beloiup* 
ing  to  the  "  Grand  Duke  of  Tuscany.'*  A  monk  presented  a  dagser  of  a 
similar  construction  to  Queen  Elizalieth  of  Enghmd,  the  blade  of  vhi^ 
was  half  gold  and  half  steel,  and  alle^d  to  have  been  prodnoed  hj 
transmutation.  Coins,  prepared  in  a  similar  manner,  one  face  being 
made  of  gold  and  the  other  of  silver,  were  also  shown  to  the  oradoloos 
as  proofs  of  the  art    (Fig.  85.) 

Another  simple  mode  of  conjuring,  or  conveying  by  8lcdght-<tf-h&ii^ 
gold  or  silver  into  a  crucible,  called  at  the  time  transmutatimiy  was  that 
of  using  a  hollow  rod,  which,  bein^  previously  filled  with  bits  of  gold  or 
silver,  and  closed  at  one  end  witn  wax,  would,  of  course,  detiyer  the 


ng.  M.  The  MincaloQS  Omelette  from  the  Monk*!  Wand« 
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same  into  the  cradble,  when  the  heat  had  melted  awa^  the  wax.  Indeed, 
this  18  perhaps  one  of  the  oldest  tricks,  and  finds  its  parallel  in  the 
piona  Irand  of  the  good  Spanish  monk,  who  produced  an  omelette 
m  a  ^Ting-pan  out  of  his  staff  for  one  of  his  hungry  flock,  having 
pteviously  conveyed  therein  the  materials  usually  employed  in  the  pre- 
paration of  that  culinary  delicacy. 

The  best  mode  of  carrying  out  the  deception  of  *' projection"  is  that 
which  the  dishonest  alchemist  (pretending  to  avoid  even  the  appearance 
of  trickery),  might  put  into  the  hands  of  his  credulous  employer,  and 
fifty  with  apparent  frankness  and  love  of  fair  dealing,  "Take  my  crucible 
and  make  it  red-hot ;  pour  in  some  quicksilver,  and  then  throw  on  the 
powder  of  projection.  I  will  not  stay  with  you  or  approach  the  furnace 
whibt  the  philosopher's  stone  is  being  applied ;  attend  to  my  directions, 
and  the  mercury  shall  be  turned  to  ^d.  The  willing  captive  of  his  own 
imagination  obeys ;  the  projection  is  finished ;  nay,  the  crucible  taken 
from  the  furnace,  cooled,  and  broken,  and  now  the  precious  morsel  falls 
oat — gold !— yea,  pure  gold !  The  deception,  however,  is  soon  explained; 
s  himp  of  gold  is  nrst  melted  in  a  crucible,  and  allowed  to  cool  so  as  to 
take  tne  shape  of  the  bottom  of  that  earthen  vessel.  This  gold  is  then 
tnmsferred  to  a  new  crucible,  and  neatly  bedded  in  and  concealed  by 
day,  with  which  the  whole  is  more  or  less  plastered.  When  this  pre- 
pared crucible  is  shown  in  a  red-hot  state,  the  interior  lining  is  not  de- 
tected, and  if  the  clay  has  been  nicely  worked  and  mixed,  it  will 
prevent  the  mercury  which  may  now  be  poured  in  from  indurating  the 
surface  of  the  gold,  and  also  protect  it  from  the  action  of  the  sulphur 
of  the  red  fire,  which,  of  course,  must  be  the  powder  of  projection ; 


Hf .  87.  o  Ai  Loinp  of  Gold  fiUBg  tihe  Aottoni  o'^the  Cmdbto^  a  b.^  The  tpaoe  within  the 


when  this 
the  furnace 


I  Bnet  indicatw  tba  day  used  to  oonoeal  the  gold  in  ▲  b. 

is  latter  has  deflagrated,  and  the  whole  is  left  soffidently  long  in 
lace  to  vdatilize  the  mercury,  then  the  crudble  may  be  ti^en 
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out,  cooled  by  immersion  in  water,  and  broken ;  and  of  coarse,  the  lump 
of  gold  will  fall  out.  Sometimes  they  drilled  holes  in  lumps  of  kai^ 
into  which  they  poured  molten  gold ;  the  holes  were  then  stopped  with 
other  bits  of  leaa,  and  when  pla^d  in  a  crucible  and  subjected  to  calcma- 
tion  and  proper  treatment  on  the  cupel,  the  lead  was  gnduailT  oxidisdL 
and  removed,  whilst  the  gold  remained.  Even  the  s^oolboy's  trick  of 
washing  coins  with  mercury  was  not  thought  too  shidlow  for  the  de- 
ception of  the  uninitiated.  A  gold  coin  amalgamated  with  meieuiy 
looks  somewhat  like  silver,  but  rings  with  a  deadened  sound.  The  pre- 
tended alchemists  soon  transmuted  it  back  to  pure  gold  by  boiHiiff  it  in 
aquafortis,  which  dissolved  the  mercury,  but  did  not  touch  the  goU. 

The  author  remembers  a  case  where  he  was  applied  to  fu*  advioe, 
after  several  hundred  pounds  had  been  expended  on  a  modem  alchemist 
who  undertook  to  make  gold.  Upon  examination  of  one  flai^  alleged 
to  contain  the  precious  metal  in  process  of  manufacture,  it  proved  to  be 
nothing  but  fri^ments  of  mica  in  a  yellow  fluid,  and  as  they  were  ahdcen 
about,  they  glittered  and  looked  like  gold.  After  pouring  off  the  fliud, 
the  white  and  colourless  mica  was  apparent.  Another  bottle  al^jed  to 
contain  the  seed  of  gold,  turned  out  to  be  partly  filled  wiUi  ooROsive 
sublimate.  Whilst  some  bits  of  a  crucible  contaimng  a  few  spedu  of 
gold,  stated  to  have  been  procured  by  projection,  appeared  to  be  the  xe* 
suit  of  an  unsuccessful  attempt  to  fuse  together  some  findy-dlTidnl 
gold,  prepared  by  precipitating  a  solution  of  the  chloride  of  gold  with 
one  or  sulphate  of  iron. 

The  chief  alchemists  who  distinguished  themselves  in  the  sixteenth 
and  seventeenth  centuries  were  Augurello,  Cornelius  Agrippa,  and 
Paracelsus.  The  latter  was  undoubtedly  a  man  of  genius,  but,  un- 
fortunately, the  lustre  of  his  talents  was  greatly  dimmed  by  the  most 
outrageous  vanity,  which  displayed  itself  in  empty  boasts  and  bombastic 
assertions.  We  arc  so  accustomed  to  hear  that  the  lion  was  as  meek  as 
a  lamb,  and  vice  versa,  that  it  becomes  an  odd  coincidence  when  we  find 
name  and  character  so  nicely  corresponding  as  they  did  in  the  case  of 
Paracelsus,  whose  true  name  was  Hohenheim,  to  which  were  prefixed 
the  baptismal  names  of  Aureolus  Theophrastus  Bombastet  Paracelsus. 
He  afiSrraed  that  he  had  learnt  the  art  of  transmutation,  and  was  also 
possessed  of  the  elixir  vita;,  and  it  is  said  that  he  died  in  consequence 
of  drinking  too  freely  of  this  remedy  against  old  age,  which  proved  to 
be  strong  distilled  alcohol  (Fig.  92) ;  on  the  other  hand,  it  is  asserted 
that  he  died,  in  a  state  of  abject  poverty,  in  the  hospital  of  the  town 
of  Salzburg,  in  the  year  1541. 

After  Paracelsus  came  George  Agricola,  Denis  Zachaire,  Dr.  Dee,  and 
Edward  Kelly.  These  two  men  were  certainly  curious  examples  of  learning, 
enthusiasm,  and  imposture  combined.  Kelly  appears  to  have  been  a 
firm  believer  in  alchemy,  but  an  unmitigated  scoundrel ;  whilst  Dr.  Dee 
was  half  crazed  with  his  belief  in  alchemy,  and  also  in  liis  crystal  of  a 
convex  form,  which  he  alleged  had  been  presented  to  him  by  no  less  a 
person  than  the  angel  Uriel.  Dr.  Dee  believed  in  a  form  of  spirit-rap- 
ping, or  the  possibility  of  communicating  with  the  spirits  of  the  invi- 
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sible  world,  and  supposed  that  he  had  only  to  look  intently  into  his  crystal 
to  behold  those  wno  had  been  long  dead,  and  to  converse  with  them. 


F!^.  88.  Dr.  Dee  ooninlting  his  Crxstal,  and  Kelly  in  another  part  of  the  room  digesting 
the  pretended  reTelations  as  Dr.  Dee  delivered  them. 

How  he  could  look  into  the  stone  it  is  impossible  to  say,  considering  that 
the  crystal  (so-called),  was  a  polished  piece  of  cannel  coal,  and  is  thus  de- 
scribed in  the  supplement  to  Granger  s  "  Biographical  History."  "  The 
bhick  stone  into  wnich  Bee  used  to  call  his  spirits  was  in  the  collection  of 
the  Earls  of  Peterborough,  from  whence  it  came  to  Lady  Elizabeth  Ger- 
maine.  It  was  next  the  property  of  the  late  Duke  of  Argyle,  and  is  now  Mr. 
Walpole's."  It  appears  upon  examination  to  be  nothing  more  than  a 
polisned  piece  of  cannel  coal.  In  Mr.  George  Robins'  catalogue,  1842, 
of  the  contents  of  Strawberry  Hill,  collected  by  Horace  AValpole,  we 
find  the  following  puff : — 

"  One  glance  must  be  allowed  at  the  little  glass  case  in  the  comer, 
which  is  filled  with  curiosities.  Here  b  the  wondrous  speculum  of  the 
renowned  Dr.  Dee — the  mirror  which 

'  KeUy  did  aU  hitfeais  upon: 

A  piece  of  highly-polished  cannel  coal  of  a  circular  form  with  a  handle 
to  it.  It  is  a  very  mysterious-looking  object,  and  worthy  of  being 
called  '  The  Devil's  looking-glass.' " 
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Fig.  89.  Strawbenr  Hill. 

Elias  Ashmolc,  in  his  notes  to  the  "Theatnim  Cliemicam^taniii- 
cum/'  states,  *'  It  is  generally  reported  that  Dr.  Dee  and  Sir  Edward 
KeUy  were  so  strangeij  fortunate,  as  to  finde  a  very  large  quantiftj  of 
the  elixir  in  some  part  of  the  Euines  of  Glastonbuiy  Abbey,  which  was 
so  incredibly  Rich  in  veriue  (being  one  upon  272,330),  that  thej  lost 
much  in  miiing  Projection  by  way  of  Trial,  before  they  found  out  the 
true  height  of  the  Medicine"  Ashmole  may  well  say  strangely  {ortmuAci 
and  he  might  have  added,  but  unfortunate  in  the  end,  for  Kelly  diea 
whilst  endeavouring  to  escape  from  a  prison  in*  Germany,  and  Dr.  Dee 
died  in  1608,  at  Mortlakc,  almost  in  aosolute  penury.  The  nativity  of 
KeUy  cast  bv  Dr.  Dee  is  still  extant.  The  document  is  quoted  br 
Ashmole,  and  it  very  much  resembles  the  scrolls  which  were  displayed 
to  the  ignorant  by  the  swindling  alchemists  of  the  period  qs  proofs  of 
their  knowledge  of  the  art  of  transmutation. 

The  reason  these  two  swindlers  selected  Glastonbury  Abbey  as  the 
place  where  thev  pretended  to  have  discovered  the  elixir  was  on  aoconnt 
of  the  legend  of  ot.  Dunstan,  who  was  bom  at  Glastonbury ;  he  became 
abbot,  and  died  Archbishop  of  Canterbury,  a.d.  988.  "  The  legend  of 
St.  Dunstan,"  says  Hone,  "  relates  many  miracles  of  him,  the  most 
popular  of  which  is  to  this  effect :  that  the  abbot,  as  the  £sct  reallj 
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waflL  beoame  expert  m  goldsmith's  work ;  it  then  gives  ns  a  story  that, 
while  he  was  hisj  in  making  a  chalice,  the  devil  annoyed  him  by  his. 
pewopal  aj^eannoe,  and  tempted  him;  whereupon  St.  Dunstan  sud- 


Fig.  90.  The  Legend  of  St.  DniiBtan. 


denly  seized  the  fiend  by  the  nose  with  a  pair  of  iron  tongs  homing 
hot,  and  so  held  him,  while  he  roared  and  cried  till  the  night  was  (ai 
spent." 

On  examining  nearly  all  the  stories  of  alleged  transmiitaition,  it 
will  be  found  that  the  pretended  alchemist  never  repeated  pfojection 
more  than  once  or  twice,  either  because  all  his  gold  dust  was  gone,  or 
from  fear  of  detection,  and  that  he  invariably  disappeared  soon  after  the 
^ick  had  been  performed* 
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When  Dr.  Dee  and  Kelly  had  ceased  to  astonish  the  vorld,  Alexander 
Seton  (supposed  to  have  heen  the  author  who  wrote  under  the  name  id 
the  Cosmopolite)  became  celebrated.  After  the  death  of  Seton,  Michael 
Sendivogius,  The  Rosicrucians,  Jacob  Bobmen,  Peter  Mormius,  Joseph 
Francis  ^rri,  who  died  in  the  year  1695,  made  themselves  names  as 
remarkable  alchemists ;  but  a  new  light  was  gradually  coming  into  the 
minds  of  the  honest  alcbcmLsts,  tbe  printing  press  had.  distributed  some 
considerable  knowledge  throughout  iLuropc,  tne  mysteries  and  fanciful 
ideas  of  the  believers  in  transmutation  were  giving  wa^  to  the  realities 
and  ingenious  experiments  of  the  real  working  plulosophen.  In 
England,  Hooke,  Mayow,  Boyle,  Hales,  and  Sir  Isfuu;  Newton  had  made 
their  names  illustrious.  In  raris  Le  Febrc  and  Lemerr  were  woikiiig 
ssealously  at  chemical,  not  alchemical  experiments.  In  the  Nethei)im£ 
and  Germanv,  Van  Hclmont,  Kircher,  Boerhaave,  Beccher,  StaU,  and 
Glauber  made  many  interesting  discoveries  in  physics  and  chemsst^. 

The  last  of  the  alchemists  were  Hclvetius,  Jean  Delisle,  Albert 
AluYs,  the  Count  de  St.  Germain,  and  tbe  arch-quack  CagUostio^  vho 
died  in  the  year  1790,  a  prisoner  in  the  Castle  of  St.  Angelo.  "Tbe 
Chemist"  states  that,  "even  as  late  as  tbe  year  1784,  Dr.  Frie^  the 
author  of  a  *  History  of  Cornwall,'  a  physician  and  a  member  of  %be 
Eoyal  Society,  publicly  proclaimed  that  he  could  make  gold,  and  had 
made  it  in  the  presence  of  several  persons ;  he  even  presented  some  of  it 
to  the  King.  The  Royal  Society,  however,  empowered  the  celebrated 
chemist,  Mr.  Kirwau,  and  the  alchemist  Woolfe  to  examine  into  the 
pretensions  of  the  doctor,  and  he  was  obliged  to  submit  to  the  trial. 
Me  first  of  all  excused  himself  by  saying  he  hm  employed  all  the  powder 
in  the  first  attempt,  but  was  compelled  by  reproaches  to  begin  the  tasL 
In  this  stage  his  art  forsook  him ;  with  anxiety  he  endeavoured  to  con- 
vert mercury,  by  means  of  phosphoric  acid,  into  silver ;  he  performed 
experiments  which  consisted  in  treating  arsenic  with  volatile  alkali,  and 
what  is  called  the  Constantine  experiment.  All  failed,  and  he  was 
called  on  to  make  some  more  of  his  powder.  After  an  uninterrupted 
labour  of  six  weeks,  he  made  his  will,  distilled  for  himself  a  pint  of 
laurel' water,  drank  it,  and  died  in  half  an  hour,  at  tbe  age  of  twenty- 
six,  a  martyr  to  a  delusion  that,  even  were  it  realized,  would  have  no 
value,  nor 'be  of  any  utility.  He  was  a  man  of  CTcat  talents,  but  of 
greater  ambition,  and  aimed  at  the  reputation  of  being  the  greaieti 
genius  of  the  age.  He  was  possessed  of  considerable  property,  but 
wrecked  his  happiness  and  lost  his  life  by  being  so  credulous  as  to 
believe  the  assertions  of  the  alchemists." 

Whilst  alchemy  was  slowly  passing  away,  and  chemistiy  taking  its 
place,  the  transition  state  was  plainly  evident  in  the  books  of  some  of 
the  most  industrious  workers  in  tbe  laboratoiy.  This  intermediate  state 
of  the  science  is  veiy  evident  in  the  works  of  the  celebrated  Glauber, 
who  discovered  the  process  of  procuring  vinegar,  or  acetic  acid,  by  the 
destructive  distillation  of  wood ;  also  the  method  of  procuring  the 
spirit  of  salt,  muriatic  or  hydrochloric  acid  from  tne  distiJwion 
of  common  salt  and  oil  of  vitriol;  likewise  the  preparation  fiom  the 
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caput  mortunm  (or  residae,  after  the  muriatic  acid  was  distilled  off)  of 
the  sal  mirabile,  or  Cilauber^s  salt,  now  more  correctly  termed  sulphate 


fig.  01.  Glaaber'f  Method  of  procnrinff  Acetic  Add  by  the  destructive  Bistillfttioii  of 
Wood,  copied  flrom  his  *'  Miracalam  Mondi."  "  ▲  ii  the  Furnace  or  oven,  wherein  the  wood 
ii  diar'd.  b.  The  Cover  of  the  Furnace,  o.  The  door  at  which  the  coals  are  taken  out. 
9.  The  Canes  or  Pipes  wherein  the  sap  or  Juice  of  the  wood  is  condensed,  and  from  thence 
niiw  into  the  receiver,    i  is  the  vessell  or  receiver  into  which  the  vinegar  of  wood  nma.** 

of  soda.  Glauber  also  discovered  that  a  volatile  alkali  could  be  obtained 
by  the  distillation  of  bones,  and  that,  by  admixture  with  his  spirit  of 
odt,  sal  ammoniac  was  procurable ;  he  also  distilled  sulphate  of  ammonia 
with  common  salt,  ana  obtained  common  sal  ammoniac.  These  im- 
portant discoveries  show  that  Glauber  was  something  more  than  a  mere 
alchemist,  and  his  lar^e  work,  containing^ "  Great  Variety  of  Choice 
SiMsrets  in  Medicine  ana  Alchymy  in  the  Working  of  Metallick  Mines 
and  the  Separation  of  Metals ;  also  Various  Cheap  and  Easie  Ways  of 
Making  Salt  Petre,  and  Improving  of  Barren  Lands  and  the  Fruits  of 
the  Earth ;  io^eiAer  with  many  otXer  things  profitable  for  all  Loters  of 
Art  and  Industry.  Translated  into  Engluk,  and  pubhshed  for  Publiek 
Good  by  the  Labour^  Care,  and  Charge  of  Christopher  Packe,  Philo- 
cfaymico-Medicus,"  date  1689,  is  well  worthy  of  inspection ;  and,  though 
encumbered  with  several  ridiculous  processes  for  making  gold,  still 
contains  many  important  recipes,  from  which  we  make  an  extract : —    ' 
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"  (hbinei-makeri  may  strike  an  excellent  Black  ttpom  Pear4ree, 
Cherry-tree,  Box,  Walnut-tree,  and  other  hard  Woods,  which  may  he  m$ed 
/or  curious  work  instead  of  Ebony.  Skinners  or  Furriers  mav  dye  their 
Ermines,  Fox-skins,  Wolf-skins,  and  the  like  Furs  with  a  scarlet,  crimson, 
or  deep  black  colour,  far  exceeding  the  natural.  In  like  manner.  Feather- 
dyers  may  swiftly  give  any  lasting  colour  to  their  plumes.  If  an  Aoua- 
Jbrtis  be  distilled  from  Niter  ana  Vitriol,  and  a  little  Silyer  dissoiTed 
in  it,  and  Earn  water  poured  thereon  (for  the  weakening  of  the  Amut- 
fortis),  then  not  only  all  hard  woods  are  blackened  by  it,  so  that  ihef 
represent  Ebony,  but  also  skins  and  feathers  are  maae  black  as  a  coat 
a  ground  being  first  laid  unon  the  feathers,  skins,  or  woods,  that  the 
cok)urs  may  remain  and  endure  firm." 

If  Glauber  had  only  applied  his  solution  of  nitrate  of  aQver  as  a 
"hair-dye,"  he  would  douoUess  have  realized  a  large  sum  of  money; 
and  long  after  his  time,  and  at  least  two  hundred  years  subseqnentfy, 
photography  has  almost  entirely  usurped  the  use  and  applic^on  of 
nitrate  ot  suyer  in  the  arts. 

The  latter  uart  of  the  eighteenth  century  is  remarkable  for  the 
brilliancy  of  toe  talents  of  those  who  made  the  science  of  chemistry 
their  study.  On  the  1st  of  August,  1774,  Dr.  Priestley  made  the  dis- 
coyery  of  a  new  air  derived  from  red  precipitate,  a  red  oxide  of  mercury ; 
the  same  metallic  compound  which  Prince  Geber  had  discovered  cen- 
turies before,  and  called  the  calx  of  mercury.  In  accordance  with  the 
Phlogistic  theory  of  Stahl,  Priestley  called  the  new  air  "  Dephlogistioated 
air,"  it  was  not,  however,  the  first  pis  discovered,  because  Priestley  had 
already  made  himself  acquainted  with  the  properties  of  nitrous  oxide,  or 
laughing-gas ;  Dr.  Black  had  likewise  discovered  the  properties  of  car- 
bonic acid  or  **  fixed  air ;"  and  the  peculiarities  of  "  inflammable  air,"  or 
hydrogen,  had  long  been  known,  and  first  accurately  described  by 
Cavendish  in  the  year  1766.  Still  oxygen  was  the  staking-point,  the 
basis  of  an  entire  new  system  of  chemistry ;  and  as  this  cBscovery  of 
Priestley  was  followed  up  by  the  ori^nal  experiments  of  Cavendish  and 
Watt,  and  the  discovery  of  the  chemical  composition  of  water,  the  key 
was  inserted  into  the  lock  which  had  so  lon^  excluded  the  philosopheTs* 
from  the  abode  of  Truth ;  and  the  nature  oi  air  and  water  being  once 
imderstood,  experiment,  reason,  and  analogy  have  done  the  rest,  and  in 
about  ninety  years  brought  the  science  of  chemistry  to  its  present 
wonderful  development.  [Black,  Cavendish,  Watt,  Priestley,  Bergman, 
Scheele,  were  the  celebrities  who  worked  in  the  dawn  of  chemistry. 
"  Among  the  brightest  names,"  says  Fownes,  "  which  adorn  the  annals  of 
chemical  science  will  ever  be  placed  that  of  Lavoisier,  who  at  the  period 
of  the  discoveries  of  Priestley  and  Cavendish  pursued  his  reseanmes  in 
iVance.  To  call  Lavoisier  the  Nestor  of  chemistry  would  scarcely  be 
a  profanation  of  that  honoured  name.  The  new  facts  he  actually  dis- 
covered were  not  remarkable ;  it  was  his  surpassing  power  of  genendixa- 
tion,  his  acuteness  in  distinguishinj^  between  the  essentia  and  the 
accidental  phenomena  he  witnessed,  in  his  careful  and  happy  repetition 
of  the  experiments  of  others,  which  distinguished  him  above  all  who 
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irent  before.  To  point  out  the  eUmentaru  nature  of  the  metak^  and 
show  the  fallacy  oi  the  evidence  upon  which  the  opposite  view  was 
founded ;  to  explain  clearly  the  nature  of  the  metalhc  oxides  and  the 
oompoaition  of  salts,  were  indeed  great  works.  The  reform  of  the  nomen- 
clature was  chiefly  the  work  of  Layoisier ;  and  this  nomenclature,  after 
the  lapse  of  more  than  half  a  century,  is  still  adequate  to  the  wants  of 
the  science,  because  its  principle  is  sound  and  philosophical,  and  capable 
of  indefinite  expansion.  To  complete  the  catalogue  of  the  obligations 
we  owe  to  this  great  man,  it  may  be  said  that  he  created  the  art  of 
quanUtoHve  research.  An  appeal  to  the  balance  was  Lavoisier's  habi- 
tual argument ;  it  was  his  infallible  guide,  his  just  and  most  faithful 
judge." 

Mow  sad  to  reflect  that  this  great  and  shining  light  was  quenched  in 
the  horrors  of  the  French  Revolution,  and  that  the  name  of  the  elegant 
and  aooomplished  Lavoisier  was  inscribed  in  the  fatal  list  Fermier' 
GenSral,  No.  5,  and  that  he  perished  on  the  8th  of  May,  1794. 

Having  traced  out  by  rapid  steps  the  rise  and  faU  of  alchemy  and  the 
foundation  of  chemistry,  it  is  impossible,  without  seriously  interfering  with 
the  object  of  these  paees,  to  pursue  the  subject  further.  We  may,  how- 
ever, pay  a^^sing  tribute  to  the  names  of  Wenzel,  Bichter,  Sir  Humphry 
Davy,  Dr.  WoUaston,  and,  above  all,  to  that  of  Berzelius,  whose  name  we 
shall  frequently  observe  to  be  associated  with  the  metals  and  their  com- 
Innations.  Berzelius  has  been  truly  called  one  of  the  patriarchs  of  analy- 
tical chemistry.  The  tables  of  equivalents,  or  combming  quantities  of 
matter  by  weight,  which  we  now  possess,  have  chiefly  been  the  result  of 
the  labours  of  this  great  chemist.  It  is,  however,  to  Dr.  Dalton  that  we 
are  indebted  for  the  first  distinct  anticipation,  founded  on  well  ascertained 
facts,  of  the  general  law  of  multiple  combination,  and  for  The  AtonUe 
Theory  of  the  Chemical  Constitution  of  Bodies,  As  the  alchemists  desig- 
nated tneir  metals  by  peculiar  signs,  so  Dr.  Dalton  represented  the 
elementary  substances  and  chemical  combinations  by  characters  which 
have  not,  nowever,  come  into  use.  The  system  that  merely  gives  the 
initials  of  the  elements  and  the  number  of  their  atoms  being  preferred 
from  its  extreme  simplicity,  although  Dalton  always  contended  that 
his  own  plan  of  representing  the  prooable  position  of  the  atoms  of  a 
eompound  was  preterable.  ''TtJung  for  granted,"  remarks  Dr.  Heniy, 
"'that  combination  takes  place  between  the  atoms  of  bodies  only,  ui. 
Dalton  has  deduced  from  the  relative  weights  in  which  bodies  unite,  the 
relative  weights  of  their  idtimate  particles  or  atoms.  This  is  all  that  we 
mit  likely  to  determine  respecting  them ;  for  it  is  not  probable  that  our 
knowledge  will  ever  extend  beyond  the  ratios  of  these  wei^i^hts.  When 
only  one  combination  of  any  two  elementary  bodies  exists,  Dalton 
assumes,  unless  the  contrary  can  be  proved,  ihSx  its  elements  are  united 
atom  to  atom  singly.  Combinations  of  this  sort  he  calls  binary.  But, 
if  united  compounds  can  be  obtained  from  the  same  elements,  they  com- 
Inne,  he  supposes,  in  proportions  expressed  by  some  simple  multiple  of 
the  number  oi  atoms.  The  foUowimg;  table  exhibits  a  view  of  some  of 
tiiese  combinations  according  to  Dalton's  theory :— 
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"  1  atom  of  A  -H  1  atom  of  B  =  1  atom  of  C,  Innaiy. 

1  atom  of  A  +  2  atoms  of  B  =  1  atom  of  D,  ternary. 

2  atoms  of  A  -j-  1  atom  of  B  =  1  atom  of  E,  temazj. 

1  atom  of  A  +  3  atoms  of  B  =  1  atom  of  F,  quatetnaty. 

3  atoms  of  A  +  1  &tom  of  B  =  1  atom  of  6,  qnateniarj/' 

The  characters  Dalton  used  may  be  copied  from  one  of  his  own  dia^ 
mms  in  Dr.  HenrVs  "  Life  of  Dalton,"  from  which  we  have  also  taken 
the  portrait  that  neads  the  next  chapter.  The  elements  were 
natea  by  special  characters,  as  in  the  following  examples  :«- 

Hydrogen    f  •!    Oxygen        f     j        Nitrogen     (\j 

Carbon        ^^^    Phosphorus  ^^        Sulphur      |  I  j 

A  Binary  compound,  such  as  water    .    .    .  .    = 

A  Ternary  compound,  such  as  carbonic  acid  .    = 


A  Quaternary  compound,  such  as  sulphuric  acid  = 


By  the  system  now  in  use  water  would  be  represented  briefly  by  the 
letters  HO ;  carbonic  acid,  CO, ;  and  sulphuric  acid,  SO,. 

With  regard  to  the  appreciation  of  the  labours  of  Dalton  by  other  and 
foreign  distinguished  chemists,  the  following  letter,  dated  September  20» 
J853,  from  Baron  Liebig  to  Dr.  Henry,  author  of  the  "  Life  of  Dalton," 
speaks  volumes : — 

"  You  wish  to  have  from  me  my  view  of  the  hypothesis  of  Dalton, 
and  of  its  influence  on  the  development  of  chemistry.  This  is  a  difficult 
problem ;  for  we,  who  stand  in  presence  of  the  science  as  now  con- 
stituted, can  scarcely  conceive  how  it  would  have  developed  itself  with- 
out this  hypothesis.  All  our  ideas  are  so  interwoven  witn  the  Daltonic 
.theory  that  we  cannot  transform  ourselves  into  the  times  when  it  did 
not  exist.  Dalton's  atomic  theory  was  a  product  of  the  age,  and  sprang 
forth  in  his  mind  as  a  consequence  of  the  discovery  of  chemical  propor- 
tions or  eauivalents.  By  means  of  this  theory,  tne  numerical  results 
were  marxed  with  demiite   representations  concerning   the  intenial 
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nature  and  constitution  of  chemical  combinations ;  and  thus  a  number 
of  researches  were  called  forth  and  prepared  for,  which  had  for  their 
object  the  relations  of  physical  properties  to  internal  com{)osition.  I 
n^  refer  only  to  isomorphism,  to  the  relations  of  the  specific  heat,  to 
the  atomic  weight,  and  to  those  of  the  boiling  point  to  composition.  Che- 
mistry received  in  the  atomic  theory  a  fundamental  view,  which  over- 
ruled and  governed  all  other  theoretical  views  to  which  the  ideas  of  the  age 
respecting  chemical  forces,  affinity,  cohesion  referred  themselves ;  it  was 
the  bond  which  bound  toother  all  other  views.  In  this  lies  the  extra- 
ordinary  service  which  this  theory  rendered  to  science,  viz.,  that  it  sup- 
plied a  fertile  soil  for  further  advancement— a  soil  which  was  previously 
wanting.  In  the  most  recent  investigations  concerning  the  constitution 
of  organic  bases,  the  alcohols  and  the  acids  corresponding  to  the  alcohols, 
we  &ve  seen  that  the  groundwork  of  the  Daitonic  tneory  is  equally 
yalid  for  organic  bodies.  His  main  law  that  the  properties  of  compounds 
are  dependent  on  the  nature  of  their  elements,  and  on  the  mode  and  way 
of  their  position  or  arrangement,  will  always  maintain  a  high  value." 


Fig.  92.  The  Datth  of  BowtbatU*  Paraoeltni  bj  drinking  Alcohol,  being 
hia  alleged  BUxir  <ffL(f9, 


Fig.  93.  Bast  of  Br.  Dalton,  from  the  Statue  bj  Chutrey. 


CHAPTER  m. 

THE  30:TALS  Ain)  IHEHL  COMBINATIONS. 

It  has  already  been  stated  in  the  Introduction  to  this  work  that  the 
thirteen  non-metallic  elements  were  considered  in  a  popular  manner  in 
the  "Boy's  Playbook  of  Science,"  and  that  the  pure  metals,  or  metallie 
elements,  would  conclude  the  description  of  the  whole  series  of  elemea- 
taiy  bodies  at  present  known.  The  metallic  elements  are  about  fifty- 
one  in  number,  and  their  names,  discoverers,  symbols,  and  eqalTalent 
numbers  are  enumerated  in  the  next  table. 


Name. 

Derivation  of  name. 

Symbol. 

Equira- 
lentor 
com* 
bining 
weighl 

Names  of 
eliminators. 

An. 
cient. 

Mo- 
dem. 

X.  AlnTWiwinit^  ^  ^  ^ 

2.  Antimony  ... 

3.  Arsenic...  ... 

4.Barimn 

6.  Bismuth    ... 

8.  Cadmium   ... 

7.  Caldom     ... 
•8.  CerUu 

Alumen,  alum :  Latin,  but  of 
Greek  extraction       

Anti,  against;  Monot,  one: 
Greek  words      

^««moM,  potent :  Greek   ... 

Sonw,  heavT;  Greek  

Wtiu  Mmii,  white  matter: 

German       

CdJinWa,  calamine:  Greek... 

Oi/«^  lime :  Latin 

CfTM,  planet  so  called:  Latin 

6 
o— o 

B 

Al 

Sb 
As 

B« 

Bi 
Cd 
Ca 
Ce 

137 

129 
75 

68*6 

213 
66 
20 
47 

Wdhler. 

Basil^YalentfaM 

Brant,  poestt4j 

Paracelraa. 

Davj. 

Agrioola. 

Davy. 

Hisingertnd 
BeriMiiiSb 

*  The  names  of  the  metals  which  are  at  present  unimportant  are  printed  in  italiei. 
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XDme, 


Id.  Cobalt... 

13.  X>u/yiBltuM  . 

m  Gold    ... 


IflL  GlactDiim 
17.  Iran     », 


1ft.  IrkliDm 
20,  Lead    ... 


3&  MtJfbdtmmm 
17.  T^ld 


3E0.  JVIf>2rtilH 

30.  {^Miivit  . 

31.  Plttinqfn  . 

38.  Palladium  . 

^  rtiapiMm  , 

as.  Rliodltnn  . 

37.  SOfw  ...  , 


mib      

il.  Tami^ttm,  or 

4  TiUniium  .., 

48.  TfrHttm  ,.. 
44.  7%trrimm     ... 

4G,   TWdMMH     ... 

49.  TuDfiten    ... 

47,  UtuJtiin  ... 
«§.  rifi&a**  ... 
M.  Ttirimm      ... 

fil\   ZlAC       ...      ... 

&I.  Z^rnniwB  ... 


Deririttoti  of  tuutm. 


C%fWHi» c»]oiiT :  Oroftk...    ... 

X^fioU,^  <!vll  rpLfltt  OemuQ 
^^pru"^  ^TPniA :  LiU^      ... 

Dojiarbim,  m  0ft :  LiltEa  *.» 
i>M/H  MM,  twloi :  Greek 

ProtabW  from  this  Hebreir, 
pit|Diiytng  to  bfl  ek-ftf  oc  to 
Bhise     ..,    ..<    ...    ...     .,H 

OfMitMpflwcct:  Greek  ...    .*. 

FrobftbJjf  from  tlw  H«bfew, 

d^aiTjIiitr  to  melt     ...    >,. 

(Ill  erJBtCTipo  denied) 
Iru.  rftlubow :  Latin    ...    ... 

Ifoifttdot,  galenflk  ore  of  l^di 
Or*flt   ... ... 

J^nikam,  to  codccoI  :  Gr«ek 

LUkot^Ktt0iiB-.  Gt««k 

in  AlU  ]UmoF     ...    ...    ... 

Mtxftffaitat  Jn  Kajt  Indln  ... 
Jfenmrrjr^anmcortUc  pliiaet 

fbrleod:  Greek.,.  ,,.  ,.« 
XR0/imiu!£«Zf  £»;««   eopp«r; 

Gefman       ...    ...    ...     ... 

JVore^  old  TIA1390  oF  Norw^j  ... 
AmjAc.  daa»fhter  of  Tjint^lu* 

OfH',  odour :  Greek    

Pf^iMd.,  Utile  ail tcr;  HpioUli 

Pot'iUhjfl  ,.^. T 

FiilliiWt  nsnie  of  4  pUnet     .,. 

Fthtps,  loti  of  TantBluA,  aiab- 

■taaoe  so  caUvd  bj  Uuim 

J&KioM,  *  itMe !  Gteefc  ...    ... 

Probftblj  &om  the  Eebrew* 
iigtOj^g  nioti«7      ...    ... 

Saitola^  HodSpii&iiie  of  a  plant 
A^nmfid,  place  lu  SeotJud.,. 


Ta^MUe^  namo  of  a  miaenl 
rt(/«ut»  tbc  e«rtb  I  Latin    ... 


ddtlea 


aW,  tfldeflt  deity 
Titifiu,  tnjttiologicil 

Bw«Ji*h       ...     

VrmnatL,  nanu  of  a  p^aoet  ... 
Vanadi^t  juicient  deity...     ... 

TUrrbf,  loi^ltf  In  gwedflQ... 

Mnktm,  aaJUt :  Qftmaa , 

Arwiip  fotuHJomewd :   Cej- 

ICKDCH  ...    .,.    ..,     ...    «., 


Sytabol.     1 

tcntoT 

com- 

biMng 

welfht. 

AHr 

MoH 

Cr 
Co 

Ca 

20-7 
317 

E 

£ 

SO 

Q 

An 

IW 

... 

Gl 

6-9 

d 

Ffl 

la 

;:; 

n 

It 

• 

To 

Pb 

imT 

,-. 

La 
U 

47 
OS 

9 

Hff 

ire 
loo 

... 

Hci 

4a 

... 

Ni 

29-fl 

Z 

0* 

Pt 
K 

Pd 

S9-B 
te-7 

e'3 

z 

Pte 

B 

£ 

Aff 

ioe-1 

^'i 

Bq 

33 
43^ 

C0      , 

... 

T4 

To 

IB4 
»4-3 

...  1 

Tb 

Th 
Ti 

25 

it 

w 

V 
Y 

05 

31-* 

^'8 

... 

Xr 

n-4 

Kain«  of 
diminaton. 


TsoqueliEW 

BifiLOdt. 

Eoown  to  t^ 

(kocieHtiK 

MoBiiidcr. 
Mouiider. 


Known  to  tbe 
PDctimti. 
Wobljsr, 

|£:iia«m  totbft 

HercDHUi. 
Descotllt  and 

TeqiumL 

Kiiowb  to  the 

andontL 

Uoiauder* 

Arfwedaoo, 

Bqnj. 

G*hD. 

Known  to  Vhm 

anatnti^ 

mcLm. 

Croast^dt, 


M. 

T«uiati|. 

Wood. 

IJavj. 
WoUaatoQ. 

H. 


KllHU. 

Euoim  to  tlifl 

anckntv. 

Daij. 

Known  t«tfa« 


Rieehvnrtdn 
and  Klaprotb. 
Maunder. 
BmeliDJ, 
Gresror  and 
Klipfijth. 
I3e  Lojart. 
Kl&proib. 

Panoalaoi* 
Beryellnt. 
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After  looking  through  the  table  of  metals,  the  inquiring  student  will 
naturalk  ask  what  are  the  properties  that  distin^fuish  the  fiftj-ooD 
metals  from,  the  thirteen  non-metallic  bodies  ?  and  this  question  we  shall 
first  endeavour  to  answer,  in  order  to  show  why  this  classification  should 
be  insisted  on. 

In  the  first  place,  if  we  arranjge  a  series  of  bottles  containing  speci- 
mens of  the  tlurteen  non-metallic  bodies,  we  immediately  perceive  that 
three  only  of  them — ^viz.,  iodine,  silicium,  and  gas  carbon — possess  the 
power  of  throwing  off  or  reflecting  light,  so  as  to  assume  that  appear- 
ance which  is  correctly  designated  as  metallic  lustre.  They  all  lefleet 
light,  but  not  in  the  same  briUiant  degree,  as  polished  gold,  silTcr,  cop- 
per, zinc,  &c.  &c.  Indeed,  there  ought  to  be  two  kinds  of  "lustres;" 
one  might  be  termed  the  "  mineral"  and  the  other  the  "metallic**  lustre. 
The  examples  of  metallic  brilliancy  are  very  numerous ;  thus,  a  bit  of 
smooth  cannel  coal  may  be  covered  with  leaf-gold  which  is  not  more 
than  the  it^o^oapth  part  of  an  inch  in  thickness.  If  the  gold-leaf  jb 
nicely  burmshed,  it  imparts  an  appearance  to  the  coal  which  might  lead 
an  observer  who  does  not  handle  the  brilliant-looking  substance  to  si^. 
pose  it  may  be  metallic  ^Id,  because  coal  never  possesses  a  superfioHl 
"  metallic  lustre.'*  Agam,  glass  reflects  light,  and  when  cut  in  toe  Com 
of  a  prism,  and  observed  in  a  particular  manner  at  a  special  aii§^e,  it 
appears  very  much  like  bright  shining  sUver ;  but  dass  of  any  shiqpe 
may  have  a  brilliant  lustre  imparted  thereto,  by  attadiing  to  it  either  a' 
metallic  amalgam  of  tin  and  mercury,  such  as  is  used  in  the  manufactue 
of  looking-glasses,  or  by  precipitating  metallic  silver  from  its  soluticm 
by  the  processes  of  Drayton  or  Hale  Thomson.  Salt-cellars  and  other 
vessels  made  of  glass  may  be  easily  mistaken  for  silver  ones  when  pre- 
pared by  the  latter  gentleman's  complete  and  perfect  process,  because 
they  have  metallic  lustre  arising  from  the  deposit  of  pure  silver.  T^ 
metal  never  changes,  being  placed  just  as  if  it  were  in  a  wdl* 
corked  or  stoppered  bottle,  and  completely  out  of  contact  with  the  air. 
A  small  lookmg-glass  is  easily  made  by  laying  down  a  sheet  of  tinfoil 
on  a  smooth  surface,  composed  of  wood,  slate,  or  marble ;  mercury  is 
then  carefully  dropped  upon  and  gently  rubbed  into  and  amalgamated 
with  the  tin  with  some  mce  soft  cotton  wool.  When  the  whole  surface 
of  the  tinfoil  is  amal^mated,  an  excess  of  clear  mercuiy^  is  poured  oa 
so  as  to  flood  the  tin  toil,  where  it  remains  b^  cohesion,  rising  like  water 
from  the  edge  of  a  glass  filled  to  overflowing.    A  sheet  of  perfectly 


Fig.  04.  A  B.  Tinfoil  flooded  with  mercury,  and  placed  on  the  levelled  itand,  with. a 


groove  cut  round  it  to  catch  the  exoeu  of  mercury,    b  c.  The  plate  ^ass  held  tdth  boUi. 
hands  by  the  edges,  and  carefhlly  slidden  over  the  amalgamated  tinfoT 
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dean  plate  glass  is  now  gently  slid  over  the  edge  of  the  amalgamated 
tiiifoil,  so  as  to  remove  the  excess  of  mercury  and  secure  contact 
between  the  surface  of  the  glass  and  amalgam.  Great  care  must  be 
taken  not  to  push  the  glass  too  roughly  over  the  tinfoil  and  mercury,  or 
else  the  latter  is  liable  to  crack,  ana  the  looking-glass  is  then  imperfect. 
After  the  contact  has  been  secured,  and  all  air-bubbles  excluoed,  the 
nlrered  fflass  may  be  placed  on  a  smooth  surface  covered  with  paper  or 
cardboard,  and  pressea  with  another  board  on  which  weights  or  tieavy 
books  are  placed.  The  excess  of  mercury  is  then  squeezed  out, 
and  after  it  has  been  placed  on  end  so  as  to  allow  the  remaining  mer- 
cury to  fall  towards  the  lowest  point,  the  amalgam  becomes  sufficiently 
hard,  and  the  looking-glass  may  be  framed.  On  the  large  scale,  the 
table  used  is  made  ot  slate  or  marble,  with  a  ledge  all  round,  within 
which  is  a  ^proove  or  channel ;  it  is  truly  levelled,  and  rests  on  an  axis 
of  iron,  which  runs  through  the  middle  of  its  length,  so  that  by  means 
of  a  screw  the  table  can  be  placed  at  an  angle  of  twelve  or  thirteen 
degree^  in  order  to  allow  the  excess  of  mercury  to  run  ofP.  Of  course 
gnat  care  and  skill  must  be  used  so  as  to  lay  aown  the  separate  sheets 
of  tinfoil  side  by  side,  to  amalgamate  the  wnole,  and  then  to  slide  the 

Ssat  sheet  of  plate  glass  gr^ually  over  the  mercurialized  surface. 
e  plates  of  glass  sometimes  break  with  the  pressure  required ;  the 
amalgam  also  will  occasionally  crystallize,  and  spoil  the  reflecting  sur- 
face ;  or  a  drop  of  mercury  will  now  down  from  the  top  when  the  glass 
phUe  is  put  on  end  to  drain,  and  give  rise  to  curved  streaks  called 
**  warms,  in  consequence  of  small  portions  of  the  amalgam  being  carried 
away  by  the  drop  of  falling  mercury.  Moreover,  the  effect  of  the  mer- 
cury on  the  health  of  the  workmen  is  very  prejudicial,  producing  what 
is  termed  "a  fit  of  the  trembles;"  and  "if,"  says  a  writer  m  the 
"  Edinburgh  Review,"  "  the  charming  belle,  as  she  surveys  her  beauty  in 
the  glass,  could  but  for  a  moment  see  reflected  this  poor  shattered  human 
creature  with  trembling  muscles,  brown  visa^,  ana  blackened  teeth,  she 
would  doubtless  start  with  horror ;  but  as  it  is,  the  slaves  of  luxury  and 
Tanity  drop  out  of  life  unobserved  and  uncared  for,  as  the  streams  of 
tntvellers  disappeared  one  by  one  through  the  bridge  of  Mirza." 

Silvered  glass  mirrors,  in  the  literal  sense  of  the  word,  have  therefore 
been  proposed,  and  the  patented  processes  of  Drayton  and  Thomson 
have  been  worked  apparently  with  little  success,  in  consequence  of  the 
cost  and  defects  of  the  silvered  surfaces  as  compared  with  those 
prepu^d  with  the  amalgam  of  tin  and  mercury.  Drayton's  process  of 
silvering  is  conducted  in  the  following  manner : — A  sheet  of  clean  plate 
glass  is  surrounded  by  a  rim  of  putty,  and  a  thin  layer  of  silvering  fluid 
poured  on.  The  solution  consists  of  one  part  of  nitrate  of  silver,  to  which 
enough  ammonia  has  been  added  to  precipitate  and  nearly  dissolve  the 
whole  of  the  oxide  of  silver.  This  solution  is  then  filtered,  and  if  one 
ounce  of  nitrate  of  silver  has  been  used,  three  ounces  of  alcohol  con- 
taining twenty  or  thirty  drops  of  oil  of  Cassia  must  be  added  to  it, 
and  the  whole  shaken  together  and  poured  on  the  surface  of  the  glass, 
or  the  silver  solution  may  be  poured  on  the  glass  first,  and  the  alcohol 
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and  oil  of  Cassia  afterwards.  The  fewer  the  drops  of  oil  of  Caasia,  Hm 
slower  and  more  perfect  is  the  deposit  and  briUiancy  of  the  tShntg  of 
which  from  twelve  to  eighteen  grams  will  cover  a  square  foot  of  gbssi 
whilst  the  value  of  the  silver  covering  a  surface  of  ten  feet  by  five  f&f/k^ 
YBiyma  from  r^th  to  tt^^^  of  ^  ^^  ^  thickness,  is  stated  not  to 
exceed  from  seven  to  ten  shillings.  Mirrors  silvered  by  the  deposit 
process  are  not,  however,  popidar  with  the  manufacturers,  oecauae  thsy 
oecome  spotted,  and  present  a  black  aspect  which  is  not  considered  flat- 
tering to  the  visages  of  those  who  have  occasion  to  consult  their  looking- 
glasses.  The  best  way  to  show  the  process  is  to  cork  one  end  of  %  mg 
clean  glass  tube,  and  then  to  pour  in  the  silvering  solution.  When  the 
ailvering  is  complete,  pour  away  the  solution,  and  wash  out  ai^ 
adhering  portions  of  the  oil  with  spirits  of  wine ;  drain,  dry,  and  ooik  tae 
tube.  A  number  of  other  deoxidizing  agents  will  answer  the  same  pur- 
pose as  the  oil  of  Cassia,  such  as  tannin,  grape-sugar,  &o. 

The  property  of  opacity  is 
conjoined  to  that  of^meuUio 
lustre,  although  gold  leaf  of  tiM 
thickness  already  alluded  to 
will  transmit  a  ffreenish  light. 
It  has  been  snown  that  thi 
metals  are  remaricable  for  t^ior 
metallic  lustre  and  opacify} 
they  are  also  distinguished  at 
good  conductors  of  heat,  whilst 
tne  thirteen  non-metallic  bodiei 
are  bad  conductors.  A  red-hot 
iron  ball  mav  be  placed  for  a 
short  time  ciose  to  the  skin  of 
im  of  the  ^^®  hand,  provided  a  thin  film 
of  charcoal  is  interposed,  be- 
cause the  latter  is  a  bad  ocnip 
ductor  of  heat ;  but  if  iron  or  other  metallic  filings  are  substituted  for 
the  charcoal,  the  effect  of  the  conducting  power  of  the  metal  is  soon 
apparent,  and  the  red-hot  ball  must  be  quicldf  removed. 

The  relation  of  heat  generally  to  the  metals  is  peculiar  and  intereatiiig. 
The  celebrated  Dr.  Black,  in  one  of  his  lectures,  says,  **  I  therefore  con- 
sider the  metals  as  substances  which  have  the  power  to  retain  atnmgik 
a  certain  quantity  of  latent  heat,  which  gives  them  their  touaiineaa  ima 
malleability ;  but  I  imagine  that  heat  is  driven  out  of  them  by  the  vio- 
lent agitation,  compression,  and  friction  of  their  parts  in  hammering 
them  strongly  into  another  shape.  Those  called  the  more  perfect 
metals  retain  this  heat  with  the  greatest  force,  and  retain  it  in  aosw 
cases,  though  extended  by  skilful  hammering  to  an  amazing  degree. 
Tough  iron,  which  is  a  purer  metal  than  steel,  contains  more  of  it  than 
steel  does,  and  shows  a  little  more  power  to  retain  it ;  from  iron  it  can- 
not be  expeUed  but  by  the  strokes  of  the  hammer,  or  violent  oomprea- 
sion ;  from  steel  it  can  be  separated  not  only  by  hammering,  but  alao  by 


Fig.  96.  Red-hot  Iron  Ball  on  the  pair 
Hand,  protected  by  some  powdered  charcoal. 
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sodden  and  violent  refrigeration  of  the  steel  from  the  red-hot  state. 
This  happens  in  the  operation  called  the  hardening  of  steeL  The  steel. 
18  made  red  hot  in  the  fire,  and  then  suddenly  plunged  into  cold  water. 
Thus  it  is  made  excessively  hard,  but,  at  the  same  time,  perfectly 
flexible  or  brittle.  We  must,  therefore,  conclude  that  this  sudden 
and  yiolent  refrigeration  prevents  its  retaining  a  due  portion  of  latent 
heat,  which  it  would  have  retained,  had  it  been  allowed  to  cool  slowly 
and  quietly.  Iron,  when  treated  in  the  same  manner,  loses  very  little 
erf  its  latent  heat." 

^e  quantity  of  latent  heat  in  the  metals  is  curiously  illustrated  by 
the  flash  of  faint  light  which  is  apparent  when  a  bullet  from  Perkins's 
•team-gnn  strikes  a  wrought-iron  target.  The  bullets  are  completely 
flattened,  and  when  directed  against  a  plate  of  lead  placed  in  front  of 
the  target  a  "  cold  weld"  takes  place,  the  two  surfaces  of  lead  being 
firmly  united,  as  if  melted  or  soldered  together.  The  flash  of  light  is 
not  visible  during  the  daytime,  and  onlv  in  a  darkened  room.  Mother 
moat  interesting  example  of  the  latent  heat  retained  by  metals,  and  es- 
pecially iron,  was  demonstrated  during  the  trials  of  Mr.  Whitworth's 
80-pounder  flat-headed  hexagonal  bolts — we  cannot  term  them  balls — 
agamst  the  resistance  offered  by  the  thick  iron  sides  of  the  floating 
battery  Trusty,  Previous  experiments  had  shown  that  a  single  baU 
from  the  smooth  bore  68-pounder,  or  from  Armstrong's  famous  ^un, 
produced  little  or  no  effect  upon  the  plate  armour  even  at  a  point-blank 
tange  of  200  yards.  The  plate  armour  is  made  of  slabs  of  the  finest 
wrought  iron  4^  inches  thick,  which  is  backed  up  and  further  strength- 
ened mside  by  22  inches  of  oak  or  teak  beams  laid  transversely,  and 
with  half  an  inch  of  wrou^ht-iron  plate  inside  them  agam ;  but,  notwith- 
gtanding  the  immense  resisting  power  of  the  iron  plates,  the  hexagonal 


Fiff.  M,  ^  Utwofth  CKm  end  the  Iron-platei  Floating  Battery,  the  Tru9i$^  showing  the 
ftiih  ofUg^t  when  th9  ihot  itiuck  til )  tide. 
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SO-pounder  flat-headed  bolt,  projected  from  a  cannon  also  made  W  Mr; 
Whitworth,  passed  completely  through  them  when  fired  with  a  coaige 
of  fourteen  pounds  of  powder.  The  hole  it  made  in  the  plate  was  a 
dean  hexagon,  precbely  the  size  of  the  shot.    TkeiAot,  loiem/oumd,  wot 

90  hot  that  no  one  could  Umek  iL 
It  scarcely  showed  anj  sign  of 
damage  beyond  being  oon* 
pressed  to  al)out  an  inch  shoitflr. 
The  fifth  shot  again  pierced 
through  the  centre  of  a  pkto 
and  into  the  main  deck  ot^e 
ship,  driving  before  it  % 

of  splinters  and  an  imn 

iron  Dolt,  which,  from  the  posi* 
tion  in  which  it  was  found— 
among  the  fragments  of  wood 
on  the  main  deck  —  had  e?i- 
dcntly  been  dashed  throng  and 
whirled  about  with  a  foroe  only 
inferior  to  that  of  the  projectile 
itself.  "  It  was  noticed  that,  ai 
the  instant  of  concussion  between 
this  shot  and  the  vesseVs  eide, 
a  broadsheet  of  intensely  bright 
flame  was  emitted,  almost  as  if 
a  gun  had  been  fired  from  the 
Trusty  in  replv** 

Metals  are  likewise  exceUent 
conductors  of  electricity,  whilst 
the  tliirteen  non-metallics  are 
non-conductors,  with  the  excep- 

«.«.,««-         «n   ^.   T        .       ^  :.  V  tion  of  some  kinds  of  carbon. 

Fig.  97.  The  new  Electiic  Lamp,  invented  by  „i  •  i     •    -i^^ ^.  r^— J^    -^ 

HMit;of  Edinburgh,  ii  represented  by  the  pre-  which,  m  its  purest  form-Hns., 

fixed  figure,  and  consists  ot  ▲  a,  a  moveable  brass  the    diamond,    with   a    specific 

rod  roughened  on  the  surface  like  an  ordinary  pravifvnf  *\'^  fnS'i*; la^iiAn 

rat-tail  file,  and  holding  within  its  grasp  the  graviiyoi  ^  t)  tO  ^  i)&--lS  anon- 

upper  rod  of  charcoal,  i,  which  constitutes  one  conductor  Ot  ClectnClty,  whilst 

of  the  electrodes  or  poles  of  the  galvanic  battery,  jn  its  softer  state  as  in  Sas  Oar- 

B  B  are  the  two  extremities  of  a  soft  iron  bar  i  •£  '^^  ■.  P^    .T^ 

covered  by  insulated  copper  wire,  and  forming  an  DO^*  specihC  gravity  i"7o,  it  IS 

electro-magnet  when  a  current  of  electricity  tra-  an  excellent  conductor  of  elec- 

jrrJifcJ^pJ  X^<ri%ftSlSi;^S  tncity.andisemployedMtheter. 

halves,  which  are  hinged  to  a  common  basement,  minals  01  the  COppcr  Wires  nom 

and  naturally  tend  to  flUl  outwards,    d  is  a  ring  thp  vnlt&in  hftttprr  in  niYvltwiM 

■urrounding'tbe  hollow  wedge  B,and  attached  to  J?®   i    f^    r  L.  J?i.     nSf^S? 

the  armati5e.  ».  of  the  ele^ro-maniet.    x  U  a  the  elcctnc  light  (Fig.  97).  The 

hollow  item  with  one  arm  c,  whidi  serves  as  a  expression  Oi"  non-COnductor" 

r^SJh^Sf  tirf^T^^dSl^Siir^^'  »  ^^^  to  employ  m  an  ele- 

L  X.  are  binding  screws  which  connect  the  wires  mcntary  work  like  the  present ; 
of  the  battery  with  the  lamp  ii  are  the  two  jjut  must  of  COUrsc  be  taken  in 
charcoal  pencils  which  constitute  the  poles  of  ,.^  ,     ^^^""^  J^  •^o*  i« 

the  battery,  between  which  the  light  is  produced,  a  qualined  sense,  and  should  be, 
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luoperly,  "  bad  conductor,"  as  Faraday  has  shown  that  good  and  bad 
ccMidnctors  have  certain  electrical  properties  in  common,  and  pass  by 
insensible  gradations  one  into  the  other. 

One  of  tne  most  important  physical  properties  of  the  metals  is  their 
maUeabiUtw  or  power  of  extending,  witnout  disintegration,  when  struck 
vith  the  blows  of  a  hammer.  The  noble  metals,  gold  and  silver,  enjoy 
this  property  in  the  highest  de^ee.  Ordinary  gold  leaf  is  sometimes 
beaten  so  tmn  that  five  grains  wdl  nearly  cover  a  surface  of  two  square 
feet.  Pliny  informs  us  that  gold  was  beaten  to  such  a  degree  of  thin- 
ness, that  one  ounce  of  gold  was  extended  to  750  leaves,  each  four 
inches  in  size.  Lucretius  compared  the  Roman  gold  leaf  to  a  spider's 
web ;  and  Martial  described  it  as  little  other  than  a  vapour.  Pliny  also 
states  that  gold  leaf  was  applied  to  marble  with  a  varnish,  and  to  wood 
with  a  cement  called  leucophoron.  This  property  of  the  metals,  as 
compared  with  non-metallic  substances,  is  easily  shown  by  casting  a  bar 
of  lead,  and  then  having  cooled  it  to  a  temperature  of  32°  Fab.,  it  may  be 
hammered  out  on  the  anvil ;  whilst  all  the  solid  non-metallics,  if  cooled 
to  the  same  temperature,  in  order  to  be  able  to  include  phosphorus,  are 
brittle,  and  easily  broken  up  or  powdered. 

All  the  metals,  however,  are  not  malleable,  and 


Arsenic 

Manganese 
Molybdenum 

Antimony 

Bismuth 

Tellurium 

Cerium 

Titanium 

Chromium 

Tungsten 

Cobalt 

Uranium 

Columbium 

Khodium 

with  some  others,  are  specially  to  be  noticed  for  brittleness,  and  the 
ease  with  which  they  may  be  reduced  to  powder.  The  malleability  and 
ductility  of  metals  are  strangely  altered  when  they  are  alloyed  together ; 
if  no  chemical  change  or  umon  occurred  between  them,  it  might  be  sup- 
posed that  the  alloy  would  have  the  mean  malleability  of  the  two  metats, 
whereas  the  change  of  malleability  is  very  curious  in  some  instances. 
Tbos  gold  is  very  properly  placea  at  the  head  of  the  list  of  metals 
whidi  enjoy  the  property  of  malleability,  but  if  alloyed  with  lead  in  the 
proportion  of  half  a  gram  of  the  latter  to  one  ounce  of  gold,  the  whole 
becomes  quite  brittle,  and  may  be  easily  reduced  to  powder.  It  is  in 
this  manner  Mr.  Denham  Smith  supposes  that  Moses  reduced  the  Golden 
Calf  to  powder  by  first  alloying  the  metal  with  lead,  and  it  certainly  is 
a  much  more  probable  theory  than  that  proposed  many  years  ago  by 
Stahl,  who  gives  the  Israelites  credit  for  more  scientific  knowledge  than 
they  probably  possessed,  and  supposes  tliat  Moses  made  sulphuret  of 
sounm,  in  a  solution  of  which  the  gold  was  attacked  and  dissolved.  An 
alloy  of  platinum,  copper,  and  zinc,  though  remarkably  ductile  and  mal- 
leiU)le,  is  render^  brittle  by  a  quantity  of  iron  not  exceeding  half  a 
grain  iu  four  ounces  of  the  alloy.  Dr.  Henry  remarks  "  that  in  such 
cases  it  has  been  supposed  that  a  true  chemical  union  does  not  take 
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place,  and  that  the  newly-added  metal  is  merelj  mechanioally  intapoied 
oetween  the  particles  of  the  other,  the  cohesion  of  which  it  thus  im- 
pairs." This  explanation,  however,  can  s6arcely  be  admitted  as  sitiB- 
factory ;  and  among  other  arguments  .in  proof  of  the  existence  of  che- 
mical union,  it  may  be  remarked  that  gold  is  rendered  brittle  br  beiiijg^ 
kept  in  fusion  in  the  vicinity  of  melted  tin,  the  vapour  of  Wnich  it 
seems  capable  of  attracting.  Mercury,  again,  renders  various  m^als- 
extremely  brittle,  whilst  the  addition  of  a  very  small  quantity  of  sodium 
to  mercury  will  render  it  solid,  brittle,  and  crystalline ;  hence  it  may 
be  asked  why  the  metals  have,  in  some  cases,  a  greater  tendency  t!> 
crystallize  when  alloyed  with  others  ?  does  the  admtion  of  the  foreign 
metal,  such  as  lead,  act  as  a  nucleus  around  which  the  particles  of  tne 
gold  crystallize  in  cooling  ?  A  great  deal  has  yet  to  be  ascertained  by 
experiment  before  we  can  make  the  assertion  that  an  alloy  is  not  » 
chemical  combination. 


Fig.  93.  Illustrations  of  the  MoUeabiUty  and  Dactility  of  the  Metals. 

Ductility  is  quite  the  twin  brother  to  malleability,  and  those  metals 
which  enjoy  the  latter  property  are  also  remarkable  for  the  possession  of 
the  former.  Metals  are  said  to  be  ductile  when  they  can  be  drawn  into 
thin  wire  by  pulling  a  circular  rod  of  metal  through  a  sted  plate  per- 
forated with  a  succession  of  holes  gradually  reduced  in  size  (Fig.  98), 


The  ductility  of  gold  is  amazing,  and  Dr.  Halley  states  that  six  feet  in: 
length  of  the  finest  gilt  wire,  used  for  lace,  brocades,  &c.,  before  flat- 
temng,  will  counterpoise  no  more  than  one  grain,  and  as  the  gold  is  not 
quite  ^th  of  the  whole,  a  single  grain  of  ^Id  thus  exten£d  will  be 
345*6  feet  long.  In  India  the  art  of  drawmg  gold  and  silver  wire  has 
attained  the  greatest  perfection,  and  the  gold-embroidered  housings  of  th& 
elephant  and  howdah  (Fig.  99)  as  exhibited  by  her  Majesty  in  me  First 
Exnibition  in  Hyde  Park,  were  remarkable  examples  of  the  use  of  gold 
thread,  ue,,  silver  coated  with  gold.    The  Mohammedans  of  Dacca  are 
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apedally  remarkable  for  the  Cashmere  shawls,  scarfs,  muslins,  and  net 
hJtmca  which  they  embroider  with  silk,  gold,  and  silver  thread. 


1%.  90.  Bmbfoidared  Hoasinn  tnd  Trappings  of  the  Elephant  and  Howoah  tzhiUted 
bj  her  M^eaty  in  the  Great  Exhibition,  1351. 

Altbough  iron  is  so  tongh  and  hard,  it  may  be  drawn  into  wire  as  thin 
as  hair,  and  Dr.  Wollaston,  by  an  ingenious  modification  of  the  prooesa 
of  gold  wire-dnwing— viz.,  by  surrooDding  the  gold  with  silyer,  and 

X 
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then  dissolving  off  the  latter  with  nitric  acid  after  the  dimwiiig^  i 
enabled  to  extend  one  grain  of  gold  to  700  feet.  When  weights  ave 
applied  to  different  metallic  wires  of  the  same  gan^  or  diameter,  tl»ej 
are  found  to  differ  very  much  from  each  other  in  their  power  of  sustain- 
ing them.  This  is  called  the  property  of  tenacity^,  or  power  of  resistiiig 
a  strain.  Guyton  Morveau  has  carefully  determined  the  weights  whi^ 
can  be  supported  by  wires  of  a  uniform  diameter  of  0*787  of  an  English 
line,  without  fracture. 

A  wire  of  iron  supports  649*250  lbs.  ayoirdapois. 


copper 

,    302-278 

platinum 

,    274-320 

silver 

,    187-137 

gold 

„    150-753 

zinc 

„    109-540 

tin 

„      34-630 

lead 

„      27-621 

One  of  the  most  remarkable  illustrations  of  toughness  and  tenacity 
is  exhihited  in  the  Armstrong  gun,  of  which  all  patriotic  Britons  are 
justly  proud.  Each  gun  is  made  in  about  three-feet  lengths,  and  on 
much  the  same  principle  as  the  twisted  gun  barrels.  Thin  bars  of  the 
best  wrought  iron,  about  two  inches  broad,  are  heated  to  a  white  heat, 
and  in  this  state  twisted  and  welded  together  in  spiral  rolls  round  a 
steel  bar  or  core,  smaller  in  diameter  than  the  bore  of  the  ^un.  Over 
this,  when  cold,  another  twist  of  the  same  kind  is  made,  with  the  spiral 
running  in  a  contrary  direction,  and  so  imtil  three  or  four  layers  nave 
been  put  on,  according  to  the  calibre  of  the  gun  and  the  thickness  re- 
quired. The  whole  is  then  reheated  and  welded  together  for  the  last 
time  under  the  steam  hammer.  The  ed^s  of  the  three-feet  lengths 
are  next  planed  down  so  as  to  admit  their  joinm^  and  lapping  over,  and 
over  these  edges  are  forced  on  thick  wrought-iron  rings,  wnich,  being 
welded  down  at  a  white  heat,  of  course  contract  so  as  to  make  the  joint 
almost  stronger  than  if  made  in  one  piece.  Li  the  breech  an  opening  is 
cut  down  into  the  chamber ;  but  the  breech  itself  is  separate  from  the  gun, 
and  is  worked  backwards  by  a  powerful  screw. 

Unhappy  midshipmen,  on  first  joining  their  ships,  are  usoallj  favoured 
by  their  more  hardened  shipmates  with  all  the  practical  jokes  that  can 
possibly  be  nlayed  off  on  them  in  the  narrow  sphere  of  a  floatii^  ark ; 
and  one  of  tne  most  dangerous  is  certainly  that  termed  "cutting  (u>wn," 
where  the  individual  in  nis  hammock  suddenly  ^vitates  to  the  hard 
deck,  in  consequence  of  the  supporting  ropes  bemg  cut  awav ;  but  if 
some  tough  iron  wires  were  inserted,  and  conceded  in  the  ropes, 
they  would  still  carry  the  hammock,  to  the  great  surprise  of  those 
attempting  the  mischief. 

At  the  theatre  the  tenacity  of  copper  wire  is  frequentli^  tested  by 
the  ascent  of  witches,  fairies,  and  other  prodigies  to  the  dominion  of  the 
carpenters  above,  termed  the  "  flies."    ^ig.  100.) 
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The  standing  rigging  of  ships  is  now  frequently  made  of  iron  wire, 
and  ¥rire  ropes  are  oontmoally  used  for  the  purpose  of  traction,  either  in 
hauling  up  coals  or  minerals  from  the  deepest  mines,  or,  as  in  the  case 
of  the  Blackwall  Railway  some  years  ago,  for  dragging  the  trains  back- 
wards and  forwards  between  the  drums  worked  by  powerful  stationary 
engines. 


Fig.  100.  Uie  of  Wire  for  foipending  the  Fairiei.  Ac,  At  the  Theatre. 


Elasticity  is  illustrated  by  the  manufacture  of  iron  or  steel  sprinjfs, 
hardness  hj  the  use  of  steel  for  cutting  tools,  or  of  rhodium  for  tne  tips 
of  ererlastmgpensM  sonorousness  by  tne  manidacture  of  steel  and  silver 
bells,  which  are  au  examples  of  special  physical  properties  belonging 
to  the  metab.     Whatever  renders  metals  harder  and  more  elastic 

m2 
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appears  to  increase  their  sonnd-giTing  power.    Another  illostratioii  of 
the  change  in  the  properties  of  the  metals  when  allojed  together,  is 


Fig.  101.  Spiral  of  Steel  for  prodadng  the  Sound  of  a  Gong. 

demonstrated  in  the  manufacture  of  bell  metal,  and  copper  and  tin  united 
by  fusion,  are  more  sonorous  than  either  singly. 

Grold  and  silver  would  be  too  soft,  and  soon  wear  out,  if  they  were 
used  for  the  coinage  in  a  pure  state ;  but  the  addition  of  a  certain  quan- 
tity of  copper  renders  them  sufficiently  hard  to  sustain  the  wear  ana  tear 
of  circulation.  By  the  addition  of  manganese  to  steel  it  retains  its  cut- 
ting edge  much  longer  than  ordinary  steel,  and  is  therefore  employed 
in  the  manufacture  of  razors  and  trade  tools.  The  addition  of  gold  is 
said  to  confer  even  better  qualities  on  the  steel  than  manganese ;  whilst 
tungsten,  alloyed  with  steel,  is  stated  to  impart  such  excessire  tough- 
ness and  hardness,  that  it  may  be  used  for  boring  through  ste«L 
Amongst  the  non-metallio  elements  carbon  in  the  form  of  the  diamond 
is  remarkable  for  being  the  hardest  substance  in  nature ;  and  althoof  h 
certain  individual  quauties  belonging  to  the  metals  may  be  traced  to  the 
non-metallics,  there  is  not  one  of  tnem  which  it  would  be  desirable  to 
move  out  of  its  class.  The  distinguishing  properties  belonginff  to  the 
metals  are  not,  however,  confined  to  the  pnysical  ones  of  bmlian<7, 
malleabilily,  ductility,  tenacity,  hardness,  sonorousness,  or  to  the  re- 
markable power  which  they  possess  of  conducting  heat  and  elec- 
tricity. 


CHZMIOAL  OHARAOTSRISnCS  OF  THE  METALS.  1Q5 

The  metals  haye  peculiar  chemical  characteristics,  viz. : — 

A  great  afiSnity  for  oxygen,  forming  oxides  or  bates,  and  acids ;  also 
A  great  aflBnity  for  chlorine,  iodine,  bromine,  fluorine,  forming  salts. 

The  thirteen  non-metallic  bodies,  with  the  exception  of  fluorine  and 
hydrogen,  form  acids  when  united  with  oxygen ;  but  then  it  must  be  re- 
membered that  hydrogen  has  been  frequently  supposed  to  be  a  metal, 
and  when  united  with  oxygen  forms  water,  which  acts  like  a  base  or 
metallic  oxide ;  for  instance,  oil  of  yitriol  or  sulphuric  acid,  SO^O, 
consists  of  dry  sulphuric  acid,  SOp  and  one  equivalent  of  water,  HO ; 
but  if  stated  thus  it  exactly  resembles  sulphate  of  soda : — 

Hydrated  sulphuric  acid,  or  sulphate  of  water,  HO  -h  SO,. 
Sulphate  of  soda NaO -f  SO,. 

It  will  be  noticed  that  in  the  latter  salt  the  only  difference  consists 
in  the  substitution  of  Na,  i.e,,  the  metal  sodium,  for  H,  the  gas  hydrogen. 
Other  examples  might  be  adduced,  but  would  lead  us  away  from  the 
chief  point  at  present  in  view,  viz.,  the  chemical  difference  between  the 
two  ^eat  classes  of  elements.  With  respect  to  the  combination  of 
chlorme,  iodine,  bromine,  or  fluorine  with  a  metal  as  compared  with  a 
non-metallic  element,  we  ma^r  adduce  a  simple  example.  Thus,  the 
metal  sodium  forms  with  chlorine  a  salt  termed  conmion  salt,  or  chloride 
of  sodium,  the  type  of  other  salts  produced  by  substituting  iodine, 
bromine,  or  fluorine  for  it ;  hence  these  four  non-metallic  elements  are 
sometimes  called  halogens,  or  producers  of  substances  like  common  salt. 

Salis. 

Chloride  of  sodium. 
Bromide  of  sodium. 
Iodide  of  sodium. 
Eluoride  of  sodium. 

Now,  if  oxygen  is  selected  as  the  non-metallic  element  to  be  united 
wBth  these,  we  nave  numerous  acids  formed,  such  as 

Chloric  acid,  CIO5. 
Bromio  acid,  BrO^. 
Iodic  acid,  IO5. 
Fluorine  has  not  yet  been  united  with  oxygen  gas. 

>0r,  if  carbon  is  taken  as  an  example  of  the  union  of  a  halogen  with  a 
non-metallic  body,  we  have  a  series  of  compounds  with  a  more  or  less 
aromatic  odour,  such  as  the 

Protochloride  of  carbon. 
Sesquichloride  of  carbon. 
Bichloride  of  carbon. 

Iodine,  bromine,  and  fluorine  have  not  yet  been  united  with  carbon. 
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We  might  pass  through  the  whole  series  of  noD-metallic  bodies,  and 
an  inquiry  into  their  combination  with  the  four  haiogcais  doubtless 
affords  some  apparently  contradictory  facts,  but  still  the  line  of  demar- 
cation is  traceable  between  metallic  salts  and  non-metallic  compomids. 

The  strongest  titte»  how- 
A  B  ever,  a  substance   can 

have  to  the  name  of  a 
metal,  is  its  power  of 
uniting  with  oxyeen  and 
forming  a  Am?.  Before  a 
metal  can  unite  with  an 
acid,  it  must  first  be  oxi- 
dized and  converted  into 
a  base. 

If  some  zinc  filings 
and  oxalic  acid  are  mixed 
together  and  plaoed  in 
a  glass  vessel  to  the 
outside  of  which  some 
large  hollow  glass  bc^uis 
or  light  wooden  balls 
Kg.  102.  A.  The  gl&ss  vessel  containing  metallic  zinc  have  been  attached  by 
and  a  solution  of  oxalic  acid,  with  the  balls  outside,  pomatum,  they  Will  not 
B.  The  glass  containing  oxide  of  zinc  and  solution  of  f»]i  ^(r  xxrht^n  vnfAr  ia 
oxalic  acid:  the  heat  arising  from  their  union  has  melted  *^  ""  ^^^  V  /  ^ 
the  grease,  and  the  balls  are^  falling.  addea  tO  tnc  contents  01 

the  vessel,  because  there 
is  no  heat  arising  from  chemical  combination  to  melt  the  grease;  but  if 
the  same  arrangement  is  made  in  a  second  glass  vessel,  and  oxide  of 
zinc,  instead  oi  the  metal,  added  to  the  oxalic  acid,  then  a  rapid  union 
ensues  between  the  acid  and  base,  and  the  heat  produced  is  indi- 
cated by  the  melting  of  the  pomatum  and  the  fall  of  the  little  beads 
or  balls. 

The  act  of  oxidizing  a  metal  is  frequently  one  of  the  greatest  enmj, 
and  usually  accompanied  with  the  evolution  of  much  heat.  In  Se 
respective  chapters  on  these  metals  it  will  be  observed  that  iron,  lead, 
copper,  &c.,  in  a  finely-divided  state,  are  actually  pyrophoric,  and  take 
fire  spontaneously  when  only  brought  in  contact  with  the  oxygen  of 
the  air. 

Correctly  speaking,  we  ought  to  say,  the  sulphate  of  the  oxide  of 
copper,  or  the  sulphate  of  the  oxide  of  tin ;  but  lor  the  sake  of  brevity 
it  IS  usual  to  speak  of  them  as  the  sulphate  of  copper  and  the  sulphate 
of  tin.  The  subject  of  acids,  and  bases,  and  salts  is  too  elaborate  a 
theme  to  attempt  here,  and  is  better  studied  in  the  complete  work  of 
Auguste  Launent,  translated  by  Dr.  Odling,  and  published  by  the 
Cavendish  Society ;  and  it  is  only  by  reading  such  a  work  that  we  can 
form  an  idea  of  the  difficulties  in  the  way  of  chemical  classification.  Ajb 
the  animal^  vegetable,  and  mineral  substances  pass  by  insensible  grada- 
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tioiiis  one  into  the  other,  so  we  may  readily  understand  that  the  like 
principle  may  prevail  amongst  the  non-metallic  and  metallic  elemenU, 
and  ihroogh  them  into  the  myriads  of  organic  and  inorganic  non-metallic 
or  metallic  oompoonds. 


Tig.  103.  Inlaid  VeMels  and  Work  in  Gold  and  SUrer  Filigree  from  India ; 
being  examples  of  the  great  dnetility  and  admirable  mechanical  qoalitiei  of 
theee  two  nobl«  metale. 


Fig.  ICHb  One  of  the  largest  Gold  Knggets  yet  diicovered. 
in  the  possession  oi  Professor  Tennant. 


From  AiBodel 


CHAPTEE  IV. 

GOLD.     fVj 
The  drde  amongst  the  ancient  Egyptians  was  the  symbol  of  divinity  and  perfeotioa. 

Some  ;fears  ago  the  author  remembers  bemg  invited  by  a  large 
trader  in  Liverpool  to  come  to  his  office  for  the  purpose  of  talking 
over  the  sudden  influx  of  gold  from  Australia,  and  its  probabb 
effect  upon  the  value  of  the  precious  metal  at  home ;  for  such  was  the 
general  astonishment  at  the  enormous  yield  of  ^Id,  that  many  seiious 
Siinkers  believed  that  the  reign  of  the  sovereign  Mammon  was  otci^ 
and  that  we  must  return  to  the  patriarchal  possession  of  land  and  flociDB 
of  sheep,  and  herds  of  cattle,  as  the  onlv  representatives  of  wealtk. 
The  expected  crisis  of  cheap  gold  is  over,  ana  although  17,023,413  ounoea 
of  gold,  value  64,122,360/.  sterling,  have  been  exported  between  May, 
185i,  and  December,  1857,  from  the  two  colonies  of  Victoria  and  New 
South  Wales,  the  expected  g:lut  and  superabundance  of  gold  coinage 
has  not  yet  been  experienced  in  the  United  Kingdom. 

Considering  that  the  Peruvians  decorated  themselves  with  the  gold 
found  in  then:  country,  and  thus  excited  the  cupidity  of  the  cniel 
Spaniards,  it  is  remarkable  that  no  gold  ornaments  should  ever  have 
been  alluded  to  by  travellers  as  worn  by  the  aborigines  of  the  Aus- 
tralian colonies.  The  Peruvians  certainly  appear  to  have  enjoyed  a 
much  higher  grade  of  civilization  than  the  poor  miserable  savages  of 
Australia,  and  as  they  erected  temples,  and  were  an  organized  nation 
under  the  government  of  a  king,  they  would  naturally  make  use  of 
whatever  metallic  substances  happened  to  be  present  in  their  oonntnr. 
Unfortunately,  their  metal  happened  to  be  gold,  which  not  only  brought 
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•bout  the  destraciioa  of  the  ancient  kingdom  of  Pern,  bnt  sowed  the 
seeds  of  vrarioe  and  aloth  amongst  their  conquerors,  which  ultimately 
reduced  Spain  from  a  first-  to  a  second-class  position  amongst  nations. 

It  wookl  not  be  difficult  to  attempt  an  analog  between  the  Great 
Britain  of  the  presmt  day  and  Spain  of  the  ancient  time.  The  latter 
had  Uieir  rich  argosies  ana  the  most  powerful  fleet  in  the  world ;  the 
former  now  poasesset  those  great  gifts  of  Eortunie,  and  is  the  envy  of 
the  driliced  uatbns.  Si)ain  yielded  to  the  luxury  and  sloth  of  riches. 
England  is  alig^tfy  hictining  that  way,  but  her  good  genius  prevails,  and 
she  is  still  the  mon  industrious,  toilmg  nation  on  the  face  of  the  earth. 
Lonff  mar  Fhmdenoe  decree  this  state  of  thiogs !  until  the  colonies 
Engmnd  nas  foimded  on  the  other  side  of  the  globe  become  great  and 
mi^ty  nations,  and  reciprocate  with  filial  love  the  good  tney  have 
received  from  the  parent  State. 

It  is  truly  marvellous  that  the  actual  discovery  of  the  treasure 
should  be  deferred  till  the  present  moment,  in  spite  of  the  previous 
tenancy  of  many  of  the  gold-bearing  districts  by  the  aborigmes  and 
parties  of  convicts  with  their  officers.  Officers  in  charge  of  parties  of 
convicts  were  located  near  the  present  gold-yielding  distncts,  but 
nothing  of  the  kind  was  heard  or  talked  of  during  tbeir  weary  sojourn 
there,  and  a  pang  of  regret  must  shoot  through  the  minds  of  those  who 
had  the  opportunity  and  the  will  to  taJke,  but  not  the  knowledge  or 
powers  of  observation  to  Jind  the  king  of  metals  when  they  reaa  the 
marvellous  tales  of  Australian  riches.  Hardened  outcasts,  wretched 
consdence-stricken  felons,  were  neither  the  men  to  plan  or  carry  out 
discoveries ;  the  hi^liest  enjoyment  they  could  hope  for  was  the  occasional 
temporary  insensibility  obtainable  from  fiery  rum.  Their  food  was  fre- 
qoently  deficient,  and  "  I  have  known,"  said  a  liberated  convict,  "a  man 
commit  a  murder  for  a  meal.  I  would  myself  have  committed  three 
murders  for  a  meal"  The  men  who  had  chiefly  sinned  to  procure  gold 
were  marked,  as  it  were,  bv  being  transported  to  a  country  where  gold 
was  given  away  by  Dame  Nature,  but  the  fact  was  hidden  from  tneir 
eyes,  and  if  known  at  the  time,  might  have  caused  crimes  too  dreadful  even 
to  think  of :  every  man's  hand  would  have  been  raised  against  the  other, 
insatiable  avarice  would  have  caused  them  to  spill  each  other's  blood 
like  water,  whilst  the  peaceful  colonists  would  have  been  outnumbered 
and  destroyed. 

In  the  year  1792  there  were  only  sixty-seveli  free  settlers  in  New 
South  Wales ;  at  the  present  time,  in  Sydney  alone,  there  are  310,000 
souls ;  1100  vessels  entered  the  ports  of  New  South  Wales  during  the 
year  1857,  and  these  ships  were  manned  by  18,728  sailors.  The  province 
of  Victoria  in  1S58  contained  nearly  half  a  million  of  human  beings. 
Sorely  the  "  good  time  "  so  long  expected  has  come  at  last,  and  there 
b  now  an  escape  for  the  poor  and  industrious  mechanic,  who  may  emi- 
mte  to  Australia  and  obtain  for  himself  and  family  both  work  and  pay. 
It  may  be  nresumed  that  everybody  knows  that  the  colonies  of  Australia 
are  fonndea  on  an  island  in  the  South  Pacific  Ocean,  formerly  distin- 
guished only  by  the  general  title  of  '*  New  Holland ;"  a  title  which  has 
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almost  (at  least  in  the  minds  of  the  public)  merged  into  and  been  k»l 
siffht  of  in  the  glories  of  Sydney,  Victoria,  and  Melbourne,  and  spoken 
of  collectively  as  Australia. 

These  colonies  are  about  16,000  miles  away  from  the  sound  of  Bow 
bells,  and  whilst  sold  has  been  found  in  enormous  Quantities^  and  nuqr 
be  called  the  staple  of  New  South  Wales  and  the  indepcoident  pnmnoe 
of  Victoria,  South  Australia  is  the  agricultural  colony  of  Anatialiay  and 
exchanges  com  and  flour  for  gold  dust,  although  its  Burra  Buira  oc^iper 
mines  ^most  equal  the  gold  discoveries  in  yalue,  as  it  is  said  there  are 
"  Hundreds  of  miles  in  the  northern  district  which  abound  in  oopper  of 
great  purity."  The  settled  districts  now  occupy  as  large  a  space  on  tiie 
globe  as  Great  Britain,  Ireland,  andErance ;  and,  of  the  whole  continent 
of  Australia,  uot  more  than  one-fourth  is  as  yet  known. 

Western  Australia  is  likely  to  become  the  mat  wool-  and  tallow-pro- 
ducing portion  of  this  highly-favoured  part  of  the  globe. 

Having  thus  briefly  alluded  to  Australia,  it  must  be  remembered 
that  this  is  not  the  only  gold-producing  country.  Our  worthy  couaiBa^ 
the  Americans,  possess  California.  At  the  IbLhibition  of  1851  their 
gold  services  of  pure  Califomian  gold  were  examined  with  loving  eyes 
by  the  multitude  who  thronged  to  that  palace.  A  year  before  the  cus* 
coveries  of  the  riches  of  cSifomia — viz.,  in  1846--Sir  Boderick  Mur- 
chison,  in  speaking  of  the  ^old  found  in  the  Ural  Mountains  in  Russia, 
strongly  urged  the  unemployed  Cornish  miners  to  emigrate  to  New 
South  Wales,  and  di^  and  delve  in  the  debris  and  drift  of  what  he  termed 
the  Australian  Cordilleras ;  but  the  lecture-room  was  16,000  miles  away 
from  the  supposed  riches,  and  the  vision  of  wealth  might  melt  away, 
like  the  ghost,  into  "  Air,  thin  air,**  when  the  miner  reached  the  end  of 
his  long  journey ;  so  nobody  troubled  their  heads  with  what  the  great 
geologist  had  recommended  until  1851,  when  the  startling  and  agreeable 
news  arrived  from  Melbourne,  and  then  a  tumultuous  rush  from  the 
mother  country  took  place,  and  the  miners  no  longer  wanted  to  be 
advised,  but  prayed  to  go. 

Gold  has  not  only  been  found  in  Australia,  California,  and  the  Ural 
Mountains  in  Russia,  but  likewise  in  other  parts  of  Europe.  Jamieson 
states  that,  "  In  the  time  of  Queen  Elizabeth,  extensive  workings  were 
carried  on  in  the  district  of  Leadhilb,  in  Lanarkshire,  for  the  purpose 
of  collecting  ^old ;  and  it  is  reported  that  300  men  were  em'ptoyed  in 
searching  for  it,  and  that  in  the  course  of  a  few  summers  a  quantify 
was  collected  equal  in  value  to  100,000/."  It  also  occurs  in  Glen  Torret 
in  Perthshire,  in  stream  works  in  Cornwall,  and  in  a  ferruginous  sand 
near  Arklow,  in  the  county  of  Wicklow,  in  Ireland,  where  a  mass 
weighing  twenty- two  ounces,  said  to  be  the  largpt  ^iece  hitherto  met 
with  in  Europe,  was  found.  The  sand  of  any  river  b  worth  washinff 
for  the  gold  it  contains,  if  it  will  yield  twenty-four  grains  in  a  hundred 
weight :  and  provided  always  that  labour  is  cheap.  The  sand  of  the 
African  rivers  often  yields  sixty-three  grains  of  gold  dust  in  not  more  than 
five  pounds  weight. 

Mjt.  Evan  Hopkins,  in  speaking  from  experience,  *'0n  the  superficial 
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ipDearance  of  gold  producing  grounds  in  Australia,"  remarks  that 
"Barrenness,  stunted  vegetation,  broken  ridges,  and  continuous  hills  of 
quartz,  clay  slate,  and  ferruginous  giavel  are  the  chief  cluu^cteristics  of 
^d-bearing  rocks.  The  simace  of  such  formations  is  not  only  not  avail- 
ahlefor  extensive  agricultural  operations,  but  somewhat  meagre  for  pastoral 
purposes^  owing  to  the  absence  of  lime  in  the  felspar  and  the  excess  of 
mm  and  silica,  excepting  in  the  soils  of  the  neighbouring  valleys.  The 
sorfaoe  of  the  non-metallic  sedimentary  rocks,  like  those  in  the  neighbour- 
hood  of  Melbourne,  Geelong,  and  the  western  districts  near  the  southern 
ooast,  presents  a  very  different  aspfect.  The  primary  elements  in  these 
Darts  of  the  colony  liave  been  more  or  less  dissolved,  and  deposited  in 
nomogeneous  layers  in  a  fit  state  to  nourish  the  vegetable  productions, 
wid  are  very  different  to  the  coarse  ferruginous  gravels  of  the  gold  fields. 
We  must  be,  therefore,  very  cautious  in  estimating  the  vwue  of  the 
whole  surface  of  the  higher  parts  of  the  primary  rocks  for  agricultural 
purposes.  Tia  thickness  and  quality  of  the  soil,  generally  speaking, 
vmnes  inversely  as  the  richness  of  the  ground  is  for  metals  {in  situ), 
therefore  they  are  seldom  found  equally  productive.  I  have  stated  that 
the  greater  portion  of  Victoria  appears  to  be  more  or  less  auriferous 
from  the  Grampians  to  the  Alps,  and  uncovered  by  sedimentary  rocks 
(except  in  some  parts  of  the  flanks),  verv  easily  examined,  not  merely 
superficially,  but  geologically,  and  it  would  be  for  the  interest  of  the 
colony  to  get  a  survey  made  as  early  as  possible.  This  would  be  the  means 
of  removing  many  uncertainties,  and  lead  to  the  early  development  of  the 
actualresourcesof  the  country- and  improvement  in  inland  commimication." 

The  sand  of  the  Danube,  llhine,  Rhone,  Tagus.  and  many  other 
European  rivers  afford  gold,  and  have  been  at  different  periods  worked 
for  this  metal.  The  only  considerable  gold  mines  of  Europe  are  those 
of  Hungary. 

Sir  John  Pettus,  who  wrote  an  excellent  work  on  "  Metals,"  date 
16S6,  says  "  Gold  washers  who  go  abroad  in  the  country  for  gold  wash- 
ings, and  get  their  livelihood  by  it,  they  have  for  the  gold  works  a  special 
proving,  whereby  they  do  observe  how  much  gold  they  wash  in  one  day, 
and  accordingly  make  their  accounts,  whether  the  work  will  bear  the 
charge  of  washing,  and  whether  it  be  poor  or  rich.  If,  upon  search,  he 
doth  find  by  such  proofs  that  the  wash  work  will  recompense  his  labour, 
pains,  and  charges,  then  each  one,  according  as  he  is  best  instructed, 
doth  work  the  same  and  make  his  profit  thereby,  amonff  whom  there 
are  some  who  do  wash  that  which  doth  lye  in  the  fields  unaer  the  mixed 
earth,  as  also  the  sand  out  of  the  fiowinp  Rivers  or  channels,  and  do 
wash  it  over  a  board,  in  which  are  cut  httle  gutters  and  wrinkles,  here 
and  there,  into  which  the  heavy  gold  will  descend  and  remaineth,  but 
part  of  it  will  wash  over,  especially  if  the  work  be  rich,  and  h&th  grain  gold. 

"  Some  years  past  (and  this  shows  how  ancient  the  process  of  gold 
washing  must  be)  there  was  found  npon  such  work  and  sand  by  the 
witer-side,  a  special  wash  work  by  which  in  one  day  near  three  hundred- 
vdght  of  rubbbh  have  been  washed  away,  and  the  gold  saved,  which  is 
done  thus. 
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Fig.  106.  Ancif^nt  Gold  Washers  (Pettus).  "  1.  The  man  that  worketh  with 
the  Rattar  (or  shaking  sieve).  2.  The  middle  floor,  whereon  that  wbidi 
goeth  through  the  Battar  doth  fall.  3.  The  lower  floor,  whereon  that  which 
oometh  from  the  middle  floor  doth  fisill.  4.  The  pkUn  reeeivert  called  the 
heulh,  of  that  which  foils  from  both.  6.  The  person  that  stands  on  a  board, 
and  oat  of  a  wheelbarrow  Uirows  the  matter  or  oar  into  the  tunnel  which 
guides  it  into  the  Battar.  6.  The  channel  in  which  water  doth  run  into  the 
Battar." 

"  Then  some  of  tlie  gold  washers  use  upon  their  hearths  the  strcmg 
Timode  black  and  russet  woollen  cloth,  over  which  they  do  driye  thcdr 
works,  because  the  woollen  cloth  is  rough  and  hairy,  so  that  the  small 
and  round  grains  of  gold  will  remain  and  not  run  forth  (as  it  will  from 
the  Timode),  whereby  the  gold  upon  the  black  cloth  may  apparently  be 
known,  though  it  may  be  small  and  little.  Others  use,  instead  oc  the 
Timode,  a  black  woollen  cloath  LinteywooUey  (half  linnen  and  half  wodlen* 
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wiooelit  in  the  maimer  as  the  Timode  is),  upon  which  the  gold  doth 
stick  oetter,  and  such  cloths  do  last  longer,  because  o^  the  Linnen  that 
is  amon^  the  Woollen,  which  doth  strengtnen  it,  therefore  it  is  better  for 
this  work. 

"  But  there  is  another  way  of  washing  (not  much  in  use),  which  b 
called  Driving  and  Washing  through  the  long  Rattar ;  but  according 
to  my  mind  it  is  not  so  convenient  a  way  for  the  small  works,  which 
have  great  and  small  gold,  and  are  both  sand  and  clay  toffether,  yet  I  do 
not  much  decline  from  the  before-described  Rattar  wonc.  For  in  this 
labour  or  washing^,  because  of  the  turning  in  the  upper  and  lower  faUs, 
the  running  gold  is  preserved  better  and  the  sold  ^th  with  the  small 
common  work  over  the  plain  hearth  upon  which  it  is  driven,  and  the 
manner  of  doing  it  is  seen  in  the  foUowm^  sculpture." 

The  classical  story  of  Jason  and  the  Golden  Fleece  has  been  frequently 
suggested  to  be  a  fanciful  romance,  in  which  is  embodied  a  rude  mode  of 
coUecting  gold  (washed  down  with  the  stream),  bv  means  of  sheep's 
fleeces.  The  fleecing  of  the  King  of  Colchis  probaoly  meant  the  rob- 
bery of  the  gold  he  collected  in  this  way  from  tne  streams  and  rivers  of 
his  countiT.  The  Pactolus,  a  small  river  in  Lydia,  formerly  afforded  so 
much  ffold  that  it  is  alleged  to  have  been  one  of  the  chief  sources  of 
the  riches  of  Croesus. 

The  presence  of  gold  in  Europe  has  abready  been  alluded  to.  There 
are  few  considerable  mines  of  gold  worked  in  Asia ;  Siberia  and  Beresof 
afiTord  it;  likewise  the  numerous  islands  in  the  Indian  Ocean,  as 
Java,  Japan,  Formosa,  Borneo,  and  the  Philippines.  In  Sumatra  many 
thousana  ounces  of  gold  are  collected  annually.  Africa  has  long  been 
celebrated  as  the  hmd  of  gold  dust,  and  it  is  supposed  that  Ophir,  from 
which  Solomon  obtained  gold,  was  a  country  on  the  coast  of  Africa. 

ijnerica  is  considered  the  richest  country  of  the  world  in  gold,  and 
not  only  includes  Mexico,  but  California  also,  the  kingdom  of  Granada  in 
South  America,  the  Brazils,  and  other  localities.  Since  the  discoveries 
of  California  and  Australia,  the  public  mind  has  become  accustomed  to 
hear  of  pounds  and  hundredweights  of  gold,  and  although  the  produce 
of  this  precious  metal  at  the  present  time  most  likely  transcends  that  of 
aU  other  times,  it  must  be  remembered  that  King  Solomon  received  666 
talents  of  gold  (being  more  than  27  tons  weient)  in  one  year;  "and 
aU  Eong  Solomon's  drinking  vessels  were  of  gold,  and  all  the  vcsacIv  of 
the  forest  of  Lebanon  were  of  pure  gold ;  none  were  of  silver ;  it  was 
nothing  accounted  of  in  the  days  of  Solomon."  (1  Kings,  x.  21.)  Dio- 
dorus  says,  that  the  tomb  of  King  Simandius  was  environed  with  a 
circle  of  gold  350  cubits  about,  and  a  foot  and  a  half  thick,  and  esti- 
matiDg  the  Homan  cubit  to  be  17*4  inches,  it  would  be  easy  to  calculate 
ti^e  enormous  value  of  this  mass  of  gold.  Semiramis  erected  in  Babylon 
three  statues  of  gold,  one  of  which  was  40  feet  high  and  weighed  a 
thousand  Babylonian  talents.  For  these  statues  there  was  a  table  or 
altar  of  gold  40  feet  lon^  and  12  feet  broad,  weighing  60  talents. 

We  have  now  to  ask,  m  the  first  place,  what  are  &e  peculiar  charac* 
teristica  of  the  rocks  likely  to  affora  gold? 
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Secondly — EEaving  procured  a  stone  or  mineral  tliat  looks  like  gcdd, 
how  is  it  possible  to  determine  whether  it  is  the  precious  metal  or  not  f 

For  the  ability  to  answer  the  first  question,  we  take  our  informatioa 
from  nature ;  because,  at  greater  or  less  depths,  we  perceive  that  the 
crust  of  the  globe  is  not  mere  loose  earth,  but  is  formedTof  yarions  lajen^ 
or  what  geologists  call  strata  (from  the  Latin  stratum,  a  bed),  liiese 
layers,  strata,  or  beds,  whether  hard  or  soft,  are  termed  coUectiyelj 
rocks,  which  admit  of  a  very  simple  division  into  stratified  and  unstai- 
tified  rocks. 

The  stratified  have  all  been  deposited  from  water.  Hence  thej  are 
sometimes  called  aqueous  rocks. 

The  unstratified,  it  is  supposed,  have  been  once  melted  bj  some  fer- 
vent heat ;  they  have  been  molten  and  liquefied  like  glass  in  the  fumaoe. 
Their  other  name  is  consequently  igneous  (i^nii  being  the  Latin  for 
fire}^. 

The  stratified  rocks  consist  chiefly  of  three  kinds  of  earth j  matter-^ 
viz.,  sand,  clay,  and  lime.  The  sandy  rocks  are  grit8t(»m»  uaaMaSat^ 
sand,  gravel,  pudding-stone  or  conglomerate ;  the  dayey  rooka  are  clqr» 
dunch,  marl,  shale,  and  slate ;  and  the  lime  rocks  aremarUe^'  limestWie, 
chalk.  If  good  examples  be  wanting  of  the  application  of  stntified 
rocks  in  London,  wc  may  point  to  the  Marble  Arch,  at  one -of  the  en* 
trances  of  Hyde  Park,  or  the  buildings  faced  with  Portluid  stone,  or 
the  New  Houses  of  Parliament.  Unstratified  or  igneous  rodka  are 
lava,  basalt,  greenstone,  and  granite,  consisting  of  quarts,  fielquu;  and 
mica. 

Familiar  illustrations  can  be  given  of  the  application  of  nnstntified 
rocks  by  reference  to  Waterloo  Bridge,  composed  of  granite,  or  to  the 
magnificent  vases  of  Swedish  porphyry  exhibited  in  the  Hyde  Park 
Pakce,  or  the  basalt  columns  ot  the  Giant's  Causeway. 

The  first,  viz.,  the  stratified,  are  deposited  in  regular  order,  like  the 
stones  of  a  mason  who  erects  a  column :  as  the  pillar  must  have  a 
beginning  with  the  foundation,  so  with  the  strata.  Common  sense  will 
perceive  that  the  lowest  arc  the  first  laid  down,  then  a  second,  followed 
by  a  third.  Thus  we  have  the  grand  division  of  stratified  rocks  into 
primary,  secondary,  tertiary,  or,  in  plainer  language,  into  first,  seoonds^ 
and  thirds,  wliich  are  again  divided  into  systems  and  formations.  It  is 
not,  of  course,  supposed  that  the  rocks  are  to  be  discovered  in  regular 
sequence  and  in  imbroken  layers  over  the  whole  ^lobe ;  but  it  is  satis- 
factorily determined  that,  though  the  strata  are  broken  or  displaced,  Ifte 
the  ruins  of  an  ancient  building,  the  succession  can  never  be  inverted. 
The  foundations  of  an  ancient  structure  are  traced  out,  and  even  the 
exact  position  of  the  inscribed  cylinders  of  Nebuchadnezzar,  deposited 
two  thousand  two  hundred  years  ago,  can  be  pointed  out  by  a  1^  H.  Raw- 
linson,  whilst  the  pillars  and  upper  portions  of  the  temple  may  be  in  frag- 
ments; in  fine,  the  learned  observer  and  student  of  ancient  buildings  never 
mistakes  the  upper  part  of  the  structure  for  the  lower  one,  and  so  it  is 
with  the  geological  succession.  A  great  number  of  examples  irdsht  be 
adduced  where  palaeozoic  rocks  or  primary  deposits,  instead  of  being  in 
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their  proper  places,  "  full  fathom  deep/'  are  the  topmost  strata,  aud 
stand  out  on  our  coasts  battling  with  the  winds  and  waves. 

There  is  a  fine  example  of  this  nature  in  the  famous  "Marsden 
Rocks,"  easily  reached  from  Newcastle  by  the  South  Shields  line. 
Sereral  rooms  have  been  excavated  in  this  rock,  and  many  romantic 
associations  are  connected  with  it.    The  mass  consists  of  a  succession 


Fig.  106.  The  Manden  Bocki. 

of  layers  of  magnesian  limestone.  Beneath  this  rock  should  repose  the 
speciality  of  that  locality — viz.,  coal,  the  "black  stones"  that  Pope 
Pins  II.,  in  his  description  of  Europe,  written  about  the  middle  of  tne 
fifteenth  century,  says  he  beheld  with  wonder,  given,  in  Scotland,  as 
alms  to  the  poor.  The  carboniferous  order  being  consolidated,  another 
period,  to  which  no  limit  can  be  assigned,  seems  to  have  elapsed ;  after 
which,  violent  disturbing  causes,  grinding  down  the  chain  ot  mountain 
limestone  to  the  west,  oeposited  above  the  coal  measures,  in  successive 
layers,  the  material  of  tne  magnesian  limestone.  The  whole  region 
tnveraed  by  thb  limestone  appears  to  have  been  afterwards  ravaged 
by  denuding  torrents  from  the  same  direction. 

The  most  striking  peculiarity  of  the  Marsden  Rock  is  the  large  and 
well-cut  bridge  which  the  restless  waves  have  channeled  through  it. 

Magnesian  limestone  belongs  to  the  paleozoic  or  primary  rocks»  and 
jet  it  occurs  at  the  surface  of  the  earth. 

These  simple  facts  in  geology  would  not  have  been  mentioned,  except 
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to  answer  a  question  likely  to  arise  in  the  unscientific,  thou^  other- 
wise clever  mind — How  can  geolog^ts  saj  which  are  the  oldest  rodcs  f 
or.  What  do  they  mean  by  primaries,  secondaries,  and  palttosoicBf* 
&c.  &c. 

The  simple  classification  already  mentioned  established  in  the  mind, 
it  is  easy  to  comprehend  that,  if  Nature  be  true  to  herself,  she  caimot 
invert  or  turn  in  a  contrary  direction  this  arrangement  of  the  stratified 
rocks.  The  primary  being  first  deposited,  cannot  be  found  above  the 
secondary,  or  the  tertiary  under  the  secondary.  Pictures  in  a  book  help 
to  instruct  both  young  and  old ;  an  imitation  of  nature,  bj  way  of 

experiment,  however  mde^ 
may  assist  us.     Place  in  a 

flass  jar  strips  of  white, 
lue,  and  yellow  calioo,  eedi 
with  stnngs  attached  to  one 
end,  which  carry  up  and  lay 
over  the  edge  of  the  due; 
cover  these  with  tikee  Uijecfr 
of  seeds — at  the  bottom  riM^ 
then  black  horsebean^Urtlj 
haricot  beans.  ■  Here  we 
have  primary,  secondary; 
tertiary.  Beneath  and  oni- 
side  the  jar  arrange  a  bit  of 
red  calico,  which  may  be 
called  the  igneous  rocks. 
Here  is  a  mechanical  illus- 
tration of  the  previous  facta 
stated ;  but  how  are  we  to 
know  (in  nature)  primazj 
from  secondary,  or  the  lat- 
ter from  tertiary  ? — ^By  the 
remains  of  animals,  fishes, 
plants,  and  shells,  called 
fossils,  deposited  by  nature 
with  the  strata,  Uke  the 
bottle  holding  the  coins 
placed  under  the  foundation- 
stone  of  many  "a  goodly 
pile  "  in  the  present  generation. 

Fossils  are  well  termed  "  the  medals  of  creation ;"  and  the  gold  seeker 
would  not  experience  much  difficulty  in  appreciating  the  fossil  remain^ 
of  a  peculiar  fish,  now  extinct,  of  the  lobster  tribe,  called,  in  scientifio 
langiuEige,  crustaceous,  and  known  to  naturalists  as  the  TrHobite,  having 
a  jointed  body  ploughed  with  two  long  furrows,  and  thus  divided  in  the 
length  into  three  parts  (hence  the  derivation  of  trilobite,  from  the  Qamk 


on 


a  piece  of  red 
strips  of  calico 


Fig.  107.  Glass  Jar  standinj 
calico.  A,  and  containing  the 
covered  with  the  layers  of  seeds.  1.  Rice. 
2.  Black  horsobeans.  3.  Haricot  beans,  b.  String 
attached  to  the  white  calico  at  the  hollow  of  the  iar. 
c.  String  attached  to  the  blue.  s.  String  attached  to 
the  yellow. 


*  Faleoioic  meani  ohmcterized  1^  ancient  aninudj. 


aOLD-BEABDra  8TBATA. 


177 


^a?^^^S[^ 


Fig.  106.  FoBsiL    The  Trilobite^ 


/mf,  three;  fo*o#,  alobe^.    Now,  this  and  other  very  marked  fossils 

belonging  to  the  older  palaeozoic  rocks,  haye  been  stated  to  be  associated 

with  the  precious  metal;   and  gold,  like 

<x>al,  has  natural  companions,  which  enable 

the  geologbt  to  pronounce  with  almost 

perfect  certainty  tnat  it  may  or  may  not 

oe  found  in  certain  localities. 

Our  thirst  for  knowledge  will  suggest 
other  pertment  questions — Had  not  gold 
a  begmning?  or.  How  is  it  supposed 
to  have  be^  formed  in  the  bowels  of  the 
carthP 

Here  we  shall  allude  again  to  the  illustration  of  the  jar  and  the  seeds, 
Fig.  107,  in  explanation  of  the  facts,  the  more  particularly  as  Mr. 
Stuchbery,  in  his  Grovemment  report,  states  "  that  most  of  the  liills  west 
of  the  pnncipal  gold  diggings  are  capped  with  basalt,"  and  basalt  is  an 
igneous  or  unstratified  rc^k.  *'  I  find  oy  observation  that  the  trappean 
locks,  such  as  basalt  and  porphyry,  have  arisen  to  the  surfaQfc  project- 
ing  tjiemselves  through  tae  scldstose  rocks,  and  by  overflKns  and 
after  d^;radation,  they  give  origin  to  most  of  the  round-to^^d  hills." 
Here,  again,  we  find  igneous  rocks  in  the  neighbourhood  of  gold ;  and 
Mr.  Stuchbery  also  observes  that  quartz  must  be  regarded  as  the  chief 
matrix  or  womb  of  gold. 

If  igneous  rocks  were  below  the  unstratified  originally,  why  do  they 
cap  hifis  at  the  present  time  ?  Here  speculation  must  assist  us.  ft 
has  been  assumed,  that  after  the  stratified  rocks  were  deposited,  certain 
convulsions  of  nature  (which  occur  even  at  the  present  time  in  the  shape 
of  earthquakes  and  fier^r  volcanoes,  like  those  of  Etna  or  Mount  Vesu- 
vius) took  place,  by  wmch  the  melted  rocks  were  actually  protruded  up- 
wards ;  just  as  the  piece  of  white  calico  may  be  pulled  from  the  bottom  of 
the  seeds  in  the  jar,  causing  the  strata  to  bend  upwards.  Let  that  rude 
imitation  represent  the  melted  rock,  such  as  granite  or  basalt,  pushed 
through  the  other  strata.  During  this  grand  operation  of  nature,  the 
snnounding  strata  must  crack  and  leave  fissures.  Into  these  places 
the  melted  rock  might  continue  to  run ;  then  another  interval  or  time 
would  elapse — the  rocks  previously  in  a  state  of  fusion  cool  and  contract, 
leaving  other  cracks  ana  fissures.  In  these  places  or  hollows  the 
metals  and  minerals  are  supposed  to  have  been  deposited,  perhaps  by 
the  same  electrical  agency  through  which  we  obtain  a  perfect  copy  of 
any  medal  or  cast,  by  tne  process  of  electrotyping.  Natural  currents  of 
electricity  may  have  gradually  produced  the  veins  of  minerals,  and  thus 
<»iginated  gold  in  common  witn  other  native  metab,  found  generally 
associated  with  quartz,  which  latter  appears  to  have  been  more  plen- 
ttfnlly  deposited  than  any  other  mineral  substance.  Quartz  is  only 
aaotber  form  of  sand,  and  b  an  oxide  of  silicium.  Let  us,  then,  pull  up 
m  piece  of  blue  calico  from  the  bottom  of  the  seeds,  by  the  side  of  the 
wnite,  to  represent  quartz,  and  also  another  strip  dyed  yellow,  to  represent 
the  gold,  and  we  have  done  practically  all  that  can  be  effected  with  this 
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simple  arrangement  to  give  a  mechanical  notion  of  the  ori§pi'of  gold.  We 
have,  finally,  to  imagine  the  top  of  the  seeds,  through  which  the  diffennt 

coloored  calicoes  are  protrad- 
ing,  and  which  we  have  odM 
igneous  rock,  quarts,  andgoM, 
to  be  washed  hj  water,  and 
carried  off  miles  away  from 
the  original  source.  Tims  it 
is  8up[)osed  that  the  roekB 
contaming  gold  have  been 
subjected  to  the  aetion  of 
breakers  and  waves,  like  oar 
sea-coasts  at  the  present  toie. 
These  wayes,  gradually  reoed- 
ing  or  adyancing^  have  carried 
off  large  lumps  of  the  roeka^ 
and,  by  rubbing,  reduced  that 
to  smaller  particles.  Heaeo 
we  read  of  gdd  in  the  dry 
dif^in^  being  found  in  drifts 
which  IS  nothing  more  than 
particles  of  rocks  transported 
from  their  original  poaitioiL 
In  unison  with  these  obaerva* 
tions,  we  may  again  quote  Mr. 
Stuchbery  :— 

''  Nor  IS  it  at  all  surprismg 
that  eold  should  be  so  rarefy 
founa  in  its  original  gangue 
or  matrix,  as  compared  with 
the  large  quantity  found  in  the 
limited  areas  of  the  earth's 
surface,  if  the  mind  la  onfy 
prepared  to  ffrasp  the  immense 
amount  of  disintegration  (i>., 
separation  into  smaller  pMta) 
and  consequent  denndatkm 
(washing  away  so  as  to  lay  bare  the  inferior  strata),  together  with  the 
lapse  of  countless  ages  which  may  have  taken  place  since  the  remoTal  of 
the  first  atom  to  the  present  time.  As  a  proof  of  the  transporting  foxoea 
I  may  mention,  that  m  the  bed  of  the  Summerhill  Creek  I  found  rounded 
blocks  of  fos8iliferouslimestone,whichIam  conyincedmust  haye  oomefiott 
the  mountain  range  between  Summerhill  and  Emu  Swamp,  thus  trayentn|t 
the  tortuous  course  of  the  creeks,  passing  oyer  precipitous  falls  through 
deeply-hollowed  holes,  and  other  impediments ;  and  yet  lurge  portMs  of 
this  bmestone  still  remain  as  eyidence  of  the  power  of  these  perio^fcal 
mountain  torrents.  This  single  instance  is  sufficient  to  explain  the 
abraded,  battered,  and  water-wom  character  of  the  gold,  and  the  | 


Fig.  100.  OlaM  Jar,  same  aa  at  Fig.  107.  b  b.  White 
calico,  palled  up  through  the  three  lajera  of  seeds. 
o  o.  Blue  ditto.  D  D.  Terr  thin  steip  of  Tellow 
calico,  to  represent  the  gold.  i.  Bm  calioo,  on 
which  the  jar  stands. 
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absence  of  any  particle  of  its  original  investing  but  more  fragile 
matrix. 

"In  Eorope  gold  oocnrs  in  igneons  and  metamorphic  rocks,  snch  as 
granite  at  Gastin  in  Salzburg,  gneiss  in  Upper  Hungary,  and  mica 
slate  in  Salzburg  and  Tyrol;  in  day  porphyry  m Transylvania ;  in  hom- 
U»de  rock,  along  with  auriferous  iron  pyntes ;  in  veins  of  quartz  at 
Edelfus,  in  Sweden. 

"  In  Asia  gold  occurs  in  Siberia  in  veins  that  traverse  hornblende 
rock ;  it  is  also  obtained  from  veins,  where  it  is  associated  with  quartz 
or  from  alluvial  soil,  when  it  occurs  in  the  form  of  dust  or  in  masses;"  also 
in  the  simd  of  rivers.  "  In  Africa  gold  is  found  in  the  sand  of  rivers  or 
the  alluvial  soils  of  valleys  or  plains,  and  at  the  foot  of  those  mountain 
rai^res  in  which  are  situated  the  sources  of  the  rivers  Gambia,  Senegtdy 
wd  Niger." 

In  America  the  gold  is  chiefly  collected  in  alluvial  soil  in  the  beds  of 
rirers,  and  also  from  veins.  Jamieson,  who  wrote  his  work  in  1816, 
■ays,  "On  the  coast  of  Galifomia  there  is  a  place  of  fourteen  leagues 
in  extent  covered  with  an  alluvial  deposit  in  which  lumps  of  eola  are 
dispersed."  How  strange!  that  above  thirtv  years  snouki  oe  per- 
mitted to  elapse  before  the  great  discoveries  of  gold  were  made  in  tl^ 
part  of  the  world ! 

For  the  sake  of  greater  simplicity,  nothing  has  yet  been  said  respecting 
the  metamorphic  or  transformed  rocks,  such  as  green  and  chiastolite 
slate,  mica  and  hornblende  schists,  porphvrv;  but  it  must  be  evident 
that,  if  great  eruptions  of  melted  and  red-not  granite,  &c.,  have  taken 
place  from  below,  they  could  not  pass  through  stratified  rocks  without 
affecting  them  to  a  certain  degree,  or  chanp:ing  their  physical  aspects  so 
as  to  n^ke  them  assume  the  appearance  of  igneous  rocks.  Any  of  the 
stratified  rocks  may  be  changed  to  metamorphic  ones ;  but  as  the  pri- 
maries are  the  lowest  and  nearest  to  the  granite,  so  the  metamoqmic 
rocks  are  usually  primary  rocks,  and  in  a  geological  chart,  such  as  that 
of  Mr.  John  Morris,  are  placed  at  the  bottom  of  the  paleozoic  or  primary, 
bei^  termed  hypozoic  or  metamorphic  rocks. 

We  have  spoken  of  strata,  but  not  yet  afforded  the  precise  clue  which 
is  to  guide  the  ^Id  seeker  in  his  geological  opinion  of  the  rocks  and 
the  probable  existence  of  gold  in  any  range  of  country  under  examina- 
tion. 

Hie  foUowing  plan,  however,  may  be  recommended,  founded  on  a 
statement  made  by  Professor  Forbes,  that  "  it  is  useless  to  waste  time 
in  searching  for  ^Id  in  the  older  tertiaries,  or  in  secondary  rocks,  so 
far  as  Australia  is  concerned ;  though  none  of  the  latter  appearing  to 
be  as  yet  discovered  in  Australia,  the  gold  seeker  is  not  likely  to  go 
wrong  throuffh  them.  The  older  palaeozoic,  the  metamorphic  rocks  that 
lie  beneath  tnem,  and  the  n^wesi  tertiaries,  aU  taken  in  connexion  with 
mountain  chains,  are  the  best  guides  in  this  matter." 

The  author  recommends  that  every  emigrant  who  intends  to  seek  for 
gold  should  pnrchase  a  small  collection,  specially  and  chiefly  arranged 
bj  Mx.  Tennant,  the  eminent  mineralogist  of  the  Strand. 
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The  coUection  may  consist  of  two  small  deal  trays,  one  ooubumng 
fossils  of  the  most  decided  and  ordinary  character,  belonging  to  tiie 
older  tertiaries  and  secondary  rocks,  which  are  hot  associated  with 
gold. 

•  The  other  to  contain  specimens  of  the  older  paleozoic  foesilB,  meta- 
morphic  rocks,  newest  tertiary  fossils,  with  a  specimen  or  two  of 
an  Igneous  rock ;  all  of  which  are  said  to  be  characteristio  of  the 
presence  of  gold. 


Fig.  110.  ▲  to  B.  AnstnlUm  FomUs  of  the  older  Tertiaries.  1.  Echinolampu.  8. 1^. 

X  Terebratula  Compta.~ o  to  s.  Austnlian  FoMile  of  the  Upper  Palsocoic  or  i 

Bockc.    4  SpiriflBr.    6.  Prodoctne.    S.  Pachydomui.— x  to  v.  Lower,  or  older  PfebNKle 
Foerile.   7.  ^tamenu.   8.  The  TrilobiteT^        » 
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At  the  famous  Ballarat  di^sings,  the  following  strata  are  passed 
tiirongh  to  reach  the  celebrated  olue  clay  (one  of  the  newest  tertiaries) 
which  was  found  to  be  so  rich  in  gold. 

1.  Red  ferruginous  earth  and  gravd. 

2.  Streaked  yellowish  and  red  clay. 

3.  Quartz  gravels  of  moderate  size. 

4.  Large  quartz  pebbles  and  boulders;  masses  of  ironstone  set  in 
very  compact  clay,  hard  to  work. 

5.  Blue  and  wlute  clay. 

6.  Pipe  clay. 

With  a  collection  of  specimens  to  look  at  on  the  voyage,  and  a  month's 
practical  geolo^zing  at  the  digging  (i,e.,  familiarizing  the  eye  with  the 
earthy  compamons  of  gold),  the  intelligent  though  ignorant  emigrant 
may  Did  defiance  to  hard  geological  names,  and  lead  the  way,  perhaps, 
to  uesh  diggings,  thus  reaping  the  first  and  best  harvest  of  gold  in  a 
new  district :  as  it  is  evident  he  does  not  require  a  knowledge  of  geology 
to  guide  him  in  digging  a  hole  close  by  the  side  of  others  who  are 
actually  finding  the  precious  metal. 

Gedogy  is  of  incalculable  value  to  that  man  who  will  venture  to  lead  a 
party  away  from  the  multitude  and  search  for  gold  in  unexplored  districts. 


Fig.  111.  Anttraliin  Gold  Diggings. 

Having  spoken  at  p.  177  of  the  eruption  of  melted  rocks,  it  is 
right  tobear  in  mind  tnat  many  int-elligent  geologists  ignore  altogether 
mt  action  of  fire,  and  maintain  that  the  gold  was  entirely  deposited  by 
electro-chemical  de^mposition.    Mr.  Evan  Hopkins  is  one  of  the  most 
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determined  opponents  of  the  red-hot  theories,  and  lie  remaiks^  in  hk 
pamphlet  on  "The  Geology  of  the  Gold-bearing  Rocks  of  the  Wwid,'' 
"  Wnen  persons  see  the  large  masses  of  gold  obtained  from  the  sniwe 
of  the  quartz,  or  the  ed^es  of  the  primary  slates,  they  are  too  apt  to 
think  that  such  productions  arc  caused  by  melting  or  intense  heat." 
Such  ideas,  Mr.  Hopkins  says,  arc  incorrect,  and  from  the  ciroomstanoe 
of  the  metal  being  marked  with  the  most  minute  strise  of  the  qnaits, 
which  contains  the  usual  proportion  of  water,  he  maintains  *'  that  this  is 
a  state  of  things  totally  inconsistent  with  an  intense  melting  action,  bat 
identical  to  that  resultmg  from  a  battery  and  an  aqueous  somtion." 

In  the  second  division  of  the  subject,  the  most  important  anestion 
remains  to  be  answered :  "  EUving  obtained  a  snbstance  whioi  looin 
like  gold,  how  are  we  to  be  sure  that  it  is  or  is  not  the  precious 
metal?" 

Before  treating  of  the  chemistry  connected  with  this  part  of  the 
subject,  it  may  be  premised  that  the  explorations  conducted  in  the 
ffeneral  drift  are  termed  "  dry  dig^ngs ; "  the  search  after  gold  in  the 
oed  of  a  river  is  called  a  '*  wet  di^gine ;"  whilst  the  operations  conducted 
by  the  assistance  of  machinery  m  wbich  the  quartz  containing  the  gold 
is  crushed,  washed,  and  amalgamated  with  quicksilver,  may  oe  di^in- 
guished  from  the  others  as  quartz-crushing  and  mining. 

The  latter  plan  is  now  coming  steadilv  mto  use,  altnough  it  requires 
expensive  machinery,  a  number  of  hands,  and,  of  course, large  capital, 
and  is  a  process  better  worked  by  a  company  or  association  of  monied 
men.  Ouartz-crushing  is  now  proved  to  be  very  profitable,  and  a 
friend  of  the  author,  just  returned  from  Sydney,  informed  him  that  he 
knew  a  party  of  six  speculators  who  had  a  *laree  tract  of  ground 
assigned  by  a  creek  in  Australia,  where  they  had  erected  a  l2-horse 
power  steam-engine,  with  proi)er  machinery  for  crushing  quartz  and  the 
amalgamation  process.  This  speculation  yielded  at  first  2400/.  worth 
of  gold  per  week,  but  it  has  smce  diminished.  They  employed  thirty 
men,  and  gave  wages  from  5/.  to  30«.  per  week,  besides  the  necessary 
rations. 

The  Melbourne  correspondent  of  the  Times  of  May,  1859,  speaking 
of  quartz- crushing,  remarks  that  "The  application  of  capital  and  oosUj 
machinery  to  the  production  of  gold,  especially  to  quartz-mining,  is 
rapidly  increasing,  and  some  very  rich  quartz  reefs  have  been  lately 
opened.  At  the  Reedy  Creek,  about  twenty  miles  from  Kilmore,  ana 
about  fifty  from  Melbourne,  in  a  rough,  hilly  country,  quartz  reefs  of  a 
yery  rich  character  abound. 

"  In  some  cases  the  yield  has  been  as  high  as  thirty-one  ounces  of 
gold  to  the  ton  of  quartz.  In  some  specimens  that  I  have  seen  the 
gold  was  so  minutely  distributed  througn  the  quartz  as  to  be  only  here 
and  there  visible,  yet  the  weight  of  the  specimens  betrayed  their  rich- 
ness, and  they  yielded  sixteen  ounces  to  the  ton.  Last  month  the  paper 
noticed  a  lump  of  amalgamated  gold,  weighing  730  ounces,  as  the 
largest  yet  produced ;  but  since  then  a  lump  of  1320  ounces  has  been 
obtainea  from  one  crushing.    It  was  procured  from  forty-five  tons  of' 
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qnartz  taken  from  Iron  Bank  Gblly,  at  Bendigo.  The  labouring  dig^rs 
DOW  perceive  that  the  old  mode  of  independent  digging  most  in  tnne 
wear  out,  and  in  many  cases  they  are  beaming  reconciled  to  working 
for  wages." 


Ftff.112.   A  Cornish  Cfxuhing  Machine  worked  by  a  Steam  Engine. 

The  dry  diggings  are  the  most  ^nerally  worked,  because  nature 
has  done  the  work  of  the  steam-engme  by  crushing  and  breaking  up 
the  original  matrix,  and  spreading  the  gold  over  a  large  range  of 
country:  we  cannot,  therefore,  fail  to  notice  machines  mentioned  in 
nearly  all  letters  from  emigrants,  called  "  cradles,"  used  extensively  to 
Fake  or  waie  up  the  gold,  in  contradistinction  to  the  usual  office  of  this 
machine,  when  it  contains  a  living  occupant,  who  is  supposed  to  be  sent 
to  sleep  with  greater  facility  by  its  use. 

No  doubt  uie  original  idea  of  cradles  was  taken  from  Nature,  as 
a  hollow  tree,  cut  down  and  divided  in  halves,  with  a  few  rude 
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partitions,  or  ribs,  at  the  bottom,  would  answer  the  purpose  of  the 
gold-washer. 


Fig.  113.  Bodo  Waahing  Cradle,  oonalsting  of  the  Half  of  the  Tnmk  of  a  Hollow  Tree. 

A  little  experience  only  is  required  to  work  them  properly.  Thus 
the  earth  is  thrown  into  the  upper  sieve  with  plenty  of  water;  here 
the  larce  stones  are  retained,  which  are  caretully  looked  oyer  for 
gold;  then  the  cradle  is  kept  continually  rocked,  the  motion  being 
graduated  and  not  too  violent ;  the  continual  shaking  and  flowing  of 
the  water  washes  away  the  earthy  matter,  whilst  the  gold,  wlucn  is 
more  than  seven  times  heavier  than  anything  likely  to  oe  associated. 
with  it,  sinks  to  the  bottom,  being  retained  by  the  elects  or  ribs  of  wood 
put  across  the  lower  part  of  the  machine. 

Professor  Hunt  remarks  that  Herodotus  informs  us  that  the  people 
living  near  the  sources  of  the  Indus  obtained  a  large  quantity  of  gold 
from  the  eastern  border  of  the  great  Baetriana  and  the  desert  st< 
of  Gobi.  Much  was  obtained  by  washing  sands,  and  more  by  d  _ 
and  both  Herodotus  and  Pliny  tell  us  a  strange  story  of  gold" 
turned  up  by  enormous  ants — "  not  so  large  as  a  dog,  but  biffger  than  a 
fox,"  and  tuat  from  these  ant-hills  the  Indians  obtained  the  greatest 
quantity  which  they  supplied  to  the  monarchs  of  Persia.  Humboldt 
has  shown  that  this  story  arises  from  the  double  meaning  of  a  word. 
Herodotus  again  tells  us  that  "  in  the  north  there  is  a  procugious  quan- 
tity of  gold,  but  how  it  is  produced  I  am  not  able  to  tell  you  certainly. 
It  is  amrmed,  indeed,  that  the  Arimaspi,  a  people  who  have  but  one  eye, 
take  the  gold  away  by  violence  from  tne  grifins ;"  but,  says  the  father 
of  history,  "  I  can  never  persuade  mysell  that  there  are  any  men  who, 
having  but  one  eye,  enjoy  in  all  other  respects  the  nature  and  qualities 
of  other  human  beings. 

More  complicated  cradles  and  machines  were  made  at  the  time  of  the 
first  rush  to  the  "Australian  diggings."  The  cradles  had  perhaps  one 
recommendation — ^viz.,  that  they  could  be  used  as  clothes-boxes  by  the. 
emigrants  on  board  ship,  and  would  serve  as  models  for  others ;  and  in 
the  next  cut  we  give  pictures  of  some  of  them,  the  principle  upon 
which  they  acted  being  that  of  agitating  the  auriferous  earth  with  W8ter». 
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the  settlement  of  the  hea^y  gold  to  the  bottom  of  the  cradle  or  machine, 
whilst  the  lighter  earth  was  washed  away. 


V 


Fig.  114.    No.  1.  Barnet*  Barrow  Gold-washinff  Machine.    No.  2.  Drar*!  Gold-washing 
Machine.    No.  3.  Hill's  Gold-washing  and  Beaenring  Machine. 

Mr.  Jokes,  speaking  of  cradles,  makes  a  very  appropriate  comparison 
between  them  and  the  beds  of  rivers.  He  says,  "  Rivers  are  indeed 
'great  natural  cradles;'  sweeping  off  the  lighter  and  finer  particles  at 
once,  the  heavier  ones  either  sticking  aeainst  natural  impediments  or 
being  left  wherever  the  current  slackens  its  force  or  velocity.  A  cradle 
is  a  wooden  trough  with  several  '  elects/  or  ribs,  fastened  across  its 
bottom.  Into  the  head  of  it  is  pkced  a  quantity  of  auriferous  sand  or 
gravel,  water  is  poured  over  it,  and  motion  communicated  by  rocking 
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and  tilting  the  cradle.  The  running  water  carries  off  all  the  Ijg^iter 
matters,  and  leaves  the  heavy  stones  and  lumps  of  gold,  either  in  the 
head  of  the  cradle  or  accumulated  at  its  bottom  a^dnst  the  '  deeto/ 
fastened  across  to  arrest  them.  Tuminj^  the  bed  of  a  river,  then, 
wherever  such  a  manoeuvre  is  practicable,  is  like  a  miner  examining  the 
bottom  of  his  cradle ;  and  if  it  happens  to  be  done  at  the  right  spot 
where  there  are  several  natural  *  elects,*  or  bars,  or  where  there  are  holet 
in  the  rock  for  the  cold  to  drop  into,  it  is  likely  to  be  rewarded  veiy  ricUj 
by  the  accumulatea  result  of  centuries  of  natural  gold  washings. 

"In  gold  mining  vast  quantities  of  hard  rock  have  to  be  quarried 
and  removed  to  be  crushed  by  powerful  machinery,  and  to  be  washed 
over  and  over  again,  or  to  be  treated  by  other  expensive  processes: 
while  in  ^Id  washing,  or  separating  gold  from  drift,  all  the  mining  ana 
the  crushing,  and  a  good  part  of  the  washing  and  sorting  of  materials 
have  been  iQready  done  for  the  miner  by  nature." 

A  very  good 'machine  made  by  Mr.  Barnes  consists  of  a  stoat 
cvlindrical  vessel  of  galvanized  iron ;  in  the  centre  is  placed  a  strong 
suaft,  with  iron  arms  attached ;  the  whole  being  worked  by  a  set  of  oogs 
and  power-wheel.  The  earth  is  thrown  into  the  top  (where  the  kxge 
stones  are  retained  by  a  sieve),  with  plenty  of  water ;  the  iron  arms  are 
worked  round  and  round,  just  as  we  see  in  a  brick-field  the  clav  uid 
other  materials  worked  up  in  a  tub  with  horse-power.  At  regular  inr 
tervals  from  the  top  are  placed  little  doors  with  screws,  and  as  the 
washing  proceeds,  the  person  engaged  in  using  it  opens  first  the  top 
one,  permitting  a  little  of  the  earth  and  water  to  flow  into  a  pan,  whica 
he  carefuDy  examines  for  gold  spangles  or  dust ;  if  no  glittering  par- 
ticles are  apparent  (and  a  large  magnifyin^-glass  would  greatly  facilitate 
the  examination),  he  passes  to  the  second  nole,  from  that  to  the  third, 
thus  tracing  the  graaual  descent  of  the  gold,  until  he  arrives  at  the 
bottom  of  the  vessel ;  here  a  pkte  or  slide  is  withdrawn,  and  the  gold 
dust,  with  some  earthy  matters,  falls  into  the  pan.  After  two  or  three 
iron  buckets  of  the  earth,  rich  in  gold,  have  been  collected,  the  contents 
are  washed  over  again  in  the  machine ;  and  it  is  stated  that  by  this 
apparatus  one  ton  of  earth  (whether  sand,  clay,  or  gravel)  can  be  washed 
per  diem  with  the  assistance  of  two  boys  of  twelve  years  of  age,  or  one 
able-bodied  man. 

When  the  first  rush  took  place  to  the  diggings,  men  worked  singlj  or 
in  couples,  but  the  lawlessness  and  utter  recklessness  of  such  a  mixed 
society  soon  caused  the  industrious  and  peaceful  to  band  together  for 
the  protection  of  life  and  property.  Parties  of  six  were  the  usual 
number  of  the  loint-stock  companv,  because  six  were  less  likely  to 
quarrel  than  eignt  or  twelve,  and  also  because  they  were  the  smallest 
force  that  could  work  together.  Two  of  the  band  worked  together, 
one  in  the  hole  or  claim,  and  the  other  at  the  pit's  mouth ;  two  guarded 
the  tent  and  two  slept ;  those  who  slept  always  retired  with  tneir  re- 
volvers ready  at  hand  to  use  immediately  on  the  slightest  alarm  beins 
given.  The  author  was  told  an  authentic  story  where  six  men  haa 
banded  together  as  described ;  but,  in  consequence  of  extra  work,  the 
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watching  was  not  complete,  one  watcher  bein^  allowed  to  sleep  whilst 
the  other  tried  to  keep  his  eyes  ojpen,  and  singly  to  guard  the  united 
property.  The  single  watcher  had  at  last  yielded  to  the  enticing  god ; 
out  the  other,  who  had  permission  to  sleep,  by  some  strange  fatality, 
felt  uneasy,  and  haying  some  apprehension  of  oeing  robbed,  could  not 
slumber ;  suddenly  the  light,  or  rather  the  darkness,  from  the  opening 
of  the  small  flap  in  the  tent,  passed  across  his  eyes,  when  he  immediately 
cried  out,  "  Who's  there  ?  "  and  receiving  an  answer,  "  Oh,  I  bc^  your 
pardon;  r?e  made  a  mistake,"  be  did  not  wait  for  further  questioning, 
tmt  instantly  fired  his  revolver.  The  whole  party  being  roused,  salU^ 
out,  and  found  a  man  shot  and  lying  dead,  whose  body  they  thrust  into 
the  open  street  or  lane  between  the  canvas  houses ;  and  finding  that  the 
corpse  was  removed  before  daybreak,  surmised  that  this  man  belonged 
to  a  {[ang  of  thieves  who  risked  their  lives  in  this  way,  with  the  hope  of 
surprising  the  toil-worn  and  sleepy  gold-diggers.  A  friend  or  the 
autnor  told  him  that  he  was  fairly  cleaned  out  three  times  by  thieves, 
who  carried  off  everything  during  very  temporary  absences  from  his 
canvas  home. 

We  now  pass  to  the  strictly  chemical  part  of  the  subject,  "  the  dis- 
crimination of  gold  from  other  metals  and  minerals." 

Our  next  cut  displays  a  series  of  mineral  specimens,  many  of  which 
gHtter,  and  look  like  gold,  suggesting,  however,  the  old  caution,  that 
*"  all  is  not  gold  that  glitters." 

There  are  three  specimens,  Nos.  1,  2,  3  (Fig.  115),  containing  only 
iron  pyrites,  or  sulphuret  of  iron. 

There  is  another  set  of  three,  Nos.  4,  5,  6  (Fig.  115),  containing 
copper  pyrites,  or  sulphuret  of  copper,  and  carbonate  of  copper. 

All  these  have  a  shining  aspect,  and  are  frequently  mistaken  for  cold. 
But  the  other  three,  Nos.  7,  8,  9  (Fig.  115),  are  very  modest-looking 
specimens.  These  have  come  from  California  and  Australia,  and  contain 
gold,  although  any  one  might  consider  them,  by  mere  inspection,  to  be 
worthless. 

In  the  absence  of  specimens  for  comparison,  the  gold-seeker  probably 
having  none,  the  most  simple  modes  of  ascertaining  the  difference  oetween 
iron  or  copper  pyrites  ana  gold  may  now  be  pointed  out. 

The  only  apparatus  required  is  a  common  anvil  and  hammer,  and  a 
rad-hot  shovel.  A  piece  of  gold  may  be  treated  most  roughly  with  the 
hammer  on  the  anvil :  it  may  be  beaten  out  and  extended,  thus  demon- 
strating that  it  has  the  property  of  malleability,  which  gold  enjoys  in  the 
Tery  highest  degree,  as  this  metal  may  be  beaten  out  into  leaves  the 
j^X^j^th  of  an  inch  in  thickness ;  i.e.,  it  would  take  282,000  to 
nuuLC  a  pile  of  gold  leaves  one  inch  high.  One  grain  also  can  be  made 
to  cover  56 J  square  inches.  We  cannot,  then,  oeat  the  gold  to  frag- 
ments, but  may  do  so  with  the  pyrites ;  and  directly  it  is  struck  with 
the  hammer,  sparks  of  fire  are  apparent  (hence  its  name,  from  the  Greek, 
wvp,  fire,  as  it  was  employed  formerly  for  striking  a  light);  at  the  same 
moment  the  mineral  is  broken  to  pieces ;  it  is  very  brittle,  and  by  con- 
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tinuing  the  liaramering  may  be  reduced  to  powder.    In  the  next  place, 
the  powdered  mineral  is  to  be  sprinkled  on  a  red-hot  shovel,  when  a  blue 


Fig.  116.  Series  of  SpecimenB,  from  Mr.  Tennanf  s.  1,  2,  3.  Speeimeitf  of 
iron  pyrites.  4.  Malachite.  6,  6.  Copper  pyrites.  7,  8,  9.  Speoimens  of 
rock  oontaining  gold. 

flame  is  apparent,  and  hj  smelling  the  fumes  which  rise  from  it,  the 
odour  of  burning  sulphur  is  soon  ctetected.    It  is,  perhaps,  uimeoessaiy 
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to  remark  that  gold  is  incapable  of  produdng  any  odour  or  fumes  when 
thrown  upon  a  red-hot  iron. 


Fig.  lie.  Tetting  for  Fyritet  by  the  red-hot  Shorel. 


These  are  the  umplest  tests  to  distinguish  the^pyrites  minerab  from 
gold,  and  we  shall  speak  of  the  mode  of  testing  yellow  mica  in  another 
place :  indeed,  it  may  be  observed,  that  there  is  little  danger  of  the  gold- 
seeker  being  deceived  by  Nature,  her  ways  are  so  unvarying,  plam,  and 
simple.  The  emi^ant  has  most  to  fear  from  the  chicanery  of  his  fellow- 
man  ;  and  perfect  imitations  olgold  nugaeU  have  made  their  appearance  at 
several  of  the  sea-ports,  manufactured  in  the  toy-shop  of  the  world : 
regular  "  Brummagem"  wares,  so  well  got  up  as  regards  weight  and 
outward  appearance  (for  they  were  el^troH^t),  that  many  have  been 
sold  as  specimens,  and  of  course  their  chief  destination  was  the  dig- 
gings—at least  it  may  be  supposed  so, — because  already  some  parties 
sending  brass  filings  from  Sy(uiey,  under  Government  escort,  and  pay- 
ing duty,  have  been  detected,  and  their  precious  wares  confisciU«d» 
wmlst  their  names  have  been  most  liberallV  treated  by  Government  in 
the  Sydney  papers ;  in  fact,  they  have  been  deservedly  exposed,  and  lost 
nearly  all  their  trade  in  conseauence. 

How,  then,  can  gilt  brau  nlings  or  sham  nuggets  be  distinguished 
from  the  real  article  ? 

In  the  first  place,  the  author  recommends  every  person  intending  to 
trade  in  this  gold  to  take  out  three  pint  bottles  of  acids ;  viz.,  one  pint 
of  nitric  acid,  oonunonly  called  aquafortis ;  one  pint  of  hydrochloric,  or 
muriatic  acid;  one  pint  of  oil  of  vitriol,  or  sulphuric  acid :  these  acids 
will  not  cost  more  tnan  eight  shillings,  bottles  and  all,  and  may  be  pur- 
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cbased  of  Mr.  Thomas,  chemist,  Pall  Mall,  London,  and  their  gnul 
yalue  will  soon  be  apparent. 

If  some  glittering  copper  turnings  are  placed  in  a  test  g^ass,  or  wjna 
or  other  convenient  glass,  and  some  gold  leaf  in  another,  on  the  additkni 
of  aquafortis  or  nitric  acid  to  both  of  them,  a  violent  commotion  is 
visible  in  the  glass  containing  the  copper,  and  orange-red  fames  escape, 
which  are  very  disagreeable  to  the  lun^ ;  but  the  gold  remains  perfecUj 
tranquil  and  undisturbed,  and  if  the  mtric  acid  is  pure,  they  might  pfO- 
bably  remain  in  contact  with  each  other  for  a  century  without  any  actioa 
on,  the  gold  taking  place.    If  a  similar  experiment  is  made  with  hydro- 
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Fig.  117.  ▲.  Copper  tamings  or  sham  nugget  in  nitric  acid.  b.  Glaaa  con- 
taining  gold  leaf  and  nitric  acid.  c.  Glass  containing  gold  leaf  and  hydro- 
oliloric  acid.  When  tlie  contents  of  b  and  c  are  mixed  together,  the  sparkling 
fragments  of  gold  leaf  soon  disappear. 

chloric  or  muriatic  acid  and  mid  leaf,  no  solution  of  the  metal  takes 
place,  the  gold  will  not  dissolve  in  this  acid ;  but  when  the  contents  of 
the  two  glasses,  viz.,  the  one  containing  the  nitric  acid  and  the  other  the 
hydrochloric  acid,  are  mixed,  the  mixture  called  aqua  regia  b  formed, 
wnich  quickly  dissolves  the  royal  metal  gold ;  and  if  the  glass  containing  the 
two  is  placed  on  one  side,  the  chlorine  of  the  aqua  regia  will  attack  and 
take  the  gold  into  solution,  rendering  it  for  the  time  perfectly  invisible. 
Founded  on  this  principle  that  gold  is  only  soluble  in  aqua  regia,  or 
other  liquids  in  which  cnlorine  is  set  free,  a  simple  method  of  examining 
rocks  (in  which  the  precious  metal  is  not  visible)  may  now  be  describe£ 
In  the  absence  of  a  flask,  ring-stand,  and  spirit  lamp,  a  more  simple 
method  may  be  employed,  which  would  be  better  adapted  to  the  wants 
of  those  pioneers  ot  civilization  who,  living  in  tents  in  unexplored  r^ons^ 
must  take  what  they  can  procure  and  not  what  they  want.  The  appa- 
ratus required  will  be,  a  common  saucepan,  a  few  *'  doctor's  phiala,^  a 
bit  of  tinfoil,  or  some  tin  scraped  off  any  tinned  iron  vessel,  a  few  nails. 
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and  the  three  acids  already  named — viz.,  the  aquafortis,  the  muriatic 
acid,  and  the  sulphuric  acid ;  these,  with  an  ordmary  fire,  are  all  that 
will  be  required. 

For  the  purpose  of  demonstrating  the  use  of  these  materials,  three 
specimens  of  rock,  one  of  which  is  known  to  contain  gold,  may  be  pow- 
dered separately  either  on  the  anvil  by  the  hammer  or  with  an  ordmary 
pestle  and  mortar,  and  a  portion 
of  each  specimen  can  be  placed 
into  a  two-ounce  wide-mouthed 
phial.  Into  each  of  the  three 
phials  containing  the  powdered 
rock  may  be  poured  some  aqua 
regia — i.e.,  two  measures  of  ny- 
drochloric  acid  and  one  measure 
of  nitric  acid.  The  bottles  and 
their  contents  are  now  ready  to 
be  heated;  but,  before  doing  so, a 
bit  of  tinfoil  and  some  muriatic 
acid  may  be  placed  in  another 
sinular  phial,  also  a  few  iron 
nails,  some  water,  and  a  small 
quantitjr  of  oil  of  vitriol  in  a  fifth 
uid  sinular  phial,  so  that  there 
are  three  phials  containing  the 
rocks  under  examination,  and 
two  containing  the  materials 
reauired  to  make  the  tests  for 
gold. 

The  five  phials  may  now  be 
arranged  in  a  saucepan  which 
has  a  fold  of  paper  or  a  bit  of 
cotton  rag  at  tne  bottom  to  prevent  the  heat  being  conducted  too 
quickly  to  the  glass  from  the  bottom  of  the  iron  pot.  Cold  water  is  now 
poured  in,  and  the  saucepan  and  its  contents  placed  overman  ordinary  fire. 

As  the  water  becomes  not  and  boils  it  communicates  the  heat  slowly 
to  the  contents  of  the  phiab,  which  are  now  placed  in  what  the  chemist 
would  term  a  water  bath.  In  about  half  an  hour  the  saucepan  may  be 
removed  from  the  fire,  and  the  five  phiab  will  be  found  quite  sound  and 
not  cracked  by  the  heat,  because  they  have  been  very  slowly  warmed, 
lliree  of  them  will  afford  the  orange-red  fumes  usually  apparent  when 
aqua  regia  is  used,  the  other  two  contain  colourless  uquids,  which 
may  stiU  effervesce  slightly  if  a  small  portion  of  either  the  tin  or  iron 
remains  undissolved,  and  they  are  the  tests.  Pour  half  the  contents  of 
each  of  the  three  bottles  containing  the  minerals  separately  into  three 
tumblers  half-full  of  rain-water  or  the  purest  water  that  can  be  ob- 
tained, distilled  water,  of  course,  being  tne  best  for  the  purpose,  and 
then  add  to  each  of  them  a  portion  of  the  solution  of  tinfoil. 

The  contents  of  two  of  the  tumblers  give  no  indication  of  a  solid  pre- 


Fig.  118.  The  ilTe  Phiali  in  the  Sanoeptn  coi 
taining  Water,  and  placed  over  the  Fire. 
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cipitatc,  or  matter  thrown  down,  because  one,  wc  will  suppose,  was  yellow 
mica  (a  mineral  by -t he-bye  frequently  mistaken  for  gold),  and  the  other 
a  mixture  of  quartz  and  iron  pyrites ;  but  the  contents  of  the  third 
tumbler  afford  a  very  different  appearance,  and  directly  the  solation  of 
tinfoilis added,  a  purplish  precipitate,  darkening  the  wnole fluid,  isptt- 
ceptible,  the  perfection  of  the  purple  colour  being  chanoe  woii[«  at 
the  present  operation  is  somewhat  rough ;  but  in  the  hands  of  the 
skilled  a  solution  of  ^Id  yields  a  magnificent  purple  compomid :  i^m 
a  solution  of  the  oxides  of  tin  is  added  to  it,  tne  colour  is  caUed  **  ffe 
purjdeofCasnus,**  and  is  used  for  imparting  the  rich  ruby  cobur  to  gliH. 

The  mode  of  making  this  purple  will  be  given  in  the  experiments  vitli 
gold  at  the  end  of  this  article.  In  the  rough  experiment  alzeulj  do* 
scribed  perfection  of  colour  cannot  be  expected,  but  enouffli  ia  per* 
ceptible  to  enable  the  observer  to  distinguish  the  rock  which  oontaiM 
the  gold  from  the  other  two  minerab  that  do  not  contain  it.  Gqro- 
borative  testimony,  however,  is  absolutely  necessary  before  the  «m- 
mner  would  make  up  his  mind  as  to  the  presence  of  gold;  and  takiag 
the  remaining  half  of  the  solution  supposed  to  contain  the  [necigBS 
metal,  it  may  be  poured  into  a  fourth  tumbler  half-full  of  distiDed  water, 
and  to  this  the  solution  of  the  iron  nails  in  water  and  sulphniio  add 
should  be  added.  Ghradually  a  marked  precipitate  or  dark  matter  thzowA 
down  or  produced  becomes  visible.  Let  this  settle  during  the  niriit; 
the  next  rooming  pour  off  the  fluid,  a  dark  brown  roud  is  perceptabk; 
earthT  as  it  looks,  this  humble  mud  is  metallic  gold,  the  stanoaid  « 
eicellaicey  par  excellence  the  sinews  of  war— the  handmaid  of  peaoe! 
Collect  this  mud  by  pouring  it  on  a  piece  of  paper,  place  by  the  foe  or 
in  the  sun,  and  let  it  dry.  Then  ruo  the  dark  particles  with  a  bit  of 
iron  or  steel  (a  key  for  instance) ;  immediately  the  mud  changes  its 
poverty-struck  appearance  (as  by  the  magician^s  touch)  to  the  gay  and 
brilliant  shining  yellow  all-commanding  gold.  The  proofs  are  complete ; 
"  the  purple  of  CJassius"  is  corroborated  by  the  mud  raised  to  brilliant 
gold,  as  edready  explained. 

If  some  of  tne  particles  are  gently  smeared  on  a  stone,  such  as  a 
"  razor  hone,"  they  leave  a  particular-coloured  streak.  These  marks  or 
streaks  were  anciently  employed  as  one  of  the  chief  tests  of  the  quality 
of  ffold;  and  hence  the  use  of  the  "  touchstone,"  which  is  even  mentioned 
in  Uie  Bible.  The  stone  was  not  employed  alone,  but  in  conjunction 
with  ''  touch  needles,"  whose  exact  composition  was  known  and  made 
for  special  purposes ;  thus  Sir  John  Pettus  minutely  describes — 

"  1.  How  gold  in  lumps,  plates,  ingots,  or  coyned  gold  is  to  be  as- 
sayed, and  first  of  'touch  needles.' 

"  2.  How  the  tcAite  touch  needles  are  to  be  made. 

"  3.  How  touch  needles  are  to  be  made  and  vsedfor  crown  gold. 

"  4.  The  division  of  the  touch  needles  when  the  metal  u  halTwhite  fmi 
halfred. 

"  5.  How  touch  needles  are  to  be  made  from  Khenish  gold,  in  wUek 
there  m  two  parts  white  and  onejoart  red." 

From  the  above  division  it  will  be  seen  that  considerable  trouble  and 


THE  TOUGH-BTOinB  AND  NEEDLES. 


193 


expense  would  be  incuned  by  tbe  xnanofactnie  of  a  number  of  touch 
needles,  hence  Pettus  remarks : — 

"Bat  the  ^o/d^MM/ib  take  not  so  much  pains  nor  are  at  large  ex- 
pences,  but  cat  a  piece  of  a  duecate,  and  of  a  crowUf  and  of  a  EhenUh 


Jig,  119.  "  2.  TA«  Proportion  of  Touch  Needles/or  Gold.    4.  The  Ingot  to  he  eompofd 
vUk  tk€$9  Touch  Nee<Ues;  (3)  as  also  hy  the  Tooch-stone.**  (Pettus). 

jfUder,  and  soder  every  one  copper  niece ;  after  this  thej  touch  their 
^Id ;  and  by  this  they  can  ver^  well  see  whether  the  gold  have  its 
right  eontetUt  either  in  duccats,  crowns,  or  Rhenish  gold;  but  if  there  be 
a  different  content,  then  they  cannot  know  how  mudi  properly  the  con- 
tent is  less." 

Pettus  also  explains  *'How  the  touch  needles  are  to  be  used"— 
**  When  thus  the  touch  needles  are  prepared  with  diligence,  and  one 
would  use  them,  there  is  need  of  a  good  touch-stone  upon  which  the 
gold  b  to  be  touched ;  of  such  are  found  some  part  which  are  grey  and 
pale  green,  but  the  black  ones  are  best,  although  the  same  be  not  aU 
good,  especially  if  they  are  either  too  hard  or  too  weak.  The  weak 
ones  have  this  property,  that  upon  them  no  gold  doth  touch  bright, 
but  the  gold  doth  only  grind  on  it  and  becometh  in  the  aspect  weake 
and  ruffe;  also  the  Hungarish  or  other  weak  gold  will  not  touch  itself 
right  upon  touch-atones,  which  are  too  hard  for  the  gold,  doth  run  over 
it,  that  the  stroak  is  not  veiy  well  to  be  seen,  and  Uiat  touch-stone  is 
not  good  which  doth  not  touch  the  gold,  of  what  contents  soever  it  be, 
with  a  fine,  good,  and  strong  stroak ;  thieit  it  be  bright  upon  it,  and  also 
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the  touch  needles,  as  long  until  the  same  stroak  be  like  the  gold  stroak 
in  the  colour  and  as  high,  then  ye  have  very  nigh  the  content  of  the 
gold  only,  as  I  have  given  an  account  above.  Observe  wdl  whether  the 
gold  be  high-grained — viz.,  whether  it  hath  much  copper  added,  or 
much  white,  which  is  called  pale  gold ;  according  to  this  use  the  needles^ 
which  every  one  doth  not  understand,  and  therefore  he  must  have  the 
knowledge  of  the  right  stroak  from  great  practice.  But  as  to  the  hard 
gold,  thev  do  not  give  a  right  stroak,  but  they  do  touch  all  of  a  smaller 
content  than  they  nave  in  nne  gold,  therefore  such  stroaks  are  to  he 
judged  false  and  uncertain."   « 

There  is  another  mode  of  testing  a  rock  containing  j^ld  or  some 
glittering  particles,  when  it  is  in  such  a  fine  state  of  division  that  the 
hammer-and-anvil  test  for  malleability  cannot  be  well  applied.  This 
mode  is  a  mere  repetition  of  an  old  alchemical  experiment,  which  is 
thus  rendered  in  the  books  on  '*  The  Philosopher's  Stone."  "JBide  and 
couple  in  a  transparent  denne  the  eagle  and  the  ly<m,  ekwi  ike  doon 
close,  so  that  their  breathe  go  not  out,  and  strange  ogre  enter  noi  te. 
The  eagle  at  their  meeting  will  tear  in  pieces  anadevoure  tie  fyon,  and 
then  be  taken  with  a  lonf  sleepe"  Sucn  mysterious  langoase  appean, 
no  doubt,  very  uninteUigible—quite  worthy,  it  might  be  wongn^  of 
the  gipsy  at  Norwood ;  but  still  the  lan^age,  as  a  whole,  is  veir  appro- 
priate, and  admits  of  an  easy  interpretation.  Thus,  we  are  told  tonide 
the  Igon  and  the  eagle  in  a  transparent  denne.  The  alchemist  does  not 
say  put  them  into  a  glass,  for  how  could  you  get  such  animals  into  war 
ordinary  vessel?  the  appropriate  word  **£nne^'  is  therefore  nae^ 
meaning,  of  course,  a  glass  receptacle;  but  what  is  the  f/omf  It 
means  gold,  the  king  of  metals,  whilst  the  eagle  is  the  name  for  quick- 
silver or  mercury.  Put  some  fold  leaf  into  a  glass,  and  add  menmiy, 
which  immediately  unites,  am^gamates  with,  or  tears  and  devours  the 
lion  gold.  We  have  now  formed  a  thick  amalgam,  the  quidcsilver  no 
longer  runs  about  so  quickly  on  a  fiat  surface,  but  is  pasty  and  slng^h ; 
hence  we  complete  the  alchemists'  process,  by  observing  that  it  is,  in 
their  poetical  language,  "  taken  with  a  long  sleepe** 

The  mode  of  using  this  plan  in  practical  testing  is  very  simple. 
Powder  say  a  quarter  of  a  pound  of  the  rock  supposed  to  contain  gold 
on  the  anvil,  place  this  in  a  wine-bottle,  with  a  quarter  of  an  ounce  of 
quicksilver,  continually  shake  all  together  with  a  little  water  for  several 
hours,  and  when  a  leisure  moment  is  found,  separate  the  quicksilver 
from  the  earthy  matter,  observing  if  it  looks  pasty.  Place  tiiia  on  a 
shovel  and  heat  red  hot,  taking  care  to  avoid  the  fumes,  which  are  veir 
poisonous,  and  would  soon  produce  salivation  if  inhaled.  If  any  gola 
has  been  taken  up  by  the  quicksilver,  it  will  be  left  behind  on  the 
shovel,  and  ma3r  be  scraped  off  and  weighed ;  a  calculation  being  soon 
made  to  determine,  by  rule  of  proportion,  the  per-centage  of  gold  in 
the  rock. 

Should  the  examiner  wish  to  economize  his  quicksilver,  he  most 
squeeze  the  amalgam  through  a  piece  of  wash-leather  before  heating  on 
the  shovel ;  the  fluid  matter  that  passes  through  b  the  mercury,  wiiioh 
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will  do  again ;  the  pasty  matter,  if  any  be  left  in  the  leather,  is  the  gold 
aiD^zaiD,  which  can  be  heated  as  already  durected. 

Tfnbilst  alluding  to  alchemical  processes  in  connerion  with  gold, 
another  may  be  quoted,  with  its  accompanying  illustration,  which  has 
been  faithfully  copied  from  a  work  wntten  by  Basil  Valentine,  being 
*'APractick  Treatise,  together  with  the  Twelve  Keys  and  Appendix 
ei  the  Great  Stone  of  the  Ancient  Philosophers." 


Fig.  120.  Th«  Parification  of  Qold  bj  Fufkm  with  Antimonj. 

"The  king's  diadem  is  made  of  pure  gold,  and  a  chaste  bride  must  be 
suBTied  unto  him ;  wherefore,  if  ye  will  work  on  our  bodies,  take  the 
moet  rayenous  grey  wolf,  which  by  reason  of  his  name  is  subject  to 
Talorous  Mart,  but  by  the  genesis  of  his  nativity  he  is  the  son  of  old 
Saium,  found  in  mountains  and  in  vallies  of  the  world.  He  is  very 
kungrT,  cast  unto  him  the  king's  body,  that  he  may  be  nounshed  by  it ; 
and  when  he  hath  devoured  the  king,  make  a  great  fire,  into  which  cast 
the  wolf,  that  he  be  quite  burned,  then  will  the  lung  be  at  liberty  again ; 
when  ye  have  done  this  thrice,  then  hath  the  lion  overcome  tne  wolf, 
neither  can  he  find  any  more  on  him  to  feed  upon,  and  so  is  our  boay 
prepued  for  the  beginning  of  the  work." 

The  whole  of  this  process  may  be  n^uced  to  very  few  words,  and  it 
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simplj  means  the  purification  of  gold  (the  king's  bodr)  b^  tiie 
snlphnret  of  antimony  (the  most  rayenons  grej  wolf),  wmdi  m  tibo 
mineral  state  of  snlphnret  is  decomposed  by  inm  filiw  at  a  ipttfet 
heat  (or  is  subject  to  yalorous  Hars,  or  iron),  fij  foaioa  wA 
the  metal  antimony  the  impurities  are  removed  from  gold,  althoorii 
that  metal  takes  up  a  cerudn  proportion  of  antimony,  and  most  oe 
purified  subsequently  by  fusion  and  blowing  air  on  it.  It  must  be  placed 
with  lead  in  the  cupel  or  test ;  to  use  the  language  of  the  alchemicrf 
process,  ''when  he  {the  antimony]  hath  deyoured  the  king  [the  soldi 
make  a  great  fire,  into  which  cast  the  tcolf,  that  he  be  quite  bumed  ^qpi* 
rated  as  oxidel  then  will  the  king  lie  at  liberty  again  [or  the  gold 
be  reduced  to  the  metallic  state]." 

Pettus  gives  full  directions  for  casting  gold  through  antimouT,  wiudi 
he  says  "is  a  very  old  invention,"  so  that  the  gold  by  it  may  be  made 
very  dear  and  fine ;  but  he  adds,  "  so  it  is  not  well  to  trust  to  this, 
that  the  gold  should  always  come  out  sure  and  ver^  dean."  The 
apparatus  used  in  1686,  and  described  by  Pettus,  is  almost  exactly 
that  which  is  employed  at  the  present  time ;  and  the  next  cut  is  PettaflT 
scidpture  (so  called),  showing  now  the  cup,  ingot,  and  other  inainmeHit 
to  the  castmg  through  are  to  be  formed. 


Fig.  121.  1.  *'  The  form  of  the  common  cup  cast  in  brass.  2.  A  cap  made  of  smith's  wock 
rto  receire  the  melted  antimony  and  goldj.    3.  A  cmcible  for  the  work  [«.«..  the  oai " 
the  antimonT  and  gold].    4.  A  flat  test  I  cupel]  for  it    6.  The  ingot  [mould],    e. 
plates  rmoulal    7.  The  oast  antimony  with  a  gold  regulos.    8.  The  cast  antimony  i 
the  gold  reguTuB  is  beaten  bom  it'*    (Pettus.) 


^.    _.  The 
itimonywbfln 


Amongst  the  various  methods  of  determining  whether  a  substance 
with  the  outward  appearance  of  gold  is  reaUy  the  precious  metal,  none  are 
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most  satb&ctoty  than  the  test  of  "  specific  gnmij"  which,  reduced  to 
its  most  simple  definition,  means  "  the  weight  of  equal  bulks  ;*'  but,  as 
it  would  be  difficult  to  prepare  exact  measures  (say  cubic  inches  or 
oubic  feet)  of  the  metals,  tne  method  first  devised  by  Archimedes  is 
always  emplo;^ed. 

Thus  a  cubic  foot  of  water  weighs  just  1000  ounces  at  a  temperature 
of  60^  FaL,  the  same  bulk  of  gold  weighs  19,300  ounces ;  now,  as 
water  is  the  standard  unit  or  starting-noint  to  which  the  weight  of  the 
Tojumes  of  all  other  solids  is  referred,  the  specific  gravity  of  water 
bein^  1,  that  of  gold  will  be  19'3,  or  gold  is  more  than  nineteen  times 
lieaner  than  water.  It  has,  however,  oeen  stated,  that  exact  volumes 
of  solid  substances  could  not  b  i  sd ;  but  if  the  specific  gravity 
is  determined  by  reference  to  ouc  udani  (water),  and  every  solid, 
whatever  may  be  its  shape,  ac  y  compared  with  its  own  oulk  of 
water,  then  we  have  a  method  s  st  which  no  mechanical  difficulties 
oaa  be  adduced. 

Eveiy  substance  weighed  in  water  weighs  less  than  it  does  in  air, 
and  this  loss  is  found  to  be  precisely  equal  to  the  weight  of  the  volume 
of  water  which  it  displaces ;  for  instance,  a  cubic  foot  of  gold  weighs 
in  the  air  19,300  ounces,  and  if  thrust  bodily  into  a  vessel  quite  full  of 
water,  it  displaces  a  cubic  foot  of  water,  which,  if  collected  and  weighed, 
amounts  to  1000  ounces ;  and  this  is  the  division,  for  the  rule  says, 
divide  the  gross  weight  (19,300)  by  the  loss  of  weight  in  water  or 
water  displaced— viz.,  1000— and  the  quotient  (193)  is  the  specific 
gnmty. 


Fif.  US.  The  Principle  apon  which  the  Spedflo  Qrwitj  of  a  Solid  l»  taken.  ▲  b.  Yeesel 
Ml  of  wetcr.  c.  The  oobic  ft>ot  of  void  placed  in  the  water,  d.  The  caUo  fbot  of  .water 
dieplaced,  and  flowing  into  the  Teeeel,  i  w. 

The  loss  of  weight  is  of  course  more  apparent  than  real,  and  is  due 
to  the  upward  pressure  of  the  water,  by  which  a  portion  of  the  weight 


198 


GOLD. 


of  the  body  equal  to  the  weight  of  the  bulk  of  the  water  whidi  it 
displaces,  is  sustained.  To  put  this  principle  in  jpractioe^  a  delicate 
balance  should  be  provided,  with  the  strings  of^  one  scale  shorter 
than  the  other ;  and  this  latter  pan  may  have  a  hook  inserted,  for  tilie 
convenience  of  suspending  a  thread  or  horsehair  from  it.  The  experi- 
ment can  be  made  with  a  sovereign,  which  is  suspended  bj  a  horsdudr 
to  the  hook  of  the  shorter  stringed  scale  pan,  and  b  found  to  weigh 
123*24:  grains.  A  glass  vessel  containing  distilled  water  is  now  placed 
under  the  latter,  so  that  the  sovereign  is  completely  surroundea  with 
water,  and  if  air-bubbles  adhere,  they  may  either  be  cleared  away  with 
a  feather;  or,  what  is  still  better  (with  gold  and  other  metau  and 
minerals  to  which  air  adheres),  is  to  oip  them  first  in  alodiol,  uid  then 
in  water,  which  effectually  removes  the  adhering  air,  and  causes  the  water 
to  be  in  perfect  contact  with  the  metal  The  sovereign  will  now  bo 
found  to  weigh  116-34  grains. 


Fig.  123.  Mode  of  taking  the  Specific  Gravitr  of  a  Sovereign.    ▲  B.  The  delicate  balaact. 
c  Veuel  containing  diatilled  water,    d.  The  soTereign  rospended  by  a  horte-hair. 


Weight  of  the  sovereign  in  air     . 
„  „  in  water 


123-24 
116-34 

6-90 


The  weight  of  the  sovereign  in  air  (123-24)  divided  by  the  loss  of 
weight  in  water  (6-9)  eives  a  quotient  of  17*86,  being  the  specific 
gravity  of  the  gold,  which  is  aUoyed  with  copper,  and  therefore  weighs 
less  than  pure  gold.  The  standard  for  coin  is  twenty-two  carats  fine ; 
that  is  to  say,  it  consists  of  twenty-two  parts  of  pure  gold  and  two 
parts  alloy. 
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Table  of  the  specific  Gravities  of  the  Metal  i»  common  we  at  60° 
Fahrenheit. 

Platinum 20*98 

Gold 19-26  to  19-3  and  19-64 

Merconr 13*57 

Lead 11*35 

SUver 10-47  to  10*5 

Bismuth 9*82 

Copper 8-89 

Iron     ......    .      7-79 

Tin 7-29 

Zinc 6*5    to  71 

This  simple  rule  may  be  applied  to  all  metals  of  any  size  or  weight, 
always  takmg  the  precaution  to  clear  away  with  a  feather  the  air  bubbles 
which  attach  themselves  to  the  different  substances. 

When,  however,  the  gold  is  associated  with  quartz,  another  rule  must 
be  made  use  of,  beins  a  modification  of  the  hrst,  which  I  can  recom- 
mend, having  verified  it  in  practice  with  some  nuggets  kindly  lent  by 
Messrs.  Hunt  and  Hoskell,  of  Bond-street. 

Practical  Method  of  determining  the  respective  Quanfities  of  Gold  and 
Quartz  in  a  Nugget. 

a O.Nagwt-8.0. Quartz      S.G.Gold  ,  ^,   ^  *      ^  v*   #     i^  .        l 

'&~G.Q;id-8.G.Q^«  ""  aaNogi^t^^^g*^^  °^  nuggetswdght  of  gold  In  nugget 
8.  G.  Gold-8. 0.  Nugget     S.G.  Quarts        .  vx    *         ^        ,  ..x   *      _.  .    :.,xx 
fi.G.0old-8.G.  Quartz   "^  8.  G.  Nugget  ^^^^''^  of  nugget= weight  of  quartz  in  ditto. 

To  make  use  of  the  above  formulte  or  rules,  the  reader  need  know 
nothing  whatever  of  algebra.  He  has  only  to  be  acquainted  with  the 
management  of  vulgar  fractions;  and  he  must  notice  that  —  is  the 
sign  of  subtraction ;  X  is  the  sign  of  multiplication ;  and  S.  G.  stands 
for  specific  gravity.    For  instance, 

£x.  L  Suppose  we  have  tf  migget  weighing  1000  grains,  and  its 
specific  gravity  is  found  to  be  8.  '  Suppose  also  the  specific  gravity  of 
l^ild  were  18,  and  that  of  quartz  2.    Then,  by  above  rules, 

j|^  X  ^  X 1000= ^  X  ^  X  looo=8«}  graint  of  gold  in  nugget 
Jl^x  |.xlOOO=J?x  |.xl000=166J  gralna  of  quartz  in  ditto. 

IB— 2       9  lO       O 

Ex.  n.  Suppose  an  Australian  nugj^t  is  brought  to  us,  weighing 
10  ounces  trov,  and  we  find  its  specmc  gravity  to  be  8*5.  Suppose 
also  we  take  the  specific  gravity  of  gold  at  190,  and  that  of  quartz  at 
S*5.    Then,  as  above, 

oz.tro7. 

J!!I~!i!'<  S  xl0B^xgxl0=l-8n«677Mofquartz  in  ditto. 
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It  may  be  presumed  that  this  practical  mode  of  estimating  the  value 
of  gold  nuggets  is  clear  aud  brief,  aud  as  short  a  rule  as  it  is  possible 
to  conceive.  Moreover,  it  is  grasped  by  the  eye  all  at  once — ^you  see 
the  whole ;  besides  which,  it  is  cast  in  a  perfect  mathematical  mouldy 
and  must  therefore  be  absolutely  and  universally  true ;  also  capable  of 
instant  application  to  every  conceivable  example. 

By  giving  the  two  formula,  one  for  the  gold,  and  the  other  for  t]i» 
quartz,  we  give  the  reader  the  readiest  possible  mode  of  pravma  Us 
own  work ;  thus  having  (Ex.  I.)  found  the  gold  in  nugget  to  be  8iSf 
grains,  he  deducts  this  from  the  whole  weight,  and  gets  156^  grains  of 
quartz  for  a  remainder.  He  therefore  now  works  by  the  second  formnla 
to  obtain  the  weight  of  quartz ;  and  finding  it  to  come  (by  the  inde- 
pendent rule)  exactly  156|  grains,  he  has  reason  to  conduae  that  hk 
work  is  altogether  nght. 

Ex.  ni.  Let  the  specific  ^vity  of  toM  be  19*26,  and  that  of  quarts  %'^ 
An  Australian  nugget,  weighing  550  grains,  and  assumed  to  OGBtun 
nothing  but  ^Id  and  quartz,  was  found  to  have  the  specific  m,yikj 
9*77.  Eequired  the  quantity  of  gold  and  quartz  resp^ively  in  tiie 
nugget. 

Let  r=grains  of  gold 

.'.  550— x=grains  of  quartz. 

Then,        since  gold  loses  yq.qo^  ^^  ^^^  weight  in  water, 
and  quartz  loses  oig     ditto     ditto, 

and  also  nugget— gTyn-     ditto     ditto* 

...  T       550— a-    550 

therefore  T9^+^^(r=977 

And  solving  this  equation,  we  have 

a:=466-6256  grains  of  gold  in  nugget )  A„«-rAr 
and  550— ar=  83-3744  grains  of  quartz  in  £tto  J  '^^^®'- 

Having  shown  how  gold  may  be  distinguished  when  disseminated 
through  quartz  or  other  earthy  or  mineral  matter,  it  will  be  advisable  to 
conclude  this  chapter  with  the  chemistry  and  technical  applications  of 
gold. 

Firsi  Series  of  Experiments, 

Pure  gold  has  a  specific  gravity  of  19*3,  and  its  equivalent  of  com- 
bining proportion  is  197.  It  is  prepared  by  dissolving,  say,  a  half- 
soyereini  in  a  mixture  of  one  part  nitric  acid  and  4  paits  hydrochloiie 
acid.  The  coin  and  the  mixed  acids  are  placed  in  a  clean  Florence  oil 
flask,  and  gently  heated  by  the  spirit  lamp  until  the  gold  disi^pears. 
If  any  silver  b  present,  it  is  found  at  the  bottom  of  the  flask  in  the  state- 
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of  an  insoluble  chloride,  and  therefore  the  solution  is  diluted  with  dis- 
tilled water  and  filtered.  The  filtered  liquid  is  then  carefully  evaporated 
till  a  drop  taken  out  and  placed  on  a  cold  plate  solidifies ;  water  is  again 
added,  and  the  solution  DoUed  with  some  pure  sulphate  of  iron,  when 
the  sold  precipitates  and  sinks  to  the  bottom  of  the  vessel.  The  dark 
powder  sooula  now  be  well  washed  with  water,  boiled  with  hydrochloric 
acid,  and  again  edulcorated,  and  care  of  course  must  be  taken,  in  the  first 
place,  to  add  enough  sulphate  of  iron,  in  order  that  all  the  gold  may  be 
precipitated  in  the  metallic  state.  The  ^Id  powder  when  drj  appears 
almost  like  brown-red  earth,  but  when  rubbed  or  burnished  with  a  piece 
of  steel,  or  other  hard  substance,  venr  soon  shows  its  nature.  Some  che- 
mists prefer  boiling  the  terchloride  of  ^Id  with  oxalic  acid  instead  of  with 
sulphate  of  iron,  as  the  flakes  of  precipitated  gold  are  larger,  more  cohe- 
rent, and  more  easily  manipulatea  witu  in  the  subsequent  processes  of 
boiling  with  hydrocmorio  acid  and  washing  with  water ;  but  when  oxalic 
add  is  used,  all  excess  of  acid  must  first  be  removed  from  the  terchloride. 

Second  Series, 

To  show  the  perfect  insolubility  of  ^Id  in  the  mineral  acids,  some  of 
the  powder  obtained  from  the  last  expenment  may  be  placed  in  three  sepa- 
rate glass  test  tubes,  one  of  which  contains  nitric,  the  second  hydrochloric, 
and  the  third  sulphuric  acid.  The  finely-divided  gold  may  be  boiled  for 
any  length  of  time  in  either  of  these  acids,  and  no  solution  takes  place; 
but  directly  the  nitric  and  hydrochloric  acids  are  mixed,  then  the  gold 
is  attacked  and  disappears,  and  if  the  solution  is  carefully  evaporated 
till  it  solidifies,  pure  terchloride  of  gold  is  formed. 

Third  Series. 

Oxygen  unites  with  gold  in  two  proportions,  and  forms  with  the  metal 

Protoxide  of  gold,  AuO. 

Teroxide  of  gold  (auric  acid),  AuO,. 

These  combinations  do  not  occur  by  the  direct  union  of  oxygen  with 
the  metal,  and  indeed,  with  the  exception  of  chlorine,  bromine,  fluorine, 
and  phosphorus,  no  other  non-metaUic  element  unites  directly  with  gold. 
Oxide  of  gold  (AuO)  is  obtained  bv  decomposing  the  protochloride  of 

fold  with  a  dilute  solution  of  potash.  The  protochloride  is  prepared  hj 
eating  the  terchloride  of  gold  (AuCl,)  obtained  in  the  secona  expen- 
ment, above,  to  a  temperature  of  393^  Fah.  There  are  two  chlorides  of 
gold,  viz.,  the  chloride  and  terchloride. 

Fourth  Series, 

Purple  of  Cassius,  termed  by  Gmelin  stannate  of  aurous  oxide 
(AaO,Sn02,SnO,SnO,+4HO),  being  a  double  stannate  of  gold  and 
tin  with  four  equivalents  of  water,  is  prepared  in  various  ways ;  perhaps 
the  most  simple  one  is  to  dissolve  the  pure  terchloride  of  gold  men- 
tioned in  the  second  experiment,  in  an  abundance  of  water.    If  pure  ter- 
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chloride  has  been  obtained  from  a  half-soverei^  wbidi  weig^  about 
sixty  grains,  it  may  be  dilated  with  at  least  six  onncea  o£  water,  and 
then  placed  in  contact  with  pore  granulated  tin,  when  a  pnrde  me- 
cipitate  is  obtained,  which  must  be  well  washed  with  water  and  dried  bj 
a  gentle  heat.  The  Purple  of  Cassius  is  a  vitrifiable  pigment^  and  e»> 
ployed  for  imparting  the  ruby  red  to  glass  and  porcelain. 

Fifth  Series. 

To  prepare  jeweller's  gold,  melt,  in  a  good  crucible,  with  a  little 
borax,  three  parts  of  pure  ^Id,  and  add  thereto  one  part  of  copper. 
Gold  for  coin  C9nsists  of  eTeven  parts  of  pure  gold  and  one  pan  of 
copper. 

Sixth  Series. 

China  is  gilt  by  first  triturating  gold  leaf  with  turpentine  and  borax,  and 
then  laying  this  mixture  on  the  porcelain,  which  is  subsequently  brooght 
to  a  proper  heat  in  an  oven  or  muffle  surrounded  with  burning  eosL 

Ordinary  gilding,  such  as  that  of  picture-frames,  is  performed  by  first 
laying  on  a  tacky,  sticky  varnish,  cajled  gold  size,  to  wnich  the  gold  leaf 
finnly  adheres,  and  when  hard  and  dry  can  be  washed  with  soap  and 
water ;  but  if  the  gold  leaf  is  only  laid  on  with  parchment  size  or  gum, 
it  is  easily  affected  by  water,  and  may  soon  be  washed  off. 

Seventh  Series, 

Water  gilding,  so  called  (being  a  most  pernicious  process  to  those 
engaged  in  it),  is  conducted  hj  first  preparing  an  amalgam  of  ^Id  and 
mercuiy.  The  copper  article  is  then  cteanea  with  dipping  acid,  com- 
posed of  equal  parts  of  nitric  and  sulphuric  acids,  well  washed  wiUi 
water  and  placed  in  a  solution  of  nitrate  of  mercury,  when  metallic 
mercury  is  precipitated  upon  and  adheres  to  the  copper.  The  amalgam 
of  gold  is  then  carefull}[  spread  over  the  amalgamated  copper  suruioe, 
ana  the  article  is  placed  in  a  proper  oven  or  muffle  heated  to  about  700^ 
Fah.,  when  the  mercury  volatilizes  and  a  beautiful  coating  of  dead  gold 
remains  behind.  When  this  operation  is  conducted  on  the  large  soal^ 
care  is  taken  to  get  rid  of  and  condense  the  fumes  of  mercury ;  ana 
indeed  this  dangerous  process  is  now  happily  ahnost  entirely  super- 
seded by  electro-gilding. 

Ei^jfhth  Series, 

When  terchloride  of  gold  is  dissolved  in  sulphuric  ether,  the  solu- 
tion may  be  employed  lor  ornamental  gilding  on  cutlery,  or  writing 
initials  or  names  on  steel  articles.  It  is  also  sometimes  used  to  pre- 
serve the  sharp  points  of  steel  surgical  instruments  from  rusting.  The 
best  mode  of  preparing  the  ethereal  solution  is  to  dissolve  the  terchloride 
of  gold  first  in  a  little  water  and  then  to  shake  some  ether  with  it  in  a 
long  tube,  and  the  two  liquids,  viz.,  the  ether  containing  the  chloride  t)f 
gola  and  the  remaining  water  solution  can  afterwards  be  separated  l^ 
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decantadon.  The  ethereal  solution  of 
the  terchloride  of  gold  should  be  kept 
in  a  dark  place  or  opaque  bottle. 

The  gilding  by  the  ethereal  solution 
of  gold  is  not,  however,  very  perma- 
nent, and  therefore  polished  steel  is 
{;ilded  with  gold  leaf.  The  steel  is 
just  heated  till  it  takes  a  bluish 
tint,  a  first  coat  of  gold  leaf  is  now 
a{>plied,  which  is  pressed  gently  down  • 
with  a  burnisher  and  then  exposed  to  a 
gentle  heat.  Several  leaves,  either 
single  or  double,  are  thus  applied  in 
succession,  and  the  last  is  burnished 
down  cold.  A  fine  illustration  of  this 
kind  of  gilding  is  shown  in  the  annexed 
cut.  (Fig.  124.) 

Ninth  Seriet. 
Books  are  gilt  and  lettered  by  means 
of  heated  metal  stamps  of  the  letters 
or  devices ;  these  are  pressed  on  the 
cover,  which  is  previously  dusted  with 
powdered  resin,  and  the  gold  leaf  laid 
over  it.  Wherever  the  hot  stamp 
touches,  the  resin  melts  and  the  gold 
adheres  to  it,  and  the  remaining  leaf 
is  dusted  off  with  a  brush. 

Tenth  Series. 

Gilding  by  the  wet  process  may  be 
conductc^d  in  various  ways,  and  the 
metal,  of  course,  is  first  reduced  to  a 
soluble  state  by  conversion  into  ter- 
diloride. 

Froceu  of  M,  de  la  Rive. — ^Pour  a 
solution  of  chloride  of  gold  exactly 
neutralized  with  carbonate  of  soda,  and 
containing  only  a  very  small  quantity 
of  gold,  into  a  ^lass  cylinder  whose 
lower  extremity  is  hermetically  closed 
with  moistened  gut  skin,  and  introduce 


Fig.  IM.  Wilkinton's  Exhibition  Sword,  onuk- 
mented  with  precious  stooM  and  gold  derioet. 
The  blade  ii  of  the  finest  temper,  and  combines 
cmboasing  with  eagraTing,  bluing,  and  gilding, 
io  as  to  rorm  two  eleraUoos  of  a  highly  oma- 
Bcntal  pattam.    {Art  Journal.) 
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the  cylinder  into  a  vessel  which  contains  some  water  very  slightly  acidu- 
lated with  a  few  drops  of  sulphuric  acid.  The  cylinder  should  be  sup- 
ported so  as  to  prevent  its  lower  surface  from  resting  immediately  oa  the 
Dottom  of  the  larger  vessel.  It  is  necessary  to  carefully  clean,  or  even  polish 
the  surface  of  the  metal,  whether  of  silver  or  brass,  that  we  deure  to  ffld^ 
lest  a  portion  of  it  should  be  left  ungilt.  To  attain  this  end  it  is  sometmies 
advisaole  to  place  the  metal  for  a  few  minutes  in  contact  with  sine  m 
dilute  sulphuric  acid,  so  that  hydrogen  may  be  disengaged  oo,  its  sur- 
face ;  after  which  it  must  be  well  washed.  In 
order  to  gild  an  object,  it  must  be  fixed  or 
suspendea  by  a  platinum  wire,  to  the  other 
extremity  of  whicu  is  attached  a  plate  of  bdo; 
this  done,  pluns^  the  article  to  be  gilt  in  the 
solution  or  gold  and  the  zinc  plate  in  the 
acidulated  water.  The  power  of  the  eleolaic 
current  may  be  moderated  at  will  by  im- 
mersing more  or  less  of  the  zinc  pkte,  so  tint 
no  hydrogen  may  be  disengtu^ed,  and  that  ia 
this  case  the  chloride  of  gola  is  alone  decom- 
posed. After  a  minute  the  article  to  be  gilt 
IS  withdrawn,  wiped  dry  with  a  fine  linen 
cloth,  rubbed  a  httle,  and  again  unmened. 

I ~  )^      After  two  or  three  inmiersions  the  metal  will 

^mmi----:.-  ■"  ^    ■■■\    be  found  sufficiently  gilded.    By  the  abofe 
process  it  will  be  noticed  that  the  gildbog  is 
conducted  with  the  chloride  of  gold  odIt,  no 
used ;  ana  ^ 


of^*^.^.^lSjp'cS^y   commcscu  wiMi  tup  en 
doMd  at  the  lower  end  with  cyamde  of  potassium 


nJ^wJf^T^iS^fH^^tf'^l"^^^  article  to  be  gilt  must  not  be  left  for  a  mo- 
ox  ooionoe  or  gold;  it  ii  itip-  .    .     j.i     "    u       \  a*         -ii      j.       i       • 

ported  M  that  ^e  bladder  end  ment  in  the  gold  solution  Without  ffalvamo 
ooei  not  touch  the  bottom  of  connexion,  otherwise  it  will  not  be  gut  at  all 
thtSShSitod  ^JiTSfrhl  or  the  Kijdins  wiU  be  very  bad.  Itlii,  them- 
plate  of  lino  attached  by  a  wire  fore,  advisable  to  place  the  zinc  in  the  acid 
to  the  article  which  i«  to  be  fi^st,  and  then  to  bend  down  the  wire  to 
which  the  article  is  fixed  into  the  solution  o£ 
chloride  of  cold.  The  solution  of  gold  should  be  diluted  with  water  until 
a  plate  of  silver  dipped  into  it  no  longer  acquires  a  black  coating,  bat 
exhibits  a  bright  yellow  colour  on  being  ruboed.  Steel  pens,  freed  by 
dilute  hydrochloric  acid  from  their  blue  film  of  oxide,  may  be  gilt  with- 
out the  aid  of  galvanism  by  simply  immersing  them  in  the  gold  solution 
neutralized  as  above  with  carbonate  of  soda. 


Eleventh  Series, 


The  following  method  of  aiding  is  said  to  give  the  best  results. 
The  cold  solution  is  prepared  oy  dissolving  one  part  of  the  terchloridQ 
of  gold  and  ten  parts  of  lerrocyanide  of  potassium  m  one  hundred  parts  o{ 
water,  which  is  nltered  from  cyanide  of  iron,  and  mixed  with  one  hundred 
parts  of  a  saturated  solution  of  ferrocyanide  of  potassium,  and  the 
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wbde  dilated  with  an  equal  or  doable  portion  of  water;  the  more 
dilute  the  solution,  the  brighter  is  the  frosted  gilding  produced,  and  it  is 
placed  in  a  porous  vessel  or  jB;lass  tube,  closed  witn  bladder.  In  the 
outer  vessel,  containing  the  zmc  plate,  is  placed  a  solution  of  ordinary 
ferrocyanide  of  potassium  and  common  salt ;  the  latter  salt  alone,  acts 
more  quickly,  but  for  gilding  silver,  the  solution  must  not  contain  too 
much  common  salt,  otherwise  the  silver  will  be  blackened  by  the  forma- 
tion of  chloride.  It  is  advantageous  to  have  the  two  solutions — ^viz., 
the  one  in  the  porous  vessel,  and  the  other  in  the  outer  cell— of  the 
same  level  and  specific  gravity,  so  that  they  may  not  mix  too  easily. 
The  zinc  must  not  be  amalgamated,  otherwise  cliloride  of  mercury  wul 
be  introduced  into  the  gold  solution,  and  may  be  reduced  on  the  metaL 
The  vessel  containing  the  gold 
may  be  either  a  tube  closed  with 
Uadder,  or  an  inverted  gas  jar  of 
which  the  neck  is  tied  over  with 
linen  and  a  lajer  of  claj  free  from 
lime  and  moistened  with  a  solu- 
tion of  common  salt  and  about  a 
quarter  of  an  inch  thick,  placed 
above  or  on  the  linen,  so  that  it 
represents  the  bottom  of  the  vessel 
containing  the  gold.  While  the 
silding  is  going  on  the  obiect  is 
mquently  moved,  in  oraer  to 
keep  the  very  dilute  solution  of 
gola  as  near^  as  possible  in  one 
uniform  condition.  If  the  depo- 
sition goes  on  too  slowly,  an  addi- 
tional quantity  of  common  salt  is 
added  to  the  liquid  in  the  outer 
vessel  containiug  the  zinc  plate. 
Warming  the  outer  vessel  in  a 
water  bath  to  68°  or  77°  Fall. 
likewise  accelerates  the  gilding, 

but  diminishes  its  lustre.    If  any      «^  ,««  ^ .  mwo^^A^  «».  i-    ,  ,  v-«v 
m  At  u       1  i.*  J.    X  rig.  126.  A  A.  inTertea  srat  Jar.    bb.  Meek 

Of  tne    gold  solution    penetrates    ofjar  dofled  with  linen  and  clay;  the  jar  oon- 
into  the  outer  vessel,  and  ^Id  is 
in  consequence  precipitated  upon 

plate  of  zinc  mot 

'  iipoon, 


tains  the  eolation  of  gold,  c  o.  The  outer 
earthen  veeeel  containing  the  eolation  of  ferro- 
cranide  of  potassiam  and  chloride  of  sodiam  x 
alio  the  plate  of  zinc  mot  amalaamat^d,  and 
attached  by  a  platinam  wire  to  me  ipoon. 


the  zinc,  it  must  be  removed.  A 
thin  deposit  of  gold  makes  its 
appearance  in  ten  minutes;   to 

produce  a  thick  deposit  several  hours  are  necessary.  The  gilding  on 
silver  is  first  greenish,  then,  yellow,  then,  after  twelve  hours,  reddish 
yellow.  Brass  and  bronze  take  the  gilding  much  more  quickly.  Finally, 
the  gilt  object  is  washed  with  dilute  sulphuric  acid,  which  removes  any 
iron  that  may  perchance  have  been  precipitated,  and  then  rubbed  with 
leather.    The  articles  to  be  gilt  are  either  cleaned  by  being  dipped  into 
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dipniDg  acid  and  veil  washed  with  water,  or  they  are  first  wdl  bunudied 
ana  then  thorooffhljr  cleaned  by  mbbinff  with  lampbladc  moistened 
with  concentrated  nitric  acid  and  spreaa  npon  linen;  then  dipped 
n^idly  in  water,  and  again  rubbed,  ana  so  on,  until  perfectly  dean,  woen 
they  are  well  dried. 

Twelfth  Series. 

Process  of  Walker, — ^Terchloride  of  gold  is  dissolved  in  cyanide  of 
potassium,  and  an  independent  small  battery  used.  The  article  to  be 
gilt  is  first  cleaned,  and  then  connected  with  the  ne^ive  dement, 
whilst  a  small  sheet  of  gold  is  connected  with  the  positive ;  both  ate 
placed  in  the  solution  of  ^Id,  which  is  thus  maintained  at  one  nnifcMm 
strength ;  for,  as  the  gold  is  deposited  on  the  artide,  it  is  also  dissolved 
from  the  gold  plate. 

Thirteenih  Series. 

A  solution  of  gold  can  be  made  by  placing  a  bit  of  ^Id  foil  in  a 
solution  of  cyamde  of  potassium  connected  witn  the  {)Ositive  dement  of 
a  small  battery,  whilst  the  negative  element  is  placed  in  contact  with  an 
iron  plate  enclosed  in  a  porous  cell  containing  some  of  the  same  sdntion 


Fig.  127.  A  B.  Yeuel  comtalniog  a  lolatioii  of  cyanide  of  potauium.    o  d.  The  irold  . 
foil  in  connexion  with  the  poiitiTe  pole  of  the  battery,  and  immersed  ia  the  sdntloii 
of  cyanide  of  potasdnm.    s  v.  A  poroiu  cell,  also  containing  cyanide  of  pntiasliiiii 
Bohition,  and  a  plate  of  iron  connected  with  the  negatiTe  pole  of  the  battery.    The 
arrows  show  the  direction  of  the  current. 

of  cyuiide  of  potassium,  and  of  course  standing  in  the  same  vessd  with 
the  foil  of  gold.  Napier  recommends  that  the  solution  of  gold  diould 
be  heated  to  a  temperature  of  130^  to  150°  Fah.  in  a  water  bath, 
which  enables  the  mlder  to  employ  less  battery  power.  The  batt^ 
for  dissolving  the  gold  foil  may  consist  of  five  pairs  of  Smee's  arrange- 
ment and  of  two  or  three  for  gilding  small  articles ;  the  gilding  solution 
should  contain  about  half  an  ounce  of  gold  to  the  gallon.    ]^apier  de- 
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soribes  the  deleterious  nature  of  the  gases,  cyanogen  and  hydrogen, 
which  are  evolved  daring  the  electro-gilding  process  on  the  laige  scale, 
and  recommends  abundant  ventilation,  with  the  use  of  large  rooms. 
Even  amateurs  are  warned  not  to  keep  their  small  experiments  performed 
in  tumblers  in  their  bedrooms,  as  the  practice  is  decidedly  dangerous. 

Fourteenth  Series, 

The  tests  for  ^Id  have  ahready  been  partly  described  in  the  first 
portion  of  this  article  on  gold,  but  they  are  here  placed  together  for  the 
use  of  those  who  wish  to  know  how  to  distinguish  gold  by  chemiod  re- 
agents. 

The  chlorides  of  gold  are  all  yellow,  and  their  solutions  present 
gradations  of  yellow  up  to  the  highest  points  of  dilution. 

Potash  in  excess  does  not  precipitate  gold,  but  a  small  quantity  in 
concentrated  solutions  of  gold,  with  the  assistance  of  heat,  throws  down 
a  reddish  yellow  precipitate,  the  teroxide  of  gold,  AuO,. 

Ammonia  produces,  in  strong  solutions  of  gold,  a  similar  coloured  pre- 
cipitate of  aurate  of  ammonia,  or  fulminating  ^Id. 

Sulphuretted  hydrogen  precipitates  from  acid  and  neutral  solutions  of 
gold  the  whole  of  the  gold  which  they  contain  as  black  sulphuret  of 
gold,  AuS.,  insoluble  in  potash,  or  in  any  single  acid,  but  soluble  in 
alkaline  sumhurets  and  in  aqua  regia. 

Hydrosulphuret  of  ammonia  produces  the  same  result,  and  in  excess 
re-dissolves  the  precipitate. 

A  solution  of  protochloride  of  tin  warmed  with  a  few  drops  of  nitric 
acid,  produces  with  a  solution  of  sold  the  well-marked  precipitate  of 
purple  of  Cassius,  which  is  insoluble  in  hvdrochloric  acid. 

A  solution  of  protosulphate  of  iron  red.aces  the  oxide  of  ffold  to  the 
metallic  state,  and  precipitates  it  as  a  reddish-brown  powder,  which,  being 
collected,  boiled  with  hydrochloric  acid,  and  well  washed  and  dried,  may 
be  pressed  and  burnished,  and  will  show  the  colour  and  brilliancy  of 
gola  on  any  hard  surface,  such  as  a  touch-stone  or  bone. 

The  very  finely-divided  g[old  thrown  down  by  the  protosulphate  of 
iron  appears  blue  or  blacush  blue  by  transmitted  light;  and  this  is 
apparent  even  when  40,000  parts  of  Hquid  are  used  to  one  of  terchloride 
of  gold.  When  the  dilution  is  doubled,  or  1  in  80,000  parts,  the  colour 
is  sky-blue;  1  in  160,000  parts,  violet ;  1  in  320,000,  the  violet  tint  is 
still  recognisable,  but  is  difficult  to  appreciate  when  the  dilution  is  car- 
ried to  1  m  640,000  parts. 

Fifteenth  Series. 

ikSk  amalgam  oompooed  of  half  an  ounce  of  gold  and  one  hundred 
pounds  of  mercury  is  liquid,  and  mav  be  completely  squeezed  through  lea- 
ther. But  if  four  ounces  of  silver  be  likewise  dissolved  in  the  mercury, 
and  the  product  pressed  through  leather,  28i  ounces  of  amalgam  remain 
in  the  mther,  containing  the  naif-ounce  of  gold  and  3}  ounces  of  silver. 
The  whole  of  the  gold,  together  with  the  greater  part  of  the  sUver,  is, 
therefore,  separated  in  the  form  of  a  solid  amalgam. 
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Sixteenth  Series, 


Wliite  silk  may  be  gilt  bj  wetting  it  with  a  solution  of  terchloride  of 
gold,  and  then  exposing  the  silk  to  the  action  of  snlphiuoiLB  add  ffHB, 
which  n)a;f  be  easily  obtained  by  burning  a  little  sulphur  under  ajar, 
and  confimng  the  vapour.  The  sUk  is  covered  with  a  coating  of  minate 
particles  of  gold  in  a  very  short  space  of  time. 

Another  pretty  experiment,  illustrating  the  reduction  of  gold  bom. 
its  combination  with  chlorine,  and  called  manv  years  ago  *'tte  minoal 
rainbow,"  may  be  produced  by  pouring  a  small  quantity  of  a  sohitikin 
of  terchloride  of  gold  into  a  disD,  plate,  or  cup  containing  aome  etter 
in  which  phosnhorus  has  been  dissolved ;  the  gold  is  instontly  iwfaujed 
in  exquisitely  tnin  films,  presenting  purple,  blue,  and  red  colodn^  vith 
more  or  less  metallic  brilliancy. 

Seventeenth  Series, 

Three  parts  of  sulphur  and  three  of  caustic  potash  dissolre  one 
part  of  gold  when  boiled  with  it  in  water.  This  is  the  process  of  StahL 
and  is  the  one  he  supposed  Moses  was  acquainted  with  when  he  redofled 
the  golden  calf  to  a  fine  ))owder,  and  made  the  Israelites  drink  it  This 
idea  of  Stahl's  is  refuted  by  the  words  of  the  text,  as  already  quoted 
at  p.  118. 


Fig.  128.  Votaries  dancing  rotmd  the  Golden  Calf  (N,  Poussin). 


Hg,  129.    1.  Aisftyer.    2.  The  scale*.    3.  The  cases  for  weights.    4.  Glasses  for  aqiu 
iflgia,  aqua  fortis,  aqua  Tltrioli,  aqua  argentum,  and  quickailTer.    (Pettus.) 


CHAPTER  V. 


SILVER. 


:j 


Tbe  Mmidreto  ii  thfl  image  of  the  moon,  the  only  planet  that  appears  under  that 
aspect  to  the  onassistea  eye. 

iaitHOUOH  the  metamorphic  and  granitic  rocks  are  destitute  of  organic 
wmmtSm,  they  are  traversed  by  numerous  mineral  veins,  some  of  which 
i  probably  ^Id  (although  no  one  has  yet  been  fortunate  enough  to 
~i  at  a  vem  of  the  latter  metal),  some  of  silver,  others  of  various 
^  al  veins,  containing  lead,  copper,  nickel,  antimony,  zinc,  whilst  tin 
I  iqipear  to  be  specially  confineoL  to  granitic  rocks. 
Many  years  a^  a  vem  of  silver  ore  was  wrought  with  considerable 
profit  in  the  parish  of  Alva  in  the  county  of  Stirlii^.  The  metalliferous 
Wjiwrala  were  native  silver,  and  silver  g^lance,  sulphide  of  silver,  with 
oral  of  copper  and  cobalt ;  and  the  vein  stones  were  calcareous  spar 
(earboiuae  of  lime),  and  heavy  spar  (sulphate  of  baryta).  It  is  said  that 
the  value  of  the  silver  extracted  amounted  to  forty  or  fifty  thousand 
pounds  sterling. 
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Native  silver  has  been  met  with  in  various  parts  of  Gonrwally  and  ia* 
associated  with  galena  (solphnret  of  lead),  iron  pvrit^  (snlphnret  of 
iron),  bismuth,  cobalt,  and  wolfram  (tungstate  of  iron),  in  veins  traversiiig 
clay  slate.  In  Europe,  perhaps  the  most  celebrat^  silver  mine  is  that 
(d  Aonigsberg  in  Norway,  in  the  neighbourhood  of  Mount  Johnskunden, 
which  towers  up  to  the  height  of  more  than  3000  feet.  'Hie  minea 
were  first  worked  in  the  year  1C24;  the  deepest  is  180  fathoms,  and 
out  of  it  was  taken  an  enormous  mass  of  native  silver,  now  in  the  Mu- 
seum of  Natural  History  at  Copenhagen,  measuring  six  feet  long,  twa 
feet  broad,  and  eight  inches  thic£,  and  estimated  to  contain  fire  hnadxei 
pounds'  weight  of  pure  silver. 

In  Europe  silver  occurs  in  Sweden,  Saxony,  Bohemia,  Sikaa,  6wilia». 
Wirtembcrg,  also  in  France,  Spain,  Hungary,  and  Transylvania.  Tw'AaU^ 
Siberia,  and  especially  China,  where  silver  constitutes  the  chief  poction 
of  the  currency.  Silver  mines  are  worked  in  North  and  South  America; 
Mexico,  Peru,  and  the  mines  of  Gualgayoc,  and  those  of  other  localities 
in  the  same  Quarter  of  the  globe,  are  the  most  celebrated  aonroea  of 
silver.  Humooldt  asserted  that  the  mines  of  Mexico  and  Fern  affoided 
more  than  316,000,000  lbs.  troy  of  silver  in  the  course  of  tibiee 
centuries,  and  he  also  remarks  that  this  silver  would  form  a  solid  a^iere 
of  a  diameter  of  91,206  feet.  M.  Brongniart,  a  French  mineralogist, 
has  ascertained  the  average  aimual  quantity  of  silver  supplied  from  the 
following  localities  between  the  years  1790  and  1802. 

Old  World, 

Siberia 40,200  lbs.  troy. 

Europe : — 

Hungary      . 46,000 

Austrian  dominions    ....  11,000       „ 

Harz  and  Hesse 11,000       „ 

Saxony 22,000 

Norway 22,000       „ 

Sweden") 

France  V    ......     .  11,000       „ 

Spain    J 

Total  Old  World  165,000  lbs.  per  year. 

North  America     ....    1,400,000       „ 
South  America 885,000       „ 

Total  from  America    2,286,000  lbs.  per  year. 

Notwithstanding  this  large  supply  of  silver,  it  would  apnear  to  be 
used  almost  as  quickly  as  it  is  produced,  and  it  is  absorbea  and  lost 
sight  of— we  must  not  say  destroyed — by  the  wants  of  the  various  civi- 
li^  communities ;  such  as  the  hoarding  of  coin  and  family  platc^  the 
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use  of  silver  in  medicine,  and  also  in  the  arts  of  electro-plating  and 
photography.  It  has  been  said  that  the  ocean  may  contam  a  little 
of  eT^ytning 'soluble  in  water,  and  it  is  curious  to  find,  from  the  experi- 
ments of  foreign  chemists,  that  sea  water  contains  an  appreciable 
quantity  of  silver  in  solution.  Mala^ti,  Durocher,  and  Sarzeaud  have 
ascertamed  that  a  small  quantity  of  suver  occurs  in  sea  salt.  Sea  water 
itself  contains  about  one  milligramme  in  one  hundred  litres ;  various 


riff.uo. 


m  nd  Fuemi  caramtXdm,  which  oontain  tvAw  of  lilTeri  1 
kindly  topplied  by  Mr.  Botwinra,  of  Plymooih. 

p2 
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seaweeds,  the  Fuetu  ierratus  and  F.  ceramoidei  (Fig.  130),  contain  at 
^^^^  ^flft^^fto '  ^^  ^  ^0  present  in  chemical  prodncta  for  the  preparation 
of  which  common  salt  is  used,  as,  for  instance,  in  carbonate  of  soda  and 
hydrochloric  acid.  Silver  is  likewise  found  in  the  ashes  of  land  plants, 
and  the  insoluble  portion  contains  more  silver  than  the  soluble  portion; 
the  ash  of  ox-blood,  rock  salt,  and  most  probably  coal  also,  contains 
minute  traces  of  this  precious  metal.  As  gold  cniefly  occurs  in  the 
metallic  state,  the  processes  by  which  it  is  separated  from  its  matrix  or 
from  the  alluvial  deposits  through  which  it  is  disseminated,  are 
by  no  means  complicated ;  but  with  silver,  which  is  much  more  plenti- 
fully distributed  m  the  mineralized  than  in  the  metallic  state,  tne  me- 
tallurgical processes  by  which  it  is  procured  in  a  purer  form  are  moie 


Fig.  131.  KaUve  Silver. 


complicated  and  ingenious, 
species — viz.  :— 


Silver  is  found  in  about  fifteen  diferent 


1.  Native  silver. 

2.  Native    amalgamated    silver  C  Silver  and  from  13  to  64  per 

and  mercury (,     cent,  of  mercury. 

{Silver  and  about  28  per  cent, 
of  gold. 
{Silver  and  from  11  to  25  per 
cent,  of  antimony. 
'Silver  and  about  35  per  cent. 
'     of   arsenic,   with  iron   and 
antimony. 


3.  Auriferous  native  silver 

4.  Antimonial  silver    .    . 


5.  Arsenical  silver  ore 


•r 
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I  Silver  and  abont  27  per  cent. 

6.  Bismuthio  silyer  ore    ...  <      bismuth,  with  lead,  iron,  cop* 

(     per,  and  sulphur. 

7.  Horn  silver,  or  native  chloride  of  silver. 

8.  Silver   glance,   sulphuretted  (  Silver  and  from  15  to  25  per 

silver,  or  vitreous  silver     .  (     cent,  of  sulphur. 

9.  Brittle  or  black  silver  ore,  or  f  Silver  and  sulphur,  antimouj, 

brittle  sulphuretted  silver,  <     iron,    copper,    arsenic,    and 
or  brittle  silver  glance  .    .  C    earthy  matters. 
laKedsaverore j  SQve^o^de  of  antimony,  and 

n.  White   silver  ore  or  white  |  Silver,    lead,   antimonjr,   iron, 
silver (     sulphur,  aluminum,  silica. 

It,  Grey  silver  ore,  or  carbonate  C  Silver,  carbonic  acid,  antimony^ 
of  silver i     and  copper, 

]S»  Eacairite Silver,  copper,  and  selenium. 

^Iodide  of  sUver j  Saver^and^  about  23  per  cent. 

iw.  Bromide  of  .ayer.    .    .    -  P^rbii""**  ^**  ^'"*°*' 

lis  HNst  important  metallurgical  processes  by  which  silver  is  pro- 
mnadl  cUefly  from  the  native  silver  ore  and  the  sulphureta  of  suver 
Mi  Jmi  may  be  arranged  as  follows  :— 

No.l. 

Amalgamation  with  mercury,  aft^  treating  the  powdered  silver  ore 
with  sut  and  sulphate  of  copper,  by  the  Mexican  and  the  European 
metiiods. 

No.  2. 

The  silver  ore,  after  being  roasted  alone  or  with  salt,  is  subsequently 
treated  with  metallic  copper. 

No.  3. 

The  reduction  of  lead  ores,  the  crystallization  of  the  lead,  and  the  final 
separation  of  the  silver  on  the  cupel  by  the  very  ingenious  process  of 
Pattinson. 

The  Mexican  amalgamation  process  is  said  to  have  been  invented  by 
a  miner  of  Fachuca,  called  Bartholomew  de  Medina,  and  it  dates  from 
the  year  1557,  although  some  authors  assert  that  it  was  practised  long 
before  in  Germany.  The  ore  is  first  reduced  to  powder  bv  stamps,  and 
then  transferred,  after  being  sifted,  to  the  crushing-mills,  or  stones 
moving  in  troughs  with  water.  Each  mill  is  called  arrasirtu,  and 
grinds  from  eight  to  ten  hundredweight  of  mineral  in  about  twenty- 
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four  hours.  If  the  ore  is  rich  in  silver,  so  much  care  is  not  used  in 
reducing  the  mineral  to  powder ;  it  is  sufficient  if  it  be  reduced  to  about 
the  fineness  of  sand.  When  the  ore,  in  the  state  of  fine  mud,  is  tiionght 


Fig.  132.  A  Crashing  Mill  used  in  Mexico, 

to  be  fine  enough,  it  is  carried  while  yet  wet  into  the  ami 
yard  which  is  paved  with  large  stones.  It  is  then  heaped  up  in  masses 
from  twenty  to  thirty  hundredweight,  and  forty  or  fifty  of  these  heans 
are  called  a  tourte.  This  quantity  is  then  left  to  itself  for  a  considerable 
time,  after  which  common  salt  is  added,  in  the  proportion  of  from  four 
to  twenty  per  cent.,  according  to  the  quality  of  toe  ore.  If  the  ore  does 
not  contain,  as  it  sometimes  does,  pyrites  and  sulphate  of  iron,  this 
substance  is  also  added,  mixed  with  roasted  copper  pyrites  or  crude 
sulphate  of  copper,  cadled  magistral^  and  finally,  lime  and  vegetable 
ashes  are  put  on  the  heap.  These  (HfTerent  substances  are  trodden  to- 
gether by  horses,  and  being  carefully  mixed,  are  allowed  to  remain 
together  for  several  days.  According  to  the  nature  of  the  ore,  their 
action  on  one  another  varies.  If  the  mineral  contains  naturally  the 
sulphates  of  copper  and  iron,  or  contains  much  chloride  of  silver,  the 
heat  generated  is  too  great,  and  is  diminished  by  a  further  addition  of 
lime.  If  much  sulphuret  of  lead  is  present,  or  the  pyrites  difficult  to  de- 
compose, the  chemical  action  is  feeble  or  does  not  take  place,  and  must 
be  promoted  by  augmentiug  the  temperature.    Then  also  magUtralt  or 
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Hk  mixture  of  snlphate  of  iron  and  copper  is  added.  The  operation  is 
thought  to  go  on  well  when  a  portion  of  the  mixture,  on  bem^  placed 
in  the  hand,  causes  a  sensation  of  heat.  A  few  days  afterwards,  about 
six  times  as  much  mercury  as  the  iourte,  or  torta,  is  supposed  to  contain 
fiilver  is  added,  as  well  as  more  magistral.  The  mercury  is  allowed  to 
filter  through  a  bag  made  of  coarse  canvas,  which  causes  it  to  escape  in 
innumerable  small  jets  over  the  whole  surface  of  the  heaps,  and  the 
whole  is  again  thoroughly  incorporated  by  driving  twelve  or  twenty  mules 
round  it  for  several  hours,  or  a  considerable  number  of  barefooted 
-woikiiien  marchbackwards  and  forwards  in  this  metallic  and  mercurialized 
mud.  What  the  effect  may  be  on  the  health  of  the  men  and  animals  is 
sot  stated,  although  it  can  easily  be  conceived  that  it  must  be  pre* 
judidaL 

Eroyday  the  overseer  ascertains  the  prospress  of  the  work  by  washing 
a  Dortum  of  the  mixture  in  a  wooden  bow^  and  judging  by  the  aspect 
of  the  amalgam.  When  the  mercury  assumes  the  colour  of  asnes, 
aeptuntes  in  a  grey  powder,  and  sticks  to  the  fingers,  the  heat  is  too 
:ynat^  and  more  lime  is  added.  If,  on  the  contrary,  the  mercury  retains 
ata  metallic  lustre,  or  is  covered  with  a  red  or  golden  scale,  if  it  does 
not  appear  to  act  on  the  mass,  the  heat  is  increased  by  the  addition  of 


s  process  is  very  tedious,  and  lasts  about  five  mouths ;  and  when 
the  amalgamation  is  judged  complete,  the  mud  is  thrown  into  troughs, 
made  either  of  stone  or  wood,  in  which  the  arms  of  a  mill  revolve  so 
as  to  stir  it;  a  stream  of  water  passes  through,  and  the  lighter 
earths  and  the  oxides  are  carried  away,  and  the  amalgam  which  remains 
at  the  bottom  is  put  into  a  strong  leather  bag  with  a  canvas  bottom, 
through  which  the  mercury  penetrates,  whilst  the  pastv  amalgam  re- 
mains oehind  ;  it  is  then  subjected  to  a  gentle  pressure,  and  moulded  into 
wedge-shaped  masses,  each  weighing  about  thirty  pounds.  The  remaining 
mercury  is  then  distilled  off,  and  the  silver  is  finally  cast  into  bars. 
The  rationale  of  the  process  depends  on  the  mutual  decomposition  of 
the  salt  and  sulphate  of  copper,  which  are  converted  into  sulphate  of 
soda  and  chloride  of  copper ;  the  latter  is  acted  upon  by  the  metallic 
silver,  and  a  subchloride  of  copper  produced,  witn  the  formation  of 
<^oride  of  silver.  The  subchlonae  of  copper  dissolved  in  the  solution 
of  common  salt  reacts  on  the  sulphuret  ot  silver  with  the  formation  of 
more  chloride  of  silver  and  sulphate  of  copper.  The  mercury  is  partly 
•changed  by  contact  with  the  chloride  of  silver  into  subchloride  or  mer- 
cury, whilst  the  metallic  silver  amalgamates  with  the  excess  of  mercury. 
To  prevent  the  formation  of  free  protochloride  of  copper,  which  causes 
a  great  loss  of  mercury,  by  converting  it  into  chloride  of  mercury,  lime 
!  of  decomposmg  the  excess  of  chloride  of  cop- 


is  added  for  the  purpose  of  decomposmg  the  excess  of  chloride  of  cop- 
per, and  keeping  it  m  the  state  of  subchloride. 

The  following  table  exhibits  the  complicated  changes  which  are  sup- 
posed to  occur,  numbered  in  the  order  of  their  succession,  water,  of 
-course,  being  present : — 
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Materials.  Froducti. 

xr     1  S  Sulphate  of  copper   .     .     .    \  _  xr     oS  Sulphate  of  fodft. 
^^'  ^  \  Chloride  of  sodium   .     .     ,   j  "  ^^'  ^  \  Chloride  of  copper. 

T^     Q  J  Metallic  silver  (in  the  ore) .   ?  _  tst^  a  5  Chloride  of  alver. 
^^'  ^  \  Chloride  of  copper    .     .     .   J  "  ^®'  *  (  Subchloride  of  copper. 

(  Chloride  of  sodium    .    .     .    )  ,  q„i«i,.*^  ^f  ^«„^ 

"-  '  1  ISSl^S'uU^,  i  -  "-  •  1  f^f  ^ 

Gmelin  remarks,  "  Might  not  many  of  the  poorer  silver  ores  be  treated 
fts  follows  ? — Pounding  them  finely,  washing  them  if  they  contain  sul- 
phur, and  heating  them  with  a  quantity  of  oxide  of  manganese  and 
nydrochloric  acid  sufficient  to  convert  the  sulphide  of  silver  into  diloride, 
washing  thoroughly  with  water,  dissolving  out  the  chloride  of  silver  b? 
ammoma,  separating  the  alkali  by  distiQation,  and  reducing  with  sul- 
phuric acid  and  iron." 

The  European  process  of  amalgamation  is  conducted  in  a  much  more 
expeditious  and  scientific  manner  by  the  assistance  of  heat,  and  roasting 
the  silver  ore  and  salt  together.  The  roasted  ore  is  sifted  and  the 
lumps  mixed  with  more  salt  and  roasted  over  again.  The  whole  is 
ground  and  sifted,  the  process  being  finished  by  the  decomposition  of 
tne  chloride  of  silver  witn  iron  and  the  amalgamation  of  the  metal  with 
mercury;  the  latter  part  of  the  process  is  conducted  in  barrels,  which 
are  made  to  revolve  at  a  velocity  depending  on  the  particular  stage  of  the 
process.  (Fig.  133.)  In  the  European,  as  in  the  Mexican  process  of  amal- 
gamation, the  object  is  to  obtain  chloride  of  silver,  which  is  decomposed, 
and  the  metal  amalgamated  with  the  mercury.  Halsbriicke,a  mining  village 
in  Saxony,  in  the  vicinity  of  Ercyberg,  and  about  eighteen  mjles  from 
Dresden,  is  the  site  of  the  most  important  and  complete  amalgamation 
works  in  Europe. 

The  refining  and  desilverin^  of  lead  by  Pattinson's  process  is,  like 
nearly  all  clever  and  profitable  discoveries,  one  of  the  most  simple  tha4;  can 
be  conceived,  and  is  based  on  the  principle  that  pure,  or  nearly  pure  letd^ 
crystallizes  sooner  than  an  alloy  of  that  metal  containing  silver.  When 
lead  containing  silver  is  melted,  in  a  crucible  or  iron  ladle,  and  allowed 
to  cool  slowly,  solid  particles  or  crystals  form  within  the  fluid  lead, 
which  sink  to  the  bottom,  and  mav  be  easily  removed,  and  whenassaved, 
are  found  to  contain  less  silver  than  the  remaining  fluid  portion,  which 
becomes  proportionally  richer  in  silver. 

This  method  of  extracting  silver  from  lead  was  discovered  by  Mr. 
H.  L.  Pattinson,  at  Newcastle-on-Tyne,  in  1829,  and  is  said  to  have 
been  the  result  of  accident;  but  it  may  be  asked,  what  is  the  use  of 
these  accident  happening  to  most  persons  ?    If  Pattinson  had  not  been 
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Tif.  198.  AmalgamAlion  Barrels,  a  it  the  moTing  wheel ;  s  is  ■nother  wheel,  with  lOft 
teeth  OB  the  axle  of  a  ;  o,  o  are  smaller  oog  wheels,  working  to  correspond  with  b,  and  eadi 
of  the  axles  on  which  they  are  placed  gives  motion  by  means  of  cog  wheels  marked  n,  to 
%  naaaber  of  amalgamating  casks  marked  x,  which  are  all  provided  with  a  half-dreolar 
piece  of  iron  marked  w,  osed  in  coi^janction  with  a  screw,  to  secure  the  opening  of  the 
cask  after  the  materials  are  put  in ;  q,  q,  q,  g,  are  also  screws,  the  purpose  of  whichlsto  en- 
able the  workmen  to  move  any  of  the  casks  from  the  contact  of  the  teeth  of  the  wheels 
.aawked  n,  so  that  it  may  be  worked  at  without  stopping  the  movements  of  the  other 
;:asks ;  m,  m,  h,  h.  Indicate  the  Iron  gutter  which  serves  to  convev  the  mercury  into  any  one 
of  the  casks  at  pleasure ;  they  are  composed  of  several  pieces,  which  can  be  moved  in  any  dl- 
■'veUoii.  In  gneral  there  are  90  casks  in  a  set,  each  of  which  contains  about  900  lbs.,  or  30 
ffaUooa  of  water,  and  about  1000  lbs.  of  the  decomposed  mineral  and  pieces  of  scrap  or  forged 
tfon.  The  casks  are  fhstened  up  and  rotated  for  about  an  hour;  600  lbs.  of  mercury  are 
then  pot  hiU>  each  cask,  and  it  is  firmly  closed.  The  machinery  is  so  regulated  as  to  permit 
the  casks  to  turn  round  about  fifteen  or  twenty  times  in  a  minute.  Every  four  hooxt  tha 
amalgamation  is  examined,  and  in  about  sixteen  hours  the  operation  is  completed. 
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sifted  with  g[reat  powers  of  obserration,  this  valuable  principle  might 
have  been  still  imknowii,  and  therefore  the  credit  of  the  disooyerr  need 
not  be  diminished  on  that  account,  although  it  seems  to  be  the  nshioii 
to  depreciate  the  merit  due  to  a  discoverer  if  he  happens  to  have  wit 
enough  to  grasp  and  apply  a  new  fact  which  comes  accidentally  before 
him.  B J  the  old  method  of  separating  silver  from  lead,  it  was  neoeasair 
to  remove  the  baser  metal  bj  oxidation  and  conversion  into  litharge,  and 
then  to  finish  the  rich  argentiferous  lead  upon  the  test  or  cupel.  This 
process  might  be  made  profitable  with  lead  which  contained  from  nino 
to  eleven  ounces  of  silver  to  the  ton  of  lead,  but  could  not  posublj  pay 
where  the  silver  amounted  to  about  one  ounce  per  ton ;  but  since  the  use 
of  Fattinson's  process  the  produce  of  silver  in  the  United  Kingdom  has 
been  almost  dfoubled  du^in^  the  last  thirty  years ;  and  even  lead  con- 
taining a  single  ounce  •  of  silver  per  ton  may  be  profitably  desilvered* 
Moreover,  the  trade  is  mreatly  increased  by  the  importation  of  foreign 
lead,  which  is  subjectca  to  the  same  process.  In  order  to  cany  out 
Pattinson's  process,  a  series  of  eight  or  ten  moderately  shallow  cast-iron 
pans  are  set  in  brick-work,  with  a  fireplace  beneath  each  vessel,  whidi 
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Fig.  134.  Pattinson'B  Proceis.    a  a  b,  iron  pans  containing  the  orgcntiferooi  1 
c,  melted  lead  to  keep  the  ladle  hot. 
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iB  capable  of  holding  about  five  tons  of  metal.  The  desilvering  is  com* 
men^  by  placing  five  tons  of  lead,  called  original  lead,  and  containing, 
say,  ten  ounces  of  silver  to  the  ton,  into  the  middle  pot  of  the  series, 
which  we  will  call  ▲  (Fi^.  134^ ;  when  the  whole  is  melted,  the  surface  of 
the  metal  is  carefully  slommea  and  the  fire  withdrawn ;  as  the  cooling  pro- 
ceeds, the  liquid  lead  is  stirred  with  an  iron  spatula,  and,  like  a  satu- 
rated solution  of  common  salt  under  similar  circumstances,  ciystals  soon 
begin  to  form,  which  sink  to  the  bottom  of  the  pan,  and  arc  taken  out 
with  a  perforated  ladle,  that  collects  the  solid  particles  of  lead,  and 
permits  the  fluid  to  run  back  again  into  the  iron  pan.  As  the  crystals 
are  taken  out  the^  are  placed  in  the  empty  pan  to  the  right  hand  side 
until  about  four-fifths,  four  tons,  have  been  taken  out,  when  the  re- 
ittMfn'ng  fluid  portion,  or  one  ton,  is  ladled  into  the  empty  pot  to  the 
left  of  the  worman ;  and  the  same  operation  repeated  on  five  tons  more 
original  lead  in  the  pot  first  used.  It  is  evident  tnat  three  pots,  with  the 
extra  small  pot  c  (Fig.  134)  containing  lead  always  heated  for  the  purpose 
of  keeping  the  ladle  at  the  right  temperature,  so  that  the  lead  snail  not 
solidify  in  it  and  stoo  up  the  holes  at  the  bottom,  would  be  sufficient  to 
carry  out  the  principle,  out  a  great  saving  of  silver  and  time  is  effected 
by  arranging  more  pans  right  and  left,  so  that  the  pure  lead  which  crys- 
tallizes out  is  continually  passing  to  the  right,  wnilst  the  rich' argenti- 
ferous lead  is  carried  to  the  left.  In  every  pan,  when  full,  the  lead  is 
crystallized  again,  so  that  by  the  time  it  reaches  the  last  pot  to  the  right 
a  mere  trace  of  silver  is  left  in  the  lead,  which  is  cast  mto  figs.  The 
enriched  lead,  called  lead  riches,  passes  from  the  last  left-hana  pot  when 
it  contains  three  hundred  ounces  of  silver  to  the  ton  of  lead,  and  is  cast 
into  bars  about  two  inches  square. 

The  last  portion  of  lead  is  removed  from  the  silver  by  melting  and 
oxidizing  the  mixed  metals  upon  a  peculiar  shaped  vessel,  of  which  the 
frune  or  skdeton  consists  of  iron,  and  on  this  is  worked  a  superstructure 
<^  bone  earth  or  burnt  bones,  mixed  with  a  certain  proportion  of  fern 
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Fig.  1S6.   Ko.  1.  The  iron  rune  of  the  test   Ko.  S.  The  iron  frame  nmmed  hard 
with  damp  bone-earth  and  dried,  called  the  teat  or  cupel. 
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ashes,  and  called  a  tett  or  cupel,  and  having  very  mndi  tto  duipe  of  a 
meat  dish.    (Fiff.  135.) 

The  test  is  placed  in  a  fomace  of  a  peculiar  oonstmciioii,  so  that 
the  heated  air  and  flame  pass  over  it  and  up  the  chimney ;  and*  in  the 
first  place,  the  heat  must  oe  most  carefully  ^pli^  or  else  the  tot  will 
he  cracked  and  spoilt.  When  the  test  is  sufficiently  hot,  the  imd  ridm 
are  melted  in  a  side  furnace,  and  poured  into  it.  At  first»  the  sni&oe 
appears  to  he  covered  with  dross,  but  in  a  short  time  it  clBarB  d^  and 
tne  surface  of  the  melted  lead  increases,  and  a  film  of  melted  lithttse 
appears,  which  sinks  into  the  test  as  if  into  a  sponge ;  hut  when  this  is  liui. 
tnen  a  draught  of  air  is  directed  over  the  surface  of  the  aigentifenMia  lead, 
and  as  the  tett  is  kept  constantly  filled  with  lead  riciee,  the  Ixthatge  or 
oxide  of  lead  flows  over  the  hollow  part  of  the  test,  and  is  oblledied  in 
a  pot  beneath.  If  the  cupellation  is  conducted  in  one  Uit  to  the  end, 
directly  the  last  portion  of  lead  is  oxidized  and  removed,  the  whole 
surface  of  the  metal  in  the  lesi  suddenly  brightens  up  axid  looks  ex* 
ceedingly  beautiful ;  and  if  the  silver  is  aUowed  to  cool,  another  cvions 
phenomenon  is  exhibited,  called  spilling,  by  which  a  quantity  of  oxyKOi 
fsa  dissolved  in  the  fluid  silver,  like  the  solution  of  any  gas  in  water, 
18  suddenly  discharged,  producing  those  irregularities  on  the  snrface  of 
the  silver  which  very  much  resemble  exhausted  craters  of  extinct 
volcanoes.  It  may  be  prevented  by  throwing  charcoal  powder  on  the 
melted  silver.  At  the  Great  Exhibition  in  I^de  Park  masses  of  ttlyer 
presenting  the  appearance  just  described  were  exhibited,  one  of  iHiich 
weighed  7703  ounces  troy,  and  another,  exhibited  bv  Mr.  Sopwith, 
weighed  12,162  ounces.  Having  thus  briefly  describea  the  processes 
bv  which  silver  is  obtained  from  its  ores,  we  may  now  pass  to  the 
cnemistry  and  technical  applications  of  the  metal 
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First  Series, 

Pure  silver  has  a  specific  gravity  of  10*47,  and  its  equivalent  or  com- 
bining proportion  is  108*1 ;  its  malleability  and  ductility  are  next  to 
those  of  gold ;  silver  leaves  have  been  beaten  out  as  thm  as  the  ten- 
thousandtn  part  of  an  inch,  and  five  grains  of  silver  may  be  drawn  out 
into  a  wire  two  thousand  feet  long.  It  b  separated  from  all  common 
metals  with  which  it  is  likeljr  to  be  associated,  except  ^Id  and  platinum^ 
by  the  process  of  cupellation  called  the  assay  ot  silver  by  the  "  diy 
method.  The  method  of  separating  lead  from  silver  on  a  large  scale 
has  already  been  explained  in  connexion  with  Pattinson*s  process ;  but 
in  order  to  conduct  an  assay,  little  cups  of  bone  earth  must  be  con- 
structed by  forcing  it,  while  slightly  damped,  into  a  proper  mould.  The 
form  and  mode  of  making  these  cupels  are  as  well  illustrated  in  the 
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work  of  I'ettns  as  in  the  modern  works  on  metallnrgj;  and,  indeed, 
the  nse  of  the  cupel,  or  copel,  appears  to  be  very  ancient. 


%198.  '*  1  and  3.  Copd  mooldt  or  ou«f.  2  and  4.  The  copels  that  are  made  in  them, 
eopels  aa  they  are  act  npon  one  another.  6.  The  waaheid  bone-aahea  or  char  made 
iBtobtUa.  7.  He  that  worka  the  aahea.  8.  He  that  strikea  the  oopda  into  their  moolda 
oreMea."    (Pettna.) 

When  the  cupels  are  dij,  they  are  heated  by  being  placed  in  a  sort  of 
earthenware  oven,  with  slits  or  openings  in  it  at  the  sides,  and  called  a 
muffle ;  this  latter  is  supported  in  a  furnace,  so  that  the  open  mouth  of 
the  miuflle  corresponds  with  that  of  the  furnace.  The  vanous  forms  of 
the  muffles  and  portable  furnaces  are  likewise  well  illustrated  by  Fettus, 
and  leave  little  to  be  desired. 

The  fuel  is  put  on  at  the  top  and  lower  opening,  and  the  muffle  is 
rapported  on  iron  bars  above,  so  that  the  mouths  of  the  muffle  and 


SILVER. 


fornaoe  are  one.    After  the  cupel  is  sufficiently  heated,  the  lead  oon- 
taining  silver  is  placed  into  it,  and  the  heat  being  urged  for/  a  few 


Fig.  137.  **  Nos.  1, 2, 3.  Differont  formi  of  mnfBcs.  No.  4.  An  assay  oren 
of  tiles  joyned  tof^ther,  which  may  quickly  be  done.  No.  6.  An  may  OTen 
of  armour  plate.   No.  6.  The  foot  ofit.'*    (Pettua.) 


minutes,  the  lead  soon  melts,  the  dross  on  its  surface  flows  off,  and  asks 
into  the  cupel,  and  the  metal  is  uncovered;  when  that  takes  place,  the 
heat  must  be  regulated,  and  the  oxide  of  lead  or  litharffe  is  aood 
absorbed  into  the  cupel,  and  the  brightening  of  the  little  speck  of  ailTer 
at  the  termination  ot  the  process  demonstrates  when  it  is  complete.  A 
great  many  precautions  are  necessary  in  conducting  the  assay.  The 
muffle  must  neither  be  too  hot  or  too  cool :  in  the  one  case  the  shyer  is 
carried  off  and  lost  by  sublimation  and  absorption  into  the  cupel ;  and  in 
the  other,  the  absorption  of  the  litharge  into  the  cupel  does  not  go  on 
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properly,  the  little  speck  or  button  of  silver  is  not  properly  refined, 
ana  contains  a  certain  amount  of  lead.  The  mouth  of  the  cupel  must 
be  closed  or  half  closed  or  opened  during  the  process,  according  to 
circumstances,  and  convenient  tongs  are  suppliea  for  the  purpose  of 

Sitting  in  or  takins  out  the  cupe&.  At  one  of  the  meetings  of  the 
hemical  Society  Mn  Taylor  made  the  following  interesting  obser- 
Tatknia  on  a  new  form  of  muffle  and  a  simple  mode  of  cupelling,  which 
appears  to  be  well  adapted  to  amateurs  and  others  who  do  not  wish  to 
incur  the  expense  of  building  a  muffle  furnace,  such  as  that  depicted  in 
the  next  cuts  :— 


Fig.  138.  Not.  1  and  2,  cupelling  or  enamelling  liirnace.  In  both  ▲  is  the  ash* 
pit,  o  the  fire>ban,  n  the  moiSe,  i  the  opening  for  introdndng  the  mofBe,  i  the 
efabnnej,  and  e  the  corer. 


'*  Cupellation  is  an  operation  not  of  ten  performed  by  amateurs,  chiefly 
on  account  of  the  difficulty  in  doins  it,  unless  provided  with  furnaces 
built  expressly  for  the  purpose.  The  following  plan  affords  the  most 
accurate  results,  while  it  may  be  nerformed  in  any  furnace.  The  mouths 
of  two  black-lead  crucibles  of  tne  same  size  are  to  be  ^und  flat,  so 
that,  when  applied  one  to  the  other,  they  may  stand  quite  steady.  An 
obbng  or  semicircular  notch  is  to  be  cut  out  of  the  mouth  of  one  of  the 
cnudoles,  and  a  hole  is  also  to  be  drilled  through  its  bottom.    This 
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jCFBcible,  when  placed  upon  the  top  of  the  other,  oonstitutes  the  mdlt^ 
and  of  course  resembles  in  shape  a  skittle.  To  cupel  with  this  appa^ 
ratus,  the  lower  crucible  is  nearly  filled  with  clean  sand,  set  upon  ue 
bars  of  the  grate  in  the  centre  of  the  furnace,  and  brought  to  a  low 
red  heat.  The  cupel  containing  the  lead  and  the  alloy  is  then  placed 
upon  the  sand,  and  immediate^  covered  by  the  other  crucible,  taldjig 
care  that  the  notch  in  its  side  shall  be  opposite  to  and  correspond  wUS 
the  furnace  door ;  more  fuel  is  added,  during  which  it  is  well  to  cover 
the  hole  in  the  top  of  the  muffle  with  a  crucible  lid,  in  order  to  prevent 
the  admission  of  dirt.  When  the  muffle  has  become  throughout  of  a 
bright  red  heat,  the  furnace  door  is  thrown  open,  and  the  i^ted  fuel 
gently  moved  aside,  so  as  to  permit  a  view  ot  the  side  openmg  in  the 
muffle.  The  current  of  air  which  is  thus  established  through  the  muffle 
instantly  causes  rapid  oxidation  of  the  lead ;  and  this  may  oe  regulated 
at  pleasure  by  closmg  the  door  more  or  less.  If,  from  tne  fuel  faUhog 
down,  any  difficulty  should  be  experienced  in  maintaining  a  free  passage 
of  air,  a  portion  of  a  porcelain  tube  or  a  gun-barrel  may  be  passed . 
through  the  furnace  door  to  within  an  inch  of  the  muffle ;  but  this  pro- 
ceeding is  generally  rendered  quite  uimecessary  by  taking  care  to  putoe 
V  some  large  pieces  of  coke 

c  immediately  around  the  door 

of  the  furnace.  In  many  cases 
it  will  be  found  advantageous 
to  convert  the  lower  cruciUe 
itself  into  the  cupel  bv  first 
half  filling  it  with  sahd,  and 
then  ramming  in  pounded 
bone  earth.  I  have  found 
the  above  method  to  possess 
the  following  advantages.  In 
the  first  place,  the  crucible 
may  be  maintained  at  a  much 
higher  temperature  than  can 
be  readily  obtained  when  the 
ordinary  muffle  is  used,  while 
Fig.  130.  ▲  B.  Black-lead  crucible,  c.  The  upper  the  degree  of  heat  and  the 

ftimace  door.  be  regulated  with  the  greatest 

nicety.  Secondly,  owing  to 
the  greater  draught  of  air,  the  oxidation  of  the  lead  is  more  quickly 
effected ;  and,  lastly,  by  looking  through  an  opening  in  the  furnace-cover, 
the  operation  may  be  watched  from  fint  to  last." 


Second  Series, 

Silver  is  separated  from  gold  and  platinum  by  dissolving  it  in  nitric 
add,  which  does  not  attack  either  of  the  other  metals ;  the  solution  of 
nitrate  of  silver,  after  careful  filtration,  is  precipitated  with  one  of 


EXPKBIHEMTS  WITH  SILVER. 


225 


chloride  of  sodium,  and  the  chloride  of  silver  is  thoroughly  washed  with 
boiling  water,  dried,  and  mixed  with  black  resin  in  the  proportion  of 
three  parts  chloride  of  silver  to  one  part  resin;  a  ^ntle  heat  is  applied 
St  fii^t,  when  the  hydrogen  of  the  resin  unites  with  the  chlorine  or  the 
diloride  of  silver,  and  a  {preen  flame  is  produced  from  the  hydrochloric 
acid  formed  by  their  union.  The  heat  of  the  furnace  is  gradually  in- 
creased so  as  to  afford  a  temperature  of  1223^  (Darnell's  pyrometer) 
the  melting  pnoint  of  silver,  and  after  tapping  the  crucible  to  sliake  down 
the  finely-divided  silver,  and  adding  some  lK).rax,  a  button  of  pure  silver 
IB  obtained,  after  the  crucible  is  taken  out,  cooled,  and  broken. 

TAird  Series. 

Chloride  of  silver,  when  fused  in  a  little  porcelam  cup,  or  allowed  to 
oool,  forms  a  tough,  hard  substance,  called  oy  the  old  alchemists  "  Aont 
tiherJ*  This  hi^  substance  b  difficult  to  remove  from  the  porcelain 
vessel,  but  may  at  any  time  be  decomposed  and  reduced  to  the  metallic 
state  by  placing  it  in  contact  with  some  fragments  of  zinc  and  a  few 
drops  of  sulphuric  acid,  when  a  beautiful  arborescent  formation  of  silver 
oocors,  the  particles  interhuung  with  each  other  in  the  most  curious 
manner.  If  the  chloride  of  silver  has  not  been  fused,  the  decom- 
position by  zinc  occurs  much  more  rapidly;  and  indeed  this  simple 
process  should  be  borne  in  mind  by  all  photographers  who  use  large 
qusntities  of  nitrate  of  silver.  When  the  plates  are  placed  on  the  deve- 
toping  stand,  all  the  excess  of  the  solution  of  nitrate  of  silver  with  the 
acetic  add  and  other  matters  should  be  allowed  to  run  into  a  stone  jar  con- 
taining fra^ents  of  zinc ;  and  at  leisure  times  the  metallic  silver  may 
be  oouected,  digested  with  some  dilute  sulphuric  acid,  washed  and  dried 
in  the  oven,  and  will  go  a  considerable  way  towards  the  purchase  of 
fresh  nitrate  of  silver. 


FIf  .  140.  A  B.  The  gaiU-percba  trough  and  piM  leading  to  the  stone  Jor  con- 
taining zinc  c,o.  Two  glais  platea  levelled  on  tae  top  of  the  trongb,to  cairy  tlie 
glaM  platci  for  developing. 
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Fourth  SerUi, 


Silver  is  easily  dissolved  by  dilute  or  strong  nitric  acid.  Boiling 
strong  hydrochloric  acid  very  slowly  attacks  fineiy>divided  silTer,  whicn 
it  converts  into  chloride ;  the  latter  is  partly  dissolved,  and  is  nrodpi- 
tated  a^ain  on  the  addition  of  water.  Concentrated  boiling  suphune 
acid  oxidizes  and  dissolves  silver,  and  is  sometimes  used  in  the  arts  for 
the  purpose  of  conferring  a  peculiar  surface  on  the  silver  called  oxidized 
silver ;  the  same  result,  however,  is  much  more  rapidly  and  expeditiously 
brought  about  by  the  agency  of  the  voltaic  battery. 

Fifth  Series. 
There  are  three  oxides  of  silver— 

Syinb.         Eq. 

The  suboxide  of  silver AgP  =  224*2 

The  oxide  of  silver AgO  =  116'X 

The  binoxide  of  siver AgO,  =  124'1 

The  most  important  and  useful  of  the  three  oxides  is  the  oxide  of 
silver,  AgO,  which  is  easUy  prepared  by  the  mixture  of  hot  aolutioiis  of 
nitrate  of  silver  and  caustic  potash,  until  the  latter  is  shown  to  be 
slightly  in  excess  on  testing  with  turmeric  paper.  The  precipitate 
is  then  well  washed  with  bofling  water,  and  when  dried  at  i4(y°  Fah., 
is  a  dark-brown  powder,  containing  one  equivalent  of  silver  and  one  of 
oxygen. 

Sixth  Series, 

"When  a  solution  of  nitrate  of  silver  is  precipitated  by  one  of  potash, 
and  the  moist  and  recently  prepared  oxide  digested  with  a  little  ammonia 
for  some  hours,  there  remains  a  dark-black  powder,  and  a  considerable 
iroportion  of  the  oxide  of  silver  is  dissolved.  The  black  powder  may 
le  placed  in  very  minute  quantities  on  separate  pieces  of  blotting-paper, 
and  dried,  and  is,  in  fact,  that  most  dangerous  compound  of  silver 
called  fulminating  silver,  and  supposed  to  be  a  nitride  of  silver  consisting 
of  three  equivalents  of  metal  to  one  of  nitrogen.  Tlie  author  does  not 
recommend  the  manufacture  of  these  dangerous  fulminatinj^  compounds, 
and  has  only  described  the  mode  of  making  the  fulminating  aiher 
because  amateurs,  when  making  experiments  in  photography,  sometimes 
put  together  very  odd  mixtures,  and  unwittingly  prepare  fulminating 
silver,  which,  exjploding  when  wholly  unexpected,  produces  the  moat 
lamentable  results.  Crackers,  which  the  police  object  to  so  much  on 
the  Derby  Day,  are  sometimes  made  with  this  compound. 

Seventh  Series, 

Silver  remains  perfectly  bright  in  an  atmosphere  which  is  quite  free 
from  sulphurettea  hydrogen;  consequent Iv,  silver  plate  is  kept  deaa 
longer  in  the  country  than  in  London.  Silver  ornaments,  such  as  silver 
girdles  and  tassels,  retain  their  brilliancv  for  any  length  of  time  if 
placed  in  a  clean,  dry,  and  well-stoppered  Ixittle.    The  ordinary  black* 
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ness  or  film  of  sulplude  of  silver  is  soon  removed  from  silver  plate  by 
a  little  solution  of  cyanide  of  potassium,  which,  in  conjunction  witn 
whiting,  is  an  excellent  mixture  for  cleaning  silver  plate,  and  much 
better  than  the  mercurialized  chalk  or  ordmarr  plate  powder.  The 
.bottle  containing  the  cyanide  of  potassium  should  be  labelled  "  poison." 

Eighth  Series. 

Ordinary  marking  ink  is  prepared  bj^  dissolving  two  drachms  of  fused 
nitrate  of  silver  in  six  drachms  of  distilled  water,  and  then  adding  to 
the  solution  of  nitrate  of  silver  two  fluid  drachms  of  thick  mucilage  of 
gum  arabic.  The  linen  or  other  fabric  is.  prepared  with  a  mordant 
composed  of  a  solution  of  half  an  ounce  of  washing  soda  (carbonate 
of  soda)  in  four  ounces  of  water,  and  half  a  fluid  ounce  of  thick  muci- 
lage of  gum  arabic,  called  the  preparation.  Writing  with  the  marking 
ink  is  rendered  more  legible  by  the  addition  of  a  little  finely-powderea 
chaieoal  or  Indian  ink ;  and  to  form  a  distinct  writing  upon  cloth,  it  b 
necessary  to  carry  all  the  strokes  of  the  pen  downwaros,  and  the  pen 
should  a&YO  a  short  and  stiff  nib. 

Ninth  Series. 

Silver  is  obtained  in  the  metallic  state  from  the  chloride  by  pro- 
cesses already  explained  at  p.  225.  The  silver  tree,  or  Arbor 
Diame,  so  called,  was  originally  devised  by  Lemery,  and  the  following 
is  his  process :  Dissolve  one  part  of  silver  in  dilute  nitric  acid.  Di- 
late the  solution  further  with  twenty 
times  its  volume  of  distilled  water,  and 
add  to  it  two  measures  of  mercuiy.  In 
about  forty  days  the  arborescent  pre- 
cipitate takes  place.  Romberg  recom- 
mends the  preparation  of  an  amalgam 
of  four  paits  of  silver  and  ten  of  mer- 
cmy,  which  is  to  be  dissolved  in  nitric 
add,  aod  diluted  with  water  equal  to 
ihirtv-two  times  the  weight  of  the 
metal  employed ;  a  lump  of  the  same 
f^m^lgamn  is  theu  to  bc  placcd  in  the 
bottle,  when  the  precipitation  of  silver 
rerj  rapidly  commences,  and  assumes 
the  arborescent  form.  The  same  ef- 
fect is  nroduced  by  putting  a  soft  amal- 
gam of^  silver  into  six  parts  of  a  solu- 
tion of  nitrate  of  silver  mixed  with  four 
of  a  solution  of  ipercuiy.  When  these 
precipitations  are  conducted  in  one  of 
the  flJass  globes  used  by  engravers  for  Fig.ui.  Bngrtver**  Globe,  with  Arbo- 
conc^tratmg  lignt  upon  tneir  wort,  ^,  ^^  „^  ^  ^^i^  ga^  ^^ 
the  effect  of  the  arboresoence  is  Ttxi  the  toiottoii. 
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pretty.  In  this  experiment  a  voltaic  action  is  set  up,  the  acid  and 
oxygen  passing  to  the  mercury,  whilst  the  hydrogen  travels  to  the 
silver,  deoxidizes,  and  gradaallv  precipitates  it  in  the  metallic  state. 
A  ^lished  strip  of  ivory  soaked  in  a  dilnte  solution  of  nitrate  of  silver 
until  it  acouires  a  yellow  colour,  and  then  taken  out  and  immersed  in  a 
tumbler  of  distilled  water,  whilst  exposed  to  the  action  of  the  sun's  rays, 
turns  black  in  the  course  of  two  or  three  days.  If  taken  out,  dried,  aind 
rubbed,  the  black  surface  soon  changes  to  a  bright  one  of  metallic 
silver.  A  stick  of  clean  phosphorus  immersed  in  a  solution  of  nitrate 
of  silver  b  gradually  covered  with  fine  dendritic  or  arborescent  ciystals 
of  metallic  silver ;  the  phosphorus  deoxidizes  the  solution.  Mr.  John 
Spiller,  of  the  War  Department,  Woolwich  Laboratory,  has  made  some 
important  experiments  on  the  composition  of  the  film  deposited  by  the 
action  of  light  and  deoxidizing  agents  on  the  surface  of  glass  and  paper 
used  for  photographic  purposes. 

Tenth  Series. 

Silver  unites  with  chlorine,  iodine,  bromine,  and  fluorine,  forming  the 
chloride,  bromide,  iodide,  and  fluoride  of  silver.  The  chloride  is  easily 
prepared  by  the  addition  of  a  solution  of  common  salt,  or  some  dilute 
nydrochloric  acid  to  a  solution  of  nitrate  of  silver.  A  white  curdy  pre- 
cipitate is  thrown  down,  which  must  be  allowed  to  settle,  and  mayuKSi 
be  washed  by  repeated  decantation.  It  always  settles  better  after  the 
addition  of  some  nitric  acid. 

In  the  "  Bojr's  Playbook  of  Science"  the  use  of  chloride  of  silver, 
in  the  preparation  of  "  photogenic"  or  copving  paper,  has  been  described 
in  the  article  on  photography.  Light  cnan^es  the  white  chloride  of 
silver  to  a  violet,  which  finally  becomes  black.  This  chan^  occurs 
much  more  rapiddy  in  the  presence  of  organic  matter.  Chloride  of 
silver  is  completely  insoluble  in  water  and  in  nitric  acid;  boiling  strong 
hjrdrochloric  acid  will  dissolve  a  small  portion,  which  it  deposits  in 
minute  octohedral  crystals  when  carefully  evaporated.  The  addition  of 
water  to  the  latter  solution  likewise  causes  a  precipitate  of  the  ddmide 
of  silver.  Boiling-hot  solutions  of  caustic  potash  and  soda  deoompoee, 
whilst  cold  dilute  solutions  have  no  effect  upon  the  chloride.  A  solution 
of  ammonia,  however,  rapidly  dissolves  it. 

The  chloride  of  silver  has  the  curious  property  of  absorbing  one 
equivalent  and  a  half  of  diy  ammoniacal  gas ;  heat  is  evolved,  and,  when 
saturated,  the  chloride  gives  up  the  ammonia  rapidlv  on  the  application 
of  a  gentle  heat,  such  as  that  of  the  hand ;  and  if  a  thermometer  is 
surrounded  with  it,  the  fall  in  the  temperature  is  very  apparent.  The 
chloride  of  silver  saturated  with  dry  ammoniacal  gas  may  be  employed 
to  illustrate  the  liquefaction  of  the  latter  gas,  by  placing  some  of  the 
compound  in  a  bait  tough  glass  tube  hermetically  sealed;  on  gently 
heating  the  extremity  where  the  chloride  is  placed,  and  surrounding  the 
other  end  with  ice,  the  ammonia  is  driven  on  and  liquefied.  When  the 
heat  is  withdrawn,  the  gas  is  a^ain  absorbed  hj  the  chloride  of  silver, 
which  rises  to  a  temperature  of  100^  Tah.  during  the  absorption  and 
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condensation  of  the  amrooniacal  ^.    Chloride    of  silver   dissolves 
quickly  in  solutions  of  hyposulphite  of  soda  and  cyanide  of  potas- 


Flg.  142.  The  Liqoe&ction  of  Ammooiacal  6n.  ▲.  Extremity  of  the  beni^lMs 
tube  oontninincr  tho  chloride  of  silTer  saturated  with  dry  ammoniacal  gaa.  and 
placed  in  a  copper  pan  contidninff  water,  and  ffentlr  heated  by  the  spirit-lamp 
Delow.  B.  The  other  end  of  the  tube  surrounded  with  ice,  whwe  the  liqoefkction 
of  the  gas  takes  place  by  its  own  pressure  and  the  cold. 

siom,  and  forms  a  cyanide  which  may  be  employed  for  silvering;  it 
also  dissolves  in  a  solution  of  chloride  of  sodium  and  in  other  chlorides^ 
fonning  double  compounds.  The  presence  of  nitric  acid  appears  to 
prevent  their  formation,  and  hence  the  addition  of  nitric  acid  after  the 
precipitation  of  the  chloride  with  nitrate  of  silver.  At  a  temperature  of 
600°  Fah.  the  chloride  fuses,  and  when  cold,  solidifies  into  a  tough  mass 
aomewbat  like  horn;  and  hence  its  ancient  name  of  "horn  silver." 

The  reduction  of  chloride  of  silver  to  the  metallic  state  has  already 
been  explained  in  the  thurd  experiment,  p.  225.  A  solution  of  ni- 
trate of  silver  is  precipitated  by  one  of  bromide  of  potassium,  fonmng 
the  bromide  of  silver  (AgBr).  It  very  much  resembles  the  chloride, 
from  which  it  may  be  distmsuished  by  its  lesser  solubility  in  ammonia^ 
also  by  the  disengagement  of  bromine  vapour  when  heated  in  an  atmo- 
sphere of  chlorine,  which  of  course  has  no  action  upon  the  chloride  of 
tilver. 

When  crystals  of  iodide  of  potassium  are  added  to  a  solution  of 
nitrate  of  silver,  the  iodide  of  silver  (Agl)  b  produced  of  a  yellow 
oc^or,  and  soluble  in  an  excess  of  iodide  of  potassium ;  it  is  usual  to 
add  the  crystals  of  iodide  of  potassium  to  the  nitrate  of  silver  until  the 
jellow  precipitate  formed  is  redissolved.  This  solution  precipitates 
iodide  of  silver  when  diluted  with  water,  and  is  used  in  the  preparation 
of  Talbot's  iodized  paper,  or  rather  iodide  of  silver  paper,  whicm  is  first 
wetted  with  it,  and  then  dipped  in  water ;  the  latter  causes  the  precipi- 
tation of  the  iodide  of  silver  on  the  smdTace  of  the  paper  by  the  oilution 
of  the  concentrated  solution  of  iodide  of  potassium. 

Iodide  of  silver  is  almost  insoluble  in  ammonia,  and  is  readily  distin- 
guished from  the  chloride  by  its  colour,  its  permanence  in  the  presence 
of  li^t,  and  the  violet  fumes  of  iodine  it  evolves  when  decompoaed  by 
ehlormegas. 
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EUvenih  Series. 

Electro-silvering  may  be  conducted  precisely  in  the  same  maimer  as 
the  gilding  processes  described  in  experiments  pp.  204-5,  substi- 
tuting, of  course,  silver  for  the  gold  leaf  or  foil.  On  the  snuJl  scaki 
a  silvering  solution  is  rapidly  {prepared  by  dissolving  a  threepenny  piece 
in  a  little  nitric  acid  contained  in  a  test  tube  :  the  solution  is  poured  into 
a  mug  containing  some  dilute  hydrochloric  acid  or  solution  of  sslt, 
and,  mer  being  allowed  to  settle,  the  precipitated  chloride  is  washed 
several  times  with  boiling  water.  The  moist  chloride  of  silver  is  then 
dissolved  in  a  solution  of  cyanide  of  potassium,  and  placed  in  a  small 
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Fig.  143.  A.  Tho  test  tube  containing  tlie  threepennr  piece  and  nitrie  acid. 
B.  Mag  containing  boiling  water  with  a  small  quantity  of  hydrochloric  add.  c.  The 
gallipot  with  bowl  of  tobacco-pipe  set  upright  in  plaster  of  Paris  (p  r),  and  con- 
taining  the  dilate  sulphuric  acid  and  zinc  (z).  d  n.  Solution  of  silver  sorroanding 
the  bowl  of  the  tobacco-pipe,  and  containing  the  article  to  be  silvered  (m). 

gallipot  containing  the  bowl  of  a  tobacco-pipe  fixed  in  with  plaster  of 
Paris,  so  that  the  latter  completely  stops  the  little  tube  or  opening  com- 
municating with  the  stem,  and  at  the  same  time  keeps  it  upright.  The 
bowl  of  the  pipe  may  contain  water  mixed  with  three  or  four  drops  of  sul- 
phuric acid,  and  a  bit  of  amal^mated  zinc  being  placed  therein  and 
attached  to  a  wire  connected  with  a  clean  copper  or  brass  article,  it  is 
instantaneously  silvered  when  immersed  in  the  solution  of  the  chloride 
of  silver  in  cyanide  of  potassium. 
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Twelfth  Series. 

Silver  is  easily  removed  from  vom  or  injured  plated  goods  bj  the 
following  solutioa :  Oil  of  vitriol,  together  with  five  per  cent,  of  nitrate 
of  8oda>  is  heated  in  a  cast-iron  boUer,  or,  better,  a  stoneware  pan,  to 
21S^Fah.  The  silver-plated  article,  after  being  carefully  freed  from 
grease  by  immersion  in  a  boiling  solution  of  carbonate  of  soda,  is  then 
attached  to  an  iron  wire  and  held  in  the  acid  solution  until  the  silver  is 
removed;  it  may  then  be  taken  out  and  well  washed  under  a  tap  of 
water. 

Thirteenth  Series, 

Mr,  Thomas's  Formula  for  the  Preparation  of  the  Nitrate  of  Silver  Bath 
for  Collodion  Plates. — Into  a  20-oz.  stopnered  bottle  put  nitrate  of  silver 
li  ounces,  distilled  water,  4  ounces--aissolve.  To  this  solution  add 
iodide  of  potassium,  4  grains,  dissolved  in  1  drachm  of  distilled  water. 
Mix  these  two  solutions ;  the  precipitate  (iodide  of  silver])  thus  formed  is, 
bv  shaking,  entirely  dissolved.  Aad  16  ounces  of  distilled  water,  when 
the  excess  of  iodide  of  silver  is  again  thrown  down,  but  in  such  a  finely 
divided  state  as  to  render  the  saturation  of  the  bath  with  iodide  of  silver 
perfect.  Now  drop  in  sufficient  of  the  oxide  of  silver  to  turn  the  turbid 
yellow  solution  a  dirty  brown  colour ;  so  lone  as  this  effect  is  produced, 
the  quantity  of  oxide  of  silver,  however  mucn  in  excess,  is  of  no  con-' 
sequence ;  shake  the  bottle  well  for  10  minutes  or  so  at  intervals,  then 
add  alcohol,  30  minims,  and  filter ;  to  the  filtered  solution  add  dilute 
nitric  acid  of  the  strength  stated,  5  minims.  The  bath  is  now  ready  for 
use,  and  should  be  quite  neutral. 

Fourteenth  Series, 

Silver  is  detected  by  the  following  tests :    Solutions  of  silver  are 

Erecipitated  by  hydrochloric  acid,  forming  the  chloride  of  silver,  which 
lackens  by  exposure  to  light,  especially  when  mixed  with  a  little  galHc 
acid.  The  chloride  is  soluble  in  ammonia,  and  is  reduced  by  zinc  to 
the  metallic  state.  The  precipitated  silver  may  be  collected,  washed 
with  dilute  sulphuric  acid,  and  finally  with  boiling  water ;  collected, 
dried,  and  fused  by  the  blowpipe  with  borax  into  a  little  button  of  silver. 
The  Uttle  button  of  silver  may  be  dissolved  in  nitric  acid,  and  portions 
of  the  solution  tested  on  slips  of  glass  with  hydrochloric  acid  and  am- 
monia. Sulphuretted  hydrogen  or  a  solution  of  hydrosulphuret  of 
ammonia  precipitates  the  black  sulphuret  of  silver  insoluble  in  dilute 
acids,  alkalies,  alkaline  sulphurets,  and  cyanide  of  potassium.  A  solu- 
tion of  iodide  of  potassium  precipitates  the  yellow  iodide  of  silver 
soluble  in  excess  of  concentrated  solution  of  iodide  of  potassium. 
Potash  and  ammonia  precipitate  the  oxide  of  silver  soluble  in  the  latter, 
but  insoluble  in  the  former.  It  will  be  evident  that  solutions  of  hydro- 
chloric acid  and  ammonia  afford  the  most  characteristic  results  with 
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solutions  containing  the  metal  silver ;  and  although  the  cUorides jif 
lead  and  mercury  are  precipitated  by  hydrochloric  acid,  thej  are  ]     *~ 
distinguished  from  silver  oy  other  tests  explained  in  tte : 
diapters  on  these  metals. 


Fig.  141  Elabonte  Work  of  Art  in  Silver,  by  Hunt  and  Roskcll ;  the  lid  i» 
removed  when  the  Tate  is  to  contaia  flowers. 


Fig.  145.  The  Planet  Satorn. 

CHAPTER  VI. 
LEAD,     |r^ 

The  chancier  Is  supposed  to  represent  the  scythe  of  Satorn,  "  Old  Time.** 

We  are  reminded  by  the  cut  at  the  head  of  this  chapter  that  Saturn 
was  the  ancient  name  given  bv  the  old  alchemists  to  this  element,  and 
as  the  properties  of  the  metals  known  to  the  ancients  will  first  engage 
our  attention,  we  may  proceed  with  the  enumeration  of  those  belonging 
to  lead,  because  it  is  so  intimately  connected,  in  its  natural  or  mme- 
ralized  state,  with  the  noble  metal,  silver. 

Lead  has  been  known  from  the  most  ancient  times,  both  in  the 
metallic  and  combined  state.  Ever  since  the  time  of  Moses  (and  how 
long  a  time  before  that  period  it  is  difficult  to  say)  lead  has  been  in 
use,  and  has  continued  in  use  from  that  time  till  the  present  day.  It 
18  stated  that  the  Romans  sheathed  the  bottoms  of  their  ships  with  lead, 
and  fastened  it  on  with  bronze  niuls,  whilst  the  Roman  ladies,  like  some 
silly  females  of  our  own  day,  used  the  carbonate  of  lead,  or  white-lead, 
for  a  cosmetic.  The  use  of  "  face  powders"  is  fortunately  rather  the 
exception  than  the  rule,  sensible  people  being  generally  content  to  wash 
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their  faces ;  and  young  persons  cannot  be  too  careful  in  EToiding  the 
use  of  such  things,  as  thcj^  sometimes  cause  paralvsis,  and  the  counte- 
nance is  distorted  by  the  involantary  twitching  of  the  facial  muscles. 
The  oxides  of  lead  are  used  as  pigments,  and  also  in  the  manufacture  of 
the  finest  glass.  The  acetate,  or  su^r  of  lead,  is  likewise  emplo][ed 
for  various  useful  purposes,  and  especially  in  dyeing  and  the  preparation 
of  certain  pigments.  Lead  has  not  only  a  bad  reputation  for  producing 
"  the  plumber's  colic,"  when  gradually  absorbed  into  the  system,  but  iU 
poisonous  qualities  have  been  unwittingly  demonstrated  by  those  unfortu- 
nate persons  who  have  swallowed  wine  sweetened  with  poisonous  acetate 
of  lead  (formerly  much  used  by  wine  merchants  for  preserving  wines  from 
acidity),  or  by  children  who  mive  partaken  of  "lollypops"  coloured  with 
red-lead,  or  eaten  "  Bath  buns,"  as  Dr.  Griffin  of  Bristol  has  proved, 
rendered  more  fatal  by  sulphide  of  arsenic,  mistaken  for  chromate  of 
lead  or  chrome  yellow.  The  alloys  of  lead  arc  very  important,  and  their 
composition  is  stated  in  the  experiments  with  this  metaL 

Nearly  all  the  lead  of  commerce  is  obtained  from  a  mineral  called 
"jradena,"  or  "lead-glance,"  being  a  sulphuret  of  lead  (PbS),  and 
diffused  through  (more  or  less)  vein-stone  or  "gangue"  a  word  aerived 
from  the  German  gang^  a  vein.  When  pure,  every  100  parts  of  galena 
are  composed  of  lead  86*55,  sulphur  13*4!5.  ^ 

In  the  chapter  on  coal  it  has  been  explained  that,  by  the  disturbance 
of  the  original  layers  or  strata  of  rock  and  coal,  the^  are  brought  nearer 
the  surface  of  the  earth,  and  are  discovered  in  positions  they  would  not 
otherwise  have  held.  The  same  observation  applies  to  minerals  such  as 
lead  ore,  which  has  undoubtedly  been  deposited  in  the  metamorphic 
rocks,  such  as  clay -slate,  quartz  rock,  &c.,  and  therefore  very  low  in  the 
order  of  deposition ;  but  the  same  convulsions  of  nature  which  have 
thrown  up  the  coal  have  performed  a  similar  benevolent  office  for  the 
useful  minerals,  which  arc  thus  brought  within  the  reach  of  the  indus- 
trious hands  of  man.  When  the  geological  survey  of  a  country  leads  to 
the  supposition  that  minerals  are  present,  the  miner  does  not  speak  of 
" baring"  and  "  winning"  as  he  would  do  if  he  were  searching  for  coal, 
but  uses  other  .terms,  such  as  "  exploring"  "  shoading"  and  "  eotteatUng,** 
and  he  terms  the  rock  in  which  the  mineral  is  deposited  the  "  country!* 
whilst  the  mineral  itself  is  distinguished  as  the  "lode"  In  a 
mountainous  or  hillv  region,  a  "  lode"  or  metallic  vein  may  "  out-crop" 
or  come  to  the  surface  of  the  earth ;  but  then  centuries  will  probaolj 
have  elapsed  since  the  event  occurred,  and  by  the  time  the  country  is 
explored,  great  changes  of  the  surface  will  have  been  brought  about,  so 
that,  by  the  action  of  water,  particles  of  the  lode  will  be  carried  a  mat 
distance  from  the  locality  to  which  they  originally  belonged,  and  Uie 
lode  itself  be  completely  hidden  by  the  alluvial  cover.  The  Cornish  miners 
have  always  been  celebrated  as  keen  observers  of  nature,  and,  like  the 
Bed  Indians  of  America,  can  take  up  and  follow  a  "  mineral  trail"  with 
the  most  unerring  precision.  When  they  endeavour  to  trace  the  mineral 
particles  discoveraole  in  the  lower  levels  to  their  source,  it  is  called 
" shoading"  and  the  water-worn  and  rounded  bit  of  mineral  is  termed 
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a  shoftd-stone.  "  Catteamng**  is  analogous  to  the  "  boring'*  for  coal ;  and 
a  number  of  pits,  like  churchyard  graves,  are  sunk  in  places  where  the 


Fig.  146.  Section  of  Hill  containing  the  Mineral  Lode  a  b.  The  figures  helow  are 
mppoeed  to  represent  the  minera  *'  akoadin^*  and  tracking  the  shoad  stones  from 
the  oed  of  the  river  flowing  at  the  base  of^the  hill  to  their  sooree  at  the  "  broil" 
or  head  of  the  vein  at  ju    It  is  seldom  that  a  mine  is  opened  from  the  sorlkce  or 

mineral  is  supposed  to  exist.  The  holes  or  pits  are  sunk  near  each  other, 
and  at  right  angles,  or  nearly  so,  to  the  supposed  direction  of  the  lode, 
and  in  order  tnat  no  mineral  may  escape  discovery,  the  pits  are  con- 
nected together  by  "cross-cuts"  below.  The  science  of  geology  no 
doubt  is  of  great  value  in  preventing  foolish  schemes  for  mining  dis- 
tricts where  no  minerals  exist ;  but  it  is  evident  that  nature  is  continually 
at  variance  with  scientific  prognostications,  or  else  the  shares  of  mines 
would  not  fluctuate  so  fearfully  in  the  market.  Any  man  who  could 
examine  and  determine  the  probable  mineral  riches  of  a  mine  would 
make  a  rapid  fortune  by  speculating  in  shares ;  but  this  kind  of  know- 
ledge has  never  yet  proved  infallible,  and,  like  the  diagnosis  and  pro- 
gnosis of  the  physician,  is  freauently  right,  but  very  often  wrong,  because 
the  human  body,  and  the  rocxs,  happen  to  be  both  opaque  and  return 
no  direct  answer  to  the  prying  eyes  of  the  observer.  In  a  mining 
district  every  well  sunk  or  hole  dug  is  examined  with  the  sharpest 
8crutin;|r;  and  when  minerals  are  discovered,  the  next  thing  to  be  aone 
ia  to  drive  an  adit  or  horizontal  entrance  into  the  rocks,  provided  the 
conformation  of  the  countrv  admits  of  it.  The  adit  level  has  already 
been  described  in  the  article  on  coal  at  p,  52,  for  the  purpose  of 
showing  the  most  simple  method  of  draining  a  mine,  and  is  repeated 
here  in  another  picture  taken  from  George  Agricola's  practical  work  on 
mining,  which  is  probal)ly  one  of  the  most  complete  books  ever  written 
<m  the  subject ;  and  when  it  is  considered  that  the  work  is  more  than 
three  hundred  years  old,  the  reader  will  marvel  at  the  careful  practical 
observations  of  the  ancient  miners,  and  how  little  they  allowed  to  escape 
them.    This  old  book  oontuns  nearly  everything,  except  the  use  of  toe 
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steam-engine,  that  might  be  found  in  a  modem  treatise  on  miniiig  opeia- 


Tig.  147.  The  Adit  LeveL  a,  a.  Two  uprights  or  yokes  supporting  a  bearer  m  b. 
o.  The  well,  pit,  or  shaft,  s.  First  cord.  b.  Weight  of  the  first  eord.  v.  Tho 
second  cord,  fixed  to  the  earth  at  o.  b.  Head  or  ends  of  cords,  x  l  The  mouth 
or  entrance  of  the  adit  or  tonneL  k.  The  third  cord,  with  weight  attached,  v.  v. 
The  first  measure  ;v»  the  second  ;o»  the  third,  forming  the  triangle  p.    (Agrioola.) 

In  the  above  cut  the  miner,  or  the  ]>erson  corresponding  with  the 
modem  superintendent  or  captain,  is  malung  out  the  course  along  whidi 
ike  tunnel  or  adit  is  to  be  driven  in  order  to  meet  the  shaft.  At  the 
present  day,  g^t  credit  is  due  to  the  captains,  who,  by  carefully  dialling 
the  ^und  with  the  assistance  of  a  theodolite  mounted  over  an  ordinaiy 
manner's  compass,  direct  the  underground  work  of  the  miners  with  the 
greatest  precision,  so  that  they  may  even  excavate  the  different  portions 
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of  a  shaft  independentlT,  one  under  the  other,  vhich  shall  form  a  perpen- 
dicolar  pit  when  unitea  together. 

During  a  leisure  month  the  author  visited  the  famous  Tamar  lead- 
silver  mine  near  Beer  Ferrers,  on  the  banks  of  the  river  Tamar  in  De- 
Yonshiie;  and  having  an  introduction  to  the  "  captain"  of  the  mine, 
was  enabled  bj  his  courtesy  to  see  the  whole  of  these  interesting  works. 
Lake  the  labourers  in  the  coal  pits,  every  class  of  persons  engaged  has 
its  peculiar  title,  which  appears,  in  mineral  mines,  to  be  in  some  degree 
borrowed  from  the  sailors,  as  the  head  business  man  is  styled  the 
**  purser,*'  and  under  him  is  the  agent  called  "  captain"  who  likewise  has 
subordinates,  termed  "  undergroufuP*  and  ^^grasi'  captaim;  the  latter 
superintends  the  preparation,  cleaning,  or  dressing  of  the  ore,  and  the 
otner  works  on  the  surface ;  the  former  looks  after  the  pumos  and  at- 
tends to  the  timbering  of  the  chambers,  galleries,  shafts,  and  tne  general 
works  underground.  The  miners  are  classed  in  two  great  divisions,  viz., 
the  underground  and  surface  men.  The  underground  miners  are  sub- 
divided into  tutmen  and  tribuiers.  The  former,  as  it  were,  cut  the 
undei^round  road  by  sinking  the  shafts  and  excavating  the  adits  and 
gallenes,  and  the  latter,  using  the  path  dug  out  by  the  tutmen,  under- 
take to  find  and  bring  the  ore  to  the  surface.  The  tribuiers  are  specu- 
lators or  adventurers,  and  the  sreater  part  of  the  money  they  earn, 
except  the  sist  money,  is  derived  from  a  per-centage  on  the  value  of  the 
ore  after  it  is  prepared  for  market ;  and  as  this  may  vary,  according  to 
the  mineral,  from  6e/.  to  IZs.  4</.  in  the  pound,  the  fascination  of  this 
game  of  chance  is  very  great.  The  surface  men  attend  to  the  water-  or 
steam-engines,  and  abo  to  the  different  kinds  of  machinery  used  in  dress- 
ing the  ore  for  market ;  and  whether  surface  or  underground  men,  their 
lives  are  passed  in  a  continual  round  of  liard  labour.  The  number  of 
persons  employed  in  the  mining  districts  of  Devonshire  and  Cornwall 
nas  been  estimated  at  about  30,000. 

Having  been  duly  equipped  in  miner's  costume — a  flannel  shirt  and 
trousers,  worn  close  to  the  skin,  in  order  to  afford  a  porous  medium  for 
the  escape  of  the  perspiration,  a  pair  of  thick  shoes,  a  linen  cap,  and  a 
stout  broad-brimmed  hat  with  a  lump  of  clay  in  front  to  hold  the  lighted 
candle — the  visitor  starts  on  his  dismal  route.  The  bustle  and  excite- 
ment which  prevail  at  the  mouth  of  a  coal  pit  are  not  observed  at  the 
brink  of  a  mineral  one.  The  traveller  commences  his  weaiy  journey  at 
once  by  clinging  to  the  ladder  and  slowly  descending,  taking  rest  occa- 
sionally uDon  tne  stases  which  occur  about  every  three  fathoms,  and 
probamv  tninking  of  tne  hard  work  he  will  have  to  ^  through  before 
ne  reaches  the  summit  again  and  once  more  breathes  fresh  air ;  indeed, 
the  downward  journey  must  not  be  attempted  unless  the  visitor  is  sure 
of  his  physical  powers  being  equal  to  the  exertion  required.  Nothing 
can  be  more  dismal  or  meluicholy  than  the  inside  of  a  mineral  mine. 
Writers  of  fiction  may  indul^  in  dreams  of  glittering  ores  bestudded 
with  flashing  jewels  only  waiting  to  be  grasped  by  the  avaricious  hands 
of  man,  but  stem  reaUty  is  directly  opposed  to  these  poetical  fancies ;  and 
although  occasionally  a  great  mass  of  glittering  galena^  or  snlphuret  of 
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lead,  may  suddenly  reward  the 'toil  of  the  miner  and  canae  the  shares  of 
the  mine  to  give  a  spasmodic  jump  upwards,  it  rarely  lasts,  and  pohaps 
is  only  the  forerunner  of  a  greater  scarcity  of  the  mmeral.  The  yisitor 
continues  to  descend  through  fathoms  of  rock,  and  the  only  noise  he 
hears  is  caused  by  the  up  and  down  movement  of  the  long  rods  of  the 
pumping  gear,  or  the  occasionally  scraping  and  grating  of  the  bnckets 
or  kibbles  containing  the  ore  against  the  sides  of  the  shaft.    At  last  a 
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Fig.  148.  Descent  of  a  Mineral  Mine,  a  b.  A  portion  of  the  shaft,  being  a  naral* 
■  lelogram  about  tweWe  feet  by  8ix.and  divided  in  the  centre;  one  division  odng 
for  the  use  of  the  miner  c,  and  the  other  for  raising  the  ore  in  the  iron  baaket  or 
kibble  D, 

level  is  reached,  and,  with  body  bent,  and  in  Indian  file  (for  the  levels 
are  generally  so  narrow  that  they  admit  the  passage  of  one  person  only 
at  a  time),  the  visitor  almost  starts  when  ne  comes  suddenly  upon  a 
solitary  miner  digging:  o^t  dirty-looking  lumps  of  lead  ore  with  bright 
shining  speckles  m  them,  which  he  is  told  is  valuable,  because  it  con- 
tains so  many  ounces  of  silver  to  the  ton,  and  can  by  Pattinson's  pro- 
cess be  refined  and  the  precious  metal  separated  from  the  less  valuable 
lead.  The  most  brilliant  and  purest  galena  generally  contains  the  least 
silver,  and  especially  when  it  occurs  in  great  bulk ;  but  small  forks, 
branches,  ana  veins  of  galena  ramified  in  a  stratified  rock,  genendly 
contain  the  most  silver.  A  lead  miner  is  dad  to  meet  with  galena  in 
a  limestone  rock,  because  the  vein  is  usually  large ;  but  his  enthusiasm 
is  checked  when  he  discovers  that  it  passes  into  sandstone,  and  espe- 
cially when  it  enters  shale  or  slate,  for  then  it  becomes  a  mere  thread, 
or  the  ore  disappears  altogether.  The  mineral  vein  being  reach^,  is 
usually  found  to  slant  or  underlie  to  the  right  or  left  in  the  solid  rode, 
passing  downwards  to  a  considerable  depth.  It  is  different  from  a  seam 
of  coal,  which  is  one  of  the  earth's  strata,  and  can  therefore  be  traced 
over  a  large  area ;  whereas  a  mineral  lode  is  a  mere  fissure  or  crack  in 
the  strata  fiUed  with  a  variety  of  mineral  substances,  such  as  carbonate 
of  lime,  or  crystallized  silica^  or  quartz,  or  fluor  spar,  and  containing 
lead,  tin,  or  copper,  or  other  metallic  ores.  The  probable  riches  of  t 
coal  field  may  be  estimated  with  amazing  accuracy,  because  it  is  all 
actual  stratnm  of  the  earth,  however  disturbed  it  may  have  been  since 
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its  deposition;  but  there  is  no  certainty  with  mineral  veins,  and  whatjcor- 
responds  with  the/auli  or  trouble  of  the  coal  miner  is  exactly  the  locality 
that  may  contain  the  rich  vein  of  the  mineral  seeker.  The  lodes  usually 
take  an  easterly  and  westerly  direction ;  but  they  are  very  capricious^ 
and  may  viury  m  thickness  from  that  of  a  sheet  of  paper  to  thirty  feet. 

The  foreign  matter  or  rubbish  associated  witn  the  mineral  ore  is 
termed  "  deads;"  and  as  the  traveller  passes  down  the  beautiful  river 
Tamar,  or  journeys  in  other  parts  of  Devon  and  ComwaU,  he  may  trace 
the  progress  of  the  underground  work  by  the  heaps  of  slaty  poisonous 
rubbish  thrown  up  in  rugged  heaps,  looking  as  if  it  was  a  deserted 
railway  embankment  or  other  great  engineering  earthwork. 

Having  passed  the  solitary  workman,  the  visitor  will  notice  that  a 
large  quantity  of  timber  is  required  to  support  the  roofs,  and  his  guide 
will  probably  tell  him  that  under  his  feet  there  are  two  or  three  other 
similar  galleries ;  and  coming  to  a  great  hole,  round  which  he  creeps 
with  some  fear  and  trembling,  he  is  informed  that  it  is  a  "  mnze,"  or 
perpendicular  shaft,  connecting  the  gallery  through  which  he  is  walking, 
witn  the  one  below.  The  **  mnze"'  (Fig.  14:9)  is  intended  to  assist  the  ven- 
tilation of  the  mine,  which  is  very  imperfect  and  sluggish ;  so  much  so^ 
that  the  poor  miners  are  continually  suffering  from  diseases  of  the  lungs; 
and,  although  otherwise  a  strong,  robust,  and  healthy  class  of  men,  they 
gradually  succumb  to  the  effects  produced  by  inhaling  the  poison  of 
their  own  breath  mixed  with  the  smoke  and  carbonic-acid  gas  from  the 
candles  they  are  obliged  to  burn  in  their  gloomy  and  badly-ventilated 
minmal  dungeons.  The  miners  are  quite  aware  of  thb  state  of  thinA, 
and  are  paid  much  higher  wages  when  they  work  in  mines  where  the 
supply  of  air  is  known  to  be  bad.  It  is  a  sad  reflection  on  our  law 
miu^ers  that  they  do  not  make  the  ventilation  of  mineral^  mines  compul- 
flory,  and  that  they  permit  men,  for  the  sake  of  a  little  extra  w{^;es,  to  take 
a  slow  poison  that  entails  the  penalty  of  consumption,  which  may  be 
transmitted  to  their  children.  Experienced  mining  engineers  are  agreed 
that  there  is  no  reason  why  mineral  mines  of  any  importance  should  not 
be  ventilated  like  coal  pits.  Mineral  mines  might,  whilst  worked  in 
doubt  or  uncertainty,  be  allowed  to  escape  the  expense  of  ventilation ; 
but  directly  a  certain  tonna^  of  ore  has  been  extracted,  then  the  owner 
oadht  to  be  compelled  to  give  his  miners  air  and  ventilation  like  the 
oo3-pit  proprietors.  It  has  been  stated  that  the  extra  wages  paid  to 
miners  who  undergo  the  risks  attendant  upon  breathing  an  atmosphere 
almost  as  bad  as  that  of  the  Black  Hole  of  Calcutta,  would  be  amply 
su£Eicient  to  pay  for  the  cost  of  ventilation.  A  mine  is  usuaUv  diviaed 
by  the  gallenes  and  winzes  into  compartments  about  thirty-three  feet 
long  and  sixty  feet  high,  called  "  pitches,"  which  are  let  by  "  Dutch 
auction"  to  the  three  or  four  miners  for  two  months.  Both  the  pro- 
prietor and  workman  are  benefited  by  short  leases,  as  there  is  no  game 
of  chance  more  uncertain  than  that  of  mining.  A  rich  vein  will  sud- 
denly melt  away,  not  into  thin  air,  but  into  profitless  rubbish,  having,  as 
the  Comishmen  call  it,  "  taken  a  heave ;  having,  in  fact,  been  dis- 
placed by  some  subterranean  freak  of  nature,  and  either  gone  up  or 
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down  to  delight  the  "  iriMers"  and  "  adveniuren**  working  othflr 
^'pilches.'*  Sometimes,  when  a  lode  is  profitable,  it  "(alei  hone^*  being 
divided  by  another  lode  not  of  valuable  mineral  ore,  but  of  "dead8» 


Fig.  14P.    A  B.  Mnin  shaft,    c  b.  Gallery  heavily  Umbered,    s.  Shaft  connflettof  tt0 
galleries  vtiOi  each  other,  called  a  winze.   >  n.  Gallery  timbered.  (AgrloalikJ    ' 
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tadi  as  claj  slate,  called  **fluekcm8**  which  throws  the  lode  out  of  its  na- 
tural position,  and  gives  the  poor  miners  much  harder  work  to  secure. 
Should  a  miner  become  quite  disheartened  with  his  "  pitch,"  he  may 
resign  it  on  payment  of  a  fine  of  twenty  shillings.  Indeed,  profit  and 
loss  seem  to  oe  equitably  proportioned  amongst  masters  and  men ;  and 
the  "  strikes,"  which  are  so  much  to  be  deplored  in  certain  coal  dis- 
tricts, are  hardly  known  amongst  the  intelligent  hard  working  Cormsh 
miners. 

If  the  visitor  is  not  already  too  much  fatigued  with  his  monotonous 
journey,  he  may  continue  slowly  descending  from  gallery  to  gallery  until 
ne  is  informed  that  the  river  Tamar  flows  above  his  head,  and  that  the 
surface  of  the  water  is  about  220  fathoms  distant  from  the  place  where 
he  stands,  or  rather  stoops.  The  miners  actually  penetrated  to  this 
depth  below  the  water ;  and  as  the  river  was  broaa  at  that  part,  and 
they  oould  not  excavate  air  shafts,  the*  works  were  abandoned  for  a 
time  until  they  boldly  commenced  an  inclined  plane,  bennning  at  a . 
point  about  100  yards  below  the  top  of  the  main  shaft.  This  ^dlery 
was  driven  at  an  angle  of  37^  right  through  the  old  workings  to  a 
depth  of  320  yards,  and,  at  the  suggestion  of  Dr.  Spurgin,  one  of  the 
most  scientific  and  liberal-minded  men  at  the  Royal  rolytechnic  Board 


Fig.  ISO.  8«etioD  of  Tamar  Lead  Silver  Minep  Betrferrert,  Deron.  a.  bieUned 
plaii«,leadinf  to  workings  and  anderfroand  shaft,  b.  Entrance  to  inellned  plane, 
c.  The"  Bpargin"  abaft.  9.  The  floe  of  the  imdargroiiiid  engine,  two  milea  Jong, 
B,  aidei  in  the  Off. 
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of  Direction,  a  twenty  horse-power  steam-engine  was  erected  at  the  li& 
fathom  leyel,  or  290  yards  below  the  pit's  mouth,  which  answered  the 
purpose  intended,  viz.,  to  pump  water  and  raise  the  ore.  The  smok& 
from  the  eneine  was  conveyed  along  a  flue  running  through  the  old 
workings  to  tne  surface,  and  the  shaft  and  engine  were  duly  named  after 
the  learned  and  spirited  gentleman  who  had  prooosed  them.  The  visitor 
to  the  mines  of  Devon  and  Cornwall  cannot  fail  to  be  struck  with  the 
absence  of  those  engineering  arrangements  which  are  a  matter  of  course 
at  the  coal  mines  of  Newcastle  and  Durham. 

Professor  Hunt,  the  keeper  of  the  Mining  Records,  informs  us  lead 
mining  appears  to  have  been  carried  on  in  this  country  from  a  very  early 
period,  mien  in  the  possession  of  the  Romans,  many  of  the  lead  mines 
m  Wales  and  England  were  worked,  and  considerable  quantities  of  lead 
obtained,  as  we  may  infer  from  the  immense  accumulation  of  slags  in 
Derbyshire,  the  Mendip  Hills,  and  elsewhere.  There  does  not  appear 
.to  have  been  any  period  in  our  history  during  which  mining  forlead  was 
not  followed  to  some  extent ;  but  in  the  reigns  of  Henry  VUL  and  of 
C^ueen  Elizabeth,  especially  in  the  latter  reign,  a  fresh  impetus  was 
given  to  British  mimng  by  the  introduction  of  a  number  oi  German 
miners.  That  mining  forlead  must,  previously  to  this,  have  been  ex- 
tensively carried  out  is  proved  by  the  circumstance  that  Edward  the 
Black  rrince  took  several  hundreds  of  the  Derbyshire  miners  into 
Devonshire,  and  it  is  said  that  the  result  of  his  mining  speculations  in 
the  west  was  the  realization  of  wealth  sufficient  to  defray  the  expenses 
of  his  French  wars. 

If  the  amateur  miner  has  experienced  any  fatigue  during  his  progress, 
he  must  make  up  his  mind  to  forget  that  such  a  fact  has  been  forced 
upon  his  consideration ;  there  is  no  friendly  "  corve"  or  empty  coal 
basket  to  convey  him  quickly  to  terra  firma^  and  he  must  now  com- 
mence his  labonous  climbing  upwards,  which  (if  it  does  not  bring  on  an 
attack  of  cramp  at  once)  is  prettjr  sure  to  be  remembered  when  bed- 
time arrives,  and  the  weary  body  is  trying  to  sleep  off  the  effects  of  a 
descent  into  the  Tamar  lead  silver  mine. 

Having  reached  the  surface  or  "grass,"  there  is  yet  a  great  deal  to 
examine,  and  the  visitor  will  pass  in  the  next  place  to  that  part  of  tiift 
works  where  the  ioriing  and  cleansina  of  the  mineral  ore  take  plao^ 
as  the  galena  is  rarely  in  a  sufficiently  pure  condition  to  be  taken  st 
once  to  the  roasting  or  smelting  furnaces.  After  a  consider!^  portioD 
of  the  useless  earthy  matters  are  removed,  either  by  "  hand  dreumj^  or 
bv  the  help  of  sieves  constructed  of  iron  wire,  it  is  then  8omeume» 
placed  in  other  sieves  and  agitated  in  water,  or  it  is  washed  like  po- 
totoes  by  placing  the  lead  ore  in  large  troughs  full  of  water  and  stirrmg 
it  with  an  iron  shovel,  called  the  standing  buddle  system ;  the  latter 
method,  however,  is  not  so  perfect  as  the  running  buddle  whicJi  is  used 
at  the  Tamar  works,  and  involves  the  use  of  a  more  complicated  arrange* 
ment  of  inclined  planes  with  flowing  water,  so  that  the  ore  is  swtedaiid 
cleansed  in  one  complete  series  of  operations.  The  siidlarity  between 
the  ancient  and  modem  operations  employed  to  prepare  the  ores  for  Ae 
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f nniaoe,  is  agam  remarkablT  displayed  in  the  curious  work  on  the  metals 
bj  George  Agricola»  published  more  than  three  hundred  years  ago. 


VIg.  UL  Old  Mfttiod  of  wrting  and  deaniing  Mineral  Orei.  (AgriooU.) 

In  the  above  picture,  the  use  of  the  various  sieves  and  water  for 
sorting  and  cleansing  the  ore  is  very  clearly  demonstrated,  and  the 
arrangements  correspond  precisely  in  principle  with  those  emploved  at 
the  present  time.  The^  next  operation  is  the  powdering  ot  the  ore, 
idiioiis  either  done  with  a  crushing  machine  worked  by  a  steam- 
engine,  such  as  that  described  and  fijgured  at  p.  183,  or  by  the  more 
anoient  arranjgement  of  stampers,  which  correspond  with  the  pestle  and 
mortar  used  m  every  apothecary's  shop  for  levigating  small  quantities 
of  hard  substances.  In  George  Areola's  famous  work,  the  applica- 
tion of  different  kinds  of  power,  and  especially  water  power,  for  working 
the  stampers,  and  performing  the  numerous  mechanical  duties  of 
mineral  mines,  is  very  careful^  depicted  and  explained.  In  the  next 
cat  it  is  apparent  that  an  overshot  water-wheel  gives  motion  to  an 
axle,  to  wluch  are  attached  cams ;  these  strike  upon  the  tougues  fitted 
on  the  stampers  or  upright  strong  wooden  beams,  shod  with  masses  of 
oast  iron,  and  as  these  are  alternately  raised  and  allowed  to  fall  they 
gradually  crush  the  mineral.  The  stampers  generallj^  work  in  a  large 
and  stout  wooden  box,  in  which  are  openings  fitted  with  gratincs,  and 
iriion  the  mineral  is  powdered  soffieiently  fine,  the  stream  of  water 
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allowed  to  enter  the  box  mdoallj  carries  it  through  the  perfoiatioiis  of 
the  grating,  and  the  powdered  ore  subsides  or  deposits  m  the  pits  or 
tanks  connected  with  the  stamping  box. 


Fig.  152.  Stamper!  and  Box  with  Pits  to  receive  the  powdered  Ore,  uied  more 
than  three  hundred  jean  ago.  (Agricola.) 

The  main  object  of  the  stamper  is  to  reduce  the  particles  of  the 
mineral  to  one  uniform  state  of  oivision,  so  as  to  prepare  them  for  the 
succeeding  operation  of  washing,  performed  with  what  is  termed  '*  tie 
nieking  buddU,*'  which  is  a  lone  wooden  box  or  trough,  proyided  with 
a  shelf  at  the  head,  and  gradually  inclined  towards  the  foot.  The  ore 
is  agitated  by  wooden  shovels  and  implements  somewhat  like  road- 
scrapers,  and  as  the  water  is  constantly  flowing  through  the  box  it  gra- 
duiJiy  carries  off  the  lighter  earthy  matters  or  gangue,  and  leares  the 
heavy  mineral  behind.  By  constant  practice  the  Cornish  boys  manage 
the  agitation  so  well  that  the  nearly  pure  and  heaviest  mineral  is  depo- 
sited at  the  head  of  the  box,  in  the  next  division  is  the  mixture  of  en 
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ind  some  earthy  matter,  and  the  third  contains  the  Teiy  fine  and  poorer 
particles,  which  are  further  searched  and  winnowed  from  the  associated 
powdered  rock  by  means  of  the  "rack"  The  nicking  buddle  em- 
ployed at  the  present  time  differs  very  slightly  from  that  employed  in 
olden  times,  as  will  be  noticed  by  the  next  mteresting  cut. 


Fig.163.  The^NiddngBaddle."    (AgriooU.) 


The  rack  is  (as  its  name  impUes)  only  a  more  searching  arrangement 
for  the  detection  of  the  fine  particles  of  mineral  ore,  and  is  used  by 
placing  the  ore  on  the  shelf,  to  which  water  is  then  admitted,  and  by 
constant  bat  steady  agitation  with  a  hoe  and  birch  broom,  the  dirt  and 
earthy  dost  are  carried  away,  and  the  ore  deposited  on  the  floor  of  4he 
rack  or  cradle.  For  the  convenience  of  removing  the  ore  from  the 
floor  of  the  "rack,"  the  lower  part  is  nsnally  supported  on  an  axis,  by 
which  the  table  is  moved  into  an  upright  position,  or,  as  may  be  notic^  in 
Georse  Agrioola's  picture  (Fig.  154),  it  is  simply  rested  against  the  wall, 
•ad  Ae  finely  powdered  ore  washed  off  into  a  pit  below,  divided  into 
OBC  or  more  compartments  corresponding  with  the  divisions  in  the  floor 
of  the  rack,  so  tnat  the  most  valuable  mmeral  at  the  head  is  separated 
from  the  lighter  and  less  important  mineral  collected  at  the  foot  of  the 
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rack ;  indeed,  the  whole  of  the  waahing  operationa  oondncted  jbj  tiM 
nielntuf  buddle  and  rack  are  based  on  the  principle  oC  the  diifenBt 
sp^si^  ffrayities  of  the  pure  and  impure  ore,  the  former  beinfc  heaiVT, 
whilst  toe  latter  is  sereral  degrees  lighter  by  admixture  with  eaitfy 
matters. 


Fig.  161  «  The  Back."  (AgriooU.) 

After  these  mechanical  operations  are  completed,  the  differant  ((oali- 
ties  of  powdered  ores  are  mixed  together  according  to  the  rondtt  ob- 
tained by  a  preliminary  assay  on  the  small  scale,  and  being bothioarted 
and  smelted  in  a  reverberatory  furnace,  the  galena  or  sulphuiet  oCkad 
is  reduced  to  the  metallic  state. 

The  sulphur  and  lead  which  galena  contains  are  in  such  proportions, 
that  when  both  are  united  with  oxygen  and  conyerted,  the  one  into 
sulphuric  acid  and  the  other  into  yellow  oxide  of  lead,  the  acid  and  oxide 
exactljf  saturate  each  other  and  form  sulphate  of  lead  (FbO.SO,),  hence 
the  object  of  the  preliminary  roasting;  which  is  managed  by  spreading 
the  ore  out  equally  on  the  hearth  or  bottom  of  the  reyerberatoiy  fur- 
nace, and  the  latter  being  ahready  red-hot,  communicates  its  heat  to  the 
mineral,  which  is  stirred  about  occasionidly  with  an  iron  paddle  in 
order  that  the  air  may  haye  free  access  to  the  sulphuret,  and  oonyert  it 
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into  solpliate  of  lead.  Sereral  rererberatoir  lead  famaoes  usually  oom- 
mnmcate  with  one  main  chimney,  and  this  oeing  enlarged  into  Tarions 
fines  and  ehambers  placed  almost  at  right  angles  to  ea^  other,  the  lead 
fames  volatilized  daring  the  process  are  in  a  ^eat  measure  saved  and 
re-smelted.  The  loss  of  lead  from  volatilization  is  very  considerable, 
amounting  to  ten  per  cent,  or  more.  Accordingly  flues  of  ereat  length, 
sometimes  exceeoiiig  a  mile,  are  constructed  in  order  to  enect  as  com- 
pletely as  possible  the  condensation  of  the  lead  smoke  or  fume.  Other 
oontnvances  with  the  same  view  have  been  adopted ;  the  smoke  has 
been  caused  to  pass  through  water  by  means  of  powerful  exhausting 
pumps,  or  water  has  been  projected  in  a  finely  divided  state,  like  rain, 
into  chambers  through  which  the  smoke  has  been  made  to  circulate ; 
and  other  methods  mive  also  been  tried  with  greater  or  less  success, 
but  all  attended  with  no  inconsiderable  outlay.  Mr.  John  Taylor,  jun., 
has  suggested  a  fundamental  improvement  in  the  smelting  of  lead  ores, 
and  recommended  the  endeavour  to  effect  the  object  at  a  temperature 
lower  than  that  required  for  the  volatilization  of  the  lead. 

When  the  roasting  has  been  continued  for  some  time,  the  skimmings 
of  the  lead  obtained  &om  the  previous  batch  of  ore  smelted  are  thrown 
into  the  furnace,  and  the  whole  well  stirred  together ;  and  the  lead  ob- 
tained at  this  stage  of  the  process  is  run  ofT  at  once  from  the  taphole  B 
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Fig.  155.  Section  of  the  Rererbentory  Farnaoe  used  for  ro«8ting  and  smelting 
Galena,  a.  The  hearth  or  sole  of  the  fhmaoe.  b.  Tap  hole.  s.  The  bridge  whicn 
•eparatea  the  fire  from  the  hearth  upon  which  the  ore  is  placed,  v.  The  floe. 
o.  Hole  through  which  the  fhel  is  jAaetd  in  the  fire  below,  e,  x,  h.  f 
closed  bj  slidinr  iron  plates,  for  the  admiaiion  of  air.  z.  The  hopper  bj  wh 
ore  if  paised  into  tb0  nmace. 
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(Eig,  155).  The  fire  is  now  reduced,  and  some  quicklim*  tlaown  npob 
the  lead,  the  effect  of  which  is  to  prodnce  a  silicate  of  lime,  and  it  abo 
sets  free  a  portion  of  oxide  of  lead.  The  fire  is  again  raised,  the  lead 
run  off,  ana  finally  an  excess  of  lime  being  addec^  the  slags  are  then 
made  sufficiently  solid  to  be  easily  remoyed,  and  directly  one  batdi  is 
finished  it  is  succeeded  by  another,  so  that  the  increased  heat  of  tiM 
furnace  in  the  last  operation,  serves  to  bring  the  cold  lead  ore  of  the  next 
to  the  proper  temperature  required  for  the  first  operation  of  roastiofl: 

The  chemistry  of  the  smelting  process  may  oe  thus  describea:— 
Sulphide  of  lead' or  galena  (FbS)  is  partly  converted  by  roasting  into 
sulphate  of  lead  (PbSO,),  which,  mixed  with  the  undecomposed  siuphide 
of  lead  (PbS),  produces  two  proportions  of  metallic  lead  (2  Pb),  and 
two  proportions  of  sulphurous  acid  gas  (2  SO,). 

The  pigs  of  lead  of  course  contain  the  silver,  which  may  be  separated 
by  Fattinson's  process,  in  the  manner  already  described  in  the  article 
Silver,  p.  218. 

Metallic  lead  has  a  bluish-white  colour;  and  when  recently  eat^ 
melted,  or  scraped,  presents  a  brilliant  lustre,  which  rapidly  fades,  as  the 
metal,  when  exposed  to  the  air,  is  converted  into  a  suboxide  of  lead. 
The  softness  of  lead  renders  it  extremely  useful  in  the  shape  of  wire 
for  horticultural  purposes,  whilst  its  weU-knoWn  malleability  enables  it 
to  be  applied  in  sheets  for  covering  the  roofs  of  houses ;  in  both  these 
cases  the  length  of  time  required  to  rust  or  oxidize  lead  renders  these 
applications  of  the  metal  of  extreme  value.  One  of  the  most  interesting 
modes  of  showing  the  softness  of  lead,  is  bv  placing  a  common  seal  of 
sealing  wax  between  two  pieces  of  soft  lead  on  an  anvil,  and  striking 
them  suddenly  with  a  tolerably  heavy  hammer,  a  correct  impression  w 
the  seal  on  the  lead  is  obtained,  from  which  other  sealing  wax  im- 
pressions may  be  taken,  and  it  is  said  that  thb  was  the  mode  emploved 
by  inquisitive  post-office  authorities  in  olden  times,  when  they  wished 
to  know  the  contents  of  a  letter  without  betraying  the  fracture  of  the 
seal. 

The  specific  gravity  of  lead  is  somewhat  high,  being  11*4!45 ;  it  is 
unelastic,  not  sonorous  like  many  other  metals,  and  the  density  appean 
to  be  reduced  instead  of  increased  by  hammering.  It  melts  at  abont 
635°  Fah.,  and  when  exposed  to  a  red  heat  with  free  access  of  air,  it 
smokes,  sublimes,  and  affords  a  grey  suboxide,  which  settles  on  any  cold 
surface.  The  effect  of  water  upon  lead  has  been  carefully  studied,  and 
it  seems  to  be  received  as  an  axiom  that  pure  water  absolutely  free  from 
air  will  not  attack  pure  lead ;  distilled  water,  otherwise  pure,  but  con- 
taining a  minute  proportion  of  air  in  solution,  gradually  converts  the 
surface  of  a  sheet  of  clean  lead  partly  into  white  spangles  of  h^- 
drated  oxide  of  lead.  The  presence  of  ammonia  in  distilled  water  is 
often  overlooked,  and,  as  snown  by  Medlock,  is  frequently  the  at- 
tacking agent.  It  has  been  found  that  certain  waters  containing  salts  in 
solution,  and  especially  the  sulphate  of  lime,  do  not  dissolve  lead,  con- 
sequently it  was  thought  that  hard  waters  might  be  safely  conducted 
through  leaden  pipes,  whilst  soft  waters  were  considered  dangoons 
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because  they  contain  air  in  solution,  which  first  oxidizes  the  lead  and 
forms  oxide  of  lead,  and  this  combining  with  the  carbonic  acid  gas 
winch  is  always  an  ingredient  of  spring,  nver,  and  rain-waters,  produces 
carbonate  of  lead,  commonly  termed  white-lead,  and  under  tnese  cir- 
enmstances  oxide  of  lead  is  found  to  be  dissolved  hj  the  water.  The 
anthor  recollects  a  very  interesting  case  of  lead-poisoning  by  water 
passing  through  leaden  pipes,  which  occurred  many  years  ago,  before  the 
actktt  of  water  on  leaa  was  understood,  and  it  came  under  the  special 
Botioe  of  the  late  Mr.  John  Thomas  Cooper.  This  gentleman  was 
employed  to  visit  an  estate,  for  the  purpose  of  asoertaming  which  of 
tiuBDO  different  springs  of  vrater  was  best  adapted  to  supply  the  family 
mansion.  The  softest  water  having  been  selected,  it  was  duly  conducted 
by  leaden  pipes  to  the  house,  and  the  members  of  the  family  were  loud 
in  their  praises  of  the  excellence  of  the  choice,  and  nothing  occurred  to 
cause  any  inconvenience  to  them  until  their  return  to  the  country  after 
the  "London  season,"  when  nearly  the  whole  of  the  inmates  were  seized 
with,  violent  cramps  and  other  symptoms,  which  the  local  medical  men 
pronounced  to  be  colic,  and  they  recommended  at  once  an  analysis  of  the 
water.  On  examination,  it  was  found  to  contain  an  abundance  of  lead 
in  solution,  and  on  taking  up  the  pipe,  they  discovered  several  ounces 
of  white  lead  deposited  in  the  intenor,  and  especially  where  the  pipe  had 
taken  a  bend  or  circuit  through  a  valley.  The  action  upon  the  lead  no 
doubt  had  commenced  directly  it  was  laid  down  and  brought  into  use, 
bat  as  long  as  the  family  remained  in  their  country  house,  the  demand 
for  this  precious  necessary  of  life  was  so  abundant,  that  it  never  sta;|red 
long  enough  in  contact  with  the  lead  to  dissolve  an  appreciable  quantity. 
When,  however,  the  family  removed  to  London,  the  water  was  in  less 
demand,  and  moved  more  sluggishly  through  the  pipes,  so  that  a  Inrge 
quantity  of  white-lead  was  formed,  and  directly  the  consumption  of  the 
water  increased,  the  poisonous  white-lead  was  swept  into  the  cistern,  and 
being  diffused  mechanically  through  the  water  as  well  as  being  partly  dis- 
solve, it  produced  those  dangerous  results  already  mentioned.  The  cure 
was  somewhat  expensive,  and  consisted  in  the  removal  of  the  lead-pipe 
and  cistern,  and  toe  substitution  of  stoneware  and  slate. 

It  appears  that  neither  hard  nor  soft  water  is  safe  in  leaden  cisterns  if 
it  contams  organic  matter  iu  solution.  This  important  fact  has  been 
established  by  Dr.  Medlock,  and  he  is  of  opinion  that  if  the  dissolved 
organic  matter  is  allowed  to  remain  in  the  water,  it  decomposes,  attacks 
the  lead,  and  forms  a  soluble  nitrite  of  lead ;  and  he  has  further  ascer- 
tained that  by  exposing  water  which  contains  organic  matter  in  solution 
to  the  action  of  iron,  it  has  no  longer  the  power  to  dissolve  lead,  and 
hence  he  has  explained  those  otherwise  apparent  anomalies  of  some  kinds 
of  soft  water  not  attacking  lead,  whilst  other  hard  water  cont4uning  the 
so-called  protective  salts  dissolve  lead  freely.  In  the  former  case,  the 
water  was  free  from  or^nic  matter;  in  the  latter,  the  hard  water  con- 
tained oiganic  matter  which  produced  the  soluble  nitrite  of  lead ;  there- 
fore Dr.  Medlock  insists  upon  the  freedom  of  water  from  soluble  organic 
matter  which  is  to  be  stored  in  l^en  cistems.    Lead  is  not  only  used 
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to  cover  the  houses  which  shelter  the  living,  but  has  also  been  employed 
from  time  immemorial  in  the  constmction  of  the  box.  or  coffin  to  oontain 
the  dead.  Formerly  no  person  could  be  buried  in  a  vault  under  a  church 
except  in  a  leaden  coffin ;  the  barbarous  custom  of  putting  the  dead  in 
leaden  cases  that  were  liable  to  swell,  burst,  and  throw  out  their  deadlv 
gases  into  the  church  above  containing  the  living,  has  now  been  aboliahec^ 
except  in  rare  cases,  when  embalmed  royalty,  or  the  remains  of  some  of 
our  greatest  men  are  consigned  to  their  last  resting-places  in  Westminster 
Abbey,  St.  Paul's,  or  the  Chapel  Boyal,  Windsor. 

Mr.  K  V.  Tuson  has  made  an  interesting  analysis  of  coffin-lead  taken 
from  an  old  coffin  which  had  lain  in  a  vault,  it  is  believed,  for  ei^j 
years,  and  obtained  the  following  results.  The  pieces  of  lead  were  about 
a  qufljrter  of  an  inch  in  thickness ;  they  had  a  laminated  structure^  and 
possessed  a  fawnish  or  dead-white  colour.  Neither  crystalline  form  nor 
metallic  lead  were  detected,  even  by  the  aid  of  the  microscope.  The 
material  was  tolerably  brittle  and  readily  reduced  to  an  impalpable 
powder.  On  submitting  it  to  quantitative  analysis,  the  foUowmg  were 
the  results  obtained : — 

Moisture 0*10 

Organic  matter  and  loss  ....  0*52 

Peroxide  of  iron 1"94! 

Oxide  of  lead 8229 

Carbonic  acid 15'15 


10000 


These  results  show  that  it  chiefly  consisted  of  proto-carbonate  of  lead, 
with  a  small  proportion  of  anhydrous  protoxide.  The  interesting  points 
in  connexion  witli  this  substance  are,  that  it  is  anhydrous,  that  it  con- 
tains but  a  small  excess  of  oxide,  and  that  it  consequently  differs  in  com- 
position from  any  of  the  carbonates  of  lead  hitheilo  described  as  being 
produced  by  the  united  action  of  air  and  water  on  metallic  lead,  or  by 
the  influences  concerned  in  the  well-known  Dutcli  method  for  manufac- 
turing "white-lead."  The  difference  in  composition  of  the  various 
carbonates  of  lead  formed  under  the  circumstances  referred  to,  will  be 
seen  by  glancing  at  the  subjoined  table : — 

Source.  Composition^ 

Air  and  water  in  lead .     .    .  PbO,  HO -f  PbO,C02 

Dutch  method PbO,  HO  H-  2  (PbO,C02) 

Leaden  coffins PbO,        -M5(PbO,C02) 

The  searching  and  exposure  of  the  condition  of  the  vaults  of  many 
of  our  crowded  churches  by  Mr.  George  Godwin,  Mr.  Walker,  and  other 
gentlemen,  has  induced  the  sanitary  authorities  to  order  them  to  be  closed 
and  fllled  with  charcoal,  and  that  this  was  absolutely  necessary,  is  appa- 
rent from  the  vignette  at  the  end  of  this  chapter  (Fig.  159),  which  shows 
the  condition  and  number  of  cof&ns  containing  decomposing  Miimal 
matter  stowed  away  under  the  ancient  crypt  of  Bow  Church,  and  called 
a  Christian  burial. 
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EXFEBIMENTS  WITH  LeAD. 

First  Series. 

To  make  an  assay  of  lead  ore  or  galena,  a  fair  average  sample  must 
be  selected,  and  after  being  powdered,  150  grains  may  be  weighed 
out  and  mixed  with  230  grams  of 
bbck  flux  and  50  grains  of  moderate- 
sized  nails,  and  the  whole  placed  in 
a  proper  crucible,  which  is  then  to  be 
brought  to  a  bright  red  heat.  When 
the  whole  is  in  a  perfectly  liquid  state, 
the  crucible  may  be  removed,  gently 
tapped,  and  allowed  to  cool.  On 
breaking  the  crucible  with  a  hammer, 
a  button  of  lead  will  be  found  in  the 
lowest  part,  which  may  be  flattened 
out  on  the  anvil,  to  remove  anjr  of 
the  adhering  flux  or  parts  of  the  iron 
nails.  The  weight  of  the  button  of 
lead  determines  the  per-centage  of  the 
metal  in  the  ore,  ana  to  ensure  accu- 
racy, the  assay  should  be  repeated 
three  times,  and  the  mean  of  tne  ex- 
periments taken.  The  furnace  and 
crucible  for  this  operation  are  shown 
at  Fig.  156,  and  Messrs.  Griffin,  of 
Bunhul-row,  Finsbury,  make  most 
convenient  portable  furnaces  for  all 
kinds    of   assays.      The   button   of 

lead   may  be  subsequently  cupelled,      Figr.  166.  Common  sheet-iron  F 
«nd  the.  number  of  ounces  of  sUver  {S^A^St^^^-SSX  »  <»■ 

it  contains  per  ton  accurately  deter-    tense  heat.    a.  Ashpit  and  sliding  dam- 
mljvgi}^  per.    B.  Side  hole,  with  door  for  taxL 

^^^^  c.  Cover  lined  with  fireclay  and  hole  in 

centre,    d.  Chimney. 

Second  Series, 

A  very  instructive  experiment,  illustrating  the  reduction  of  a  metal 
from  the  state  of  oxide,  is  performed  by  mixing  one  ounce  of  litharge 
or  red  lead  with  three  of  powdered  cyanide  of  potassium,  and  placing 
the  whole  in  a  crucible,  which  is  then  brought  to  a  dull  red  heat  in  an 
open  charcoal  brazier  or  common  fire.  The  carbon  of  the  cyanogen  re- 
moves the  oxygen  from  the  oxide  of  lead,  and  directly  the  whole  is 
properly  fused,  the  slag  may  be  carefuUy  poured  off  into  an  iron  shovel, 
ana  the  heavier  leaa  into  a  greased  mould  (the  top  of  a  1-lb. 
brass  weight  is  as  good  as  anvthmg),  and  then  after  being  cooled  in 
water,  may  be  hammered  on  tne  anvU  to  show  the  malleability  of  the 
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metal  when  the  oxygen  is  separated  from  it.  The  powdered  lithnge  is 
a  dust  or  powder  that  the  wind  from  the  bellows  maj  blow  away,  but 
deprived  of  the  combined  oxygen,  a  solid  and  heavy  niass  is  obtained, 
upon  which  the  air  from  the  bellows  has  no  effect.  The  powdered 
litharge  preserves  a  dull  ash-grey  colour,  but  like  the  fablea  phoenix 
bird  of  old,  it  is  revived  by  the  action  of  fire  and  charcoal,  and  is 
changed  to  brilliant  and  shinmg  lead. 

Third  Series, 

^  The  reduction  of  lead  to  the  metallic  state  and  its  subsequent  oxida* 
tion,  can  be  displayed  in  another  and  more  curious  form  by  heating  some 
tartrate  of  lead  in  a  glass  tube  about  ei^ht  inches  long  ana  three-eighths 
of  an  inch  wide,  closed  at  one  end,  and  drawn  out  to  an  open  capdlaiy 
tube  at  the  other.  The  perfectly  dry  tartrate  of  lead  should  be  placea 
in  separate  lengths  of  the  narrow  glass  tube,  previously  closed  at  one 
end,  and  after  its  admission,  the  tube  may  be  drawn  out  into  an  open 
capiUarv  tube  at  the  other  extremity,  so  that  when  heated  over  a  wire- 
gauze  burner  of  gas  and  air,  the  capillary  end  may  be  hermetioally 
sealed,  directly  after  the  smoke  has  ceased  to  be  evolved  from  the  heatctt 
tartrate  of  lead.  When  the  tube  is  cold,  and  one  end  broken  off  with 
a  pair  of  nippers,  the  finely-divided  lead  takes  fire  as  it  is  shaken  out 
into  the  air,  forming  litharge,  which  is  very  apparent  when  the  tnbe 
containing  the  pyropnoric  lead  is  emptied  into  a  tall  j  as  containing  oxygen 
gas.  That  the  effect  is  due  to  the  oxidation  of  the  metal  is  clearly  de- 
monstrated by  shaking  some  of  the  contents  of  the  tube  into  another 
tall  iar  containing  carbonic  acid  gas,  when  the  spontimeous  combustion 
of  the  lead  no  longer  occurs,  and  the  yellow  colour  of  the  litharge  is 


Fig.  157.  No.  1.  Tube  closed  at  one  end,  containinfir  tartrate  of  lead.  No.  8.  Dtttoi 
clowra  and  drawn  ont  to  a  capillary  tube  at  a,  and  held  over  the  mixed  gas  and  ab 
flame  obtained  by  allowing  coal  gas  to  escape  gently  firom  the  cock  b  into  the  iron 
cylinder  o  o,  open  at  the  bottom,  and  coTered  with  wire  gauze  at  the  top,  where  the 
mixture  of  gat  and  air  bums. 
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not  apparent  on  the  sides  of  the  jar  containing  the  latter  gas,  whilst  it 
JB  very  easily  seen  in  the  jar  containing  the  oxygeiL 

Hie  tartrate  of  lead  is  readily  procured  by  precipitating  a  solution  of 
•eetate  of  lead  with  one  of  tartaric  acid  previously  neutralized,  or  nearly 
so,  inth  ammonia.  The  precipitate  may  be  separated  and  washed  with 
water  by  decantation,  or  it  may  be  collected  on  a  cotton  cloth  filter, 
washed  with  water,  squeezed  by  hand  or  with  a  press,  and  finally  dried 
in  an  oven. 

Fourth  Series. 

Pnre  lead  is  frequently  required  in  the  assay  of  ^Id  or  silver,  and  is 
obtained  by  calcining  pure  nitrate  of  lead  in  a  crucible,  and  then  Rising 
the  residual  oxide  with  charcoal,  or,  still  better,  with  cyanide  of  potas- 
sium, when  a  button  of  the. pure  metal  is  obtained. 

Fi/a  Series, 

Lead  is  deposited  from  a  solution  of  acetate  of  lead  in  a  very  beauti- 
ftil  crystalline  metallic  state,  by  placing  in  the  solution  a  bar  or  rod  of 
sine.  The  first  effect  of  the  latter  is  to  take  away  a  portion  of  the  acid 
and  oxygen  from  the  acetate  of  lead,  and  when  a  portion  of  the  lead  is 
defXMiteaon  the  zinc,  the  electro-chemical  deposit  proceeds  slowly  by  the 
action  of  the  voltaic  couple,  and  whilst  the  oxygen  and  acid  pass  to  the 
sine  which  is  dissolved,  the  lead  assumes  the  solid  state,  and  clincs  to 
the  remains  of  the  rod  of  zinc,  producing  a  pretty  ornament,  called  the 
lead  or  Saturn's  Tree.  An  engraver's  glass  globe  is  well  adapted  to 
show  off  this  very  brilliant  and  pretty  deposit  of  lead. 

Sixth  Series. 

On  the  small  scale,  the  reduction  of  litharge  or  red  lead  to  the  me- 
tallic state  may  be  shown  by  mixing  the  latter  with  powdered  coke  or 
charcoal,  and  placing  it  in  the  bowl  of  a  tobacco-pipe,  usino;  the  stem  as 
the  handle.  On  the  application  of  a  dull  red  heat,  the  cnarcoal  com- 
bines with  the  oxjgen  of  the  litharge,  and  escapes  as  carbonic  acid,  and 
the  lead  gradually  collects  at  the  bottom  of  the  tx>wl,  and  may  be  poured 
off  into  a  mould  or  on  damp  sand.  Lollypops  suspected  to  contain  lead 
as  the  colouring  pigment,  may  be  treated  in  a  similar  manner,  and 
although  it  takes  a  longer  time  to  bum  off  the  excess  of  carbon,  the 
lead  finally  becomes  apparent,  either  in  minute  globules  diffused  through 
the  mass  of  charcoal,  or  collected  in  a  larger  quantity  at  the  bottom  of 
the  bowl. 

Seventh  Series. 

Lead  unites  with  oxygen  in  various  proportions,  but  the  chief  oxides 
are  the 

Suboxide  of  lead      ....    Pb/) 

Oxide  of  lead PbO 

Binoxide  of  lead      ....    PbO, 


254  LEAD. 

The  saboxide  (Pb,0)  is  obtamed  by  heating  oxalate  of  lead  in  «  greeft 
glass  test  tube,  placed  in  an  iron  ladle  containing  melted  lead  (a  lead  bath), 
until  the  whole  of  the  carbonic  acid  and  carbonic  oxide  gases  are  siTen 
off.  The  lead  bath  should  be  maintained  at  a  temperature  just  vamaieat 
to  keep  it  from  solidifying.  Oxide  of  lead  (PbO)  in  the  fused  atata^ 
under  the  name  of  litharae,  is  prepared  in  the  manner  already  described, 
during  the  cupellation  of  lead  for  silver  on  the  large  scale.  Oxide  of 
lead  iiniich  has  not  been  fused  or  heated,  or  only  moderately  so,  presents 
a  lemon  or  orange  yellow  colour,  and  is  called  matsicot.  At  a  ni^h  red 
heat  the  latter  fuses,  and  if  of  a  red  colour  from  the  presence  of  nuniuin 
or  red  lead,  is  called  litharge  of  gold  ;  but  if  paler,  is  termed  litharge  of 
sUver.  The  presence  of  sulonuret  of  antimony  in  minute  propcntiaDS 
imparts  a  darx  hue  to  the  litharge. 

The  binoxide  of  lead  (PbO,)  may  be  prepared  by  digesting  minhm 
with  strong  nitric  acid.  The  acid  and  oxide  must  be  constant^  stirred, 
and  after  a  few  days  a  dark  brown  powder  is  formed,  from  which  the 
add  solution  of  lead  must  be  poured,  and  the  whole  well  washed  with 
an  abundance  of  boiling  water,  and  the  residual  binoxide  carefollj 
dried  in  a  water  bath.  The  operation  is  quickened  by  boiling  the 
nitric  acid. 

Common  minium  or  red  lead  is  prepared  by  exposing  oxide  of  lead  to 
the  action  of  a  current  of  air  heated  to  a  temperature  between  570* 
Fah.  and  580°.  The  finest  and  most  brilliant  minium  is  prepared  by 
exposing  carbonate  of  lead  to  the  action  of  a  current  of  air  heated  to 
about  600°  Fah. 

Eighth  Series. 

Chlorine,  iodine,  bromine,  and  fluorine  imite  with  lead.  The  chloride 
(PbCl)  is  prepared  by  precipitating  a  strong  solution  of  acetate  of  lead 
with  hydrochloric  acid  or  a  solution  of  common  salt ;  on  boilW  the  solu- 
tion the  precipitate  disappears,  as  1  part  of  chloride  of  leaa  dissolves 
in  135  parts  of  cold  and  33  of  boiling  water ;  therefore,  when  cold,  the 
chloride  of  lead  again  deposits  in  beautiful  crystals,  and  is  called  the 
"  silver  shower,** 

**  The  golden  shower,**  so  called,  is  prepared  by  precipitating  a  solu- 
tion of  acetate  of  lead  with  one  of  iodide  of  potsissium ;  on  boiling  the 
mixed  solution  the  iodide  is  redissolved,  but  again  precipitates  in 
pretty  shining  yellow  scales,  as  the  flask  containing  the  solution  ia  per- 
mitted to  cool.    The  yellow  precipitate  is  the  iodicte  of  lead  (Pbl). 

The  bromide  of  lead  (PbBr)  is  prepared  bjr  adding  a  soluble  bromide 
to  a  solution  of  lead,  and  resembles  the  chloride  in  its  colour  and  pro- 
perties. Amonffst  the  various  pigments  obtained  from  lead  there  is  a 
yellow  colour  called  Paris,  Minera^  Turner,  or  Cassel  yellow,  whidi  is 
an  oxychloride  of  lead  of  a  variable  composition,  according  to  the 
manner  of  its  preparation.  When  a  solution  of  chloride  of  lead  is  de- 
composed with  lime  water  the  oxychloride  is  obtained,  and  being  dried 
and  calcined  affords  the  yellow  colour.  If  prepared  bv  boiling  with 
water  four  ounces  of  litharge  and  one  of  common  salt,  the  oxy  ' 
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obtained  is  white,  bat  assumes  a  yellow  colour  after  calcination,  and  its 
composition  is  represented  by  the  next  formula,  PbCl,3PbO,E[0. 

EiQoride  of  lead  (PbF^  ib  obtained  by  adding  hydrofluoric  acid  to  a 
solntion  of  nitrate  of  leaa,  when  it  precipitates  as  a  white  powder,  which 
is  almost  insoluble  in  water. 

Ninth  Series. 

Cemse,  white  lead,  or  carbonate  of  lead  (PbO,CO^),  is  prepared  in 
enormous  quantities  for  white  paint.  By  precipitating  a  solution  of 
lead  with  carbonic  acid  or  any  alkaline  carbonate,  a  carbonate  of 
lead  is  obtained  which  appears  to  have  a  semi-crystaJlme  form,  and  is 
not  sufficiently  dense  and  opaque,  or  has  not  sufficient  body  to  cover  the 
work  when  used  as  paint,  consequently  the  ceruse  prepared  by  the  old 
Dutch  methods  is  generally  preferred.  This  process  was  introduced 
into  England  in  1730,  and  is  conducted  with  lead  which  is  cast  into 
plates,  bars,  or  grates,  and  arranged  in  conical  earthen  pots  containing 
about  a  gill  of  acetic  acid,  and  placed  in  stacks  surrounded  with  dung, 
or,  better  stiU,  with  spent  bark.  The  stack,  contained  within  an  oblong 
brick  chamber,  is  built  up  of  alternate  layers  of  dung  or  tan,  the  pots 
containing  the  lead  and  acetic  acid,  boards,  more  dung  or  tan,  and  so  on 
till  the  stftck  cpntains  about  twelve  thousand  pots,  and  from  flfty  to 
sixty  tons  of  lead.  The  tan  or  dung  gradually  lerments,  and  attains  a 
temf>erature  of  about  140°  or  150°  rah.  in  the  central  part  of  the  stack, 
and  in  the  course  of  four  or  six  weeks  the  lead  increases  in  bulk,  and 
although  retaining  its  form,  is  now  converted  into  a  dense  basic  car- 
bonate of  lead,  naving  the  formula  of  2,  sometimes  3  (PbO,COy) 
PbO,HO.  The  affinity  of  lead,  or  rather,  oxide  of  lead,  for  carbomc 
acid,  is  very  remarkable,  and  may  be  observed  sometimes  on  the  ex- 
terior of  leaden  water  pipes  wliich  pass  near  drains  evolving  carbonic 
add  and  other  gases.  Even  near  the  ventilating  door  of  a  roof  of  any 
public  buildmg  covered  with  lead,  when  the  foiu  air  escapes  and  im- 
ping on  the  metal,  the  same  change  is  observed,  and  wnen  it  once 
oegins,  the  attacking  carbomc  acid  cuts  like  a  cancer  into  the  very  body 
of  the  lead.  Sometimes  white  lead  is  adulterated  with  sulphate  of 
barrta,  called  Venice  white,  but  a  very  simple  analysis  will  detect  the 
sophistication. 

Tenth  Series, 

Other  valuable  pigments  arc  obtained  by  the  combination  of  chromic 
acid  with  oxide  of  lead,  which  may  be  either  yellow  in  the  state  of 
neutral  chromate  of  lead  (PbO,CrOj),  or  a  bieautiful  red,  as  bibasic 
chromate  of  lead,  2  PbO,CrO..  The  former  is  prepared  by  precipitating 
«  diUite  solution  of  acetate  of  lead  with  one  of  chromate  ot  potash,  and 
the  addition  of  sulphate  of  lime  to  the  commercial  chromate  is  said  to 
improve  the  colour.  The  red  dichromate  is  formed  by  digesting  the 
jdlow  chromate  of  lead  in  caustic  potash,  or  still  better  by  Liebig  and 
Wohler's  process,  in  which  the  neutral  chromate  is  added  to  melted 
nitre,  and  when  the  red  chrome  has  subsided  the  melted  nitre  above  it 
18  poured  off  and  the  remaining  mass  quickly  washed  with  water. 
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Eleventh  Series, 

All  pigments  containing  lead  must  be  preserved  from  contact  with 
snlpbnretted  hydrogen  gas ;  white  lead  especially  is  peculiarly  sensittre 
to  the  presence  of  tnat  gas,  and  hence  the  use  of  tan  is  preferred  to 
that  of  dung  in  making  white  lead,  because  of  the  sulphuretted  hydrogen 
sometimes  emitted  from  manure  in  a  state  of  fermentation.  In  the 
neighbourhood  of  large  gas  works  the  paint  of  the  houses  is  sometimes 
strangely  affected  from  the  same  cause,  and  the  author  has  seen  a 
whole  row  of  houses  rejoicing  in  fresh  paint  and  cleanly  cheerfulness, 
changed  in  the  course  of  a  few  days  to  a  most  dismal  and  funereal 
aspect  by  the  sulphuretted  hydrogen  escaping  from  gas  purifiers^  widdk 
have  been  carelessly  emptied  and  their  contents  allowed  to  remun  ex- 
posed to  the  air. 

Sulphide  of  lead  (PbS)  occurs  plentifully  in  nature  as  an  important 
mineral,  which  has  been  already  spoken  of  by  the  name  offoletia.    It  is 

prepared  artificially  by  nidt- 

i^— u- — .^^.-i^-^..^^- — ^     mg  sulphur  with  leacC  or  by 

■^  ^     precipitating   a    solution  of 

acetate  of  ^ad  witli  sulphu* 
retted  hydrogen  gas,  when 
the  sulphide  nresents  a  hbufk 
colour,  or  a  aeep  brown  if  a 
solution  of  sulnhide  of  am- 
monium is  employed ;  and  a 
very  marked  result  is  obtained 
by  writing  on  a  sheet  of  p^per 
the  words  sulphide  of  lead 
with  a  solution  of  acetate  of 
lead  mixed  with  some  gly- 
cerine to  keep  it  damp ;  and 
if  a  little  sulphide  of  ammo- 
nium is  poured  into  a  wide- 
mouthed  stoppered  bottle  and 
shaken,  so  as  to  diffuse  the 
vapour  through  it,  on  remov- 
ing the  stopper  and  i^plyiiig 
the  bottle  to  the  letters,  they 
ng.  168.  liiTitlbio  Letter,  written  with,  iolution  hecomc  visible  immediately, 
of  laid  becoming  visible  br  holdioff  to  them  a  bottle  and  change  tO  a  deep  DTOWn 
containing  ft  few  dzope  of  polphide  of  ammonium  colour  ih^  XpaA  beimr  nrefli. 
weU  shaken  In  It  to  diAise  the  vaponr  through  the  ./ ,  J  l^ie  leaa  oemg  piea- 
air  contained  therein.  pitated  as  the  sulphide. 

The  presence  of  aulphnr 
in  albumen  is  easily  shown  by  dissolving  some  white  of  egg  in 
a  solution  of  caustic  potash,  and  adding  one  of  acetate  of  lead,  as 
long  as  the  precipitate  formed  is  redissolve^.  On  boiling  the  solution  it 
instantly  becomes  black  by  the  separation  of  sulphuret  of  lead,  whidi 
proves  in  a  satisfactory  manner  the  presence  of  free  sulphur. 


Sulphide  of  I 

LEAD 
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:  As  bair  is  allied  to  albamen  in'  oomposiiioa,  and  likewise  containvi 
free  sulphur,  leaden  combs  are  frequently  used  to  darken  it,  and  a  hair- 
dye  coni)>osed  of  litharge  and  cream  of  lime  has  been  recommended 
m  changing  red  hair  to  a  blackish  hue. 

Ttoel/Hh  Seriei. 

The  tests  for  lead  are  well  marked  in  the  results  they  produce/ 

A  solution  of  sulphuretted  hydrogen  precipitates  lead  from  its  solution 
as  a  black  sulphide,  when  free  from  excess  of  acid ;  if  the  latter  pre- 
ponderates, it  must  be  neutralized  by  ammonia  or  carbonate  of  soda  before 
using  the  test. 

A  solution  of  sulphide  of  ammonium  affords  a  deq)  brown-coloured 
precipitate  in  solutions  of  lead  free  from  an  excess  of  acid. 

Potash  precipitates  the  hydrated  white  oxide  of  lead  soluble  in  ait 
excess  of  potash,  and  more  decidedly  when  the  latter  solution  is  hot  than 
cold. 

Hydrochloric  acid  or  a  solution  of  salt  precipitates  the  chloride  of  leaa 
soluble  in  boiling  water,  and  very  insoluble  in  cold. 

Iodide  of  potassium  precipitates  the  iodide  of  lead,  wliich,  if  dissolved 
in  boiCng  water,  and  allowed  to  cool,  separates  again  in  beautiful  golden 
spangles. .  The  solution  of  lead  must  be  neutral. 

Suphuric  acid  throws  down  a  white  precipitate  of  sulphate  of  lead, 
which  may  be  collected,  washed,  dried,  and  reduced  by  black  flux  to  the 
metallic  state.  Sulphate  of  lead  is  nearly  insoluble  m  water,  and  very 
sUfl^tly  so  in  dilute  sulphuric  or  nitric  acid ;  it  is  soluble  in  the  alkalies 
and'  in  tartrate  of  ammonia,  so  that  the  presence  of  certain  salts  of 
ammonia  may  interfere  with  its  precipitation. 

Chromate  of  potash  precipitates  the  beautiful  yellow  chromate  of  lead 
soliible  in  nitric  acid. 

The  formation  of  the  crystalline  deposit  of  lead  called  the  lead  tree  in 
a  'solution  of  lead  by  a  piece  of  zinc  is  very  characteristic  of  the  metal. 

Thirteenth  Seriei, 

T^ae-metal  is  composed  of  one  part  antimony  and  four  parts  lead,  with 
a  Imle  bismuth. 

Common  pewter  is  made  by  melting  together  eighty  parts  of  tin  and 
twenty  of  lead. 

Pltmbef's  solder  is  made  of  equal  parts  of  lead  and  tin.  Three  equiva- 
lents of  tin  and  one  of  lead  make  the  most  fusible  alloy. 

Tea-leady  or  the  metal  used  by  the  Chinese  for  the  liiiing  of  the  tea- 
chests,  consists  of  nine  parts  of  lead  with  one  of  tin. 

Shoi-Uad  appears  to  owe  its  property  of  taking  the  spherical  form  when 
melted  ^id  poured  through  a  colanaer  placed  on  an  upper  floor  of  a 
lofty  tower  to  the  presence  of  a  certain  quantity  of  arsemc,  amountiug 
ta  -^ths  to  Aths  per  cent.  The  addition  of  too  much  arsenic  causes 
the  shots  to  DO  like  a  double  convex  figure,  or  to  be  pear-shaped  when 
too  small  a  dose  of  arsenic  is  added  to  the  melted  lead.    The  sieve  or 
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colander  is  prepared  inside  with  the  dross  scraped  off  the  surface  of  the 
melted  lead,  seemingly  to  prevent  the  melted  lead  adhering  to,  or,  as  it 
is  termed,  toetting  the  soriace  of  the  colander,  so  that  the  lead  may  flow 
or  drop  directly  through  the  orifices.  An  ingenious  person  at  Newcastle 
constructed  a  shot  manufactory  out  of  a  deserted  coal-shaft,  and  thus 
escaped  the  cost  of  building  a  tower  like  that  we  see  near  Waterloo 
Bridge. 


Fig.  169.  Ancient  Crypt  under  Bow  Cbnrch,  showing  the  Arrtngemcnt 
of  the  Leaden  Coffins. 


Fig.  100.  The  new  Bronze  Penny  Piece. 

CHAPTER  Vn. 

COPPEB.      Y 


Al^JaElsatlior,  describing  this  metal,  says,  '*  JSs,  or  copper  (which  was 
fm^fAA  from  the  Isle  of  Cyprus,  where  it  was  first  gotten  in  great 
glnl^y  u  «  metallick  body,  participating  of  a  fuscous  or  darkish  red- 
SMNb  Ming  ignible  and  fusible,  and  is  as  the  mean  betwixt  gold  and 
iMm^  and  is  generated  of  ardent  vive  (quicksilver),  impure,  not  fixt, 
4M^»  burning  red,  not  clear,  and  of  such  a  sulphur,  it  wants  fixation, 
waaSt^t  s>^  weight."  The  author's  name  is  Webster,  who  wrote  a 
^ffiltonr  of  Metals,"  and,  not  content  with  liis  own  description,  he  also 
mlilit  toat  of  Caesalpinus,  "  That  copper  doth  in  colour  imitate  gold,  for 
sifer  sedness  be  a  little  diluted,  it  htcom&A  aurichalcum  (brass),  most  like 
ttgoU;  and  that  it  imitates  silver  in  its  tractable  substance  and  slowness 
^^takn,  for  it  re<iuireth  ignition  before  it  be  melted.  But  it  differs 
from  botfr,  because  it  doth  not  bear  the  trial  of  fires  (as  they  do),  but  is 
universally  burnt ;  from  whence  it  is  noted  to  contain  much  of  combustible 
exhalation,  far  above  the  rest  of  the  metals  it  yieldeth  a  sulphurous  smell 
and  flame.  Besides  being  modified,  it  doth  most  easily  contract  a  rust, 
which  is  caUed  aerugo,  of  a  green  colour." 

Although  garnished  with  many  pedantic  words,  the  above  description 
affords  a  tolerable  account  of  the  most  prominent  qualities  belonging  to 
copper,  which  was  called  "  Venus"  by  tne  alchemist ;  not,  it  appears,  on 
account  of  any  remarkable  metallic  charm,  as  Webster  states  *'  that  it 
participates  of  a  fuscous  or  darkish  red,"  but  in  consequence  of  its  easy 
onion  with  other  metals,  and  the  change  which  ensues  in  its  nature  and 
appearance. 
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Werner  conjectured  tbat  copper  was  the  first  metal  worked  by  man, 
and  Jamieson  observes  that  *'  this  opinion  may  be  considered  as  very 
probable,  especially  when  supported  oy  the  account  which  is  given  ot 
some  of  the  native  tribes  of  tne  north-western  parts  of  America,  who^ 
though  little  civilized,  have  applied  to  domestic  purposes  the  native 
copper  with  which  their  country  abounds.  It  is  also  known  that  at  a 
very  early  period,  domestic  utensils  and  instruments  of  war  were  made 
of  a  compound  of  this  metal  and  tin ;  even  during  the  Trojan  war,  as  we 
learn  from  Homer,  the  combatants  had  no  other  armour  but  what  was 
made  of  bronze,  which  is  a  mixture  of  copper,  tin,  and  zinc.  Macrobius, 
who  wrote  in  the  fourth  century,  informs  us  tbat  when  the  Etruscans  in- 
tended building  a  new  city,  they  marked  out  its  limits  with  a  coulter  of 
brass,  and  that  priests  of  the  Sabines  were  in  the  habit  of  cutting  their 
hair  with  a  knife  of  the  same  metal.*  The  Greek  and  Roman  sculptors 
executed  fine  works  of  art  in  porphyry,  granite,  and  other  hard  minerab 
by  means  of  their  copper  instruments.  The  great  hardness  of  the  ancient 
copper  instruments  mduced  historians  to  believe  that  the  ancients  pos- 
sessed aparticular  secret  for  tempering  copper,  and  converting  it  mto 
steel,  tiiere  is  no  doubt  the  axes  and  other  ancient  tools  were  almost 
as  sharp  as  steel  instnimcnts,  but  it  was  by  a  mixture  with  tin,  and  not 
by  any  tempering,  that  they  acquired  their  extreme  hardness.  Axes  and 
other  instruments  of  copper  have  been  discovered  in  the  tombs  of  the 
ancient  Peruvians,  and  also  in  those  of  the  early  inliabitants  of  Mexico. 
These  were  so  hard,  that  the  sculptors  of  these  countries  executed  large 
works  in  the  hardest  greenstone  and  basaltic  porphyry ;  their  jewellers 
cut  and  pierced  the  emerald  and  other  precious  stones  by  using  at  |  the 
same  time  a  metal  tool  and  a  siliceous  powder.  Humboldt  brought  with 
him  from  Lima  an  ancient  Peruvian  chisel,  in  which  M.  Vauquelin  found 
ninety-four  parts  of  copper  and  six  of  tin.  This  mixture  was  so  well 
forged,  that  by  the  closeness  of  the  particles  its  specific  gravity  was 
8*815,  while,  according  to  the  experiments  of  M.  Briche,  chemists  never 
obtain  this  maximum  of  density  but  by  a  mixture  of  sixteen  parts  of 
tin  with  100  parts  of  copper.  It  appears  that  the  Greeks  and  llomans 
made  use  of  both  tin  ana  iron  at  the  same  time  in  the  hardening  of 
copper.  A  Gauhsh  axe  found  in  France  by  M.  Dupont  de  Nemours, 
which  cuts  wood  like  a  steel  axe,  without  breaking  or  yielding,  contained, 
according  to  the  analysis  of  Vauquelin,  eighty-seven  of  coj)per,  three  of 
iron,  and  nine  of  tin."+ 

Europe,  Asia,  North  and  South  America,  nnd  Australia  arc  all  well 
supplied  with  deposits  of  copper  ore,  and  Eughind  specially  has  been 
remarkable  for  centuries  as  containing  in  Cornwall  numerous  copper 
mines.  It  occurs  in  this  locality  in  veins  that  traverse  granite  and 
clay-slate,  along  with  tinstone,  red  copper  ore,  common  quartz,  rock* 
crystal,  &o. 

The  ores  of  copper  are  somewhat  numerous,  and  although  they  are 

*  Macrobitv,  SatnmaUa,  lib.  ▼.  cap.  10,  p.  29.    612. 
t  Hamboklt'B  New  Spaiiu 
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not  to  be  distingaished  by  any  one  particular  external  appearance,  thej 
are  easily  recognised  by  tne  action  of  a  solution  of  ammonia  upon  tliem* 
A  little  of  the  mineral  suspected  to  contain  copper  may  be  powdered, 
heiited  on  a  bit  of  platinum  foil,  and  then  digested  with  ammonia.  The 
production  of  a  very  marked  blue  solution  serves  to  indicate  the  presence 
of  the  metal,  which  may  be  confirmed  by  the  use  of  other  tests  described  in 
the  experiments  with  copper.  Besides  the  blue  water  or  solution  oT  sul- 
phate of  copper  which  flows  from  certain  copper  mines,  Jamieson  enume- 
rates twenty  .three  species,  with  other  subspecies  of  copper  ores — viz. : — 

1    Vof.v^  ^^^r.^^  f  1^1     crystals,     filaments,    and 

1.  Native  copper ^     branches. 

2.  Copper  glance >  ^°Kr  ^''^^'''''^'    '''^°'    **''^ 

3.  Vaiiegated  copper  ore.    .    .( Copper,  '  sulphur,    iron,    and 

o  rtr  ^        OXjrgen. 

I  Containing  from  30  to  50  per 
cent,  of  iron,  12  to  36^  per 
cent,  sulphur,  and  about  30 
per  cent,  copper. 

5.  Wiite  copper  ore    .    .    .    .  j  <^PP!''.   ""^P'""'    ^"'    ""'^ 

^*^  (,     arsemc. 

f  Copper,    sulphur,   iron,    arse- 

6.  Grey  copper  ore <     nic,     antimony,    lead,    and 

(.     silver. 

C  Same  constituents  as  No.  6,  with 

7.  Black  copper  ore     .    .    .    .  <      the  accidental  addition  some- 

(,     times  of  zinc  and  mercury. 

8.  Black  oxide  of  copper .    .    .    Oxygen, copper,  and  a  little  iron.   ' 

9.  Red  copper  ore ^  Oxygen,  copper,  and  a  little 

10.  Tile  ore t     iron. 

11.  Jzure  copper j  Oxy^n.^^^pper.  carbonie  aeid. 

13.  Velvet  copper  ore   .    .    .    .jIntemediatebetweenNo8.il    • 

13.  Malachite C  Copper,  oxygen,  carbonic  acid, 

(^     and  water. 

14.  Anhydrous  carbonate  of  cop-  C  Oxygen,  copper,  a  little  iron, 

per (     carbonic  acid,  and  silica. 

C  Copper,  oxygen,  carbonic  acid, 

15.  Copper  green <     water,  silica,  and   sulphate 

(,     of  lime. 
10.  Ironshot  copper  green .     .     .    Copper, oxygen,  water,  and  silica. 

C  Copper,  oxygen,  carbonate  of 

17.  Emerald  copper  ore     .    .    .  <      lime,  silica,  or  copper,  oxy- 

(     gen,  silica,  and  water. 

18.  Muriate  of  copper,  or  ataca-  {  Copper,  oxygen,  chlorine,  and 

mite (     water. 
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19.  PhospUte  of  copper   .    .    .jCo]^.  oxygen.  «idphoq)lioric 

88.  Olive  copper  ore     .    .    .    .)     «id  water. 

83.  Cupreous  ar^^iate  of  iron   .  j  ^I^^^^ffi.  ^^11^" 

AH  these  ores,  which  contain  copper,  are  available  for  the  purpose  of 
extracting  the  metal,  but  copper  pyrites  and  grey  copper  ore  in  England, 
and  azure  copper  in  France,  are  those  usually  found  in  the  greatest 
abundance,  ana  melted  or  reduced  to  the  metallic  state. 

The  copper  veins  or  lodes  of  Cornwall  present  the  most  interesting 
geological  arrangement  of  the  mineral,  and  they  chiefly  occnr  in  the 
iillat,  or  greenisn  clay-slate,  and  sometimes  in  the  *'  ehaus,"  or  granite, 
so  that  the  Cornish  mmers  work  chiefly  in  these  rocks,  and  esp^nally 
near  the  line  of  junction  between  them.  It  has  been  already  stated  that 
the  localities  where  coal  occurs  are  usually  termed  **  coal  fields;"  these 
are  worked  by  different  proprietors,  and  are  confined  to  proper  bound- 
aries, beyond  wliich  no  coal-owner  may  trespass.  With  minerals,  whea 
the  lode  traverses  the  land  of  several  propnetors  of  ground,  it  is  usual 
to  call  the  respective  divisions  seiis,  wbicn  are  worked  at  a  fixed  rental 
or  «  per-centage  on  the  value  of  the  ore  raised,  termed  the  lord^s  dnei^ 
amounting  to  about  6^  to  7  per  cent.  A  course  is  a  term  used  to  signify 
a  barren  vein ;  but  the  word  lode  means  a  vein  rich  in  mineraL  The 
slope  of  the  vein  to  the  horizon  is  called  the  underlie^  or  hade  ilope,  and 
when  the  vein  divides  into  many  smaller  ones,  like  a  cat-o'-nine-taUs, 
they  are  called  strings;  and  if  the  vein  becomes  still  thinner,  it  is 
characteristically  termed  a  "  thread." 

There  are  many  systems  of  copper  veins  in  Cornwall — ^viz.,  the  rake 
vein,  the  pipe  vem,  the  flat  vein,  and  the  interlaced  vein,  and  all  the 
skill,  patience,  and  experience  of  the  miners  are  sometimes  demanded  ta 
recover  the  lode,  which  is  thrust  out  of  its  natural  position  by  intersections 
of  worthless  courses.  In  the  article  on  lead  tlie  derangement  of  the 
course  of  a  vein  has  been  already  depicted  (Fig.  150) ;  and  to  show 
bow  closely  the  old  miners  observed  toe  positions  of  the  veins  of  ore, 
the  following  cuts,  taken  from  Agricola's  ancient  work,  are  introduced. 
They  serve  as  ground  plans,  and  give  the  reader  a  very  fair  notion  of  the 
complicated  position  assumed  by  veins  in  the  earth,  into  which  the 
spectator  is  supposed  to  be  looking  in  a  perpendicular  direction.  When 
tne  lode  is  thrust  downwards,  it  is  not  called  a  "downthrow,"  aa 
in  coal  mining,  but  a  "  slide ;"  and  if  forced  upwards,  it  is  said  to  be 
"heaved,"  which  corresponds  with  the  ** upthrow"  of  the  collier.  The 
cavitv  containing  the  lode  is  necessarily  surrounded  by  other  rocks, 
which  are  called  the  walls,  the  top  bemg  the  hanging  wall,  or  sod,  while 
the  bottom  of  the  bed  is  the  foot  lea/T,  or  floor.    These  terms  are  welL 
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fig.  161.  A.  chief  Tein.  •.  InterMctlng  or  crotf  vein.  o.  Th«  other  put  of  b. 
remoTed  from  is  nataral  podtion  (rapta).  The  ftarther  remoy«l  and  alteration  of 
the  original  poaition  and  oontinnitj  of  the  vein  if  ihown  to  the  right  at  b  a  b. 

(Agrioola.) 

illiisirated  by  the  next  diagram  from  Ure's  **  Dictionary,"  which  is  a 
section  of  the  famous  Boroondara  and  Bnlleen  gold  mines  near  Victoria, 


Fig.  Its.   nioatiatioa  of  the  Hanging  Wall  or  Sod,  and  the  Floor  or  Foot  WaU. 


in  Australia.  Here  a  rein  of  quartz  containing  gold  fills  a  oavitT  in  the 
schist  strata,  which  dips  at  an  an^le  of  60  doprees.  The  schist  is, 
therefore,  the  walls  of  the  vein,  and  if  exoaTated  properly,  the  kanpw^ 
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icall  or  sod  A,  should  be  supported  by  the  timbers,  £,  e,  e,  upon  ihe/o(fl  wall 
B,  whereas  the  quartz  has  oeen  removed  in  the  rudest  manner,  without 
takine  these  precautions ;  it  is,  therefore,  a  most  dangerous  working, 
and  tne  hanaing  schistose  wall  at  60  degrees  maj  fall  at  anj  time  and 
annihilate  the  miners. 

In  the  next  cut  it  will  be  noticed  that  Agricola  was  desirous  of  fpnas 
a  still  better  notion  of  the  actual  appearance  and  position  of  the  nunenu 
veins  in  the  earth,  and  we  have,  in  his  rude  attempt  at  a  perspective  view 
of  the  vein  standing  in  a  supposed  section  of  the  eaith,  an  approach 
towards  those  correct  and  elaborate  models  of  Mr.  Sopwith,  wmoh  de- 
lineate so  clearly  the  actual  mechanism  of  faults,  dislocations,  cross 
courses,  veins,  and  lodes. 


Fig.  163.  A  B.  Two  veini,  both  of  which  descend  obliquely,  lo  that  one  i 

into  or  intersects  the  other,  c.  The  point  where  they  meet  Two  veins,  agmin.  of 
which  one,  marked  n,  descends  straight  into  the  earth,  and  the  other,  marksd  v» 
obliquely,  which  passes  into  or  intersects  the  otlier  at  s.    (Agricola.) 


The  veins  of  copper  ore  vary  in  thickness  from  a  few  inches  to  several 
yards  or  fathoms ;  they  mav  aip  down  to  profound  depths  beyond  the 
limits  of  mining,  and  have  oeen  known  to  extend  for  miles  within  the 
industrial  grasp  of  the  intelligent  miner.  A  loose  earthy  substance, 
containing  oxide  of  iron,  and  ofa  somewhat  crumbly  nature,  as  if  it  was 
in  a  state  of  decomposition,  called  gotsan,  or  *'  gozzan,"  is  regarded 
bv  the  Cornish  miners  as  the  avant-courier  of  a  vein  of  copper  ore.- 
dossan  usually  lies  on  the  back  of  the  vein,  and  as  it  frequently  outcrops 
or  comes  to  the  surface  of  the  earth,  the  plough  has  often  be^  the  fini 
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Fig.  164.  MoaUi  of  *  Copoer  Mine,  with  tiiuple  mode  of  r«v«ning  motion  of 
the  chain  on  the  ihvt  bj  two  overshot  wtter-wheeU.    (Agricola.) 
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instrament  which  has  disturbed  it,  and  awakened  the  alteiitiiMii  o£  the 
shrewd  miners  to  the  presence  of  copper. 

The  author,  whilst  paying  a  visit  to  Tavistock,  took  the  opportmii^ 
of  visiting  one  of  the  richest  copper  mines  in  the  countv  of  DefoOBhin^ 
called  the  **  Devon  Great  Consols,"  formerly  known  oy  the  name  of 
"  Huel  Maria ;"  ''  huel"  being  an  old  Cornish  word  signifying  a  hob. 
Here  the  visitor  has  an  opportunity  of  witnessing  the  operuions  of 
copper  mining  involving  the  use  of  water-power  on  the  enuideat  aoide. 
The  immense  size  and  power  of  the  water-wheels,  one  of  which  drains 
the  mine,  and  the  other  forces  water  over  the  hill  to  supply  the  dreasiiig- 
floor  of  the  mine,  strike  the  visitor  almost  with  awe,  as  he  watches 
their  steady  and  magnificent  rotations.  Walkinj^  up  to  the  main  ahaft 
of  the  mine,  the  traveller  has  no  difficultv  in  fincuug  the  way,  as  he  has 
onlv  to  follow  the  enormous  iron  rod  which  connects  the  water-whed 
with  the  pumping  gear.  This  iron  rod,  or  rather  a  succession  of  jointed 
rods,  is  1740  feet  long,  or  about  the  third  of  a  mile,  and  it  lifts  at 
every  stroke  a  large  quantity  of  water  to  the  adit  leveL  The  weight 
of  this'  pumning  apparatus  amounts  to  500  tons.  These  water- 
wheels  are  placed  in  a  most  romantic  and  beautiful  country,  and  are 
situated  on  the  banks  of  the  river  Tamar,  near  Tavistock.  A  steamer 
will  take  the  tourist  from  Devonport  to  Calstock,  and  the  route  thenoe 
to  the  "Huel  Maria"  copper  mine  passes  through  a  most  interestiBg 
country,  where  the  water-wheels  may  be  numbered  almost  by  hundreds. 

The  tools  used  by  miners  have  already  been  alluded  to,  but  when  the 
rock  is  too  hard  to  be  penetrated  by  ordinary  manual  labour,  guxipowder 
is  employed.  Formerly  a  hole  was  drilled  m  the  rock,  then  dried  out 
with  tow,  the  charge  of  gunpowder  bein?  inserted,  clay  was  stamped 
in,  and  it  was  finally  connected  with  the  surface  by  a  rush  (firam 
which  the  pith  had  been  removed)  filled  with  gunpowder,  Uie  rush, 
or  train,  being  inserted  into  the  hole  left  after  tne  naU  (a  small 
taper  rod  of  copper,  tamped  and  crammed  round  with  da^,  or  any 
soft  species  of  rock)  had  been  removed.  A  paper  qmok-matcfay 
or  "  swift,"  adjusted  to  bum  a  certain  time,  is  fixed  on  the  top  of 
the  rush  filled  with  gunpowder,  so  as  to  ^ve  the  men  sufficient  time 
to  get  out  of  danger ;  but,  as  may  be  easily  conceived,  accidents  fre- 
quently arose  from  the  careless  adjustment  of  the  "swift,"  whidi  either 
burnt  too  quickly,  or,  hanging  fire,  from  dampness,  the  miners  would 
approach  to  ascertain  the  cause  of  the  apparent  failure,  when  the  mine 
probably  exploded,  and  projecting  the  pieces  of  rock  outwards  with 
the  force  of  a  cannon,  killed  and  wounded  many  men.  Hie  dan- 
ger of  blasting  is  now  greatly  reduced  by  the  use  of  the  improved 
tampina  bar  faced  with  bronze  or  hard  copper,  and  the  employnueiit  of 
''  Bickford's  fuse,"  which  consists  of  a  pyrotechnic  mixture  endoaed 
within  a  tube  of  hemp  well  protected  from  damp  by  a  resinous  coating. 
This  fuse  is  so  impervious  to  moisture,  that  it  can  be  connected  with  a 
bladder  containing  gunpowder,  and,  being  set  on  fire,  the  bladder  may 
be  drawn  under  the  water.  The  composition  inside  the  Bickford's  fuse 
continues  to  bum  until  the  fire  reaches  the  powder,  whea  tha  \ 
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ezploBum  takes  pdaoe.  The  ignition  of  iron  or  plaUnom  wire  by  the 
Toltaic  current  has  also  been  most  successfully  applied  as  a  means  of 
fixing  the  gunpowder ;  and  the  latter  method  has  one  great  advantace, 
becMise  it  enables  the  miner  to  ignite  a  number  of  mines  at  one  and  tne 
aame  owment  instead  of  firing  tnem  in  succession,  and  probably  weak- 
euioff  the  effect  of  the  second  or  third'  shot  by  the  explosion  of  the 
'first  haTing  shaken  or  cracked  the  surrounding  rock.  It  ia  also  stated 
tliat  the  saying  of  time  is  veiy  great,  and  that  as  much  blasting  ma][^  be 
performed  by  voltaic  u;nition  in  three  months  as  would  have  required 
twelve  bv  the  old  method  with  the  rush  train.  The  trouble,  however, 
of  attending  to  the  voltaic  battery,  and  the  remarkable  cheapness  of 
Biddord's  fuse,  liave  caused  the  latter  to  be  preferred  by  the  practical 


The  introduction  of  gunpowder  in  the  year  1615  completely  revo- 
lotionized  the  art  of  mining,  as  it  had  done  previously  with  the  art  of 
war ;  and  soldiers  bravely  resisting  the  enemv,  as  at  Inkermann,  have 
been  compared  to  solid  walls  and  hard  rocks  which  even  gunpowder  can 
move  but  slowly.  The  effect  of  gunpowder  in  blasting  appears  to  be 
greatly  increased  by  leaving  a  space  of  air  above  it ;  ana  this  result  was 
Tery  apparent  to  the  author  in  devising  an  experiment  to  show  the  mode 
of  firing  infernal  machines  beneath  ships,  as  practised  by  the  Russians 
before  Cronstadt.  When  a  certain  number  of  grains  of  gunpowder  were 
fired  in  a  small  close  bladder-case  under  a  model  of  a  ship,  no  effect  was 
produced,  whilst  the  same  number  of  grains  of  gunpowder  enclosed 
with  a  large  quantity  of  air,  and  fired,  blew  the  model  ship  from  the 
surface  of  the  water  with  great  force  and  power. 

Fatigued  by  previous  exertion,  the  antnor  was  not  disposed  to  en- 
counter the  hard  labour  of  ascending  and  descending  the  tedious  ladders 
of  the  main  shaft  of  the  copper  mine.  Indeed,  the  descent  of  mines  in 
Cornwall  astonishes  the  stranger,  who  is*  surprised  to  notios  the  absence 
of  those  mechanical  appliances  of  the  rope  and  corve  worked  by  the 
steam-engine,  which  render  the  descent  ana  ascent  of  coal  shafts  in  the 
neighbourhood  of  Newcastle  and  Durham  so  easy.  The  waste  of  the 
strength  and  time  of  the  miner  must  be  enormous.  But  there  is 
another  reason  why  the  old  climbing  method  should  be  abandoned,  viz., 
its  frightful  effect  on  the  health  of  the  miner,  who,  after  the  fatigue  of 
his  work,  conducted  frequently  in  an  atmosphere  which  produces  the 
most  distressing  pulmonary  complaints,  is  obliged  to  pull  himself  and 
mining  tools  upwards  through  a  depth  of  twelve  or  even  eighteen  hun- 
dred leet ;  or,  as  has  been  (^culated,  the  miner  must  perform  an  amount 
of  work  equal  to  lifting  fifty  tons  one  foot  high  in  order  to  reach  the 
surface  of  the  earth.  It  has  bc^n  estimat^l  that  many  miners  have 
thus  to  make  an  exertion  every  niahi  equal  to  climbing  to  the  summit  of 
Cader  Idris,  and  this  in  a  shaft  frequently  used  for  the  purpose  of  an 
air  sewer  to  remove  the  fo|d  air  from  the  depths  of  the  mine. 

Stimulated  by  the  offer  of  the  Mgh  premium  of  500/.  from  the  Royal 
Gomwali  Polytechnic  Society,  the  Tresavean  and  United  Mines  were 
the  first  to  adopt  a  "man  machine/'  which  consists  of  a  long  and  con* 
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tiniiotis  wooden  beam,  or  iron  rod,  descending  throogh  the  wbole  lcii|^ 
of  the  shaft.    This  long  rod  is  connected  with  a  working  beam,  whnh 


Fiff.  166.  *'  The  Man  Lifter,"  showing  the  fixed  stages,  or  shelvea,  a,  ▲,  a,  and  the 
moving  ones,  b,  b,  b,  attached  to  the  rod,  o,  which  is  worked  by  the  arm  counter- 
poised bT  X.  The  pull  is  given  at  f.  The  man  lifter  is  adopted  «t  the  Tresavean 
mine,  which  is  360  fathoms  deep,  and  formerly  occupied  the  miners  one  hoar  ind 
a  quarter  to  ascend  by  ladders  placed  nearly  perpenoicolar. 

communicates  to  it  a  stroke  or  movement  of  twelve  feet.  The  beam 
is  worked  hj  steam-  or  water-power,  and  attached  to  the  long  rod,  at  the 
intervals  of  the  length  of  the  stroke — viz.,  twelve  feet — are  placed 
shelves  sufficiently  large  to  carry  two  men.  The  mere  act  of  moving 
the  rod,  with  the  shelves  attached,  up  and  down,  would  of  course  be 
useless ;  but  at  the  same  intervals,  and  attached  to  the  side  of  the  shafts 
are  other  Jixed  shelves ;  consequently,  the  miner  has  only  to  step  from 
the  latter  to  the  moving  ones  to  be  lifted  twelve  feet  each  time,  and  to 
be  gradually  and  safely  transported  to  the  surface.  Where  this  inven- 
tion is  useJ,  it  is  stated  that  the  health  of  the  miner  is  greatfy  bene- 
fited, and  that  heart  disease,  induced  by  the  strain  of  climbing  the 
almost  endless  ladder,  is  no  longer  prevalent  amongst  them.  The  mor- 
tality amount  the  hardworking  miners  would  be  greatly  decreased  if 
the  use  of  these  man  machines  were  insisted  on,  with  proper  endoeed 
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]i¥atone8  for  washing,  bo  that  the  miners,  after  sustaining  the  dose 
Inat  of  the  deep  mines,  which  usually  stands  at  something  like  80^  Fah., 
should  not  be  exposed  to  the  cutting  winds  that  assail  him  at  the  sur- 
iacfe  of  the  mine  during  the  cold  months  of  the  year.  Thus,  in  Red- 
ruth, which  abounds  in  copper  mines,  it  is  stated  that  in  every  100,000 
of  the  population  220  males  die  of  pulmonary  disease  more  than  females. 
This  is  not  so  bad  as  the  lead-mining  districts,  where  the  excess  is  320 
^l  every  100,000,  and  the  death  rate  of  the  men  is  double  that  of  the 
women.  In  the  tin  mining  districts  of  Penzance  the  superior  waste  of 
nale  over  female  life  in  the  mining  population  of  all  ages  is  10^. 

From  the  mouth  of  the  shaft  the  visitor  proceeds  to  that  part  of  the 
works  where  the  ore  is  '*  cleaned"  or  "  dressed,"  and  it  may  be  observed 
that  the  miners  below  take  care  to  select  the  proper  ore  to  send  to  the 
surface,  and  use  the  rubbish  to  fill  up  holes  or  any  vacant  spaces  in 
the  mines ;  if  obliged  to  send  up  the  "  deads,"  it  is  kept  separate  from 
the  ore.  The  large  stones  containing  the  copper  ore  are  broken  by 
men  and  then  arranged  in  three  divisions — ^viz.,  **  the  deads  or  attle," 
"the  pure  ore,"  and  "the  best  ore;"  this  latter  is  frequently  broken 
again  into  smaller  pieces,  or  "  cobbed,"  by  females,  who,  reclining  on 
shelves  or  floors  placed  a  few  feet  above  the  ground,  and  under  a  rude 
cover  or  roof,  select  the  best  portions  of  the  ore  and  occasionally  re- 
lieve their  labours  with  low,  soft,  and  melodious  choruses  which  sur- 
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prise  the  stranger,  who  looks  with  pitying  eyes  on  these  poor  ^ 
doinff  such  longh  work  and  so  exposed  to  all  the  ohmm  of  the 
w^^er.  It  is  unnecessary  to  add,  that  "consumption''  here  it 
scarcely  less  fatal  with  these  young  women  than  with  the  nndeixrodid 
workmen. 

The  sorting  and  division  of  the  broken  ore  is  of  course  eondaetod 
with  great  care  and  discretion,  and  it  ia  now  conveyed  either  to  tlie 
stampers  or  crushing  mill,  already  described  in  the  chmter  on  lead, 
and  then  **  riddled,"  or  passed  through  a  sieve  having  mesnes  of  oeitiui 
dimensions.  The  first-lass  copper  ore  is  passed  through  a  oovae 
riddle,  the  "poor  ore"  through  one  having  fine&  meshes.  TO  sepanle 
the  earthy  from  the  minend  particles,  a  process  called  "jif^g^* 


Fig.  107.  The  Jig^g  Machine. 

is  used,  by  which  the  powdered  aud  riddled  mineral  is  placed  in  a 
sieve  formerly  worked  by  hand,  but  now  by  steam-power.  The  sieve 
receives  a  constant  motion  in  a  cistern  of  water,  and  the  principle  of 
specific  gravity  determines  the  separation  of  the  heavy  from  the  lights 
earthy,  and  worthless  particles.  If  a  number  of  marbles  and  leukn 
bullets  arc  placed  in  a  sieve  separately  by  hand,  so  that  the  two  are 
thoroughly  mixed,  they  may  be  again  separated  into  two  lasers,  the 
lead  being  at  the  bottom  aud  the  marbles  at  the  top,  by  giving  the 
sieve  a  constant  succession  of  half  turns  or  rotations  with  an  upwaid 
jerk,  and  if  this  is  done  under  water  with  smaller  particles,  like  the 
"  riddled"  ore,  the  rich  mineral  sinks  to  the  bottom  of  tjie  sieve,  wkOst 
the  earthy  matter  is  found  at  the  top,  the  intermediate  position  beiBg 
filled  by  the  ore,  having  more  or  less  siliceous  matter  adhering  to  it. 
The  fine  particles  whicn  pass  through  the  meshes  of  the  sieve  si^ 
partly  to  tne  bottom  of  the  cistern,  and  are  partly  carried  off  by  the 
water  to  other  contrivances,  where  the  greatest  ingenuity  is  displayed  in . 
arresting  the  passage  of  the  fine  grains  of  ore,  so  that  Lttle  or  mxab  is 
wasted,  and  the  earthy  matter  only  washed   away.     By  cnudien^ 
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**  jig^ien,''  orlinden  armed  with  spikes  or  paddles,  riddles,  and  buddies, 
the  ore  is  ooilected  and  prepared  lor  sale,  and  bein^  arran^i^  in  heaps 
or  "piles,"  bearing  a  ticket  or  label,  having  the  weight  of  the  heap  in- 
aeribed  thereon,  samples  are  removed  by  mtending  purchasers  tor  a^ 
preliminary  "  assay."  The  sale,  or  ticketing,  is  conducted  in  silence ;  each' 
person  proposing  to  buy  deposits  a  piece  of  paper  with  his  price  and 
name  in  a  glass  goblet,  and  the  auctioneer,  called  the  clerk  of  the 
ticketings,  afterwards  removes  and  opens  the  papers,  and  finally  ad- 
jndses  3ie  ore  to  the  highest  bidder. 

Mr.  Oxland,  the  learned  consulting  chemist  of  Plymouth,  in  the 
Tslnable  work  entitled,  "  The  Useful  Metals  and  their  'Alloys/'  makes 
the  following  remarks  on  the  sale  of  copper  ores,  so  far  as  it  affects 
the  prosperity  of  the  Ck)mish  miner,  which,  taken  in  conjunction  with  the 
statements  made  by  a  gentleman  in  the  "Chemical  News"  of  July  21st, 
1860,  appears  to  show  that  "  monopoly"  of  any  kind  is  opposed  to 
progress  and  improvement,  and  tends  to  unequal  dealing  on  one  side,  the 
poor  or  labour  siae,  of  course,  being  the  loser.  Mr.  Oxland  remarks, 
*'  l%at  the  system  of  submitting  ores  for  sale  by  tender  seems  eoui- 
table,  and  calculated  to  give  the  miner  the  real  value  of  his  ores ;  out 
the  competition  is  limited  to  too  small  a  number  comnletely  to  ensure 
this  desideratum.  The  smelting  of  the  ores  is  performed  by  about 
twelve  firais ;  but  the  control  of  the  trade,  the  regulation  of  prices 
and  wages,  and  the  prosperity  of  the  miner  generally,  are  in  the 
hands  of  three  firms,  who  collectively  purchase  more  than  a  half  of  the 
total  quantity  of  ores  sold  in  Cornwall  and  Wales;  while  the  pur- 
•chases  of  six  of  the  remaining  nine  firms  do  not  amount  to  more 
than  one  of  the  larger  ones.  In  consequence  of  this  concentration  of 
the  trade  in  the  hands  of  three  private  firms,  the  competition  system, 
so  far  from  affording  the  miner  the  value  of  his  ores,  is  altogether 
illusory,  .  .  .  The  baneful  effects  of  a  system  which  places  such  un- 
limited power  in  their  hands,  is  only  too  apparent  in  the  paucity  of  in- 
Tentions  emanating  from  the  smelting  interests." 

In  consequence  of  the  comparative  scarcity  of  coal  in  Cornwall 
and  Devon,  the  copper  ores  are  not  smelted  in  these  counties,  but  are 
taken  to  the  coal  fields  of  South  Wales — viz.,  to  Swansea  and  its  imme* 
diate  neighbourhood.  Here  the  effect  of  the  **  copper  smoke,"  as  it  is 
called,  on  plants,  shrubs,  and  vegetable  life  in  general,  is  very  marked, 
and  yet  it  is  asserted  that  the  enecf  on  human  life  is  not  so  great  as 
might  be  expected.  Leaving  this  question  for  the  ultimate  decision  of 
those  stem  truth-tellers,  the  laborious  and  careful  collectors  of  sta- 
tistics, it  is  certain  that  large  quantities  of  sulphur  are  annually 
wasted  and  carried  off  by  the  chimneys  of  the  Swansea  smelting  worlu 
in  the  invisible  form  of  sulphurous  and  sulphuric  acids.  The  quantity  of 
a^phnr  thus  wasted  is  calculated  to  be  equal  to  50,000  tons  weight  per 
annum. 

!nie  per-centage  of  metallic  copper  in  the  ore  when  sold  for  smelting 
-varies  considerably,  and  a  most  elaborate  "  fire  torture"  is  required  to 
Bberite  the  copper  in  a  state  of  commercial  purity.    The  fomaoea  em* 


272  tCX)PPB&. 

ployed  Ate  modifications  of  the  "reyerberatorj  furnace,'^  aAd  bj  tbcf 
proper  application  of  heat,  air,  and  flaxes  the  metal  is  at  last  procured, 
after  nassing  through  at  least  eiglit  operations,  which  are  increased  tc^ 
ten  when  every  stage  of  the  economical  adjustment  of  the  prooeas  is 
taken  into  consideration. 

No.  1.  Calcination,  or  roasting  by  a  rcverberatoiy  furnace  to  drive 
off  matters  volatile  by  heat — ^viz.,  sulphur,  arsenic,  zimv  and 
antimony. 

No.  2.  Melting  by  the  stronger  heat  of  a  smaller  reverberatory  furnace 
the  roasted  ore  with  a  small  quantity  of  other  unroasted  ore 
containing  a  larger  per-ccntage  of  copper,  also  some  floor 
spar  and  slag,  when  tne  "  matt,"  or  coarse  metal,  containiiig 
aoout  thirty  per  cent,  of  copper,  is  run  off  into  water  or 
granulated,  and  the  slag,  or  scoria;,  is  raked  off  into  moulds 
m  sand,  or  regularly  cast  in  iron  moulds,  and  used  forbaikl- 
ing  purposes. 

No.  3.  Calcination,  or  roasting  of  the  coarse  or  crude  metal  in  a  rev^- 
beratory  furnace  of  the  same  kind  as  that  used  in  the  flirt 
operation  for  the  puq)0se  of  driving  off  the  volatile  solphnr: 
the  heat  is  urged  to  a  point  short  of  fusing  the  meta(  and 
when  completed,  the  granules  of  copper  are  found  to  be 
reduced  in  size,  and  are  of  a  deep  black  colour,  and  they 
should  consist  of  oxide  of  copper  and  oxide  of  iron. 

No.  4.  Melting  by  a  reverberatory  furnace  the  coarse  metal  with  sul- 
phuret  of  copper  and  certain  slags,  and  asain  running  the 
"  matt"  into  water.  The  crude  metal,  called  "  white  metal," 
now  contains  from  seventy  to  seventy-five  per  cent,  of  copper, 
and  chiefly  consists  of  sulphuret  of  copper  with  about  rour 
or  eight  per  cent,  of  sulphuret  of  iron. 

No.  5.  Melting  for  "  blue  metal.  This  operation  is  nearly  identical 
in  prmciple  to  that  of  the  previous  one. 

No.  6.  Rcmelting  of  slags,  by  a  reverberatory  furnace,  from  the 
fourth,  seventh,  and  eighth  process,  for  the  purpose  of  pro* 
curing  a  "matt"  in  which  the  copper  contained  in  these 
slags  shall  be  brought  toj;ether. 

No.  7.  Roasting,  or  calcination  of  the  blue  metal  in  a  roverberatary 
furnace,  and  its  conversion  into  white  metal  similar  to  that 
obtained  from  the  fourth  operation,  and  likewise  for  Um 
expulsion  of  the  different  ingredients  which  are  prejudicial 
to  the  quality  of  the  copper. 

No.  8.  Calcining,  or  roasting  in  a  reverberatory  furnace,  from  reffulns 
to  procuro  a  very  white  metal  which  contains  about  eighty 
per  cent,  of  copper. 

No.  9.  Roasting  and  fusion  of  the  regulus  in  a  reverberatory  furnace, 
and  preparation  of  crude  copper. 

No.  10.  Preparation  of  fine  copper  by  tne  refining,  f)ollinff,  and  toughen- 
ing of  the  product  of  No.  9 ;  abo  conauctea  in  a  modified 
reverberatory  furnace.  ' 
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It  is  stated  that  there  are  at  least  500  fumaoes  at  work  night  and 
day  at  Swansea,  which  consume  nearly  500,000  tons  of  ooai  per  annum; 
and,  out  of  a  population  of  about  30,000  soub,  employ  about  4000,  who 
receiTc  nearly  4000/.  sterling  in  wages  every  week.  ]!t  is  not  surprising 
that  British  copper  should  he  the  l^t  in  the  world  with  such  facilities 
and  experience,  out  it  is  a  remarkable  fact  that  the  economy  of  the  pro- 
cess, so  far  as  the  saying  of  the  sulphur  is  concerned,  is  not  better 
attended  to ;  but  trade  secrets  leak  out,  and  the  following  remarks  by  a 
scientific  man,  sigm'ng  himself  J.  A.,  in  the  "  Chemical  l^ws,"  explams 
the  mysterious  abnegation  of  that  wealth  which  may  be  derived  from 
the  saving  of  the  sulphur  in  the  processes  of  copper  smelting. 

**  A  misunderstanding  arose  between  the  Britisn  Grovemment  and  that 
of  the  kingdom  of  the  Tw"©  Sicilies,  some  twenty  years  ago,  respecting  the 
ahipment  of  sulphur  from  the  island  of  Sicily,  as  the  latt-er  government  had 
oeded  to  a  French  company  a  grant  for  the  exclusive  shipment  of  sulphur 
from  that  island.  I  was  at  tnat  time  engaged  in  the  neighbourhood  of 
Swansea,  and  noticed  the  amount  of  damage  and  nuisance  caused  by  the 
escape  of  sulphurous  vapours  from  the  copper  works ;  it  struck  me  that 
this  might  be  avoided,  and  that  the  sulphur  might,  at  any  rate,  be  made 
available  for  the  forming  of  sulphuric  acid. 

"  An  opportunity  was  afforded  me  for  trying  some  experiments  on  a 
pretty  lai^  scale,  and  I  succeeded  in  obtainine^  sulphur  from  copper 
ore.  The  mode  by  which  I  obtained  this  was,  nowever,  not  applicable 
to  the  existing  plant  and  modus  operandi  of  the  establish^  copper 
works.  I  was  engaged  for  a  length  of  tim^  in  devising  some  modinca« 
tion  of  mj  plan  so  as  to  adapt  it  to  the  existing  order  of  things.  I  had 
opportumties  of  making  propositions  to  one  or  other  of  tne  copper 
smelters  from  time  to  time,  which  were  always  disregarded.  At  length 
I  thought  of  the  plan  of  making  a  cheap  preparation  of  iron  to  take  up 
and  retain  all  the  sulphur  in  the  slag.  ....  I  devised  an  arrangement 
of  furnaces  for  this  purpose,  so  that  the  process  of  copper  smdting  might 
be^  conducted  by  one  single  continuous  operation.  I  did  not  submit 
tills  plan  formally  to  the  copper  trade  as  a  body;  but  having  special  in- 
troduction to  one  of  them  on  another  subject,  I  incidentally  introduced 
my  ideas  on  copper  smelting  as  above.  This  gentleman  entered  into 
my  views  very  warmly,  promised  me  all  his  inaLvidual  assistance,  and 
timt  every  facdity  shoida  be  afforded  me  at  their  works  for  carrying  my 
pbn  into  operation.  This  occurred  on  my  first  interview.  I  had  a  par- 
ticular engagement  at  that  time  which  prevented  me  seeing  this  party 
again  for  two  or  three  weeks ;  at  the  end  of  which  time  I  sought  a 
second  interview,  which  I  had  great  difficulty  in  obtaining.  His  manner 
was  now  coriipletely  changed ;  he  would  dfo  nothing  to  assist  me,  and 
entered  into  a  detail  relating  to  the  copper  trade,  some  of  which  it  would 
not  be  right  to  mention  here ;  but  what  he  did  say  amounted  to  this, 
that  the  copper  trade  was  in  a  peculiar  position,  in  the  hands  of  half-a- 
dozen  very  wealthy  firms,  having  a  most  perfect  understanding  amongst 
themselves ;  that  if  any  plan  came  into  use,  this  understanding  woold  be 
broken  up,  a  stop  being  put  to  the  nuisance  from  copper  works,  and  so 

T  ' 


374  coppxB. 

great  a  saving  of  fuel  effected  that  copper  melting  mtgJd  be  earned  im  w 
almost  any  locality;  that  the  trade  would  thus  b^me  revolationixed. 

"This  conversation  took  place  in  1848,  the  year  in  which  revolutions 
were  so  much  in  fashion. 

"Finding  that  the  'copper  trade'  was  so  decidedljr  hostile  to  anj 
innovation,  I  abandoned  tnis  long-cherished  project  in  despair,  as  I 
thought  it  in  vdn  to  submit  it  to  anv  parties  ignorant  of  the  mysteries 
of  copper  smelting,  since  to  any  sucn,  my  scheme  must  have  appeared 
altogetner  visionary." 

It  may  be  supposed  that  this  letter  will  stimulate  a  few  more  capitalists 
to  compete  witn  the  fortunate  "  half  dozen,"  and  that  copper  smelting 
"  will  ultimately  be  carried  on  in  almost  any  locality ^^  t«  the  great  economy 
of  sulphur,  ana  the  protection  of  the  lungs  of  her  Majesty^s  lieges. 

It  IS  right  to  mention  that,  although  the  comphcated  methods  of 
smelting  and  refining  copper  are  those  which  are  generally  pursued  at 
Swansea,  there  are  certain  patented  improvements  that  have  been 
carried  out  to  a  certain  extent,  such  as  Blankart's,  Rivet  and  Phillips's, 
Napier's,  Davies's,  Birkmyre's,  Dc  Sussex's,  Low's,  Parkes's,  Trueman 
ana  Cameron's  processes.  It  would,  however,  be  foreign  to  the  object 
of  this  popular  work  to  describe  them  in  detail,  and  therefore  the  reader 
is  referred  to  Muspratt's  splendid  work  on  "  Chemistry,"  or  Phillips's 
"  Metallurgy,"  or  "The  Useful  Metals  and  their  Alloys,"  for  full  informa- 
on  the  subject. 

The  water  which  flows  from  certain  copper  mines  sometimes  contains 
a  considerable  proportion  of  sulphate  of  copper,  produced,  no  doubt,  by 
the  spontaneous  decomposition  and  oxidation  of  the  sulphide  of  copper. 
When  the  water  contains  a  sufficient  quantity  to  pay  for  the  cost  of 
precipitating  the  copper,  it  is  collected  in  ponds,  and  all  the  old  clippings 
of  tin-plate,  old  battered  iron  pots  and  kettles,  the  refuse  metal  left  after 
stamping  out  steel  pens,  iron  borings,— in  fact,  iron  in  any  shape  as  a, 
waste  product,  is  cast  into  the  pond ;  when  the  usual  chance  of  places 
occurs,  the  iron  is  dissolved  and  the  copper  precipitated  in  a  daik 
powdery  mass.  It  was  by  attention  to  this  simple  fact  that  a  poor 
Cornish  miner  realized  a  handsome  fortune,  ana  helped  to  lay  the 
foundation  of  a  great  and  now  ennobled  family.  He  was  accidentallv 
examining  a  part  of  the  country  to  which  he  was  a  stranger,  when  his 
attention  was  directed  to  a  little  spring  flowing  from  the  hill -side  that 
appeared  to  have  a  bluish  appearance,  being  rejected  by  cattle  and 
man,  because  it  was  said  to  be  of  a  poisonous  nature.  Stooping  down 
and  dipping  his  knife  into  the  water,  he  soon  obtained  that  evidence  of 
the  presence  of  copper  which  is  unmistakeable,  and  rightly  conjectorinff 
that  the  spring  must  flow  from  a  mass  of  copper  ore,  he  strongly  urm 
the  proprietor  of  the  land  to  commence  searching  for  this  minend.  It  is 
unnecessary  to  add  that  the  search  was  entirely  successful,  and  the  vast 
heaps  of  "  deads"  or  "  attle"  attest  the  enormous  wealth  obtabed  from 
this  locality  in  the  shape  of  copper  ore. 

This  process  of  obtaining  the  copper  from  its  natural  solution  in  springs. 

n<ku ' 


flowing  from  copper  ores  is  called  "cementation,"  and  is  conduoteil 
with  profit  at  the  "  Paris  Mountain  Mine,"  in  the  island  of  Angleaea, 
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now  connected  with  the  mainland  by  the  famous  Menai  and  Britannia 
tabular  bridges. 

It  is  stat^  that  copper  mines  have  been  worked  in  Anglesea  from  a 
very  remote  period,  and  that  the  Romans  were  acquainted  with  the 
Hamlet  Mine,  near  Holyhead.  The  water  is  very  limited  in  quantity  at 
this  mine ;  it  contains  a  considerable  quantity  of  copper  in  solution,  and 
is  precipitated  by  old  iron  in  the  manner  already  described.  It  is  highly 
creditable  to  those  who  work  and  smelt  the  copper  ores  at  Anglesea,  that 
there  they  do  save  a  portion  of  the  sulphur. 

In  the  Museum  of  "  Practical  Geology  "  there  is  a  gilt  copper  cup 
obtained  from  the  copper  mine  of  Herm-ground,  in  Hungary,  and  made 
from  copper  obtainea  oy  precipitation.  The  German  inscription  on  the 
cup  is,  "  Grod  shows  in  me  nis  ^reat  power,  who  out  of  iron  makes 
copper;"  and  the  date  of  this  cup  is  about  1650. 

One  of  the  most  curious  instances  of  the  precipitation  of  copper  from 
its  solution  by  metallic  iron  has  been  mentioned  by  Messrs.  Varley  and 
Lyell,  in  their  report  on  the  "  Atlantic  cable."  This  costly  metallic 
rope  appears  to  have  been  completely  decomposed  by  the  action  of  the 
^ea-water,  and  was  in  such  a  rotten  state,  that  even  pieces  of  it  could 
hardly  be  hauled  on  board  without  breaking.  The  report  states :  "  The 
iron  wires  in  many  places  often  appeared  sound,  but  on  minute  inspec- 
tion, were  found  eaten  away  and  rotten ;  the  serving  was  also  decayed. 
In  some  places  the  iron  wires  were  coated  with  metallic  copper  and 
much  eaten,  they  having  most  probably  rested  upon  copper  ore,  for  there 
are  veifu  of  it  in  Trinity  Bay.  The  gutta-percha  and  copper  wire  are, 
however,  in  as  good  condition  as  when  laid  down.  Those  portions  of  the 
recovered  cable  that  were  wrapped  with  tarred  yam  were  sound,  the  tar 
and  the  hemp  having  preserved  the  iron  wires  bright  and  free  from  rust. 
This  will  be  further  report-ed  on  when  the  pieces  of  recovered  cable  have 
been  more  closely  examined." 

In  the  museum  arc  also  interesting  specimens  of  sand  from  Perran 
Zabuloe,  ou  the  north  coast  of  Comwsill,  where  the  drainage-water, 
charged  with  sulphate  of  copper  from  a  deserted  adit,  flows  on  to  the 
sand  of  the  beacn,  wliich  contains  a  large  quantity  of  carbonate  of  lime, 
in  the  shape  of  countless  shells,  and  is  tnere  converted  into  a  carbonate 
Of  copper,  whilst  the  carbonate  of  lime  is  converted  into  sulphate  of 
lime  or  artificial  gypsum.  This  latter  appears  to  act  as  a  powerful 
cement,  and  Mr.  iftnwood  states,  that  "  so  hard  had  this  floor  ot  copper, 
varying  from  one  to  eight  inches  thick,  become  cemented  together,  that 

it  was  found  necessary  to  use  gunpowder  to  remove  it The 

carbonate  of  copper  is  worth  six  pounds  per  ton,  and  this  natural  copper 
ore  manufactory  is  still  in  operation,  and  must  afford  a  good  profit  to  the 
lord  of  the  manor  on  which  it  is  situated." 

Mr.  Hen  wood  remarks,  the  hint  ought  not  to  be  forgotten,  as  there 
are  no  doubt  springs  or  streams  of  water  flowing  from  copper  mines 
which  might  be  advantageously  passed  through  great  beds  of  roughly- 
broken  limestone  or  chaUi:,  miiea  with  some  siliceous  particles  to  assist 
fi^traiicHL  ' 
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Sir  E.  Murchison  considers  that  the  formation  of  malachite  (of  whiob 
Russia  famished  snob  magnificent  specimens  at  the  Great  Ezhibitiaii  of 
1851)  was  probably  caused  by  a  somewhat  similar  natural  prooess  j  and, 
speaking  of  an  enormous  mass  of  this  mineral,  calculated  to  contain  half 
a  million  of  pounds  weight,  and  discovered  at  *'  Nijny  Tagilak,"  at  a 
depth  of  280  feet,  he  says : — 

"The  geological  interest  attached  to  this  mass  lies  in  the  indication 
it  affords  that  the  substance  called  malachite  has  been  formed  by  a 
eupriferoua  tolution^  which  has  successively  deposited  its  residue^  in  a 
stalagmitic  form.  MutatU  mutandis,  this  mass  has  only  to  be  viewed 
as  formed  of  calcareous  spar  (carbonate  of  lime),  and  it  presents  ev^ 
one  of  the  features  so  well  known  to  those  who  have  examined  stalactite 
grottoes  with  their  stalagmitic  floors  in  the  clefts  and  caverns  of  lime- 
stones, or  still  more  those  large  masses  of  tufa  (or  soft  calcareous  stone 
formed  by  depositions  from  water)  which  have  proceeded  from  calcareous 
wells.  Whenever  a  portion  of  the  malachite  has  been  broken  aS,  the 
interior  is  seen  to  consist  of  a  number  of  fine  laminae  (a  fasdculna 
of  radio-coucentric  globules),  which  invariably  arrange  themaelves 
eoually  around  the  centre  on  which  they  have  been  formed,  and  ire 
aoapted  to  every  sinuosity  of  the  pre-existing  layer,  here  presenting  a 
dark  line,  there  a  bright  and  light  one,  just  as  the  solution  of  the 
moment,  the  day,  or  the  hour  happened  to  oe  more  or  less  impr^;nated 

with  colouring  matter On  the  whole,  wc  are  disposed  to  view  it 

as  having  resulted  from  copper  solutions  emanating  from  all  the  porous, 
loose,  surrounding  mass,  and  wliich,  trickling  through  it  to  the  lowest 
cavitv  upon  the  subjacent  rock,  have  in  a  series  of  ages  produced  this 
wonderful  subterranean  incrustation." 

A  century  ago  several  tin  mines  were  abandoned  when  the  miners 
came  to  the  yellows,  or  yellow  copper  ore,  because  they  said  the  yellows 
cut  out  the  tin  ;  but  now  the  times  are  altered,  and  copper  ore  in  any 
shape  is  gladly  welcomed  by  the  miner.  At  the  Polytechnic,  Mr.  Tcn- 
nant  exhibited  a  great  mass  of  native  metallic  copper  from  Lake  Supe- 
rior, in  America,  which  is  so  tough  that  it  cannot  be  blasted,  aoia  is 
usually  cut  out  with  sharp  chisels ;  the  mass  exhibited  was  worth  at 
least  300/. 

The  metal  copper,  when  obtained  in  the  pure  state,  has  a  remarkable 
red  colour,  and,  as  may  be  easily  imagined,  its  specific  gravity  varies  wit& 
its  mechanical  state,  being  from  8*6  to  8*95,  which  latter  is  the  specific 
gravity  of  sheet  copper  or  flattened  copper  wire.  It  melts  at  a  ismg^ 
rature  somewhere  between  tliat  requirea  for  the  fusion  of  gold  and  sil- 
ver, and  placed  by  Daniel  at  1991^  Fah.  Like  melted  silver,  it  absorbs 
oxygen,  when  exposed  in  the  liquid  state  to  a  current  of  air,  whidi  it 
again  resigns  witn  sfirting,  as  it  cools.  Copper  is  very  ductile,  and  the 
next  in  tenacity  to  iron ;  it  conducts  heat  about  two  and  a  half  times 
quicker  than  the  latter.  Copper  takes  an  excellent  polish,  to  the 
great  delight  of  those  who  possess  the  metal  in  the  shape  of  copper 
qilinary  implements,  and  this  property  has  been  depicted  over  and  over 
again  in  the  admirable  works  of  Teniers  and  other  great  Dutch  paintota. 
Copper  precipitated  by  a  voltaic  current  always  preserves  a  dTitaUine 
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fonn,  80  that  snoh  deposits  must  be  regarded  as  made  np  of  a  vast 
iramber  of  crystals  interlaced  and  united  with  each  oilier,  but  still  pos- 
sessing pores  or  meshes  which,  though  infinitelj  minute,  interfere  wiUi 
tiie  use  of  iron  or  other  metallic  vessels  (lined  with  electro-precipitated 
eopper)  for  chemical  purposes.  When  copper  is  very  slowly  deposited 
from  its  solution  by  a  long-continued  but  feeble  current  of  electricity, 
it  crystallizes  in  octohedra.  If  a  large  quantity  of  molten  and  liquid 
icopper  is  allowed  to  cool  slowly,  it  crystallizes  in  the  rhomboidal  form, 
mth  the  intense  heat  of  the  oxy-hydrogen  jet,  copper  boils  like  water, 
and  throws  out  a  vapour  which  condenses  on  any  cold  substance,  smd  if 
examined  by  a  magmfyins  glass,  the  deposit  is  found  to  consist  of  minute 
particles  having  a  core  ox  metallic  copper  coated  with  the  oxide  of  the 
metal  Copper  possesses  great  malleability,  and  may  be  beaten  out  into 
Tery  thin  leaves ;  when  alloyed  with  zinc  in  the  proportion  of  two  of  the 
]at£sr  to  eleven  parts  copper,  it  forms  the  metal  leaf  called  "  Dutch 
metal,"  so  extensiveljr  used  in  theatrical  decorations,  the  ornamentation 
of  toys,  and  certain  lands  of  gingerbread.  The  smell  of  copper  is  very 
peculiar,  and,  like  cinnamon,  the  taste  of  this  metal  very  much  resembles 
the  odour.  Copper  fuses  readily  with  most  of  the  metab,  and  affords  several 
compounds  or  alloys  which  are  of  mreat  use  in  the  common  arts  of  life. 

Tne  alloy  of  tin  and  copper  cculed  bronze  has  been  made  from  the 
most  ancient  periods,  and  at  least  600  years  before  the  Christian  era. 
It  is  stated  tnat  Athens  and  Rhodes  each  contained  three  thousand 
bronze  statues.  The  latter  place  was  celebrated  for  its  colossal  statue 
in  bronze  wliich  reached  to  the  heiglit  of  the  watch  towers.  The  pre- 
paration of  a  perfectly  homogeneous  bronze  appears  to  be  one  of  some 
difficulty,  and  the  proportions  of  tin  and  copper  vary  according  to  the 
use  to  which  the  bronze  casting  is  to  be  applied.  Thus  for  coinage  it 
may  contain  from  four  to  seventeen  per  cent,  of  tin.  Occasionally,  zinc 
is  added  in  about  the  same  proportion  as  the  tin,  so  that  the  two  to- 
gether shall  be  from  four  to  seventeen  per  cent.  The  bronze  at  the 
Boyal  Mint  is  cast  into  ingots,  and,  with  many  precautions,  laminated 
between  rollers ;  the  blank  pieces  are  then  stamped  out,  weighed,  ad- 
justed, and  impressed  with  tne  dies. 

The  coin  of  which  Fig.  160,  at  the  head  of  this  chapter,  is  a  sketch, 
represents  the  penny  of  the  new  bronze  coinage  wliich  is  to  displace  the 
old  copper  money,  now  become  so  imperfect  as  often  to  lead  to  a  doubt 
of  its  legitimacy.  The  bronze  money  will  consist  of  95  parts  of  copper, 
4  parts  of  tin,  and  1  part  of  zinc  in  100  parts  of  the  mixed  metals. 
The  coins  will  be  far  thinner  and,  consequently,  lighter  than  any  of  the 
old  coins,  as  shown  below : — 


Coiniin 

Weigh!  in 

Meararca  in  inches. 

graini. 

Dijuneter.          Tliicknest. 

aToirdapois. 

145-833     . 

,..     1-20     ...     005550 

...      48 

87-500     . 

,..     100     ...     0  05100 

...      80 

43750     . 

...     0-80     ...    003846 

...  160 

The  penny  .  . 
',,  nalfpenny . 
„    farioing    . 

«o  thai  each  coin  is  abouthalf  the  weight  of  its  representatire  in  the  old 
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coinage  of  copper.  The  design  on  the  coin  possesses  the  importaot  advao* 
.  tage  of  being  a  correct  likeness  of  her  Majesty  at  the  present  time  (1860) ; 
otherwise  it  is  without  improvement,  for  there  are  to  be  found  oidj  the 
old  emblems  not  even  dressed  in  new  ideas;  but  there  is  one  alteration,  of 
a  strictly  classical  character,  which  deserves  a  passing  word.  If  thf 
inscription  be  read,  it  will  be  found  to  exhibit  the  word  (usuallj  spelt) 
"Brit."  with  a  double  "  tt;"  thus  "Britt.,"  and  for  the  following  lea- 
sons.  On  the  old  Roman  coins  "  Britt."  occurs,  and  is  believed  bsr 
some  numismatists  to  indicate  that  the  coin  was  struck  out  of  Borne,  ana 
arose  from  ignorance  on  the  part  of  the  coiners;  whereas  all  coins 
struck  in  Bome  at  the  same  date  exhibit  the  word  spelt  |'  Brit. ;"  and 
this  latter  was  at  the  time  the  correct  mode  of  terminating  the  word. 
At  the  present  date  it  is  necessary  that  the  coin  should  indicate  the 
Queen's  supremacjf^  over  all  the  British  possessions,  and,  in  conse- 
quence, the  abbreviation  of  the  word  "  Britanniarum"  must  be  treated 
in  the  same  manner  as  other  words  in  the  classics  are  treated,  and 
rendered  (in  its  abbreviated  form)  plural  by  repeating  the  last  letter.; 
so  that  if  the  abbreviation  be  made  by  writiuyf^  '*  Bntan.,"  it  must  be 
written  "Britann.,"  to  indicate,  as  the  word  "Britt."  does  on  our  new 
coins,  the  whole  cluster  of  the  British  Islands  now  denominated  Great 
Britain.* 

To  convey  an  idea  of  the  work  of  executing  a  new  bronze  coinage,  it 
is  only  necessary  to  state  that  at  this  time  there  are  estimated  to  be  in 
circulation  no  less  than  722,200  twopenny  pieces  (principally  hoarded), 

118,024,104  penny  pieces, 
266,855,297  halfpenny  pieces, 
102,966,564  farthing  pieces, 
16,438,176  half-farthing  pieces  (almost  exclusively  colonial), 

504,284,141  copper  coins, 
besides  many  tons  weight  of  tokens  and  false  pieces. 

In  making  any  large  castings  the  greatest  unitonnity  in  composition  and 
purity  must  be  attended  to,  and  tlie  account  of  failures  in  tormer  years 
ought  to  enable  contractors  of  the  present  day  to  avoid  similar  mistakes; 
thus,  at  the  erection  of  the  celebrated  column  in  the  Place  Vend6me,  the 
founder  was  completely  ruined  in  conseouence  of  his  ignorance  of  the  com- 
position and  properties  of  bronze.  "  Tlie  Chemist "  of  1825  thus  relates 
the  story :  "  This  column  was  erected  by  order  of  Buonaparte  in  com- 
memoration of  the  victories  of  the  French  armies,  and  it  was  cast  out  of 
cannon  taken  from  the  Austrians  and  Russians  in  1805.  The  whole  weight 
of  the  different  pieces  of  bronze  composing  it  was  900,000  kilogrammes, 
or  very  nearly  two  million  pounds.  The  contract  for  the  performance  of  the 

*  *  To  secnre  a  perfect  uniformity  hi  the  composition  of  the  bronze,  it  is  assayed  by  the 
resident  Mint  assayers  before  the  alloy  is  corned,  and  a  sample  of  each  ton  of  coined 
bronse  money  is  also  assajred  by  Dr.  Hoftnann  and  Dr.  Miller  oefore  it  is  allowed  to  m 
into  circulation.  Each  coin  is  sJlowed  to  vary  to  the  limit  of  f^^th  part  of  its  own  weislit 
above  and  below  the  standard  weight  given  in  the  Table  p.  277.  The  author  bega  to 
express  his  acknowledgments  to  Mr.  George  F.  Ansel),  one  of  the  eminent  chemists  at- 
tached to  the  Royal  Mint,  for  his  courtesy  in  taking  him  through  this  moat  intereatiar 
public  establishment,  and  also  for  the  valnable  Ikots  given  as  above. 
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work  was  made  with  an  iron  founder,  who  undertook  the  whole,  canrii^ 
.  and  all,  for  one  franc  a  kilogramme.  M.  Darcet,  the  celebrated  chemist 
tendered  some  good  adyice  on  the  occasion,  which  was  rejected,  and  the 
contractor  had  a  fonndry  built  at  a  considerable  expense.  He  employed 
a  furnace  for  melting  iron ;  and  being  ignorant  of  the  fusion  of  bronze, 
he  failed  in  his  first  attempts  to  cast  the  large  pieces  for  the  base  of  the 
column.  At  each  operation  he  altered  the  proportion  of  the  alloy  by 
oxidizing  the  tin,  the  lead,  and  the  zinc,  the  oxides  passing  into  scorise^ 
or  being  partly  carried  off  by  the  heated  air. 

"  He  did  not  perceive  this,  and  delivered  the  different  pieces  of  differ- 
ent qualities,  but  all  of  them  contained  a  greater  proportion  of  copper 
than  the  bronze  of  the  guns.  When  the  column  was  about  two-thirds 
finished,  he  found  his  supply  of  metal  exhausted;  and  so  sure  had  he 
been  of  having  enough,  tliat  he  had  previously  sold  part  of  the  ten  per 
cent,  allowed  him  for  waste,  under  the  idea  that  it  would  be  more  than 
sufficient.  Being  obliged  to  complete  the  work  with  the  quantity  of 
metal  delivered  to  him,  he  was  placed  in  a  disagreeable  situation.  Under 
these  circumstances,  he  endeavoured  to  cast  the  white  metal  obtained  by 
jreducing  the  scorite,  and  a  quantity  of  old  brass  he  purchased  at  a  low 
price.  The  castings  he  obtained  by  mixing  these  materials  were  full  of 
i)ladders  and  spotted  with  lead ;  they  were  at  first  of  a  dirty-grey  colour, 
and  afterwards  became  black.  Such  defective  work  could  not  pass ; 
the  labours  of  the  contractor  were  put  a  stop  to,  his  foundry  was  sealed 
np,  and  the  man  ruined."  By  dint  of  reclamations  or  appeals  he  procured 
the  appointment  of  a  commission  to  examine  his  accounts.  The  com- 
missioners wished  to  know  the  proportions  of  the  different  metals  in  the 
guns  delivered  to  him ;  but  this  point  had  not  been  ascertained,  and, 
therefore,  the  most  important  element  for  coming  to  a  correct  conclusion 
could  not  be  obtained.  The  weij^ht  of  each  piece  of  casting  delivered 
by  him  was  known ;  and  by  taking  morsels  from  them  all,  and  smelting 
them  into  one  piece,  an  ingot  was  obtained  representing  the  mean  com- 
position of  the  whole  column. 

.  After  ascertaining  this  and  knowing  the  general  proportion  of  the 
alloys  of  which  cannon  are  constructed,  the  commissioners  agreed  in 
opinion  that  the  mean  alloy  of  the  column  was  equal  to  that  delivered  to 
the  contractor.  By  analyzing  the  different  pieces  it  was  found  that  the 
large  pieces  of  the  pedestal  contained  only  six  per  cent  of  alloy,  while 
the  small  pieces  of  the  shaft  and  colunm  contained  twenty-one.  It  was, 
therefore,  evident  that  the  contractor,  not  understanding  the  nature  of 
bronze,  had  refined  his  alloy  in  the  first  instance  bjr  repeated  meltinp ; 
and  having  thus  diminished  very  much  the  total  weight,  was  obliged  to 
have  recourse  to  the  means  already  described.  At  Uie  commencement 
of  his  operations,  he  had  delivered  the  pieces  with  too  much  copper, 
and  at  the  end  with  too  little.  The  pieces  were,  after  all,  so  badly 
executed,  that  140,000  pounds  of  bronze  were  cut  away  by  a  sculptor, 
who  was,  moreover,  naia  300,000  francs  for  his  labour. 

Speaking  of  the  decoration  of  columns  with  bronze,  there  is  the 
J^elson  commn,  with  its  bronze  Corinthian  capital,  and  the  four  bronze 
reliefs  representing  the  battle  of  St.  Vincent,  the  battle  of  the  Nile,  the 
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bombardment  of  Copenhagen,  and  the  death  of  the  immortal  NdaoA  al 
IVafaljgar.  There  are  also  many  bronze  stataes  in  London.  Bell  mM, 
of  which  "Big  Ben  "  has  been  a  most  unfortunate  example,  is  compond 
usually  of  seven-seven  parts  copper,  twenty-one  parts  tin,  and  two  parts 
antimony.  English  cymbals  form  very  expensive  additions  to  a  set  of 
instruments  for  a  bona,  in  consequence,  it  is  said,  of  the  large  additimi 
of  silver,  in  order  to  give  the  peculiar  clanff  of  these  instruments.  Tbe 
composition  of  Chinese  gongs,  cymbals,  and  tom-toms  is  very  nearfy  the 
same  as  that  of  ordinary  bdl  metal.  It  is  a  curious  fact,  that  ifhSM 
steel  is  hardened  by  being  cooled  suddenly  in  water,  copper,  gold, 
silver,  and  bronze  all  lose  their  hardness  and  acquire  a  tough  and  mal- 
leable condition  bv  being  heated  to  a  cherry  red,  and  then  plunged  into 
cold  water.  M.  Darcet  was  the  first  to  show  that  brittle  bronze  yessels 
could  be  made  hard  and  tough  bv  heating  to  a  cherry-red  heat,  and 
cooling  them  suddeidy  in  water ;  ana  it  was  bv  attention  to  this  operation 
that  the  ancients  imparted  such  an  edge  and  toughness  to  their  bronse 
swords  and  spear  heads. 

Speculum  metal,  used  by  opticians  in  the  manufacture  of  the  con- 
oaye  mirrors  of  reflecting  tdescopes,  requires  great  care  in  the  casting; 
it  is  usuallv  composed  ot  about  sixty-seven  parts  copper  and  thirty-three 
of  tin,  with  a  little  arsenic.  The  author  ouce  assisted  the  late  Mr. 
Cuthbert  in  casting  some  of  his  speculums  for  his  celebrated  telescopes. 
The  metal  was  cast  in  a  crucible  oy  the  heat  of  a  furnace,  such  as  that 
described  at  p.  251,  and  when  liqaefied,  was  poured  into  iron  moulds, 
which  were  tuen  covered  up  with  sand  and  ashes,  in  order  that  the  cast 
metal  might  cool  slowly.  The  most  useful  alloy  of  copper  is,  perhaps, 
that  which  is  included  under  the  generic  term  brass,  and  consists  of 
copper,  zinc,  lead,  and  tin,  in  different  proportions  according  to  the  use 
to  which  it  is  to  be  applied.  Various  arbitrary  names  have  been  given 
to  this  allov,  and  it  has  been  termed  mosaic  gold,  Prince  Rupert's 
metal,  pinchbeck,  Mannheim  ffold,  Bath  metal,  tombac,  Dutch  gold,  ftc. 
Brass  may  contain  from  60  to  92  per  cent,  of  copper,  from  5  to  35  per 
cent,  of  zmc,  from  one-half  to  3  per  cent,  of  lead,  and  from  a  quarter  to 
3  per  cent,  of  tin. 

A  very  important  alloy  of  copper  used  for  sheathing  vessels,  termed 
Muntz's  metal,  and  remarkably  soft  and  malleable,  is  composed  of  16 
parts  copper,  and  10|  zinc ;  this  alloy  has  a  golden  appearanoe^  and 
contains  less  zinc  than  mosaic  gold,  which,  with  the  same  proportum  of 
copper,  is  alloyed  with  about  1/  parts  of  zinc. 

TThe  Chinese  pakfong,  tutena^,  German  silver,  and  electmm  owe 
their  whiteness  to  the  presence  of  the  metal  nickel,  and,  like  brass,  the 
proportions  of  their  ingredients — viz.,  copper,  nickel,  zinc,  with  occa- 
sionally a  little  lead  or  iron— are  variable.  Thus  the  pakfong  contains 
about  31i  per  cent,  of  nickel,  whilst  the  ordinarr  "  German  silveP' 
contains  from  20  to  25  per  cent.  Spoons  made  of  this  alloy  consist 
usually  of  copper  50,  nickel  25,  zinc  25  parts. 

Unalloyed  copper  is  used  for  innumerable  purposes  in  the  arts  and 
manufactures;  plates,  &c.  for  engravers,  domestic  utensils,  kettles, 
scuttles,  urns,  coinage,  sugar-refining  apparatus,  brewers'  coppers,  dis- 
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tilten^  rtillSy  dyen*  yats,  marine  powder-magazine^  sheathing  of  ships, 
aoda-water  machinery,  and  culinary  and  confectionary  vessels;  tne 
latter  are  nsnally  coated  inside  or  alloyed  with  tin,  in  order  to  prevent 
the  ]>oi8onous  effects  of  copper.  The  tinning  of  copper  vessels  used  in 
oookmg  should  be  as  scrupulously  attended  to  as  it  is  in  India,  where  all 
the  ooddnff  vessels  are  made  of  this  metal  or  brass,  and  are  rej^ularly 
€oated  with  tin  at  stated  intervals  or  sooner  if  necessary.  Pms  are 
tinned  by  the  wet  process,  and  are  coated  with  the  metal  by  boiling 
them  with  water,  bitartrate  of  potash,  and  finely-divided  tin.  In 
SxBaia  (as  it  used  to  be  in  England  in  the  me&eval  period),  the 
loofr,  domes,  and  cupolas  are  frequaitly  covered  with  copper  and  some- 
times gilt,  of  which  we  give  an  example  in  ihe  next  cut,  representing 
tiie  beU  towers  and  famous  bell  of  Ivan  Veliki  at  Moscow. 


Fiff.  168.  The  BeU  Tomn  wKh  gilt  ooppcr  eapdiu,  nid  Ikinoui  BeU 
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IXPEBIVENTS  WITH.CoPPEft. 

First  Series^ 

The  assay  of  copper  ores  demands  a  considerable  acqnaintance  vitji 
the  nature  of  fluxes,  aiid  the  manipulations  connected  with  furnaces, 
the  fuel,  the  crucibles,  the  regulation  of  the  heat,  &c.  The  ores  ave 
usually  divided  into  three  classes — 

No.  1  includes  ores  such  as  the  red  oxide  of  copper,  the  black  oxide 
of  copper,  the  green  carbonate  of  copper,  the  blue  carbonate  of  copper, 
&c.  &c.,  which,  with  the  exception  or  a  little  iron,  contain  no  otiier 
metal  but  copper,  and  are  quite  free  from  sulphur  and  arsenic.  Sudi 
ores,  after  bemg  powdered,  may  be  mixed  with  at  least  three  times  their 
weight  of  black  flux,  preparea  by  throwing  into  a  red-hot  crucible  a 
mixture  of  one  part  mtre  and  two  of  crude  tartar.  The  furnace,  such 
as  that  described  at  n.  251,  must  be  lighted  some  time  beforehand, 
and  should  be,  with  tne  crucible,  quite  hot.  The  mixture  of  ore  and 
black  ore  is  then  thrown  in,  so  that  about  one-third  of  the  red-hot  cru- 
cible is  filled,  leaving  the  remaining  space  for  the  materials  to  swell 
and  puff  up,  and  it  is  usual  to  spread  a  thin  layer  of  black  flux  on  the 
top  of  the  mixed  ore  and  flux.  The  cover  of  the  furnace  is  left  off  until 
the  pasty  mass  is  in  a  state  of  tranquil  fusion,  when  the  furnace  is  closed 
and  the  heat  urged  to  the  utmost  for  about  twenty  minutes ;  the  glowing 
crucible  is  then  removed,  gently  tapped  on  a  dry  and  warm  brick,  where 
it  is  allowed  to  stand  till  cold,  or  tne  contents  are  at  once  poured  inta 
a  conical  iron  mould.  The  impure  metallic  button  of  copper  called 
the  prill  is  found  at  the  bottom  of  the  crucible  and  mould,  and  may  be 
examined,  if  necessary,  by  the  humid  process  of  analysis  described  at 
p.  284.  In  order  to  collect  eveiy  particle  of  copper,  it  is  usual,  when 
assaymg  very  pure  copper  ores  of  tiiis  class,  to  fuse  them  first  in  con- 
junction with  sulphur,  and  to  assay  according  to  the  method  belongmg 
to  the  next  division. 

No.  2,  ores  containing  only  copper,  iron,  and  sulphur,  such  as  copper 
pyrites,  copper  glance,  vitreous  copper,  red  ruthite,  &c.  The  pulverized 
ore  is  mixed  with  its  own  weight  of  borax  (previouslydried  and  pow- 
dered), and  melted  in  a  crucible  at  a  moderate  heat.  The  cont-ents  are 
then  poured  into  a  proper  mould,  and  when  cold  the  sulphide  of  copper 
called  the  "  «»a//,"  is  found  at  the  bottom,  and  may  be  easily  separa^ted  by 
a  hammer  from  the  slag  which  contains  the  earthy  matters  called  the 
gamue. 

The  "matt,"  regulus,  or  button,  is  then  powdered  (being  very  brittle, 
in  consequence  of  its  combination  with  sulphur),  and  thrown  into  a 
crucible  arranged  in  a  slanting  direction,  and  placed  in  a  furnace  whero 
the  heat  is  kept  as  low  as  possible,  and  the  mouth  of  the  crucible  well 
supplied  with  air ;  these  conditions  are  fulfilled  by  using  a  properly- 
constructed  roasting  furnace  like  that  depicted  m  the  next  cut,  al- 
though, where  expense  is  an  object,  an  ordinary  open  fireplace  would, 
(with  proper  care)  answer  the  same  purpose. 
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A3  the  roastinff  proceeds  the  heat  may  be  gradoallj  raised,  and 
when  the  odour  (Uke  that  of  a  burning  sulphur  match)  can  no  longer 
be  perceived,  the  crucible  may  be  shifted  to  a  wind  furnace,  and  brought 
up  to  a  full  white  heat  in  order  to  decompose  the  sulphates  and  dnve 
off  the  last  atom  of  sulphur.  Sometimes  a  little  carbonate  of  am- 
monia is  stirred  in  before  exposure  to  the  white  heat.  The  roasted 
ore  is  finalljr  mixed  with  three  and  a  half  times  its  weight  of  black 
flux,  and  being  covered  with  a  stratum  of  powdered  fused  borax,  called 
glass  of  borax,  it  is  strongly  heated  in  a  wind  furnace  for  about  half 
an  hour,  taken  out,  cooled,  and  broken,  when  the  button  of  copper 
is  found  at  the  bottom  as  usual,  and  may  be  cleaned  by  hammering  on 
the  anvil  and  gently  rubbing  it  with  the  leather  gloves  usually  worn  by 


Tig.  169.  BoMting  Fanuoe.    ▲  ▲.  A  sqiure  caritj  in  brickwork,  with  imall 


KTBte  at  B,  to  which  ftirjMatM  from  the  openinar  c,  cloiecl  at  pleaiore  br  a 
door  and  register,  d.  The  crodblt  containing  the  powdered  "  matt,"  which 
b  kept  at  a  rerj  low  heat,  and  oocaiionally  stirrea  with  a  ateel  rod ;  the 


ralphur  it  oxidised  and  carried  np  the  chimney  at  b,  and  the  whole  ia  corered 
wiUi  a  hood  of  sheet  iron,  w  e. 

those  who  perform  many  crucible  operations.    The  wind  furnace  will 
be  described  in  another  part  of  this  work. 

Third  class  copper  ores,  such  as  grey  copper  ore,  tennantite,  white 
copper  ore,  &c.,  containing  the  sulphides  of  other  metals  and  arseuic, 
are  first  powdered  and  fused  with  borax  to  obtain  the  "  matt,"  which  is 
then  powdered,  and  very  slowly  and  carefully  roasted,  to  prevent  the 
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fQBion  and  aggjlomeniioii  of  the  particles.  Wbea  ane&ie  ia  prean^ 
it  is  usual  to  mix  in  a  little  powdered  charcoal  after  the  first  roastiB& 
and  then  to  raise  the  cmcible  to  a  bright  red  heat.  The  roasted  ''nHitft'* 
is  then  fused,  as  already  described,  with  black  flux  or  glass  (d  bona, 
and  the  button  of  copper,  containing  various  other  metals,  isplaoedoBia 
cupel  of  bone  earth  m  the  muffle  with  a  certain  proportion  of  pure  kid» 
«nd  cupelled  in  the  manner  described  at  p.  223.  Tne  lead  remoYes  the 
other  metab,  and,  beiuji^  oxidised  with  them,  sinks  into  the  cupel,  whist 
the  copper  remains  behmd  as  a  little  bead  or  button,  which  ceases  to 
rotate,  and  suddenly  brightens  up  when  the  process  is  complete.  Tbe 
€upel  is  removed,  cooled,  and  the  bead  of  copper  picked  off,  gently  bam* 
mered,  rubbed,  and  weighed.  In  these  metallurgical  operations  pgr  k 
vote  seeke,  practice  truly  and  only  makes  perfect,  and  each  assay  should 
he  repeated  at  least  twice. 

Second  Series. 

CJopper  is  analysed  in  the  humid  way,  par  la  vote  htmide,  by  disaolT- 
in^  say  twenty  grains  (cut  off  the  sueet,  wire,  or  ingot),  with  nitric 
acid  in  a  flask  provided  with  a  long  neck,  or  one  partly  closed  by  a 
funnel.  If  any  antimony  or  tin  are  contained  in  the  sample,  they  will 
he  left  behind  as  insoluble  teroxide  of  antimony  and  binoxide  of  tm, 
and  they  may  be  further  precipitated  by  evaporating  away  the  greater 
part  uf  the  excess  of  acia  and  diluting  with  water.  By  mterin^,  these 
oxides  are  separated,  and  may  be  collected,  weighed,  and  examued  by 
the  tests  described  under  the  respective  chapters  on  these  two  metab; 
although  it  may  be  mentioned  here  that  tartaric  acid  will  dissolve  out 
the  oxide  of  antimony,  and  leave  the  oxide  of  tin  behind. 

The  solution  contams  the  copper  with  an^  silver,  lead,  zinc,  iron,  or 
arsenic  with  which  it  may  have  oeen  contaminated.  The  silver  is  fure- 
cipitated  by  the  addition  of  a  few  drops  of  hydroeliloric  acid,  and,  beiii^ 
allowed  to  settle,  the  solution,  now  containing  the  conoer,  lead,  sine, 
iron,  and  arsenic,  is  washed  away  carefully,  and  the  CDloride  of  silver 
collected,  dried,  and  weighed.  The  solution  mixed  with  the  washinga 
from  the  chloride  of  silver  is  now  precipitated  with  sulphuretted  hydro- 
gen, and  being  kept  slightly  acia,  is  gently  warmed,  filtered,  and  the 
precipitated  sulphides  of  copper,  lead,  and  arsenic  coUected  and  washed. 
The  iron  and  the  zinc  are  the  only  metals  now  left  in  the  solution,  which 
is  evaporated  to  a  small  bulk  with  some  nitric  acid  and  treated  with 
excess  of  ammonia,  which  throws  down  the  sesquioxide  of  iron ;  after 
filtration  to  separate  the  latter,  sulphide  of  ammonium  is  added  to  jpre- 
cipitate  the  zinc.  The  precipitated  sesquioxide  of  iron  is  washed, 
dried,  and  ignited,  and  the  sulphide  of  zinc  may  be  converted  into  Hbt 
more  permanent  oxide  of  zinc  before  it  is  weighed  and  estimated. 
The  sulphides  of  copper,  lead,  and  arsenic  left  upon  the  filter  must  be 
kept  as  much  as  possible  from  contact  with  the  air  during  the  washing, 
and  this  may  be  managed  bv  putting  the  glass  and  funnel  under  a  gas 
jar  kept  full  of  coal  gas  by  holding  an  india-rubber  pipe  connected 
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with  the  ^  fittings  under  the  jar,  and  occasionally  allowing  the  gas  to 
escape  (Eis.  1 70).  The  nose  of  the  analyst  will  inform  him  when  it  is  escap- 
ins^  from  tlie  edge  of  the  jar.  If  the  mixed  sulphides,  and  especially  the 
smphide  of  copper,  is  not  defended  from  the  oxidizing  action  of  the  air, 
it  IS  rapidly  converted  into  sulphate,  and  washed  away  and  lost  during 
the  edulcoration  of  the  mixed  sulphides.  A  little  hole  is  now  made  in 
the  filter,  on  which  the  sulphides  remain,  and  they  are  washed  off  into 
a  flask  by  a  solution  of  sulphide  of  potassium,  for  the  nuipose  of  dis- 
solving  out  any  arsenic  that  may  be  present.  The  solution  may  be 
decanted  off,  and  the  sulphides  washed  by  decantation.  They  are  then 
treated  with  weak  nitric  acid,  and  the  solution  b  filtered  and  evaporated 
to  dryness  with  sulphuric 
add.  This  latter  separates 
the  lead  as  the  insoluble  sul- 
phate of  lead,  which  is  col- 
lected, dried,  weighed,  and 
estimated  in  the  usual  man- 
ner, after,  of  course,  treating 
the  dry  residue  with  distilled 
water.  Copper  only  now  re- 
mains in  the  washings  in  so- 
lution, and  this  is  precipi- 
tated by  the  addition  of  caus- 
tic potash,  which  throws 
down  the  hydrated  oxide  of 
copper  of  a  blue  colour, 
chanmng  to  a  dense  black 
powder  when  the  solution 
containing  tlie  precipitate 
hydrated  oxide  ot  copper  is 
boiled.  The  black  nowder  is 
ooUected,  washed,  dried,  and 
scraped  off  the  filter  on  to  a 
piece  of  glazed  paper,  the 
niter  is  burnt  away  in  a 
porcelain  crucible,  and  then 
the  bbtck  powder  is  placed 
in  and  also  ignited,  and  finally 
weighed.  Every  40  parts  of 
the  black  oxide  of  copper  are 

ccmiyalent  to  32  of  copper  ^^^  ^  p„^^^,  .^^  ^^^^^  ^^^^^.     ^^  ,^. 

The  oxide   of   copper   must    phlde  of  copper,  &c.    b.  Oas  jar  fitted  with  a  eork 

be  weighed  whilst  hot,  as  it    "»d  g\vM  tube  in  neck;  the  tube  ia  bent  roond  at  c, 

^v^^JLZ  ^^:o4^..»»  w^*U  «M.A«f    "o  tl»*t  the  coal  gas  may  not  escape.    ».  The  ftmnel 

absorbs  moisture  with  great   br  which  the  water  is  poured  iiHowaah  the  iul- 

rapidity.  pdide  of  copper,  and  br  turning  the  beaker  round 

*  that  supplies  the  fhnnel,  erery  part  of  the  filter  may 

be  washed,    o.  Oas-pipo  connected  with  the  ooal-gas 

fittings.   The  arrowi  denote  the  entry  of  the  gat. 
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Third  Series. 

The  e^nivalent  or  combining  proportion  of  copper  is  31*7  and  it 
unites  with  oxygen  in  various  proportions,  as  follows : — 

Suboxide  of  copper Cufi 

Protoxide,  or  black  oxide      .    .    .  CuO 

,  Binoxide CuO, 

Cupricacid 

The  suboxide  is  made  by  heating  a  mixture  of  five  parts  of  the  Uack 
oxide  of  copper  with  four  parts  of  copper  filings,  in  a  close  crucible,  to 
a  full  red  heat ;  or  by  the  wet  process,  by  first  l)oiliug  some  syrup  with 
a  little  dilute  sulphuric  acid  to  convert  the  cane  into  grape  sugar,  and 
then  adding  a  solution  of  sulphate  of  copper  with  excess  of  caustic 
potash  to  redissolve  the  precipitated  oxide  and  form  a  violet-blue  solu- 
tion. On  boiling  this  solution  of  copper  for  some  time,  the  suboxide 
gradually  deposits  and  presents  a  crystalline  form  with  a  fine  red  colour. 
This  combination  is  found  in  nature,  and  is  called  by  mineralogists  red 
copper  ore.  BLick  oxide  of  copper  is  obtained  by  dissolving  pure  cop- 
per in  nitric  acid,  evaporating  to  dryness,  and  igmting  the  residue  iu  an 
earthen  crucible  until  no  more  red  nitrous  fumes  are  visible.  The  pro- 
cess occupies  some  time,  and  the  oxide  should  be  stirred  now  and  Uien 
with  a  copper  rod.  Binoxide  of  copper  and  cupric  acid  are  combina- 
tions whicli  are  only  interesting  to  the  chemist.  The  suboxide  and 
the  protoxide  of  copper  are  both  employed  in  colouring  glass;  the 
former  imparts  a  red  colour,  and  the  latter  a  blue  or  green  colour.  The 
protoxide,  or  black  oxide,  forms  with  sulphuric  acid  that  most  valuable 
salt  called  "blue  vitriol,"  or  sulphate  of  copper,  CuO,S03HO-|-4Aq., 
which  is  employed  so  extensively  in  electrotyping  and  other  useful  arts, 
likewise  in  medicine,  and  also  in  agriculture  for  the  purpose  of  steeping 
grain,  before  it  is  sown,  to  prevent  smut.  Sulphate  of  copper  is  som 
at  such  a  very  cheap  rate,  that  it  is  never  worth  while  to  make  it  on  the 
small  scale.  Nitrate  of  copper  is  obtained  by  dissolving  the  blad^ 
oxide,  or  metallic  copper,  in  nitric  acid,  and  evaporating  the  solutxMi 
till  a  pellicle  forms.  The  crystals  are  represented  by  the  following 
formula:  CuO,^jj05  with  4  or  (J  Aq.,  according  to  the  temperature  at 
which  it  crystallizes. 

The  hydrated  oxide  of  copper  or  oxide  of  copper  united  with  a  dcfi* 
nite  proportion  of  water,  CuO,2HO,  is  obtained  from  a  solution  of 
nitrate  of  copper  by  the  addition  of  small  quantities  of  caustic  lime  * 
until  the  green  precipitate  is  no  longer  thrown  down  and  the  solution 
becomes  colourless.  The  precipitate  is  then  filtered  and  washed,  and, 
when  nearlv  dry,  from  eight  to  eleven  per  cent,  of  powdered  caustie'' 
lime  is  well  incorporated  with  it,  when  the  green  colour  changes  to  blue^ 
forming  the  well-known  pigment  termed  blue  verditer.         *  '  n 

Sulpnate  of  copper  unites  with  ammonia,  and  produces  mag. 
blue  crystals,  CuO,S03.2NH5HO.     The  large  show-bottles  pU 
the  windows  of  the  diemists  and  druggists  have  generally  one  of  ] 
number  filled  with  a  dilute  solution  of  copper  to  which  a  slight 
ut'  ammonia  has  been  added. 
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Pore  copper  is  obtained  by  decomposing  a  solation  of  pure  sulphate 
of  copper  by  the  voltaic  current,  as  in.  the  ordinary  process  of  electro- 
typing.  The  manipulations  of  thb  art  have  been  so  elaborately  explained 
tfy  Napier  and  Walker,  and  also  in  the  "  Boy's  Playbook  of  Science,"  that 
it  is  almost  unnecessary  to  mention  them  here ;  but  as  young  persons  do 
not  generally  possess  many  books,  and  are  sometimes  restricted  by  their 
finances  to  one,  we  give  an  easy  method  of  conducting  the  process. 

In  tlie  centre  of  a  stoneware  pan,  or  square  wooden  box  well  dove- 
tailed and  made  water-tight,  witiiout  nails,  and  nearly  filled  with  a 


Fig.  171.    ▲  k,  Basfn  containinfT  the  solation  of  solphate  of  copper,    b  b.  The 
poropfl  cell,  oonUinin^  dilntt  talpharic  acid.     c.  Amalgamated  zino  rod  and 


bindlnff  lerew  attachi 
rlaM  eioaed  at  small 
onae  toachinsr  the 
copper.  H.  Brown  1 
lenarth  at  least  three 
■aaiing-wax  after  the 


id  medal  d.    b.  Porous  cell,  mode  with  a  lamp- 
and  wire  support  o  o,  to  prevent  the  mom- 
pan  containing  the  solution  of  sulphate  of 
ill.  prepared  hy  rolling  paper  of  the  required 
mler,  and  dosing  the  sides  and  bottom  with 
folded  in. 


strong  solution  of  sulphate  of  copper,  place  a  porous  cell  containing  a 
rod  of  amal^mated  zinc  surroundea  with  a  mixture  of  one  part  strong 
salphoric  acid  and  twenty  parts  of  water.  Round  the  top  of  the  zinc 
rod  is  wound  one  end  of  a  length  of  thin  copper  wire,  ana  the  other  is 
attached  to  the  seal  or  medal,  previously  well  blackleaded  and  polished. 
If  a  medal  is  used,  the  back  should  be  imbedded  in  gutta-percha  or 
covered  with  wax,  and  the  wire  twisted  round  the  rim,  as  the  deposit  of 
copper  is  not  required  at  the  back,  and  misht,  indeed,  spoil  the  medal 
b^  preventing  its  subseouent  nomoval  from  tne  electrotype  cast.  Very 
little  blacklea^  should  oe  used  with  a  medal,  as  it  stops  up  the  fine 
lines ;  and  sometimes  a  little  sweet  oil,  or  solution  of  wax  in  turpen- 
tiA  is  rubbed  over  it  so  as  to  prevent  the  deposited  copper  sticking  to 
and  spoilbg  the  medaL  If  an  impression  in  sealing-  or  candle-wax  is 
used*  this  must  be  well  blackleaded  and  polished  on  one  face, 
and   twisted   round,  with  the  thin .  wire,    which  is  placed  in   good 
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oondactmg  oommanication  with  the  blackleaded  surface.  The  medal 
or  cast  is  then  placed  into  the  solution  of  copper,  and  the  whole  left  for. 
twelve  hours,  when  the  copper  is  precipitatea  over  the  surfeoe  of  the 
medal  or  cast,  of  which  it  takes  an  accurate  copy  in  intaglio.  Vnm. 
the  intaglio  niav  be  taken  any  number  of  other  electrotype  impieniqns 
in  relievo,  'fne  porous  cells  may  be  either  unbaked  eartnenwaie^ 
brown  paper  rolled  up  and  sealed  at  the  bottom  and  sides,  or  a  lamp-glasa 
closed  at  one  end  with  wet  bladder. 

Fijth  Series. 

Ck)pper  not  only  combines  with  oxygen,  but  also  unites  with  the  two 
permanent  caseous  elements  hydrogen  and  nitrogen.  According  to 
Wurtz,  the  former  has  a  formula  of  Cu^H,  and  the  latter,  by  the  expe- 
riments of  Schrotter,  is  ascertained  to  nave  the  composition  of  Cu^ff. 
This  compound,  as  might  be  supposed,  has  a  tendency  to  explode,  and 
appears  to  separate  into  its  elements  with  sudden  energy  at  a  tempera- 
ture of  509^  Eah.  Copper  filing,  or,  still  better,  copper  leaf  puoed 
in  chlorine  gas,  is  attacked  with  rapidity,  and,  if  heated  in  chlorine,  takes 
fire.  Dutch  metal,  which  contains  zinc,  bums  immediately  it  comes  in 
contact  with  chlorine.  Copper  forms  in  this  way  the  anhydrous  chloride 
of  copper,  CuCl,  which  may  be  converted  into  the  subchloride,  Cu^Gl, 
by  heating  it  to  redness  in  a  current  of  chlorine  gas. 

A  very  pretty  ctccu  colour,  passing  to  shades  of  blue,  and  assuming 
a  variety  of  tints  oetween  blue  and  green,  is  displayed  on  the  ceiling  ol 
a  room  in  magnificent  waves  and  miniature  billows,  which  appear  to 
roll  over  each  other  in  the  beautiful  experiment  called  "  the  fire  cloud." 
The  apparatus  for  the  performance  of  this  experiment  consists  of  a  yeiY 
strong  copper  bottle  furnished  with  a  good  brass  stopcock,  pipe,  ana 
jet,  and  capable  of  bein^  fitted  to  a  condensing  syringe. 

To  prepare  the  expenment,  a  solution  of  cluonde  of  copper  in  aloohd 
or  methylated  spirit,  in  the  proportion  of  an  ounce  of  tne  chloride  of 
copper  to  a  quart  of  the  spirit,  is  filtered  or  decanted  quite  clear  from 
all  undissolved  crystals,  ana  poured  into  the  copper  bottle  so  as  to  fill 
about  one-half  of  its  volume ;  the  bottle  must  be  scrupulously  dean,  as 
any  fine  solid  particles  getting  into  the  jet  completely  destroy  the 
success  of  the  experiment.  After  the  solution  is  poured  in,  the  slop* 
cock  and  copper  pipe,  passing  to  within  an  eighth  of  an  inch  of  the 
bottom,  are  screwed  in  and  the  hand-pump  attached.  Air  is  now 
pumped  in  till  the  valves  of  the  pump  refuse  to  work,  and  being  remo?ed» 
after  turning^  off  the  cock,  a  jet  with  an  orifice  of  about  one-twentieth 
of  an  inch  is  screwed  on.  Before  allowing  the  alcoholic  solution  to 
escape,  it  is  better  to  place  the  copper  bottle  in  a  pail  of  boiling  water 
until  thoroughlv  but  gently  warmed,  when  it  may  be  placed  in  a  riq|^ 
holder  attached  to  the  body  by  a  strap  for  the  convemence  of  direct- 
ing it  at  any  angle,  and  a  torcn  being  now  held  to  the  ceiling  of  the 
room,  which  should  be  plaster,  and  about  ten  or  twelve  feet  above  the 
head  of  the  operator,  who  may  wear  an  old  cap  or  hat,  the  cock  is 
turned,  the  alcohol  then  itkes  fire  on  the  ceiling,  and  being  continually 
supplied  with  a  finely-divided  jet  of  spirit,  whid^  is  gently  moTcd  over 
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a  space  of  about  ten  feet  square,  it  produces  the  beautiful  undulating 
ana  delicate  blue-and-green  coloured  flame  already  described. 

The  oxYchloride  of  copper  (GuCl,3  CuO,4HO)  is  an  important  jAg- 
ment,  cafled  "Brunswick  green,"  and  may  be  prepared  by  wetting 
sheets  of  copper  with  hydrodidoric  acid  and  exposing  them  to  the  air, 
and  again  repeating  the  wetting  and  exposure  untd  the  whole  of  the 
copper  is  decomposed.  This  pigment  is  one  of  the  cheapest  green 
colours  sold,  and  is  used  veiy  extensively  for  out-door  purposes.  The 
natural  oxydiloride  of  copper  is  called  atacamite. 


Fiff.  172.  A.  Section  of  copper  bottle  with  pipe,  condensing  parap,  and  ftopcock. 
The  Dottle  ii  half  ftill  of  the  alcoholic  eolation,  b.  Copper  bottle  ready  for  use, 
with  the  Jet  screwed  on  and  attached  to  a  leathern  belt  bv  a  ring  and  hook. 
c.  Pi^  of  boillDg  water,  o.  Use  of  the  copper  bottle,  trom  which  the  Jet  of  aloo- 
Im^  etoiqies  to  the  ceiling  d,  where  a  torch  of  tow  dipped  in  splritt  of  wine  ia  held 
tot  a  few  minutes,  till  it  takes  fire  properly. 

Iodine  and  bromine  both  unite  with  cop])er,  forming  proto-  and  sub- 
aaks  like  the  chlorides.    Pluorine  also  combines  with  tnis  metal. 


SixiA  Seriet, 

If  a  lump  of  copper  pyrites  is  placed  in  a  solution  of  chloride  of 
barium  ana  connected  with  a  weak  voltaic  current,  it  is  gradually 
changed  into  sulphuric  acid  Twhich  unites  with  the  baryta  and  forms 
sulpmtte  of  baryta),  peroxide  or  iron,  and  sulphide  of  copper,  or  ^y  copper 
ore.  The  sulphate  of  bar^a  is  obtainea  from  the  oxidation  of  the 
sulphur  in  the  pyrites,  which  liberates  the  iron  subsequently  oxidized, 
and  leaves  the  sulphide  of  copper. 
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Seventh  Seriet. 


A  Elorenee  flask  filled  with  copper  turnings,  and  then  some  itmglilT. 
powdered  sulphur  sprinkled  in  so  as  to  bie  well  distributed  throng 
them,  affords  an  interesting  example  of  combustion  carried  on  wm- 
out  the  presence  of  oxygen.  When  the  heat  of  a  spirit  lamp  is  appfied 
to  the  flask  and  its  contents,  they  soon  begin  to  glow  with  a  red  oeat^ 
and  the  copper  unites  with  the  sulphur  and  forms  the  black  and  easiW- 
powdered  subsulphide  of  copper  (Cu^S^.  This  black  matter,  boiled  with 
dilute  nitric  acid,  is  decomposed,  a  small  portion  of  the  sulphur  is  oxidized 
and  forms  sulphuric  acid,  but  the  larger  portion  collects  in  small  lumps, 
which  may  be  separated  by  filtration,  and  present  on  combustion  the  usual 
indications  of  sulphur,  whilst  the  blue  colour  of  the  solution  of  copper,  in 
which  a  zinc  or  iron  plate  can  be  placed  to  precipitate  the  metal,  affords 
an  instructiye  example  of  a  simple  chemical  analysis  in  which  the  copper 
is  again  recovered  in  its  metallic  state.  The  subsulphide  of  comMr 
exists  in  nature,  and  is  called  "  copper  glance  ;*'  and  the  sulphide  (AiS) 
is  known  in  mineralogy  as  "  blue  copner."  Copper  pyrites  is  &  mixea 
sesquisulphide  of  iron  and  subsulphme  of  copper  (Fe^S^Cu^S),  and  tlis 
greater  proportion  of  copper  is  obtained  from  this  mineral,  whioh 
assumes,  in  one  of  its  species,  the  most  lovely  appearance  of  azure  blue  and 
other  colours,  and  is  called  from  that  circumstance  "peacock  coroer 
ore." 

Eighth  Series. 

Artificial  malachite,  or  bibasic  carbonate  of  copper  is  prepared  by 
precipitating  a  saturated  hot  solution  of  sulphate  of  copper  with  one  of 
carbonate  of  potash ;  the  green  precipitate  gradually  collects,  becomes 
granular,  and  after  being  well  washed  and  dried,  is  called  '^  verditer 
green"  or  *'  mountain  green ;"  when  unmixed  with  foreign  matters,  it 
has  the  same  composition  as  malachite,  2  GuOjCO^tHO. 

Ninih  Series, 

A  little  nitrate  of  copper  in  crystals  slightly  damped  and  wrapped  up 
in  tin-foil  produces  a  most  energetic  action,  with  the  evolution  of  nitrous 
acid  fumes,  and  an  exchange  of  places  occurs,  by  which  the  tin  is  united 
with  oxygen,  and  the  copper  precipitated  in  the  metallic  state.  It  is 
stated  that  the  production  of  tne  nitrous  acid  fumes  is  accompanied  with 
the  production  of  li^ht,  but  the  author  has  never  yet  seen  that  effect  pro- 
duced, although  it  is  quite  possible  to  suppose  that  it  might  do  so  coca* 
flionally,  or  if  performed  in  an  atmosphere  of  pure  oxygen  gas. 

Tenth  Series. 

The  double  sulphate  of  copper  and  potash  is  prepared  by  neutraliiiM 
a  solution  of  bisulphate  of  potash  with  hydrated  oxide  of  coppeivaM 
then  evaporating  the  liquid  till  a  pellicle  is  formed  and  the  salt  cm-. 
tallizes.    When  heated  on  a  piece  of  platinum  foil,  it  meHs^  ana  if 
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^owed  to  cool,  assumes  a  green  and  then  a  light-bine  colour,  and  just 
irhen  it  might  be  expected  that  the  fused  salt  would  become  solid,  a 
sadden  movement  is  seen,  and  decrepitation  commences,  which  is  very 
^tinctly  audible,  and  the  whole  falls  to  powder.  When  the  experiment 
is  made  m  a  porcelain  capsule,  the  same  effect  occurs,  but  slower,  and  if 
the  cup  containing  the  tused  salt  is  placed  on  a  sounding-board,  the 
almost  musical  sounds  emitted  whilst  the  crystals  are  breaking  up  are 
yeiy  curious.  Some  alteration  in  the  cohesive  power  of  the  molecules  of 
the  crystals,  brought  about  by  unequal  contraction,  appear  to  produce  the 
effect,  which  is  worthy  of  more  careful  examination. 

Eleventh  Series, 

Paper  prepared  with  a  pulp  containing  the  phosphate  of  copper  is 
slightly  blue  or  bluish-^reen,  and  is  recommended  by  Messrs.  Glyn 
ana  Appel  as  a  preventive  to  forgery  by  the  anastatic  process.  To 
show  the  principle,  a  sheet  of  paper  or  blank  cheque  may  oe  moistened 
with  some  dilute  nitric  acid  containing  a  little  solution  of  copper,  and 
when  this  is  laid  upon  the  zinc  plate,  as  in  the  ordinary  process  of 
anastatic  printing,  it  undergoes  an  immediate  change ;  the  zinc  predpi- 
tales  the  copper,  and  if  the  cheque  and  zinc  plate  are  passed  under  tne 
roller,  the  paper  is  blackened  by  the  precipitated  copper,  and  adheres 
so  firmlv  to  the  zinc  plate,  that  it  cannot  be  removed  without  destroying 
it,  and  hence  it  was  stated  that,  supposing  a  forger  were  to  attempt  to 
take  an  imitation  copy  of  a  note  printed  on  this  prepared  paper,  he  would 
be  punished  at  once  by  the  loss  of  his  property,  providea  he  did  not 
Dossess  the  proper  amount  of  chemical  knowledge  to  extract  the  copper 
oefore  attempting  to  take  the  anastatic  copy. 

TiMl/a  Series, 

Succinate  of  copper  heated  in  a  glass  tube  till  the  decomposition  is 
complete,  and  then  hermetically  sealed  like  the  pyropnoric  lead 
described  at  p.  252,  takes  fire  spontaneously  when  shaken  into  the  air, 
and  very  pretty  results  are  obtained  by  dropping  the  finely-divided 
copper  alternately  into  bottles  filled  with  oxygen  and  chlorine. 

Thirteenth  Series, 

The  tests  for  copper  afford  results  which  cannot  be  very  easily  mis- 
taken.    In  the  first  place,  the  solutions  of  this  metal,  even  when  very 
dilute,  present  a  blue  colour,  which  is  rendered  further  apparent  by 
evaporating  a  few  drops  on  the  lid  of  a  white  porcelain  crucible.    The  . 
addition  of  ammonia  causes  the  production  of  an  intense  blue  colour. 

Ferrocyanide  of  potassium  affords  a  distinct  brown  tint  in  solutions  of 
copper,  even  when  they  are  diluted  to  the  highest  degree.  A  sallon  of 
water  containing  one  ^rain  of  copper  in  solution  would  afford  a  very 
distinct  brown  cloud  with  the  ferrocyanide  of  potassium,  and  the  dilu- 
tion might  be  carried  higher  if  the  solution  is  first  evaporated  in  the  lid 
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of  a  porcelain  capsule  before  applying  the  test.  The  predpitaied  ktto- 
cyanide  of  copper  is  insolnble  in  acids.  Zinc,  iron,  tin,  lead,  all  preci- 
pitate copper;  perhaps  a  zinc  plate  affords  the  most  visible  resaJte, 
oecanse  tne  difference  of  colour  is  so  very  marked,  and  the  oxide  of  tine 
is  white. 

In  testing  bread  snpposed  to  contain  copper,  a  zinc  plate  will  dateet 
a  very  minute  quantity,  and  all  that  is  necessary  is  to  acidify  the  hnaA 
with  dilute  pure  sulphuric  acid,  and  leave  the  zinc  therein.  The  depottibed 
copper  may  be  scraped  off,  dissolved,  and  tested  in  other  ways. 

Sulphuretted  hyorogen  throws  down  a  black  precipitate  of  solphide 
of  copper. 

Ammonia  precipitates  and  re-dissolves  the  oxide  of  copper^  producing 
an  intense  blue  solution. 

When  an  ahnost  invisible  and  very  minute  Quantity  of  copper  is  pre- 
cipitated on  an  iron  plate,  it  may  be  detected  by  moistening  the  iron 
with  a  solution  of  chloride  of  ammonium,  and  holding  it  in  the  flame  of  a 
spirit-lamp,  when  a  beautiful  green  colour  is  obtained. 

Mr.  Henwood  gives  a  veir  mteresting  anecdote,  showiujg  the  applica- 
tion of  this  simple  test :  "  In  the  Great  Wlieal  Towan  Mine,  Cornwall, 
they  had  for  years  been  following  a  string  of  quartz,  accompanied  by  a 
small  quantity  of  rich  copper  ore ;  the  walls  of  tliia  lode  were  so  hard  as 
to  deter  them  from  commencing  operations  on  them  for  cross  cutting. 
At  length  a  man,  to  preserve  his  tobacco-pipe^  made  a  small  hole  in  which 
he  placed  it,  when  to  bis  preat  surprise  a  quantity  of  water  of  a  black 
colour  issued,  which  he  tried  by  the  usual  miners'  test — ^viz.,  wetting  his 
fingers  in  the  substance,  and  applying  them  to  his  candle — immedi^ely 
the  colour  of  the  flame  gave  unmistakeable  signs  of  copper.  This 
fortunate  discoverv  laid  the  foundation  of  one  of  the  largest  fortunes 
that  Cornwall  can  boast." 

A  dilute  solution  of  salt  attacks  copper  with  considerable  rapidity, 
and  when  pickles  have  been  foolishly  boiled  in  badly-tinned  copper 
vessels,  or  copper  coin  placed  in  the  vinegar  to  impart  a  fine  green 
colour  to  them,  a  zinc  or  iron  plate  will  readily  separate  the  copper,  if 
digested  for  some  time  with  the  pickles.  The  action  of  a  weak  solu- 
tion of  salt  on  copper  is  well  iuustrated  by  the  destruction  of  the 
copper  sheathing  ot  ships,  which  sometimes  disappears  with  astonishing 
rapidity. 

The  corrosive  power  of  the  chloride  of  sodium  contained  in  sea- 
water  appears  to  be  greatly  increased  with  the  voltaic  action  set  np  by 
the  difirerent  mechanical  conditions  of  each  separate  plate  of  copper. 
A  voltaic  circle  is  commonly  made  with  a  plate  of  zinc  and  one  of 
copper  immersed  in  dilute  sulphuric  acid,  being  two  dissimilar  metals 
placed  in  a  fluid  which  acts  rapidly  upon  one  of  them.  Two  plates  of 
zinc,  prepared  under  precisely  circumstances,  and  immersed  in  dilute 
acid,  will  however  afford  a  feeble  current  of  electricity,  which  may  be 
rendered  apparent  by  means  of  a  delicate  galvanometer  needle,  such  as 
•       '       **    '  •    the     '^    *   '^ 


that  described  in  the  '*  Boy's  Playbook  of  Science,"  showing  that,  if 
there  is  the  slightest  physical  difference  between  the  plates,  it  is  sdfi- 
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cient  to  set  up  a  voltaic  action  in  which  one  plate  is  more  rapidly 
attacked  than  tlie  other.  It  is  not  difficult  to  suppose  that  ships  may 
b<$  coppered  with  plates  that  have  been  made  from  different  samples  of 
eopper,  and  roUea  at  one  or  more  mills ;  under  these  circumstances 
there  is  a  specific  chemical  and  mechanical  variety  in  each  sheet  of 
oopper,  and  directly  the  ship  is  immersed  in  sea-water  a  series  of  voltaic 
euirents  are  set  up  which  greatly  promote  and  increase  the  chemical 
aeUon;  and  no  doubt  frequently  cause  the  copper  to  dissolve  more 
quickly,  although  on  analysis  the  sheathing  may  prove  to  be  made  of 
pure  and  good  metal. 


Fig.  173.  Sheathing  a  Vessel  with  Copper. 


Fiar.  174.  The  Planet  Jupiter.  (Warren  Do  La  Kn?.) 

CHAPTER  Vni. 

TIN,  ANCIENTLY-CALLED  JLTITEE.       )/ 
The  character  represents  the  thunderbolts  of  Jore. 

It  has  been  tralv  remarked  that  the  spirit  of  inquiry  is  a  rettlm  cme^ 
and  never  slambers;  this  greedy  desire  for  knowledge  incessantly 
urges  the  mind  of  man  to  ask  questions  which  time  and  ol^enration  only 
can  answer,  and  certainly  one  of  the  favourite  queries  of  those  who 
study  mineralogy  is  the  ever-recurring  one  of  "  How  were  the  minerals 
deposited  in  the  cracks  or  fissures  of  the  earth?"  In  the  chapter  on 
gold,  p.  177,  it  has  been  explained  that,  according  to  the  "  Piutonur 
theory,"  the  crust  of  the  eartn  has  been  disturbed  bv  the  heaving  up  oC 
the  melted  and  intenselj-heated  mass  of  rock  from  below,  which,  pusning 
its  way  upwards,  has  displaced  and  upheaved  certain  strata,  and  posaiUy 
produced,  by  subsequent  cooling  and  contraction,  the  cracks  and  fiarans- 
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alluded  to.  In  the  process  of  time — not  tobe  counted  by  days  or  years,  but 
by  oenturies^-oertain  solutions  of  earthy  and  metallic  substances,  saline 
and  miiieral  waters,  have  been  oonyeyed  into  and  slowly  passed  through 
these  large  receptacles,  in  which  crystallization  has  been  set  up,  and  in 
OQBSsqaence  of  the  slowness  of  the  deposition  of  crystals,  like  those  of 
qnaitiy  crystallized  silica  or  sand  of  remarkable  hardness  has  been 
wodsoed.  Crystallization  has  probably  been  assisted  further  by  eleo- 
iliBsl  attraction,  and  it  is  quite  possible  to  conceive  that  the  variable 
ooMWsition  of  the  walls  of  these  cracks  or  places,  now  filled  with  solid 
wMk  and  called  lodes,  might  have  set  up  feeble  currents  of  electricity, 
'viibk  the  late  Mr.  Crosse,  in  his  original  experiments,  has  shqwn  wul 
llBBg  lAout  the  most  singular  changes  of  physical  form,  whilst  Bec- 
^pttdi  has  imitated  nature,  and  produced  by  slow  electric  action  the 
SilpliMfs  of  silver,  copper,  lead,  and  tin  in  the  most  perfect  and  beautiful 
smMtine  forms. 

J>r.  Noad,  in  his  most  complete  "  Manual  of  Electricity,"  says :  "  More 
teoMtlT  the  weak  actions  to  which  Becquerel's  attention  has  been  more 
fU^mtulj  directed,  are  those  which  commence  as  soon  as  the  rocks,  the 
flMMKe  and  other  substances  which  occupy  veins  and  beds,  come  into 
r  with  the  mineral  waters  that  rise  from  all  parts  of  the  earth's 
r.  Tiwu  then  becomes  an  element  in  the  growth  of  the  crys- 
snbetances  formed."  The  following  experiments  were  made  by 
IsaqiiieEel  ^— 

First  Series. 

A  plate  of  amal^mated  zinc  surrounding  a  copper  wire  was  plunged 
iofto  a  solution  of  silica  in  potash.  After  a  fortnight's  action,  very  small 
Tegular  octohedral  crystals  of  siliceous  oxide  of  zinc  were  formed  on 
the  zinc  pUte. 

Second  Series, 

A  lead-copper  arrangement  was  substituted  for  the  zinc-<x>Dper,  when 
anhydrous  crystals  of  oxide  of  lead  were  deposited  on  the  leaa  plate. 

Third  Series, 

Fragments  of  the  mineral  galena  or  sulphide  of  lead  were  left  for 
several  years  in  solutions  of  chloride  of  sodiimi  and  sulphate  of  copper 

{both  of  which  solutions  would  occur  naturally  in  the  earth,  either  as 
trine-springs  or  copper-water) ;  the  following  were  the  products  obtained 
by  this  slow  action,  and  they  were  deposited  either  on  the  galena  or  on  the 
bottom  and  sides  of  the  vessel.  No.  1.  Chloride  of  sodium  or  common 
salt  in  cubes,  cubic  octohedrons,  and  even'  in  octohedrons  having  great 
transparency  and  very  definite  forms.  No.  2.  Chloride  of  lead  in  cubes, 
and  needles  slightly  yellowish  and  of  a  very  perfect  form.  No.  3.  Sul- 
phate of  lead  in  cuneiform  octohedrons,  much  modified,  precisely 
resembling  the  crystalline  sulphate  of  lead  of  Anglesea.  No.  4.  Chloro- 
aidphate  of  lead  in  needles.  No.  5.  Basic  chloride  of  lead  in  micro- 
acopio  crystab,  disconnected  here  and  there  throughout  the  whole 
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prodact.  No.  6.  Salphnret  of  copper,  black,  without  an  i^p^annee  of 
crTstallization.  The  whole  of  these  substances  covering  tne  piece  of 
galena  gave  it  the  appearance  of  a  specimen  from  a  minertQ  vein. 

Fourth  Series, 

A  voltaic  couple  formed  of  a  piece  of  galena  surrounded  by  a  pla- 
tinum wire  placed  in  a  saturated  solution  of  common  salt,  and  sulpbale 
of  copper  diluted  with  three  volumes  of  water,  gives  rise  to  the  foima- 
tion  ot  a  considerable  quantity  of  crystallized  cluoride  of  lead  in  cubes^ 
without  any  other  product. 

Becquerel  thinks  that  these  reactions  take  place  in  nature ;  rain  water 
coming  in  contact  with  mineral  masses  and  veins  formed  of  metallic 
combinations,  becomes  charged  with  chloride  of  sodium  and  sulphate  of 
copper,  arising  (as  it  does  at  the  present  time)  from  the  decompositioa 
of  copper  pyntes ;  these  solutions,  once  in  contact  with  ^ena^  react 
upon  it  weakly,  and  give  rise  to  those  combinations  mentioned  in  the 
third  experiment  of  Becquerel ;  the  action  is,  indeed,  progressive,  and 
reminds  one,  in  its  succession,  of  the  old  "  Joe  Miller*^  of  the  ^anon 
who  told  the  clerk,  who  told  the  sexton,  who  tolled  the  bell,  one  event 
succeeding  the  other  with  the  utmost  regularity,  and  only  requiiing 
time  for  its  fuliilmeut. 

Dr.  Golding  Bird  has  also  suggested  an  arrangement  bv  whidi 
nature's  processes  have  probably  been  still  further  imitated,  and  cirstads 
of  metalhc  copper,  suboxide  of  copper  or  red  copper  ore,  and  oxide  of 
zinc  produced : — 

"  A  glass  tube,  open  at  both  ends,  about  half  an  inch  in  diameter,  and 
three  inches  in  length,  is  closed  at  one  end  by  means  of  a  plug  of 
plaster  of  Paris  about  one-third  of  an  inch  in  thickness.  The  tube  is 
filled  with  a  moderately  diluted  solution  of  nitrate  or  chloride  of  copper, 
and  placed  inside  a  cylindrical  glass  vessel  nearly  filled  with  a  weak 
solution  of  potash  or  soda.  The  leaden  leg  of  a  compound  lead  and 
copper  arc  is  plunged  into  the  outer  cylinder,  and  the  copper  leg  into 
the  tube.  The  lead  slowly  dissolves  in  the  alkaline  solution,  and  elec- 
tric action  is  set  up ;  the  current  traverses  the  plaster  of  Paris  parti- 
tion, and  the  oxide  of  copper  (precipitated  by  the  slow  admixture  of  the 
alkaline  solution  with  the  copper  salt)  is  reduced  partly  to  the  metallic 
state  and  partly  to  suboxide,  both  of  which  crystallize  on  the  negative 
copper  leg  of  the  arc.  If  a  solution  of  oxide  of  zinc  in  caustic  potadi 
be  substituted  for  the  uncombined  alkali  in  the  larger  vessel,  a  wy 
elegant  deposit  of  oxide  of  zinc  takes  place  in  about  eight  or  ten  days, 
on  the  lead  or  positive  plate,  while  fine  crystals  of  copper  and  suboxide 
are  deposited  on  the  copper  or  negative  plate."  The  cletail  of  these  ex- 
periments is  sufficient  to  indicate  to  the  student  that  King  Pluto  need 
not  be  made  responsible  for  the  mineral  deposits,  although  he  probab^ 
paved  the  way  lor  their  production  by  causing  those  cracks,  rents,  and 
great  voltaic  cells  in  the  earth  which  were  subsequently  filled  by  the 
agency  of  that  potent  solvent  water  which  "  Old  Neptune"  is  supposed 


THE  ELECTRO  DEPOSIT  OF  MIXSBALS.  297 

to  rule  over.  We  cannot  conceive  Pluto  and  Neptune  to  be  anta- 
gonistic, as  fire  produces  water,  and  vice  versa— -thej  were  firm  and  good 
allies,  and,  like  the  French  and  English  combination,  were  great  in  their 
respective  specialities,  and  in  the  course  of  time,  no  doubt,  performed 
works  which  an  all-bountiful  Providence  has  made  subservient  to  the 
wants  of  man. 

Professor  Hunt  says,  however,  we  must  not  too  hastily  decide  upon 
the  agency  of  electricity  bein^  the  only  cause  of  the  production  of 
mineral  veins,  "  The  probability  being,  that  a  set  of  pnysical  forces 
acting  on  the  surfaces  of  the  material  particles,  which  are  as  yet  only 
dimly  seen  by  the  eye  of  science,  will  be  found  to  be  the  causes  regu- 
lating the  effects  under  consideration." 

"It  is  certain  that  in  Devon  and  Cornwall  there  are  distinct  indica- 
tions of  the  influences  excited  by  two  dissimilar  rocks,  in  producing 
tiie  formation  of  the  metalliferous  minerals.  It  is  evident  that  a  main 
line  of  direction  is  observed  by  mineral  lodes,  and  usually  the  direction 
of  lodes  containing  the  ores  of  lead  is  nearly  at  right  angles  to  that  of 
the  copper  and  tin  veins  in  the  same  district.  In  the  lead  districts  of 
Wales  and  of  the  north  of  England  we  find  the  ores  of  this  metal  com- 
monlv  occurring  in  the  limestone  bands,  and  appearing  only  slightly,  if 
4it  all^  in  the  sandstone  and  shale  strata,  associated  with  the  limestone. 
There  are^  however,  districts,  and  extensive  ones,  in  which  the  lead 
occurs  in  the  sandstone,  and  not  in  the  limestone,  and  there  are  some  in 
which  the  preference  appears  to  have  been  given  to  the  shales.  This 
is  strikingly  shown  at  the  Grassington  and  at  the  Cavanley  mines. 
These  facts  prove  to  us  that  some  conditions,  beyond  those  which  are 
dependent  upon  the  chemical  constitution  of  the  rocks,  are  to  be 
sought  for." 

'uiese  preliminary  remarks  upon  the  probable  deposition  of  the 
minerals  have  been  made,  because  tin,  the  metal  now  under  consideration, 
is  rarely  found  alone,  but  is  more  or  less  associated  with  ores  of  copper 
and  zinc,  also  with  wolfram,  arsenical  pyrites,  &c.  The  walls  of  the  lode 
which  contain  tin  are  frequently  gramte,  that  bein^  the  rock  in  which 
the  veins  most  abound,  but  it  is  hkewise  disseminatea  in  clay  and  chlorite 
slate,  gneiss  and  other  metamorphic  rock.  When  procured  from  veins 
it  is  ^ed  "mine  tin,"  but  it  is  obtained  in  large  quantities  from 
alluvial  deposits  and  drift,  like  ^Id;  indeed,  it  is,  in  searching  the 
stream  works  for  tin,  that  the  vigilant  Coniish  miners  sometimes  dis- 
cover little  particles  of  the  precious  metal  gold,  which  are  his  perquisites, 
and  usually  preserved  in  a  quill  carried  about  his  person,  and  called 
tinner's /7n7/y,  dt  particles.  Tin  ore  obtained  from  the  stream  works 
is  termed  "  stream  tin ;"  it  is  a  binoxide  of  tin,  SuOj,  and  is  usually 
called  tin-stone.  The  hardness  of  this  mineral  is  taken  advantage  of; 
and  when  powdered,  it  is  used  for  polishing  metals,  glass,  &c.,  under  the 
name  "putty  powder."  It  was  the  ores  of  tin  that  attracted  the  Ph(e- 
nidan  traders  to  ancient  Britain,  of  which  they  related  the  most  fearful 
stories,  in  order  most  probably  to  keep  other  persons  from  vbiting  the 
iMtfbarous  island.    The  ores  of  tin  are  called — 
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r  Containing  tin«  copper,  iron. 
Tin  pyrites,  or  sulphide  of  tin     .  <     sulphur,  and  eartny  matters, 

(     ana  sometimes  zinc. 
Tin-stone,  or  binoxide  of  tin,  and  C  Containing  tin,  iron,  and  oxygen. 
Wood  tin,  or  Cornish  tin  ore  .    .  (,     with  a  uttle  siliceous  matter. 

Although  a  certain  quantity  of  tin  is  brought  from  Asia,  and  espe- 
ciallyfrom  the  Island  of  Banca,  in  the  Indian  Archipela^,  bdonging  to 
the  Dutch  government,  the  greater  proportion  is  obtained  from  Corn- 
wall, which  has  always  been  celebrated  for  that  metal  from  the  earliest 
historic  periods.  The  Bomans  obtained  tin  from  Britain,  in  order  to 
form  their  bronze  helmets,  weapons,  shields,  &c.;  and  in  certain  parts 
of  Cornwall  there  still  remain  the  mouldering  remains  and  debrU  of  old 
furnaces,  and  slag  or  dross.  The  old  furnaces  are  curiously  termed 
"  Jews*  works/*  and  the  heaps  of  slag  or  melted  earthy  matter  detired 
from  the  smelting  of  the  tin  ore  "  Jews*  attal.**  There  is  one  remark- 
able heap,  called  "Attal  Saracen,'*  as  if  tin  had  been  melted  at  one  time 
for  people  who  traded  with  the  Saracens,  or  that  the  metal  had  been 
made  ^r  those  who  warred  with  these  brave  descendant-s  of  IshmaeL 
The  metal  tin  is  mentioned  by  Moses,  and  it  was  from  Cornwall  that 
the  Phoenicians  obtained  this  metal  which,  with  copper,  formed  the  As- 
syrian and  Egyptian  bronzes.  It  is  supposed  that  St.  MichaePs  Mount 
and  Looe  Island  were  the  ancient  shipping  ports  for  the  tin  obtained 
round  St.  Austie,  and  mentioned  by  Diodorus  Siculus,  the  famous  his- 
torian and  contemporary  of  Julius  Casar  and  Augustus.  Diodorus 
says,  "  It  is  something  peculiar  that  happens  to  the  islands  in  these 
psjis  lying  between  Europe  and  Britain;  for,  at  full  tide,  the  intervening 
passage  being  overflowed,  they  appear  ishmds ;  but  when  the  sea  retnns, 
a  space  is  lert  dry,  and  they  are  seen  as  peninsulas.'*  In  Mount's  bay 
the  tin-stone  has  been  found  in  beautiful  glassy  white  and  limpid  crys- 
tals ;  the  author  recollects,  when  a  boy,  being  promised  specimens  of 
these  so-called  "  Cornish  or  Tin  Diamonds,"  by  a  gentleman  who  went 
annually  to  Cornwall,  but  the  promise  proved  to  be  illusory.  In  conse- 
quence of  the  great  value  of  tin-stone,  it  is  very  carefully  searched  for 
by  the  Cornish  miners,  who  always  expect  to  discover  tin  wherever 
granite  and  clay  slate  are  found  in  each  other's  company.  The  veins  of 
copper  and  tin  usually  run  due  east  and  west,  whilst  those  containing 
lean  (as  already  mentioned),  are  generally  at  right  angles  to  thmn. 
When  the  tin-stone  has  been  carriea  away  by  the  decomposition,  in  ages 
past,  of  the  outcrop  of  the  tin  lode,  through  the  agency  of  water  Mid 
the  continued  action  of  atmospheric  causes,  it  is  of  course  transported 
to  the  valleys  and  lower  leveb,  and  when  picked  up  is  called  a  "  shode 
stone."  With  a  kind  of  superior  Bed  Indian  sagacity,  the  miners  some- 
times succeed  in  tracing  the  stone  to  its  source ;  hence  the  old  Gomiali 
proverb,  '*  He  knows  tin.'*  In  ancient  times  they  were  firm  believers  in 
the  use  of  the  "  divimng  rod,'*  made  of  hazel,  and  cut  in  the  winter. 
Agricola  gives  us  an  amusing  illustration  of  the  use  of  this  supposed 
indicator  of  the  whereabouts  of  mineral  wealth ;  and  not  only  are  penons 


THS  DlVlNUiG  OB  DOWSIKO  BOD 


29» 


seal  cutting  and  tisiiig  the  willow  "  dowsing  rod/'  bat  others  are  sinking 
shode  pits  in  order  to  find  surer  evidence  of  the  presence  of  tin  or 
copper.  The  insecurity  of  the  times  is  marked  by  tne  sword  in  an  old 
scabbard,  resting  against  the  tree  with  the  wallet  and  cloak. 


?lff.  175.  The  ancient  Use  of  the  DiTining  or  Dowsing  Bod.  a.  Virgala,  or  little  rod. 
B.  Aesa,  a  trench.  **  Virgala  dirina"  is  a  Latin  idiom,  meaning,  "  When  things  soooeed 
without  oar  oare^  and  lUl  as  it  were  into  oar  lajw  from  heaTen."— Cxcaao. 

Sir  Walter  Scott,  in  his  pleasing  novel  of  "  The  Antiquary,"  intro- 
duoesthe  subject  of  the  divining-rod  in  the  following  passage :  "In 
truth,  the  German  was  now  got  to  a  little  copse-thicket  at  some  distance 
from  the  ruins,  where  he  affected  busily  to  search  for  such  a  wand  as 
should  suit  the  purpose  of  his  mystery;  and  after  cutting  and  examining 
and  rejecting  several,  he  at  lengtli  provided  himself  with  a  small  twig  ot 
hasel  terminating  in  s^  forked  ^,  which  he  pronounced  to  possess  the 
virtue  proper  for  the  experiment  that  he  was  about  to  exhibit.  Holdinr 
the  forked  ends  of  the  wand  each  between  a  finger  and  a  thumb,  ana 
thus  keepinff  the  rod  upright,  he  proceeded  to  pace  the  ruined  aisles  and 
cloisters,  foUowed  by  the  rest  ot  the  company  in  admiring  procession. 
'  I  beEeve  dere  was  no  waters  here,'  said  the  adept,  when  ne  had  made 
the  round  of  several  of  the  buildings,  without  perceiving  any  of  iho66 
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indications  wMch  he  pretended  to  expect.  '  I  belie?e  those  Sootdi 
monksh  did  find  de  water  too  cool  for  de  climate,  and  alwaysh  disnk  ds 
goot  comfortable  Rhine  wine ;  but  aha !  see  them.'  Accordingly,  the 
assistants  observed  the  rod  to  turn  in  his  fingers,  although  he  pretended 
to  hold  it  very  tight.  *  Dere  is  water  here  about,  sure  enough,'  and 
turning  this  way  and  that  way,  as  the  agitation  of  the  divining-rod 
seemed  to  increase  or  diminish,  he  at  length  advanced  into  the  micbt  of 
a  vacant  and  roofless  euclosure,  which  had  been  the  kitchen  of  the 
priory,  when  the  rod  twisted  itself  so  as  to  point  almost  straight  down- 
wards. '  Here  is  de  place,'  said  the  adept,  '  and  if  ye  do  not  find  de 
water  dere,  I  will  give  you  all  leave  to  call  me  an  impudent  knave.' " 

The  tin  lodes  are  nearly  perpendicular,  seldom  varying  more  than 
twenty  degrees,  and  are  sometimes  worked  to  the  great  depth  of  1800  feet. 
The  "  tin  floors "  occur  at  much  lesser  depths,  and  represent  nearly 
horizontal  strata,  containing  the  tin-stone.  Near  the  Botallack  Mine, 
in  the  parish  of  St.  Just,  in  Penrith,  Mr.  Henwood  states,  are  the  re- 
mains of  very  ancient  works  called  "  tin  floors."  The  mineral  appears 
to  have  been  disposed  in  irregular  kidney -shaped  masses  or  bunches. 

Wlien  the  tin  ore  is  obtained  from  the  mine,  it  is  called  "  spidler,"  and 
is  arranged  like  copper  ores,  in  heaps  of  different  qualities,  according  to 
the  external  appearance ;  it  is  then  '*  dressed,"  or  deprived  of  the  earthy 
matters  by  moaem  machinery,  which  is  a  vast  improvement  upon  the 
old  methods.  As  the  analysis  of  a  mineral  in  the  laboratory  is  usually 
commenced  by  pulverizing  the  substance,  so  in  operations  on  the  grand 
scale,  the  question  of  "  fine  division,"  or  pulverization,  is  one  of  great 
importance,  and  there  are  several  degrees  of  fineness  obtained  either  by 

1.  Crushing  mills. 

2.  Stamping  mills. 

3.  Edge  or  norizontal  mills. 

These  different  mechanical  methods  of  reducing  the  ore  to  powder  aw 
like  the  degrees  of  comparison ;  the  latter,  No.  3,  reducing  the  stony 
matter  to  the  most  impalpable  powder,  whilst  the  ancient  stamping  miu 
appears  to  take  the  mtcrmediatc  position,  and  has  already  been  de- 
picted at  p.  244. 

Tin  ores  are  usually  subjected  to  the  stamping  mill,  of  which  the 
best  and  most  complete  examples  are  to  be  found  in  Cornwall.  Some 
idea  of  the  work  performed  by  these  huge  pestles  may  be  formed  when 
it  is  stated  that  at  "  Great  Uewas  "  three  tons  of  pulverized  tin-stone 
per  single  head  or  stamp,  pass  through  grates  having  seventy  holes  per 
square  inch  every  twenty-four  hours.  A  small  stream  of  water,  as 
shown  in  the  next  cut  (Fig.  176),  carries  the  particles  through  the  holes 
when  they  are  reduced  sufficiently  fine,  or  else  a  motion  would  have  to 
be  ^ven  to  the  box  in  which  the  stamps  work,  in  order  to  shake  the  ptil- 
yenzed  ore  through  the  holes  in  the  iron  grates.  The  stamped  ore 
passes  into  recep^les  or  cisterns,  fifteen  feet  long,  ten  inches  deep, 
and  eighteen  inches  wide,  having  a  gradual  inclination  of  about  three 
quarters  of  an  inch  in  a  foot,  and  so  arranged  that  whilst  one  ia  ben^ 
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emptied  the  other  may  be  filling;  and  the  mechanically-suspended 
mineral  matter  carried  off  by  the  water  is  not  allowed  to  escape  until  it 


Fig.  176.  Modern  Stampiog  Mill.  (Henderson.) 

has  deposited  in  some  degree  the  precious  freight  in  pits  called  "  slime 
pits."  The  cisterns  already  alluded  to  being  inclined,  will  of  course 
present  the  usual  results  obtained  by  slowly  moving  a  series  of  particles 
of  different  specific  gravity  with  a  stream  of  water.  The  top  or  part 
of  the  cistern  nearest  the  stampers  will  retain  the  best  and  heaviest  tin- 
atone,  and  the  lowest  division  the  more  earthy  particles  or  "tailings," 
whilst  the  intermediate  portions  will  make  up  the  series  of  three 
qualities  into  which  the  powdered  ore  is  divided. 

The  head-first  or  best  ore  is  carried  to  a  square  cistern  or  huddle,  also 
slightl^r  inclined,  and  by  the  skilful  adjustment  of  streams  of  flowing 
water  is  again  divided  into  two  parts,  which  take,  as  before,  the  same 
relative  position,  viz.,  the  best  ore  at  the  head  and  the  worst  at  the  tail 
ci  the  huddle  or  scjuare  trough. 

The  head  ore  is  then  passed  through  the  "  tossing  tub,"  which  is 
nothing  more  than  a  strong  iron-hooped  tub,  into  which  ore  and  water 
are  ph^ed,  then  stirred  up  with  a  shove],  allowed  to  settle,  and  the  sub- 
sidence hastened  by  strikmg  the  sides  of  the  vat  with  a  hammer.  When 
the  water  is  drained  off  the  powdered  mineral  is  found  disposed  in  lavers, 
of  which  the  best  is  this  time  at  the  bottom  and  the  lightest  or  least 
valuable  at  the  top.  Constant  every-day  practice  enables  the  workman 
to  take  out  each  layer  separate  from  the  other,  either  to  undergo  sub- 
sequent washing  processes  or  to  be  placed  on  one  side  for  the  smelting 
process.    The  *'  packing  kieve"  is  likewise  worked  by  machinery,  tiie 
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liammerB  bemg  forced  outwards  by  a  notched  wheel,  and  brought  btdc 
again  with  a  spring  against  the  sides  of  the  vat.  Mr.  James  Hen- 
derson, in  his  valuable  paper  ''  On  the  Methods  adopted  in  Cornwall 
in  dressing  Tin  and  Copper  Ores,"  read  before  the  Institute  of  CSfil 
I^ineers,  thus  describes  the  processes  of  "  tossing"  and  "  pacldng." 
A  large  circular  tub,  about  three  feet  eight  inches  in  diameter,  teraSsd 
a  kieve,  is  nearly  half  filled  with  water.  Two  boys  or  girls  then  takiiie 
the  "  work"  to  te  tossed  in  their  shovels,  place  it  gently  down  tJie  fli£ 
of  the  kieve  (Fi^.  177)  into  the  water,  which  is  constantly  stirred  witii 
a  shovel  by  a  third  boy,  until  the  water  rises  (from  the  addition  of  the 
tin  stuff)  to  within  two  inches  of  the  top  of  the  kieve.  The  "  tosaei^ 
always  stirs  the  ore  in  one  direction,  thus  giving  it  a  circular  motion. 
As  the  object  of  "puddling**  was  to  separate  the  rough,  poor  matrix 
from  the  tin,  so  that  of  ''  tossing"  b  to  get  out  the  fine  matrix.  The 
"  kieve"  being  now  full,  the  operation  of  *'  packin&:"  at  once  begins,  and 
merel;|^  consists  in  a  boy  or  a  girl  striking  repeated  blows  on  the  ed^  of 
the  kieve  with  an  iron  bar,  one  end  of  which  rests  on  the 
About  a  quarter  of  an  hour  is  usually  occupied  in  "  packing,'^ 
sometimes  an  hour  may  be  requisite,  according  to  the  nature  of  tfaea 


Fig.  177.  Tossing  and  packing  Tin  Ores.  (Henderson.) 

the  fine  tin  stuff  taking  a  longer  time  to  "pack"  than  that  of  rou^^ 
quality.  Tlie  vibration  imparted  hy  the  process  of  packing-  to  tba 
contents  of  the  kieve  causes  the  subsidence  of  the  tin  stuff,  acoordinff  to 
its  specific  gravity,  with  greater  regularity  than  it  would  have  dtmeiuid 
it  been  at  once  left  at  rest  after  tossing.  Directlj  the  proeesa  of 
packing  is  completed  ^which  is  ascertained  by  feeling  the  degree  of 
nardness  of  the  subsided  tin  stuff  with  a  shovel  hilt),  the  water  is  baled 
out  into  a  second  kieve  placed  alongside  when  "  tossing;"  and  some  fresh 
tin  stuff  is  again  carriea  on.  When  the  author  visited  the  tin  works  in 
the  neighbourhood  of  Tavistock  he  was  much  surprised  to  learn  the 
value  ofcertain  heaps  of  "  dressed  tin-stone,"  which  an  ignorant  penoB 
might  very  well  have  passed  by  as  comparatively  worthless. 
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The  cizealar  ''buddle"  is  used  for  washing  and  separating  the  rich 
ore  contained  in  that  porlion  of  the  tin-stone  left  in  the  central  part  of 
the  cistern  connected  with  the  stamps.  The  huddle  is  worked  oy  ma- 
chinery, and  therefore  this  description  of  poorer  stamped  ore  is  washed 
and  subdivided  at  a  cheaper  rate  than  by  the  hand  labour  used  with  the 
richest  tin  ore.  The  circular  huddle  is  a  very  ingenious  piece  of  machinery, 
and  deserves  notice  here,  being  not  only  employed  in  washing  tin,  but 
also  copper  and  lead  ores. 


Pto.  178.  The  Bound  Buddie,  a  ii  a  conical  floor,  formed  of  wood,  about  eighteen  hei 
In  ^ineter,  on  which  the  stuff  ia  diitributed.  b  is  a  cone  elfeeting  the  regular  distriba- 
tton  of  the  orey  matter,  and  supporting  the  upper  part  of  the  apparatus,  o  is  a  e^>  piece 
ibming  the  centre  of  motion,  n.  A  water  wheel  for  giving  motion  to  the  huddle,  s.  A 
fkmnel  perforated  with  holes,  and  (tarnished  with  an  annular  trough  on  the  top.  *  *  are 
anna  for  carrring  two  brushes,  which  may  be  balanced  by  weights  o  o,  as  shown,  or  raised 
by  a  small  arbor  placed  on  the  top  of  the  beam ;  h  is  a  launder  for  conyeying  alhnes  from 
pffc  1.  X  la  a  reoeptaele  in  which  the  orey  slime,  mixed  with  water,  is  worked  up  by  the 
tormentor,  which  is  a  cylinder  of  wood  carrying  a  number  of  iron  kniTCS.  l  is  a  pulley 
taking  motion  from  a  water-wheel  or  other  prime  moTcr.  x  is  a  drcuUr  sieve  fixed  on 
the  arbor  v.  The  slimes  at  x  are  gradually  worked  oyer  a  bridge  forming  the  side  of  a 
catrb  pit  between  the  sleye  x  and  the  tormentor,  from  whence  tine  stuff  passes  into  the 
aleye,  and  by  its  rotation  the  finer  partidM  are  strained  into  the  pit  z,  whilst  the  coarser 
an  Recharged  with  chips  and  other  extraneous  matter  upon  tiie  inclined  fioor  oommuni- 
<stfaig  with  the  launder  o.  From  the  pit  i  the  slime  fiows  by  the  launder  h  into  the  (tannel 
B  a,  and  after  passing  through  the  perforated  holes,  trickles  down  the  sides  of  the  fixed 
oODe  B,  when  it  commences  to  flow  off  towards  the  drcumferenocL  leaving  by  degrees,  in 
ifta  downward  progress,  the  heavier  constituents,  whilst  the  surOfCe  is  eonstantly  swept 
•mooth  by  the  brushes,  which  revolve  together  with  the  ftinnel  and  vertical  shaft,  ao  that 
the  particles  of  dilbrent  densities  will  be  arranged  in  concentric  circles. 

The  "  slimes,"  or  matter  washed  away  by  the  water,  are  dressed  by 
'*the  trunking  process"  and  racking  table  (a  modified  racking  buddJls 
very  like  that  described  and  used  in  tne  time  of  Agricohi,  and  depicted  at 
p.  246),  and  worked  by  a  hand-frame  (Fig.  179).  It  is  thus  by  stamps,  and 
a  complicated  series  of  washing  processes  that  a  certain  portion  of  the 
small  per-centage  of  tin-stone  in  the  associated  matrix  is  mechanically 


Fisr.  174.  The  Planet  Jupiter.  (Warren  Do  La  Ru?.) 

CHAPTER  Vni. 

TIN,  ANCIENTLY-CALLED  JTPITER.       If 
The  character  represents  the  thunderbolts  of  Joye. 

It  has  been  truly  remarked  that  the  spirit  of  inquiry  is  a  retileu  one, 
and  never  slumbers;  this  greedy  desire  for  knowledge  incessantly 
urges  the  mind  of  man  to  ask  questions  which  time  and  ol^enration  only 
can  answer,  and  certainly  one  of  the  favourite  queries  of  those  who 
study  mineralogy  is  the  ever-recurring  one  of  •*  How  were  the  minerals 
deposited  in  the  cracks  or  fissures  of  the  earth?"  In  the  chapter  on 
gold,  p.  177,  it  has  been  explained  that,  according  to  the  *'  rlutonic 
theory,"  the  crust  of  the  earth  has  been  disturbed  by  the  heaving  up  erf 
the  melted  and  intensely-heated  mass  of  rock  from  below,  which,  pusning 
its  way  upwards,  has  displaced  and  upheaved  certain  strata,  and  possiUy 
produced,  by  subsequent  cooling  and  contraction,  the  cracks  and  fissnraB^ 
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alluded  to.  In  the  process  of  time — ^not  tobe  connted  by  days  or  years,  but 
by  oenturies^^xrtain  solutions  of  earthy  and  metallic  substances,  saline 
and  mineral  waters,  have  been  oonveyea  into  and  slowly  passed  through 
these  large  receptacles,  in  which  crystallization  has  been  set  up,  and  in 
SQDseqaence  of  the  slowness  of  the  deposition  of  crystals,  like  those  of 
qnaitiy  ciystallized  silica  or  sand  of  remarkable  hardness  has  been 
updooed.  Crystallization  has  probably  been  assisted  further  by  eleo- 
iml  attraction,  and  it  is  quite  possible  to  conceive  that  the  variable 
eoamoaition  of  the  walls  of  these  cracks  or  places,  now  filled  with  solid 
aaftMr  and  called  lodes,  might  have  set  up  feeble  currents  of  electricity, 
'vUbk  the  late  Mr.  Crosse,  in  his  original  experiments,  has  shqwn  will 
htbug  riK)at  the  most  singular  changes  of  physical  form,  whilst  Bec- 
qaarel  has  imitated  nature,  and  produced  by  slow  electric  action  the 
jj^^iMffS  of  silver,  copper,  lead,  and  tin  in  the  most  perfect  and  beautiful 
MiBliHiiKi  forms. 
Jh.  Head,  in  his  most  complete  '*  Manual  of  Electricity,"  says :  *'  More 
''  r  ttie  weak  actions  to  which  Becquerel's  attention  has  been  more 
arly  directed,  are  those  which  commence  as  soon  as  the  rocks,  the 
J  and  other  substances  which  occupy  veins  and  beds,  come  into 
r  with  the  mineral  waters  that  rise  from  all  parts  of  the  earth's 
r.  Time  then  becomes  an  element  in  the  growth  of  the  crys- 
td&ie  substances  formed."  The  following  experiments  were  made  by 
Bsaqpieiel:— 

First  Series. 

A  plate  of  amalgamated  zinc  surrounding  a  copper  wire  was  plunged 
into  a  solution  of  silica  in  potash.  After  a  fortnight's  action,  very  small 
legolar  octohedral  crystals  of  siliceous  oxide  of  zinc  were  formed  on 
the  zinc  pUte. 

Second  Series, 

A  lead-copper  arrangement  was  substituted  for  the  zinc-<x>pper,  when 
anhydrous  crystab  of  oxide  of  lead  were  deposited  on  the  lead  pUte. 

Third  Series. 

Fragments  of  the  mineral  galena  or  sulphide  of  lead  were  left  for 
several  years  in  solutions  of  cnloride  of  sodium  and  sulphate  of  copper 
(both  of  which  solutions  would  occur  naturally  in  the  earth,  either  as 
Dxine-springs  or  copper-water) ;  the  following  were  the  products  obtained 
by  this  slow  action,  and  they  were  deposited  either  on  the  galena  or  on  the 
bottom  and  sides  of  the  vessel.  No.  1.  Chloride  of  sodium  or  common 
salt  in  cubes,  cubic  octohedrons,  and  even'  in  octohedrons  having  great 
transparency  and  very  definite  forms.  No.  2.  Chloride  of  lead  in  cubes, 
and  needles  slightly  yellowish  and  of  a  very  perfect  form.  No.  3.  Sul- 
phate of  lead  in  cuneiform  octohedrons,  much  modified,  precisely 
resembling  the  crystalline  sulphate  of  lead  of  Anglesea.  No.  4.  Chloro- 
sulphate  of  lead  in  needles.  No.  5.  Basic  chloride  of  lead  in  micro- 
scopic crystals,  disconnected  here  and  there  throughout  the  whole 
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fact,  the  bed  of  a  large  rivulet,  from  which  the  Stream  Work  dertvea  its 
name.  Mr.  Henwood  considers  that  these  deposits  of  tin  ore.  See,,  aie 
the  strippings  of  the  granite  ranges,  still  in  existence,  such  as  Gam 
Brea ;  and  he  farther  remarks,  "  It  has  long  been  held  that  the  Teins* 
of  tin  in  Cornwall  have  not  been  disturbea  bv  the  great  deluge  whidi 
formed  the  beds  of  tin  found  in  the  streams,  the  backs  of  the  lodes  pre^ 
senting  no  indication  of  such  an  event ;  that  is  to  say,  no  Teina  ba?e 
been  oiscovered  bearing  evidence  of  having  been  cut  off /as  it  were,  it 
the  surface,  leaving  the  course  of  ore  bare,  which  must  have  been  the 
case  had  this  occurred.  A^in,  the  tin  found  in  the  veins  is  of  a  dif- 
ferent appearance  and  quahtj  to  that  found  in  stream  works,  the  latter 
being  generally  purer  and  richer,  and  altogether  of  another  nature.  Aie 
they  not  the  debris  of  ancient  hills,  the  ruins  and  wreck  of  moon- 
tains  ?  .  .  .  .  My  own  opinion,  from  close  attention  to  the  subject,  is, 
they  are  the  strippings  of  the  granite  ranges  still  in  existence,  such  as 
the  '  Cam  Brea,  and  other  mountains  of  a  similar  character,  whose  tops 
and  heights  are  now  denuded  of  the  argillaceous  and  micaceous  slatos 
(both  tin  and  iron-bearing  strata)  that  once  covered  them." 

The  above  remarks  are  peculiarly  interesting  because  it  is  always 
most  satisfactory  to  trace  results  to  their  causes;  and  in  geologiol 
investigations  the  sources  of  alluvial  matter  will  always  be  a  question  of 
great  moment. 

The  reduction  of  tin  from  its  mineralized  state  appears  to  have  been 


Fig.  181.  Andent  Ingot  of  Tin  mtrked  with  nn  Oriental  Cypher,  called  Jew's  Tin, 
the  tin  mmes  wen  fltnned  1^  the  Jews  in  the  reign  of  King  Jeha. 
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oarried  on  in  Britain  by  the  Phoenicians,  or  some  persons  connected 
with  them ;  as  small  blocks  and  ingots  of  well-refined  tm  have  been  found 
in  Cornwall,  marked  with  cyphers  that  have  been  cast  in  the  metal,  and 
not  stamped  or  cut  after  fosion.  (Fig.  181.) 

The  weapons  nsed  in  the  Trojan  war  must  have  contained  tin,  and 
*'  Homer^'  mforms  us  that  it  entered  into  the  composition  of  the  armour 
of  Agamemnon,  and  the  shield  of  Achilles,  beius^  caUed  by  the  immortal 
poet,  tuKrviTtpos.  The  second  King  of  Rome,  Numa  Pompilius,  one  of 
the  wisest  monarchs  that  ever  reigned,  appears  to  have  formed  a  craft, 
or  brotherhood,  of  the  artificers  in  brass,  who,  no  doubt,  sometimes  em- 
ployed tin.  If  the  ancients  succeeded  in  smelting  and  refining  tin,  the 
modems  have  certainly  not  been  backward  in  appreciating  the  impor- 
tance of  this  metal,  and  Richard  Earl  of  GomwaU,  the  brother  of  King 
Henr]r  lU.,  appears  to  have  made  certain  special  laws  for  the  tin  works 
and  tinners,  which  were  confirmed  in  a  charter  by  his  son  Edward  on 
the  payment  of  a  certain  tribute,  or  rent,  upon  the  tin  obtained.  Kin^ 
Edward  III.  confirmed  and  increased  the  former  charter,  and  createa 
the  first  Lord  Warden  of  the  Stanniers  of  Stannum  (tin). 

The  tin  ores  of  Devon  and  Cornwall  are  all  smelted,  according  to  the 
ancient  laws,  within  the  counties  where  they  are  mined.  Dr.  IJre  very 
properly  remarks  that  private  interest  suffers  no  injury  from  this  pro- 
iiibitiou,  because  the  vessels  which  brin^  the  fuel  from  Wales  for  smelt- 
ing these  ores,  return  to  Swansea  and  Neath  laden  with  copper  ores. 

The  process  of  smelting  tin  ores  is  much  more  simple  tnan  that  of 
copper  ores,  and  consists  in  roasting  and  calcining  the  powdered  and 
«« dressed"  tin  ore,  either  with  or  without  charcoal,  in  a  proper  rever- 
beratory  furnace  to  expel  the  sulphur  and  arsenic;  and  tben,  after 
washing  the  roasted  ore,  it  is  mixed  with  small  coal  or  culm,  and  a  little 
lime  or  fluor  spar,  as  a  flux,  and  reduced  at  a  higher  temperature  to  the 
metaUic  state,  and  the  tin  is  cast  into  blocks.  This  process  is  called 
"smelting."  The  blocks  of  tin  are  a^in  melted,  and  subjected  to  the 
action  of  oillets  of  wood  thrust  into  the  liquid  metal.  The  decomposi- 
tion and  escape  of  steam  and  gas  from  the  wood  causes  the  meltea  tin 
to  enter  into  a  state  of  violent  ebullition,  by  which  a  sort  of  scum  rises 
to  the  top,  and  is  skimmed  off.  The  metal  is  now  allowed  to  settle,  and 
it  tpoiiUmeously  arranges  itself  in  three  strata.  The  top  is  the  purest 
tli|^:Ae  middle  is  the  second  quality,  the  bottom  the  very  impure  metdL 
Tlbt  process  is  called  "refining." 

The  arsenic  driven  off  in  the  roasting  process  is  carefully  coUected  in 
oondensiDg  flues,  and  after  being  agam  sublimed,  is  sold  in  commerce 
under  the  name  of  white  arsenic,  or  white  arsenious  acid  (As  0,).  Fre- 
qoently  the  tin  ores  are  associated  with  the  mineral  called  "  wolfram,'*' 
which  18  a  double  tungstate  of  iron  and  manganese ;  and  as  the  two- 
miiieralfl  are  very  nearly  of  the  same  specific  gravity,  it  is  evident  that 
the  mechanical  processes  of  stamping,  and  washmg  by  the  oistem>. 
bnddle,  trunk,  tossing  tnb,  and  racking  table,  will  not  sepamte  the 
ore  of  tin  from  the  wolfram.  The  aid  of  chemistry  has  therefore  beeiL 
invoked,  and  Mr.  Ozland,  of  Plymouth,  has  devised  a  most  iogenioiuw 
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and  suocessful  process  by  which  the  ores  of  certain  tin  mines  (that 
fet<!hed  a  lower  price  than  others  in  consequence  of  the  presence  of 
wolfram)  have  been  deprived  of  this  impurity,  and  now  command  the 
highest  market  price.  Tungstate  of  soda,  used  by  dyers  as  a  mordanf; 
is  produced  in  this  process ;  and  lately  the  author  was  informed  by  Mi, 
Ouand  that  it  was  likely  the  metal  tungsten  would  'be  in  demand  in 
consequence  of  the  remarkable  hardness  and  toughness  it  imparts  to 
iron  when  alloyed  with  that  metal.  Tuugstate  of  soda  is  now  recognised 
as  an  anti-combustible  salt,  and  is  appued  to  muslin  and  other  light 
goods  in  the  preparation  of  non-inflammable  fabrics  for  ladies'  garments. 
It  has  long  been  known  that  a  material  of  cotton  or  thread  could  be  in 
great  measure  preserved  from  the  effects  of  flame  hj  soaking  in  a  solu- 
tion of  alum  or  common  salt.  The  expedient  is  a  simple  one ;  but  in 
practice  is  liable  to  objections  which,  more  than  any  wilful  disregard  or 
carelessness,  have  prevented  its  general  employment.  The  fabnc  that 
is  soaked  in  common  salt  becomes  crisp  and  harsh  to  the  touch,  whfle 
that  which  is  saturated  with  alum  is  seriously  injured  by  the  process^ 
losing  its  strength  by  reason  of  the  action  of  the  salt  upon  the  fibre. 
The  chemist  was  therefore  called  upon  to  discover  a  substitute  which 
would  exert  no  injurious  effect  upon  the  colour,  the  appearance,  or  the 
strength  of  the  material  to  be  rendered  non-inflammable.  The  investi- 
gation— one  of  considerable  research  and  some  difliculty — was  under- 
taken by  Messrs.  Versmann  and  Oppenheim,  to  whom  the  thanks  of  the 
ladies  arc  due  for  a  long  series  of  experiments  made  in  their  behalf.  It 
was  found  that  borax  exerted  a  powerful  preservative  effect ;  but  that 
the  combination  of  the  chemical  ingredient  impaired  in  some  degree  the 
strength  of  the  material  operated  upon.  Tlie  effect  of  more  than  forty 
different  salts  was  then  tested  in  the  laboratory,  the  Royal  Laundiy, 
and  various  muslin  manufactories ;  and  a  reagent  was  at  length  disco- 
vered answering  in  everv  respect  the  requirements  of  the  manufacturer, 
who,  it  is  to  be  observed,  finishes  his  muslin  without  the  application  of 
a  hot  iron.  But  more  was  yet  required  of  the  chemist,  ihe  amounfc 
of  the  reagent  in  question — viz.,  the  phosphate  of  ammonia  required  for 
a  perfect  preservative  effect — was  very  considerable ;  and,  moreover,  the 
salt  decomposes  under  the  iron  of  the  laundress,  rendering  the  operation 
of  ironing  after  its  employment  a  matter  of  some  difficulty.  The  sul- 
phate of  ammonia — a  salt  only  one-fourth  the  price  of  the  phosphate— 
was  found  advantageously  to  replace  the  latter  for  the  purposes  of  the 
manufacturer,  a  similar  preservative  action  being  obtained  with  a  mudi 
smaller  amount  of  the  re^igent.  Both  salts,  however,  are  soluble  in 
water,  requiring  renewal  after  washing ;  and  both  are  liable  to  the  same 
objection  with  regard  to  the  ironing  process.  A  substance  was  there- 
fore required  to  answer  a  domestic  purpose,  and  which,  while  allowii^ 
the  hot  iron  to  pass  smoothly  over  the  surface  of  the  prepared  mateiii^ 
would  afford  a  perfect  guarantee  against  the  effects  of  flame,  withoat 
iniuring  in  any  degree  the  strength  or  appearance  of  the  fabria  A 
salt  fulfilling  these  conditions  was  ultimately  discovered  by  the  above- 
mentioned  diemists  in  the  tungstate  of  soda.    This  salt  is  now  in  ocm- 


PROPKBnSS  OF  TIN.  o 

atant  use  in  her  Majesty's  laundry  at  Bichmond;  and  it  is  to  be 
hoped  that  its  application  may  quickly  become  general  It  remains  only 
for  the  wearers  of  light  summer  fabrics  to  require  that  their  goocb 
shall  have  undergone  the  preparation  through  which  their  wearers  will 
be  preserved  from  the  dangers  resulting  from  accidental  ignition,  and 
that  the  laundress  also  shall  employ  the  tun^tate  solution  of  the 
domestic  difficulty  in  obtaining  the  same  desirable  result  of  safety 
against  fire. — Mechanics'  Magazine, 

Tin,  symboHzed  by  the  name  of  the  planet  Jupiter,  in  consequence 
probably  of  its  brilliancy,  and  now  known  by  the  symbol  Sn,  approaches 
Terr  nearly  in  its  external  appearance  to  silver,  having  a  silvery,  but 
yellowish-white  aspect,  which,  after  slightly  tamishii^,.  remains  of  a 
permanent  and  dulled  white  colour.  Its  specific  gravity  is  7*285, 
stated  by  some  to  be  7'9,  and  this  observed  difference  in  the  density 
of  the  specimens  of  tin  arises  probably  from  the  presence  of  otiier 
metab,  such  as  lead,  arsenic,  copper,  iron,  &c.,  which,  with  some  others, 
are  frequentljr  met  with  in  commercial  tin.  In  consequence  of  its 
softness,  tin  is  deficient  in  elasticity,  though,  if  cast  and  laminated 
between  rollers,  and  consequently  liardened,  it  is  found  to  possess 
more  elasticity  than  is  usually  attributed  to  it. 

The  malleability  of  tin  is  made  available  in  the  manufacture  of  tinfoil, 
which  is  about  -nj^h  of  an  inch  thick,  and  used  so  extensively  in  the  sil- 
vering of  mirrors.  The  tenacity  of  tin  is  placed  very  low  down  m  the  scale 
of  perfection,  although  it  is  curious  to  notice  how  difficult  it  is  to  break 
one  of  the  lon^  and  almost  fibrous,  but  crystallized  fragments  of  tin; 
and  probably  if  the  mechanical  structure  of  a  bar  of  tin  could  be  assi- 
milated to  the  condition  of  bars  of  fasotted  iron  in  which  the  fibres  are 
all  one  way — viz.,  in  the  direction  of  tne  length — ^it  would  be  found  that 
tin  has  a  considerable  amount  of  tenacity.  In  wire  made  of  ordinary 
tin,  the  crossing  of  the  crystals  would  naturally  suggestpoints  of  weak- 
ness, and  this  may  account  for  its  very  low  tenacity.  When  a  bar  of 
tin  is  bent  backwards  and  forwards,  it  emits  a  peculiar  crackling  sound, 
in  consequence  of  the  friction  of  the  crystals  upon  each  other :  when 
heated  a  little  below  its  melting  point,  442^  Fan.,  tin  becomes  brittle, 
and  its  fragments  exhibit  a  granular  or  fibrous  structure.  If  melted 
tin  is  poui^  into  a  wooden  box  and  quickly  shaken,  it  is  reduced  to 
a  powdfery  state,  and  becomes  finely  granulated. 

Tin  is  employed  in  the  manufacture  of  tin-foil,  and  especially  in  the 
coating  of  iron  plates,  called  "  tin  plat«."  These  iron  plates  are  prepared 
by  immersion  m  weak  sulphuric  and  hydrochloric  acid,  and  bein^  well 
rubbed  with  sand  and  wasned  with  water,  are  deprived  of  all  oxide  or 
rust ;  the}[  are  then  passed  into  a  bath  containing  melted  tallow,  and 
from  that  into  one  of  melted  tin,  which  alloys  with,  and  remains  on,  the 
surface  of  the  iron.  The  plates  are  subsequently  brought  to  a  smooth 
and  bright  surface  by  otner  dipping  in  baths  of  tm  and  tallow. 
Bergpan  discovered  that  tin  and  iron  form  two  definite  alloys;  the  one 
consisting  of  two  of  iron  and  one  of  tin,  and  the  other  two  of  tin  and 
one  of  iron.    Tin  plate  has  that  peculiar  crystalline  appearance  conferred 
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on  its  snrfBce,  called  "moirde  m6talliqae,''  by  the  action  of  dihite 
*'aqua  regia"  or  nitrohydrochloric  acid.  If  the  tin  plate  is  pretioostf 
heated  in  various  parts  by  the  flame  of  a  spirit-Ump,  each  spot  where 
the  flame  has  been  applied  becomes  the  centre  of  a  most  beautiful  aeries 
of  crystals,  which  are  brought  out  on  the  application  of  the  dilated 
aquaregia. 

Before  the  acid  is  applied,  the  "  tin  plate"  reflects  the  light  wiiii 
tolerable  uniformity ;  but  after  being  rubbed  with  the  acid  the  facets 
or  ffltces  of  the  crystals  of  the  tin  all  present  minute  but  difoent 
an^es,  and  the  light  is  unequally  reflectea. 

Bell  metal,  speculum  metal,  bronze,  Britannia  metal,  plumbers'  solder, 
pewter,  queen's  metal,  &c.,  are  all  alloys  which  contain  tin.  Amalgams 
of  tin  and  mercury  are  used  for  lining  glass  globes,  or  still  better,  an 
amalgam  of  two  parts  of  mercury,  one  of  tin,  one  of  lead,  and  one  of 
bismuth.  Tin  and  mercury  are  sometimes  mixed  together,  and  used 
by  quacks  for  stopping  decayed  teeth,  but  the  intelligence  of  the  pre* 
sent  age  no  longer  permits  educated  dentists  to  use  a  mercurial 
amalgtun  which  may  in  time  produce  the  most  distressing  results  hj 
actually  salivating  the  unfortunate  person  in  whose  tooth  the  mereoir 
has  been  placed.  If  teeth  are  stopped  with  metal,  it  should  be  win 
pure  gold  leaf,  which  lasts  as  long  as  the  walls  of  the  hollow  tooth  re- 
main intact.  Boilers  for  dyers  are  frequently  made  of  tin,  also  worms 
for  rectifiers'  stills,  and  many  other  utensils. 

Mr.  James  Webster,  Birminj^ham,  has  patented  some  metallic  alloys 
containing  tin : — ^No.  1,  for  reflectors,  is  composed  of  nickel  three  parts, 
copper  six  parts,  tin  twelve  parts,  and  antimony  one  part.  No.  2,  which 
may  be  used  for  most  purposes  where  white  alloys  are  usually  employed, 
is  composed  of  two  parts  of  alloy  No.  I,  twentv  parts  of  tin,  and  a 
quarter  part  of  antimony.  No.  3,  for  bearings  of  shafts  and  like  pur- 
poses, is  composed  of  twenty  parts  of  copper,  twenty  parts  of  zinc,  and 
twenty  parts  of  alloy  No.  I. 

The  forgers  of  ancient  times  employed  tin  in  excess  for  the  porpose 
of  imitating  the  silver  currency.  The  cruel  reim  of  Nero  appears  to  he 
specially  represented  by  base  coin  contaming  a  Large  excess  ot  tin. 

ExPBRniENTS  WITH  TiN. 

FinC  Series, 

The  following  method  of  making  the  assay  of  a  tin  ore  is  recom- 
mended by  Messrs.  Abel  and  Bloxam,  whose  valuable  work,  entitled 
"  The  Hand-book  of  Chemistry,"  should  be  in  the  possession  of  ail 
those  who  wish  to  acquire  a  more  complete  knowledge  of  chemiatxy, 
and  also  of  the  best  and  most  convenient  methods  of  analyxmg 
minerals  and  other  products : — 

"  The  powdered  tin  ore  is  heated  to  redness  in  order  to  expel  any 
water;  it  is  then  weighed  in  a  small  porcelain  boat,  and  introdoeea 
into  a  tube  of  porcelam  or  hard  glass  tnrough  which  a  stream  of  diy 
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faydiogen  is  passed.  The  tube  is  heated  io  dull  redness  by  a  gas  burner 
x>r  a  charcoal  fire,  when  the  binoxide  of  tin  is  easily  reduced.  The 
reduced  residue  is  allowed  to  cool  in  the  atmosphere  of  hydrogen,  and 
the  tin  dissolved  in  hydrochloric  acid,  with  the  aid  of  a  few  dro]>s  of 
nitric  add.  The  weignt  of  the  tin  may  then  be  either  directly  ascertained 
by  determiniufi'  it  in  the  solution,  or  oy  calculation  from  tne  amount  of 
suica  left  undbsolyed,  which  is  collected  for  that  purpose  on  a  filter, 
washed,  dried,  ignited,  weighed ;  the  latter  method  is  obviously  appli- 
cable only  when  no  other  metal  but  tin  is  present  in  the  ore." 

Second  Series, 

The  combining  proportion  of  tin  is  59,  and  it  unites'  with  oxy^n 
in  various  proportions,  forming  definite  compounds,  the  chief  of  which 
4ure 

Protoxide  of  tin SnO 

Binoxide  of  tin,  or  stannic  acid      .    Sn(L 
Metastannic  acid Sn^Ojo 

Protoxide  of  tin  is  prepared  by  precipitating  a  solution  of  chloride  of 
tin,  SnCl,  by  carbonate  of  ammonia,  and  then  boiling  the  precipitate 
hydrated  oxide  of  tin,  SnO,HO.  By  this  process  it  is  obtained  in  crys- 
talline plates  of  an  olive  colour,  which,  if  heated  in  a  porcelain  cru- 
<nble,  take  fire  suddenly  and  biyn  like  tinder,  producing  the  binoxide 
of  tin. 

Tin  stone  is  the  natural  mineral  form  of  the  binoxide  of  tin,  SnO,, 
■obtained  b^  heatiujg  the  oxide  of  tiu  in  air  or  oxygen,  or  decomposing 
the  bichloride  of  tin  with  water.  This  oxide  of  tin  unites  with  alkalies, 
forming  stannates,  of  which  the  stannate  of  soda  is  prepared  in  con- 
siderable quantities  as  a  mordant  in  dyeing  and  calico-prmting.  It  is 
this  oxide  which  is  used  in  conjunction  with  glass  to  form  a  white 
enamel. 

Metastannic  acid  is  prepared  by  slowly  heating  the  hydrated  stannic 
acid ;  and  also  by  the  action  of  nitric  acid  on  tin,  which  attacks  the  metid 
when  it  is  sufficiently  diluted,  with  ereat  rapidity.  After  the  action  of 
the  nitric  acid  is  over,  no  tin  is  found  in  solution,  because  the  metastan- 
nic acid  is  insoluble  in  water  and  acid.  K  some  slaked  lime  is  now 
stirred  in  to  neutralize  the  remaining  nitric  acid,  the  vapour  of  ammonia 
is  immediately  rendered  evident,  when  an  excess  of  lime  has  been  added, 
and  is  evolved  in  such  quantity  that  it  can  be  distinctly  perceived  by  the 
nose,  and  of  course  affects  the  turmeric  test-paper  very  strongly.  To 
account  for  the  production  of  ammonia  it  is  only  necessary  to  remember 
that  the  water  is  partly  decomposed,  and  its  hydrogen  in  the  nascent 
state  passes  to  the  nitrogen  of  the  nitric  acid,  with  which  it  unites  and 
forms  ammonia ;  this  alkali  is  masked  by  the  excess  of  nitric  acid,  and 
^oes  not  appear  until  displaced  by  the  lime. 

Stannate  of  the  oxide  of  tin,  SnOjSnO,,  is  another  curious  example 
of  the  manner  in  which  the  same  metallic  element  may  perform  the  part 
of  acid  and  base  by  uniting  with  different  proportions  of  oxygen  gas. 


SIS 


UK. 


Third  Seriet. 

Chlorine,  iodine,  bromine,  and  fluorine  all  combine  with  tin.  The 
chlorides  of  tin  are  the  most  important,  and  are  manufactured  and  uaed 
in  kige  quantities  by  dyers.  The  two  combinations  of  chlorine  and 
tin  are 

The  chloride  of  tin    .    .    .    SnCl 

The  bichloride  of  tin  .    .    .    SnCl, 

The  chloride  of  tin,  SnCl,  is  usually  prepared  for  commercial  pnrpoaes 
as  the  hydrated  chloride,  SnCl2AG[,  oy  digesting  hydrochloric  acid  on 
pure  granulated  tin,  with  the  assistance  of  a  moacrate  heat ;  the  sa- 
turated solution  is  poured  off  to  crystallize,  and  the  mother  liquid 
eraporated  gently,  as  long  as  it  affords  crystals,  which  are  sold  under 
the  name  of  "  salt  of  tin."  Such  is  the  violence  with  which  dry  chlorine 
will  attack  tin,  that  if  passed  through  a  narrow  pewter  pipe  connected 
wiUi  a  receiver,  a  larger  quantity  of  the  vapours  of  the  bichloride  are 
produced,  and  the  heat  generated  is  so  great  that  the  pewter  pipe  gene- 
raUy  melts  down. 

The  bichloride,  SnCl,,  is  made  by  distilling  carefully  six  parts  of  tin 
previously  amal^mated  witli  one  part  of  mercury,  and  mixed  with 
thirty  parts  of  bichloride  of  mercury.  The  distillation  must  be  made  in 
a  capacious  retort  luted  to  a  receiver,  and  may  be  conducted  over  a 
charcoal  fire,  the  heat  of  which  should  be  equalized  by  surrounding  the 
lower  part  of  the  retort  with  coarse  wire  gauze.    The  bichloride  dSstils 


Fig.  188.  A.  The  retort,  luiTing  the  lower  pftrt  protected  by  a  cap  of  rough  wire 
gMue.  B.  The  reodTer.  c.  The  charcoal  fire.  s.  The  lute,  compoeed  of  linaeed 
meal  and  a  little  water. 

over  and  condenses  in  the  form  of  a  colourless  fluid,  known  to  the  old 
alchemists  by  the  name  of  the  "fuming  liquor  of  Lebarius,"  because  it 
evolves  white  suffocating  fumes  when  exposed  to  the  air,  which  oontwrns 
invisible  steam  or  aqueous  vapour,  that  unites  with  it  and  forma  vi^Ue 
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hjdrated  bichloride  of  tin.  This  curious  liquid  is  rather  more  than 
2|  times  hearier  than  water,  and  its  vapour  is  nine  times  heavier  than 
air;  it  has  a  great  affinity  for  water,  and  produces  a  hissing  sound 
(similar  to  that  of  anhjorous  phosphoric  or  sulphuric  acids),  when 
dropped  into  w^ter.  Like  the  strongest  nitric  a6id,  it  has  the  power  of 
inflaming  turpentine  when  suddenly  poured  upon  it. 

Fourth  Series. 

Both  the  chlorides  of  tin  arc  used  in  dyeing,  and  it  is  by  precipitating 
a  solution  of  chloride  of  cold  with  a  mixture  of  these  chlorides  of  tin 
that  the  finest  "  purple  of  Cassius  "  is  obtained. 

The  solution  of  tue  chloride  of  tm  is  called  by  dyers  olum  tpiriU, 
because  it  is  employed  in  the  preparation  of  the  mixture  of  tne  decoction 
of  lo^ood  and  chloride  of  tin  called  the  plum  tub.  It  is  used  in  calioo- 
printmg,  both  as  a  mordant  and  a  deoxidizing  agent,  and  the  solution 
of  protoxide  of  tin  obtained  by  adding  potash  or  soda  to  the  precipitated 
oxide  until  redissolved,  is  ^quently  employed  instead  or  the  proto- 
chloride. 

The  deoxidizing  power  of  a  solution  of  chloride  of  tin  is  shown  directly 
it  is  added  to  one  of  the  sesauioxide  of  iron,  when  the  latter  is  convertea 
into  the  protoxide.  If  a  solution  of  chloride  of  tin  is  poured  into  one 
of  corrosive  sublimate  or  the  bichloride  of  mercury,  it  is  first  reduced  to 
the  state  of  chloride  of  mercury,  or  calomel,  and  this  latter  is  further 
deoxidized  and  converted  into  a  ^rey  precipitate  of  minute  particles  or 
globules  of  metallic  mercury,  which  gradually  coalesce  and  form  more 
visible  indications  of  the  presence  of  quicksilver.  An  excess  of  the  tin 
salt  is  absolutely  necessary  to  produce  these  results. 

When  exposed  to  the  air,  the  solution  or  the  crystals  of  chloride  of 
tin  absorb  oxygen,  and  binoxide  and  bichloride  of  tin  are  produced ;  but 
this  is  usually  prevented  in  practice  by  the  addition  of  a  little  chloride 
of  ammonium,  which  forms  a  double  salt,  less  disposed  to  change  than 
the  single  one.  The  colours  obtained  by  uniting  stannic  acid,  SnO., 
with  the  colouring  matter,  are  much  brighter  than  those  procured  with 
the  protoxide  of  tin,  probably  on  account  of  the  gradual  change  it  under- 
goes at  the  expense  of  the  oxygen  of  the  colouring  principle.  Although 
the  protoxide  is  employed  in  the  first  place  because  of  its  ready  solu- 
bility, and  the  facility  with  which  it  enters  the  pores  of  cotton  fabrics ; 
it  may  be  subsequently  converted  into  the  higher  oxidized  state  of 
stannic  acid  b^  rinsing  the  cloth  containing  the  protoxide  in  a  weak  so- 
lution  of  chloride  of  hme,  which  is  an  oxidizing  agent.  Stannic  acid  is 
used  as  a  mordant  in  the  form  of  the  perchloride  prepared  in  a  peculiar 
manner  by  dissolving  tin  very  slowly,  without  heat,  in  weak  nitric  acid 
containing  a  little  chloride  of  ammonium ;  this  solution  is  called  red 
spirits,  "  Pink  salt,"  chiefly  used  as  a  mordant  with  peach  wood,  is 
prepared  by  adding  chloride  of  ammonium  to  perchlonde  of  tin,  and 
evaporating  to  obtain  crjrstals. 

The  peroxide  of  tin  is  employed  in  fixing  the  colouring  matters 
obtained  from  logwood,  peachwood,  barwood,  Brazil-wood,  cochineal, 
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Ac  The  use  of  this  mordant  is  well  shown  by  dipping  a  skdn  of 
German  white  wool  (previonsly  well  wetted  and  rinsea  in  clear  water 
and  squeezed  out)  into  a  hot  infusion  of  cochineal ;  on  removing  the 
«kein  and  washing  away  the  excess  of  colouring  matter,  it  is  found  to  be 
very  faintly  coloured ;  but  if  another  skein  is  previous]^  dipped  into  a 
weak  solution  of  "  red  spirits,"  or  if  a  little  red  spirits  are  poured 
into  the  hot  cochineal  whilst  the  skein  is  immersed,  and  the  whole  well 
shaken  together  by  moving  the  skein  in  and  out  of  the  dye  bath,  it  will 
be  found  to  be  dyed  of  a  beautiful  red  or  crimson  colour,  and  if  rinsed 
in  water  to  remove  the  excess  of  dye,  the  colour  of  the  wool  is  no  longer 
laint,  and  is  quite  fixed. 

The  important  application  of  the  salts  of  tin  in  dyeing  with  cochineal 
was  discovered  by  a  German  chemist  of  the  name  of  Kuster,  who  lived  at 
that  locality  of  concentrated  chemical  and  putrescent  odours  called  Bow, 
about  the  year  1550.  His  discovery  was  the  means  of  bringing  cochineal 
into  much  larger  consumption.  Beckman  states  that  the  £st-mentioned 
use  of  "  kermes/'  or  cochineal,  in  dyeing  seems  to  have  been  continued 
through  every  century.  In  the  Middle  Ages,  as  they  are  called,  we 
meet  with  "kermes*'  under  the  name  of  vermiculus,  or  vermiculum;  and, 
•on  that  account,  cloth  dyed  with  them  was  called  vermiculaie.  Hence 
the  French  word  vermeil,  and  its  derivative  vermilion,  which  latter  origi- 
nally signified  the  red  dye  of  kermes,  but  is  now  used  for  the  sulphide  of 
mercury  or  cinnabar. 

The  chloride  of  tin  is  used  as  "  a  resist"  or  means  of  preventinff  the 
discharge  of  colour.  Thus,  if  a  piece  of  indigo- blue  dyed  cotton  or  linen 
doth  is  spotted  over  with  a  solution  of  chloride  of  tin,  and  then  dipped 
into  one  of  chloride  of  lime  or  bleaching-powder,  the  latter  attacks  and 
bleaches  all  parts  of  the  cloth  not  protected  by  the  tin  salt,  which 
combines  with  the  excess  of  chlorine,  and  then  undergoing  further  change, 
is  converted  into  stannic  acid. 

Fifth  Series. 

The  reactions  obtained  when  the  protochloride  of  tin  is  added  to  the 
various  solutions  of  other  metals  may  all  be  termed  effects  of  deoxida- 
tion,  and  the  following  table,  taken  from  Dr.  Normandy's  excellent 
dictionary  to  his  "  Chemical  Atlas,"  affords  some  notion  of  the  variety 
of  experiments  that  mav  be  performed  with  this  reagent.  It  is  of 
course  understood  that  the  solution  of  chloride  of  tin  is  quite  pure,  and 
Fresenius  recommends  the  following  method  of  preparing  it : — 

"  Fuse  a  certain  amoimt  of  English  tin  in  an  iron  spoon,  and  afto* 
having  removed  the  latter  from  the  fire,  triturate  the  fused  mass  with  ft 
pestle  until  it  has  completely  solidified.  Introduce  the  powder  whick 
18  thus  obtained  into  a  flask,  pour  concentrated  hydrochloric  acid  over 
it  (always  taking  care  that  the  tin  predominates),  and  boil  the  mixture; 
dilute  tbe  solution  subsequently  with  four  times  its  bulk  of  water 
slightly  acidified  with  HCl,  and  filter.  Pour  the  filtrate  into  a  j^bial 
containing  small  fragments  of  metallic  tin,  and  close  it  carefully." 
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■0I.II1X0VB  OV  OOLOVI.  ISAOBOn. 

Oiideofaa?er WkiU    Precipitate,  if  the  qosntity  of  the 

eolation  of  protochioride  of  tin  i« 
smell ;  a  larger  qaantitr  prodooee  a 
Precipitate  of  metallic  ail?er. 

Protoxide  of  platinnm  ...    J9ro»»wJk  ml  ^ Colour. 

Peroxide  of platinnm Darkreidukhnmn  ...    Coloar. 

Pntoslde  of  palladinm  ...    JMaek Precipitate  (Pd):  the  tnperineambent 

liooor  has  a  beaatiftil  dark  green 


Peioxide  of  rbodinm Gives  to  the  red  solution  a 

Darkbrow» Coloar,  but  no  .precipitate. 

Deatoxldeofiridiam Lighi  brown Precipitate. 

Dentoxideofosmiam BrowtUk  Precipitate. 

Peroxide  of  gold Purple  Coloar  and  in  more  concentrated 

eolations 
Deep  purple  or  browt...    Precipitate     (parple     of    Cassias) 
(Ao.08DOs).(SnO,SnO,)4HO. 

Saljdmroos  acid  Brown  colour  And  afterwards 

Brottu  or  geUowieh Precipitate. 

Protoxide  of  mercary Orey  Precipitate  whilst  boiling  reduced  to 

globules  of  mercury. 

Peroxide  of  mercory  A  small  qaantity  of  reagent  forms  a 

WkUe Precipitate  Hg,Cl;  bat  if  an  excess 

be  added, 

Orey  Precipitate— metallic  mercury. 

Tetrathionie  add    jyiMe Precipitate. 

Hyposulphorous  acid Brown   Precipitate  after  a  tine. 

Oimicacid    Brown Precipitate ;  solable  in  HG,  and  the 

solation  is  then  brown. 
IWnroos  add Black Predpitate  of  metallic  teUorium. 

Siaih  Seriet, 

Sulphur  combines  with  tin,  and  forms  the  sulphide  of  tin  SnS,  and 
the  bisulphide  SnS,.  The  latter,  under  the  name  of  "  aurum  Musivum," 
"  mosaic  gold, "  or  "  bronze-powder,"  is  prepared  by  first  making  an  amal- 
gam of  twelve  parts  tin  with  six  parts  mercury,  which  is  then  powdered 
and  mixed  with  six  parts  of  chloride  of  ammonium  and  seven  parts  of 
flowers  of  sulphur;  tnis  mixture  is  then  placed  in  a  mortar  or  glass  flask 
with  a  long  neck,  arranged  in  a  thin  iron  pot  surrounded  with  sand  over 
a  proper  furnace.  A  gentle  heat  is  applied  until  the  white  fumes  cease 
to  appear,  when  the  temperature  is  raised  to  redness,  and  kept  so  for 
some  time.  On  cooling,  the  aurum  Munvum  may  be  obtained  by 
br(»king  Uie  matrass.  It  is  of  a  beautiful  gold  colour,  and  in  flaky, 
six-sided  scales,  which  are  very  pretty.  The  fumes  which  arise  during 
the  operation  should  be  allowed  to  escape  up  the  chimney,  as  they  con- 
tain mercury,  and  may  produce  dangerous  results  if  inhaled ;  or  the  whole 
process  could  be  conducted  over  a  common  fire,  by  using  an  iron  ladle 
as  the  sand-bath  for  the  Florence  flask  or  matrass.  Bronze-powder  is 
used  for  touching  the  edges  of  painted  plaster  busts,  also  oy  house- 
painters  and  paper-stainers. 

Seventh  Series. 

The  tests  for  tin  are  classified  under  two  heads— viz.,  those  which 
produce  a  reaction  with  solution  of  the  protoxide  of  tin,  and  those 
which  affect  the  binoxide  of  the  metal. 
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SulpbureUed  hydrogen  gas  precipitates  a  dark-brown  solpbiirei  of 
tin  (onS)  from  neutral  and  acid  solutions  of  the  protoxide,  but  not 
from  alkaline  solutions.  The  precipitated  sulphuret  is  soluble  m 
potash  and  sulphide  of  potassium,  also  in  strong  boiling  hydrocUoiie 
add. 

Caustic  soda  or  potash  precipitates  a  white  bulky  hydrated  protoxide 
of  tin  (SnO,HO),  soluble  m  au  excess  of  the  alkalL 

The  carbonates  of  the  alkalies,  potash,  soda,  and  ammonia^  produce 
the  same  result,  but  do  not  re-dissolve  the  precipitate. 

Perchloride  of  gold  added  to  a  solution  of  the  protoxide  of  tin  with 
a  little  nitric  acid  produces  the  characteristic  precipitation  of  "  purple 
of  Cassius." 

Bichloride  of  mercury  is  reduced  first  to  the  state  of  calomel  (white), 
and  then  to  minute  metallic  globules,  grey  in  the  presence  of  an  excess 
of  the  protoxide  of  tin. 

Bichloride  of  platinum  produces  a  blood-red  colour  in  solutions  of  the 
protoxide  of  tin,  which  venr  much  resembles  that  obtained  by  the 
addition  of  sulphocyanide  of  potassium  to  a  persalt  of  iron ;  when 
diluted  with  water,  no  precipitate  occurs,  and  yet,  strange  to  say,  if  the 
bichloride  of  platinum  is  added  to  a  very  dilute  solution  of  the  ddoride 
of  tin,  a  reddish-brown  precipitate  is  obtained. 

Eighth  Series. 

The  binoxide  of  tin  (SnO,)  and  persalts  of  tin  being  already  saturated 
with  oxygen,  do  not  reduce  the  other  persalts  of  the  metals  to  file 
metaUic  state.  The  white  powder — metastannic  acid  fSngO||j||10HOj 
produced,  when  tin  is  acted  upon  by  nitric  acid,  is  insoluble  in  mtrieaiia 
dilute  sulphuric  acids,  but  concentrated  sulphuric,  hydrochloric,  and 
tartaric  acids  dissolve  it. 

The  precipitate  (SnO^HO)  obtained  by  decomposing  bichloride  of  tin 
(the  fuming  liquor  of  Libaviui)  with  water  is  white  and  soluble  in  alka- 
lies and  acids ;  but  when  stronglv  heated,  it  is  converted  into  thue  inso- 
luble form,  like  the  white  powder  obtained  when  tin  is  acted  on  by 
concentrated  nitric  acid ;  but  the  insoluble  form  is  converted  into  the 
wduble  by  fusion  with  carbonate  of  soda. 

It  has  been  shown  that,  in  the  preparation  of  certain  solutions  of  tin 
for  mordants,  the  bichloride  of  tin  may  be  obtained  in  the  soluble 
form ;  if  sulphuretted  hydrogen  is  passed  through  a  solution  of  a  persalt 
of  tin,  the  metal  is  precipitated  as  the  hydrated  bisulphide  (SnS^O), 
which  is  a  light  yellow  precipitate. 

The  solution  of  the  persalt  of  tin  may  be  acid  or  neutral,  but  if  alka- 
Ime,  sulphuretted  hydrogen  does  not  precipitate  the  bisulphide ;  hence 
the  latter  is  soluble  in  the  alkaline  sulphides  and  in  pure  alkalies  and 
their  carbonates.  Concentrated  and  boiling  hydrochloric  acid  slowly 
dissolves  the  bisulphide  of  tin. 

Hydrosuiphuret  of  ammonia  produces  the  yellow  precipitate  of  bisul- 
phide of  tin,  soluble  in  an  excess  of  the  precipitant.     MetaUic  zinc 
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predmtates  tin  from  solutions  of  the  protochloride  or  perchloride  of  tin 
which  are  free  from  excess  of  nitric  acid.  Metallic  tin  so  obtained  is  a 
grey,  spongy  mass,  which,  if  washed  and  dried,  frequently  takes  fire 
spontaneousiY  on  tiie  application  of  a  very  moderate  heat,  and  is  oon- 
▼erted  into  toe  oxide  of  tm.  If  the  solution  of  tin  contains  an  excess  of 
nitric  acid,  the  precipitate  no  longer  consists  of  metallic  tin  only,  but  is 
a  mixture  of  stannic  acid  with  that  metal. 


Fig.  183.  Botallack  Tin  Mine  at  St  Jnit,  near  the  Land's  End,  Cornwall,  and  worked 
under  the  sea  for  a  distance  of  more  than  half  a  mile. 


T\g.  184.  The  Dutch  Alchemist  wurkinjr  with  Salt,  8alphnr,  and  Mercury.  The  oni 
nature  of  alchemy  ia  thoiiu  by  the  unptv  moucy-buj;  and  the  grief  of  tlie  wife. 

CHAPTER    IX. 


MERCURY. 


^ 


.The  ancient  sign  represents  the  wand,  or  caduceos,  of  the  god  Mercury. 

I?  there  was  one  substance  more  than  another  which  agitated  the- 
philosophic  minds  of  the  earliest  alchemists,  it  certainly  was  this  metal» 
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viiidi  suggested  the  most  delusive  hopes  of  its  capability  of  conversion 
nio  solid  silver.  Geber,  the  Arabian  prince  alr^y  alluded  to  most 
rmectfally  in  the  chapter  on  Alchemy,  seems  to  have  been  convinced 
thu  it  was  nothinjip  but  silver  united  with  moisture,  and  if  he  could 
only  tocoeed  in  driving  it  off,  that  a  solid  would  be  the  result.  The 
dmnuGiers  of  his  chemical  experiments  inform  us  that  he  succeeded  in 
^■a^g  mercury  to  a  solid,  but  only  with  the  vexatious  result  of 
the  entwe  loss  of  all  the  beautiful  characteristics  of  the  metal — ^its  brU- 
liiii^,  volatility,  &c.,  were  all  entombed  in  the  new  form  which  it 
MraioMd,  of  a  red  powder  or  calx.  Greber  does  not  appear  to  have 
ndoratood  the  nature  and  composition  of  the  calx  or  earth,  and  it  was  not 
tin  August,  1774,  that  Priestlev  discovered  the  nature  of  Greber's  earth, 
ndproved  it  to  be  a  compound  of  oxygen  and  mercury. 

That  the  idea  of  changmg  mercury  by  driving  off  its  supposed  mois- 
tme^  was  prevalent  long  after  the  time  of  ^ber,  is  shown  bv  the 
pstient  experiments  of  £)crhaave,  who  is  stated  to  have  distillea  mer- 
emy  twelve  hundred  times,  obtaining,  as  everybody  knows,  in  these 
kamed  times,  only  one  result — ^viz.,  the  matter,  the  mercury,  he  ori- 
gbmUy  started  with.  What  a  sensation  such  a  story  as  this  headed, 
^Mercury  in  the  Bones  of  a  Corpse,"  related  in  a  French  journal, 
woold  have  nroduced  amongst  the  old  alchemists;  and  how  man^ 
IKvpaes  woula  have  been  ruthlessly  torn  from  their  last  resting-places  if 
tiiey  had  only  conceived  that  the  priuciplc  of  transmutation  began  with 
the  ooiTuption  and  decay  of  our  mortal  remains,  out  of  which,  rhoenix- 
Uke,  the  transmuting  essence  was  to  arise. 

*•  A  wealthy  farmer,  having  died,  was  buried  in  the  tomb  where  his 
lather  had  been  interred  tliirtyfive  years  before— viz.,  at  the  burying- 
gronnd  of  Whittington,  near  Shrewsbury.  A  veterinary  surgeon,  who 
presided  at  the  ceremony,  took  the  necessary  precautions  to  prevent 
&e  bones  of  the  father  from  being  broken  by  the  pickaxe  of  the  grave- 
digger.  On  examining  the  place  where  they  lay,  he  was  surprised  to 
perceive  in  the  bones  of  the  sternum  brilliant  particles  of  a  metallic 
bistre,  and  in  other  parts  of  the  thorax  he  found  a  similar  appearance. 
AH  these  particles  being  collected  together,  presented  a  considerable 
mumtity  of  oxide  of  mercury,  which  it  was  easy  to  reduce  to  the  me- 
mOio  state.  Tims  for  tliirty-five  years  the  mercury  had  been  preserved, 
almost  without  alteration,  in  the  "body  of  the  deceased,  who  had  pro- 
bably been  in  the  frequent  use  of  the  metal  during  the  latter  part  of 
his  hfe."  Geoffroy,  at  the  request  of  an  alchemist,  placed  a  quantitv  of 
mercury  in  an  iron  globe  strongly  bound  with  iron  hoops,  and  then 

E laced  the  shell  into' a  furnace.    Directly  it  became  red-hot  the  globe 
urst  with  great  violence,  and  the  mercury  was  dissipated  in  vapour. 
The  metals,  and  especially  quicksilver,  were   favourite  objects  of 
study  with  the  ancients,  and,  as  Ur.  Percy  remarks,  "metallurffy  may  in- 
deed be  said  to  have  fficen  birth  to  chemittty** 

The  use  of  quicksilver  is  traced  by  learned  authors  to  the  ancients, 
who  were  acquainted,  according  to  Pliny,  with  the  process  of  amalga- 
mation for  the  separation  of  gow  and  silver  from  their  associated  earwy 
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matters,  and  likewise  for  gilding.  Yitruyius  details  minntely  tlie  i 
in  which  the  gold  thread  was  obtained  from  cloth,  with  whidi  it  was 
interwoven ;  the  ashes  of  the  cloth,  after  burning,  were  collected  in  an 
earthen  vessel  and  mixed  with  water  and  quicksilver,  which  latter  takes 
up  and  amalgamates  with  the  gold.  The  fluid  amalgam  is  then  sqneeced 
through  a  cloth,  and  the  gold  remains  in  a  compressed  mass,  and  this 
is  precisely  the  method  of  amalgamation  adopted  by  the  Australian 
f^ola  diners.  "  I  was  invited,"  says  the  author  of  "  Life  in  Victoria,** 
"into  tneir  dwelling  tent,  which  was  as  trim  and  tidy  as  a  woman's  hands 
could  make  it  (for  Mr.  N.  had  another  treasure  besides  his  reef) ;  and 
while  his  hospitable  wife  was  preparing  luncheon,  he  amused  himself 
by  exciting  my  amazement  to  its  uttermost  bounds,  as  he  pulled  cake 
after  cake  of  solid  amal^mated  gold,  like  so  many  Dutch  cheeses,  from 
under  his  bed,  until  I  absolutely  thought  either  that  I  was  lidx)uring 
under  an  optical  illusion,  or  that  he  was  producing  a  clever  trick,  like 
that  of  pulling  a  market-cartful  of  cabbages  out  of  a  single  hat.  How- 
ever, it  was  neither  the  one  nor  the  otner,  but  a  palpable  reality,  a 
marvellous  fact  of  the  most  stubborn  description." 

Beckman,  in  his  "History  of  Inventions,  remarks :  "That  it  is  in 
the  thirteenth  century  he  finds  the  first  undoubted  mention  of  glass 
mirrors  covered  at  the  back  with  tin  or  lead ;"  and  some  time  between 
that  and  the  sixteenth  century,  the  art  of  silvering  mirrors,  as  at  present 
conducted,  with  the  aid  of  tinfoil  and  mercury,  appears  to  have  been  in 
common  use. 

Mercury  is  found  in  nature  in  the  metallic  and  mineralized  states,  and 
is  said  to  be  discovered  in  rocks  that  belong  to  the  same  period  as 
those  which  are  associated  with  the  coal  formations.  The  ores  arc 
usually  accompanied  with  iron  pyrites,  heavy  spar,  calcareous  spar,  quartz, 
and  sometimes  copper  ore ;  indeed,  the  usual  constituents  of  what  we 
have  already  termed  nature's  gigantic  electro-deposit  cells,  veins,  or 
lodes,  are  likewise  to  be  found  in  connexion  with  tnem.  The  following 
are  the  chief  ores  of  mercury : — 

Nflmo.  Constitueuts. 

1 .  Native  mercury Mercury. 

2.  Native    amalG:am;     fluid    or  i  ^r  -,    -* 

semi-fluid,  and  solid     .    .  |  Mercury  ana  silver. 

3.  Mercurial  horn  ore,  or  corneous  I  Mercury,     chlorine,     oxygen, 

mercury J      sulphur. 

4.  Mercurial  liver    ore.   or  he- ) -^'='<="t '^''^"'  '^''°"'.''^- 

patic  ore    ...    .      f     *=*•  a^""""""'.  o^Jgen.  won, 
*^  ;     copper,  water. 

5.  Red  cinnabar  or  sdpbide  of    ^-0^^'    ffil^X; 

^ )     gangue,  and  water. 

• 
Pliny  states  that  the  Greeks  imi)orted  red  cinnabar  from  Almaden,  in 
Soain,  700  years  before  the  Christian  era,  and  that  Rjome  received 
700,0001b.  weight  annually  from  the  same  source.    The  most  important 
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mines  which  yield  quicksilver  are  at  Almaden,  Pe^,  Idria  in  Austria^ 
and  in  the  Palatinate  on  the  Rhine. 

At  Almaden  and  Idna  the  cinnabar,  after  being  pulverized  and  some- 
times washed,  was  formerly  placed  with  some  lime  in  earthenware 
vessels,  termed  cucurbites,  which  were  attached  to  a  Ions  succession  of 
earthen  tubes,  called  aludels,  and  already  depicted  at  p.  121.  The  cucur- 
bites or  retorts  were  gradually  heated  for  many  days  in  succession, 
and  during  this  time  the  lime  united  with  the  sulphur  of  the  cinnabar, 
and  the  mercury,  being  volatilized  by  the  heat,  condensed  as  it  passed 
through  the  aludels  and  fell  into  the  proper  receivers.  The  late  Dr. 
lire,  however,  suggested  and  carried  out  a  great  improvement  in  the 
distUlatiou  of  mercurial  ores,  and  bj  using  common  iron  gas  retorts 
and  collecting  the  mercurial  fumes  with  greater  care,  he  was  enabled  to 
prevent  waste  and  economize  the  cost  of  the  whole  process. 


.  186.  A.  A.  The  retortf.    The  pipes  leading  from  the  retorts  marked  b.    o  o.  The 

fnser  of  cast  iron  nearly  filled  with  water  hito  which  the  pipes  b  dip.    d.  Pipe 

through  which  the  condensed  mercury  &lls  into  the  iron  chest  b,  which  is  prorided  with 
a  float  and  rod  to  indicate  the  quantity  of  condensed  mercury. 

AHhough  potassium  is  soft  like  wax  at  ordinary  temperatures,  and  is 
liquefied  at  the  low  temperature  of  136^  Fah.,  there  is  no  other  metal 
but  mercury  which  remams  fluid  at  common  temperatures.  The  specific 
gravity  of  mercury  is  verv  high,  and  amounts  to  13*595 ;  the  briUiancy 
of  this  metal  is  remarkaole,  and  its  colour  is  white  and  very  slightly 
tinged  with  blue.  The  boiling  point  of  mercury  is  stated  to  be  ^ut 
660^  Fah. ;  and  considering  the  high  temperature  required  to  change 
the  opaque  metal  to  the  condition  of  a  transparent  vapour,  nearly  seven 
times  heavier  than  air,  it  is  somewhat  curious  that  it  should  volatilize  not 
onlv  at  ordinary,  but  even  below  the  common  temperatures  of  our  climate. 

Mercury  placed  in  a  stoppered  bottle,  with  a  bit  of  gold  leaf  sus- 
pended above  it,  volatilizes  slowly,  according  to  the  experiments  of 
Faraday,  at  a  temperature  varying  between  60^  and  80^  Fah.;  but  in 
the  winter  months  no  trace  of  vapour  (by  the  test  of  the  whitening  of 
the  gold  leaQ  could  be  detected.    ICarsten,  however,  states  that  the 

I 
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volatilization  of  mercury  is  perceptible  even  at  the  fireenng  point  of 
water ;  and  the  experiment  oT  the  latter  coincides  with  the  generallj- 
received  notion  tliat  all  bodies  that  assume  the  state  of  Tiponr  maj 
slowly  volatilize  into  the  atmosphere,  which  is  supposed  to  contain  a 
little  of  everything  capable  of  being  vaporized,  it  is  right  to  stale 
Faraday  has  proven  that  this  is  not  true  m  all  cases,  and  he  has  ascer- 
tained, oy  a  series  of  experiments  conducted  during  four  years,  that  many 
diemical  bodies  which  vaporize  at  300^  and  400°  f  ah.,  do  not  evaporate 
when  kept  in  a  confined  space  with  water. 

Mercury  solidifies  at  a  temperature  of  40°  below  zero  on  Fahrenheif  s 
scale,  and,  like  water,  expands  at  the  moment  of  freezing;  this  fact  is 
proved  by  the  decrease  in  its  specific  gravity,  which  is  13*39  in  the  solid 
state,  instead  of  13595.    If  mercury  continued  to  contract  in  bulk 

whilst  freezing;  the  speeifio 
gravity  would  be  higher  than 
that  of  the  liquid  state. 

Henry  describes  a  very  simple 
and  cheap  contrivance  for  freez- 
ing quicksilver  by  chloride  of 
calcium  and  snow.  The  outer 
vessel  of  wood  may  be  twelve 
and  a  half  inches  square  uid 
seven  inches  deep.    It  should 

Fig.  186.  Apparatus  for  freezing  Mercury.         have  a  WOoden  COVCT,  rabbeted 

in,  and  furnished  witii  a  handle. 
Within  this  is  placed  a  tinned  iron  vessel,  B  b,  standing  on  feet  which 
are  one  and  a  half  inch  high,  and  having  a  projection  at  the  top  half  an 
inch  broad  and  one  inch  deep,  on  which  rests  a  shallow  tin  pan,  c  c 
Within  the  second  vessel  is  a  third,  d,  made  of  untinned  sheet  iron, 
without  any  solder  at  the  comers,  and  supported  by  feet  two  indbes 
high.  This  vessel  is  four  inches  square,  and  is  intended  to  contain  the 
mercury.  When  the  apparatus  is  used,  a  mixture  of  chloride  of  caldom 
and  snow  is  put  into  the  outer  vessel  a  a,  so  as  completely  to  surronsd 
the  middle  vessel,  B  B.  Into  the  latter,  the  vessel,  d,  containing  the 
quicksilver  to  be  frozen,  previously  cooled  down  by  a  freezing  mixtnic^ 
is  put ;  and  this  is  immediately  surrounded  by  a  mixture  of  snow  and 
diloride  of  calcium,  previouslv  cooled  to  zero  Fah.  by  an  utificial  mix- 
ture of  snow  and  common  salt.  The  pan,  c  c,  is  also  filled  with  then 
materials,  and  the  wooden  cover  is  then  put  into  its  place.  The  veaaeb 
nre  now  left  till  the  quicksilver  is  frozen.  A  more  elegant,  but  mote 
expensive  apparatus  is  that  employed  for  the  solidification  of  caibonio 
acid  by  Robert  Addams ;  when  mercury  is  placed  in  a  dish  with  ether 
.and  solid  carbonic  acid,  the  intense  cold  produced  by  the  sudden  lique- 
faction and  evaporation  of  the  ether  and  carbonic-acid  gas,  solidifies  the 
mercury,  which  assumes  very  much  the  property  of  lead  and  tin  so  far 
as  malleability  and  tenacity  are  concerned.  By  means  of  solid  carbonio 
acid  and  ether  Mr.  Addams  succeeded  in  freezing  ten  pounds  of  meievt 
in  less  than  eij^ht  minutes :  the  same  gentleman  placed  a  liunp  of  solid 
carbonic  acid  m  a  red-hot  crucible  for  one  minute,  and  afterwarcu  &oie  a 
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pound  of  qaicksilver  with  it.  For  use  in  tlie  Polar  regions  the  thermo- 
meters are  filled  with  absolute  alcohol  instead  of  qoicksilyej,  which 
solidifies  and  bursts  the  bulbs  under  the  influence  of  the  intense  cold 
of  those  inhospitable  and  dreary  portions  of  our  globe.  In  the  late  Sir 
Jdin  Franklin's  second 

journey  to  the  shores  of  ^fl^h 

the  Polar  sea,  in  1825- 
26-27,  a  Mr.  Kendall 
firore  somemercury  at  the 
temperature  of  —  62*2° 
Fah.  in  the  mould  of  a 
pistol-bullet,  and  fired  it 
against  a  door  at  the  dis- 
tuice  of  six  paces.  A 
small  portion  of  the  mer- 
cury penetrated  to  the 
depth  of  one-eighth  of  an 
inch,  but  the  remainder 
only  just  lodged  in  the 
wood.  Mercury  is  not 
•only  employed  for  filling 
thermometers,  as  de- 
scribed in  the  "Boy's 
Flaybook  of  Science,"  p. 
360,  but  is  likewise  used 
in  the  construction  of 
barometers  or  weather- 
glasses, which  are  of  such 
immense  yalue  to  cap- 
tains of  vessels,  and  also 
to  fishermen,  whose  lives 
frequently  aepend  on  a 
fordmowledgc  of  the 
ttate  of  the  weather. 
To  meet  this  want 
Messrs.  Neirretti  aud 
2ambra,  of  Hatton-gar- 
^en,  have  constructed  a 
Tcrj  pheap  instrument, 
which  they  call  the 
^'Fisherman's  barome- 
ter." The  scale  of  the 
instrument  has  been  de- 
vised by  Rear-Admiral 
R.  Fitzroy,  the  head  of 
the  Meteorological  de- 
partment of  tht  Board 
<}f  Trade.  FIf  .  1B7.  NegratU  and  Zanbrm'i  Fith«niMii'i  Barometer. 
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The  mstrument  that  Messrs.  Negretti  and  S^ambra  Lad  to  deTise  was  a 
barometer  that  would  bear  exposure  on  a  wall,  or  any  other  oonvement 
public  plac»B,  where  it  could  pe  consulted  bj  all  both  daj  and  night; 
and  also  an  instrument  that  might  be  carried  about  from  one  statioa  to 
another  without  fear  of  the  air  getting  into  the  vacuum  at  the  top  of  the 
barometer  tube,  and  called  the  Torricellian  vacuum.  The  new  barometer 
is  made  as  follows :  The  frame,  which  is  constructed  of  oak,  is  screwed 
together  with  brass  screws,  so  as  to  render  it  as  durable  as  possible; 
if  iron  screws  had  been  used,  they  would  be  liable  to  rapid  corrosion  by 
the  action  of  the  salt  spray  more  or  less  pervading  the  shores  of  a  sea- 
port town.  The  scale,  instead 
of  being  made  of  metal  or  ivoiT, 
as  heretofore,  is  made  of  hard- 
baked  porcelain,  the  divisions 
and  figures  being  indeUlify 
marked  by  a  oatent  process  be- 
longing to  Messrs.  Neg[retti 
ana  Zambra,  which  is  neither 
more  or  less  than  etching  and 
blacking  in,  and  burning  m  at 
a  low  temperature,  so  as  not  to 
run  the  risk  of  altering  the 
scale ;  by  this  process  absolute 
durability  is  insured  as  far  as 
the  divisions  and  scales  are  con- 
cerned ;  and  the  whiteness  of  the 
porcelain  is  also  a  great  assist- 
ance to  the  dimmed  eyes  of  some 
of  those  who  will  consult  the 
instrument.  The  glass  tube  is 
four-tenths  of  an  inch  diameter 
internal  measurement;  thus  se- 
curing a  column  of  mercuy 
which  is  perfectly  distinct  and 
visible.  The  tubes,  with  then: 
mercury,  are  all  boiled  —  an 
operation  very  rarely  performed 
except  in  few  cases,  and  then 
only  by  one  or  two  makers,  be- 
cause the  operation  is  attended 
with  considerable  risk  both  pe- 
cuniary and  personal,  for  as 
many  as  seven  or  eight  laige 
tubes  out  of  a  dozen  will  brak 
PUr.  188.  Negtettl  and  Zambn't  inifemous  ar-  '^  boilinff.  The  operation  OOtt- 
nuiffement  to  prerent  the  air  creepuDg  up  the  Sists  m  fillmg  a  tuoe  with  mer- 
ind^  of  the  baiD^ieter  tube.  ^ury  and  then  holding  it  over  a 

pan  of  charcoal  until  the  mer- 
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cury  boils  inside  the  tube ;  by  this  process  all  the  air  is  expelled.  With 
respect  to  the  mode  of  stopping  the  ^adual  creeping  of  the  air  up 
the  inside  of  the  barometer,  for  enter  it  wiU,  in  spite  of  bags,  platina 
rings,  and  all  such  contrivances,  a  most  ingenious  contrivance  is  em- 
ploy^, which  may  be  termed  a  trap,  (Fig.  188.)  This  consists  of  a  stout 
Dulb  of  glass  welded  an  inch  or  so  over  the  open  end  of  the  barometer 
tube ;  and,  by  reference  to  the  preceding  woodcut,  it  will  be  seen  that, 
as  the  air  only  creeps  up  between  the  glass  and  the  mercury,  it  is 
stopped  in  the  top  space  of  the  class  bulb  or  trap,  whilst  the  end  of  the 
barometer  tube,  being  immersed  in  the  mercury,  is  cut  off  from  com- 
munication with  the  sides  of  the  tube  dipping  into  the  cistem  of  mer- 
cury. If  the  air  was  permitted  to  remain  in  the  trap,  it  might  cer- 
tainly creep  into  the  main  tube  at  last ;  but  then  it  must  be  remem- 
bered that,  on  the  first  occasion  the  barometer  is  turned  upside  down, 
which  can  be  done  with  perfect  safety,  all  the  air  goes  out  of  the  trap, 
and  the  barometer  is  as  perfect  as  the  first  day  it  was  made.  It  may  be 
urged  that,  if  the  quantity  of  air  that  creeps  into  the  tube  is  so  small, 
there  need  not  be  such  a  fuss  made  about  trapping  it ;  but  it  must  be  re- 
membered that  the  one-thousandth  of  an  inch  of  air  let  in  at  the  bottom 
of  the  barometer  tube  becomes  expanded  to  one  inch  when  it  arrives 
at  the  too,  or  Torricellian  space,  and  hence  the  absolute  necessity  of  ex- 
dnding  tne  smallest  bubble  of  air  in  a  j^ood  barometer. 

Mercury  is  employed  in  the  extraction  of  silver  from  its  ores,  like- 
wise in  the  manufacture  of  looking-glasses,  and  also  in  certain  processes 
of  gilding.  The  science  of  medicine  has  long  been  indebted  to  mercury 
for  some  of  its  most  powerful  remedies,  which  produce,  when  taken  in 
excess,  very  frightful  effects  on  the  human  system.  One  of  the  pret- 
tiest applications  of  mercury  is  that  lately  made  by  Professor  Way,  who 
employs  it  for  the  electrodes  of  his  new  electric  lamp  instead  of  the  solid 
poles  usually  made  of  carbon.  (Fig.  189.)  The  mercury  is  contained  in  an 
upper  cistem  connected  with  one  wire  of  the  battery,  and  allowed  to  flow 
through  a  capillary  aperture  into  a  closed  glass  tube  communicating 
with  a  lower  cistern  also  connected  with  the  other  wire  of  the  battery. 
At  the  moment  of  cont-act  between  the  globules  of  quicksilver  falling 
from  the  upper  cistem  to  that  retained  m  the  glass  forming  the  upper 
part  of  the  lower  one,  the  metal  is  ignited,  and  produces  a  constant 
though  flickering  light,  which  may  be  continued  for  any  length  of  time, 
so  long  as  the  upper  cistern  and  the  battery  are  kept  supplied  with  their 
respective  quicksilver  and  acids. 

"  Some  exceediuffly  interesting  experiments  took  place  off  Osborne 
House,  the  beautiful  marine  residence  of  her  Majesty,  in  the  Isle  of 
Wight,  and  also  in  Cowes-roads,  with  Professor  Way  s  electric  light, 
and  which  we  believe  are  preliminary  to  more  important  experiments 
about  to  be  carried  out  by  the  Government.  The  principle  ol  the  light 
is  simply  the  application  of  electricity  to  a  column  or  running  stream 
of  quicksilver — m  this  instance  as  fine  as  the  point  of  a  ladjrs  needle. 
So  lonff  as  the  voltaic  battery  retains  power  to  act  with  its  wires  upon 
this  ccHumn,  so  long  must  the  light  bum — ^the  strongest  and  purest 
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liglit  in  tbe  known  world,  and  the  nearest  approach  to  snnlight  that  the 
skill  of  the  chemist  and  man  of  science  has  yet  prodnoM,  and  th]» 
without  actual  combustion  taking  place  or  the  quantitj  of  the  mercurj 
being  reduced,  the  supply  of  acids  to  the  oattery  being  its  sw- 
expeuse  after  its  first  cost,  excepting  wear  and  tear.  The  Professor 
with  his  apparatus  left  Portsmouth  harbour  in  a  steamer  shofUy 
before  dark,  and  steered  direct  for  Cowes.  On  the  sponson  of  tbie 
steamer  was  placed  the  battery.  Abaft  the  foremast  hung  one  of  the 
Professor's  simple  apparatuses  as  a  masthead  light.  On  a  niovesMe 
circular  platform  placed  on  the  vessePs  after-hatch  a  similar  appaiatas 
to  the  one  hung  up  aloft  stood,  to  which  was  attached  a  lens,  but  both 
of  them  as  yet  unlit.  The  apparatus  is  one  of  the  simplest  possible 
form,  consistmg  merely  of  an  oval-shaped  pair  of  tubes  connected  at 
each  end,  with  a  round  hollow  globe  about  the  size  of  an  orange,  in  which* 
is  placed  the  mercury.  The  mercury  runs  from  a  point  to  a  cup  in  the 
centre,  enclosed  within  a  glass  tube,  and  here  the  subtle  liquid  is  heated 
to  a  white  heat  as  it  flows  in  a  fine  stream  from  tbe  upper  oall  into  the 
cup,  and  thence  into  the  lower  one,  thus  producing  an  indestructible 
wick.  The  wires  which  connect  the  battery  with  the  apparatus  were- 
made  by  Messrs.  Silver,  and  are,  perhaps,  the  most  perfect  of  their  kind 
yet  constructed.  These  wires  are  coated  with  silver,  enclosed  in  india- 
rubber,  and  have  an  outside  coating  of  braided  hemp,  tbe  whole  pliable 
as  common  packthread.  To  look  at  the  light,  witli  a  view  to  a  close 
inspection  of  the  cup,  with  the  naked  eye,  would  be  about  as  useless 
as  to  look  at  the  sun  at  noonday.  A  pair  of  coloured  glasses,  however, 
show  that  this  light,  which  can  only  be  compared  to  the  sun  for  its 
brilliancy  and  power,  is  only  of  the  same  circumference  as  the  cup 
itself—- the  size  of  a  threepenny  silver  piece,  and  of  little  more  diameter. 
Midway  between  the  aftermost  light  and  the  voltaic  battery  is  a  brass* 
standard  a  few  inches  high,  with  which  the  wires  are  connected,  and  by 
pressmg  a  button  on  the  top  of  this,  simple  as  the  key  of  a  piano,  th& 
tight  can  be  given  in  fiashes  of  as  long  or  as  short  a  duration  as  the 
operator  pleases.  This  is,  however,  more  beautifully  and  correctly  ear- 
ned out  by  a  small  instrument  of  Mr.  Way's.  It  consists  of  a  preoeof 
clockwork,  having  in  front  a  revolving  disc,  the  face  of  which  is  covered 
with  numerous  holes  with  pins  to  fit  in  as  may  be  required.  In  front 
of  the  disc  are  two  small  cylinders  with  pistons  and  arms  attached.  As 
the  disc  revolves,  the  pins  in  its  face  lift  the  pistons  in  the  cylinders 
and  cut  off  the  connexion  between  the  battery  and  the  lighting  appa- 
ratus, producing  flashes  of  light  of  any  duration  that  majoe  reoiured, 
with  their  accompanying  intervals  of  darkness,  and  admirably  aaapted 
for  a  revolving  light,  or  as  a  code  of  signals  for  night  service.  In  fact, 
there  would  appear  to  be  no  limit  to  the  uses  to  which  this  discovery 
may  be  applied,  and  so  simple  is  it  in  its  manipulation  that  the  choicest 
music  of  the  great  masters  may  be  henceforth  accompanied  by  expres- 
sive flashes  of  electric  light.  When  the  steamer  arrived  off  the  Mother- 
bank  the  light  aloft  was  lit  by  attaching  to  it  the  ends  of  the  wires 
from  the  voltaic  battery.    So  soon  as  the  glass  tube  became  sufficiently 
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heated  to  throw  off  the  xnerciuy  £rom  its  surface,  the  light  exhibited 
its  power  and  beaaty,  the  steamer's  masthead  light,  which  was 
hoisted  in  its  usual  position,  appearing  but  a  dull  red  speck  alongside 
it  Its  effect  upon  the  human  countenance  was,  however,  by  no  means 
favourable,  casting  on  all  on  board  the  steamer  a  strange  unearthlv  hue. 
Mauve  colour,  as  it  has  become  fashionable  to  term  it,  on  the  ladies* 
dresses  or  bonnets,  was  brought  out  by  the  light  with  astonishing  bril- 
liancy. On  reaching  Cowes-roads,  crowded  with  yachts,  and  a!u  dis- 
playing lights,  the  contrast  between  the  electric  light  and  those  shown 
oy  the  yadits  was  something  wonderful.  The  electric  light  was  shining 
in  its  pale  pure  brilliancy  aloft,  while  the  hundreds  of  lights  displayed  by 
the  yachts  and  by  the  town 
of  Gowes,  its  clubhouse 
and  hotels,  dwindled  down 
to  dull  red  specks.  The 
lens  applied  to  the  after 
light  tmrew  broad  pathways 
3^  light  to  and  fro  as  the 
lens  might  be  directed, 
bathing  the  low  black  hulls 
of  the  craft  that  were  in 
the  line  of  li^ht  with  a 
flood  of  sunshine,  as  also 
the  delicate  tracery  of  their 
spars  and  rigging.  A  boat 
which  left  the  steamer  here 
for  one  of  the  yachts  was 
lifted  on  its  way  by  the 
lens.  On  the  steamer's 
return,  Norris  Castle  was 
pMsed,  and  the  light 
thrown  on  its  picturesque 
front.  Ivy-covered  towers, 
walls,  and  parapets  were 
illuminated  as  with  a  stroke 
from  an  enchanter's  wand. 
Off  Osborne  House  the 
steamer  was  stopped  for 
some  time,  and  the  light 
must   have    shown  itself 

with  eood  effect  on  the  _ 

-♦;n  ..*o««  r.f  i)iA  f^lpnt  Fig.  189.W»y*iMtroari«l  ElMtrio  Lamp.  a.  Upper 
stiU  waters  Of  the  OOlenl,  i^^^MiBm  eonUining  b,  the  raercaiy.  which  ifiUe 
in  front  of  the  beautltui  tlowly,  in  »  fine  itreem,  through  the  minateapertar^o, 
miirinA  rp<(if]pnce  of  her  on  toftlittle  cnpnot  •hown,hec«iae  inrisihlewhen  tht 
marme   ^^laenw    OI    ner  ^  pro^^eid.  and  ^iMctd  in  the  glan  tube  « 1 1  %, 

Majesty.  The  experiments,  emmectod  with  the  lower  iron  cistern,  a.  The  two 
whick  as  alreadv  stated.  metalUo  cteteme  are  out  off  from  condooting  commnal- 
.-.  71.U  ^«»limT««rv  iA  cation  with  each  other  by  the  non<ondnct&g  material 
are  only  preliminary  to  haerted  at  the  pillatt » /, »  ».  w.w.  Wiree  pairing  to 
more  important  ones,  were  the  vottak  battery. 
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oxide  dissolves  rapidly,  and  the  chloride  soon  cryBtalliMs;  the 
position  that  takes  place  is  very  simple,  and  consists  in  the  ooml 
of  Uie  ox^rffen  of  the  oxide  of  mercury  with  the  hydrogen  of  the  hydro- 
chloric acia ;  the  liberated  chlorine  and  mercury  unite  and  form  corroaife 
sublimate.  It  is  this  salt  of  mercury  that  is  used  in  presenring  tiadber 
horn  the  dry-rot  by  the  kyanizing  process.  GoadbT  has  applied 
the  following  solution  to  the  preservation  of  the  most  delicate  inseeta^ 
and  especially  butterflies,  witii  complete  success.  The  latter,  indoeed 
in  square  glass  boxes  or  troughs  containinc;  the  solution,  and  moonted 
with  a  gola  border,  form  the  most  beautiful  and  ornamental  liroocheB. 

Goadifs  Solutum. 

Corrosive  sublimate 4  graimt 

Bay  salt 8  ounces 

Alum 4  ounces 

Water 2  quarts 

Corrosive  sublimate  forms  an  insoluble  compound  with  albumen,  whiek 
is  therefore  one  of  the  antidotes  recommendea  in  cases  of  poisoning  with 
this  very  potent  and  dangerous  salt.  It  is  connected  with  one  of  the 
most  interestmg  episodes  in  the  life  of  the  late  M.  Th^nard,  who  oa 
one  occasion/whiist  lecturing  to  his  pupils,  drank  what  he  imagined  to 
be  water ;  discovering  his  mistake,  ne  calmly  said,  "  Grentlemen,  I  an 
poisoned :  fetch  me  some  eggs."  He  had  taken  corrosive  sublimate. 
Inflammation  of  the  stomacn  supervened,  and  for  many  days  he  lay  in 
the  most  dangerous  state ;  but  his  bouse  was  surrounded  by  a  triple 
chain  of  faithful  and  admiring  pupils,  who  day  and  night  preserved  the 
utmost  quiet  in  the  streets  adjoining  liis  house  in  Paris.  His  enthusiastie 
reception  after  recovering  from  the  effects  of  the  poison  may  be  im^iyj^^ 
but  cannot  be  described. 

This  well-known  story  seems  to  indicate  that  the  whites  of  eggs  are 
not  to  be  relied  on  as  a  perfect  antidote  in  cases  of  poisoning  inui  this 
salt,  and  there  are  other  cases  where  albumen  lias  failed. 

"  A  gentleman  staying  at  a  hotel  had  swallowed  some  fluid  faroiiffht 
to  him  by  mistake.  The  mistake  originated  in  the  carelessness  m  a 
servant,  who,  after  using  the  solution  of  corrosive  sublimate  for  the 
purpose  of  killing  certain  nameless  insects  which  prevailed  in  the  bed- 
steads, had  carried  the  bottle  in  which  it  was  contained  to  the  bar,  and 
placed  it  on  the  shelf  where  the  cider  was  kept." 

^  Albumen  administered  ten  mmutes  after  the  accident  failed  to  sate 
his  life.  Under  these  circumstances,  Dr.  Buckler  of  Baltimore  recom- 
mended the  use  of  iron-filings,  but  M.  Mialhe  has  discovered  that  tiie 
hydrated  sulphide  of  iron  wul  effectuaUy  prevent  the  daneerous  effects 
of  corrosive  sublimate.  The  antidote  is  prepared  by  dissolving  sulphate 
of  iron  (green  vitriol)  in  at  least  twenty  times  its  weight  of  w^er  which 
has  been  boiled  to  deprive  it  of  air,  and  then  adding  enough  sulphide  of 
sodium  to  precipitate  the  iron.    The  hydrated  sulphide  of  iron  is  to  be 
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washed  with  water  bj  decantation,  and  may  be  kept  by  apothecaries  for 
use  in  closelj-stoppered  or  corked  bottles  filled  up  with  boiling  distilled 
water.  Chemists  and  druggists  would  advance  their  own  interests  and 
those  of  humanity  if  they  kept  on  a  special  shelf  the  antidotes  (in  good 
order")  for  all  the  common  poisons. 

loaine  unites  with  mercury  to  form  the  iodide  Hgl,  by  rubbing 
together  the  equivalent  proportions  of  mercury  and  iodine.  Thus  itid 
equivalent  of  the  latter  being  127*1,  and  the  former  100,  these  would  be 
the  quantities  in  grains  or  ounces  to  be  triturated.  A  little  alcohol  must 
be  used  to  assist  the  chemical  union  of  the  two  elements.  Iodide  of 
potassium  added  to  a  solution  of  corrosive  sublimate  throws  down  first 
of  all  a  dirty-yellow  precipitate,  which  rapidl;^  changes,  bv  stirrinc',  to  a 
scarlet.  If  too  much  of  the  iodide  of  potassium  is  added,  the  iodide  of 
mercury  is  re-dissolved,  and  this  experiment  forms  one  of  the  most 
amusing  tricks,  if  carried  out  with  the  assistance  of  a  hollow  stirring- 
rod  (closed  at  one  end  by  drawing  it  out  to  a  thin  point),  which  is  to 
be  previously  filled  with  a  strong  solution  of  iodide  of  potassium.  U 
this  rod  is  stirred  in  the  glass  containing  a  solution  of  corrosive  subli- 
mate, no  effect  b  produced  until  the  operator,  pretending  to  get  irritated, 
thrusts  the  rod  violently  down  to  the  Dottom,  and  brea&  off  the  pointed 
end,  when  the  iodide  flows  out  and  produces  the  usual  colour ;  and  if 
the  open  end  of  the  tube  is  careluUy  manipulated  with  by  dosing  it 
with  the  first  finger,  just  enough  of  the  solution  of  the  iodide  of 
potassium  may  be  allowed  to  escape  into  the  corrosive  sublimate  to 
IMToduce  the  scarlet,  and  then  the  whole  colour  may  apparently  be 
stirred  away  again  by  permitting  an  excess  of  the  iodide  to  escape 
from  the  end  of  the  rod.  These  arrangements  require  careful  adjust- 
ment beforehand,  and  some  previous  triab  with  the  solutions,  to  ensure 
success.  • 

Another  amusing  experiment  ma^  be  performed  with  iodide  of  potas- 
sium and  corrosive  sublimate,  combined  with  the  effects  obtainable  from 


Fig.  190. 


oxalate  of  ammonia,  chloride  of  calcium,  and  sulphide  of  ammonium. 
The  object  is  to  obtain  from  five  colourless  solutions  which  are  to  be 


333  MSROUBT. 

poured  from  one  glass  to  the  other,  a  scarlet  colour  beeoning  oolooiiesii 
tiien  white,  and  finally  black. 

Into  the  first  glass  a  solution  of  iodide  of  potassium  is  placed,  suffi- 
ciently strong  to  give  a  copious  precipitate  of  the  scarlet  iodide  of 
mercury  when  poured  into  the  second  glass,  which  contains  a  solution 
of  corrosive  suoliniate.  The  scarlet  contents  of  the  second  are  poured 
into  the  third  glass,  which  contains  enough  iodide  of  potassium  to 
redissolve  the  iocUde  of  mercury,  and  also  some  oxidate  oi  ammonium, 
so  that  the  contents  of  the  third  glass  become  colourless.  By  pouring 
some  of  the  third  into  the  fourth  glass,  containing  a  little  solution  of 
chloride  of  calcium,  a  copious  white  precipitate  of  oxalate  of  lime  is 
thrown  down,  and  this  asain  is  masked  and  lost  sight  of  in  the  dense 
black  precipitate  of  sulphide  of  mercury,  obtained  when  the  solution, 
still  containing  mercury,  is  poured  from  the  fourth  to  the  fifth  glass, 
containing  some  sulphide  of  ammonium.  The  fifth  fflass  shouhi  be 
covered  with  a  glass  plate,  to  prevent  the  escape  of  tne  disagreeable 
odour  of  sulphuretted  hydrogen. 

The  iodide  of  mercury,  when  rubbed  across  a  sheet  of  paper,  affords 
a  beautiful  scarlet  colour,  caUed  "  geranium  colour,"  which  would  be 
employed  by  artists,  if  they  could  only  depend  upon  its  remaimng  per- 
manent ;  this,  however,  is  not  tlie  case,  because  the  iodide  of  mercury  is 
dimorphous  and  capable  of  assuming  two  forms  and  two  colours,  yellow 
and  red ;  for  if  the  scarlet  streak  on  the  paper  is  carefully  heated  over 
the  flame  of  a  spirit  lamp,  it  gradually  changes  to  a  primrose  yellow,' 
and  when  these  yellow  crystals  are  subject  to  any  abrasion,  such  as 
scratching  them  with  a  pin,  the  change  to  scarlet  gradually  occurs,  or 
it  is  produced  instantaneously  by  merely  rubbing  or  breakini;  down  the 
yellow  crystals,  or  again  restored  to  the  yellow  colour  by  heating  the 
paper. 

Mr.  Bobert  Warrington  has  investigated  this  curious  change  of  colour 
and  form  with  his  usual  ingenious  acumen,  and  he  states*  that  "  when  a 
quantity  of  the  precipitated  biniodide  [iodide]  is  sublimed,  the  resultmg 
crystals  are  very  complicated  in  their  structure,  consisting  of  a  number  a 
rhombic  plates,  of  v^ing  size,  superposed,  sometimes  overlapping  each 
other,  and  causing  considerable  variableness  in  their  thickness,  out  gene- 
rally leaving  the  extreme  angle  and  the  two  lateral  edges  clear  and  well- 
demied.  The  annexed  sketch  (Fig.  191),  taken  by  the  camera  lucida  from 
the  field  of  view  of  the  microscope,  will  give  abetter  idea  of  their  <^ 
racter.  The  length  of  these  crystals  was  about  '015  of  an'  inch.  On 
cooling,  the  first  change  that  is  observed  is  usually  a  scarlet  markingi 
commencing  at  the  extreme  angle,  and  extending  gradually  inwar^ 
always  retaming  a  perfectly  well-defined  line  in  its  progress ;  when  this 
change  has  reaclied  so  far  as  the  line  a  b,  Eig.  191,  the  scarlet  line  will 
suddenly  shoot  along  one  of  the  lateral  edges,  as  shown  at  c  d,  and  in- 
stantly the  whole  mass  is  converted,  in  a  most  rapid  and  confused  man- 
ner (which  the  eye  in  vain  endeavours  to  follow),  to  the  scarlet  colooTy 

•  Memoin  of  the  Chemical  Society,  vol.  i.  p.  85. 
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the  crystal  being  frequently,  if  detached,  twisted  and  contorted  during 
the  transition. 


Fig.  191.  CrjttaU  or  Iodide  ofMcrcuijr. 

"In  order  toobtain  these  crystals  in  a  more  defined  and  clearly-developed 
form,  a  small  glass  cell  was  constructed  of  two  slips  of  window-glass, 
leaving  a  space  of  about  the  thickness  of  cartridge-paper  between  the 
upper  and  under  plates,  in  which  the  sublimations  could  be  readily  con- 
ducted, and  the  whole  of  the  subsequent  changes  at  once  submitted  to 
the  microscope;  by  this  means,  beautifully  well-defined  and  perfect 
crystals  were  obtained,  having 
the  formof  right  rhombic  prisms, 
as  in  the  accompanying  outlines, 
Kg.  192,  A  and  b.  The  follow- 
ing interesting  phenomena  were 
then  observed;  a  defined  scarlet 
line  of  varying  breadth  would 
shoot  across  the  crystal  as  at 
1  c,  D,  E,  F,  Fig.  192,  and  then 
gradually  spread  throughout 
the  whole  of  its  structure,  Keep- 
ing a  straight  and  well-defined 
line  in  its  onward  progress  until 
the  whole  had   undergone  the    Fig.  IM.  Iodide  of  Mervory  in  Rhombic  Prismi. 
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ohMige  of  colour.  Nos.  8,  3,  4,  6,  in  e,  and  No.  2  in  f,  an  tlie  i 
whicH  the  transition  had  reached  at  intervals  of  observation ;  in  many  < 
after  the  crystal  has  undergone  this  metamorphosis,  two  angles  can  be  du^ 
tinctly  seen  as  at  £,  Fi^.  191,  and  at  times  two  edges  are  visible,  as  at  c  6, 
and  D  6,  Fig.  192.  This  observation  must  of  course  depend  entirely  on  the 

r>sition  of  the  crystal  to  the  eye  of  the  observer.  These  phenomena  proves 
consider,  in  the  most  perfect  manner,  that  the  chan^  in  the  cdloor  of 
this  compound  arises  from  the  plates  of  the  crystal  having  been  separated 
from  each  other  by  the  means  alluded  to  in  the  direction  of  their 
cleavages ;  and  in  further  confirmation  of  this  view,  the  laminae  so  sepa- 
rated may,  by  the  sudden  aoplication  of  heat,  be  again  fused  togvthiBry 
and  the  yellow  colour  reproauced  without  materially  altering  the  dimeo- 
sions  of  the  crystal,  a  slignt  rounding  of  the  ed^es  from  partialsublimation 
h&ns  the  onl^  other  concomitant."  These  and  other  careful  expenmei^ 
by  Mr.  Warrington  show  that  the  iodide  of  mercury  has  two  vajwuri^ 
wnich  are  given  off  at  different  temperatures,  and  also  that  it  is  di- 
morphous, the  yellow  form  being  rliombic,  and  the  scarlet  octohedial 
with  a  square  base.  Besides  the  iodide  of  mercury,  there  is  a  sub-iodidft 
(Hg^l),  which  is  a  dirtv  ^reen  colour,  and  prepared  by  "  triturating  n 
excess  of  mercury  with  iodine  and  a  little  alcohoL"  This  compound 
may  be  fused  and  sublimed  if  the  operation  is  performed  quiddy. 
There  are  also  the  oxychloride,  the  oxyiodide,  and  the  oxybromide  of 
mercury. 

Fourth  Series, 

The  compounds  of  sulphur  and  mercury  are  interesting,  because  Quj 
include  the  natural  compound  or  mineral  called  cinnabar,  an  impure  sul- 
phide of  mercury,  and  also  the  well-known  pigment  which  the  Chinese 
80  much  delight  to  use  in  their  gaudy  paintmgs,  under  the  name  of  ver- 
milion. If  some  quicksilver  ana  sulphur  are  shaken  together  in  a  tube 
they  quickly  unite  and  form  a  black  compound  formerly  termed 
*'  Ethiops  mmeral."  This  experiment  offers  a  good  example  of  the  dit- 
ferenoe  between  chemical  union  and  mechanical  mixture ;  for  if  soma 
mercury  and  lycopodium  (which  is  yellow,  and  looks  very  much  lika 
sulphur)  are  shaken  together,  there  is  no  blackening,  but  simply  a  divi- 
sion of  the  particles  of  quicksilver,  and  this  is  of  course  a  "  mccbanioii 
mixture."  When  "  Ethiops  mineral"  is  sublimed  at  a  red  heat,  it  fannf 
a  fine  red  colour,  termed  cinnabar  (HgS)  or  vermilion.  The  latter  name 
is  derived  from  the  French  word  **  vermeil,**  which  comes  from  venni* 
cular,  a  name  given  in  the  medieval  period  to  kermes  or  cochineal.  Ths 
subsulphideof  mercury  (Hg3S)is,  like  many  other  metallic  salts,  only  in- 
terestinff  on  account  of  its  smalogies,  and  because  it  forms  one  of  alaxge 
series  of  mercurial  compounds. 

Fi/ih  Series. 

The  amalgams  of  mercury  are  somewhat  numerous,  and  extremdy 
suggestive  of  chemical  solution ;  indeed,   Joule  has  obtained  definite 
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eompoimds  of  mercary  with  tin,  copper,  lead,  zinc,  silver,  and  pla- 
tinum. Gold  is  attacked  by  mercury,  and  dissolved  in  it  wiUi  oon- 
dderable  rapidity,  and  the  author  remembers  a  case  of  vanity  reproved, 
in  which  the  mercury  contained  in  a  mercurial  trough  used  for  certain 
experiments  with  gases  that  are  soluble  in  water,  formed  the  corrective 
agent.  A  youn^  gentleman  who  had  made  himself  consfjicuous  as  a 
pupil  in  a  chemical  class,  by  wearing  a  very  showy  collection  of  jewel- 
lery on  his  person,  was  induced  by  the  brilliancy  and  pretty  appearance 
of  the  quicksilver  in  the  open  trough,  to  stir  it  about  with  his  fingers, 
<m  one  of  which  was  a  diamond  ring ;  no  one  made  any  remark,  a  few 
masonic  signs  passed  between  the  initiated,  but  at  the  end  of  the  dis- 
ooorse  a  sudden  cry  was  heard,  Where's  mv  ring?  The  d^dris  of 
this  precious  ornament  remained  floating  ana  dissolving  in  its  mer- 
curial grave.  The  diamond  alone  remained  perfect,  and  this,  if  the 
author  remembers  properly,  the  other  mischievous  pupils  recommended 
should  be  heated  red-hot  in  a  crucible  with  some  nitre,  and  was  either 
burnt  away  or  lost.  Chemical  pupils  or  chemists  must  not  wear  jewel- 
lery in  the  laboratory,  or  fear  stained  fin^rs.  Some  of  the  most  curious 
amalgams  of  mercury  are  those  made  with  potassium  and  sodium,  and 
if  some  quicksilver  is  gently  warmed  and  a  oit  of  either  of  these  metals 
Uirust  in  on  the  end  of  a  wire,  an  intense  chemical  action  takes  place 
with  the  evolution  of  heat  and  fire.  When  enough  potassium  or  sodium, 
or  both,  have  been  added,  a  solid  amalgam  is  formed,  which  remains  per- 
manent onlv  under  naphtha,  and  is  slowly  oxidized  and  changed  to  potash 
or  soda  and  running  mercury  when  exposed  to  the  air. 
,  The  amalgam  for  electrical  machines  is  made  by  melting  one  part  of 
anc  with  one  of  tin,  and  then  agitating  the  liquid  alloy  with  two  parts 
6i  mercury  placed  in  a  wooden  box ;  wnen  cold,  it  must  be  finely  pow- 
dered and  kept  in  a  well-corked  or  stoppered  bottle  for  use. 

Mercury  is  used  for  amalgamating  toe  plates  of  zinc  used  in  galvanic 
batteries.  The  best  plan  is  to  boil  some  solution  of  washing  soda  in  a 
saucepan,  and  first  dip  the  zincs  therein  for  the  purpose  of  removing  the 
urease  with  which  the  plates  are  more  or  less  covered  when  they  first  come 
from  the  zinc  worker.  They  are  then  to  be  placed  in  a  weak  solu- 
tion of  corrosive  sublimate  containing  some  hydrochloric  acid,  and  are 
finally  coated  with  mercury  by  dipping  them  into  a  vessel  containing 
ihat  metal,  or  else  by  pouring  some  over  both  sides  of  the  plate  and 
spreading  it  well  with  a  stick  having  a  bit  of  flannel  tied  on  one  end 
with  stout  silk.  Cotton  is  soon  rotted  and  destroyed.  The  pUtea 
must  be  allowed  to  drain  in  any  convenient  dish,  or  else  a  good  deal 
of  quicksilver  is  wasted. 

An  amalgam,  composed  of  four  parts  of  mercury  and  one  of  bismuth, 
is  sometimes  employed  to  coat  tne  insides  of  glass  globes  used  for 
ornamental  purposes ;  and  if  subsequently  protected  by  a  varnish  com- 
posed of  wax  dissolved  in  turpentine,  they  will  remain  bright  for  a  con- 
siderable period. 

For  scroll  and  arabesque  work,  and  imitations  of  illuminated  me- 
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diseval  works,  "  powdered  gold,"  made  by  first  amalgmnating  gold  witk 
mercury,  and  then  distilling  off  tlie  latter,  is  used ;  the  proporaons  aie 
one  of  gold  to  eight  of  mercury. 

Sixih  Series. 

The  salts  of  the  oxide  of  mercury  are  mostly  white,  and  of  a  very  dis- 
af2[reeable  metallic  taste.  If  nitrate  of  mercury,  HgO,NO^,  is  mixed 
with  an  excess  of  water,  it  is  decomposed  into  basic  nitrate,  having  a 
yeUow  colour,  whicli,  by  continual  washing,  b  converted  into  the  red 
oxide  of  mercury. 

Solutions  of  chloride  of  tin  (SnCI)  and  sulphurous  acid  (SO,)  preci- 
pitate metallic  mercury  from  its  solution  in  very  minute  globules,  which 
appear  grey  until  they  are  warmed  and  coalesce. 

The  subsalts  of  mercury  are  precipitated  black  by  solutions  of  potash, 
soda,  and  ammonia;  salts  of  mercury,  which  are  persalt^,  like  ^e 
nitrate  of  mercury  or  the  chloride  of  mercury  (corrosive  sublimate),  are 
precipitated  yellow  by  solutions  of  potash  or  soda,  and  white  by  ammonia. 

The  subsalts  of  mercury  are  precipitated  black  both  by  sulphuretted 
hydrogen  and  sulphide  of  ammonium ;  if  the  black  precipitate  (HgJS)  is 
collected,  washed,  dried,  and  heated  in  a  test  tube,  a  sublimate  is  ob- 
tained containing  little  globules  of  quicksilver. 

With  the  same  tests  persalts  of  mercury  are  also  precipitated  black, 
and  in  the  use  of  sulphuretted  hydrogen  the  precipitate  becomes  white, 
then  yellow,  orange,  brownish-red,  and  black,  bemg  truly  the  embodi- 
ment of  the  living  chameleon.  If  this  precipitate  is  heated  m  a  test  tube, 
the  sublimate  contains  no  globules  oi  quicksilver,  and  its  composition 
isH,S. 

Iodide  of  potassium  throws  down  a  yellowish-green  precipitate  with 
subsalts  of  mercury ;  but  with  persalts  a  beautiful  scarlet  precipitate, 
soluble  in  an  excess  of  a  solution  of  iodide  of  potassium  or  of  chloride 
of  mercurjr. 

One  oi  the  most  delicate  tests  for  mercury  is,  perhaps,  the  one 
pointed  out  by  Smithson.  If  a  little  of  any  oxide  or  saline  compound 
of  mercury  be  put  in  a  drop  of  hydrochloric  acid  on  ^old,  together  with 
a  little  tin,  the  gold  will  be  amalgamated  by  the  mercury  and  exhibit  a 
white  spot ;  ana  as  a  gold  coin  is  easily  obtained,  and  hydrochloric  acid 
is  by  no  means  scarce,  the  test  is  readily  applied,  and  will  detect  vctt 
minute  quantities  of  mercury.  If  the  mercury  is  in  a  very  finely  divided 
but  metallic  state,  it  must  be  placed  on  the  gold  with  a  drop  of  nitric 
acid  evaporated  to  dryness,  and  the  hydrocmoric  acid  and  tin  subse- 
quently applied. 

Frampton  recommends  the  use  of  finely  divided  silver  when  the  pre- 
sence or  soluble  chloride  of  mercury  is  suspected.  The  findy  divided 
silver  obtained  by  electro  deposit  is  boiled  with  the  fluid  suspected  to 
contain  the  mercurial  salt,  and  being  allowed  to  subside,  the  liquid  is 
poured  off.  The  silver  is  then  boiled  with  potash  to  remove  organic 
matter,  and  washed ;  it  is  then  heated  with  ammonia  to  remoTc  the 
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chloride  of  silver,  and  being  finally  dried  and  placed  in  a  glass  test  tube, 
ia  heated  and  the  mercury  sublimed,  when  it  forms  a  metallic  ring  in 
which  globules  of  mercury  are  clearly  visible  by  a  magnifying-glass. 

Copper  gauze  or  plate  may  also  be  employed,  like  gold,  for  tiie  detec- 
tion 01  mercury,  by  the  white  spot  of  amalgam  left  on  its  surface. 


Fig.  193.  The  God  Mercurj  tnd  his  Cadaeeni. 


Fiff.  lOi.  Tbirtccn-inch  Sca-senicc  Mortar. 


CHAPTER  X. 

IRON.      J^ 

Tho  sign  represents  the  lance  of  Mars,  the  God  of  War,  together  with  his  shield. 

It  has  been  well  said  "  that  there  could  be  no  effectual  civilization  witli- 
out  iron.  From  the  moment  that  a  people  acquires  the  art  of  makiiig 
it  malleable,  they  cease  to  be  savages,  and  in  proportion  as  thej  acquire 
skill  in  its  fabrication,  they  may  be  said  to  be  civilized."  Fortunately 
for  mankind,  therefore,  iron  is  the  most  abundant,  the  most  widely-dif- 
fused, and  the  cheapest  of  all  metids.  It  is,  at  the  same  time,  one  of 
the  most  difficult  to  reduce  from  the  ore  to  the  metallic  state,  and  yet^ 
with  the  exception  of  tho  savage  tribes  of  America,  of  Australia,  and  of 
the  islands  of  the  Pacific,  the  art  has  been  in  the  possession  of  nearly 
all  the  other  people  of  the  world  for  more  than  3000  years. 

By  reference  to  the  four  books  of  the  Mosaic  law,  it  is  evident  that 
Moses  (who  was  bom  1635  years  before  Christ)  was  acquainted  with 
iron,  and  that,  conseauently,  the  Egyptians  and  Phoenicians  must  haT^ 
discovered  its  use  ana  value  many  years  before  his  time.  Solomon  truly 
asks,  "Is  there  anything  whereof  it  may  be  said,  See,  this  is  new?" 
and  then  observes,  ''it  hath  been  ah^ady  of  old  time,  which  was  before 
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ns."  Moses  mentions  furnaces  for  working  iron  ores,  from  which  it  was 
extracted,  and  clearly  states  that  swords,  knives,  axes,  and  tools  for 
cuttingstone  were  then  made  of  that  metal. 

Dr.  Thompson  remarks  "How  many  ages  before  the  birth  of  Moses 
iron  must  have  been  discovered  in  these  countries,  we  may  perhaps  con- 
ceive, if  we  reflect  that  the  knowledge  of  iron  was  brougut  over  from 
Phrygia  to  Greece  by  the  Dactyb',*  who  settled  in  Crete  during  the 
reign  of  Minos  I.,  about  1431  years  before  Christ;  jet,  during  the 
T^ian  war,  which  happened  200  years  after  that  penod,  iron  was  in 
such  high  estimation  that  Achilles  proposed  a  ball  of  it  as  one  of  bis 
prizes  during  the  games  which  he  celebrated  in  honour  of  Patroclus. 
At  that  period  none  of  their  weapons  were  formed  of  iron.  Now,  if  the 
Greeks  in  200  years  had  made  so  little  progress  in  an  art  which  they 
learned  from  others,  how  long  must  it  have  taken  the  Egyptians,  Phry- 
gians, Chalybes,  or  whatever  nation  first  discovered  the  art  of  working 
iron,  to  have  made  that  progress  in  it  which  we  find  they  had  done  in 
the  time  of  Moses?" 

It  would  appear  from  the  writings  of  Diodorus,  Pliny,  and  others, 
that  the  llomans  employed  iron  in  the  fabrication  of  their  warlike 
weapons  which  chiefly  came  from  Spain.  Mr.  Aikin  states  that  cutting 
and  surgical  instruments  made  of  oronze,  and  some  few  of  iron,  were 
discovered  in  the  excavations  at  Pompeii,  that  most  interesting  of 
buried  cities,  situated  about  five  miles  from  Mount  Vesuvius,  ana  en- 
tombed by  its  eruption  a.d.  79.  .  Pompeii  remained  unnoticed  and 
almost  forgotten  for  1700  years,  when  it  was  accidentally  discovered  by 
some  peasants  who  were  dig^^;  a  ditch,  and  since  then,  the  most  inte- 
resting remains,  showing  the  civilization  and  luxury  of  that  period,  have  been 
laid  bare.  Seventeen  hundred  years  arc  certainly  a  long  period  for  an  expe- 
riment on  the  permanency  of  bronze  and  iron  implements,  and  it  only 
shows  that  exposure  to  air  ^which  contains  oxygen  and  moisture)  is  the 
chief  cause  of  that  destruction  of  the  useful  properties  of  the  iron,  and 
which  we  familiarly  term  "  rusting." 

The  iron  discovered  naturally,  with  the  exception  of  those  great 
masses  of  the  metal  containing  five  per  cent,  of  nickel  or  cobalt,  that  nave 
come  to  us  from  unknown  sources,  and  are  called  meteoric  iron,  and  a 
Tery  tldn  band,  or  rather  foil,  of  metallic  iron,  found  in  America,  is  all 
cnineralized  or  united  chiefly  with  oxygen  or  sulphur. 

The  ores  of  iron  are  almost  endless  in  variety  and  composition ;  in- 
deed, iron  is  the  most  extensively  distributed  of  all  the  metals,  and  it 
not  only  exists  in  the  mineral,  but  also  in  the  organic  kingdoms,  beinj^  a 
constituent  of  an  immense  number  of  natural  minerals,  and  existing 
as  an  essential  element  in  the  blood  of  vertebrate  animals.  l£ 
would  be  too  tedious  to  enumerate  the  names  of  all  the  iron  ores  that 
have  been  discovered  and  analysed;  and  therefore,  onlj  the  most 
important,  and  especially  those  found  and  used  in  Great  Bntain,  will  be 
mentioned. 

*  Hesiod,  tt  qnotadl^  PUnj,  lib.  vil  o.  S7. 
z  2 
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oxide  dissolves  rapidly,  and  the  chloride  soon  cryatalliies ;  the 
position  that  takes  place  is  very  simple,  and  consists  in  the  ooml 
of  the  oxjreen  of  the  oxide  of  mercury  with  the  hydrogen  of  the  hjdn- 
chloric  acid ;  the  liherated  chlorine  and  mercury  unite  and  form  conronfe 
suhlimate.  It  is  this  salt  of  mercury  that  is  used  in  preserving  tiniber 
from  the  dry-rot  by  the  kyanizing  process.  Goadb^  has  i^lied 
the  following  solution  to  the  preservation  of  the  most  oelicate  inaeek^ 
and  especiaUy  butterflies,  with  complete  success.  The  latter,  indoaed 
in  square  glass  boxes  or  troughs  containinc;  the  solution,  and  mounted 
witii  a  gola  border,  form  the  most  beautiful  and  ornamental  faroodieB. 

Goadb^B  Solution, 

Corrosive  sublimate 4  graiiu 

Bay  salt 8  omioeB 

Alum .  4  ounces 

Water 2  quarts 

Corrosive  sublimate  forms  an  insoluble  compound  with  albumen,  whi^ 
is  therefore  one  of  the  antidotes  recommendea  in  cases  of  poisoning  with 
this  very  potent  and  dangerous  salt.  It  is  connected  with  one  of  the 
most  interes^g  episodes  in  the  life  of  the  late  M.  Th^nard,  who  on 
one  occasion,  Vhibt  lecturing[  to  his  pupils,  drank  what  he  imagined  to 
be  water ;  discovering  his  mistake,  ne  calmly  said,  "  Grentlemen,  I  aai 
poisoned :  fetch  me  some  eggs."  He  had  taken  corrosive  sublimate. 
Inflammation  of  the  stomacn  supervened,  and  for  many  days  he  lay  in 
the  most  dangerous  state ;  but  his  house  was  surrounded  by  a  tn]de 
chain  of  faithful  and  admiring  pupils,  who  da;^  and  night  preserved  the 
utmost  quiet  in  the  streets  adjoining  his  house  m  Paris.  His  enthusiastio 
reception  after  recovering  from  the  effects  of  the  poison  may  be  imagined, 
but  cannot  be  described. 

This  well-known  story  seems  to  indicate  that  the  whites  of  e«8  are 
not  to  be  relied  on  as  a  perfect  antidote  in  cases  of  poisoning  inui  this 
salt,  and  there  are  other  cases  where  albumen  lias  failed. 

"  A  gentleman  staying  at  a  hotel  had  swallowed  some  fluid  farouffht 
to  him  by  mistake.  The  mistake  originated  in  the  cardessiiess  of  a 
servant,  who,  after  using  the  solution  of  corrosive  sublimate  for  the 
purpose  of  killing  certain  nameless  insects  which  prevailed  in  the  bed- 
steads, had  carried  the  bottle  in  which  it  was  contained  to  the  bar,  and 
placed  it  on  the  shelf  where  the  cider  was  kept." 

Albumen  administered  ten  minutes  after  the  accident  failed  to  save 
his  life.  Under  these  circumstances,  Dr.  Buckler  of  Baltimore  recom- 
mended the  use  of  iron-filinss,  but  M.  Mialhe  has  discovered  that  the 
hydrated  sulphide  of  iron  wUl  effectually  prevent  the  dangerous  effects 
of  corrosive  sublimate.  The  antidote  is  prepared  by  dissolving  sulphate 
of  iron  (green  vitriol)  in  at  least  twenty  times  its  weight  of  water  which 
has  been  boiled  to  deprive  it  of  air,  and  then  adding  enough  sulphide  of 
sodium  to  precipitate  the  iron.    The  hydrated  sulphide  of  iron  is  to  be 
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washed  vith  water  bj  decantation,  and  mar  be  kept  br  apothecaries  for 
use  in  doselj-stoppered  or  corked  bottles  mled  no  with  boiling  distilled 
water.  Chemists  and  druggists  would  advance  tneur  own  interests  and 
those  of  humanity  if  they  kept  on  a  special  shelf  the  antidotes  (in  good 
order)  for  all  the  common  poisons. 

loaine  unites  with  mercury  to  form  the  iodide  Hgl,  by  rubbing 
together  the  equivalent  proportions  of  mercury  and  iodine.  Thus  the 
equivalent  of  the  latter  being  127*1,  and  the  former  100,  these  would  be 
the  quantities  in  grains  or  ounces  to  be  triturated.  A  little  alcohol  must 
be  nsed  to  assist  the  chemical  union  of  the  two  elements.  Iodide  of 
potassium  added  to  a  solution  of  corrosive  sublimate  throws  down  first 
of  all  a  dirty-yellow  precipitate,  which  rapidly  changes,  by  stirring,  to  a 
scarlet.  If  too  mucli  of  the  iodide  of  potassium  is  added,  the  iodide  of 
mercury  is  re-dissolved,  and  this  experiment  forms  one  of  the  most 
amusing  tricks,  if  carried  out  with  the  assistance  of  a  hollow  stirring- 
rod  (closed  at  one  end  by  drawing  it  out  to  a  thin  point),  which  is  to 
be  previously  filled  with  a  strong  solution  of  iodide  of  potassium.  If 
this  rod  is  stirred  in  the  glass  containing  a  solution  of  corrosive  subli- 
mate, no  effect  is  produced  until  the  operator,  pretending  to  get  irritated, 
thrusts  the  rod  violently  down  to  the  oottom,  and  breaks  off  the  pointed 
end,  when  the  iodide  flows  out  and  produces  the  usual  colour ;  and  if 
the  open  end  of  the  tube  is  carefully  manipulated  with  by  closing  it 
with  the  first  finger,  just  enough  of  the  solution  of  the  iodide  of 
potassium  may  be  allowed  to  escape  into  the  corrosive  sublimate  to 
produce  the  scarlet,  and  then  the  whole  colour  may  apparently  be 
stirred  away  again  by  permitting  an  excess  of  the  iodide  to  escape 
from  the  end  of  the  rod.  These  arrangements  require  careful  adjust- 
ment beforehand,  and  some  previous  triaU  with  the  solutions,  to  ensure 
success.  * 

Another  amusing  experiment  may  be  performed  with  iodide  of  potas- 
sium and  corrosive  sublimate,  combined  with  the  effects  obtainable  from 


Fig.  190. 


oxalate  of  ammonia,  chloride  of  calcium,  and  sulphide  of  ammonium. 
The  object  is  to  obtain  from  five  colourless  solutions  which  are  to  be 
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volatilization  of  mercury  is  perceptible  even  at  the  freuaag  point  of 
water;  and  the  experiment  of  the  latter  coincides  with  the  genenlly- 
received  notion  that  all  bodies  that  assume  the  state  of  yapoor  maj 
alowly  volatilize  into  the  atmosphere,  which  is  supposed  to  contain  a 
little  of  eyerything  capable  of  being  vaporized.  It  is  right  to  attte 
Faraday  has  proved  that  this  is  not  tme  in  all  cases,  and  he  has  ascer- 
tained, oy  a  series  of  experiments  conducted  during  four  years,  that  many 
chemical  bodies  which  vaporize  at  300°  and  400°  f  ah.,  do  not  evaponte 
when  kept  in  a  confined  space  with  water. 

Mercuiy  solidifies  at  a  temperature  of  40°  below  zero  on  Fahrenheit's 
scale,  and,  like  water,  expanas  at  the  moment  of  freezing;  this  fact  is 
proved  by  the  decrease  m  its  specific  gravity,  which  is  13*39  in  the  solid 
state,  instead  of  13*595.    If  mercury  continued  to  contract  in  balk 

whilst  freezing,  the  specific 
gravity  would  DC  higher  than 
that  of  the  liquid  state. 

Henry  describes  a  very  simple 
and  cheap  contrivance  for  freez- 
ing quicksilver  by  chloride  of 
calcium  and  snow.  The  outer 
vessel  of  wood  may  be  twelve 
and  a  half  inches  square  and 
seven  inches  deep.    It  should 

Fig.  186.  Apparatiu  for  freezing  Mercury.         have  a  WOodcn  COVCr,  rabbeted 

in,  and  furnished  witii  a  handle. 
Within  this  is  placed  a  tinned  iron  vessel,  B  b,  standing  on  feet  whidi 
are  one  and  a  half  inch  liigh,  and  having  a  projection  at  the  top  half  an 
inch  broad  and  one  inch  deep,  on  which  rests  a  shallow  tin  pan,  c  c. 
Within  the  second  vessel  is  a  third,  d,  made  of  untinned  sheet  iron, 
without  any  solder  at  the  comers,  and  supported  by  feet  two  indies 
high.  This  vessel  is  four  inches  square,  ana  is  intended  to  contain  the 
mercury.  When  the  apparatus  is  used,  a  mixture  of  chloride  of  caldnm 
and  snow  is  put  into  the  outer  vessel  a  a,  so  as  completely  to  surroand 
the  middle  vessel,  b  b.  Into  the  latter,  the  vessel,  d,  containing  the 
quicksilver  to  be  frozen,  previously  cooled  down  by  a  freezing  mixtme, 
is  put ;  and  this  is  immediately  surrounded  by  a  mixture  of  snow  and 
chloride  of  calcium,  previously  cooled  to  zero  Fah.  by  an  artificial  mix- 
ture of  snow  and  common  salt.  The  pan,  c  c,  is  also  filled  with  these 
materials,  and  the  wooden  cover  is  then  put  into  its  place.  The  vesseb 
are  now  left  till  the  quicksilver  is  frozen.  A  more  elegant,  but  more 
expensive  apparatus  is  that  employed  for  the  solidification  of  carbonic 
acid  by  Eobert  Addams ;  when  mercury  is  placed  in  a  dish  with  ether 
and  solid  carbonic  acid,  the  intense  cold  produced  b^  the  sudden  lique- 
faction and  evaporation  of  the  ether  and  carbonic-acid  gas,  solidifies  the 
mercury,  which  assumes  very  much  the  property  of  le^  and  tin  so  far 
as  mfdleability  and  tenacity  are  concerned.  By  means  of  solid  carbomo 
acid  and  ether  Mr.  Addams  succeeded  in  freezing  ten  pounds  of  merenir 
in  less  than  eij^ht  minutes :  the  same  gentleman  pbced  a  Inmp  of  solid 
carbonic  acid  m  a  red-hot  crucible  for  one  minute,  and  afterwards  frose  a 
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pound  of  qnicksilyer  with  it.  For  use  in  the  Polar  regions  the  thermo- 
meters are  filled  with  absolute  alcohol  instead  of  quicksilver,  whidi 
solidifies  and  bursts  the  bulbs  under  the  infiuence  of  the  intense  cold 
of  those  inhospitable  and  dreary  portions  of  our  globe.  In  the  late  Sir 
John  Franklin's  second 
journey  to  the  shores  of 
the  Polar  sea,  in  1825- 
26-27,  a  Mr.  Kendall 
firozesomemercury  at  the 
temperature  of  —  52*2° 
Fah.  in  the  mould  of  a 
pistol-bullet,  and  fired  it 
against  a  door  at  the  dis- 
tuice  of  six  paces.  A 
small  portion  of  the  mer- 
cury penetrated  to  the 
depth  of  one-eighth  of  an 
inch,  but  the  remainder 
only  just  lodged  in  the 
wood.  Mercury  is  not 
-only  employed  for  filling 
thermometers,  as  de- 
scribed in  the  "Boy's 
Playbook  of  Science,"  p. 
360,  but  is  likewise  used 
in  the  construction  of 
barometers  or  weather- 
glasses, which  are  of  such 
immense  value  to  cap- 
tains of  vessels,  and  also 
to  fishermen,  whose  lives 
frequently  aepend  on  a 
foreknowledge  of  the 
state  of  the  weather. 
To  meet  this  want 
Messrs.  Nepretti  and 
2ambra,  of  Hatton-gar- 
4len,  have  constructed  a 
Tcry  pheap  instrument, 
which  they  call  the 
^'Fisherman's  barome- 
ter." The  scale  of  the 
instrument  has  been  de- 
vised by  Bear-Admiral 
B.  Fitzroy,  the  head  of 
the  Meteorological  de- 
partment of  tha  Board 
of  Trade.  VIg.  1S7.  Negitttl  mA  Zambn'f  Fisheniia&'f  Barometor. 
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The  instrument  that  Messrs.  Negretti  and  Zambra  had  to  deTise  was  a 
barometer  that  would  bear  exposure  on  a  wall,  or  any  other  conTement 
public  place,  where  it  could  be  consulted  by  all  both  day  and  night; 
and  also  an  instrument  that  might  be  carried  about  from  one  statioiL  to 
another  without  fear  of  the  air  getting  into  the  vacuum  at  the  top  dT  the 
barometer  tube,  and  called  the  Torricellian  vacuum.  The  new  barometer 
is  made  as  follows :  The  frame,  which  is  constructed  of  oak,  is  screwed 
together  with  brass  screws,  so  as  to  render  it  as  durable  as  possible; 
if  iron  screws  had  been  used,  they  would  be  liable  to  rapid  corrosion  by 
the  action  of  the  salt  spray  more  or  less  pervading  the  shores  of  a  sea- 
port town.  The  scale,  instead 
of  being  made  of  metal  or  ivorr, 
as  heretofore,  is  made  of  hard- 
baked  porcelain,  the  divisions 
and  figures  being  indelih^ 
marked  by  a  patent  process  be- 
longing to  Messrs.  Negretti 
and  ^mbra,  which  is  neither 
more  or  less  than  etching  and 
blacking  in,  and  burning  m  at 
a  low  temperature,  so  as  not  to 
run  the  risk  of  altering  the 
scale ;  by  tliis  process  absolute 
durability  is  insured  as  far  as 
the  divisions  and  scales  are  oon- 
cerned ;  and  the  whiteness  of  the 
porcelain  is  also  a  great  assist- 
ance to  the  dimmed  eyes  of  some 
of  those  who  will  consult  the 
instrument.  The  glass  tube  is 
four-tenths  of  an  inch  diameter 
internal  measurement;  thus  se- 
curing a  column  of  mercury 
which  is  perfectly  distinct  and 
visible.  The  tubes,  with  their 
mercury,  are  all  Mled  —  an 
operation  very  rarely  performed 
except  in  few  cases,  and  then 
only  by  one  or  two  makers,  be- 
cause the  operation  is  attended 
with  considerable  risk  both  pe- 
cuniary and  personal,  for  as 
many  as  seven  or  eight  laige 
_^_ tubes  out  of  a  dozen  will  break 

Ylg.  188.  Negreta  and  Zambra't  inyeaious  at-  ^  ^?^^%.  '^^  ODCration  COU- 
rangement  to  pr^ent  the  air  creeping  up  the  Sists  m  ullmg  a  tuDC  with  met- 
inai^  of  the  barometer  tube.  ^ury  and  then  holding  it  over  a 

pan  of  charcoal  unUl  the  mer- 
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cury  boils  inside  the  tube ;  by  this  process  all  the  air  is  expelled.  With 
respect  to  the  mode  of  stopping  the  ^dual  creeping  of  the  aur  np 
the  inside  of  the  barometer,  for  enter  it  will,  in  spite  of  bags,  platina 
rings,  and  all  such  contrivances,  a  most  ii^uious  contrivance  is  em- 
ployed, which  may  be  termed  a  trap.  (Fig.  188.)  This  consists  of  a  stout 
Dulb  of  glass  welded  an  inch  or  so  over  the  open  end  of  the  barometer 
tube ;  and,  by  reference  to  the  preceding  woodcut,  it  will  be  seen  that, 
as  the  air  only  creeps  up  between  the  glass  and  the  mercury,  it  is 
stopped  in  the  top  space  of  the  glass  bulb  or  trap,  whilst  the  end  of  the 
barometer  tube,  being  immersed  in  the  mercury,  is  cut  off  from  com- 
munication with  the  sides  of  the  tube  dipping  into  the  cistern  of  mer- 
cury. If  the  air  was  permitted  to  remain  in  the  trap,  it  might  cer- 
tainly creep  into  the  main  tube  at  last;  but  then  it  must  be  remem- 
bered that,  on  the  first  occasion  the  barometer  is  turned  upside  down, 
which  can  be  done  with  perfect  safety,  all  the  air  goes  out  of  the  trap, 
and  the  barometer  is  as  perfect  as  t  he  first  day  it  was  made.  It  may  be 
urged  that,  if  the  quantity  of  air  that  creeps  into  the  tube  is  so  small, 
there  need  not  be  such  a  fuss  made  about  trapping  it ;  but  it  must  be  re- 
membered that  the  one-thousandth  of  an  inch  of  air  let  in  at  the  bottom 
of  the  barometer  tube  becomes  expanded  to  one  inch  when  it  arrives 
at  the  top,  or  Torricellian  space,  and  hence  the  absolute  necessity  of  ex- 
dnding  tne  smallest  bubble  of  air  in  a  ^ood  barometer. 

Mercury  is  employed  in  the  extraction  of  silver  from  its  ores,  like- 
wise in  the  manufacture  of  looking-glasses,  and  also  in  certain  processes 
of  gilding.  The  science  of  medicine  has  long  been  indebted  to  mercury 
for  some  of  its  most  powerful  remedies,  which  produce,  when  taken  in 
excess,  very  frightful  effects  on  the  human  system.  One  of  the  pret- 
tiest applications  of  mercury  is  that  lately  made  by  Professor  Way,  who 
employs  it  for  the  electrodes  of  his  new  electric  lamp  instead  of  the  solid 
poles  usually  made  of  carbon.  (Fig.  189.)  The  mercury  is  contained  in  an 
upper  cistern  connected  with  one  wire  of  the  battery,  and  allowed  to  flow 
through  a  capillary  aperture  into  a  closed  glass  tube  communicating 
with  a  lower  cistern  also  connected  with  the  other  wire  of  the  battery. 
At  the  moment  of  conflict  between  the  {i^lobules  of  quicksilver  falling 
from  the  upper  cistern  to  that  retained  in  the  glass  fonning  the  upper 
part  of  the  lower  one,  the  metal  is  ignited,  and  produces  a  constant 
though  flickering  light,  which  may  be  continued  for  any  length  of  time, 
so  long  as  the  upper  cistern  and  the  battery  are  kept  supplied  with  their 
respective  quicksilver  and  acids. 

"  Some  exceedinglv  interesting  experiments  took  place  off  Osborne 
House,  the  beautimf  marine  residence  of  her  Majesty,  in  the  Isle  of 
Wight,  and  also  in  Cowes-roads,  with  Professor  Way  s  electric  light, 
and  which  we  believe  are  preliminary  to  more  important  experiments 
about  to  be  carried  out  by  the  Government.  The  principle  ot  the  light 
is  simply  the  application  of  electricity  to  a  column  or  running  stream 
of  quicksilver — m  this  instance  as  fine  as  the  point  of  a  lady^  needle. 
So  lonflr  as  the  voltaic  battery  retains  power  to  act  with  its  wires  upon 
this  column,  so  long  must  the  light  bum — ^the  strongest  and  purest 
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lieht  in  the  known  world,  and  the  nearest  approach  to  snnl^ht  that  the 
skill  of  the  chemist  and  man  of  science  has  yet  produoM,  and  tlt]» 
without  actual  combustion  taking  place  or  the  quantity  of  the  mereurf 
being  reduced,  the  supply  of  acids  to  the  oattery  bemg  its  sofe^ 
expense  after  its  first  cost,  excepting  wear  and  tear.  The  Professor 
with  liis  apparatus  left  Portsmouth  harbour  in  a  steamer  shooily^ 
before  dark,  and  steered  direct  for  Cowes.  On  the  sponson  of  tl«^ 
steamer  was  placed  the  battery.  Abaft  the  foremast  hung  one  of  the 
Professor's  simple  apparatuses  as  a  masthead  light.  On  a  moveable 
csircular  platform  placed  on  the  vessel's  after-hatcn  a  similar  apparatni 
to  the  one  hung  up  aloft  stood,  to  which  was  attached  a  lens,  but  both 
of  them  as  yet  unlit.  The  apparatus  is  one  of  the  simplest  possible 
form,  consisting  merely  of  an  oval-shaped  pair  of  tubes  connected  at 
each  end,  with  a  round  hollow  globe  about  the  size  of  an  orange,  in  whidi' 
is  placed  the  mercur};.  The  mercury  runs  from  a  point  to  a  cup  in  the- 
centre,  enclosed  within  a  glass  tube,  and  here  the  subtle  liquid  is  heated 
to  a  white  heat  as  it  flows  in  a  fine  stream  from  the  upper  oall  into  the 
cup,  and  thence  into  the  lower  one,  thus  producing  an  indestructible 
wick.  The  wires  which  connect  the  battery  with  the  apparatus  were- 
made  by  Messrs.  Silver,  and  are,  perhaps,  the  most  perfect  of  thcdrkind 
yet  constructed.  These  wires  are  coated  with  silver,  enclosed  in  india* 
rubber,  and  have  an  outside  coating  of  braided  hemp,  the  whole  pliable 
as  common  packthread.  To  look  at  the  light,  witti  a  view  to  a  close 
inspection  of  the  cup,  with  the  naked  eye,  would  be  about  as  useless 
as  to  look  at  the  sun  at  noonday.  A  pair  of  coloured  glasses,  however, 
show  that  this  light,  which  can  only  be  compared  to  the  sun  for  its 
brilliancy  and  power,  is  only  of  the  same  circumference  as  the  cup^ 
itself — ^tne  size  of  a  threepenny  silver  piece,  and  of  little  more  diameter. 
Midway  between  the  aftermost  light  and  the  voltaic  battery  is  a  bras^^ 
standard  a  few  inches  high,  with  which  the  wires  are  connected,  and  by 

Sressing  a  button  on  the  top  of  this,  simple  as  the  key  of  a  piano,  the 
ght  can  be  given  in  flashes  of  as  long  or  as  short  a  duration  as  the 
operator  pleases.  This  is,  however,  more  beautifully  and  correctly  ear- 
ned out  by  a  small  instrument  of  Mr.  Way's.  It  consists  of  a  piece  of 
clockwork,  having  in  front  a  revolving  disc,  the  face  of  which  is  covered 
with  numerous  holes  with  pins  to  fit  in  as  may  be  required.  Li  front 
of  the  disc  are  two  small  cylinders  with  pistons  and  arms  attached.  As 
the  disc  revolves,  the  pins  in  its  face  lift  the  pistons  in  the  cylinders 
and  cut  off  the  connexion  between  the  battery  and  the  lighting  appa- 
ratus, producing  flashes  of  light  of  any  duration  that  may  be  reauired^ 
with  their  accompanying  intervals  of  darkness,  and  admirably  aaapted 
for  a  revolving  light,  or  as  a  code  of  signab  for  night  service.  In  met, 
there  would  appear  to  be  no  limit  to  tlie  uses  to  which  this  discovery 
may  be  applied,  and  so  simple  is  it  in  its  manipulation  that  the  choicest 
music  of  the  great  masters  may  be  henceforth  accompanied  by  expres- 
sive flashes  of  electric  light.  When  the  steamer  arrived  off  the  Mother- 
bank  the  light  aloft  was  lit  by  attaching  to  it  the  ends  of  the  wires 
from  the  voltaic  battery.    So  soon  as  the  glass  tube  became  sufficiently 
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heated  to  throw  off  the  mercury  from  its  surface,  the  light  exhibited 

its  power  and   beauty,   the   steamer's  masthead  light,  which  was 

hoisted  in  its  usual  position,  appearing  but  a  dull  red  speck  alongside 

it.    Its  effect  upon  the  human  countenance  was,  however,  by  no  means 

favourable,  castmg  on  all  on  board  the  steamer  a  strange  unearthly  hue. 

Mauve  colour,  as  it  has  become  fashionable  to  term  it,  on  the  ladies' 

dresses  or  bonnets,  was  brought  out  by  the  light  with  astonishing  bril- 

Uanpy.    On  reachmg  Cowes-roads,  crowded  with  yachts,  andaU  dis- 

pbjmg  liffhts,  the  contrast  between  the  electric  light  and  those  shown 

oy  the  yacnts  was  something  wonderful.    The  electric  light  was  shining 

in  its  pale  pure  brilliancy  aloft,  while  the  hundreds  of  lights  displayed  bj 

the  yadits  and  by  the  town 

of   Cowes,  its  clubhouse  /^^^  ^ 

and  hotels,  dwindled  down 

to  dull  red  specks.     The 

lens  applied  to  the  after 

light  threw  broad  pathways 

^  light  to  and  fro  as  the 

lens  might   be   directed, 

bathing  the  low  black  hulls 

of  the  craft  that  were  in 

the  line  of  light  with  a 

flood  of  sunshine,  as  also 

the  delicate  tracery  of  their 

spars  and  rigging.  A  boat 

which  left  the  steamer  here 

for  one  of  the  yachts  was 

lighted  on  its  way  by  the 

lens.     On  the  steamer's 

return,  Norris  Castle  was 

pMsed,    and    the    light 

thrown  on  its  picturesque 

front.  Ivy-covered  towers, 

walls,  and  parapets  were 

illuminated  as  with  a  stroke 

from  an  enchanter's  wand. 

Off  Osborne   House  the 

steamer  was  stopped  for 

some  time,  and  the  light 

must   have    shown  itself 

with  good  effect  on  the 

still  waters  of  the  Solent, 

in  front  of  the  beautiful 

marine  residence  of   her  on  to  »  utile  cup  not  ihcmn,  6w»w  inrWb^ 

TUT  •     *      m  ^  •«.^..:«»««*-     U«*»t  ii  prodnoed,  and  placed  in  the  glaaa  tabe  %**%, 

Majesty.  Theexoermients,   Smecti  wlththe  loSrer  iron  ciatSrn.  ■.    The  twS 

which,  as  already  stated,   netalUo  diterni  are  eat  off  firom  oondooting  oonunmil- 

AM    nnU   nreliminATT    to   <***<»  "^^  ^^^  ®****'  ^^  ***•  non-oonduoting  material 

are    only  preuminary    w  iM^Ked  at  the  plllan  »  », »  f.  w.w.  Wireapaaiinffta 

more  important  ones,  were  the  voltaic  battery. 


Fig.  180.  Way'aMerearial  Electric  Lamp, 
iron  ciitem  oontaining  b,  the  mercory,  which 


''BE 


■lowly,  in  a  fine  etream,  thioogh  the  minute  apertorCL  o» 
•      '      ^^  •    •  -•ewhenlhe 
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ooxisidered  to  haye  been  fuUy  satisfactory.    With  a  light  on  thia 
ciple  under  her  bows,  the  Qreai  Eaiiem  herself  might  have  I* 
patii  across  the  waters  of  the  Athmtic."— Til^  Timei, 

Experiments  with  Mebcthit. 

Tint  Series, 

An  assay  of  mercurial  ore,  such  v^  cinnabar,  is  easily  made  by  mixing 
together  a  weighed  portion  of  the  powdered  minend  with  about  fire 
per  cent,  of  dry  carbonate  of  soda  and  ten  of  caustic  lime,  botii  of 
which  must  also  be  well  powdered  and  mixed  with  the  ore.  The  whole 
is  then  put  into  a  comoustion  tube  after  a  little  bicarbonate  of  soda 
has  been  placed  in  the  closed  end  of  the  tube,  so  that  at  the  last  stage 
of  the  process  carbonic-acid  gas  may  be  disengaf^ed,  and  acting  like  a 
broom,  sweep  off  an^  minute  portion  of  mercurial  vapour  that  might 
remain  and  condense  in  the  tube.  The  mercury  is  received  into  a  proper 
vessel,  and  its  weight  compared  with  the  loss  of  weight  in  the  tube  will 
give  the  per-centage  of  mercury.  The  cinnabar  must  of  course  be 
well  dried,  and  any  moisture  it  contains  estimated  in  the  usual  maaner 
by  drying  a  weighed  quantity  in  an  oven  heated  a  little  above  212^. 

Mercury  is  easily  purified  from  zinc,  lead,  copper,  &c.,  by  placing  it 
in  pans  containing  some  dilute  nitric  acid ;  and  if  the  latter  is  Kept  at  a 
temperature  of  about  130°  Fah.,  and  the  whole  frequently  stirred,  the 
metal  is  gradually  purified.  The  proportions  are  one  part  ordinary  nitric 
acid  and  two  of  water. 

Second  Series. 

The  combining  proportion  of  mercury  is  100,  and  it  unites  with 
oxygen  in  two  proportions. 

The  suboxide  of  mercury ^5?9 

The  oxide  of  mercury HgO 

The  suboxide  was  first  described  by  that  indefatigable  cliemist  Boer- 
haave,  who  prepared  it  mechanically  by  attaching  a  bottle  containing 
quicksilver  to  one  of  the  spokes  of  a  mill-wheel.  Homberg,  in  1669, 
had  previously  made  it  in  the  same  kind  of  manner,  but  Boerhaave 
was  the  first  to  call  the  black  powder  so  obtained  "  Ethiops  per  se»" 
which  appears  to  be  insoluble  in  water,  and  has  a  peculiar  coppery 
taste.  Tnis  oxide  is  also  prepared  by  triturating  calomel  with  a  larae 
excess  of  solution  of  potash.  It  is  only  interesting  to  the  scientuo 
chemist  because  it  forms  the  first  of  the  limited  series  of  oxygen  com* 
pounds  of  mercury ;  but  the  oxide  of  mercury  presents  perhaps  the  most 
peculiar  features  of  interest,  not  only  because  it  is  probably  one  of  Uie 
first  chemical  compounds  ever  made  by  the  hand  of  man,  but  also 
on  account  of  its  being  the  substance  bywhich  the  ori^;inal  experi- 
mentalist, Priestley,  discovered  oxygen.  When  mercury  is  boilea  for 
some  days  in  a  matrass  or  flask  with  a  long  neck  open  to  the  air,  so 
that  the  volatilized  quicksilver  is  in  a  great  measure  condensed  in  the 
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npper  part  of  the  tube,  and  falls  back  again  into  the  body  of  the  matrass, 
the  mercury  is  gradually  converted  into  the  oxide  (HgO),  which  assumes 
the  appearance  of  red  scales,  and  was  called  by  the  alchemists  "  preci- 
pitatum  per  se."  It  is  a  very  curious  fact  that,  whilst  a  certain  amount 
of  heat — about  60CP — facilitates  the  combination  of  the  mercury  and 
oxy^n,  a  further  increase,  amounting  to  about  900^,  decomposes  it 
again  into  its  elements,  mercury  and  oxygen.  The  usual  methoa  of  pre- 
paring the  oxide  is  by  very  carefully  heating  or  calcining  minute  ci^stals 
of  nitrate  of  mercury,  which  gives  up  its  acid,  and  yields  the  oxide  of 
mercury  in  beautiful  red  scales,  called  **  red  precipitate,"  or  nitric  oxide 
of  mercury.  This  oxide  appears  to  be  "  dimorphous,"  or  capable  of 
assuming  two  forms,  having  two  different  colours  —  viz.,  yellow  or 
orange,  and  red,  and  we  shall  have  occasion  to  notice  that  the  same 
property  belongs  to  the  iodide  of  mercury,  which  in  one  state  is  yellow, 
andTin  the  other  red  or  scarlet,  although  both  have  the  same  chemical 
composition. 

It  is  worthy  of  remark  that  the  oxide  of  mercury  is  slightly  sensi- 
tive to  the  action  of  light,  and  is  partially  blackened  by  exposure 
thereto. 

T/iird  Series, 

Chlorine  and  iodine  unite  with  mercury,  and  form  highly-important 
compounds ;  bromine  and  fluorine  also  combine  with  mercurj,  but  the 
resulting  salts  are  of  little  importance  at  present.  The  compounds  of 
chlorine  and  mercury  consist  of 

The  subchloride  of  mercury  or  calomel ....    HgjCl 
The  chloride  formerly  called  bichloride  of  mercury 

or  corrosive  sublimate HgCl 

Calomel  is  prepared  in  various  ways ;  it  does  not  seem  to  have  been 
made  by  the  alchemists,  because  CroUius,  in  the  seventeenth  century, 
speaks  of  it  as  a  great  secret,  and  as  the  alchemists  were  generally  in- 
clined to  describe  with  considerable  prolixity  what  they  discovered,  it  is 
possible  to  conceive  that  this  compound  was,  at  all  events,  unnoticed  by 
them.  The  commonest  and  perhaps  one  of  the  oldest  methods  of  pre- 
paring it,  is  to  rub  quicksilver  witn  corrosive  sublimate,  HgCl,  until  the 
mnning  mercury  is  said  to  be  killed  or  rendered  invisible  by  minute 
division.  This  mixture  is  then  placed  in  an  alembic,  and  being  properly 
heated  in  a  sand-bath,  the  impure  calomel  sublimes,  and  is  subsequently 
purified  by  washing  with  cold  water  or  re-subliming.  There  are  other 
and  better  modes  of  preparing  calomel,  but  as  this  work  only  pretends 
to  describe  the  most  popular  and  characteristic  Qualities  of  the  metals 
and  their  compounds,  tnese  processes  cannot  be  enlarged  upon.  Mercury, 
when  heated,  takes  fire,  if  plun^  into  chlorine. 

Corrosive  sublimate,  Hgt!l,  is  one  of  tho  most  ancient  chemical  com- 
pounds, and  is  described  by  Geber.  It  has  been  known  from  time 
immemorial  to  the  Chinese.  One  of  the  most  simple  processes  of  making 
it  is  to  dissolve  the  oxide  of  mercury  (HgO)  in  ny<^lin>chloric  acid;  the 
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oxide  dissolyes  rapidly,  and  the  chloride  soon  crysUUises ;  tlie  ^Monh 
position  that  takes  place  is  very  simple,  and  consists  in  the  comhinatka 
of  the  oxyeen  of  the  oxide  of  mercury  with  the  hydrogen  of  the  hj^o- 
chloric  ada ;  the  liberated  chlorine  and  mercury  unite  and  form  oonotife 
sublimate.  It  is  this  salt  of  mercury  that  is  used  in  presenring  UnAiBt 
from  the  dry-rot  by  the  kyanizing  process.  Goadbr  has  applied 
the  following  solution  to  the  preservation  of  the  most  delicate  inaeeti^ 
and  especially  butterflies,  with  complete  success.  The  latter,  inoloaed 
in  square  glass  boxes  or  troughs  containing  the  solution,  and  moimfted 
with  a  gold  border,  form  the  most  beautiful  and  ornamental  faroodieB. 

Qoadb^t  Solution, 

Corrosive  sublimate 4  grains 

Bay  salt 8  ooncea 

Alum 4  ounces 

Water 2  quarts 

Corrosive  sublimate  forms  an  insoluble  compound  with  albnmen,  wUok 
is  therefore  one  of  the  antidotes  recommendea  in  cases  of  poisoning  with 
this  very  potent  and  dangerous  salt.  It  is  connected  with  one  of  the 
most  interesting  episodes  in  the  life  of  the  late  M.  Th^nard,  who  on 
one  occasion, 'whilst  lecturing  to  his  pupils,  drank  what  he  imagined  to 
be  water ;  discovering  his  mistake,  he  calmly  said,  '*  Gentlemen,  I  wm 
poisoned :  fetch  me  some  eggs."  He  had  taken  corrosive  sublimate. 
Inflammation  of  the  stomach  supervened,  and  for  many  days  he  lay  m 
the  most  dangerous  state ;  but  his  house  was  surrounded  oy  a  tnple 
chain  of  faithful  and  admiring  pupils,  who  day  and  night  preserved  Uis 
utmost  quiet  in  the  streets  adjoining  liis  house  in  Paris.  His  enthusiastic 
reception  after  recovering  from  the  effects  of  the  poison  may  be  ''"^^'^, 
but  cannot  be  described. 

This  well-known  story  seems  to  indicate  that  the  whites  of  eegs  are 
not  to  be  relied  on  as  a  perfect  antidote  in  cases  of  poisoning  "^mk  tha 
salt,  and  there  are  other  cases  where  albumen  has  failed. 

"  A  gentleman  staying  at  a  hotel  had  swallowed  some  fluid  farooriit 
to  him  by  mistake.  The  mistake  originated  in  the  carelessness  of  a 
servant,  who,  after  using  the  solution  of  corrosive  sublimate  for  the 
purpose  of  killing  certain  nameless  insects  which  prevailed  in  the  bed- 
steads, had  carried  the  bottle  in  which  it  was  contained  to  the  bar,  and 
placed  it  on  the  shelf  where  the  cider  was  kept." 

Albumen  administered  ten  minutes  after  the  accident  failed  to  save 
his  life.  Under  these  circumstances,  Dr.  Buckler  of  Baltimore  recom* 
mended  the  use  of  iron-filings,  but  M.  Mialhe  has  discovered  thai  tiie 
hydrated  sulphide  of  iron  will  effectually  prevent  the  dangerous  effecU 
of  corrosive  sublimate.  The  antidote  is  prepared  by  dissolving  sulphate 
of  iron  (green  vitriol)  in  at  least  twenty  times  its  weight  of  water  which 
has  been  boiled  to  deprive  it  of  air,  and.  then  adding  enough  sulphii^  of 
•odium  to  precipitate  the  iron.    The  hydrated  sulphide  of  iron  is  to  be 
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vashed  with  water  by  decantation,  and  mar  be  kept  br  apothecaries  for 
use  in  closely-stoppered  or  corked  bottles  mled  no  with  boiling  distilled 
water.  Chemists  and  druggists  would  advance  tneir  own  interests  and 
those  of  humanity  if  they  kept  on  a  special  shelf  the  antidotes  (in  good 
order)  for  all  the  common  poisons. 

loaine  unites  with  mercury  to  form  the  iodide  Hgl,  by  rubbing 
together  the  equivalent  proportions  of  mercury  and  iodine.  Thus  tl:^ 
equivalent  of  the  latter  being  127*1,  and  the  former  100,  these  would  be 
the  quantities  in  grains  or  ounces  to  be  triturated.  A  little  alcohol  must 
be  nsed  to  assist  the  chemical  union  of  the  two  elements.  Iodide  of 
potassium  added  to  a  solution  of  corrosive  sublimate  throws  down  first 
of  all  a  dirty-yellow  precipitate,  which  rapidly  changes,  by  stirriuff,  to  a 
scarlet.  If  too  mucli  of  the  iodide  of  potassium  is  added,  the  iooide  of 
mercury  is  re-dissolved,  and  this  experiment  forms  one  of  the  most 
amusing  tricks,  if  carried  out  with  the  assistance  of  a  hollow  stirring- 
rod  (closed  at  one  end  by  drawing  it  out  to  a  thin  point),  which  is  to 
be  previously  filled  with  a  strong  solution  of  iodide  of  potassium.  U 
this  rod  is  stirred  in  the  glass  containiug  a  solution  of  corrosive  subli- 
mate, no  effect  is  produced  until  the  operator,  pretending  to  get  irritated, 
thrusts  the  rod  violently  down  to  the  Wtom,  and  breaks  off  the  pointed 
end,  when  the  iodide  flows  out  and  produces  the  usual  colour ;  and  if 
the  open  end  of  the  tube  is  carefully  manipulated  with  by  closing  it 
with  the  first  finger,  just  enough  of  the  solution  of  the  iodide  of 
potassium  may  be  allowed  to  escape  into  the  corrosive  sublimat<e  to 
produce  the  scarlet,  and  then  the  whole  colour  may  apparently  be 
stirred  away  again  by  permitting  an  excess  of  the  iodide  to  escape 
from  the  end  of  the  rod.  These  arrangements  require  careful  adjust- 
ment beforehand,  and  some  previous  trials  with  the  solutions,  to  ensure 
success.  * 

^  Another  amusing  experiment  may  be  performed  with  iodide  of  potas- 
sium and  corrosive  sublimate,  combined  with  the  effects  obtainable  from 
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Fig.  190. 


oxalate  of  ammonia,  chloride  of  calcium,  and  sulphide  of  ammonium. 
The  object  is  to  obtain  from  five  colourless  solutions  which  are  to  be 
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volatilization  of  mercury  is  perceptible  even  at  the  freaaag  point  of 
water ;  and  the  experiment  of  the  latter  coincides  with  the  genenlj^- 
received  notion  that  all  bodies  that  assume  the  state  of  Taponr  maj 
alowly  volatilize  into  the  atmosphere,  which  is  supposed  to  contain  a 
little  of  everything  capable  of  being  vaporized.  It  is  right  to  stite 
Faraday  has  proved  that  this  is  not  true  m  all  cases,  and  he  has  ascer- 
tained, by  a  series  of  experiments  conducted  during  four  years,  that  many 
chemical  bodies  which  vaporize  at  300°  and  400°  f'ah.,  do  not  evaporate 
when  kept  in  a  confined  space  with  water. 

Mercuiy  solicMes  at  a  temperature  of  40°  below  zero  on  Fahrenheit's 
scale,  and,  like  water,  expanos  at  the  moment  of  freezing;  this  fact  is 
proved  by  the  decrease  in  its  specific  gravity,  which  is  13 '39  in  the  solid 
state,  instead  of  13  595.    If  mercury  continued  to  contract  in  balk 

whilst  freezing,  the  specific 
gravity  would  oe  higher  than 
that  of  the  liquid  state. 

Henry  describes  a  very  simple 
and  cheap  contrivance  for  freez- 
ing quicksilver  by  chloride  of 
calcium  and  snow.  The  outer 
vessel  of  wood  may  be  twelve 
and  a  half  inches  square  and 
seven  inches  deep.  It  should 
Fig.  186.  Apparatus  for  freezing  Mercury.       have  a  woodcn  cover,  rabbeted 

in,  and  furnished  witii  a  handle. 
Within  this  is  placed  a  tinned  iron  vessel,  B  b,  standing  on  feet  whidi 
are  one  and  a  half  inch  high,  and  having  a  projection  at  the  top  half  an 
inch  broad  and  one  inch  deep,  on  which  rests  a  shallow  tin  pan,  c  c. 
Within  the  second  vessel  is  a  third,  d,  made  of  untinned  sheet  iron, 
without  any  solder  at  the  comers,  and  supported  by  feet  two  indies 
high.  This  vessel  is  four  inches  square,  ana  is  intended  to  contain  the 
mercury.  When  the  apparatus  is  used,  a  mixture  of  chloride  of  calcinm 
and  snow  is  put  into  the  outer  vessel  a  a,  so  as  completely  to  surroimd 
the  middle  vessel,  b  b.  Into  the  latter,  the  vessel,  d,  containing  the 
quicksilver  to  be  frozen,  previously  cooled  down  by  a  freezing  mixtnML 
is  put ;  and  this  is  immediately  surrounded  by  a  mixture  of  snow  nd 
chloride  of  calcium,  previouslv  cooled  to  zero  Fah.  by  an  artificial  mix- 
ture of  snow  and  common  salt.  The  pan,  c  c,  is  also  filled  with  these 
materials,  and  the  wooden  cover  is  then  put  into  its  place.  The  vessels 
are  now  left  till  the  quicksilver  is  frozen.  A  more  elegant,  bat  mace 
expensive  apparatus  is  that  employed  for  the  solidification  of  carbome 
acid  by  Eobert  Addams ;  when  mercury  is  placed  in  a  dish  with  ether 
and  solid  carbonic  add,  the  intense  cold  produced  b^  the  sudden  lique- 
faction and  evaporation  of  the  ether  and  carbonic-acid  gas,  solidifies  the 
mercury,  which  assumes  very  much  the  property  of  le^  and  tin  so  iar 
as  mfdleability  and  tenacity  are  concerned.  By  means  of  solid  oarbomo 
acid  and  ether  Mr.  Addams  succeeded  in  freezing  ten  pounds  of  merent 
in  less  than  eij^ht  minutes :  the  same  gentleman  plac^ed  a  lump  of  solid 
carbonic  acid  m  a  red-hot  crucible  for  one  minute,  and  afterwards  froie  a 
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potmd  of  qiiicksil?er  with  it.  For  use  in  the  Polar  regions  the  thermo- 
meters are  filled  with  absolute  alcohol  instead  of  qoicksilyer,  whic^ 
solidifies  and  bursts  the  bnlbs  under  the  infiuence  of  the  intense  cold 
of  those  inhospitable  and  dreary  portions  of  our  globe.  In  the  late  Sir 
J(An  Franklin's  second 
joomey  to  the  shores  of 
the  Polar  sea,  in  1825- 
26-27,  a  Mr.  Kendall 
froze  somemercurjat  the 
temperature  of  —  52*2® 
Fah.  in  the  mould  of  a 
pistol-bullet,  and  fired  it 
against  a  door  at  the  dis- 
tance of  six  paces.  A 
small  portion  of  the  mer- 
cury penetrated  to  the 
depth  of  one-eighth  of  an 
inch,  but  the  remainder 
only  just  lodged  in  the 
wood.  Mercunf  is  not 
•only  employed  for  filling 
thermometers,  as  de- 
scribed in  the  "Boy's 
Playbook  of  Science,"  p. 
360,  but  is  likewise  used 
in  the  construction  of 
barometers  or  weather- 
glasses, which  are  of  such 
immense  value  to  cap- 
tains of  vessels,  and  also 
to  fishermen,  whose  lives 
frequently  aepend  on  a 
fordmowledge  of  the 
state  of  the  weather. 
To  meet  this  want 
Messrs.  Netn'ctti  and 
2ambra,  of  Hatton-gar- 
den,  have  coptructed  a 
Tery  cheap  instrument, 
which  they  call  the 
^'Firiierman's  barome- 
ter." The  scale  of  the 
instrument  has  been  de- 
vised by  Bear-Admiral 
B.  FitzToy,  the  head  of 
the  Meteorological  de- 
partment of  tha  Board 

ii  Trade.  VIg.  m.  Negitttl  nd  Zimbn'f  Fisheniia&'f  Barometer. 
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The  instrument  that  Messrs.  Negretti  and  Zambra  had  to  devite  was  a 
barometer  that  would  bear  exposure  on  a  wall,  or  any  other  oonveoie&l 
public  plaoB,  where  it  could  oe  consulted  bj  all  both  day  and  nighty 
and  also  an  instrument  that  might  be  carried  about  from  one  statioato 
another  without  fear  of  the  air  getting  into  the  vacuum  at  the  top  of  the 
barometer  tube,  and  called  the  Torricellian  vacuum.  The  new  barometer 
is  made  as  follows :  The  frame,  which  is  constructed  of  oak,  is  screwed 
together  with  brass  screws,  so  as  to  render  it  as  durable  as  possible; 
if  iron  screws  had  been  used,  they  would  be  liable  to  rapid  corrosion  by 
the  action  of  the  salt  spray  more  or  less  pervading  the  shores  of  a  sea- 
port town.  The  scale,  instead 
of  being  made  of  metal  or  ivorr, 
as  heretofore,  is  made  of  hard- 
baked  porcelam,  the  divisions 
and  figures  being  indelibly 
marked  by  a  patent  process  be- 
loim;ing  to  Messrs.  Neg^retti 
ana  Zambra,  which  is  neithur 
more  or  less  than  etching  and 
blacking  in,  and  burning  m  at 
a  low  temperature,  so  as  not  to 
run  the  risk  of  altering  the 
scale ;  by  tliis  process  absolute 
durability  is  insured  as  far  as 
the  divisions  and  scales  are  con- 
cerned ;  and  the  whiteness  of  the 
porcelain  is  also  a  great  assist- 
ance to  the  dimmed  eyes  of  some 
of  those  who  will  consult  the 
instrument.  The  glass  tube  is 
four-tenths  of  an  inch  diameter 
internal  measurement;  thus  se- 
curing a  column  of  mercury 
which  is  perfectly  distinct  and 
visible.  The  tubes,  with  their 
mercury,  are  all  boiled  ^-^wn 
operation  very  rarely  performed 
except  in  few  cases,  and  then 
only  oy  one  or  two  makers,  be- 
cause the  operation  is  attended 
with  considerable  risk  both  pe- 
cuniary and  personal,  for  as 
many  as  seven  or  eight  laige 
tubes  out  of  a  dozen  will  break 

Plsr.  188.  Negreta  and  Zambra'f  inKenious  at-  ^  boiling.  The  operation  COfl- 
nnffement  to  prerent  the  air  creepmy  up  the  Sists  in  mlmg  a  tUDC  with  met- 
ineiBe  of  the  baroiieter  tube.  ^ury  and  then  holding  it  over  a 

pan  of  charcoal  unUf  the  mer- 
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cary  boils  inside  the  tube ;  by  this  process  all  the  air  is  expelled.  With 
respect  to  the  mode  of  stopping  the  ^dnal  creeping  of  the  air  up 
the  inside  of  the  barometer,  for  enter  it  will,  in  spite  of  bags,  platina 
rings,  and  all  such  contrivances,  a  most  ii^uioos  contrivance  is  em- 
nloyed,  which  may  be  termed  a  trap.  (Fig.  188.)  This  consists  of  a  stont 
Dulb  of  glass  welded  an  inch  or  so  over  the  open  end  of  the  barometer 
tube ;  and,  by  reference  to  the  preceding  woodcut,  it  will  be  seen  that, 
as  the  air  only  creeps  up  between  the  glass  and  the  mercury,  it  is 
stopped  in  the  top  space  of  the  glass  bulb  or  trap,  whilst  the  ena  of  the 
barometer  tube,  being  immersed  in  the  mercui^,  is  cut  off  from  com- 
munication with  the  sides  of  the  tube  dipping  into  the  cistern  of  mer- 
cnry.  If  the  air  was  permitted  to  remam  in  the  trap,  it  might  cer- 
tainly creep  into  the  main  tube  at  last ;  but  then  it  must  be  remem- 
berea  that,  on  the  first  occasion  the  barometer  is  turned  upside  down, 
which  can  be  done  with  perfect  safety,  all  the  air  goes  out  of  the  trap, 
and  the  barometer  is  as  perfect  as  the  first  day  it  was  made.  It  may  be 
urged  that,  if  the  quantity  of  air  that  creeps  into  the  tube  is  so  small, 
there  need  not  be  such  a  fuss  made  about  trapping  it ;  but  it  must  be  re- 
membered that  the  one-thousandth  of  an  inch  of  air  let  in  at  the  bottom 
of  the  barometer  tube  becomes  expanded  to  one  inch  when  it  arrives 
at  the  top,  or  Torricellian  space,  and  hence  the  absolute  necessity  of  ex- 
dnding  the  smallest  bubble  of  air  in  a  ^ood  barometer. 

Mercury  is  employed  in  the  extraction  of  silver  from  its  ores,  like- 
wise in  the  manufacture  of  looking-glasses,  and  also  in  certain  processes 
of  gildmg.  The  science  of  medicine  has  long  been  indebted  to  mercury 
for  some  of  its  most  powerful  remedies,  which  produce,  when  taken  in 
excess,  very  frightful  effects  on  the  human  system.  One  of  the  pret- 
tiest applications  of  mercury  is  that  lately  made  by  Professor  Way,  who 
employs  it  for  the  electrodes  of  his  new  electric  lamp  instead  of  the  solid 
poles  usually  made  of  carbon.  (Eig.  189.)  The  mercury  is  contained  in  an 
upper  cistern  connected  with  one  wire  of  the  battery,  and  allowed  to  flow 
through  a  capillary  aperture  into  a  closed  glass  tube  communicating 
with  a  lower  cistern  also  connected  with  the  other  wire  of  the  battery. 
At  the  moment  of  cont-act  between  the  {i^lobules  of  quicksilver  falling 
from  the  upper  cistern  to  that  retained  in  the  glass  forming  the  upper 
part  of  the  lower  one,  the  metal  is  ignited,  and  produces  a  constant 
though  flickering  light,  which  may  be  continued  for  any  length  of  time, 
so  long  as  the  upper  cistern  and  the  battery  are  kept  supplied  with  their 
respective  quicksilver  and  acids. 

"  Some  exceediusly  interesting  experiments  took  place  off  Osborne 
House,  the  beautimf  marine  residence  of  her  Majesty,  in  the  Isle  of 
Wight,  and  also  in  Cowcs-roads,  with  Professor  Way^s  electric  light, 
ana  which  we  believe  are  preliminary  to  more  important  experiments 
about  to  be  carried  out  by  the  Government.  The  principle  of  the  light 
is  simply  the  application  of  electricity  to  a  column  or  running  stream 
of  quicksilver — m  this  instance  as  fine  as  the  point  of  a  lady  s  needle. 
So  lonflr  as  the  voltaic  battery  retains  power  to  act  with  its  wires  upon 
this  column,  so  long  must  the  light  bum— the  strongest  and  purest 
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Hgbt  in  the  known  world,  and  the  nearest  approach  to  snnligbi  tliat  the 
akfll  of  the  chemist  and  man  of  science  has  yet  prodnoM,  and  thi» 
without  actual  combustion  taking  place  or  the  quantity  of  the  mereuiy 
being  reduced,  the  supply  of  acids  to  the  hattery  being  its  8o& 
expense  after  its  first  cost,  excepting  wear  and  tear.  The  Professor 
with  his  apparatus  left  Portsmouth  harbour  in  a  steamer  shoitly 
before  dark,  and  steered  direct  for  Cowes.  On  the  sponson  of  tlie 
steamer  was  placed  the  battery.  Abaft  the  foremast  hung  one  of  the 
Professor's  simple  apparatuses  as  a  masthead  b'ght.  On  a  moveable 
circular  platform  placed  on  the  vessel's  after-hatch  a  similar  Miparatiia 
to  the  one  hung  up  aloft  stood,  to  which  was  attached  a  lens,  but  botii 
of  them  as  yet  unlit.  The  apparatus  is  one  of  the  simplest  possible 
form,  consisting  merely  of  an  oval-shaped  pair  of  tubes  connected  at 
each  end,  with  a  round  hollow  globe  about  the  size  of  an  orange,  in  which* 
is  placed  the  mercur^r.  The  mercury  runs  from  a  point  to  a  cup  in  the 
centre,  enclosed  within  a  glass  tube,  and  here  the  subtle  liquid  is  heated 
to  a  white  heat  as  it  flows  in  a  fine  stream  from  the  upper  ball  into  the 
cup,  and  thence  into  the  lower  one,  thus  producing  an  indestructible 
wick.  The  wires  which  connect  the  battery  with  the  apparatus  were- 
made  by  Messrs.  Silver,  and  are,  perhaps,  the  most  perfect  of  their  kind 
yet  constructed.  These  wires  arc  coated  with  silver,  enclosed  in  india- 
rubber,  and  have  an  outside  coating  of  braided  hemp,  the  whole  pliable 
as  common  packthread.  To  look  at  the  light,  witli  a  view  to  a  close 
inspection  of  the  cup,  with  the  naked  eye,  would  be  about  as  useless 
as  to  look  at  the  sun  at  noonday.  A  pair  of  coloured  glasses,  however, 
show  that  this  light,  which  can  only  be  compared  to  the  sun  for  its 
brilliancy  and  power,  is  only  of  the  same  circumference  as  the  cup^ 
itself — ^tne  size  of  a  threepenny  silver  piece,  and  of  little  more  diameter. 
Midway  between  the  aftermost  light  and  the  voltaic  battery  is  a  brass- 
standard  a  few  inches  high,  with  which  the  wires  are  connected,  and  by 
pressing  a  button  on  the  top  of  this,  simple  as  the  key  of  a  piano,  the 
light  can  be  given  in  flashes  of  as  long  or  as  short  a  duration  as  the 
operator  pleases.  This  is,  however,  more  beautifully  and  correctly  ear- 
ned out  by  a  small  instrument  of  Mr.  Way's.  It  consists  of  a  piece  of 
clockwork,  having  in  front  a  revolving  disc,  the  face  of  which  is  covered 
with  numerous  holes  with  pins  to  fit  in  as  may  be  required.  In  front 
of  the  disc  are  two  small  cylinders  with  pistons  and  arms  attached.  As 
the  disc  revolves,  the  pins  in  its  face  lift  the  pistons  in  the  cylindors 
and  cut  off  the  connexion  between  the  battery  and  the  lighting  appa- 
ratus, producing  flashes  of  light  of  any  duration  that  may  oe  reouired, 
with  theu:  accompanying  intervals  of  darkness,  and  admirably  adapted 
for  a  revolving  light,  or  as  a  code  of  signab  for  night  service.  In  tact, 
there  would  appear  to  be  no  hmit  to  the  uses  to  which  this  discoveiy 
may  be  applied  and  so  simple  is  it  in  its  manipulation  that  the  choicest 
music  of  the  great  masters  may  be  henceforth  accompanied  by  expres- 
sive flashes  of  electric  light.  When  the  steamer  arrived  off  the  Mothor- 
bank  the  light  aloft  was  lit  by  attaching  to  it  the  ends  of  the  wires 
from  the  voltaic  battery.    So  soon  as  the  glass  tube  became  sufficiently 
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heated  to  throw  off  the  mercuiy  from  its  surface,  the  light  exhibited 
its  power  and  beaatj,  the  steamer's  masthead  hght,  which  was 
hoisted  in  its  usual  position,  appearing  but  a  dull  red  speck  alongside 
it.  Its  effect  upon  the  human  countenance  was,  however,  bj  no  means 
lavourable,  casting  on  all  on  board  the  steamer  a  strange  unearthlr  hoe. 
Maure  colour,  as  it  has  become  fashionable  to  term  it,  on  the  ladies' 
dresses  or  bonnets,  was  brought  out  bj  the  light  with  astonishing  bril- 
liancy. On  reachmg  Cowes-roads,  crowded  with  yachts,  andaU  dis- 
playing ligbts,  the  contrast  between  the  electric  light  and  those  shown 
by  the  yacnts  was  something  wonderful.  The  electric  light  was  shining 
in  its  pale  pure  brilliancy  aloft,  while  the  hundreds  of  lights  dispUyed  by 
the  yachts  and  by  the  town 
of  Cowes,  its  clubhouse 
and  hotels,  dwindled  down 
to  dull  red  specks.  The 
lens  applied  to  the  after 
light  tnrew  broad  pathways 
flight  to  and  fro  as  the 
lens  might  be  directed, 
bathing  tne  low  black  hulls 
of  the  craft  that  were  in 
the  line  of  li^ht  with  a 
flood  of  sunshine,  as  also 
the  delicate  tracery  of  their 
spars  and  rigging.  A  boat 
which  left  the  steamer  here 
for  one  of  the  yachts  was 
lifted  on  its  way  by  the 
lens.  On  the  steamer's 
return,  Nonis  Castle  was 
passed,  and  the  light 
thrown  on  its  picturesque 
front.  Ivy-covered  towers, 
walls,  and  parapets  were 
iUominated  as  with  a  stroke 
firom  an  enchanter's  wand. 
Off  Osborne  House  the 
steamer  was  stopped  for 
some  time,  and  the  light 
must  have  shown  itself 
with  good  effect  on  the 

stiU  waters  of  the  Solent  j^-ebt^n  containing  >,  the  mewnry.- which  «- 
in  front  of  the  beautltul  slowly,  in  a  fine  ftr«un.Um>ugh  the  minute  apertonLO, 
marine  residence  of  her  on  to  a  little  cop  not  shown,  hecMueinrisible  when  iht 
\£^i^4r^  rrk«  ^«.^.:»«^4.  M«*»*  *•  produced,  and  placed  in  the  glaM  tube  t**t. 
Majesty.  TheeXDenments,  connected  with  the  loVer  iron  detern,  i.  The  two 
which,  as  already  stated,  metallio  dsterne  are  cut  off  from  oonduotinff  oommnDi- 
are  only  prelimWy  to  gJSifJf^lfX^ 
more  important  ones,  were  the  voitaio  battery. 


Fig.  189.  Way'eMorourial  Electric  Lamp.    a.  Upper 


w,w.  Wirftt  ratiring  in 
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considered  to  hare  been  fully  satisfactory.  With  a  light  on  this  prin- 
dple  under  her  bows,  the  Qreai  Sa$lem  herself  might  have  lighted  \m 
path  across  the  waters  of  the  Atlantic." — The  Timet, 

EXFEEIMENTS  WITH  MeBCTBT. 

First  Series, 

An  assay  of  mercurial  ore,  such  t^  cinnabar,  is  easily  made  by  mixiii^ 
together  a  weighed  portion  of  the  powdered  mineral  with  abont  il?e 
per  cent,  of  dry  carbonate  of  soda  and  ten  of  caustic  lime,  both  of 
whidi  must  also  be  well  powdered  and  mixed  with  the  ore.  The  whole 
is  then  put  into  a  comoustion  tube  after  a  little  bicarbonate  of  soda 
has  been  placed  in  the  closed  end  of  the  tube,  so  that  at  the  last  stage 
of  the  process  carbonic-acid  gas  may  be  disengaged,  and  acting  like  a 
broom,  sweep  off  an^  minute  portion  of  mercurial  vapour  that  might 
remain  and  condense  in  the  tube.  The  mercury  is  received  into  a  proper 
vessel,  and  its  weight  compared  with  the  loss  of  weight  in  the  tuoe  will 
give  the  per-centage  of  mercury.  The  cinnabar  must  of  course  be 
well  dried,  and  any  moisture  it  contains  estimated  in  the  usual  maaner 
by  drying  a  weighed  quantity  in  an  oven  heated  a  little  above  21 2^. 

Mercury  is  easily  purified  from  zinc,  lead,  copper,  &c.,  by  placing  it 
in  pans  containing  some  dilute  nitric  acid ;  and  if  the  latter  is  kept  at  a 
temperature  of  aoout  130°  Fah.,  and  the  whole  frequently  stirred,  the 
metal  is  gradually  purified.  The  proportions  are  one  part  ordinary  nitric 
acid  and  two  of  water. 

Second  Series. 

The  combining  proportion  of  mercury  is  100,  and  it  unites  with 
oxygen  in  two  proportions. 

The  suboxide  of  mercury ^Sfi 

The  oxide  of  mercury HgO 

The  suboxide  was  first  described  by  that  indefatigable  chemist  Boer* 
haave,  who  prepared  it  mechanically  by  attaching  a  bottle  containing 
quicksilver  to  one  of  the  spokes  of  a  mill-wheel.  Homberg,  in  1669, 
had  previously  made  it  in  the  same  kind  of  manner,  but  Boerhaave 
was  the  first  to  call  the  black  powder  so  obtained  "  £thiops  per  se»" 
which  appears  to  be  insoluble  in  water,  and  has  a  peculiar  coppoiy 
taste.  Tnis  oxide  is  also  prepared  by  triturating  calomel  with  a  laroe 
excess  of  solution  of  potash.  It  is  only  interesting  to  the  scienti& 
chemist  because  it  forms  the  first  of  the  Lmited  series  of  oxygen  com- 
pounds of  mercury ;  but  the  oxide  of  mercury  presents  perhaps  the  most 
peculiar  features  of  interest,  not  only  because  it  is  probably  one  of  the 
nrst  chemical  compounds  ever  made  by  the  hand  of  man,  but  also 
on  account  of  its  being  the  substance  bywhich  the  original  experi- 
mentalist, Priestley,  discovered  oxygen.  When  mercury  is  boUea  for 
some  days  in  a  matrass  or  flask  with  a  long  neck  open  to  the  air,  so 
that  the  volatilized  quicksilver  is  in  a  great  measure  condensed  in  the 
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upper  part  of  the  tube,  and  falls  back  again  into  the  body  of  the  matrass, 
the  mercury  is  gradually  converted  into  the  oxide  (HgO),  which  assumes 
the  appearance  of  red  scales,  and  was  called  by  the  alchemists  "  preci- 
pitatum  per  se."  It  is  a  very  curious  fact  that,  whilst  a  certain  amount 
of  heat— -about  600** — facilitates  the  combination  of  the  mercury  and 
oxy^n,  a  further  increase,  amounting  to  about  900^,  decomposes  it 
again  into  its  elements,  mercury  and  oxygen.  The  usual  method  of  pre- 
paring the  oxide  is  by  very  carefully  heatmg  or  calciniuj^  minute  crystals 
of  nitrate  of  mercury,  which  gives  up  its  acid,  and  yields  the  oxide  of 
mercury  in  beautiful  red  scales,  called  ''red  precipitate,"  or  nitric  oxide 
of  mercury.  This  oxide  appears  to  be  "  dimorphous,"  or  capable  of 
assuming  two  forms,  haviii^  two  different  colours  —  viz.,  yellow  or 
orange,  and  red,  and  we  shall  have  occasion  to  notice  that  the  same 
property  belongs  to  the  iodide  of  mercury,  which  in  one  state  is  yellow, 
andTin  the  other  red  or  scarlet,  althougn  both  have  the  same  chemical 
composition. 

It  is  worthy  of  remark  that  the  oxide  of  mercury  is  slightly  sensi- 
tive to  the  action  of  light,  and  is  partially  blackened  by  exposure 
thereto. 

Third  Series, 

Chlorine  and  iodine  unite  with  mercury,  and  form  highly-important 
compounds ;  bromine  and  fluorine  also  combine  with  mercury,  but  the 
resulting  salts  are  of  little  importance  at  present.  The  compounds  of 
chlorine  and  mercury  consist  ot 

The  subchloride  of  mercury  or  calomel ....    HgjCl 
The  chloride  formerly  called  bichloride  of  mercury 

or  corrosive  sublimate HgCl 

Calomel  is  prepared  in  various  ways ;  it  does  not  seem  to  have  been 
made  by  the  alchemists,  because  Crollius,  in  the  seventeenth  century, 
speaks  of  it  as  a  great  secret,  and  as  the  alchemists  were  generalljr  in- 
clined to  describe  with  considerable  prolixity  what  they  discovered,  it  is 
possible  to  conceive  that  this  compound  was,  at  all  events,  unnoticed  by 
them.  The  commonest  and  perhaps  one  of  the  oldest  methods  of  pre- 
paring it,  is  to  rub  quicksilver  with  corrosive  sublimate,  HgCl,  until  the 
nmning  mercury  is  said  to  be  killed  or  rendered  invisible  by  minute 
division.  This  mixture  is  then  placed  in  an  alembic,  and  being  properly 
heated  in  a  sand-bath,  the  impure  calomel  sublimes,  and  is  subsequently 
purified  by  washing  with  cold  water  or  re-subliming.  There  are  other 
and  better  modes  of  preparing  calomel,  but  as  this  work  only  pretends 
to  describe  the  most  popular  and  characteristic  aualities  of  the  metals 
and  their  compounds,  these  processes  cannot  be  enlarged  upon.  Mercury, 
when  heated,  takes  fire,  if  plunged  into  chlorine. 

Corrosive  sublimate,  HgCl,  is  one  of  tho  most  ancient  chemical  com- 
pounds, and  is  described  by  Geber.  It  has  been  known  from  time 
immemorial  to  the  Chinese.  One  of  the  most  simple  processes  of  making 
it  is  to  dissolve  the  oxide  of  mercury  (HgO)  in  nydrochloric  acid;  the 
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oxide  dissolves  rapidly,  and  the  chloride  soon  crystalliies ;  the 
position  that  takes  place  is  very  simple,  and  consists  in  the  comhmjiliwi 
of  the  oxjTffen  of  the  oxide  of  mercory  with  the  hydrogen  of  the  hj^ho- 
ohloric  acid ;  the  liberated  chlorine  and  mercury  unite  and  form  corrotive 
sublimate.  It  is  this  salt  of  mercury  that  is  used  in  preserring  Umber 
from  the  dry-rot  by  the  kyanizing  process.  GoadbT  has  appEed 
the  following  solution  to  the  preservation  of  the  most  delicate  imieeti^ 
and  especiaUy  butterflies,  witli  complete  success.  The  latter,  inoloeed 
in  square  glass  boxes  or  troughs  containing  the  solution,  and  mounted 
with  a  gold  border,  form  the  most  beautiful  and  ornamental  InoodieB. 

Ooadh^i  Solution, 

Corrosive  sublimate 4  grain* 

Bay  salt 8  omioeB 

Alum 4  ounces 

Water 2  quarts 

Corrosive  sublimate  forms  an  insoluble  compound  with  albumen,  whick 
is  therefore  one  of  the  antidotes  recommendea  in  cases  of  poisoning  with 
this  very  potent  and  dangerous  salt.  It  is  connected  with  one  of  the 
most  interesting  episodes  in  the  life  of  the  late  M.  Th^nard,  who  on 
one  occasion/wldlst  lecturing  to  his  pupils,  drank  what  he  imagined  to 
be  water ;  discovering  his  mistake,  he  calmly  said,  "  Gentlemen,  I  am 
poisoned :  fetch  me  some  eggs."  He  had  taken  corrosive  sublimate. 
Inflammation  of  the  storoacn  supervened,  and  for  many  days  he  lay  in 
the  most  dangerous  state ;  but  his  house  was  surrounded  oy  a  tnple 
chain  of  faithful  and  admiring  pupils,  who  day  and  night  preserved  the 
utmost  quiet  in  the  streets  adjoining  his  house  in  Paris.  His  enthusiastic 
reception  after  recovering  from  the  effects  of  the  poison  may  be  imagined, 
but  cannot  be  described. 

This  well-known  story  seems  to  indicate  that  the  whites  of  effis  are 
not  to  be  relied  on  as  a  perfect  antidote  in  cases  of  poisoning  unu  this 
salt,  and  there  are  other  cases  where  albumen  has  failed. 

"  A  gentleman  staying  at  a  hotel  had  swallowed  some  fluid  brought 
to  him  by  mistake.  The  mistake  originated  in  the  carelessness  oa  a 
servant,  who,  after  using  the  solution  of  corrosive  sublimate  for  the 
purpose  of  killing  certain  nameless  insects  which  prevailed  in  the  bed- 
steads, bad  carried  the  bottle  in  which  it  was  contained  to  the  bar^  and 
placed  it  on  the  shelf  where  the  cider  was  kept." 

Albumen  administered  ten  minutes  after  the  accident  failed  to  save 
his  life.  Under  these  circumstances,  Dr.  Buckler  of  Baltimore  recom- 
mended the  use  of  iron-filings,  but  M.  Mialhe  has  discovered  that  the 
hydrated  sulphide  of  iron  wul  effectually  prevent  the  dangerous  effects 
of  corrosive  sublimate.  The  antidote  is  prepared  by  dissolving  sulphate 
of  iron  (green  vitriol)  in  at  least  twenty  times  its  weight  of  vrSber  which 
has  been  boiled  to  deprive  it  of  air,  and  then  adding  enough  sulphide  of 
sodium  to  precipitate  the  iron.    The  hydrated  sulphide  of  iron  is  to  be 


EXPERIMEI^TS  WITH  HEBCXJBT. 


331 


washed  with  water  by  decantation,  and  m&j  be  kept  by  apothecaries  for 
use  in  closely-stoppered  or  corked  bottles  mled  np  with  boiling  distilled 
water.  Chemists  and  druggists  would  advance  tneir  own  interests  and 
those  of  humanity  if  they  kept  on  a  special  shelf  the  antidotes  (in  good 
order)  for  all  the  common  poisons. 

loaine  unites  with  mercury  to  form  the  iodide  Hgl,  by  rubbing 
together  the  equivalent  proportions  of  mercury  and  iodine.  Thus  the 
equivalent  of  the  latter  being  127*1,  and  tlie  former  100,  these  would  be 
the  quantities  in  grains  or  ounces  to  be  triturated.  A  little  alcohol  must 
be  used  to  assist  the  chemical  union  of  the  two  elements.  Iodide  of 
potassium  added  to  a  solution  of  corrosive  sublimate  throws  down  first 
of  all  a  dirty-yellow  precipitate,  which  rapidly  changes,  bv  stirring,  to  a 
scarlet.  If  too  much  of  the  iodide  of  potassmm  is  added,  the  iodide  of 
mercury  is  re-dissolved,  and  this  experiment  forms  one  of  the  most 
amusing  tricks,  if  carried  out  with  the  assistance  of  a  hollow  stirring- 
rod  (closed  at  one  end  by  drawing  it  out  to  a  thin  point),  which  is  to 
be  previously  filled  with  a  strong  solution  of  iodide  of  potassium.  If 
this  rod  is  stirred  in  the  glass  containing  a  solution  of  corrosive  subU- 
Biate,  no  effect  is  produced  until  the  operator,  pretendingto  get  irritated, 
thrusts  the  rod  violently  down  to  the  Dottom,  and  breaks  off  the  pointed 
end,  when  the  iodide  flows  out  and  produces  the  usual  colour ;  and  if 
the  open  end  of  the  tube  is  caretuUy  manipulated  with  by  closing  it 
with  the  first  finger,  just  enough  of  the  solution  of  the  iodide  of 
potassium  may  be  allowed  to  escape  into  the  corrosive  sublimat-e  to 
produce  the  scarlet,  and  then  the  whole  colour  may  apparently  be 
stirred  away  again  by  permitting  an  excess  of  the  iodide  to  escape 
from  the  end  of  the  rod.  These  arrangements  require  careful  adjust- 
ment beforehand,  and  some  previous  triab  with  the  solutions,  to  ensure 
success.  • 

Another  amusing  experiment  may  be  performed  with  iodide  of  potas- 
sium and  corrosive  sublimate,  combined  with  the  effects  obtainable  from 


Fig.  190. 


oxalate  of  ammonia,  chloride  of  calcium,  and  sulphide  of  ammonium. 
The  object  is  to  obtain  from  five  colourless  solutions  which  are  to  be 
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poured  from  one  glass  to  the  other,  a  scarlet  colour  beoomiiig  oolourkss^ 
then  white,  and  finally  black. 

Into  the  first  glass  a  solution  of  iodide  of  potassium  is  placed,  suffi- 
ciently strong  to  give  a  copious  precipitate  of  the  scarlet  iodide  of 
mercury  when  poured  into  the  second  glass,  which  contains  a  solution 
of  corrosive  suoliniate.  The  scarlet  contents  of  the  second  are  poured 
into  the  third  glass,  which  contains  enough  iodide  of  potassium  to 
redissolve  the  iomde  of  mercury,  and  also  some  oxalate  or  ammonium, 
so  that  the  contents  of  the  third  glass  become  colourless.  By  pouring 
some  of  the  third  into  the  fourth  glass,  containing  a  little  solution  ^ 
chloride  of  calcium,  a  copious  white  precipitate  oi  oxalate  of  lime  is 
thrown  down,  and  this  again  is  masked  and  lost  sight  of  in  the  dense 
black  precipitate  of  sulphide  of  mercury,  obtained  when  the  solution, 
still  containing  mercury,  is  poured  from  the  fourth  to  the  fifth  glass, 
contaming  some  sulphide  of  ammonium.  The  fifth  glass  shouM  be 
covered  with  a  glass  plate,  to  prevent  the  escape  of  the  disagreeable 
odour  of  sulphuretted  hydrogen. 

The  iodide  of  mercury,  when  rubbed  across  a  sheet  of  paper,  affords 
a  beautiful  scarlet  colour,  called  "  geranium  colour,"  which  would  be 
employed  by  artists,  if  they  could  only  depend  upon  its  remaining  per- 
manent ;  this,  however,  is  not  tlie  case,  because  the  iodide  of  mercury  is 
dimorphous  and  capable  of  assuming  two  forms  and  two  colours,  yellow 
and  red;  for  if  the  scarlet  streak  on  the  paper  is  carefully  heated  over 
the  flame  of  a  spirit  lamp,  it  gradually  changes  to  a  primrose  yellowj 
and  when  these  yellow  crystals  are  subject  to  any  abrasiou,  such  as 
scratching  them  with  a  pin,  the  change  to  scarlet  gradually  occurs,  or 
it  is  produced  instantaneously  by  merely  rubbing  or  breakin«»  down  tbc 
yellow  crystals,  or  again  restored  to  the  yellow  colour  by  heating  the 
paper. 

Mr.  Kobert  Warrington  has  investigated  this  curious  change  of  colour 
and  form  with  his  usual  ingenious  acumen,  and  he  states*  that  "  when  a 
quantity  of  the  precipitated  biniodide  [iodide]  is  sublimed,  the  resulting 
crystals  are  very  complicated  in  their  structure,  consisting  of  a  number  S 
rhombic  plates,  of  varying  size,  superposed,  sometimes  overlapping  eadi 
other,  and  causing  considerable  variableness  iu  their  thickness,  out  gene- 
rally leaving  the  extreme  angle  and  the  two  lateral  edges  clear  and  well- 
demied.  The  annexed  sketch  (Fig.  191),  taken  by  the  camera  lucida  from 
the  field  of  view  of  the  microscope,  will  give  a  oetter  idea  of  their  cha^ 
racter.  The  length  of  these  crystals  was  about  *015  of  an  inch.  On 
cooling,  the  first  change  that  is  observed  is  usually  a  scarlet  marking, 
commencing  at  the  extreme  angle,  and  extending  gradually  inwarcu, 
always  retaming  a  perfectly  well-defined  line  in  its  progress;  when  this 
change  has  reacned  so  far  as  the  line  a  b.  Fig.  191,  the  scarlet  line  will 
suddenly  shoot  along  one  of  the  lateral  edges,  as  shown  at  c  d,  and  in- 
stantly the  whole  mass  is  converted,  in  a  most  rapid  and  confused  man* 
ner  (which  the  eye  in  vain  endeavours  to  follow),  to  the  scarlet  colour, 

*  Memoin  of  the  Chemical  Society,  vol  i.  p.  85. 
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the  crystal  being  freqaentlj,  if  detached;  twisted  and  contorted  during 
the  transition. 


Fig.  191.  Crystals  oflodide  ofMcrcuiy. 

"In  order  toobtain  theseerystals  in  a  more  defined  and  clearly-developed 
form,  a  small  glass  cell  was  constructed  of  two  slips  of  window-glass, 
leaving  a  space  of  about  the  thiclcness  of  cartridge-paper  between  the 
upper  and  under  plates,  in  which  the  sublimations  could  be  readily  con- 
ducted, and  the  whole  of  the  subsequent  changes  at  once  submitted  to 
the  microscope;  by  this  means,  beautifully  well-defined  and  perfect 
crystals  were  obtained,  having 
the  formof  right  rhombic  prisms, 
as  in  the  accompanying  outlines. 
Fig.  192,  A  and  B.  The  follow- 
ing  interesting  phenomena  were 
then  observed;  a  defined  scarlet 
line  of  varying  breadth  would 
shoot  across  the  crystal  as  at 
1  c,  D,  E,  F,  Fig.  192,  and  then 
graduallv  spread  throughout 
the  whole  of  its  structure,  Keep- 
ing a  straight  and  well-defined 
line  in  its  onward  progress  until 
the  whole  had   undergone  the    Fiir>lM- iodide  of  Mercury  in  Rhombic  Prisma 
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ohanee  of  colour.  Nos.  2,  3,  4,  5,  in  e,  and  No.  2  in  r«  are  tlie  stages 
whicn  the  transition  had  reached  at  intervals  of  observation;  in  many  caso^ 
after  the  crystal  has  underffone  this  metamorphosis,  two  angles  can  be  ^ 
tinctly  seen  as  at  E,  Fi^.  191,  and  at  times  two  edges  are  vbible,  as  at  c  6, 
and  D  6,  Fig.  192.  This  observation  most  of  course  depend  oitirelj  on  the 
position  of  the  crystal  to  the  eye  of  the  observer.  These  phenomena  proves 
I  consider,  in  the  most  perfect  manner,  that  the  chan^  in  the  cdlooref 
this  compound  arises  from  the  plates  of  the  crystal  having  been  separated 
from  each  other  by  the  means  alluded  to  in  the  direction  of  their 
cleavages ;  and  in  further  confirmation^of  this  view,  the  lamins  so  sepa- 
rated may,  by  the  sudden  aoplication  of  heat,  be  again  fused  togetiier, 
and  the  yellow  colour  reproauced  without  materially  altering  the  dimoot- 
sions  of  the  crystal,  a  slignt  rounding  of  the  ed^es  from  partialsablimation 
hdas  the  onl^  other  concomitant."  These  and  other  careful  expenments 
by  Mr.  Warrington  show  that  the  iodide  of  mercury  has  two  vapours^ 
wnich  are  given  ofT  at  different  temperatures,  and  also  that  it  is  di- 
morphous, toe  yellow  form  being  rhombic,  and  the  scarlet  octohednd 
with  a  square  base.  Besides  the  iodide  of  mercury,  there  is  a  snb-iodide 
(HgjI),  which  is  a  dirtv  green  colour,  and  prepared  by  "  triturating  att 
excess  of  mercury  with  iodine  and  a  little  alcohol"  This  oompoimd 
may  be  fused  and  sublimed  if  the  operation  is  performed  quickly* 
There  are  also  the  oxychloride,  the  oxyiodide,  and  the  oxybromide  of 
mercury. 

Fourth  Series, 

The  compounds  of  sulphur  and  mercury  are  interesting,  because  thev 
include  the  natural  compound  or  mineral  called  cinnabar,  an  impure  sol- 
phide  of  mercury,  and  also  the  well-known  pigment  which  the  Chinese 
so  much  delight  to  use  in  their  gaudy  paintings,  under  the  name  of  ver- 
nulion.  If  some  quicksilver  and  sulphur  are  shaken  together  in  a  tube 
they  quickly  unite  and  form  a  black  compound  formerly  termed 
*'  Ethiops  mmeral."  This  experiment  offers  a  good  example  of  the  dif- 
ference between  chemical  union  and  mechanical  mixture ;  for  if  some 
mercury  and  Ivcopodium  (which  is  yellow,  and  looks  verv  much  like 
sidphur)  are  shaken  together,  tliere  is  no  bkckening,  but  simply  a  divi- 
sion of  the  particles  of  quicksilver,  and  this  is  of  course  a  "  mcchanied 
mixture."  When  "  Ethiops  mineral"  is  sublimed  at  a  red  heat,  it  fonas 
a  fine  red  colour,  termed  cinnabar  (HgS)  or  vermilion.  The  latter  name 
is  derived  from  the  French  word  "  vermeil/*  which  comes  from  venni- 
cular,  a  name  given  in  the  mediaeval  period  to  kermes  or  cochineal.  The 
subsulphide  of  mercury  (Hg3S)is,  like  many  other  metallic  salts,  only  in- 
terestinff  on  account  of  its  anuogies,  and  because  it  forms  one  of  a  large 
series  of  mercurial  compoimds. 

Fi/lh  Series. 

The  amalgams  of  mercury  are  somewhat  numerous,  and  extremdj 
suggestive  of  chemical  solution;  indeed,  Joule  has  obtained  definite 
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oompoimds  of  mercurr  with  tin,  copper,  lead,  sine,  silver,  and  pla- 
tinam.  Gold  is  attacked  by  mercury,  and  dissolved  in  it  with  con- 
siderable rapidity,  and  the  author  remembers  a  case  of  vanity  reproved, 
in  which  the  mercury  contained  in  a  mercurial  trough  used  for  certain 
experiments  with  gases  that  are  soluble  in  water,  formed  the  corrective 
agent.  A  youn^  ffcntleman  who  had  made  himself  conspicuous  as  a 
pupil  in  a  chenucal  dass,  by  wearing  a  very  showy  collection  of  jewel- 
leiy  on  his  person,  was  induced  by  the  brilliancy  and  prettv  appearance 
of  the  quicksilver  in  the  open  trough,  to  stir  it  about  with  his  fiuDgers, 
on  one  of  which  was  a  diamond  ring;  no  one  made  any  remark,  a  few 
masonic  signs  passed  between  the  initiated,  but  at  the  end  of  the  dis- 
course a  sudaen  cry  was  heard,  Where's  my  ring?  The  dibru  of 
this  precious  ornament  remained  floating  and  dissolving  in  its  mer- 
carial  grave.  The  diamond  alone  remained  perfect,  ana  this,  if  the 
author  remembers  properly,  the  other  mischievous  pupils  recommended 
should  be  heated  red-hot  m  a  crucible  with  some  mtre,  and  was  either 
Immt  away  or  lost.  Chemical  pupils  or  chemists  must  not  wear  jewel- 
lery in  the  laboratory,  or  fear  stained  finders.  Some  of  the  most  curious 
amalgams  of  mercury  are  those  made  with  potassium  and  sodium,  and 
if  some  quicksilver  is  gently  warmed  and  a  nit  of  either  of  these  metals 
thrust  in  on  the  end  of  a  wire,  an  intense  chemical  action  takes  place 
with  the  evolution  of  heat  and  fire.  When  enough  potassium  or  sodium, 
or  both,  have  been  added,  a  solid  amalgam  is  formed,  which  remains  per- 
manent onlv  under  naphtha,  and  is  slowly  oxidized  and  changed  to  potash 
or  soda  and  running  mercury  when  exposed  to  the  air. 
.  The  amalgam  for  electrical  machines  is  made  by  melting  one  part  of 
ainc  with  one  of  tin,  and  then  agitating  the  liquid  alloy  with  two  parts 
of  mercuiy  placed  in  a  wooden  uon ;  men  cold,  it  must  be  finely  pow- 
dered and  kept  in  a  well-corked  or  stoppered  bottle  for  use. 

Mercury  is  used  for  amalgamating  tne  plates  of  zinc  used  in  galvanic 
batteries.  The  best  plan  is  to  boil  some  solution  of  washing  soda  in  a 
saucepan,  and  first  dip  the  zincs  therein  for  the  puxpose  of  removing  the 
mase  with  which  the  plates  are  more  or  less  covered  when  they  first  come 
from  the  zinc  worker.  They  are  then  to  be  placed  in  a  weak  solu- 
tion of  corrosive  sublimate  containing  some  hydrochloric  acid,  and  are 
finally  coated  with  mercuiy  by  dipping  them  into  a  vessel  containin«[ 
that  metal,  or  else  by  pouring  some  over  both  sides  of  the  plate  and 
spreading  it  well  with  a  stick  having  a  bit  of  flannel  tied  on  one  end 
with  stout  silk.  Cotton  is  soon  rotted  and  destroyed.  The  plates 
must  be  allowed  to  drain  in  any  convenient  dish,  or  else  a  gooa  deal 
of  quicksilver  is  wasted. 

An  amalgam,  composed  of  four  parts  of  mercury  and  one  of  bismuth, 
is  sometimes  employed  to  coat  toe  insides  of  glass  globes  used  for 
ornamental  purposes ;  and  if  subsequently  protect  by  a  varnish  com- 
posed of  wax  dissolved  in  turpentine,  they  will  remain  oright  for  a  con- 
siderable period. 

For  scroll  and  arabesque  work^  and  imitations  of  illuminated  me- 
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oxide  dissolres  rapidlj,  and  the  chloride  soon  ctyBtallixes ;  the 
position  that  takes  place  is  very  simple,  and  consists  in  the  eoniKiiiitini 
of  the  ox]reen  of  the  oxide  of  mercury  with  the  hydrogen  of  the  hydro- 
chloric acid ;  the  liberated  chlorine  and  mercury  unite  and  form  oomsife 
sublimate.  It  is  this  salt  of  mercury  that  is  used  in  preserring  timber 
from  the  dry-rot  by  the  kyanizing  process.  Goadbr  has  apj^ied 
the  following  solution  to  the  preservation  of  the  most  delicate  inseote^ 
and  especially  butterflies,  with  complete  success.  The  latter,  indosed 
in  square  glass  boxes  or  troughs  containing  the  solution,  and  mounted 
with  a  gold  border,  form  the  most  beautiful  and  ornamental  brooches. 

Goadb^s  Solution. 

Corrosive  sublimate 4  grain* 

Bay  salt 8  omioeB 

Alum 4  ounces 

Water 2  quarts 

Corrosive  sublimate  forms  an  insoluble  compound  with  albumen,  iHiidi 
is  therefore  one  of  the  antidotes  recommended  in  cases  of  poisoning  with 
this  very  potent  and  dangerous  salt.  It  is  connected  with  one  of  the 
most  interesting  episodes  in  the  life  of  the  late  M.  Th^nard,  who  on 
one  occasion/wuilst  lecturing  to  his  pupils,  drank  what  he  imagined  to 
be  water ;  discovering  his  mistake,  he  calmly  said,  "  Gentlemen,  I  am 
poisoned :  fetch  me  some  eggs."  He  had  taken  corrosive  sublimate. 
Inflammation  of  the  storoacn  supervened,  and  for  many  days  he  lay  in 
the  most  dangerous  state ;  but  his  house  was  surrounded  oy  a  tnple 
chain  of  faithful  and  admiring  pupils,  who  day  and  night  preserved  the 
utmost  quiet  in  the  streets  adjoming  his  house  in  Paris.  His  enthusiastic 
reception  after  recovering  from  the  effects  of  the  poison  may  be  imagined, 
but  cannot  be  described. 

This  well-known  story  seems  to  indicate  that  the  whites  of  effis  are 
not  to  be  relied  on  as  a  perfect  antidote  in  cases  of  poisoning  unu  tihis 
salt,  and  there  are  other  cases  where  albumen  has  failed. 

"  A  gentleman  staying  at  a  hotel  had  swallowed  some  fluid  brought 
to  him  by  mistake.  The  mistake  originated  in  the  carelessness  of  a 
servant,  who,  after  using  the  solution  of  corrosive  sublimate  for  the 
purpose  of  killing  certain  nameless  insects  which  prevailed  in  the  bed- 
steads, bad  carried  the  bottle  in  which  it  was  contained  to  the  bar,  uid 
placed  it  on  the  shelf  where  the  cider  was  kept." 

Albumen  administered  ten  minutes  after  the  accident  failed  to  save 
his  life.  Under  these  circumstances,  Dr.  Buckler  of  Baltimore  recom- 
mended the  use  of  iron-filings,  but  M.  Mialhe  has  dbcovered  thai  the 
hydrated  sulphide  of  iron  wUl  effectually  prevent  the  dangerous  effects 
of  corrosive  sublimate.  The  antidote  is  prepared  by  dissolving  sulphate 
of  iron  (green  vitriol)  in  at  least  twenty  times  its  weight  of  ¥r2ter  which 
has  been  boiled  to  deprive  it  of  air,  and  then  adding  enough  sulphide  of 
sodium  to  precipitate  the  iron.    The  hydrated  sulphide  of  iron  is  to  be 
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washed  with  water  hy  decantation,  and  may  be  kept  by  apothecaries  for 
use  in  closely-stoppered  or  corked  bottles  filled  np  with  boiling  distilled 
water.  Chemists  and  druggists  would  advance  their  own  interests  and 
those  of  humanity  if  they  kept  on  a  special  shelf  the  antidotes  (m  good 
order)  for  all  the  common  poisons. 

loaine  unites  with  mercury  to  form  the  iodide  Hgl,  by  rubbing 
together  the  equivalent  proportions  of  mercury  and  iodine.  Thus  the 
equivalent  of  the  latter  being  127*1,  and  the  former  100,  these  would  be 
the  quantities  in  grains  or  ounces  to  be  triturated.  A  little  alcohol  must 
be  used  to  assist  the  chemical  union  of  the  two  elements.  Iodide  of 
potassium  added  to  a  solution  of  corrosive  sublimate  throws  down  first 
of  all  a  dirty-yellow  precipitate,  which  rapidly  changes,  bv  stirring,  to  a 
scarlet.  If  too  much  of  the  iodide  of  potassium  is  added,  the  iodide  of 
mercury  is  re-dissolved,  and  this  experiment  forms  one  of  the  most 
amusing  tricks,  if  carried  out  with  the  assistance  of  a  hollow  stirring- 
rod  (closed  at  one  end  by  drawing  it  out  to  a  thin  point),  which  is  to 
be  previously  filled  with  a  strong  solution  of  iodide  of  potassium.  If 
this  rod  is  stirred  in  the  glass  containing  a  solution  of  corrosive  subli- 
mate, no  effect  is  produced  until  the  operator,  pretendingto  get  irritated, 
thrusts  the  rod  violently  down  to  the  Dottom,  and  breaks  off  the  pointed 
end,  when  the  iodide  flows  out  and  produces  the  usual  colour ;  and  if 
the  open  end  of  the  tube  is  caretuUy  manipulated  with  by  closing  it 
with  the  first  finger,  just  enough  of  the  solution  of  the  iodide  of 
potassium  may  be  allowed  to  escape  into  the  corrosive  sublimat-e  to 
produce  the  scarlet,  and  then  the  whole  colour  ma^  apparently  be 
stirred  away  again  by  permitting  an  excess  of  the  iodide  to  escape 
from  the  end  of  the  rod.  These  arraneements  require  careful  adjust- 
ment beforehand,  and  some  previous  triab  with  the  solutions,  to  ensure 
success.  • 

Another  amusing  experiment  may  be  performed  with  iodide  of  potas- 
sium and  corrosive  sublimate,  combined  with  the  effects  obtainable  from 


Fig.  190. 


oxalate  of  ammonia,  chloride  of  calcium,  and  sulpliide  of  ammonium. 
The  object  is  to  obtain  from  five  colourless  solutions  which  are  to  be 
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ohanee  of  colour.  Nos.  2,  3,  4,  5,  in  e,  and  No.  2  in  r,  are  the  stagei 
whicn  the  transition  had  reached  at  intervals  of  observation;  in  many  euei^ 
after  the  crystal  has  onderffone  this  metamorphosis,  two  angles  can  be  dis» 
tinctly  seen  as  at  £,  Fi^.  191,  and  at  times  two  edges  are  vbible,  as  at  c  6, 
and  D  6,  Fig.  192.  This  observation  must  of  course  depend  entirely  on  the 

r>8ition  of  the  crystal  to  the  eye  of  the  observer.  These  phenomena  provie^ 
consider,  in  the  most  perfect  manner,  that  the  chan^  in  the  colour  of 
this  compound  arises  from  the  plates  of  the  crystal  having  been  separated 
from  each  other  by  the  means  alluded  to  in  the  direction  of  thdr 
cleavages ;  and  in  further  confirmation  of  this  view,  the  lamiDss  so  sepa- 
rated may,  by  the  sudden  aoplication  of  heat,  be  again  fused  together, 
and  the  yellow  colour  reproauced  without  materially  altering  the  dimen- 
sions of  the  crystal,  a  slignt  rounding  of  the  ed^es  from  partialsublimation 
bein^the  onl^  other  concomitant."  These  and  other  careful  experimenti 
by  Mr.  Warrington  show  that  the  iodide  of  mercury  has  two  va|>oun^ 
wnich  are  given  off  at  different  temperatures,  and  also  that  it  is  di- 
morphous, toe  yellow  form  being  rhombic,  and  the  scarlet  octohednl 
with  a  square  base.  Besides  the  iodide  of  mercury,  there  is  a  sub-iodide 
(Hgjl),  which  is  a  dirty  ^reen  colour,  and  prepared  by  "  triturating  an 
excess  of  mercury  with  iodine  and  a  little  alcohol"  This  oompound 
may  be  fused  and  sublimed  if  the  operation  is  performed  quickly. 
There  are  also  the  oxychloride,  the  oxyiodide,  and  the  oxybromide  of 
mercury. 

Fourth  Series, 

The  compounds  of  sulphur  and  mercury  are  interesting,  because  they 
include  the  natural  compound  or  mineral  called  cinnabar,  an  impure  sni- 
phide  of  mercury,  and  also  the  well-known  pigment  which  the  Chioeso 
80  much  delight  to  use  in  their  gaudy  paintmgs,  under  the  name  of  ver- 
nuUon.  If  some  quicksilver  and  sulphur  are  shaken  together  in  a  tube 
they  quickly  unite  and  form  a  black  compound  formerly  termed 
**  Ethiops  mmeral."  This  experiment  offers  a  good  example  of  the  dtf- 
ference  between  chemical  union  and  mechanical  mixture ;  for  if  some 
mercury  and  Ivcopodium  (which  is  yellow,  and  looks  very  much  like 
sulphur)  are  shaken  together,  there  is  no  blackening,  but  simply  a  divi- 
sion of  the  particles  of  quicksilver,  and  this  is  of  course  a  "  mechanied 
mixture."  When  "  Ethiops  mineral"  is  sublimed  at  a  red  heat,  it  foims 
a  fine  red  colour,  termed  cinnabar  (HgS)  or  vermilion.  The  latter  name 
is  derived  from  the  French  word  " vermeil,^  which  comes  from  venni* 
cular,  a  name  given  in  the  mediseval  period  to  kermes  or  cochineal.  The 
subsulphide  of  mercury  (Hg2S)is,  like  many  other  metallic  salts,  only  in- 
teresting on  account  of  its  analogies,  and  because  it  forms  one  of  a  large 
series  of  mercurial  compoimds. 

Fifth  Series. 

The  amalgams  of  mercury  are  somewhat  numerous,  and  extremdy 
suggestive  of  chemical  solution ;  indeed,  Joule  has  obtained  definite 
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eomponnds  of  mercurr  with  tin,  copper,  lead,  sine,  silver,  and  pla- 
tinnm.  Gold  is  attacked  by  mercury,  and  dissolved  in  it  with  con- 
siderable rapidity,  and  the  author  remembers  a  case  of  vanity  reproved, 
in  which  the  mercury  contained  in  a  mercurial  trough  used  for  certain 
experiments  with  gases  that  are  soluble  in  water,  formed  the  corrective 
agent.  A  youn^  ffentleman  who  liad  made  himself  cons{)icuous  as  a 
pupil  in  a  chenucal  dass,  by  wearing  a  very  showy  collection  of  jewel- 
leiy  on  his  person,  was  induced  by  the  brilliancy  and  prettv  appearance 
of  the  quicksilver  in  the  open  trough,  to  stu:  it  about  with  his  fingers, 
on  one  of  which  was  a  diamond  ring ;  no  one  made  any  remark,  a  few 
masonic  signs  passed  between  the  initiated,  but  at  the  end  of  the  dis- 
course a  sudaen  cry  was  heard,  Where's  mv  ring?  The  dSbrit  of 
this  precious  ornament  remained  floating  and  dissolving  in  its  mer- 
eariai  grave.  The  diamond  alone  remained  perfect,  ana  this,  if  the 
author  remembers  properly,  the  other  mischievous  pupils  recommended 
should  be  heated  red-hot  in  a  crucible  with  some  mtre,  and  was  either 
burnt  away  or  lost.  Chemical  pupils  or  chemists  must  not  wear  jewel- 
ler in  the  laboratory,  or  fear  stained  fin^rs.  Some  of  the  most  curious 
amalgams  of  mercury  are  those  made  with  potassium  and  sodium,  and 
if  some  quicksilver  is  gently  warmed  and  a  oit  of  either  of  these  metals 
thrust  in  on  the  end  ot  a  wire,  an  intense  chemical  action  takes  place 
with  the  evolution  of  heat  and  fire.  When  enough  potassium  or  sodium, 
or  both,  have  been  added,  a  solid  amalgam  is  formed,  which  remains  per- 
manent onlv  under  naphtha,  and  is  slowly  oxidized  and  changed  to  potash 
or  soda  and  running  mercury  when  exposed  to  the  air. 
.  The  amalgam  for  electrical  machines  is  made  by  meltmg  one  part  of 
anc  with  one  of  tin,  and  then  agitating  the  liquid  alloy  with  two  parts 
of  mercury  placed  in  a  wooden  cox ;  wnen  cold,  it  must  be  finely  pow- 
dered and  kept  in  a  well-corked  or  stoppered  bottle  for  use. 

Mercury  is  used  for  amalgamating  tne  plates  of  zinc  used  in  galvanic 
batteries.  The  best  plan  is  to  boil  some  solution  of  washing  s<^  in  a 
saucepan,  and  first  dip  the  zincs  therein  for  the  purpose  of  removing  the 
crease  with  which  the  plates  are  more  or  less  covered  when  they  first  come 
nom  the  zinc  worker.  They  are  then  to  be  placed  in  a  weak  solu- 
tiom  of  corrosive  sublimate  containing  some  hydrochloric  acid,  and  are 
finally  coated  with  mercuiy  by  dipping  them  into  a  vessel  containinfi" 
tfiat  metal,  or  else  bv  pouiing  some  over  both  sides  of  the  plate  and 
spreading  it  well  with  a  stick  having  a  bit  of  flannel  tied  on  one  end 
with  stout  silk.  Cotton  is  soon  rotted  and  destroyed.  The  plates 
must  be  allowed  to  drain  in  any  convenient  dish,  or  else  a  good  deal 
of  quicksilver  is  wasted. 

An  amalgam,  composed  of  four  parts  of  mercuiy  and  one  of  bbmuth, 
18  sometimes  employed  to  coat  tne  insides  of  glass  globes  used  for 
ornamental  purposes ;  and  if  subsequently  protecS^l  by  a  varnish  com- 
|>osed  of  wax  dissolved  in  turpentine,  they  will  remain  |)right  for  a  con- 
siderable period. 

For  scroll  and  arabesque  work^  and  imifntions  of  illuminated  me- 
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strain,  witbout  breaking,  is  also  much  esteemed  for  pecnliar  pnrpoGeai 
such  as  for  the  harpoons  used  in  the  capture  of  whales. 

Independent  of  the  quality  of  the  iron,  after  it  has  been  fabricated 
into  the  article  to  be  used,  it  is  highly  important  that  it  should  bear  the 
fabrication  into  such  article  with  as  little  liability  as  possible  to  be 
spoiled  in  the  process.  A  smith  will  say  that  such  and  such  iroii  iaeoii' 
MMori  or  red-shorty  or  that  it  is  unjtouttd,  or  that  it  will  not  wM,  or  that 
it  will  not  punch,  or  that  it  is/////  of  dirt,  or  that,  if  drawn  to  a  point,  it 
becomes  brittle.  Mr.  Solly  explains  these  defects  still  further :  "  When 
a  smith  puts  a  piece  of  bar  iron  into  his  smithy  lire,  he  frequently  heats 
it  to  a  wiiitc  heat,  and  then  begins  fashioning  the  article  he  is  making;  as 
he  continues  hammering,  punching,  and  bending  the  iron,  it  assumes  by 
degrees  a  yellow,  and  then  a  red  heat.  If  the  iron  be  red-short,  the 
moment  it  turns  red,  if  the  smith  attempt  to  punch  or  bend  it,  the  iroa 
cracks,  and  his  work  is  spoiled.  Therefore,  in  working  red-short  iron, 
he  is  obliged  to  watch  the  colotir  carefully  and  to  suspend  his  work 
before  it  turns  red,  and  to  put  it  in  the  fire  to  re-heat  it.  This  occasioiis 
a  loss  of  time  and  greater  consumption  of  fuel,  and  consequently  in- 
creases the  expense  of  manufacture.  The  usual  mode  of  trying  whether 
iron  be  red-short  is  by  what  is  called  the  ram's  head.  If  this  can  be 
done  at  one  heat,  that  is,  without  replacing:  the  bar  in  the  fire,  it  is  con- 
cluded that  it  is  not  red-short.  Cold-short  iron  usually  works  well  at  all 
heats,  and  is  not  liable  to  crack  when  under  the  smith's  operations;  but 
when  cold  it  will  not  bend  far  without  snapping  short  with  a  granuhff 
appearance,  the  grain,  or  crystal,  being  much  larger  than  in  some  of  the 
best  descriptions  of  iron,  which  may  be  granular,  but  the  grains  are  fine 
and  the  colour  silvery.  Good  common  irons,  and  those  of  best  quahty 
for  any  but  special  purposes,  when  nicked  on  one  side  and  broken  by 
the  succesive  blows  of  a  hammer,  draw  out  and  exhibit  a  fibrous  texture 
similar  to  that  of  an  ash  stick  when  broken.  Iron  for  turning  purposes 
is  mostly  made  from  scrap,  in  order  to  get  it  as  clean  as  possible,  and 
at  the  same  time  free  from  the  seams  common  in  pilea  iron.  The 
softest  and  almost  the  cleanest  iron  for  turning  for  cotton  and  other 
machinery  is  made  from  wrought  iron  swarf  (or  turnings).  Sometimes 
the  swarf  is  worked  by  itsefi',  but  commonly  a  ball  is  made  of  good 
swarf,  and  while  hot,  fine  swarf  is  thrown  into  the  furnace,  and  the  ball 
is  rolled  about  so  that  the  swarf  adheres  to  it,  and  it  is  then  taken  to 
the  hammer.  Piston  rods,  and  other  important  parts  of  machinery,  are 
made  from  fagots  of  iron  bars  drawn  under  a  swage  hammer,  and  fre- 
quently are  twisted,  in  order  to  prevent  the  fibres  and  seams  of  the  iron 
from  running  in  the  direction  of^  its  length,  and  also  to  make  it  mxxt 
regular  in  its  wear." 

In  a  paper  read  by  Mr.  Solly  before  the  British  Association,  **  On 
Molecular  Changes  in  the  Constitution  of  Wrought  Iron,"  that  gentle- 
man was  the  first  to  point  out  that  "  an  extraordinary  chance  is  pro> 
duced  in  iron  by  long-continued  vibrations,  or  shocks,  or  blows  of  a 
hammer.  It  appears  to  take  place  more  readily  in  scrap  iron  than  in 
other  kinds,  and  especially  if  there  are  many  fillets,  or  collars,  or  other 
inequalities,  these  appeanng  to  destroy  the  uniformity  of  the  yibrations, 
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and  so  assist  in  indncing  a  re-arrangement  of  the  molecules.  If  a  shaft 
or  bar  be  swaged,  t>.,  gently  hammered  from  a  yellow  heat  until  it 
becomes  lokewarro,  or  turned  at  the  end,  either  larger  or  smaller  than 
the  other  part  of  the  bar,  and  it  be  struck  at  the  opposite  end  with  a 
hammer,  the  probability  is  that  the  former  part  will  fly  off  after  a  very 
few  blows  have  been  struck,  unless  it  be  held  in  the  hand,  or  unless  the 
increase  or  decrease  be  yery  gradual.  By  plunmng  iron  when  red-hot 
fre()uently  into  water,  the  fibres  will  also  lose  tneir  form  and  become 
^uite  crystalline,  and  as  brittle  as  cast-iron.  If  two  pieces  of  wrought 
iron  work  together  without  lubrication,  a  kind  of  union  takes  place 
between  some  of  the  particles,  and  the  surfaces  of  the  two  pieces  ot  iron 
are  torn  and  galled  in  a  surprising  manner.  This  is  termed  by  mechanics 
'seizing,'  ana  is  a  source  of  great  annoyance  to  them,  as  it  will  some* 
times  happen  while  fitting  portions  of  machinery  together." 

Mr.  Samuel  Poole  states  that  he  has  seen  a  cross-head  seized  on  the 
end  of  a  piston-rod,  so  that  it  was  utterly  impossible  to  moYC  it,  except 
by  an  hydraulic  press,  or  some  other  powerful  means.  This  fact  reminds 
us  of  the  result  that  may  be  obtained  by  bringing  two  pieces  of  ice 
together  whilst  submerged  in  water  at  a  temperature  of  32°  FaL,  the 
two  surfaces  immediately  adhere  and  freeze  together,  called  by  Dr. 
Faraday  (who  has  investigated  the  subject  with  uis  usual  penetration) 
revelation.  From  these  experiments,  coupled  with  the  remarkable 
cohesion  that  takes  place  sometimes  between  surfaces  of  plate-glass, 
Mr.  E.  W.  Brayley  has  endeavoured  to  deduce  a  general  law  or  the 
tmiversality  of  a  pnnciple  analogous  to  regelation. 

Mr.  SoUy  acain  observes  that  "  it  is  remarkable  that  most  red^kori 
irons  are  tougn  when  cold.  This  is  the  peculiar  property  of  the  Welsh 
iron  in  general,  but  there  are  some  both  red-short  and  cold-short.  The 
best  South  Staffordshire  irons  are  neither  cold-short  nor  red-short.  The 
defect  of  red  shortness  is  generally  attributed  to  the  presence  of  sulphur ; 
cold-shortness,  to  phosphorus ;  and  difficulty  in  welding,  to  arsenic.  I 
have  some  reason  to  believe  that  the  addition  of  flue  cinder  in  the  pud- 
dling furnace  tends  to  counteract  red-shortness.  With  respect  to  other 
of  the  defects  to  which  I  have  alluded,  we  can  explain  some  by  the 
process  of  manufacture ;  some  we  can  only  guess  at ;  and  of  the  causes 
of  some  we  are  quite  ignorant.  Two  conclusions  alone  appear  to  be 
undisputed,  namely,  that  extremely  small  quantities  of  extraneous  sub- 
stances in  chemical  combination  with  iron  produce  most  striking  altera- 
tions in  its  quality,  although  such  quantities  of  extraneous  substances 
may  be  so  minute  as  almost  to  elude  the  analysis  of  the  scientific 
chemist ;  also,  that  many  of  the  qualities  of  iron  depend  on  the  par- 
ticular arrangement  of  its  molecular  particles,  which  may  be  influenced 
and  altered  by  merely  mechanical  operations." 

Mr.  Solly  then  proceeds  to  define  other  peculiarities  and  properties 
belonging  to  iron,  called  body,  ciearnesi,  ioundneu,  toughneu,  Aardneit, 
and  sqftnett. 

Body  is  the  property  that  iron  possesses  of  bearing  the  considerable 
and  repeated  action  of  the  fire  without  becoming  brittle. 
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CUaneu  is  the  absence  of  gpreys  or  small  ca^itiea  in  the  inm. 
Soundneu  is  freedom  from  a  coating  of  protoxide  of  iron,  wfaidi  is  la 

obstacle  to  perfect  welding. 
Toughmen  depends  on  the  molecular  arrangement  of  tiie  partides, 

Solphur  is  said  to  contribute  to  the  fibrous,  and  phosphoms  to  the 

crystalline  state. 
Hardaeu  seems  to  depend  on  the  condition  of  the  caxboiiy  whether 

combined  or  uncombined. 
Softness  appears  to  be  the  result  of  the  purity  of  the  iron;  that  eff 

Biscay  being  the  softest  and  purest. 

Mr.  Thomeycroft  has  likewise  shown  that  compression,  or  impaet 
upon  the  end  of  a  bar  of  iron,  will  alter  its  texture  from  a  fibrous  to  a 
granular  character;  and  he  states  that  this  is  well  exemplified  by  two 
tools  used  by  foreemen.  The  first  is  called  the  "  gag/'  which  is  a 
short  bar  of  iron  of  about  two  inches  diameter,  employ»l  for  holdk^ 
up  the  end  of  the  laree  helve  during  the  intervals  of  worldng ;  it  is  sub- 
jected to  impact  endways,  whenever  the  lower  end  is  placM^  on  the 
anvil,  and  the  other  receives  a  vertical  blow  from  the  helve  falling  about 
an  inch  upon  it.  However  fibrous  may  be  the  quality  of  iron  used  for 
making  the  "  gas:,"  it  soon  becomes  bnttle,  and  iitenuly  falls  to  pieces 
as  if  it  were  maac  of  cast-iron. 

The  second  instance  is  that  of  the  tool  employed  in  puddling,  one  end 
of  which  is  constantly  subject  to  blows  from  a  small  hammer,  in  order 
to  detach  the  metal  which  adheres  to  the  other  extremity.  After  being 
some  time  in  use,  it  frequently  breaks  at  a  sUght  blow,  exhibiting  a  per- 
fectly granular  fracture.  If  a  bar  of  fibrous  iron  be  bent  down  at  a 
short  angle,  the  fibres  of  one  side  are  compressed,  and  those  of  the  other 
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side  elongated,  and  after  being  bent  back  again,  the  fracture  on  the  com- 
pressed side  will  exhibit  a  granular  appearance,  havinff  evidently  lost 
the  fibre  and  been  broken  off  short,  as  at  Fi^.  207>  a  ana  b. 

One  of  the  greatest  sources  of  mischief  to  the  internal  molecular 
structure  of  a  bar  of  iron  is  the  cold  swaging  or  hammering  wliich  is 
given  to  the  iron  in  order  to  eive  it  a  nice  appearance.  Mr.  Nasmyth 
subjected  two  pieces  of  cable  Dolt  iron  to  one  hundred  and  sixty  blows 
between  swages,  and  afterwards  annealed  one  of  the  pieces  for  a  few 
hours.  The  unannealed  piece  broke  with  five  or  six  blows  of  a  hammer, 
showing  a  crystallized  fracture,  while  the  annealed  piece  was  bent  double 
under  a  great  number  of  blows,  and  exhibited  a  hue  fibrous  texture ; 
thus  showing  that  the  fibrous  texture  could  be  restored  apparently  by 
readjusting  the  combined  or  latent  heat  of  the  iron.  Mr.  Gravatt  men- 
tions a  case  at  the  Thames  Tunnel,  where  the  "  fleeting  bars"  used  as 
levers  for  turning  the  large  screws  for  forcing  forward  the  shield  never 
lasted  longer  than  three  or  four  weeks,  although  they  were  very  strong, 
and  were  made  from  the  best  materials  by  careful  smiths.  They  were 
only  used  occasionally,  and  then  without  any  concussion,  having  only 
the  power  of  eight  men  exerted  upon  them ;  yet  they  broke  constantly, 
and  the  fracture  exhibited  ti  bright  crystallized  appearance.  It  was 
found  at  last  that,  in  order  to  give  them  duration,  they  should  be  left 
rough,  and  not  hammered  much  in  working. 

In  wrought-iron  guns  it  might  be  expected  that  the  repeated  concus- 
sion arising  from  the  discharge  of  the  gunpowder  would  gradually  bring 
about  a  change  in  the  molecmar  structure  of  the  iron ;  but  this  does  not 
appear  to  be  the  case,  and  may  be  due  to  the  great  heat  evolved  by  the 
combustion  of  the  gunpowder,  readjusting  the  balance  of  the  latent  heat 
of  the  forged  iron,  which  might  otherwise  be  disturbed,  and  produce  the 
granular  and  brittle  state.  The  whole  phenomena  represent,  perhaps, 
the  most  curious  properties  belonging  to  the  metal  iron,  and  deserve 
still  further  investigation. 

Eetuming  again  to  the  question  of  the  impact  or  blow  that  iron  is 
capable  of  sustaining,  it  is  evident  that  the  quality  of  cast  iron  is  ex- 
tremely variable,  and  consequently  the  greatest  care  must  be  used  in 
selecting  the  very  best  iron  for  the  manufacture  of  cannon;  and  even 
with  the  utmost  caution  accidents  arise  similar  to  that  most  unfortunate 
one  recorded  last  August,  which  occurred  with  the  volunteer  artillery  at 
Doyer  Castle,  when  a  large  piece  of  ordnance  suddenly  burst  and  killed 
several  gentlemen.  The  use  of  a  tougher  iron  therefore  becomes  de- 
sirable, and  the  discovery  of  the  wrought-iron  jgun  of  Sir  William  Arm- 
strong seems  just  to  have  been  made  at  the  n^ht  moment,  when  wars 
and  rumours  of  wars  compel  the  most  peacefully-disposed  nations  to 
arise  in  self-defence.  Consequently  the  British  nation  hailed  with  plea- 
sure the  account  given  of  the  new  wrought-iron  gun,  by  the  then 
Mr.,  and  now  Sir  William  Armstrong,  in  the  Times  of  the  3rd  of  January, 
1867,  and  headed  "Experiments  in  Gunnery."  The  learned  civilian 
engineer  says — 

« In  the  hitter  part  of  1854 1  submitted  to  the  Duke  of  Newcastle, 
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then  Minister  at  War,  a  proposal  for  a  gun  whidi  I  anticipated  woold 
possess  great  superiority  OYcr  the  common  forms  of  light  artiUor^,  and 
I  undertook,  witn  his  Grace's  authority,  to  construct  a  fie]d-|neoe  in  con- 
formity with  the  plan  I  had  suggested.  The  gun  was  aoootdinf^j  aooB 
afterwards  made,  and  has  since,  during  a  perioa  of  nearly  twoyears»  been 
the  subject  of  numerous  experiments,  partly  upon  the  Ordnjuioe  filial- 
ground  at  Shoeburyness,  but  principally  under  my  own  direction  in  this 
neighbourhood. 

"  I  have  hitherto  avoided  publicity  in  reference  to  these  experiments, 
but,  as  matured  results  of  much  interest  and  importance  have  now  been 
arrived  at,  and  as  other  names  are  already  before  the  public  in  con- 
nexion with  gun  experiments  made  during  the  same  penod,  I  fed  that 
I  may  now,  without  impropriety,  five  some  information  on  the  subieet. 

"  With  a  view  to  strength  ana  durability,  the  gun  i&  composea  ia- 
temally  of  steel  and  extenially  of  wrou^ht-iron,  applied  in  a  twisted  or 
spiral  form,  as  in  a  musket  or  fowling-piece.  The  bore  is  nearly  .two 
inches  in  diameter,  and  is  rifled.  The  projectile  is  a  pointed  cyliiMkr 
six  inches  and  a  half  long,  and  its  weight  is  five  pounds.  It  is  made 
of  cast  iron,  coated  with  lead,  and  is  ured  from  the  ^}m  with  a  charge 
of  ten  ounces  of  powder ;  it  contains  a  small  cavity  m  the  centre,  and 
ma^  be  used  either  as  a  shot  or  a  shell.  When  applied  as  a  shell  the 
cavity  is  filled  with  powder,  and  a  detonating  fuse  is  inserted  in  front, 
so  as  to  fire  the  powder  in  the  centre  on  striking  an  object.  When  used 
as  a  shot  the  powder  is  omitted,  and  an  iron  point,  which  favours 
penetration,  is  substituted  for  the  fuse.  The  gun  is  constructed  to  load 
at  the  breech,  the  object  being  not  only  to  obviate  the  dLsadvanta^  of 
sponging  and  loading  from  the  front,  but  also  to  allow  the  projectile  to 
be  laf  ^er  in  diameter  than  would  enter  at  the  muzzle,  and  thus  to  insure 
its  takmg  the  impress  of  the  grooves  and  completely  filling  the  bore. 
The  piece  weighs  5  cwt.,  and  is  mounted  upon  a  carriage  which  bears 
a  ^neral  resemblance  to  that  of  an  ordinary  G-pounder  field-gun,  bat 
which  embraces  a  pivot  frame  and  recoil  slide.  A  screw  is  also  applied, 
not  only  for  elevating  and  depressing  the  gun,  but  also  for  moving  it 
horizontally,  by  which  means  great  delicacy  of  aim  is  effected.  The  recoil 
slide  has  an  upward  inclination,  which  enables  the  gun,  after  running 
back,  to  recover  its  position  by  gravity,  and  its  use  is  to  relieve  the 
pivot-frame  and  adjusting  screws  from  injurious  concussion. 

"I  shall  now  give  some  particulars  of  the  experiments  recently 
made  with  this  gun  on  the  coast  of  Northumberlana,  near  the  village 
of  Whitley,  under  the  official  inspection  of  Colonel  Wilmot. 

"  Fourteen  shots  were  in  the  first  instance  fired  from  a  distance  of 
1500  yards  at  a  timber  butt,  5  feet  wide  and  7i  feet  high.  Six  of  these 
.  were  expended  in  finding  the  elevation  proper  for  the  custance,  but  after 
that  was  determined,  every  succeeding  shot  hit  the  object  without  pre- 
vious graze.  The  final  elevation  of  the  gun  was  4  degrees  26  minutes, 
and  the  mean  lateral  distance  of  the  shot  marked  from  a  vertical  line 
through  the  centre  of  the  butt  was  only  11 J  inches. 

"Persons  who  arc  conversant  with 'artillery  practice  will  be  able  to 
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appreciate  the  accuracy  of  this  firing,  hut  for  the  information  of  those 
who  are  unacquainted  with  the  subject,  I  may  state  that  the  ordinary 
6-pounder  field-piece,  which  in  point  of  weight  forms  the  nearest  ap- 
proach to  the  present  gun,  is  perfectly  useless .  at  a  distance  of  1500 
Yards,  and  is  very  uncertain  even  at  1000.  It  is  only,  therefore,  with 
heavy  artillery  that  a  comparison  can  be  drawn,  and  it  will  be  sufficient 
to  state  that  in  tabulating  the  practice  made  with  such  ordnance  the 
deflections  are  invariablv  recorded  in  yards,  whereas  with  this  rifled  gun 
they  can  only  be  properly  given  in  inches. 

"  With  respect  to  penetration,  the  following  particulars  will  be  regarded 
as  equally  remarkable,  considering  the  small  weight  of  the  shot  and 
the  length  of  the  range.  The  butt  was  three  feet  thick,  and  was  com- 
posed of  six  layers  of  rock  elm  bolted  together,  so  as  to  form  a  solid 
block.  One  shot  passed  entirely  through,  another  struck  near  the  edge 
and  glanced,  and  the  remaining  six  penetrated  within  a  few  inches  of 
the  opposite  side. 

'*  Shell  firing  was  next  tried  at  a  distance  of  1500  yards,  the  gun  being 
fired  at  the  same  elevation  and  with  the  same  charge  as  in  the  previous 
practice  at  the  butt. 

"  In  this  case  two  targets  were  erected,  one  behind  the  other,  so  as  to 
appear  as  one  object  when  viewed  from  the  gun,  and  a  space  of  thirty 
feet  was  left  between  them.  The  front  target  was  intenaed  to  exhibit 
the  perforatioiis  of  the  shells  before  bursting,  and  the  back  one  to  show 
the  effect  of  the  fraj^ents  resulting  from  explosion. 

"  After  some  preliminary  experiments,  twenty-two  shells  were  fired  at 
the  front  target,  and  of  these  only  one  missed  the  object  of  aim.  The 
following  are  the  particulars :  Seventeen  hit  the  first  target  direct,  and 
burst  behind  it,  the  fragments  penetrating  the  second  one ;  three  grazed 
and  burst  immediately  in  front  of  the  first  target,  and  perforated  both 
with  the  pieces ;  one  liit  the  bottom  of  the  first  target  and  exploded  in 
the  ground,  and  the  remaining  one  missed  entirely  and  burst  on  some 
rocks  nearly  in  line  beyond.  A  strong  side  wind  was  blowing  at  the 
time,  and  accounted  for  the  deviation  of  this  sinde  shell. 

**  Four  shells  and  three  shot  were  then  fired  at  an  elevation  of  six 
degrees,  from  a  distance  of  2000,  or,  more  accurately,  1964  yards.  All 
these  struck  within  the  breadth  of  the  target ;  but  tlie  elevation  being 
scarcely  sufficient,  they  all  fell  a  little  sliort,  except  one  shell,  which, 
ranging  somewhat  further  than  the  others,  hit  the  target  and  burst  as 
usual. 

"  The  results  of  this  shell  firing  were  as  follows :  The  front  target 
contained  51  holes,  and  the  back  one  1C4,  while  the  ground  between 
and  adjacent  to  the  targets  exhibited  about  70  perforations  by  frag^ 
nients  of  shells,  the  greater  portion  of  which  were  afterwards  recovered 
by  diming. 

"  With  respect  to  ranges  exceeding  2000  yards,  I  may  state  that  on 
previous  occasions  the  gmi  had  been  tried  up  to  3000  yards—a  distance 
which  was  reached  with  an  elevation  of  eleven  degrees,  and  the  usual 
charge  of  ten  ounces  of  powder,  or  one-eighth  the  weight  of  the  pro- 
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jectile.  By  augmenting  the  charge  the  range  is  increaaed,  bat  the 
accuracy  is  impaired,  and  I  therefore  adhere  to  the  ten-ovmce  dingey 
which  gives  ample  penetration,  as  the  experimoits  at  th6  butt  wul 
testify.  I  may  also  observe  that  the  ranges  obtained  with  this  diaige 
hear  a  favourable  comparison  with  those  of  the  heaviest  romui-alut 
gons  fired  with  a  much  larger  proportion  of  powder. 

"It  is  a  curious  fact,  and  one  which  greatly  increases  the  efficiency  of 
the  shells,  that,  owing  to  the  bursting  charge  requiring  a  minute  spaee 
of  time  to  mature  its  ignition  after  the  firing  of  the  fuse  by  impact, 
the  shell  is  enabled  to  travel  four  or  five  feet  after  striking  an  ooiect 
before  disruption  takesplace.  Hence,  therefore,  it  acts  as  a  shot  before 
it  bursts  as  a  shelL  TVnen  it  perforates  a  target  the  explosion  may  be 
seen  to  take  place  a  few  feet  beyond,  and  when  it  grazes  it  has  time  to 
rise,  and  may  be  observed  to  burst  after  clearing  the  ground.  If, 
therefore,  it  were  fired  against  a  ship,  it  would  first  penetrate  the  side 
in  its  entirety,  and  then  oursting,  traverse  the  deck  m  fragments;  or  if 
directed  against  troops,  it  would  pierce  the  front  line  as  a  bullet,  and 
opNerate  like  grape  shot  beyond.  The  shells  explode  with  eaual  cer- 
tainty, whether  the  first  substance  struck  be  hard  or  soft,  ancl,  in  fact, 
they  even  burst  on  the  surface  of  water,  provided  the  elevation  of  the 
gun  be  not  too  great.  The  bursting  charge  is  very  small,  but  it  suffices 
to  break  the  shell  into  about  thirty  pieces,  which  pursue  their  forward 
course  without  too  much  dispersion. 

"  It  is  impossible  to  contemplate  the  results  obtained  with  this  gun 
without  being  impressed  with  the  important  part  it  is  calculated  to  per- 
form in  warfare.  Opposed  to  any  ordinarv  field-piece,  it  would  be  like 
the  Minie  rifle  against  the  old  musket,  and  no  gun  could  be  worked  at 
an  embrasure  if  a  fire  of  shells  were  directed  against  it  by  one  of  these 
rifled  pieces  placed  within  the  distance  of  a  mile.  In  naval  operations, 
also,  guns  of  this  description,  but  of  larger  size,  might  apparently  be 
appliwi  with  great  effect — more  especially  as  a  system  of  breech-loamnff, 
combined  with  a  self-recovering  recoil  action,  would  be  pcculiarrf 
advantageous  in  firing  from  portholes.  Even  light  five-pounciers  sen^ 
ing  their  shells  from  ^eat  distances  through  the  sides  of  a  ship,  and 
aweeping  the  decks  with  fragments  of  lead  and  iron,  would  produee 
very  destructive  effects,  and  a  small  swift  steamer  carrying  a  few  suck 
suns  mi^ht  prove  a  very  troublesome  opponent  to  a  lai^  ship  of  war. 
JBut  if  the  dimensions  of  the  gun  were  increased  so  as  to  adapt  it  for 
shells  of  20  lb.  or  30  lb.,  still  more  terrible  injury  could  be  inflicted  at 
greater  distances,  and  the  ponderous  artillery  now  used  at  sea  would  be 
of  little  service  when  opposed  to  the  accurate  and  long-range  firing  of 
such  rifled  shell-guns. 

"  It  now  only  remains  to  be  stated  that  in  the  course  of  the 
series  of  expenments  made  with  this  gun  it  has  been  fired  nearly  13 
times  without  sustaining  any  permanent  injury,  either  in  the  breedi- 
loading  arrangement  or  otherwise.  The  only  parts  exposed  to  wear 
(and  none  are  seriously  so)  are  separable  from  the  gun,  and  can  ¥ritk 
great  facility  be  renew^/' 
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The  sequel  to  this  letter  is  too  well  known  to  require  comment  ex- 
cept in  praise  of  the  Government,  who  have  secured  this  valuable 
invention  and  erected  great  works  at  Woolwich  for  the  manufacture  of 
the  Armstrong  guns.  Since  the  use  of  the  wrought-iron  gun,  Mr. 
Whitworth,  the  celebrated  en^eer,  has  brought  forward  his  gun,  called 
the  Whitworth  gun,  which  bids  fair  to  equal  in  the  results  obtainable 
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firom  it  those  already  ascertained  to  belong  to  the  Armstrong  weapon. 
Considering  the  immense  number  of  fortiiied  places  belonging  to  Great 
Britain  where  the  old  cast  guns  must  all  eventually  be  replaced  bj 
rifled  cannon,  it  is  not  ^oo  much  to  anticipate  that  the  work  will  be 
<livided  between  these  two  great  engineers,  and  that  for  every  "Arm- 
strong" we  shall  have  a  "Whitworth"  gun.  The  old  caution  of 
"not  havinff  too  many  eggs  in  one  basket"  may  apply  with  peculiar 
4q>tnes8  to  the  manufacture  of  only  one  kind  of  ordnance ;  although,  so 
far  as  we  know  at  present,  the  Armstrong  gun  is  as  near  perfection  as 
s  gun  can  be,  and  tnat  the  first  letter  written  by  Sir  William  Armstrong 
on  his  new  gun  is  not  an  exaggeration  is  proved  hj  the  results  lately 
obtained  with  a  100-pounder  gun  of  this  construction,  and  headed  in 
the  Times  of  August,  1860,  as  the  warlike  case  of  "  Annstrong  v.  Mar- 

"  The  Martello  tower  at  Eastbourne,  selected  as  the  object  to  be  fired 
at,  was  one  which  the  sea  was  gradually  undermining,  and  the  guns  em- 
ployed  were  a  40-pounder  of  31  cwt.,  an  80-pounder  of  63  cwt.,  and  a 
short  100-pounder,  weighing  only  53  cwt.  The  distance  was  1032 
jards,  and  the  projectiles  employed  were  partly  solid  shot,  and  partly 
percussion  shells.  The  tower  was  built  of  very  strong  brickwork,  the 
.  thickness  of  the  walls  being  7  ft.  3  in.  on  the  land  side,  and  9  ft.  on  the 
aide  next  the  sea.  It  measured  48  ft.  in  diameter  at  the  base,  and  waa 
apwards  of  30  ft.  high.    Like  all  other  Martello  towers,  it  was  arranged 


380 


IBOV. 


to  carry  one  heavy  gun  en  barbette.  The  roof  or  platform  bearing  this 
gun  consisted  of  a  massive  vault  of  great  stren^n,  supported  by  the 
walls  and  by  a  solid  pillar  of  brickwork  occiipymg  the  centre  of  the 
tower.  The  chief  merit  which  has  been  claimed  for  Marteilo  tofwers  is 
that,  from  their  circular  form,  the^  deflect  all  shot  which  strike  them  in 
the  curve ;  but  the  accuracy  of  rifled  guns  has  rendered  this  advantage 
of  small  importance,  while  the  exposed  condition  of  the  gun  on  the  top 
would  render  it  entirely  useless  against  arms  of  precision.  The  expe- 
riments commenced  by  a  few  rounds  of  solid  shot  from  the  40-pounacr 
and  the  80-pounder,  and  of  blind  shells  from  tlie  100-pounder,  the  obieet 
being  to  ascertain  the  penetration  of  these  various  projectiles.  The 
SO-pounder  shot  was  found  to  pass  quite  through  tne  wall  into  the 
tower,  piercing  7  feet  3  iiiclics  oi  brickwork  ;  the  others  lodged  in  the 
wall  at  the  depth  of  about  5  feet.  Live'  shells  were  then  fired,  and 
with  so  much  effect  that  after  eight  or  ten  rounds  from  each  gun  the 
interior  of  the  tower  b(Tame  exposed  to  view.  The  firing  was  then 
suspended  to  enable  his  Itoyal  Highness  the  Commander-in-Chief,  who 
was  present,  to  examine  the  breuch,  and  also  to  allow  of  the  execution 
of  a  photograph.  The  lire  was  resumed  in  the  evening,  and  continued 
at  intervals  on  the  following  day.  The  centre  pillar  supporting  the 
bomb-proof  roof  was  speedily  knocked  away,  but  the  structure  was  so 
compact  that  the  vault  continued  to  stand,  and  was  oiUy  brought  down 
by  a  succession  of  shells  exploded  in  the  brickwork.  '  Nothing  could 
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exceed  the  precision  with  which  these  shells  were  thrown.  The  broken 
section  of  the  vault  was  itself  but  a  small  object  to  hit,  but  this  was 
done  with  such  unerring  certainty  that  the  very  snot  selected  was  almost 
invariably  struck.  The  total  number  of  shot  ana  shell  fired  against  the 
tower  was  170,  of  which  only  a  small  proportion  was  from  the  100- 
ponnder.  The  ultimate  result  was  that  the  land  side  of  the  tower  was 
completely  destroyed,  and  the  interior  space  filled  with  the  dibris  of  the 
vaulted  roof.  The  opposite  side  was  also  injured,  but  the  mound  of 
fallen  materials  saved  it  from  destruction.  We  may  infer  from  these 
valuable  experiments  that  no  species  of  masonry  or  brickwork  penetrable 
by  percussion  shells  will  in  future  be  available  in  fortification.  Nor  is 
it  conceivable  how  wooden  ships  are  to  withstand  the  effects  of  such 
pTojecliles.  The  100-pounder  gun  used  on  this  occasion  is  probably  the 
most  formidable  weapon  ever  yet  produced.  Its  shell,  which  weighs 
100  lbs.,  contains  8  lbs.  of  powder,  and  vet  the  weight  of  the  gun  with 
which  this  tremendous  projectile  is  discharged  is  less  than  that  of  the 
ordinary  32-pounder,  the  weight  of  which  is  56  cwt." 

EXPEBIMENTS  WITH  IrOK. 

First  Series, 

To  obtain  chemically  pure  iron,  sesquioxide  of  iron,  prepared  by  the 
process  described  at  p.  385,  is  placed  in  a  hard  green  glass  tube,  one  end 
of  which  is  drawn  out  to  a  capillary  tube,  and  the  other  connected  by 
caoutchouc  (not  vulcanized  india-rubber,  because  that  substance  contains 
sulphur),  with  an  apparatus  for  generating  and  making  pure  hydrogen 
free  from  phosphorus,  hydrocarbon  vapour,  arsenic,  antimony,  or 
sulphur.  The  tube  containing  the  pure  sesquioxide  of  iron  is  moderately 
heated,  whilst  the  pure  hydrogen  passes  through  it,  and  the  latter,  com- 
bining with  the  oxygen  of  tlie  sesquioxide  of  iron,  produces  water, 
which  is  driven  out  of  the  tube  by  the  heat,  and  the  iron  remains  in  the 
metallic  state,  but  in  a  curious  pyrophoric  condition,  so  that  when  shaken 
into  the  air  it  takes  tire  like  pyrophoric  lead,  copper,  or  antimony,  and 
the  jxoperij  of  burning  spontaneously  when  brouglit  in  contact  with 
the  tir  is  said  to  be  much  increased  by  the  addition  of  a  little  alumina 
to  the  sesquioxide  of  iron.  Another  mode  of  obtaining  pure  iron  is  to 
melt  some  of  the  finest  Biscay  iron  from  Spain  in  its  own  scales,  with 
some  pure  ^en  glass  free  from  lead,  in  a  porcelain  crucible  placed  in- 
side a  Hessian  crucible,  and  exposed  to  the  most  intense  heat  of  a  wind 
furnace. 

If  anything  will  try  the  heating  power  of  a  wind  furnace,  it  is  melting 
pure  iron,  and  the  author  recollects  the^i»/o  with  which  his  oldteacher^ 
Mr.  John  Thomas  Cooper,  used  to  relate  the  story  of  Dr.  Wollaston 
asking  him  if  he  had  a  wind  furnace  ?  On  replying  in  the  affirmative, 
the  doctor,  intent  upon  a  little  quiet  fun,  put  into  his  hands  some  horse- 
shoe nails,  and  asked  him  to  be  good  enough  to  melt  them.  Mr.  Cooper 
used  to  say, "  By  Jove !  I  melted  them,  but  it  was  a  tough  job ;  and  when 
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I  put  the  melted  nails  into  Wollaston's  band,  all  he  said  was^  'Ok! ' "  The 
Biscay  iron  contains  only  a  little  carbon,  and  this  acted  upon  hj  the 
oxygen  in  the  iron  sodes  is  burnt  away,  whilst  the  excess  aissohes  in 
the  glass,  forming  a  silicate  of  iron,  and  the  metal  itself  is  found  at  the 
bottom  of  the  crucible.  The  erection  of  a  wind  furnace  and  diimn^ 
being  somewhat  expensive,  it  is  extremel;|r  useful  to  know  that  for  all 
temperatures  up  to  that  of  the  melting  point  of  cast  iron,  a  most  useful 
patent  blast  gas  furnace  has  been  invented  by  the  eminent  philoBophical 
instrument  maker,  Mr.  John  Joseph  Griffin,  of  BunhiU-roWy  Finsbuy. 
"  This  furnace  is  intended  for  the  fusioh  of  refractory  metals,  and  for 
other  purposes  which  demand  a  high  temperature,  producible  with  readi- 
ness, and  under  complete  control.  The  fuel  is  common  coal  gas,  taken 
at  the  ordinary  pressure,  and  supplied  with  a  blast  of  atmospheric  air 
by  means  of  a  blowing  machine.  The  apparatus  consists  of  an  iron  gis 
burner,  and  a  clay  furnace  packed  with  small  flints.    The  gas  burner  is 

a  cylindrical  iron  reserroir,  con- 
structed as  shown  in  seetion  in  Fig. 
210,  which  is  drawn  on  a  scale  of 
oue-third  the  full  size.  It  contains 
two  chambers,  which  are  not  in  com- 
munication with  one  another.  Into 
the  upper  chamber  gas  is  allowed  to 
pass  by  the  tube  marked  gas.  Into 
the  lower  chamber  air  is  forced  by 
the  tube  marked  air.  The  upper 
part  of  the  burner  is  an  inch  tnick 
m  the  metal.  Through  this  soUd 
roof  holes  are  bored  for  the  escape 
of  the  gas.  The  air  passes  from  tnc 
lower  chamber  through  a  scries  of 
metal  tubes  placed  in  the  centre  of  the  gas  holes,  ana  continu«i  to 
the  surface  of  the  burner,  so  that  the  gas  and  air  do  not  mix  until  both 
have  left  the  gas  burner,  and  then  a  current  of  air  blows  through  the 
middle  of  each  jet  of  gas.  The  gas  and  air  pipes  generally  u»wi  arc 
both  half  an  inch  in  tne  bore,  and  about  ton  inclies  long ;  the  gas  has 
usually  had  a  pressure  of  half  an  inch  of  water,  and  tnc  blast  of  air 
about  ten  times  that  pressure.  The  quantity  of  gas  used  in  an  hour 
is  about  one  hundrea  cubic  feet,  when  the  gas  burner  contains  six- 
teen jets.  The  iet  of  blue  flame  produced  by  such"  a  burner,  when 
the  gas  is  lightoa  and  the  blast  of  air  is  set  on,  is  about  two  inches 
in  diameter  and  three  inches  in  length.  It  can  be  directed  into  the 
furnace  either  at  the  top  or  the  bottom.  Fig.  211  represents  a  section  of 
a  gas  furnace  heated  by  the  top ;  </,  is  a  gas  burner,  similar  to  Fig.  210; 
b,  is  a  support  for  the  burner,  to  be  used  as  represented  in  Fig.  212;  d^ 
and  d\  are  two  plates  of  fire-clay,  bored  to  fit  the  nozzle  of  the  gas 
burner ;  e,  <•,  are  two  cylinders  of  fire-clay ;  r,  is  an  iron  support  for  the 
furnace.  Upon  the  base,  d,  is  placed  a  perforated  cylinder  of  fiie-clay, 
and  upon  that  as  many  discs  of  fire-clay  as  bring  the  crucible  that  is  to 


Fig.  210.  The  Gas  Durncr. 
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be  heated  up  to  the  top  of  the  famace.    A  perforated  cylinder  of  plum- 
bago is  placed  round  the  crucible,  and  the  space  between  the  middle 


Fig.  111.  Section  ofGiM  Faraacc 
with  Gm  Jet  at  the  Top. 


Fig.  213.  Gas  Famace  with  Gas  Jet 
at  the  Bottom. 


pile  and  the  walls  of  the  furnace  is  filled  with  flat  stones,  of  about  half 
an  inch  diameter.  The  cover,  d',  is  then  to  be  put  on,  the  gas  is  to  be 
lighted,  the  blower  to  be  put  into  action,  and  tne  flame  to  be  directed 
down  into  the  furnace.  The  whole  force  of  the  blue  flame  then  acts 
directly  upon  the  crucible.  The  products  of  the  combustion  of  the  gas, 
and  the  mtrogen  and  surplus  air,  escape  at  the  bottom  of  the  furnace, 
leaving  most  of  their  heat  with  the  peboles,  crucible,  &c.  Fig.  212  repre- 
sents a  gas  furnace  arranged  for  being  heated  at  the  bottom.  The  parts 
marked  a,  6,  c,  d,  e,  e,  have  been  already  described ;  but  the  piece 
marked/  y,  y,  and  represented  separately  by  Fig.  213,  is  a  false  bottom. 


Fig.  213.  False  Bottom  for  Gas  Fornace. 

consisting  of  a  fire-day  plate,  mounted  with  a  pair  of  iron  handles. 
The  crucible  to  be  heatea  is  flanged  at  the  mouth,  Fig.  214,  and  rests  by 
the  flange  on  a  perforated  cylinder  of  plumbaffo.  Fig.  215.  This  cylinder 
rests  on  the  fireA^y  plate,  a,  Fig.  212.  Upon  tne  false  bottom,/  is  placed 
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a  perforated  dome  or  hemisphere  of  fire-elay  or  plumbago^  and  aboTe  the 
dome  the  furnace  is  filled  with  small  flints.    The  flame  is  pat  in  at  the 
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Fig.  214.  Crucible  to  be  heated.  Fig.  215.  The  Perfonted  CyHadar 

of  PIomlMfOw 

bottom.  When  the  crucible  is  to  be  examined,  the  whole  upper  part  of  toe 
fomace  can  be  lifted  by  means  of  the  handles,  g^  g  (Fig.  213),  and,  if  neces- 
sary, can  be  easily  replaced.  The  heat  produced  by  this  furnace  is  suffi- 
cient for  the  fusion  of  silver,  gold,  copper,  cast  iron,  vrrought  iron,  nickd, 
and  cobalt.  One  pound  of  copper  can  be  melted  in  ten  minutes,  three 
pounds  in  fifteen  minutes,  ten  pounds  in  an  hour.  Cast  iron  melts  with 
nearly  equal  facility." 

The  author  has  witnessed  the  most  satisfactory  results  obtained  with 
this  patent  gas  blast  furnace,  and  canuot  too  highly  recommend  it  to 
practical  chemists  and  amateurs.  If  the  crucible  containing  the  melted 
cast  iron  is  removed  and  poured  from  a  moderate  height  on  to  a  level 
iron  tray  about  three  feet  in  diameter,  a  magnificent  scries  of  sparks 
are  thrown  upwards  as  the  iron  burns  iu  contact  with  the  oxygen  of 
the  air. 

Second  Senes. 

The  equivalent  of  iron  is  28,  and  it  combines  with  oxygen  in  seTend 
proportions,  as  follows : — 

Protoxide  of  iron FeO 

Scsquioxide  of  iron ^CjO, 

Ferric  acid FeO, 

The  mixture  of  the  protoxide  and  scsquioxide 

called  magnetic  oxide  of  iron      ....  Fe,04 

If  a  solution  of  pure  sulphate  of  iron  free  from  dissolTcd  air  is 
placed  under  a  jar  filled  with  liydrogen  gas,  and  provided  with  a  brass 
cap  and  sliding  rod  to  which  is  attachea  a  test  tube  containing  some 
strong  solution  of  potash,  abo  free  from  dissolved  air,  no  action  of 
course  takes  place  until  tne  potash  is  thrust  into  the  solution  of  iron, 
when  a  white  precipitate  of  the  hydrated  protoxide  of  iron  (FeO,H0) 
is  obtained,  which  quickly  changes  to  the  green  hydrated  magnetic 
oxide,  and  gradually  to  the  red  or  sesguioxide  of  iron  by  exposure  in 
another  jar  containing  oxygen  gas  or  air.  If  the  liquid  containing  the 
hydrated  oxide  is  boiled,  it  chan^  black,  and  is  converted  into  the 
state  of  anhydrous  protoxide  of  iron  (FeO),  which,  however,  is  always 
more  or  less  alterea  by  the  oxygen  of  the  water,  so  that  it  is  impos- 
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aible  to  obtain  it  absolutely  pure.  It  is  this  oxide  which  is  the  base  of 
that  important  salt  called  green  vitriol,  or  sulphate  of  iron,  used  so 
extensively  by  dyers  and  calico  printers,  and  likewise  in  the  manufacture 
of  ink. 

The  sesquioxide  of  iron  (Fe,0,)  is  always  the  condition  in  which  iron 
is  estimated  by  analytical  chemists,  and  is  produced  by  boiling  any  of 
the  proto-salts  with  dilute  nitric  acid  until  no  more  orange-red  fumes 
escape.  Thus,  supposing  iron  is  dissolved  in  hjrdrochloric  acid,  and 
ammonia  added  in  excess,  the  protoxide  is  certainljr  precipitated,  but 
very  imperfectly,  because  it  is  soluble  in  ammonia.  If,  however, 
the  solution  of  chloride  of  iron  is  first  boiled  with  an  excess  of  nitric 
acid,  and  a  slight  excess  of  ammonia  added,  a  very  bulky  redprecipi- 
tate  is  formed,  which  is  the  hvdrated  sesquioxide  of  iron.  This  pre- 
cipitate must  then  be  collected,  washed,  dried,  and  ignited,  and  is  the 
sesquioxide  of  iron  (EefiX 

It  has  been  shown  by  Mr.  John  Spiller,  assistant  in  the  chemical 
establishment  of  the  War  Department,  Woolwich,*  that  the  sesquioxide 
of  iron,  in  common  with  many  other  bases,  is  disguised  by  the  presence  of 
citric  acid.  "  A  solution  of  the  sesquichloride  of  iron  is  not  precipitated 
by  ferrocyanide  of  potassium,  benzoate,  or  succinate  of  ammonia ;  nor 
i^  the  coloured  reaction  produced  with  acetate  of  potassa,  ferri- 
cvanide,  or  sulphocyanide  ot  potassium.  The  reaction  between  sesqui- 
chloride of  iron  and  ferrocyanide  of  potassium  is  curiously  modined. 
On  mixing  these  two  solutions  in  the  presence  of  an  alkaline  citrate,  a 
yeUow  solution  is  formed,  which  becomes  deep-blue  in  colour  on  largely 
increasing  the  amount  of  ferrocyanide  of  [lotassium ;  no  precipitate  of 
Prussian  blue  is  produced  imtil  hvdrochloric  acid  in  excess  is  added. 
Neither  potassa  nor  ammonia  will  precipitate  protoxide  of  iron  in  the 
presence  of  citric  acid.  The  alkaline  product  so  obtained,  gives  with 
sulphide  of  ammonium,  if  dilute,  a  dark  olive-flreen  solution ;  but  if 
more  concentrated,  an  immediate  precipitate,  witn  a  supernatant  liquid 
of  that  colour.  The  sulphide  of  iron  comes  down,  however,  on  boiling, 
or  on  standing  for  a  sufficient  length  of  time  in  the  cold.  The  proto- 
phosphate  of  iron  is  held  in  solution,  and  the  reaction  between  ferro- 
cyamde  of  potassium  and  a  protoxide  of  iron  is  entirely  masked." 

Ferric  acid  has  never  been  isolated,  and  is  only  known  in  combination 
with  potash,  soda,  lime,  baryta,  &c.  The  magnetic  oxide  of  iron  is 
interesting,  not  only  because  it  occurs  in  nature  as  the  loadstone, 
and  sometimes  most  perfectly  crystallized  in  octohedra,  but  also  ou 
account  of  the  numerous  simple  processes  by  which  it  can  be  made. 
Hius,  if  a  bundle  of  very  thin  iron  wire  is  attached  to  a  bit  of  lighted 
t^per  and  plunged  into  a  jar  of  oxygen  gas,  a  most  brilliant  combustion 
ot  the  iron  takes  place,  and  if  the  gas  jar  is  standing  in  an  earthen  dish, 
the  ignited  magnetic  oxide  of  iron  falls  through  the  water  and  melts 
itself  into  the  naze ;  but  if  the  jar  is  placed  in  a  stout  metal  dish,  the 
surface  of  whidi  is  blackleaded,  then  the  globules  of  black  magnetic 
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oxide  of  iron  may  be  removed  with  greater  facility,  at  the  same  time 
exhibiting  most  perfectly  that  peculiar  condition  of  heated  matter  by 
which  water  is  repelled,  as  it  were,  from  the  surface,  and  does  not  come 
in  contact  with  it  until  the  temperature  has  sunk  below  the  point  that 
will  produce  the  spheroidal  state. 

During  the  combustion  of  steel  or  iron  in  oxygen  a  quantity  of  the 
sesquioxide  of  iron  is  also  produced  in  such  a  very  fine  state  of  division, 
that  it  appears  for  the  time  to  be  qnhG  vaporous,  and  does,  indeed, 
condense  on  the  sides  of  the  gas  jar  as  a  red  powder.  If  steam  is 
passed  over  fine  iron  wire  heated  to  redness  in  a  gun-barrel,  the  magnetic 
oxide  is  produced,  which  crystallizes  in  minute  octohedra. 

The  hydrated  magnetic  oxide  is  not  diflBcult  to  make,  and  is  some- 
what amusing  on  account  of  its  following  the  course  of  a  powerful 
magnet,  if  the  latter  be  held  against  the  siacs  of  the  bottle  containing 
it.  Divide  a  solution  of  sulphate  of  iron  into  three  parts,  boil  two  of 
them  with  nitric  acid  to  convert  the  iron  into  the  sesqnioxide,  let  it 
cool,  and  then  add  the  third,  and  pour  the  whole  into  a  strong  solution 
of  ammonia,  taking  care  that  the  latter  is  in  excess,  and  that  the  whole 
is  well  stirred.  The  order  of  the  process  must  be  strictly  attended  to, 
or  it  will  fail  to  produce  the  true  hydrated  magnetic  oxide. 


Fig.  216.  Magnet  drawing  up  the  Magnetic  Oxide  of  Iron  (contained  in  Water)  at 
the  Side  of  the  Bottle. 

It  is  the  oxide  of  iron  which  imparts  the  colour  to  bricks,  and  also 
to  many  jewels  and  precious  stones.  The  sapphire,  tlie  garnet,  the 
topaz,  the  amethyst,  all  contain  oxide  of  iron,  and  the  blue  of  the  lapis- 
lazuli  has  been  imitated  with  great  success  by  combining  silica,  oxide 
of  iron,  &c.,  in  a  peculiar  manner,  as  by  the  process  lately  conducted 
by  Messrs.  Beard  at  the  Wharf-road,  City-basin.  Both  iron  and  st^  are 
oxidized  in  the  most  brilliant  manner  by  mixing  them  in  the  divided  state 
of  filings  with  gunpowder,  sulphur,  and  charcoal.  The  firework  is  called 
a  ^rb,  and  is  termed  iron  or  steel,  according  to  the  nature  of  the 
filings  used.    The  following  proportions  give  fair  results : — 
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gun^potder.  ^^'-.      C»— ^.       Sulphur.       ^ag^^-  ,f^^ 

Irongerb  .     16     ...     8     ...      3      ...      3      ...      10*     ...      — 
Steel  gcrb.     16     ...  —    ...    —      ...    —      ...      —      ...      16 

These  materials  are  mixed  when  required,  and  rammed  into  cases,  because 
the  cerbs  become  useless  if  kept  any  length  of  time,  in  consequence  of  the 
sulpliur  combining  with  the  iron.  The  steel  filings  produce  long  needle- 
shiiped  sparks,  and  the  iron  filings  afford  stars  or  rosettes,  that  burst 
and  break  in  the  most  beautiful  manner  as  they  fall  to  the  ground. 

The  rapidity  with  which  steel  filings  oxidize  is  well  shown  by  making 
a  large  flame  with  alcohol  in  a  flat  stout  tin  dish,  and  throwing  into  it  a 
mixture  of  gunpowder  and  steel  filings.  The  latter  bum  with  great 
rapidity,  whilst  the  former  drops  through  the  flame  in  large  quantities 
unbumt ;  and  when  the  flame  is  extinguished,  the  alcohol  poured  off,  and 
the  gunpowder  dried,  it  may  be  fired  on  the  application  of  a  lighted 
taper,  proving  that  the  flame  did  not  ignite  the  powder  as  it  passed 
through  the  Scohol  flame. 

Third  Series, 

Chlorine,  iodine,  bromine,  and  fluorine  unite  with  iron  and  form 
salts,  which  are  chiefly  interesting  to  the  scientific  chemist  and  the 
medical  practitioner. 

The  combinations  of  sulphur  with  iron  deserve  notice  in  thb  work, 
because  the  sulphide  (FeS)  is  the  chief  source  of  sulphuretted  hydrogen, 
so  frequently  required  in  the  chemist's  laboratory.  The  sulphide  of 
iron  is  made  by  placing  some  common  iron  tenpenny  nails  in  a  crucible 
provided  with  a  cover,  and  heating  them  to  a  Dright  red  heat ;  bits  of 
roU  sulphur  are  then  thrown  in,  and  the  lid  of  the  crucible  put  on  after 
each  portion  of  the  sulphur  is  added.  If  the  heat  of  the  furnace  is 
kept  up  properly,  and  toe  sulphur  added  till  the  iron  nails  are  fused 
ana  nearlv  melted  away,  the  sulphide  of  iron  is  formed,  which  may 
be  allowea  to  cool  in  the  crucible,  or  may  be  poured  out  into  a  proper 
oonical  mould,  and  when  cold  broken  up  and  put  into  a  dry,  corked 
bottle.  The  sulphide  of  iron  may  also  be  orepared  by  heating  the 
end  of  a  bar  of  iron  in  Griffin's  gas  furnace,  ana  then  if  a  roll  of  sulphur 
is  brought  in  contact  with  the  white  hot  iron,  an  intense  action  takes 
place,  and  the  bar  of  iron  melts  down  in  great  drops  of  sulphide,  which 
exhibit,  as  they  fall  into  water,  the  same  curious  repellent  power  already 
observed  with  other  metallic  bodies,  and  especially  with  neated  silver, 
as  shown  by  M.  Boutigny. 

Sulphuretted  hydrogen  is  readily  made  by  pouring  dilute  sulphuric 
acid  upon  sulphide  ofiron ;  but  as  the  escape  of  this  gas  into  tne  air 
of  the  laboratory  is  very  disagreeable,  not  to  say  hurtfull  to  person  and 

froperty,  it  is  lietter  to  fit  up  an  apparatus  (like  that  recommended  by 
resenius)  when  it  is  requirea  to  be  constantly  iised.  This  arrangement 
consists  of  an  upper  and  a  lower  vessel  made  of  lead,  soldered  with  pure 
lead.  The  sulpnide  of  iron  is  placed  on  a  shelf  in  the  lower  vessel,  and 
dilute  sulphunc  acid  in  the  top  one,  and  by  the  proper  disposition  of  the 
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pipes  the  gas  is  always  stored  ready  for  use,  whilst  if  any  escapes  it  is 
made  to  pass  through  ammonia,  and  being  absorbed,  forma  that  most 


J  pass 

useful  test  called  sulphide  of  ammomom. 


Fig.  217.  I.  Perforated  shelf  of  lead,  on  which  the  sulphide  of  iron  is  placed  through  the 
aperture  x,  closed  with  well-greased  leather,  i..  Opening  for  running  off  ttk9  ■nlpbite  of 
iron  when  required,  x.  Filling  tube,  down  which  the  dilute  suli^uric  add  is 
j>  H.  Tube  that  conreys  add  to  i.  c  s.  Tube  from  b  v  o,  the  genetatiiuf  twh 
conyeri  the  sulphuretted  hydrogen  to  the  glass  z,  and  can  be  turned  off  by  a  eoek  at  c. 
p.  Tube  to  conyey  waste  gas  to  the  three  Wolfe's  bottles,  b,  a,  t.  b  oontaina  oottoo-wool; 
■»  ammonia:  t,  ammonia,  u  is  a  safiety-tube.  When  the  sulfide  of  iran  ia  plaeed  cm  the 
shelf  X,  acid  is  poured  into  the  top  yessel  r  r,  through  x ;  and  directly  Um  eoek  c  ii 
turned,  the  acid  makes  its  way  to  the  sulphide  of  iron  on  the  shelf  i,  in  the  lomr  tesid 
B  V  o.  As  all  the  tubes  are  made  of  small  diameter,  the  gas  generated  eeeapee  only  ia 
a  limited  proportion  by  the  tube  o  x,  and  its  pressure  stops  the  deeeent  of  naore  acidfroa 
T  T.  Directly  the  coclc  c  is  turned,  the  ms  dnyes  the  aold  back  into  t  t,  and  then  Am 
little  gas  that  continues  to  escape  firom  the  add  which  weta  the  sulphide  of  iron  babblaa  up 
through  the  pipe  d  h,  and  escapes  at  p,  from  which  it  passes  to  the  Wolfe'a  bottlea,  b,  i^  i, 
contaming  the  ammonia.  As  before,  directly  the  eoek  o  is  turned,  sulphoretted  hydrogea 
e8c^>es,  until,  in  the  course  of  some  weeks^  the  sulphide  of  itoa.  ham  been  cutiray 


The  miaeral  called  iron  pyrites  is  a  bisulphide  of  iron  (FeS^,  and  under 
the  name  of  marcasite  was  much  used  formerly  as  an  ornament,  being  set 
like  steel  stud  ornaments  of  the  present  time,  in  brooches,  braoeleti^te 
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Fourth  Series, 

The  combmation  of  carbon  with  iron  is  too  important  to  be  passed 
by  in  silence,  because  it  is  the  peculiar  union  or  mixture  of  these  two 
elements  which  produces  that  valuable  body  called  steel. 

The  only  approach  to  an  atomic  combination  of  iron  and  carbon  is  in 
the  formula  of  Fe^C,  obtained  by  heating  iron  in  contact  with  powdered 
charcoal,  but  that  proportion  is  not  muntained  when  the  steel  is  worked 
up  for  use :  perhaps  tne  presence  of  the  definite  compound  of  Yefi,  dif- 
fused or  alloyed  through  the  mass  of  metallic  iron,  may  produce  those 
remarkable  effects  which  confer  upon  ii'on  the  properties  of  extreme 
hardness  and  elasticity,  with  intermediate  gradations.  In  Bessemer's 
process  it  is  shown,  that  by  arresting  the  combustion  of  the  carbon 
f always  present  in  the  cast  iron)  at  a  particular  point,  steel  is  pro- 
auced  of  fair  quality  and  of  remarkable  cneapness,  because  no  interme- 
diate processes  are  required.  The  cast  iron,  m  fact,  may  be  taken  direct 
from  the  blast  furnace  to  Bessemer's  apparatus,  and  converted  at  once 
into  steel.  If  (as  Mr.  Binks  has  shown)  nitrogen  appears  to  fulfil 
some  office  in  the  conversion  of  iron  into  steel,  then  Bessemer's  process 
must  again  be  the  right  principle,  because  in  the  act  of  drivmj?  air 
through  the  molten  iron  large  quantities  of  nitrogen  are  thus  brought  in 
contact  with  the  heated  metal. 

Mr.  Binks  has  shown  that  the  contact  of  red-hot  charcoal  with  iron, 
in  the  absence  of  nitrogen,  will  not  produce  steel,  which  is  usually  made 
by  a  process  called  cementation.  Bars  of  iron  are  laid  in  large  mre-clay 
boxes  filled  with  powdered  charcoal,  which  are  then  heated  red  hot  and 
kept  in  that  state  for  six  or  eight  days,  with  the  partial  admission  of 
air,  until  a  sample  bar  tdLcnfrom  the  Box  exhibits  tueune(|uivocal  signs 
of  proper  cementation  by  the  appearance  of  numerous  blisters  on  the 
surface.  The  steel  in  this  state  is  called  "blistered  steel,"  apd  its  phy- 
sical character  is  clian^d,  being  fidl  of  cavities  and  inequalities,  wnich 
must  be  closed  by  heatinjg  and  hammering,  or  "  tilting,"  and  after  having 
undergone  this  process,  it  is  called  "  tUted  steel." 

Shear  steel  derives  its  name  from  the  accidental  circumstance  of  tailors* 
shears  being  forged  from  it ;  it  is  made  by  breaking  up  the  bars  of  "  blis- 
tered steel"  into  lengths  of  about  eighteen  inches,  which  are  then  bound 
together  in  bundles  containing  four  lengths,  and  also  a  fifth  of  double 
length,  whose  projecting  end  is  used  as  a  handle.  A  thin  steel  rod  is 
twisted  round  them  like  the  binding  of  a  faggot  of  firewood,  and  the 
whole  is  brought  to  a  welding  heat,  sprinkled  with  sand,  and  placed 
under  the  tilt  hammer,  and  after  sufficient  hammering,  the  mass  b 
rolled  and  drawn  out  into  a  long  rod ;  table  knives,  surgical  instru- 
ments, powerful  springs,  gun  locks,  &c.,  are  made  of  shear  steel. 

Cast  steel  is  manufactured  by  breaking  up  and  melting  the  blistered 
steel  in  proper  crucibles,  with  a  little  bottle  glass  to  protect  the  surface 
of  the  melted  metal  from  oxidation.  Some  fifteen  years  ago  there  used 
to  be  a  "  steel  works"  at  Millbank,  where  the  author  has  seen  all  these 
processes  conducted,  from  the  manufacture  of  the  blistered  steel  to  its 
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conversion  into  "  tilted,"  shear,  and  cast  steel,  but  now  the  locality  is 
covered  with  the  building  of  "  Cabittopolis."  It  was  at  these  works 
the  author  saw  the  alloying  of  iron  with  manganese  (under  the  anspioes 
of  the  spirited  proprietor,  Mr.  Johnson),  which  was  then  a  patented 
process,  but  now  the  common  property  of  all,  because  the  uniortonste 
patentee  was  deprived  of  his  rights  by  some  freak  of  the  patent  lav. 

The  presence  of  manganese  in  iron  converted  into  steel  appears  to 
confer  the  property  of  lasting  hardness  to  the  edges  of  cutting  instra- 
ments,  and  the  autiior  has  an  excellent  pair  of  razors  made  twenty  yeazs 
ago  with  steel  containing  manganese. 


Fig.  218.  A  Thirty-two  Pounder  Earth  Battery  (rear  view). 

As  we  have  spoken  of  the  Armstrong  and  Whitworth  guns,  mention 
must  be  made  of  Mr.  Krupp's  cast- steel  gun,  and  if  this  weapon  could 
be  made  and  rifled  at  a  cheaper  price,  it  would  probably  compete  very 
favourably  with  those  of  the  English  engineers.  Although  one  burst  at 
Woolwich,  March  19,  1855,  in  consequence  of  certain  nberties  havmg 
been  taken  with  it  by  endeavouring  to  lire  an  expanding  shot  weighing 
two  hundred  and  fifty-nine  pounds,  instead  of  one  of  sixty-eight,  for 
which  it  was  intended,  the  "  Krupp  cast  steel"  gun  enjoys  a  hiSi  mu- 
tation, proved  by  the  fact  that  since  the  bursting  of  this  pieoe  Mr. 
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Krupp  has  manufactured  guns  and  mortars  for  the  arsenals  of  Prussia, 
Kussia,  Wurtember^,  Switzerland,  Egypt,  and  France. 

Two  12-pounder  liowitzers  made  by  Krupp  were  tried  at  Vincennes, 
by  firing  three  thousand  rounds  with  the  usual  service  charges,  and 
did  not  exhibit  in  the  chamber  or  box  the  slightest  trace  of  injury.  One 
of  the  guns  was  then  subjected  to  the  following  severe  proofs : — 

20  rounds  with    6  lbs.  9  oz.  of  powder  and  2  balls. 

"*•"  ft  >i  »i  w  "      j» 

5      „  13  lbs.  G  oz.         „  6    „ 

At  this  point  the  experiments  were  wisely  stopped,  iu  order  to  presen'c 
so  valuable  a  piece. 

Steel  may  be  distinffuished  from  iron  by  letting  fall  a  drop  of  nitric 
acid  on  the  surface,  which  produces  a  greyish  black  spot,  whereas  that 
of  iron  is  red  with  the  same  acid. 

Steel  filings  produce  a  spark,  during  the  act  of  combustion,  which  is 
quite  different  from  that  of  iron  filings. 

Steel  remains  permanently  magnetic  when  properly  magnetised, 
irhereas  iron  receives,  but  does  not  retain  its  magnetic  power. 

Steel  possesses  the  curious  property  of  assuming  various  colours  and 
^e^^rees  of  hardness  and  elasticity,  according  to  the  temperature  at 
which  it  is  heated  and  cooled,  called  the  act  of  "  tempering ;"  this  pro- 
perty again  appears  to  connect  the  imponderable  and  invisible  agent 
neat  with  the  assumption  of  some  of  the  most  important  qualities  of 
steel. 

The  analyses  of  steel  indicate  the  presence  of  from  1*94, 1*7, 1*72, 
1*43, 1*13,  '62  of  carbon ;  so  that  from  about  a  half  to  two  per  cent. 
of  that  element  appears  to  be  amply  sufficient  to  impart  the  properties 
of  steel  to  iron,  provided  that  peculiar  state  of  combined  carbon  and 
probably  nitrogen  is  obtained,  which  is  not  yet  quite  understood  by 
scientiffc  men. 

Fifth  Series.  ^ 

Solutions  of  iron  arc  used  by  dyers  to  produce  the  colour  termed 
*'  iron  buff,"  which  is  obtained  by  passing  a  piece  of  calico  cloth  through 
a  solution  of  a  persalt  of  iron,  and  then  mto  one  of  an  alkaline  car- 
bonate. Different  shades  are  obtained  by  varying  the  strength  of  the 
solutions. 

Prussian  blue  is  produced  on  cloth  by  first  passing  it  through  a  so- 
lution of  acetate  ot  iron  (iron  liquor),  and  afterwards  into  one  of  fer- 
Tocyanide  of  potassium,  or  it  is  obtained  as  an  independent  pigment  by 
precipitating  a  protosalt  of  iron  with  the  red  ferricyanide  of  potassium, 
or  a  persalt  with  vellow  ferrocyanide  of  potassium. 

The  addition  of  a  few  drops  of  a  strong  solution  of  sulphocyanide  of 
potassium  to  one  of  a  persalt  of  iron,  prepuces  a  blood-red  colour,  and 
if  ike  experiment  is  performed  on  the  surface  of  a  white  plate,  the  ap- 
pearance of  blood  is  conferred  upon  the  mixture  of  the  two  salts.  The 
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almost  instantaneous  disappearance  of  tiie  blood-red  colour  is  prodnoed 
by  adding  a  little  solution  of  tartrate  of  ammonia. 

lok  is  nrepared  by  adding  a  solution  of  a  protosait  of  iron  to  a  de- 
coction ot  nutgaUs  and  logwood,  and  the  foUowmg  recipe  is  reoommeoded 
by  the  author,  who  has  used  it  for  many  years : — 

Bruised  galls 4  ounces. 

Ground  logwood     ...  1      „ 

Sulphate  of  iron     ...  2      „ 

Gum  arabic 1      „ 

Water 1  quart. 

Boil  the  galls  and  logwood  in  the  water,  say,  for  half  an  hour ;  make  up 
the  quantity  lost  by  evaporation,  and  straiu  through  coarse  calico ;  dis- 
solve the  sulphate  of  iron  in  a  yery  little  water,  then  add  it  to  the  de- 
coction of  gftlls  and  logwood  and  stir  vigorously.  Put  the  Te»el  on 
one  side  for  a  day  or  two,  and  stir  freouentlv;  poor  off  or  stnin 
through  muslm ;  finally,  add  the  ounce  ot  powaered  gum  and  a  fev 
doves.  Lewis  recommends  with  great  propriety  the  use  of  com- 
mon white  wine  (query.  South  African  ?)  instead  of  water,  and  he  abo 
advises  that  a  few  broken  gall  nuts  and  iron  naUs  be  placed  in  tbf 
bottle  in  order  to  keep  the  ink  in  good  order. 

Sixth  Series. 

The  analysis  of  iron  or  an  iron  ore  is  usually  performed  by  the  wet 
process,  but  the  whole  of  the  analytical  steps  to  be  taken  are  too  com- 
plicated to  be  described  in  the  present  elementary  work.  Supposing  it 
was  desirable,  for  commercial  purposes,  to  dcternune  the  per-centace  of 
iron  in  an  iron  ore,  a  given  weight  of  the  ore  should  be  fused  m  a 
platinum  crucible,  with  four  times  its  weight  of  pure  dry  carbonate  of 
soda,  and  whilst  hot,  but  not  red-hot,  may  be  transferred  to  a  porcdain 
dish  containing  dilute  hydrochloric  acid.  After  all  the  fused  mass  b 
dissolved  out  of  the  crucible,  the  latter  may  be  washed  and  removed, 
and  the  solution  gently  evaporated  to  dryness  with  the  previous  addition 
of  nitric  acid  until  the  whole  of  the  iron  is  peroxidized.  The  residue 
in  the  dish  may  now  be  moistened  with  hydrochloric  acid,  and  allowed 
to  stand  a  few  minutes ;  water  is  then  added,  the  solution  filtered,  and 
the  matter  left  on  the  filter  well  washed,  dried,  ignited,  and  estimated 
as  silica  or  sand.  The  clear  solution  of  iron  is  now  precipitated  wiA 
an  excess  of  ammonia,  and  the  sesquioxide  of  iron  collectea  on  a  calico 
or  paper  filter,  washed  with  cold  and  finally  with  boiling  distilled  water, 
until  the  liquid  that  passes  no  longer  affects  a  solution  of  nitrate  of 
silver.  The  washed  oxide  of  iron  is  finally  dried,  ignited,  and  weired, 
and  the  iron  estimated  by  the  rule  of  proportion.  As  the  equivakait 
proportion  of  sesquioxide  of  iron  (whica  is  equal  to  80,  and  contains 
56  parts  of  metallic  iron)  is  to  the  weight  of  the  sesquioxide  of  iron 
obtained  from  the  above  analysis,  so  is  the  metallic  iron  contained  in  the 
equivalent  proportion  to  the  answer  required — ^viz.,  the  weight  of  me- 
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tallic  iron  in  the  sesquioxide  obtained  by  the  analysis.  The  sesqnioxide 
of  iron  obtained  hf  precipitation  with  ammonia  will  contain  most  pro- 
bably alnmina^  but  this  may  be  separated  by  the  following  process. 
The  sesquioxide  of  iron,  after  powdering  and  fusion  with  carbonate  of 
soda,  is  dissolved  in  hydrochloric  acid,  and  precipitated  with  an  excess 
of  boiling  potash,  the  latter  dissolves  the  alumina,  and,  after  filtration, 
may  be  again  precipitated  from  it  by  the  addition  of  an  excess  of 
chloride  of  ammonium.  The  bulky  precipitate  of  alumina  is  then 
collected,  washed,  dried,  ignited,  ana  weighed. 

SeveniA  Series. 

Iron  is  detected  with  great  facility  by  means  of  ferrocjranide  of  potas- 
sium, if  it  is  in  the  state  of  the  persalt ;  and  by  ferricyanide  of  potassium 
when  it  exists  as  a  protosalt ;  and  it  is  precipitated  in  the  ve^  marked 
condition  of  Prutnau  blue,  soluble  in  oxalic  acid. 

Sulphocyanide  of  potassium  produces  a  blood-red  colour  with  persalts 
of  iron. 

Ammonia  precipitates  the  hydrated  red  oxide  from  solutions  of  the 
persalts  of  iron. 

In  all  cases  of  testing  for  iron,  the  metal  should  first  be  peroxidized 
by  nitric  acid. 

Sulphuretted  hydrogen  produces  in  acid  and  neutral  solutions  a 
precipitate  of  sulphur,  and  the  peroxide  of  iron  is  reduced  to  the  state  of 
protoxide. 

Sulphide  of  ammonium  precipitates  black  sulphide  of  iron  (FcS), 
which  is  decomposed  by  exposure  to  the  air. 

Protosalts  of  iron  are  precipitated  by  potash  and  ammonia  in  the 
state  of  a  white,  rapidly  oecoming  a  dingy-green  and  reddish-brown 
precipitate. 

Nitric  acid  added  to  protosalts  produces  an  increase  of  colour  of  a 
brownish  tint,  in  consequence  of  the  change  of  the  protoxide  of  iron 
into  sesauioxide. 

Perchloride  of  gold  is  reduced  to  the  metallic  state  in  the  form  of  a 
brownish-black  powder  by  the  addition  of  a  protosalt  of  iron. 

Tbeprotosalts  of  iron  are  precipitated  by  tne  ferricyanide  of  potassium 
(Fe.2  Cfy)  as  "  Prussian  blue,"  which  is  decomposed  by  potash  into  a 
reddish-orown  powder,  in  consequence  of  the  precipitation  of  peroxide 
of  iron. 

Eighth  Series. 

Ketuming  again  to  the  all-absorbinff  topic  of  iron-mailed  ships,  the 
followinjg  remarks  by  Mr.  Lynall  Thomas,  in  the  Timet,  are  most 
interesting : — 

"  Notwithstanding  that  my  opinion  may  be  opposed  to  that  of  many 
naval  officers  of  g[reat  weight  and  experience  in  their  profession,  I  am 
nevertheless  convinced  that  an  iron-cased  ship  (unless  her  plates  were  of 
a  thickness  utterly  to  preclude  Ihe  possibility  of  her  being  a  seagoing 
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ship)  might  be  destroyed  from  shore  batteries,  larce  frigates,  or  gunboats 
at  distances  at  which  she  could  be  hit  vith  any  oe^pree  of  certainty,  say 
two  or  three  thousand  yards,  and  with  guns  very  little,  if  at  all,  hearier 
than  the  service  68-pounder  gun. 

**  If  Government  will  find  the  money  I  will  engage  to  famish  them 
with  gnns  and  projectiles  which  shall  penetrate  the  sides  of  a  vessel 
cased  with  iron  plates  4^  inches  thick,  at  the  distance  I  have  named. 

"  To  show  that  this  is  no  vain  boast,  I  will  explain  how  it  can  be  done. 

"  It  has  been  proved  that  a  681b.  shot  of  wrought  iron  will  penetrate 
a  '1^-mch  iron  plate  with  facility  within  the  distance  of  100  yaul^  the 
initial  velocity  of  the  shot  being  less  than  1800  feet  a  second. 

"  Those  who  know  anything  of  the  theory  of  projectile  force  witt  be 
aware  that  a  shot  of  1701b.  weight,  striking  an  object  with  a  Tdoettj 
of  1100  feet  a  second,  would  have  a  penetrating  power  quite  eqttilto 
that  of  the  681b.  shot,  while  the  general  effect  of  the  blow  would  be 
enormously  greater. 

"According  to  the  ordinary  method  of  calculation,  therefore,  this  shot 
should  penetrate  an  iron  plate  at  almost  any  distance  within  its  rai^ 
with  the  same  facility  as  would  a  6Slb.  shot  at  a  distance  of  100  w£. 
No  iron-cased  ship  could  come  within  the  range  of  ^ns  similar  to 
the  one  I  have  referred  to  without  the  risk  of  destruction,  unless,  as  I 
remarked,  the  plates  of  iron  were  so  tliick  as  to  render  the  vessel  an 
inert,  floating  mass." 


Fig.  210.  Eight-inch  Gun  on  Bear-chock  Carriage,  coTered  bj  the  Rusaiatt  Mantdct 
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Fig.  220.  A  Brick  Field.    Claj  the  bootcc  of  Alaminium. 

CHAPTER  XI. 


ALUMINIUM. 

This  metal,  which  has  lately  become  very  popular,  derives  its  name 
from  alumina,  so  called  by  Mx)rYeaa  about  1760,  because  it  is  obtained 
in  the  greatest  state  of  purity  from  alum.  Some  years  previously 
Margraff  had  shown  that  the  oase  of  alum  is  an  earth  of  a  pecidiar 
intiire,  and  quite  different  from  all  others,  bein^  an  essential  ingredient 
and  characteristic  of  every  variety  of  clay,  and  imparting  to  it  the  pro- 
poty  of  tenacity  and  plasticity  by  which  good  clay  may  be  moulded 
mto  almost  every  imagmable  stmpe,  and  after  beinff  burnt,  is  rendered 
]iard  and  durable.  The  earth  which  conferred  tncse  properties  was 
called  argil,  and  hence,  when  speaking  of  a  rock  which  contains  an 
excess  ofclay,  it  is  commonly  said  to  be  argillaceous. 
^  The  sources  of  the  metal  aluminium  are,  therefore,  boundless,  and  it 
lies  at  the  doors  of  the  richest  and  poorest  members  of  society ;  the 
universality  of  its  presence  enables  us  partly  to  realize  the  idea  of  Whit- 
tington;  and  if  the  streets  of  London  are  not  paved  with  gold,  they  do 
contain  an  abundance  of  the  beautiM  silvery-liKe  metal  aluminium,  now 
being  made  and  sold  in  jewellers'  shops,  and  used  for  ornamental  pur- 
poses  as  brooches,  bracelets,  chains,  &c.,  &c.    Directly  the  announce- 
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ment  was  made  of  the  discovery  of  the  means  of  procuriDg  alummiiun 
from  clay  in  any  quantity,  the  author  was  favoured  oy  an  offer  of  a  larg|e 
clay  farm  and  a  loan  of  a  thousand  pounds  to  work  it  into  crops  of  alumi- 
nium. No  one  hut  a  Dousterswivel  could  have  accepted  the  temptiiig 
chance  of  comfortable  board  and  lodging  and  nice  country  air  for  a  year 
or  so  whilst  preparina  the  apparatus  to  produce  the  alnminium,  because  (as 
we  shall  see  presently)  there  is  a  very  roundabout  and  expensive  chemical 
process  to  be  conducted  before  the  valuable  metal  b  extracted  from  the 
comparatively  worthless  clay. 

Tnerc  is  every  reason  to  suppose  that  at  some  early  period  of  the  ex- 
istence of  our  globe,  its  outer  crust  was  represented  by  haid  rocks, 
which  have  crumbled  down  in  the  hand  of  "  old  Time,"  aided  by  the 
action  of  water  in  the  shape  of  rain  and  ice,  and  the  consolidated  snor 
of  the  elacier  grinding  its  slow  and  solemn  path  from  the  topmost  peaks 
of  the  highest  mountain  ranges.  These  crumbled  and  roughily-powdered 
rocks  have  ^ven  us  our  vanous  qualities  of  soils,  the  li^t  containing 
an  excess  of  the  sandy  element ;  the  stiff  or  heavy  soil,  the  argillaceous, 
clayey,  or  aluminium-oearing  earth.  Amidst  such*^  an  abundant  choice  of 
the  raw  material  to  work  upon,  it  might  be  thought  only  necessary  to 
take  a  spade  and  remove  a  lump  of  clay  from  the  neld  to  thelaboratoiy ; 
but  it  must  be  remembered  that  this  raw  material  is  somewhat  too 
coarse  and  crude — it  contains  the  alumma  fthe  source  of  the  metal)  in 
a  very  insoluble  form ;  the  silica  or  sand  is  aoundant,  and  would  require 
to  be  separated,  and  the  clay  itself  is  inconveniently  bulky,  in  conse- 
quence of  the  large  quantity  of  water  naturally  contained  within  it,  and 
amounting  at  least  to  fifty  per  cent,  of  the  whole  weight.  Aluminium 
could  certainly  be  obtained  direct  from  clay,  if  the  latter  was  first  calcined, 
so  as  to  make  it  dry  and  porous,  but  not  to  fuse  its  particles,  and  then 
digested  for  months  with  dilute  sulphuric  acid ;  the  latter  would  dissolve 
and  combine  with  the  alumina,  and  form  sulphate  of  alumina,  and  when 
this  solution  is  mixed  with  a  potash  salt,  such  as  sulphate  of  potash 
or  chloride  of  potj\ssium,  the  alum  may  then  be  crystallized  out.  A 
particular  mineral  is  therefore  preferred  and  selected,  called  alum  slate, 
which  has  a  bluish-  or  greenish-black  colour,  and  contains  a  certain  pro- 
portion of  iron  pyrites  or  sulphide  of  iron ;  this  substance  is  decomposed 
Dy  exposure  to  the  air  into  oxide  of  iron  and  sulphuric  acid,  and  the 
latter  attacks  the  alumina  and  forms  the  basis  of  alum,  which  is  a  double 
salt,  being  the  sulphate  of  alumina  and  potash. 

This  alum  slate  is  usually  found  in  tne  neij^hbourhood  of  coal,  and 
indeed  usually  contains  more  or  less  bituminous  matter;  sometimes 
the  heat  generated  by  the  decomposing  iron  pyrites  is  so  g[reat  that  the 
mineral  takes  fire,  and  originates  those  great  natural  fires  m  coal  mines 
which  in  former  times  were  allowed  to  rage  for  years  in  "  the  waste"  of 
certain  coal  fields,  but  arc  now  attacked  in  a  scientific  manner,  and 
extinguished  by  the  method  first  proposed  and  carried  out  by  Mr. 
Goldsworthy  Gumey,  and  described  in  tne  "  Playbook  of  Science," 

The  presence  of  bituminous  matter  in  the  alum  slate  imparts  that 
porosity  and  openness  of  the  pores  which  admits  the  oxy^n  of  the 
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air  to  the  iron  pyrites,  and  renders  a  smaller  quantity  of  fuel  sufficient 
for  the  purpose  of  setting  it  on  fire. 

The  ordinary  alum  rock  is  mixed  with  small  coal,  cinders,  &c.,  and 
formed  into  heaps  and  burnt  preciseljr  in  the  same  manner  as  those 
heaps  of  clay  already  alluded  to,  and  visible  in  any  new  London  neigh- 
bourhood where  that  sticky  soil  is  abundant.  The  combustion  of  the 
alum  rock  heaps  is  kept  as  slow  as  possible,  and  water  occasionally 
added.  It  is  conducted,  of  course,  on  a  gigantic  scale,  so  that  the 
works  are  never  stopped  for  want  of  (»dcined  alum  rock.  After 
burning,  the  heaps  are  left  exposed  to  the  weather,  care  of  course  being 
taken  tnat  the  rain  failing  on  and  passing  through  the  mass  shall  be 
conveyed  by  proper  drams  and  channels  to  the  lixiviating  pans  or 
cisterns,  where  the  burnt  rock,  after  "  weathering,"  is  dieted  with 
water  to  dissolve  out  the  sulphate  of  alumina.  The  cisterns  are 
arranged  like  a  series  of  terraces,  so  that  the  cost  of  labour  in  lifting 
and  pumping  is  avoided.  The  weak  solution  passes  in  succession  from 
one  cistern  to  the  other,  all  of  course  containmg  burnt  alum  rock;  and 
when  sufficiently  strong,  it  is  passed  into  proper  receptacles,  and  a  salt 
of  potash  (such  as  sulpnate  of  potash  from  the  aquafortis  makers,  or 
chloride  of  potassium)  added;  the  potash  salt  unites  with  the  sulphate 
of  alumina,  and  produces  crystals  of  sulphate  of  alumina  and  potash. 
These  are  subsequently  recrystallized,  ana  form  the  alum  of  commerce, 
composed  of 

Sulphate  of  potash 18-34 

Sulpliate  of  alumina 30*20 

Water 45-40 

Alumina,  the  sesquioxide  of  the  metal  aluminium,  is  obtained  either 
from  the  sulphate  of  alumina,  or  from  common  alum,  by  precipitating 
the  solution  with  carbonate  of  ammonia,  which  throws  down  a  bulky 
white  gelatinous  precipitate  of  the  hydrate  of  alumina;  the  solution 
is  heated,  and  the  precipitate  collected  on  a  calico  fiher,  and  washed 
with  plenty  of  water,  redissolved  in  hydrochloric  acid,  again  precipi- 
tated by  ammonia,  thoroughly  washed,  and  dried  at  a  gentle  heat. 

Gaj  Lussac  has,  however,  proposed  a  much  easier  mode  of  obtaining 
alumma,  and  recommends  tliat  ammonia  alum  be  exposed  first  to  a 
gentle  beat,  to  drive  off  the  water  of  crystallization ;  and  afterwards  to 
a  red  heat,  which  leaves  the  alumina  pure.  Ammonia  alum  is  made 
by  substituting  sulphate  of  ammonia  for  sulphate  of  potash  in  the 
addition  to  the  sulphate  of  alumina  to  form  alum. 

It  is  evident,  from  this  condensed  narrative,  that  the  process  of 
separating  alumina  from  clay  is  neither  an  easy  nor  a  rapid  one ;  and 
then  the  chasm  that  divides  the  oxidised  from  the  pure  metal  is  a 
wide  one,  and  demands  considerable  skill  to  bridge  it  over. 

The  reduction  of  alumina  to  the  metallic  state  is  a  process  of  great 
interest ;  and  one  of  the  best  papers  ever  read  upon  this  subject  b 
that  of  the  highly  respected  and  talented  secretary  of  the  Society  of 
Arts,  Mr.  Peter  le  Neve  Foster,  M.  A.,  and  published  in  the  "  Journal " 


398  ALUHnmnc 

of  the  Society,  February  4th,  1859,  from  which  the  foUowing  historical 
table  is  partly  compiled : 

1807. — Sir  H.  Davy  discovered,  hj  the  agencv  of  electricity,  the 
alkaline  metals,  one  of  which  (socUum)  is  the  key  to  the 
reducing  process  for  aluminium.  Gay  Lussac  and  Th^nard 
discoverea  that  potash  and  soda  are  decomposed  at  a  white 
heat  by  iron ;  and  they  contrived  a  process  for  obtaining 
the  aU^aline  metals  in  larger  quantities  at  a  cheaper  rate. 
When  this  process  was  Known  in  £ngland,  the  alkaline 
metals  were  made  in  small  quantities,  and  sold  at  fabulons 
prices,  and  not  less  than  57.  per  ounce.  MitscherUch, 
Brunner,  Donny,  and  Mareska  improved  the  process  further, 
so  that  the  alkaline  metals  were  sold  for  about  30^.  per 
ounce. 

1854. — ^M.  H.  Sainte-Claire  Deville,  assisted  with  funds  from  the 
Emperor  Napoleon  III.,  prepared  sodium  so  that  the  price 
fell  to  7s.  6d.y  then  to  5#.  per  ounce. 

1858. — Gerhard,  at  Battersea,  by  still  further  improvement,  manu- 
factured sodium  at  1*.  per  ounce,  or  16*.  per  pound  avoir- 
dupois. 

In  the  first  table  the  reader  may  elance  at  the  gradual  fall  in  the 
price  of  sodium,  due  to  the  improvea  methods  of  production ;  and  in 
the  second  table  the  history  of  the  preparation  of  aluminium  is  apparent. 

1807. — Sir  H.  Davy  did  not  obtain  aluminium  sufficiently  pure  to 
investigate  its  properties.  Alloys  were,  however,  formed 
with  it  that  proved  the  existence  of  the  metal. 

1826. — Berzelius  and  CErsted  failed  to  obtain  aluminium. 

1827. — CErsted  succeeded  in  obtaining  aluminium  from  the  chloride 
of  aluminium;  and  the  following  notice,  copied  from 
Hensman's  '*  Repertoire  de  Chimie,"  appears  in  the  "  Phi- 
losophical Magazine"  for  1827,  P.  391:  "M.  (Ersted  b 
stated  to  have  obtained  the  metal  alumina  (nc)  by  emploving 
the  chloride  of  that  earth.  Pure  alumma  is  heated  to 
redness,  and  then  intimately  mixed  with  pjowdered  charcoal ; 
the  mixture  is  introduced  mto  a  porcelain  tube,  and  after 
heating  to  redness,  dry  chlorine  gas  is  passed  over  it.  The 
charcoal  reduces  the  alumina,  the  metal  combines  with  the 
chlorine,  and  oxide  of  carbon  is  also  formed.  The  chloride 
of  aluminum  is  soft,  crystalline,  and  evaporates  at  a  little 
above  the  temperature  of  boiling  water ;  it  readily  attracts 
moisture  from  the  air,  and  becomes  hot  when  water  b 
added  to  it.  By  mixing  with  an  amakam  of  potassium, 
containing  much  of  the  latter,  and  immediately  heating  the 
mixture,  chloride  of  potassium  is  formed,  and  the  metal  of 
the  alumina  combines  with  the  mercury.  The  unalgam 
quickly  oxidizes  by  exposure  to  the  air.  Being  subjected 
to  distillation  out  of  the  contact  of  air,  the  mercoiy  b 
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Yolatilized,  and  a  metallic  button  is  left,  which  has  the  colour 
and  splendour  of  tin  [they  did  not  take  the  liberty  of  com- 
paring it  to  silver].  M.  CEreted  has  ascertained  many  pro- 
Dcrties  belonging  to  the  new  metal  and  its  amalgam,  which 
ne  promises  to  publish  speedily." 

1828. — ^Wohler  improvea  (Ersted's  process  as  follows:  "When  an 
attempt  is  made  to  heat  chloride  of  aluminum  with  potassium 
in  a  porcelain  tube,  the  action  is  so  strong,  and  the  extri- 
cation of  heat  is  so  considerable,  that  tne  apparatus  is 
instantly  broken.  I  therefore  employed  a  small  platina 
crucible,  the  cover  of  which  was  kept  on  by  a  wire  of  the 
same  metal.  At  the  moment  of  reduction  the  crucible 
became  intensely  red  hot,  both  within  and  without,  although 
it  was  but  slightly  heated ;  the  metal  of  the  crucible  was 
not  sensibly  acted  upon.  The  operation  may  also  be 
effected  in  a  porcelain  crucible  with  a  cover  attached,  and 

indeed  is  recommended  by  Wohler Excess  of 

potassium  is  to  be  avoided;  for  after  it  was  oxidized  it 
would  dissolve  a  portion  of  the  aluminum.  The  reduced 
mass  is  generally  completely  fused,  and  is  of  a  blackish  ^ey 
colour.  When  all  is  cold,  the  crucible  is  to  be  thrown  mto 
a  large  vessel  of  water ;  a  grey  powder  is  soon  deposited, 
which,  when  looked  at  in  the  sunshine,  appears  to  be  entirely 
composed  of  small  metallic  plates;  the  powder  is  to  bie 
washed  with  cold  water,  and  then  dried :  it  is  the  metal  of 
alumina." — Philosophical  Magazine,  1828,  p.  149. 

1854. — Deville,  assisted  with  funds  from  the  Emperor  Napoleon  III., 
repeated  Wohler's  experiments,  and  substituted  sodium  for 
potassium,  the  combining  proportion  of  Na  being  23,  whilst 
that  of  K  is  30'2,and  thus  reduced  thequantityof  the  alkaline 
metal  required  to  nearljr  one-half.  Deville's  vessels  of  porce- 
lain are  only  a  repetition  of  W6hler*s.  To  produce  the 
chloride  of  alumimum,  Deville  forms  a  mixture  of  alumina 
(prepared  by  Gray  Lussac's  process — viz.,  by  heating  am- 
monia alum  red-hot)  and  charcoal  made  into  a  paste  with 
oil,  which  is  heated  to  a  red  heat  in  upright  tubular  retorts 
of  fireclay,  similar  to  those  used  in  the  manufacture  of 
coal  gas ;  and  whilst  in  this  state,  a  current  of  chlorine 
gas  is  caused  to  pass  into  the  retort,  when  chemical 
reactions  take  place,  and  the  chloride  of  aluminium  sub- 
limes over,  and  is  condensed  in  proper  vessels.  This  pro- 
cess of  Deville's,  it  will  be  seen,  only  differs  from  that 
proposed  by  (Ersted  twenty -seven  years  tiefore,  in  the  addition 
of  oil  to  the  charcoal  and  idumina,  and  in  the  employment 
of  a  gas  retort  instead  of  a  porcelain  tube.  The  reduction 
of  the  metal  from  the  chloride  was  performed  by  Deville 
in  the  following  manner :  "  A  tube  ot  Bohemian  glass,  36 
inches  long,  ana  about  one  inch  in  diameter,  is  plfiiced  in  a 
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combustion  fomace  oonstmoted  for  the  pmpose  of  heating 
the  tube.  Chloride  of  aluminium  is  pLaoed  in  one  end 
of  the  tube,  and  at  the  same  extremitj  a  ouirent  of 
diT  hydrogen  gas  is  made  to  enter  the  tube,  and  sustained 
tiU  the  operation  is  finished.  The  chloride  is  now  «ntlj 
warmed  by  pieces  of  hot  charcoal,  in  order  to  drire  ot  anT 
hydrochloric  acid  it  may  contain:  porcelain  trays  filled  with 
the  metal  sodium  are  introduced  into  the  other  end  of  the 
tube,  and  the  heat  augmented  by  fresh  pieces  of  glowing 
charcoal,  until  the  vapour  of  the  sodium  decomposes  thtt 
of  the  chloride  of  aluminium.  Intense  ignition  usually 
attends  this  reaction.   At  length,  the  metal  aluminium  is  Hhe- 


Fig.  221.  A.  Hydrotren  generator,  b.  Chloride  of  cmldom  bottle,  fbr  drying  the  gas. 
0,  D.  The  Bobemlan-glaM  tube,  containing  the  chloride  of  alominiam  at  s,  and  Uie  tray  of 
mdimn  at  v.  a  o.  The  chafing-dish,  containing  burning  .charcoal,  h,  m.  Wire  sapporu 
for  the  tube. 

rated  and  forms  buttons,  which  are  found  in  the  tray,  adhering 
to  a  substance  consisting  of  the  mixed  chlorides  of  alumi- 
nium and  sodium.  The  tray  with  its  contents  is  now  trans- 
ferred to  a  porcelain  tube,  through  which  hydrogen  gas  is 
passed.  At  a  red  heat,  the  double  chloride  distils  mto  a 
receiving  vessel  attached  to  the  tube  for  the  purpose ;  the 
buttons  of  aluminium  are  collected,  washed  with  water,  and 
subsequently  fused  together  under  a  flux  consisting  of  the 
double  chloride." 
1855.—- M.  Paul  Morin  so  far  improved  Deville's  process  as  to  con- 
duct it,  like  Wohler,  in  a  crucible.  Tlie  same  year  Dr. 
Percy  suggested  the  use  of  the  mineral  cirolite,  (wnich  is  a 
double  fluoride  of  aluminium  and  sodium},  as  the  ore  from 
which  the  metal  could  be  obtained,  and. experiments  were 
made  by  the  late  Mr.  Allan  Dick  with  tlus  mineral,  and  the 
metal  procured  from  it  b^  the  following  process  :  '*  A  pU- 
tinum  crucible  is  first  Imed  with  magnesia,  by  ramming 
the  same  bard  in,  and  subsequently  cutting  all  out  but  a 
thin  lining.  Into  this  alternate  layers  of  cryolite  and  so- 
dium are  placed,  with  a  tliickish  layer  of  ciyoute  on  the  top. 
The  crucible  is  covered  with  a  tight-fitting  lid,  and  heated 
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to  redness  for  aboat  half  an  hour  over  the  air  blowpipe. 
When  cold,  it  is  placed  in  water,  and  after  soaking  for  some 
time,  the  contents  are  removed,  crashed  in  a  mortar,  and 
washed  by  decantation.  Two  or  three  elobules  of  alominiom 
tolerably  large,  considering  the  scale  of  the  experiment,  are 
obtained  along  with  a  great  number  of  Tcry  small  ones. 
The  large  ones  were  meited  together  under  cnloride  of  po- 
tassium." 

Professor  Eose,  of  Berlin,  speaks  highly  of  Dr.  Percy's  process,  and 
says,  "I  am  of  opinion  that  cryolite  is  the  best  adapted  of  all  the  com- 
pounds of  aluminium  for  the  preparation  of  this  metal.  It  deserves  the 
preference  over  chloride  of  aluminium  and  chloride  of  aluminium  and 
sodium,  and  it  might  still  be  employed  with  great  advantage,  even  if  its 
price  were  to  rise  considerably. 

1858>59. — Mr.  Gerhard,  an  Englishman,  established  a  factory  at  Bat- 
tersea  where  aluminium  and  sodium  are  prepared  in  large 
quantities,  and  at  a  cheaper  rate  than  they  can  be  procured 
in  Paris.  Mr.  Gerhard  uses  270  parts  by  weight  of  pow- 
dered cryolite,  mixed  with  150  or  common  siut,  and  into 
tliis  mixture  are  placed  72  parts  of  sodium  cut  into  small 
pieces.  The  whole  is  then  thrown  into  a  heated  earthenware 
crucible,  previously  lined  with  a  melted  mixture  of  cryolite 
and  salt,  which  mixture  is  abo  immediately  poured  over  the 
contents  of  the  crucible,  covermg  them  to  some  little  depth : 
finally,  the  cover  is  put  on-  The  crucible  is  now  subjectea 
to  a  full  red  heat  for  two  hours,  and  when  the  pot  is  un- 
covered, the  melted  mixture  is  well  stirred  and  then  poured 
out.  The  buttons  of  aluminium  are  found  mingled  with  the 
slag,  and  maj  be  easily  melted  together  by  heating  them  in 
a  crucible  with  common  salt.  Theoretically,  the  quantity  of 
aluminium  obtainable  by  this  process  should  be  one-third  of 
the  weight  of  the  sodium  employed,  but  practically  such  a 
result  is  never  attained,  and  it  does  not  extend  beyond  the 
mean  between  one-third  and  one-fourth  of  the  sodium  used. 
Previous  to  DeviUe's  labours,  aluminium  sold  at  the  rate  of 
40/.  sterling  for  35  ounces  avoirdupois;  in  1856,  when  De- 
ville  came  to  England,  the  price  was  reduced  to  a  much 
lower  rate,  and  the  metal  is  now  to  be  bought  at  about 
3f .  9d.  per  ounce,  or  6/.  10#.  for  35  ounces. 

One  of  the  most  pleasing  reminiscences  of  the  author  is  connected 
with  the  metal  aluminium,  and  he  records  with  gratitude  the  gracious 
condescension  of  the  Emperor  Napoleon  III.,  wno  not  only  deigned  to 
answer  his  application  for  a  specimen  of  the  then  rare  and  much-sought- 
after  metal,  but  also  forwarded  to  him  a  bar  of  aluminium,  which  was 
exhibited  at  the  Koyal  Polytechnic  for  many  months,  to  the  great  delight 
of  the  curious,  who  were  all  meet  anxious  to  handle  and  touch  the  metal 
made  from  clay. 

DD 
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The  following  letter  was  gracioiulj  sent  with  the  bar  of  ahaniniQm  >^ 

"  Cabinet  da  L'Emperear,  Ptfib  d«  TUIflriHk 
laS9Jiimet,ia6ft. 

"MoNSiEUB, — ^L'Empereor  a  daign^  accoeillir  favorablement  Totre 
demande.    J'ai  I'honneur  de  yous  envoyer,  par  son  ordre,  xm  mortem 
d'aluminium,  destin^  h  la  collection  de  m^taux  de  I'lnstitut  Polytecb- 
nique.    Je  vous  prie  de  m'accuser  reception  de  oet  enroi. 
"  Kecevez,  Monsieur,  i'assurance  de  mes  sentiments  tr^-distinga^. 
"  Le  Sous-chef  du  Cabinet  de  rEmpereur, 

"Albe&t  de  Dalbui. 

"Mr.  John  Pepper." 


Fig.  122.  Tlie  Bar  of  Alamininm  presented  by  the  Emperor  X&poleon  III.  to  the 
Author,  dorhig  his  Management  of  the  Royal  Polytechnic 

In  an  admirable  lecture  delivered  at  the  AthenKum,  Bristol,  by  Dr. 
Griflin,  that  gentleman  made  the  following  remarks  upon  the  probable 
uses  of  aluminium,  and  exhibited  a  medal  commemorative  of  her  Majesty's 
visit  to  Paris,  struck  for  him  at  the  Imperial  Mint  of  France,  in  that 
metal.  After  explaining  the  process  of  obtauiing  the  aluminium,  "Dr. 
Griffin  referred  to  the  experiments  of  M.  DeviUe,  and  the  encourage- 
ment afforded  him  by  the  French  Academy,  who  voted  the  sum  of  two 
thousand  francs  to  defray  the  cost  of  continued  researches.  Deville 
soon  procured  enough  of  the  metal  to  cast  several  ingots  and  have  a 
medal  struck,  which  he  presented  to  the  Emperor,  who,  with  that  en- 
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lightened  spirit  which  characterizes  the  French  in  such  matters, 
authorized  experiments  on  a  large  scale  to  be  continued  at  his  own 
«ost.  It  was  worthy  of  remark,  that  from  the  first,  Deville  had  repu- 
diated all  affectation  of  mystery,  or  claim  to  exclusive  peciuiiary  profit ; 
all  his  results  had  been  constantly  reported  to  the  Institut,  and  his 
operations  themselves  thrown  open  to  scientific  and  practical  men. 
That  liberality  of  feeling  is  one  of  the  most  pleasing  leatures  of  the 
French  character;  in  Paris  any  intelligent  inquirer  was  everywhere  wel- 
come, and  met  with  nothing  out  courtesy  and  kindness.  M.  Deville 
was  not  in  Paris  ditring  the  lecturer's  stay,  but  at  his  splendid  laboratoir 
in  the  Ecole  Normale  every  information  on  all  points  connected  witn 
his  researches  was  freely  rendered,  and  he  took  sketches  of  the  ap- 
paratus. Considerable  (quantities  of  the  metal  had  been  procured  by 
M.  Deville,  there  being  in  the  Paris  Exhibition  a  pile  of  a  dozen  bars, 
besides  a  variety  of  articles  manufactured  from  it.  The  properties  of 
aluminium  in  its  new  form  wtre  thus  described.  It  was  a  white  metal 
susceptible  of  a  high  polish ;  its  white  was  not  so  pure  as  silver,  espe- 
cially when  it  had  been  worked,  but  had  a  decided  snade  of  blue,  so  tnat 
it  was  hardly  likely  to  replace  silver  for  ornamental  plate ;  but  it  would 
make  capital  mustard  and  egg  spoons,  as  it  was  not  m  the  least  affected 
by  sulphuretted  compounds,  whether  gaseous  or  otherwise,  which  so 
instantly  blackened  silver.  It  retains  its  lustre  in  the  air,  whether 
moist  or  dry,  for  any  len^h  of  time  and  at  all  temperatures ;  even  when 
kept  meltea  it  harmy  oxidized  like  zinc  or  tin,  tnough  each  fragment 
became  covered  with  an  extremely  slight  violet  film  of  oxide,  which 
prevented  its  running  together  unless  stirred  up  with  a  rod.  If  covered 
with  chloride  of  potassium,  or  the  double  chloride  of  aluminium  and 
sodium,  this  superficial  oxidation  was  prevented  and  the  smallest 
globules  united  in  one.  Not  only  had  boding  water  no  action  upon 
pure  aluminium,  but  even  diluted  sulphuric  acid  and  strong  nitric  acid, 
which  vehemently  attacked  silver,  had  no  action  upon  it  in  the  cold,  and 
it  was  not  sensibly  affected  by  bein^  plunged  into  melted  nitre,  potass, 
or  sulphuret  of  potassium— a  threefold  test  which  no  other  metal,  not 
even  gold  or  platinum,  can  withstand,  and  hence  it  would  be  extremely 
valuable  in  certain  laboratory  vessels.  Muriatic  acid,  however,  rapidly 
dissolved  it,  even  in  the  cola,  from  its  powerful  attraction  for  chlorine. 
Alkaline  solutions  also  acted  on  it,  and  were,  in  fact,  useful  for  cleaning 
it.  The  metal  was  nearly  as  hard  as  iron,  but  could  be  softened  by  an- 
nealing ;  it  had  c;reat  rigidity  and  tenacity,  and  when  a  bar  was  broken 
across,  it  showed  a  fine-grained  fracture,  like  cast  steel.  It  could  be 
turned,  chased,  and  filed  with  the  greatest  facility,  and  without  clogging 
the  tools.  In  the  Paris  Exhibition  there  were  several  examples  of  its 
working  capabilities.  M.  Christofle,  the  well-known  Parisian  gold-  and 
silversmith,  exhibit^  forks  and  spoons,  and  also  a  cup  made  from  it ; 
and,  to  show  its  hardness  and  strength,  it  might  be  mentioned  that  this 
«up,  though  quite  thin,  could  be  allow«i  to  fall  out  of  the  hand  on  to  a 
stone  pavement  without  beinff  indented.  Aluminium  could  be  drawn  into 
wire  as  fine  as  a  hair,  and  roUed  into  extremely  thin  sheets.  QmsJl  traces 
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of  iron  much  impaired  its  malleability,  and  rendered  its  cokmr  bluer  and 
duller ;  when  considerablj  impure  it  became  much  more  roarkedlj  cits- 
talline,  both  on  the  exterior  and  in  its  texture  throughout.    It  could  be 
plated  on  copper,  and  soldered  with  case.     It  melted  at  a  full  red 
neat,  about  the  same  as  silver,  and  took  a  good  impression  bj  casting. 
It  also  struck  admirably  under  the  die,  as  was  better  seen  in  laige 
medab  than  in  the  smalt  one  produced,  which  was  struck  for  him  with 
some  trouble  at  the  French  Mint,  through  the  kindness  of  the  Director, 
the  distinguished  chemist,  M.  Pelouze.    He  remarked,  however,  that  in 
future  yeai's  that  would  become  a  notable  historical  souvenir^  being,  as 
it  was,  a  memento  of  the  auspicious  and  magnificent  visit  of  a  sovereiga 
of  England  to  the  capital  of  France,  impressed  on  a  material  belonging 
to  the  same  epoch.  Tlius  it  would  be  seen  that  aluminium  fulfill«l  every 
requisite  for  a  multiplicity  of  industrial  applications,  but  it  had  yet 
another  remarkable  feature.    Its  density  was  intermediate  between  that 
of  the  alkali  metals  which  floated  on  water,  and  the  ordinary  heavy 
metals.    It  was  considerably  lighter  than  flint  glass,  being  only  two- 
wid-a-half  times  heavier  than  water.    Thus,  bulk  for  bulk,  it  was  foor 
times  as  light  as  silver,  and  but  little  more  than  one  quarter  the  weight 
of  copper.     Hence,  it  had  been  suggested  that,  if  it  could  be  procured 
cheaply  enough,  its  hardness,  lightness,  and    incapability  ot  rusting 
would  render  it  admirably  adapted  for  the  helmets  and  cuirasses  of  the 
cavalry ;  it  would  make  splendid  field-guns,  as  strong  as  the  present 
ones,  and  not  one-third  their  weight ;  and,  in  sheets,  it  might  serve  as 
an  incorrodible  roofing,  far  lighter  and  more  durable  than  even  zinc. 
It  would  also  admirably  replace  copper,  if  not  silver,  for  the  purpose 
of  coinage.    A  erownpiece  in  alummium  would  hardly  weigh  more  than 
a  shilling  in  silver ;  or,  a  piece  the  size  of  a  penny,  about  as  much  as  a 
copper  mrthing.    The  same  qualities  of  lightness,  hardness,  and  incor- 
rodibility  also  fit  it  excellently  for  the  beams  of  delicate  balances,  and 
the  minute  weights  used  in  analysis.     It  would  also  make  admirable 
utensils  for  the  more  delicate  operations  of  cookery,  replacing  the 
copper  ones,  which  rendered  pickles  and  soups  so  poisonouslj  green ; 
it  would  also  form  excellent  vessels  for  manufacturing  chemists ;  it 
being  extremely  sonorous,  would  make  capital  bells,  and  aluminium  coins 
would  have  a  "  ring"  equal  to  those  of  silver.    The  present  price  of 
aluminium,  as  retailed  by  Messrs.  Rousseau,  was  3/.  lOi.  an  ounce,  but 
that  was  merely  a  fictitious  price,  the  demand  for  it  as  a  chemical 
curiosity  greatly  exceeding  the  very  limited  supply,  and  the  makeis 
having  to  reimburse  themselves  for  much  outlay  m  apparatus  and  pre- 
liminary experiments.   In  estimating  its  cost,  thev  must  never  forget  its 
singular  ligntness ;  even  at  its  present  price,  bulk  for  bulk,  it  was  ten 
times  cheaper  than  gold,  and  onl^  three  times  the  price  of  silver;  but,  in 
looking  forward,  he  could  see  no  improbability  in  its  being  made  for  St. 
or  10^.  a  pound,  and  then  it  mi^ht  at  once  replace  copper  for  coinage, 
for  it  is  nearly  four  times  as  light,  so  that  pieces  of  half  the  present 
size  would  be  of  the  same  value  as  now.    Time  alone  could  decide  the 
question  of  the  cost  of  the  metal.     Much  depended  on  the  scale  <m 
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which  any  product  was  manufactured.  Phosphorus,  which  in  its  early 
days,  was  an  object  of  curiosity  like  aluminium  now,  sold  for  a  guinea 
an  ounce ;  fifteen  jears  ago  it  was  as  much  per  pound ;  now,  though  its 
preparation  was  difficult  and  dan^^erous,  it  was  about  *6s.  6d,  a  pound, 
solely  from  its  commercial  demand  for  the  manufacture  of  that  insigtiifi- 
cant  but  useful  little  article  the  lucifer-matoh.  Aluminium  formed  alloys 
with  most  of  the  metals,  but  hardly  at  all  with  lead,  and  it  would  not  in 
the  least  amal^mate  with  mercury,  which  might  be  useful  in  some  of 
its  future  applications.  After  dwelling  for  a  short  time  upon  these 
alloys,  which  he  said  had  not  been  much  studied,  the  lecturer  closed  his 
remarks  by  observing  that  Mr.  Grore,  an  able  electro-chemist  of  Bir- 
mingham, had  presented  the  Society  of  Arts  with  specimens  of  copper 
and  brass,  coated  with  white  and  lustrous  aluminium  and  silicium  by  the 
usual  electro-plating  process  from  the  solution  of  alumina,  obtained  by 
boiling  pipe-clay  \ni\i  sulphuric  acid,  or  from  the  common  siliceous 
sandstone  dissolved  by  hydrofluoric  acid,  so  that  silicium  might  here- 
after be  destined  to  play  as  prominent  a  part  as  its  sister  aluminium ; 
and  assuredly  it  was  a  proud  triumph  for  chemistry,  amidst  the  count- 
less benefits  she  had  conferred  on  mankind,  that  she  had  wrung  their 
bidden  metals  from  despised  clay  and  paving-stones  to  add  to  the  com- 
forts and  ornament  of  their  daily  life,  thus,  as  it  were,  bringing  home 
Peru  and  Mexico  to  their  very  doors.'* 

Aluminium  appears  to  take  an  intermediate  position  between  the 
precious  metals  and  the  common  ones,  and  Professor  Graham  considers 
that  it  ought  to  stand  at  the  head  of  the  common  metals.  It  possesses 
some  properties  analogous  to  those  belonging  to  iron,  such  as  tLpatiive 
state  in  nitric  acid ;  it  is  also  slightly  ma^etic,  and  acquires  by  pres- 
sure some  of  the  elasticity  of  iron.  Aluminium  combines  with  carbon 
and  silicium,  forming  brittle  and  friable  compounds  somewhat  similar  to 
tJhose  procured  from  iron  when  cooibiued  with  the  same  elements,  and, 
like  iron,  it  does  not  unite  with  mercury. 

One  of  the  chief  objections  urged  against  the  use  of  aluminium  is  its 
extreme  liability  to  abrasion ;  but  even  then,  its  alloys  are  proved  to  be 
most  yaluable,  especially  the  alloy  with  copper,  or  "  alumimum  bronze," 
as  it  is  considered  that  if  this  could  be  procured  sufficiently  cheap, 
superior  cannon  might  be  cast  of  it. 

The  employment  of  aluminium  by  dentists  appears  to  be  limited  to  the 
use  of  the  cast  metal,  as  the  forced  aluminium  is  frequently  attacked 
and  destroyed  by  the  saliva  of  the  mouth.  Aluminium  and  iron  may 
probably  form  alloys  which  will  be  of  the  very  highest  importance.  At 
the  present  time  aluminium  is  to  be  had  in  London,  from  any  of  the 
silversmiths,  at  a  very  cheap  rate,  made  into  jewellery  and  ornaments 
of  various  kinds,  bracelets,  combs,  pins,  seals,  penholders,  tops  of  ink- 
stands, porte-monnaies,  shirt-stuos,  harness,  statuettes,  candelabra, 
candlesticks,  bells,  tubes,  &c. 
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EXPSBIICEKTS  WITH  ALuiciNnnc. 
FirttSeriei. 

The  oombining  proportion  of  this  metal  is  13*7,  and  its  spedfie  gravitf 
is  2*6,  beine  nearly  that  of  ^lass  ^  it  is  malleable  and  dactik,  and  poeK 
sesses  considerable  tenacity ;  it  co«  ducts  electricity  eight  times  better 
than  iron,  and  is  considered  to  be  about  equal  to  sdrer  in  that  respect. 
It  melts  at  a  temperature  between  that  required  to  fuse  zinc  and  suTer. 
It  is  not  readily  attacked  by  oxygen  ^ ;  and  Deville  ascertained  that 
it  could  be  exposed  for  a  lengi;hened  tune  to  the  action  of  a  current  of 
air  in  the  cupelling  furnace  without  undergoing  any  change. 

The  only  oxide  of  aluminium  known  at  the  present  time  is  the  sesqni- 
oxide,  caUed  alumina,  haying  the  same  relation  to  oxygen  as  the  ses- 
quioxide  of  iron,  and  represented  by  the  formula  Al^O^  The  manner 
of  obtaining  this  oxide  from  ammonia-alum  has  already  been  explained 
at  p.  397.  The  state  of  a^CTcgation  of  the  metal  aluminium  nas  no 
doubt  a  ffreat  deal  to  do  witn  its  combustibility  in  oxygen.  Beyille^ 
as  alreaoy  observed,  exposed  some  melted  aluminium  in  a  cupel»  but  did 
not  succeed  in  setting  it  on  fire ;  but  Wohler,  using  the  finely-diyided 
metal  in  his  experiments,  observed  that  when  the  aluminium  was  heated 
to  redness  in  the  air,  it  took  fire  and  burnt  with  great  brilliancy  into 
white  and  tolerably  hard  alumina.  He  also  states  that  when  it  is  pro- 
jected on  the  flame  of  a  candle,  it  emits  sparks  as  brilliant  as  those  of 
iron  burning  in  oxygen  gas.  It  also  burns  in  oxygen  gas  with  a  splen- 
dour which  the  eye  can  hardly  support,  and  with  so  much  heat  that 
the  resulting  alumina  is,  in  part  at  least,  fused  into  yellow  fragments, 
which  are  as  hard  as  corundum,  and  not  onljr  scratch,  but  absolutely 
cut  glass.  In  order  to  obtain  this  combustion  in  oxyeen,  it  is  necessary 
first  to  heat  the  finely-divided  aluminium  red  hot  be^re  plunging  it  into 
the  gas.  Indeed,  those  residts  are  very  similar  in  effect  to  those  obtained 
with  antimony  or  bismuth  in  chlorine  ^ ;  when  these  metals  are  in- 
troduced in  lumps  into  the  gas,  the  action  is  slow  and  unaccompanied 
^th  the  evolution  of  fire ;  but  if  they  are  first  reduced  to  powder,  and 
then  dropped  into  the  chlorine  gas,  they  take  fire  and  proauce  at  once 
the  chlorides  of  these  metals. 

Alumina  appears  to  perform  the  part  of  an  acid,  and  combines  with 
potash,  magnesia,  baryta,  strontia,  &c.,  forming  aluminates  of  these 
Dodies.  When  first  precipitated  as  an  hydrate  of  alumina,  it  is  ex- 
tremely bulky,  and  very  much  resembles  jelly  or  pectic  acid,  and  if 
allowed  to  dry  slowly,  it  gradually  contracts  into  a  substance  that  looks 
like  fine  glue.  Dr.  Thompson  found  that  100  grains  of  precipitated 
alumina  left  to  dry  on  a  paper  filter  during  two  months,  at  a  tempera- 
ture not  exceeding  60°  ran.,  retained  so  much  water,  that  when  heated 
red  hot  it  lost  51 '3  grains  of  water,  or  rather  more  than  half  it«  weight. 
After  bein^  heated  red  hot,  a  great  condensation  of  water  appears  to 
take  place  within  its  pores  when  cold ;  and  Berzelius  found  that  100 
parts,  after  being  ignited,  gained  15^  grains  from  a  dry  atmosphere^ 
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and  33  grains  from  a  hnmid  one ;  hence,  in  estimating  and  weighing  this 
substance  in  analysis,  great  care  must  be  taken  to  prevent  it  absoniine 
moisture.  Like  spon^,  alumina  shrinks  as  it  yields  up  its  water,  ana 
upon  this  property  is  founded  the  pyrometer  of  Wedgwood,  which 
is  intended  to  measure  hi^h  degrees  of  heat  by  the  amount  qf  the  con- 
traction of  regularly  shaped  pieces  of  china  clay ;  and  as  we  have  had 
frequent  occasion  to  speak  of  the  temperature  at  which  metals  fuse,  it 
may  be  interesting  here  to  describe  the  late  Professor  Darnell's  im- 
provement on  the  pyrometer  of  Wedgwood.  The  latter  instrument 
afforded  incorrect  results ;  partly  on  account  of  the  difficulty  of  obtain- 
ing day  of  uniform  composition,  and  partW  because  the  principle  upon 
which  it  is  founded  is  not  a  correct  one,  for  cla^  will  contract  as  much 
by  a  long-continued  loto  heat  as  by  a  short  continuance  of  a  high  one. 
Daniell's  ReffUter  Pyrometer  consists  of  two  parts,  which  may  De  dis- 
tinguished as  the  register  and  the  scale.  The  register  is  a  solid  bar  of 
blacklead  earthenware,  highly  baked ;  in  this  a  hofe  is  drilled,  into  which 
a  bar  of  any  metal,  six  inches  lone,  may  be  dropped,  and  which  will 
then  rest  upon  its  solid  end.  A  cylindrical  piece  of  porcelain,  called 
the  index,  is  then  placed  upon  the  top  of  the  bar,  ana  confined  in  its 
place  by  a  ring  or  strap  of  platinum  passing  round  the  top  of  the  register, 
which  b  partly  cut  away  at  the  top  and  tightened  by  a  wedge  of  porce- 
lain, mien  such  an  arrangement  is  exposed  to  a  hiffh  temperature,  it 
is  obvious  that  the  expansion  of  the  metallic  bar  wiU  force  the  index 
forward  to  the  amount  of  the  excess  of  its  expansion  over  that  of  the 
blacklead,  and  that,  when  again  cooled,  it  will  be  left  at  the  point  of 
greatest  elongation.  What  is  now  required  is  the  measurement  of  the 
distance  which  the  index  has  been  thrust  forward  from  its  first  position ; 
and  this,  though  in  any  case  but  small,  mav  be  afforded  with  §[reat  pre- 
cision by  means  of  the  scale.  This  is  inaependent  of  the  renter,  and 
consists  of  two  rules  of  brass,  accurately  joined  together  at  a  right  angle 
by  their  edges,  and  fitting  sauare  upon  two  sides  of  the  blacklead  bar. 
At  one  end  of  this  double  rule  a  small  plate  of  brass  projects  at  a  right 
angle,  which  may  be  brought  down  upon  the  sho^ilder  of  the  register, 
formed  bjr  the  not<;h  cut  awav  for  the  reception  of  the  index.  A  move- 
able arm  is  attached  upon  this  frame,  turning  at  its  fixed  extremity 
upon  a  centre,  and  at  its  other  carrying  an  arc  of  a  circle  whose 
radius  is  exactly  five  inches,  accurately  divided  into  degrees  and  thirds 
of  a  degree.  Upon  this  arm,  at  the  centre  of  the  circle,  another  lighter 
arm  is  made  to  turn,  one  end  of  which  carries  a  nonius  with  it,  which 
moves  upon  the  face  of  the  arc,  and  subdivides  the  former  graduation 
into  minutes  of  a  degree ;  the  other  end  crosses  the  centre,  and  termi- 
nates in  an  obtuse  steel  point,  turning  inwards  at  a  right  angle. 

When  an  observation  is  to  be  made,  the  metallic  bar  is  placed  in  the 
cavity  of  the  register,  the  index  is  to  be  pressed  down  upon  it  and 
firmly  fixed  in  its  place  by  the  platinum  strap  and  porcelain  wedge.  The 
scale  is  then  to  be  applied  hy  carefully  adjusting  the  brass  rules  to  the 
sides  of  the  blackleaa  bar,  and  fixing  it  oy  pressing  the  crosspieoe  a 
(Fig.  233)  upon  the  tkoolder;  hoUUngthe  whole  together  steadily  in  the 
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left  hand,  the  moYeable  ann  should  be  so  placed  that  the  steel  point  (i)  of 
the  other  leg  of  the  compasses  maj  rest  upon  the  edge  of  the  poroelam 


Fig.  223.  Daniell'i  Pyrometer.  No.  1  is  the  register,  d  d  b  d  is  the  blacUeftd  Ur  with 
its  cavity,  o  o.  At  opppit\»  cut  away  to  the  depth  of  half  the  bore.  9  9  is  the  poroe- 
lain  index,  which  is  placed  upon  the  top  of  the  Tnetallic  bur,  and  confined  to  its  i^ace  by 
the  pressure  of  the  platinum  strap  r,  so  acting  by  the  force  of  the  small  porcelain  wedge  «. 
No.  2  represents  the  scale.  ▲  ▲  is  the  principal  brass  rule,  upon  the  under  side  of  whidi 
the  flrame  aaaaaa  is  adjusted  by  the  screws  b  6,  and  which  supports  upon  its  bent 
extremity  c,  the  arm  b  moving  upon  the  centre  d,  and  terminating  in  tAe  arc  of  tlw  eiide 
tf  «.  0  c  is  the  lighter  arm  moving  upon  Uie  centre /upon  the  arm  b,  and  carrying  at  one 
end  the  nonius  a,  and  at  the  other  the  steel  point  A,  the  distance  of  which  from  the  centre 
/is  exactly  halAn-inch,  or  one  tenth  of  the  radius  fa,  and  equal  to  the  distance  of  the 
two  centres  fd,  i  is  a  small  lens,  represented  as  lying  down,  but  which  mav  be  raised 
by  the  centres  k  and  I  perpendicularly  above  the  honius  to  fkcilitate  the  readmg.  ai  * 
is  the  steel  spring,  which,  being  fixed  in  a  cavity  cut  out  oTthe  arm  b,  presses  upon  a  HuaD 
pin  »  on  the  arm  0,  and  throws  the  nMlias  back  to  the  commenoement  of  the  are. 
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index,  against  which  it  will  be  pressed  with  some  force  by  the  spring; 
then,  moving  the  arm  fliently  forward  with  the  ri^ht  hand,  the  point  will 
slide  along  the  end  of  the  index  till  it  drops  into  a  small  cavity  (/) 
formed  for  its  reception,  and  which  exactly  coincides  with  the  axis  of 
the  metallic  bar  in  the  register,  and  the  centre  of  motion  of  the  corn- 
panes  On  the  brass  mle.  The  minute  of  the  de^e  must  then  be  noted 
which  the  nonius  indicates  upon  the  arc.  A  similar  observation  must 
be  made  after  the  register  nas  been  exposed  to  an  increased  tempera- 
ture and  again  cooled ;  and  the  number  of  degrees  or  minutes  which 
the  nonius  will  then  mark  will,  by  a  simple  calculation  from  the  known 
length  of  the  radii  and  angle,  give  the  length  of  the  chord  comprised 
between  the  ori^nal  position  of  the  compasses  and  the  point  to  which 
they  have  moved  in  the  distance  which  tne  index  has  been  forced  for- 
ward. "Such  an  operation,"  says  Daniell,  "appears  complex  in  the 
description,  but  is  in  fact  extremely  simple  after  a  little  practice,  and 
does  not  require  more  than  a  few  seconds  for  its  performance.  The 
scale  of  the  pyrometer  being  completely  detached  from  the  part  which 
is  exposed  to  tne  fire,  obviates  one  important  objection  which  nas  always 
been  made  to  other  contrivances  of  tne  same  nature,  from  the  uncertain 
degree  of  heat  and  expansion  to  which  they  are  liable,  while  the  sim- 
plicity of  that  part  of  tne  arran^ment  which  alone  is  subjected  to  great 
heats,  renders  it  little  liable  to  injury ;  and,  together  with  the  cheapness 
of  the  material  of  which  it  is  constructed,  occasions  but  a  triflmg  ex- 
pense for  replacing  it  when  injured." — Phil,  Mag.,  1831. 

Second  Series, 

Chlorine,  bromine,  and  fluorine  unite  with  aluminium.  The  prepa- 
ration of  the  chloride  has  already  been  explained ;  and  as  the  bromide 
and  fluoride  of  aluminium  do  not  present  any  very  interesting  chemical 
features,  the  bare  mention  of  them  may  be  sumcient  here.  The  "  topaz" 
consists  almost  entirely  of  fluoride  ot  aluminium  united  with  alumina. 

Third  Series, 

Alumina  is  the  cheapest  and  the  most  extensively  employed  of  all 
mordants  for  fixing  colouring  matters  on  cotton,  &c.  Four  kinds  of 
solutions  are  used  for  this  purpose :  viz.,  1.  A  solution  of  common  alum. 
2.  A  solution  of  common  alum,  partly  neutralized  with  an  alkali,  called 
basic  alum.  3.  A  solution  of  alumina  in  acetic  acid,  called  "  red 
liquor."  4.  A  solution  of  alumina  in  caustic  potash,  called  aluminate 
of^  potash.  Cotton  cloth,  washed  free  from  stiflTening,  steeped  in  a 
solution  of  alum,  partly  dried,  and  dipped  in  a  decoction  of  "  fustic," 
the  wood  of  the  Moms  tinetoria,  afforos  a  much  brighter  yellow  than  if 
the  cloth  had  not  been  prepared  with  the  mordant. 

A  piece  of  cotton  cloth  impregnated  with  basic  alum,  and  dipped  in 
a  hot  infusion  of  cochineal,  is  dyed  a  beautiful  crimson. 

Another  piece  of  cloth  dipp»l  in  acetate  of  alumina  ("  red  liauor") 
affords  a  bamtiful  orange,  if  placed  in  a  mixed  decoction  of  cochineal 
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and  quercitron ;  the  exact  shade  can  only  be  aofjuired  hr  practioe  and 
a  nice  adjustment  of  the  quantities  of  the  materials  naei. 

When  a  piece  of  doth  saturated  with  the  alumiuAte  of  [xyUsh  » 
exposed  to  tne  air,  and  especially  in  occupied  roomi^  the  carbonic  acid 
in  the  atmosphere  is  entirely  absorbed,  combines  with  the  potash,  ud 
the  alumina  is  precipitated  in  the  fibre  of  the  cloth ;  henoe  the  im- 
portance of  one  of  the  stages  of  mordanting  cloth — yiz.,  **  hangiaff,** 
or  "  ageing,"  and  the  free  exposure  of  the  goods  to  plenty  of  air.  Tbe 
alumina  deposited  in  this  manner  has  a  peculiar  amnity  for  OQlouring 
matter. 

Fourth  Series. 

Alumina  unites  with  silicic  acid,  and  forms  a  most  valuable  series  of 
natural  earths  and  clays,  which  are  employed  for  a  great  number  of 
purposes,  and  especially  in  the  fabrication  of  pottery  and  porcelain. 
Amongst  the  minerals  that  consist  of  alumina  and  silica  are  to  be 
named  pumice-stone  and  china  clay ;  and  it  is  from  the  best  description 
of  clay  that  those  beautiful  works  of  art  called  Parian  ot  statuaiy 
porcelain  are  made  by  the  famous  house  of  Ck)peland,  in  Bond-street. 

The  author  is  indebted  to  Mr.  Frederick  Battam  for  the  following  in- 
teresting facts  in  connexion  with  this  manufacture : — 

"Statuary  Porcelain, — ^Tlie  articles  under  the  head  of  'Statuaiy 
Porcelain*  are  produced  by  'casting.'  As  the  most  direct  mode  <i 
illustrating  this  process,  let  us  suppose  the  object  under  review  to  be 
a  figure  or  group,  and  this  we  will  assume  to  be  two  feet  high  in  the 
model.  The  clay,  which  is  used  in  a  semi-liquid  state,  about  the  con- 
sistency of  cream,  and  called  '  slip/  is  poured  into  the  moulds  forming 
the  various  parts  of  the  subject  (sometimes  as  many  as  fifty) ;  the 
shrinking  that  occurs  before  these  casts  can  be  taken  out  of  the  moulds 
(which  is  caused  by  the  absorbent  nature  of  the  ])laster  of  which  the 
mould  is  composed)  is  equal  to  the  reduction  of  one  inch  and  a  half  in  the 
height.  These  casts  are  then  put  together  by  the  *  figure-maker ;'  the 
seams  (consequent  upon  the  marks  caused  by  the  subdivisions  of  the 
moulds)  are  then  carefully  removed,  and  the  whole  worked  upon  to 
restore  the  cast  to  the  same  degree  of  finish  as  the  original  modeL  Hie 
work  is  then  thoroughly  dried,  to  be  in  a  fit  state  for  firing,  as,  if  put  in 
the  oven  while  damp,  the  sudden  contraction  consequent  upon  the  great 
degree  of  heat  instantaneously  applied,  would  be  very  liable  to  cause  it 
to  crack ;  in  this  process  it  again  suffers  a  further  loss  of  one  inch  and 
a  half  by  evaporation,  and  it  is  now  but  one  foot  nine  inches.  Agdn, 
in  the  'firing'  of  the  'bisque'  oven,  its  most  severe  ord^  it  is  dimi- 
nished three  inches,  and  is  then  but  eighteen  inches  h^h,  being  six 
inches,  or  one  fourth  less  than  the  original.  Now,  as  the  oontn^tion 
should  equalljr  affect  every  portion  of  the  details  of  the  work,  in  cnrder 
to  realize  a  faithful  copy,  and  as  added  to  this  contingency  are  the  risks 
in  the  oven  of  being  '  over-fired,'  by  which  it  would  lie  mdted  in  a 
mass,  and  of  being  '  short-fired,'  by  which  its  surface  would  be  im- 
perfect^ it  is  readi^  evident  that  a  series  of  difficulties  present  them* 
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selves,  that  require  considerable  practical  experience  successfully  to 
meet.  J- 

"The  moulds  are  made  of  plaster  of  Paris,  which,  when  properly  pre- 
pared, has  the  property  of  absorbing  water  so  effectually,  that  the 
moisture  is  extracted  from  the  clay,  and  the  ware  may  oe  remored 
firom  the  mould  or  *  delivered'  with  care  and  rapidity.  Prior  to  use, 
the  plaster  (gypsum)  is  put  into  long  trou^,  havinff  a  fire  running 
underneath  them,  by  whicn  means  the  water  is  driven  off,  and  it  remains 
in  a  state  of  soft,  fine  powder;  and  if  its  own  proportion  of  water  be 
again  added  to  it,  it  will  immediately  set  into  a  nrm,  compact  body, 
wliich  is  the  case  when  it  is  mixed  to  mrm  the  mould. 

"  The  following  are  the  degrees  of  temperature  in  which  the  different 
branches  work:— 

Plate-makers'  hothouse 108*^  Fahrenheit. 

Dish-makers'  hothouse 106°  „ 

Printers'  shop 90°  „ 

Throwers'  hothouse 98°  „ 

The  workmen  for  whom  the  tem{>erature  of  the  '  hothouse'  is  graduated 
require  that  heat  for  drying  their  work  and  getting  it  off  the  moulds. 
The  outer  shops  in  which  they  work  may  be  from  five  to  ten  degrees 
less. 

"  Priniiug, — There  are  two  distinct  methods  of  printing,  in  use,  for 
China  and  earthenware— one  is  transferred  on  the  '  bisque,'  and  is  the 
method  by  wliich  the  ordinary  printed  ware  is  produced,  and  the  other 
is  transferred  on  the  glazed.  The  first  is  called  '  press  printing,'  and 
the  latter  'bat  printing.'  The  engraving  is  executed  upon  copper 
plates,  and  for  '  press'  printing  is  cut  very  deep,  to  enable  it  to  hold  a 
sufficiency  of  colour  to  give  a  firm  and  full  transfer  to  the  ware.  The 
jmnter's  shop  is  furnished  with  a  brisk  stove,  having  an  iron  plate  upon 
the  top,  immediately  over  the  fire,  for  the  convenience  of  warming  the 
colour  while  being  worked,  also  a  roller,  press,  and  tubs.  The  printer 
has  two  female  assistants,  called  '  transferers,'  and  also  a  girl  called  a 
*  cotter.'  The  copper-plate  is  charged  with  colour,  mixed  with  thick 
b<Hled  oil,  by  means  of  a  knife  and  '  dabber,'  while  held  on  the  hot 
stove-plate,  for  the  purpose  of  keeping  the  colour  fluid;  and  the  en- 
gravea  portion  being  fill^,  the  superfluous  colour  b  scraped  off  the 
surface  of  the  copper  with  a  kni/e,  and  b  further  cleaned  by  being 
rubbed  with  a  '  boss'  made  of  leather.  A  thick  firm  oil  is  required  to 
keq)  the  different  parts  of  the  design  from  flowing  into  a  mass  or  be- 
coming confused  while  under  the  pressure  of  the  rubber  in  the  process 
of  transferring.  A  sheet  of  paper  of  the  necessary  size,  and  of  a  pecu- 
liarly thin  texture,  called  'pottery  tissue,'  after  lieing  saturated  with  a 
thin  solution  of  soap  and  water,  is  placed  upon  the  copper  plate,  and 
being  put  under  the  action  of  the  press,  the  paper  is  carefully  drawn  off 
again  (the  engraving  being  placed  on  the  stone),  bringing  with  it  the 
oobur  with  which  the  plate  was  charged,  constituting  the  pattern. 
Thia^  impression  is  given  to  the  '  cutter,'  who  cuts  away  the  super- 
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fluous  paper  about  it :  and  if  the  pattern  eonaists  of  a  border  and  centre^ 
the  bonier  is  separated  from  the  centre,  as  being  more  conyenient  to  fit 
to  the  ware  when  divided.  It  la  then  laid  by  a  transferrer  upon  the 
ware,  and  rubbed  first  with  a  small  pieoe  of  soaped  fl^wni>1^  to  fix  it,  and 
afterwards  with  a  rubber  formed  of  rolled  fiilEuineL  This  rub^  is 
applied  to  the  impression  very  forcibly,  the  friction  cansinjp  the  cokwr 
to  adhere  firmly  to  the '  bisque'  surface,  by  which  it  is  partiafled  imbibed; 
it  is  then  immersed  in  a  tub  of  water,  and  the  paper  washed  entueh 
away  with  a  sponge ;  the  colour,  from  its  adhesion  to  the  ware,  ana 
being  mixed  with  oil,  remaining  unaffected.  It  is  now  necessary,  prior 
to  *  glazing,'  to  get  rid  of  this  oil,  which  is  done  by  submittmg  the 
ware  to  heat  in  what  are  called  '  hardening'  kilns,  sufficient  to  destroy 
it  and  leave  the  colour  pure.  This  is  a  necessary  process,  as  the  gkxe, 
being  mixed  with  water,  would  be  rejected  by  the  print  while  the  oil 
remained  in  the  colour. 

"  The  '  bat'  printing  is  done  upon  the  glaze,  and  the  ei^;raYings  are, 
for  this  style,  exceedingly  fine,  and  no  greater  depth  is  required  than  for 
ordinary  book  engravings.  The  impression  is  not  submitted  to  the  heat 
necessary  for  that  in  the  *  bisque ;'  and  the  medium  of  conveying  it  to  the 
ware  is  also  much  purer.  The  copper-plate  is  first  char^g;ed  wifli  linseed- 
oil,  and  cleaned  off  by  hand,  so  that  the  engraved  portion  alone  retains 
it.  A  preparation  of  glue  being  run  upn  flat  dishes  about  a  ouarter 
of  an  inch  thick,  is  cut  to  the  size  required  for  the  subject  and  then 
pressed  upon  it,  and  being  immediately  removed,  draws  on  its  surface 
the  oil  with  which  the  curving  was  filled.  The  glue  is  then  pressed 
upon  the  ware  with  the  oiled  part  next  the  glaze,  and  being  again  re- 
moved, the  design  remains,  though,  being  in  a  pure  oil,  scarcely  per- 
ceptible. Colour,  finely  ground,  is  then  dusted  upon  it  with  cotton- 
wool, and  a  sufficiency  adhering  to  the  oil,  leaves  the  impression  perfect^ 
and  ready  to  be  fired  in  the  enamel  kilns. 

*'  Enamel  Pai«/i«^.— Enamel  colours  are  metallic  oxides  incorporated 
with  a  fusible  flux :  gold  precipitated  by  tin  furnishes  the  crimson, 
rose,  and  purple ;  oxiaes  of  iron  and  chrome  produce  reds ;  the  same 
oxides  yield  black  and  brown,  also  obtained  from  manganese  and  cobalt ; 
orange  is  from  oxides  of  uranium,  chrome,  antimony,  and  iron ;  greens 
from  oxides  of  chrome  and  copper ;  blues  from  oxides  of  oobiut  and 
zinc.  The  fluxes  are  borax,  flint,  oxide  of  lead,  &c.  They  are  worked 
in  essential  oils  and  turpentine,  and  a  very  great  disadvantage  under 
which  the  artist  labours  is,  that  the  tints  on  the  palettes  are  in  most 
cases  different  to  those  they  assume  when  they  have  undergone  the 
necessary  heat,  which  not  only  brings  out  the  true  colour,  but  also,  by 
partially  softening  the  glaze  and  the  flux,  causes  the  colour  to  become 
fixed  to  the  ware.  This  disadvantage  will  be  immediately  apparent  in 
the  case  where  a  peculiar  delicacy  of  tint  is  required,  as  in  flesh  tones, 
for  instance;  but  the  difficulty  does  not  end  here,  for,  as  a  definite  heat 
can  alone  ^ive  to  a  colour  a  perfect  hue,  and  as  the  colour  is  continually 
varying  with  the  different  stages  of  gjraduated  heat,  another  risk  is 
incurred — that  resulting  from  the  liability  of  its  receiving  the  heat 
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in  a  greater  or  less  degree,  termed  'over-fired*  and  'short-fired.' 
As  an  instance  of  its  consec^uence,  we  will  cite  rose-colour  or  crimson, 
which,  when  used  by  the  painter,  is  a  dirty  violet  or  drab ;  daring  the 
process  of  firing,  it  gradually  varies  with  the  increase  of  heat  from  a 
orown  to  a  dull  reddish  hue,  and  from  that  progressively  to  its  proper 
tint.  ^  But  if,  by  want  of  judgment  or  inattention  in  the  fireman,  the 
beat  is  allowed  to  exceed  that  point,  the  beauty  and  brilliancy  of  the 
colour  are  destroyed  beyond  remedy,  and  it  becomes  a  dull  purple.  On 
the  other  liand,  should  the  fire  be  too  slack,  the  colour  is  presented  in 
one  of  its  intermediate  stages,  as  alread  v  described ;  but  in  this  case 
extra  heat  will  restore  it.  Nor  must  we  forget  to  allude  to  the  casual- 
ties of  cracking  and  breaking  in  the  kilns  by  the  heat  being  increased 
or  withdrawn  too  suddenljr — a  risk  to  which  the  larger  articles  are 
peculiarly  liable.  These  vicissitudes  render  enamel  painting  in  its 
Wher  branches  a  most  uusatisfactory  and  disheartening  study,  and 
enhance  the  value  of  those  productions  which  are  really  successful  and 
meritorious." 

Fifth  Serief. 

Alumina,  coloured  chiefly  with  oxide  of  iron,  is  found  crystallized  in 
nature,  and  is  then  valued  at  enormous  sums,  under  the  names  of  the 
sapphire,  the  ruby,  and  the  emerald,  which  are  varieties  of  the  very 
bard  mineral  termed  corundum — a  mineral  that  justly  deserves  the  title 
of  adamant,  and  in  its  more  common  variety  is  the  well  known  hard 
substance  sprinkled  on  glazed  cotton  or  paper,  and  termed  emery  or 
scouring  paper. 

The  sapphire  is  the  next  in  value  to  the  diamond  (supposing  always 
that  the  gem  is  free  from  specks  or  flaws) ;  it  is  so  hard  that  it  is  cut 
with  diamond  powder,  and  polished  by  means  of  emery.  The  most 
highly-prized  variety  is  the  Oriental  ruby,  of  a  crimson  and  carmine  red 
colour.  The  cochineal  red  variety  is  the  *•  Balais  Ruby,"  so  named 
from  Balacchan,  the  Indian  name  of  Pegu,  where  this  variety  is  found. 
Amongst  the  beautiful  jewels  dis|^jed  at  the  first  exhibition  in  Hyde 
Park  were  some  remarkable  specimens  of  rubies  from  Hunt  and 
Soskell,  the  eminent  jewellers  ot  Bond-street.  One,  a  hu^  Oriental 
mby  of  an  oval  slu^  and  of  a  deep  crimson  colour,  consisting  of  a 
mixture  of  red  and  purple,  and  most  beautifully  cut,  weighed  84  grains. 
Another  "  Bahiis"  ruby,  of  an  oblong  shape,  and  of  a  oeep  pink,  very 
brilliant,  and  weighing  53  grains,  was  considered  to  be  unsurpassed  in 
beauty  and  perfection ;  likewise  sapphires  of  a  still  larger  size,  and  one 
weighing  180  grains,  of  a  light  blue  colour,  and  cut  in  steps  with  excjui- 
site  lustre,  wiu  long  be  remembered  by  ail  those  who  admire  precious 
stones. 

It  has  already  been  observed  at  page  295  that  natural  minerals  may 
be  imitated  perfectly  by  artificial  processes ;  and  the  same  remark  can 
be  made  with  respect  to  these  costly  jewels.  M.  Ebelsman,  of  the 
Sevres  Porcehun  Works,  near  Paris,  has  succeeded  in  making  the  arti- 
ficial "ruby;"  not,  it  most  be  understood,  as  a  copy  in  glass,  but 
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veritably  and  honestly  out  of  tlie  same  substance  (ahimma)  of  vhidi 
rubies  and  sapphires  are  naturally  composed.  The  process  consists  in 
employing  a  solvent  which  shall  first  dissolve  the  mineral  or  its  con- 
stituents, and  may  thus,  either  upon  its  removal,  or  hj  a  dhninutian 
of  its  solvent  powers,  permit  the  mineral  to  aggr^nte  in  a  ciTstalline 
state.  The  solvents  are  boracic  acid,  borax,  phosphate  of  soda,  phos- 
phoric acid,  &c. ;  but  the  first  named  is  that  preferred  by  Ebdnnaii, 
who  mixes  together  certain  proportions  of  alumma,  magnesia,  oxide  of 
chromium,  or  oxide  of  iron,  and  fused  boracic  add ;  these  are  tiioi 
placed  in  a  crucible  made  of  refractory  alumina  enclosed  in  a  second  on^ 
and  both  carefully  protected  by  covers  from  air,  dust,  and  dirt,  and  the 
whole  exposed  to  the  intense  heat  of  a  porcelain  or  other  furnace.  The 
materials  are  dissolved  in  the  boracic  acid,  and  then,  as  the  heat  is 
continued,  the  latter  evaporates,  and  the  alumina  and  colouring 
materials  are  found  comoined  and  crystallized,  and  present  the 
exact  appearance  of  the  Spinel  ruby.  In  this  way  crystals  having 
the  same  form,  hardness,  colour,  specific  gravity,  composition,  and 
effect  on  light  as  the  true  ruby,  the  cymophane,  and  other  predons 
stones,  were  prepared,  and  were  found  to  be  identical  in  compositicm 
with  them.* 

Analysis  frequently  reveals  strange  and  curious  truths,  and  the  pro- 
duction of  artificial  "  ultramarine"  is  another  example  of  the  imitation 
of  one  of  nature's  most  beautiful  mineral  works.  The  "  artificial  ultra- 
marine** is  made  by  fusing  together  soda,  carbonate  of  soda,  sulphur, 
silica,  ferruginous  clay ;  and  the  receipt  is  copied  from  the  natural  sp& 
cimens  of  this  valuable  substance,  which  consists  of — 

Silica 45*40 

Alumina 31-67 

Soda 909 

Sulphuric  acid 5*89 

Sulphur 0*95 

Iron 0*86 

Lime 3'62 

Chlorine 0-42 

Water 012 

97-92 

When  the  Spinel  ruby  weighs  sixteen  grains  it  is  considered  of  equal 
value  to  a  diamond  of  half  the  weight.  Corundum  occurs  in  a  om- 
tallized  state,  and  the  author  has  a  good  specimen  from  Tn^^  a  mi- 
sided  prism,  about  three  inches  long,  and  from  one  inch  to  an  inch  and 
a  quarter  wide  from  plane  to  plane,  called  the  "  Sawmee  Stone,"  from 
the  god  Sawmee.  This  mineral  is  used  in  India  for  cutting  all  precious 
stones,  and  when  mixed  with  shellac,  forms  their  only  "grinitonej" 

•  See  AmuJet  de  CEhixnie,  IMS,  torn.  xxii.  p.  21L 
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and  as  the  precious  stones  alluded  to  are  all  yarieties  of  this  mineral, 
the  analysis  of  the  specimen  is  given  below  :— 

Alumina 89*0 

Silica 90 

Oxide  of  iron 20 

1000 

In  the  collection  of  crown  jewels  at  the  Tower  of  London  are  some 
magnificent  s]>ecimens  of  the  sapphire  and  ruby,  which  are  well  worthy 
of  a  visit  of  inspection,  and  are  very  nicely  described  by  the  lady  at 
present  in  charge  of  them. 


Fig.  221  The  Crown  and  Sceptre  of  EngUad. 


Yig,  225.  The  rappoecd  Origin  of  the  Name  of  the  MetaL 


CHAPTER  XU. 


ANTIMONY. 

The  origin  of  the  name  of  this  metal  is  somewhat  peculiar,  and  in 
reading  iasil  Valentine's  "  Triumphant  Chariot  of  Antimony,"  it  will 
be  noticed  that  he  speaks  of  the  metal  "yeterudf,  it  fattens  swine^  kom  ? 
Therefore  let  men  know  that  antimony  not  only  pureeth  gold,  deam^ 
and  frees  it  from  every  pere^;rine  matter,  and  m)m  sul  other  metals,  bat 
also  (by  a  power  innate  in  itself)  effects  the  same  in  men  and  beuts. 
If  a  farmer  purpose  in  himself  to  keep  up  and  fatten  an;^  of  his  cattle 
— as,  for  example,  an  hog — two  or  three  days  before  let  him  ffi?e  to  tte 
swine  a  convenient  dose  of  crude  antimony,  about  half  a  dradm,  mixed 
with  his  food,  that  bjr  it  he  may  be  purged ;  through  which  pui^ative 
he  will  not  only  acquire  an  appetite  to  his  meat,  but  the  sooner  increase 
and  be  fattened.  And  if  any  swine  labour  with  a  disease  about  his 
liver,  antimony  causeth  it  to  be  dried  up  and  expelled."  It  is  said  that 
certain  worthy  monks,  having  experimented  upon  some  hogs  with  anti- 
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mony,  discovered  that  it  hastened  their  fattening,  and,  with  a  laudable 
desire  to  avoid  the  effects  of  fasting,  thejr  treated  themselves  to  the 
same  medicament,  which  in  their  case  unfortunately  proved  fatal ;  and 
hence  the  origin  of  the  name  of  antimony — avri,  agaimt^  and  itovot^ 
one  who  lives  alone,  a  monk.* 

Although,  apparently,  not  acquainted  with  the  metal,  the  ancients 
appear  to  have  known  the  oxide  of  antimony,  to  which  they  gave  the 
name  of  arL^ifxi,  slibium,  Pliny  speaks  of  it,  and  says  the  oxide  was 
used  as  a  remedv  for  sore  eyes.  He  not  only  describes  the  compound, 
but  gives  a  method  of  preparing  the  mineral  oalsam.  The  sulpoide  of 
antimony,  called  the  regulus  of  antimony y  was  likewise  known  to  the 
ancients ;  but  it  was  not  until  the  fifteenth  century  that  the  metal  was 
extracted  from  the  ore  by  Basil  Valentine  and  called  antimony.  The 
learned  monk  gives  the  following  process  of  reduction :  "  Take  of  the 
best  Hungarian  antimony  [meaning  the  sulphide]  and  crude  tartar  [>.*., 
cream  of  tartar  or  crust  of  wine]  eaual  parts,  and  of  salt  nitre  half  a 
part ;  grind  them  well  together,  ana  afterwards  flux  them  in  a  wind 
furnace;  pour  out  the  flowing  matter  into  a  cone,  and  then  let  it  cool ; 
then  you  will  find  the  regulus ;  which  thrice,  or  oftener,  purge  by  fire 
with  tartar  and  nitre,  and  it  will  be  bright  and  white,  shining  like 
eupellate  silver,  which  hath  fulminated  [alluding  to  the  brightening  up 
of  the  silver  on  the  cupel  when  the  process  is  complete]  and  overcome 
all  its  ledd."  We  have  only  to  complete  this  process  with  the  method 
of  purification  recommendea  by  Dr.  Thomson — ^viz.,  pounding  the  crude 
metal,  mixing  it  with  its  own  weight  of  antimonic  acid,  and  fusing  in 
a  crucible,  and  the  antimony  is  obtained  in  a  state  of  j)urity.  Native 
antimony,  containing  about  98  per  cent,  of  the  metal,  b  found  in  the 
gneiss  mountains  of  Ghalanches  in  Dauphiny  in  France. 

White  antimony  ore,  red  ore,  or  oxide  of  antimony,  is  likewise  found 
in  moderate  quantities  in  Bohemia,  Saxony,  and  Hungary ;  but  the 
most  important  ore  containing  this  metal  is  the  "  radiated  grey  anti- 
mony"  ore,  the  tersulphide  of  antimony  (SbS,),  consisting  of  72*8 
antimony  and  27*2  sulpnur.  It  occurs  in  Scotland,  Cornwall,  Norway, 
Saxony,  Bohemia,  Hungary ;  and  hence  the  title  given  to  it  by  Basil 
Valentine  of  Hungarian  antimony.  The  reduction  of  this  metal  from 
the  ore  is  conducted,  on  the  large  scale,  with  a  reverberatory  furnace 
provided  with  a  sloping  hearth ;  the  heat  fuses  the  tersulphide,  which 
flows  away  from  the  earthy  matters,  to  the  lower  part  of  the  hearth  into 
proper  vessels  placed  to  receive  it.  The  tersulphide  is  then  roasted, 
converted  into  an  oxysulphide,  or  glass  of  antiniH^s  aadfinally  reduced 
with  charcoal  and  carbonate  of  soda. 

One  of  the  best  modes  of  assaying  the  sulphide  is  to  fuse  it  with  cyanide 
of  potassium,  by  Mitchell's  methocCin  whicn  he  employs  one  part  ore  and 
four  of  cyanide  of  potassium ;  the  heat  required  is  so  very  low  that 
little,  if  any  antimony,  is  lost  by  sublimation.  Antimony,  when  pure, 
has  a  silver-white  colour  and  much  brilliancy.    Basil  Valentine,  whilst 

•  Woroetter,  in  Us  new  "DtctSonary,"  Mja  tbat  «m,  ttguimH,  and  m«»«v*  mm  or  oIom, 
nmn,  wlien  combined  m  in  antimonj,  %  metal  aaldom  foond  alona.    Am  p.  151  (table). 
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deseribmf^  the  redaction  of  the  ore  to  tHe  mMallio  states  bkjb,  **  Yob 
will  obtain  a  fair  star,  (*)  bright  and  shining  like  eapellate  ailirer.'* 

Antimony  is  partly  fiorous,  or  rather  ma^e  up  of  a  nnmber  of  Teij 
fine  plates;  it  (^stallizes  in  the  octohedral  form,  and  being  veiy brittle, 
is  easily  reduced  to  powder.  The  specific  gnmtj  of  antimony  is  6702, 
and  it  meit^s  at  about  800^  Fahrenheit,  ana  although  it  does  not  ToJa- 
tilize  so  readily  as  zinc,  stiU  it  assumes  the  state  of  yapour  at  hi^ 
temperatures. 

EXFEBIMXKTS  WITH  AkTDIONY.      . 

First  Series. 

A  globule  of  melted  antimony  thrown  down  from  a  height  of  about 
two  feet  on  to  the  centre  of  a  levelled  sheet  of  cartridge  paper,  ezhil^ 
the  most  eccentric  movements,  dividing  itself  into  numoerless  minute 
beads,  which  bound  and  rebound  over  the  surface  of  the  paper,  leaviaf 
a  track  of  oxide,  and  burning  at  the  same  time  with  consiaerable  b^ 
liancy.  Mr.  G.  Gore,  the  talented  electro-metallurgist  of  Birmingham, 
has  aiscovered  that  there  are  peculiar  modifications  of  metallic  antmaony 
obtainable  by  electro-deposit,  which  he  terms  amorphous  and  erysialiiMe, 
dark  and  ^rey.  Eor  the  special  production  of  the  dark  amorphous  anti- 
mony, he  employs  a  solution  composed  of  the  ordinary  chloride  of  anti- 
mony saturated  with  tartar  emetic,  using  about  three  or  four  parts  of 
the  former  to  one  of  the  latter ;  and  for  the  precipitate  of  the  crystalline 
crey  antimony,  a  solution  is  made  of  five  parts  tartar  emetic,  five  parts 
tarUric  acid,  dissolved  in  a  mixture  of  ten  parts  of  hydrochloric  add 
and  thirty  parts  of  water,  each  solution  being  filtered  before  using. 

To  prepare  Grore's  amorphous  antimony,  take  any  quantity,  say,  for 
the  sake  of  convenience,  ten  ounces  by  measure  (i.e.,  half  a  pint)  of 
pure  hydrochloric  acid ;  add  to  it  as  much  as  it  will  dissolve  of  oxide 
of  antimony  (this  will  be  about  two  and  a  half  or  three  ounces  by 
weight,  if  the  acid  is  of  the  usual  strength),  and  then  add  about  &ve  or 
six  ounces  more  of  the  pure  acid,  and  well  stir  the  mixture.  Pulverised 
tartar  emetic  may  be  substituted  for  the  oxide  of  antimony  with  but 
little  disadvantage.  Prepare  a  small  voltaic  battery  of  about  two  pairs 
of  plates ;  connect  a  piece  of  the  purest  commercial  quality  of  antimony 
(known  as  "  best  French  regulus  ")  with  the  positive  pole  of  the  bat- 
tery, and  suspend  it  in  the  solution,  so  that  the  connecting  wire  is  not 
in  contact  with  the  liquid,  and  connect  a  polished  and  ctean  sheet  of 
thin  sheet  silver  or  copper  with  the  negative  pole  of  the  battery,  and 
immerse  it  also  vertically  in  the  liquid  at  about  two  or  three  inches  dis- 
tance from  the  antimony,  taking  care  to  have  about  as  large  a  surface  of 
sHver  or  copper  in  contact  with  the  liquid  as  of  antimony.  The  sheet 
of  metal  wul  unmediately  acquire  a  nearly  black  shining  coating  d 
"amorphous  antimony,"  which  ^s  on  increasing  in  thicEnessasiong 
as  the  power  of  the  battery  contuiues.  The  process  should  be  oontinued 
until  the  coating  is  about  one-twelfth  or  one-sixteenth  of  an  inch  t^jpk 
on  each  side  of  the  sheet;  this  will  occupy  about  three  days  and  nights, 
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if  the  battery  is  moderately  strong.  The  solution  shonld  be  stirred 
with  a  rod  of  gutta-percha  or  glass  every  morning  and  evening  during 
the  action. 

When  the  deposit  is  sufficiently  thick,  transfer  the  coated  sheet  to  a 
wooden  bowl  into  which  a  stream  of  cold  water  is  freely  running,  and 
clean  the  metal  (which  will  become  covered  with  a  white  powder)  by 
means  of  a  soft  brush ;  bend  the  sheet  of  metal  very  slowly  and 
cautiously  under  the  surface  of  the  water,  the  "  amorphous  antimony" 
will  then  fall  off  in  large  plates,  which  should  be  at  once  removed  and 
broken  upon  a  surface  of  tcood,  under  cold  water,  into  fragments  of  the 
desired  size,  by  a  gentle  blow  with  the  end  of  a  wooden  rod ;  the  frag- 
ments should  then  be  wiped  dry  and  placed  at  short  distandes  asunder 
upon  a  narrow  strip  of  cotton  wool,  which  may  then  be  formed  into  a 
roll  and  kept  for  many  months,  and  conveyed  with  safety. 

The  peculiar  property  of  this  substance  is,  that  it  evolves  a  large 
amount  of  heat  oy  slight  causes,  such  as  friction,  a  blow,  momentary 
contact  of  a  heated  wire,  a  flame,  &c. ;  and  that  the  heat  evolved  is  not 
due  to  cohesive  action,  nor  to  alteration  of  the  specific  heat  of  the 
substance.  The  temperature  at  which  the  sudden  discharge  occurs 
varies  from  170°  to  upwards  of  212°  Fah.  The  total  amount  of 
heat  evolved  by  electro- deposited  antimony  is  usually  sufficient  to  raise 
the  temperature  of  an  equal  weight  of  ordinary  antimony  about  650® 
Fah.  The  evolution  of  the  vapour  of  terchloride  of  antimony  is 
not  a  eause,  but  an  effect  of  the  heat.  The  active  substance  consists  of 
about  93  5  per  cent,  of  antimony,  6*0  per  cent,  of  terchloride  of  anti- 
mony, 0*3  per  cent,  of  hydrochloric  acid,  and  a  trace  of  water.  It  is 
also  liable  to  contain  traces  of  nearly  all  the  impurities  of  the  anode 
and  of  the  depositing  liquid.  The  discharge  of  heat  i^  always  attended 
by  a  diminution  of  attraction  between  the  metal  and  its  associated  ter- 
cnloride  of  antimony.  The  terchloride  of  antimony  cannot  apparently 
be  extracted  without  destroying  the  heating  property  of  the  substance, 
and  by  lapse  of  time  the  active  substance  invariably  loses  its  heating 
power,  especially  if  it  is  in  a  state  of  mixed  division. 

Much  amusement  has  on  many  occasions  been  produced  at  juvenile 
parties,  soirees,  &c.,  by  taking  a  number  of  small  fragments  of  the  sub- 
stance, about  one-sixteenth  or  one-twelfth  of  an  inch  thick,  and  about 
three-eighths  or  half  an  inch  square,  handing  them  round  in  single 
pieces  to  persons  with  a  request  to  hold  it  o^/rm^  between  the  finger 
and  thumo  of  the  left  hand,  and  rub  it  quite  tuird 'w\i\i  the  edge  of  anew 
sixpence  or  other  rough  and  hard  body ;  it  then  quickly  evolves  so  much 
heat  as  to  adhere  rather  strongly  to  the  fingers,  and  much  amusement  is 
created  by  the  violent  movements  exerted  to  get  rid  of  it.  If  the  sub- 
tance  is  very  cold,  or  if  it  has  been  prepared  many  months,  it  does  not 
readily  act ;  it  should  in  that  case  oe  made  warm  and  rubbed  imme- 
diately. After  a  fragment  has  once  evolved  its  heat  it  is  valueless,  as  it 
does  not  evolve  heat  a  second  time.  A  mass  of  the  substance  of  half 
an  indi  or  three-eiehths  of  an  inch  thick  evolves  sufficient  heat  to  melt 
tin  and  other  metios.    The  amount  of  heat  evolved  by  one  ounoe  of  the 
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substance  has  been  found  by  actual  measurement  to  be  soficient  to 
raise  the  temperature  of  one  ounce  of  common  antimonj  from  MP  Fih. 
to  700^  Fah.,  that  is,  650° ;  but  no  flame  or  actual  ignition  of  p^ier, 
doth,  wood,  &c.,  is  produced  in  any  instance. 

It  has  been  exhibited  by  Dr.  Tyndall  before  the  BoTal  Society ;  and 
a  full  account  of  its  properties  is  published  in  the  Philosophkal  Traas- 
actions  of  that  body  for  the  year  1858. 

The  substance  has  not  at  present  been  apolied  to  any  useful  or  mana- 
facturing  purpose,  although  the  cost  of  proaucing  it  upon  a  large  scale 
would  fa€  comparatively  small 

Second  Series. 

To  produce  the  crystalline  antimony,  prepare  some  of  the  second  liquid 
already  described,  and  proceed  in  the  same  manner  as  for  the  proauo- 
tion  of  the  amorphous  antimony,  except  that  a  much  larger  receiving 
siurface  should  be  used  in  consequence  of  the  greater  tendency  to  a 
sandy  deposit.  In  this  case  the  deposit  is  grey,  and  frequently  of  a 
dull  aspect,  or  even  a  dark,  loose,  granular  powder,  if  the  power  is  too 
fipreat;  but  when  properly  produced,  it  has  a  siD^y  lustre  or  semi- 
iridescent  silver-grey  appearance,  especially  when  viewed  within  the 
liquid ;  and  if  the  process  is  continued  for  several  days,  or  better,  for 
one  week,  the  edges  of  the  deposit  assume  a  partly  nodular  form.  The 
cleaning  of  the  anode  in  this  case  may  be  of  le^s  frequency  and  with 
water  alone. 

Antimony  trees,  consisting  of  branches  of  amoq)hous  and  crystalline 
nodules,  are  easily  formed  bv  suspending  a  horizontal  copper  wire  as  a 
cathode,  upon  the  surface  of  the  terchloride  solution. 

The  fracture  of  amorphous  antimony  b  conchoidal,  smooth,  and 
waxy ;  that  of  the  grey  variety  is  crystsJline,  radiating  like  hematite. 
The  texture  of  the  amorphous  variety  is  rather  soft  and  weak,  that  of 
the  crystalline  quite  hard  and  strong ;  the  former  files  easily,  the  latter 
with  more  difficulty. 

Third  Series. 

The  combining  equivalent  of  antimony  is  129,  and  it  unites  with 
oxygen  in  at  least  three  proportions,  viz. : — 

1.  The  suboxide  of  antimony     .    .    .    SbX)^. 

2.  The  teroxide  of  antimony  ....    SbO,. 

3.  Antimouic  acid SbO,. 

The  first  oxide  constitutes  what  may  be  termed  the  rust  of  antimonv, 
or  the  film  which  gradually  forms  on  tne  surface  of  the  brilliant  meUl 
The  second,  the  teroxide,  is  the  important  oxide  which  is  contained  in 
that  valuable  medicine  called  tartar  emetic,  the  tartrate  of  antimonj 
and  potash,  KO,SbO,,T-f  Aq.  The  teroxide  is  obtained  by  heatinj^ 
antimony  at  a  tolerably  .high  temperature  in  an  open  vessel,  when  it 
sublimes  as  a  white  vapour,  which  condenses,  and  collected  constitutes 
a  white  oxide  formerly  called  arpentine  flowers  of  tuUimmiy^  Basil 
Valentine,  speaking  of  its  preparation,  says :  "Some  have  peculiar  in- 
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stniments  for  this  work,  prepared  with  windy  caverns  through  which 
the  antimony  may  receive  the  air,  and  be  sublimed.  .  .  .  But  the  pro- 
cess by  which  I  make  the  flowers  of  antimony  most  profitable  for  medi- 
cine is  this :  I  mixed  the  red  flowers  of  antimony  with  colcothar  of 
vitriol — i.e.,  red  oxide  of  iron,  and  sublimed  them  together  thrice."  The 
next  cut  shows  a  convenient  method  of  preparing  the  teroxide  of 
antimony. 


FUr.  2S6.  Preparation  of  the  Anhydrooi  Teroiide  of  AntiinonT.  a.  Lower 
cmeible  itaoding  on  a  brick  in  the  ftimace  zzxz,  and  containing  the  melted 
antimony  b,  which,  being  gradually  oxidized,  forms  the  teroxide ;  and  this  latter 
sublimes  into  the  upper  inverted  crucible,  with  hole  in  bottom,  c,  and  condensea 
at  D  in  needle>shapea  crystals. 

Antimonic  acid  is  obtained  by  dissolving  antimonj  in  aqua  regia, 
evaporating  the  solution  to  dryness,  adding  nitric  acid  to  the  resimie, 
ana  heating  it  till  all  the  nitric  acid  is  expelled ;  it  combines  with 
potash,  soda,  ammonia,  and  also  with  the  teroxide  of  antimony. 
"James's  powder,"  identical  with  pulvis  antimonialis,  is  a  mixture  of 
fifty-seven  parts  of  impure  teroxide  of  antimony  and  forty-three  of 
phosphate  ot  lime. 

Fourih  Series, 

Chlorine,  iodine,  bromine,  and  fluorine  all  unite  with  antimony.  Of 
these  combinations  the  most  interesting  is,  perhaps,  that  peculiar  fatty 
grejish-white  product  obtained  by  distilBng  a  mixture  of  two  parts  cor- 
rosive sublimate  and  one  of  powdered  antimony.  This  substance  was  for- 
merly called  the  "butter  of  antimony,"  and  is  a  terchloride  of  the  metal. 
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Finely-powdered  antimonj  dropped  into  a  bottle  of  dry  dibnnr 
takes  fire  and  produces  the  same  product. 

Fi/lh  Series. 

Hydrogen  unites  with  antimony  most  probably  in  the  ratio  of  fht 
formula  SdH,.  Antimoniuretted  hydrogen  is  produced  by  pouring  a 
solution  of  antimony  into  a  vessel  containing  the  usual  materials  for 
generating  hydrogen  gas — viz.,  granulated  zmc  and  pure  dilute  sul- 
phuric acid;  the  gas  bums  with  a  peculiar  coloured  flame,  and  if  a  white 
porcelain  dish  or  piece  of  window  class  is  held  above  it,  a  bright  me- 
tallic stain  of  antimony  is  deposited  which  may  be  mistaken  for  arsenic, 
but  is  easily  distinguished  by  adding  some  strong  nitric  acid,  and  eva- 
porating to  dryness;  on  the  addition  of  a  little  distilled  water  and  a  drop 
or  two  of  a  solution  of  nitrate  of  silver,  a  dirty-white  precipitate  is 
obtamed,  perfectly  different  from  the  brick-red  one  obtained  wuen  the 
arsenic  stain  is  treated  in  a  similar  manner.  Moreover,  the  antimony 
stain  is  insoluble  in  a  solution  of  chloride  of  lime,  which  readily  dis- 
solves the  arsenic  mirror  or  stain. 

Sh'fh  Series, 

The  tests  for  the  metal  antimony  afford  the  most  unmistakeable 
results. 

Sulphuretted  hydrogen  precipitates  from  solutions  of  the  teroxide, 
such  as  tartar  emetic,  an  orange-red  precipitate  of  the  hydrated  tersul- 
phidc  of  antimony,  SbSjHO,  both  in  acid  and  neutral  solutions.  If  the 
solution  is  very  dilute  and  neutral,  it  merely  changes  to  a  red  colour,  but 
the  precipitate  falls  on  the  addition  of  some  hydrochloric  acid.  Potash, 
soda,  and  ammonia  throw  down  bulky  white  precipitates  of  the  hydrated 
teroxide  of  antimony  soluble  in  an  excess  of  the  reagents. 

Tincture  of  gaUs  affords  a  white  precipitate  with  solutions  of 
antimony. 

The  tersulphide  of  antimony  dissolves  in  boiling  hydrochloric  acid, 
with  the  evolution  of  sulphuretted  hydrogen ;  and  if  the  solution  is 
poured  into  a  large  test  class  contaming  distilled  water,  a  dense  white 
precipitate  is  formed  of  the  oxycbloride  of  antimony,  called  th 
"powder  o/alffaroth,"  SbCl3,2  SbOgHO,  soluble  in  tartaric  acid. 

Seventh  Series. 

The  alloys  of  antimony  arc  very  important,  and  amongst  them  may  be 
noticed  " Britannia  metal"  composed  of  100  parts  of  tin,  8  of  anti- 
mony, 2  of  bismuth,  and  2  of  copper ;  but  the  special  alloy  of  this 
metal  is,  with  lead,  called  '*  type  metal,"  and  composed  of  4  parts  of 
lead  and  1  of  antimony.  Its  hardness  is  such  as  to  resist  wiUiout 
breaking  and  bending  the  sudden  pressure  of  the  printing  press.    It 
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would  be  impossible  to  state  briefly  the  wonderful  a^acT  of  this  human 
invention,  wnich  is  gradually  spreading  knowledge  m  all  languages  to 
nearly  every  nation  and  people  of  the  earth.  The  dailv  and  weekly 
''press"  of  the  United  Kingaom,  taken  as  a  single  example  of  the  work 
ofthe  "  printing  press/'  euiibits  an  irresistible  power  which  is  the 
marvel  and  praise  of  the  whole  civilised  world. 


FIff.  227.  2Vmm  Printing  Offloe,  PuUishing  Hour. 
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Fig.  228.  The  Trial  of  Madame  Laffarg*. 


CHAPTER  XIII. 


ABSENIC. 


If  the  old  alclicmists  bad  been  aware  tbat  ibis  racial  would  have  been 
made  tbe  instrument  of  so  many  erimcs  amongst  bigb  and  low  of  all 
degrees,  tbey  would  probably  have  represented  it  by  the  sign  of  the 
"  death's  head  and  cross  bones."  Arsenic,  like  alcohol,  is  one  of  the 
good  things  which  were  created  for  man's  use  and  profit,  but  it  has 
been  fearfully  and  wickedly  abused. 

The  learned  Dr.  Thomson  states  that  the  word  arsenic  {apa€viK09, 
powerful)  occurs  first  in  the  works  of  Dioscorides,  and  some  other 
authors  who  wrote  about  the  beginning  of  the  Christian  era.  It  denotes 
in  their  works  the  same  substance  which  Aristotle  had  called  aavdapaxiit 
and  his  disciple,  Theophrastus,  app€viKov,  which  is  a  reddish-coloured 
mineral,  composed  ot  arsenic  and  sulphur,  used  bj  the  ancients  in 
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painting,  and  as  a  medicine.  The  vhiU  oxide  of  arsenic,  or  what  is 
known  in  commerce  by  the  name  of  arsenic,  is  mentioned  by  Avicenna, 
in  the  eleventh  century ;  bat  at  what  period  the  metal  called  arsenic  was 
first  extracted  from  that  oxide  is  unknown.  Paracelsus  seems  to  have 
known  it,  but  the  metal  does  not  appear  to  have  been  obtained  as  a  simple 
or  sinf^le  body  until  Brandt,  in  1733,  described  an  accurate  process  for 
procurmg  it. 

Arsemc  occurs  as  a  metal  and  mineralized  in  nature,  and  the  following 
minerals  are  well  known : — 

Nunc.  Composition. 

Native  arsenic  ....    Arsenic. 
Oxide  of  arsenic    .    .     .    Oxygen  and  arsenic. 

Common  arsenical  pyrites    Arsenic,  sulphur,  iron. 
Pharmacolite  [  Arsenic  acid,  lime,  water,  with  sometimes 

'    *     *    '  (      magnesia  and  oxide  of  cobalt. 

The  oxide  of  arsenic,  or  arsenious  acid,  is  obtained  as  a  secondary 
product  from  the  roasting  of  certain  minerals,  such  as  arsenical  pyrites, 
cobalt,  tin,  copper  and  lead  ores.  They  are  placed  on  the  hearth  or 
sole  of  a  reveroeratory  furnace,  to  which  an  abundance  of  heated  air 
(coming  through  the  grate)  is  aidmitted.  The  oxygen  of  the  air  com- 
bines with  the  sulphur  of  the  mineral,  and  forms  sulphurous  acid  gas, 
which  flies  up  the  chimney,  and  is  thus  wasted  and  lost ;  whilst  the 
combination  of  arsenic  and' oxygen — viz.,  arsenious  acid — condenses  in 
cells,  chambers,  or  flues  through  which  the  air  from  the  reverberatory 
furnace  must  pass  before  it  finallv  escapes  into  the  atmosphere.  The 
crude  white  arsenic  is  then  re-suolimed,  not  in  expensive  glass  vessels 
or  alembics,  but  in  cast-iron  tubds  or  retorts  fitted  to  wrought-iron 
receivers.  The  author  has  seen  masses  of  re-sublimed  white  arsenic 
which  have  appeared  more  like  porcelain  than  arsenious  acid;  and, 
indeed,  this  substance  is  employed  to  impart  the  appearance  of 
porcelain  to  gbss.  The  metal  arsenic  can  be  procured  by  heating 
the  oxide  with  black  flux,  and  when  deposited  on  the  inner  surface 
of  a  glass  tube,  presents  a  most  perfect  briUiancy  called  the  "  arsenic 
mirror,"  to  wluch  special  allusion  will  be  made  in  the  experiments 
with  this  metal.  Arsenic  has  a  steel-grey  colour,  is  extremely 
brittle,  and  when  carefully  sublimed,  assumes  a  very  perfect 
crystalline  form — viz.,  that  of  brilliant  rhombohedral  crystals.  The 
specific  gravity  of  arsenic  is  575.  One  of  the  most  important  uses  of 
the  metal  is  for  the  purpose  of  conferring  a  perfect  spherical  figure  to 
the  melted  lead  as  it  falls  through  the  cobnder  placed  at  the  summit  of 
the  lofty  shot  towers  which  rear  their  heads  in  the  neighbourhood  of 
Waterloo  Bridge  and  elsewhere.  If  too  much  arsenic  is  added,  the 
shots  have  a  double-convex  form,  but  arc  not  spherical ;  and  when  too 
small  a  quantity  has  been  alloyed  with  the  lead,  the  drops  are  pear- 
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8hap^,  and  some  practice  is  required  to  adjust  the  predae  jpumtiW  o£ 
arsenic,  which  not  only  confers  a  spherical  ngore,  but  likewise  haideDS 
the  lead  considerably.  Arsenic  is  likewise  nsed  to  whiten  coppv,  and 
small  quantities  are  employed  in  casting  the  specola  for  telescopes. 


Fig.  229.  Shot-Tower,  neikr  Waterloo  Bridge. 
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EXPEBDCENTS  WITH  AbSEXIC. 

First  Series. 

The  oombining  eqiii?alent  of  arsenic  is  75,  and  it  unites  with  oxygen 
in  two  proportions,  forming — 

Arsenioos  acid,  or  white  arsenic     ....    AsO,. 
Arsenic  acid AsO^. 

White  arsenic  is  readily  prepared  from  metallic  arsenic,  by  snbliming 
a  small  quantity  of  the  metal  through  a  glass  tube  open  at  both  ends. 
After  chasing  it  about  slowly  with  the  name  of  a  spirit  lamp,  it  is 
converted  into  perfect  octohedra  (like  alum)  of  arsenious  acid. 

Arsenious  acid  is  readily  converted  into  arsenic  acid  by  digesting  it 
with  nitric  acid  mixed  with  a  small  quantity  of  hydrochloric  acid,  and 
evaporating  to  dryness,  and  heating  till  all  the  excess  of  acid  is  driven 
off. 

Second  Series* 

Powdered  metallic  arsenic,  brought  in  contact  with  chlorine  gas,  by 
sprinkling  it  into  a  bottle  containing  that  element,  takes  fire,  and  pro- 
duces a  cnloride  of  arsenic.  A  definite  terchloride  (AsCl,)  is  prepared 
by  distilling  arsenic  with  corrosive  sublimate ;  but  very  great  caution 
must  be  used  in  experiments  with  this  metal,  to  avoid  imialing  any  of 
the  fumes  from  these  preparations. 

Third  Series. 

Sulphur  forms  no  less  than  five  compounds  with  arsenic,  of  which 
the  most  remarkable  are  realgar,  or  red  orpiment  (AsS,) ;  a  bisulphide 
of  arsenic;  and  yellow  orpiment,  or  king's  yellow,  a  tersulphide  of 
arsenic  (AjsSj).  The  latter  is  easily  made,  either  by  distilling  white 
arsenic  with  sulphur,  or  by  precipitating  a  solution  of  arsenious  acid 
with  sdphuretted  hvdrogen,  with  the  addition  of  a  little  hydrochloric 
acid.  This  hydrated  tersulphide  is  soluble  in  nitric  acid  and  ammonia. 
Before  the  exposures  whicn  took  place  under  the  supervision  of  Dr. 
Hassall  and  the  Sam'tary  Commission  of  "  The  Lancet,"  great  careless- 
ness was  observable  in  the  colouring  of  twelfth-cake  ornaments  and 
other  things  which  might  oome  into  the  hands  of  children ;  and  there 
can  be  no  doubt  that  uie  preparations  of  arsenic  have  performed  their 
fatal  mission,  in  times  now  happily  gone  by,  and  many  a  child  has  pro- 
bably been  hurried  into  etermty  by  some  of  the  vile  trash  called 
•'sweets"  coloured  with  poisonous  metallic  preparations  to  make  them 
more  attractive.  Orpiment  especially  was  a  favourite  colouring  material, 
equalled,  if  not  surpassed,  in  popularity  by  the  lovely  green  produced 
by  precipitating  a  solution  of  sulphate  of  copper  with  one  of  arsenioos 
acio,  to  which  carbonate  of  potash  has  been  added.  This  colour  is 
ctiltdi  "  Scheele's  green,"  and  is  an  arsenite  of  copper,  consisting  of 
two  equivalents  of  oxide  of  copper  united  to  one  of  arsenious  add.    It 
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is  also  prepared  by  adding  a  solution  of  the  rnnmcMnio^ilphatft  of 
copper  to  one  of  arsenious  acid. 

Fourth  Series, 

There  is  unhappily  no  metal  whose  reactions  with  other  bodies  haje 
been  so  carefiiUy  studied  as  those  of  arsenic,  or  rather  white  arsenic, 
that  being  the  poison  supposed  to  have  been  used  hj  the  infamoos 
Tophania  or  Tonana,  who  resided  first  at  Palermo,  and  afterwards  at 
Naples ;  this  wretch,  who  was  put  to  the  rack,  and  afterwards  stranded, 
comessed  to  having  caused  the  death  of  not  less  than  six  humred 
persons.  This  disgrace  to  her  sex  was  succeeded,  as  arsenical  poisoner- 
m-chief,  by  another  woman,  if  anything,  even  more  infamous  and 
Satanic,  the  Marchioness  de  Brinvillicrs,  who  was  at  last  condemned 
and  executed  at  Paris,  being  first  beheaded  and  then  burnt,  on  the  16tk 
of  July,  1676. 

In  the  nineteenth  century  the  succession  of  the  evil  name  of  arseniod 
poisoner  passed,  by  universal  consent  and  execration,  to  Madame 
Laffarge,  who  managed  to  escape  death  by  the  teniimeni  she  artfolly 
provoked  in  her  judges  and  the  public,  but  who  was  reserved,  perhaps,  for 
worse  than  death — viz.,  the  slow  but  sure  action  of  conscience  and  the 
stem,  unrelenting  discipliue  of  a  French  criminal  prison.  Great  numben 
of  male  arsenical  poisoners  have  equalled,  if  not  surpassed,  in  indi- 
vidual acts  of  dcci)-laid  villany,  the  accumulated  tragedies  of  a 
Tofi'ana  or  a  Brinvilliers ;  but  it  is  strange  that  in  the  early  days  of 
these  dark  deeds  that  women  should  have  gained  such  an  unenviable 
notoriety  in  that  respect.  It  seems  that  we  do  not  now  require  pro- 
fessional poison-makers,  as  arsenic  is  brought  within  the  reach  of  any 
one,  and  Mr.  Draper  has  found  an  average  of  2*55  grains  of  arsenic  (qoite 
enough  to  destroy  life)  in  each  of  the  papier-Moure  fly-papers.  Hence 
they  might  lead  to  the  accidental  poisoning  of  children,  or  serve  the 
purpose  of  criminals. 

Marsh's  Test  is  a  most  convenient  preliminary  one,  on  account  of  it^  being 
so  easily  and  quickly  applied ;  but  it  is  not  absolutely  relied  on,  because 
antimony  affords  the  same  kind  of  result,  and  where  the  two  poisons  may 
exist  together,  neither  could  be  detected  with  certainty ;  its  value  con- 
sists in  proving  at  once  the  presence  or  absence  of  arsenic  or  antimony. 
It  may  be  arranged  in  an  expeditious  manner,  by  passing  a  tobaooo-pipe 
through  a  cork  fitted  into  a  perfectly  clean  bottle  contaming  some  zinc 
and  dilute  sulphuric  acid,  both  of  which  it  is,  perhaps,  needless  to  state, 
must  be  free  from  arsenic.  When  the  hydrogen  is  being  freely  evolved, 
a  little  of  the  fluid  suspected  to  contain  arsenic  may  first  be  boiled  in  a 
test  tube,  t^  coagulate  any  matters  which  are  affected  by  a  temperature 
of  212^,  and  then  poured  into  the  bottle  containing  the  sine  and  acid. 
The  escaping  hydrogen  is  now  set  on  fire,  and  a  piece  of  white  hard 
porcelain  or  a  clean  white  plate  held  close  over  the  end  of  the  tobacco- 
pipe,  so  as  to  cut  the  flame  in  half;  if  any  arsenic  or  antimony  are 
present,  they  are  deposited  on  the  porcelain  as  a  dark,  metallic,  and 
shining  mirror,  whicn,  when  once  seen,  is  unmistakeahle.    A  little  nittie 
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acid  is  now  dropped  on  the  stain,  and  the 
porcelain  heated,  and  the  plate  is  put  into 
the  oven ;  when  the  excess  of  acid  is  eva- 
porated, a  few  drops  of  water  are  added, 
and  the  solution  tested  with  one  of  nitrate  i 
of  silver,  with  (if  required)  a  few  drops 
ci  dilute  ammonia,  when  a  brick-red  pre* 
oipitate  of  arseniate  of  silver,  soluble  in 
nitric  acid  and  ammonia,  is  obtained.  If 
the  stain  be  antimony,  the  precipitate  with 
nitrate  of  silver  is  a  dirty-white,  quite 
different  from  that  of  arsemc.  When  the 
hydrogen  is  burning,  a  number  of  stains 
or  "  mirrors"  may  be  taken  on  separate 
bits  of  glass  or  porcelain,  or  on  dinerent 
parts  of  the  plate ;  and  if  a  beaker  ^lass 
IS  held  above  the  burning  gas,  containiug 
the  arseniuretted  hydro^n,  the  arsenic  is 
oxidized  and  converted  into  white  arsenic, 
which  deposits  in  the  glass,  and,  being  dis- 
solved with  boiling  distilled  water,  wul  af- 
ford a  yellow  precipitate  of  arsenite  of  silver 
with  Hume's  test  (viz.,  the  ammonio-nitratc 
of  silver,  which  must  be  free  from  excess  of 
ammonia),  or  Scheele's  neen  with  neutral 
solution  of  ammonio-suiphate  of  copper. 
Both  of  these  tests  are  best  applied  by 
first  adding  either  the  solution  or  silver  or 
copper  separately,  and  then  taking  a  stirring 
rod  moistened  with  ammonia,  and  holding 
it  at  the  top,  and  just  touching  the  solu- 
tion supposed  to  contain  the  white  arsenic, 
when  tne  precipitate  of  yellow  arsenite  of  i 
silver  or  green  arsenite  of  copper  falls  in 
a  very  distinct  manner.    There  are  more 

refineid  methods  of  applying  Marsh's  test ;  ng.  230.  Marah's  Tett  a.  Bottle 
but,  as  the  youthful  readers  of  this  book  oonuinintr  lino  and  dUat«  iuj. 
•n,  not  likely  to  be  en«ged  in  medico-  f^^rfd'^i^^.^'SS'SiSS 

legal  inquiries,  enough  has   been  said  to  pipe  fitted  throagh  cork,  and  harlng 

enabletke  experimentalist  to  detect  arseiuc  ^u,«5Sd-  .X'lSSS;:"^  tfi 

in  a  mmeral,  which  of  course  must  first  be  cork,  to  atop  the  moiitara  which 

dissolved  in  an  acid.  SeSfSSSi^  ^  &S/^TS\^ 

Rcinsch's  test  is  the  one  now  preferred  JiJS^;  of  SlSficTtatnl^S 

by  toxicoloirists,  and  consists  in  the  use  of  two  aeoonda  an  aneulo  mirror  ia 

copper   wire-gauie   rendered    chemicallj  jJJ^i-.^  «,'^4^^'lgJ 

d^  by  dipping  it  into  sbong  mtnc  acid  indioaikm  maj  be  loat 

and  washiiu;  thoroughly  with  water.    The 

su^>eoted  miid  is  rendered  acid  by  hydioddorio  add,--if  nitric  and  ohbxio 
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adds  (chlorate  of  potash,  for  instanoe)  are  present,  tiiej  should  first  be 
sot  ria  of— and  then  boiled  for  ten  minutes  with  ihe  dean  copper  game. 
If  a  film  deposits,  the  gauze  should  be  withdrawn,  and  another  piece 
put  in,  as  any  number  of  pieces  of  wire  gauze  can  be  kept  desa  and 
ready  for  use  by  attaching  tnem  to  a  suspending  thin  copper  wir^  dip- 
ping them  in  nitric  acid,  washing,  and  leaving  the  gauze  under  pore 
water.  The  ^auzc  taken  out  of  the  liquid  under  examination  is  now 
well  washed  with  water  and  carefully  dried,  it  is  then  placed  in  a  dein, 
hard  German  glass  tube  of  a  small  diameter,  certainly  not  wider  tbaa 
two-eighths  of  an  inch,  and  the  heat  of  a  spirit  lamp  gradually  applied 
to  the  place  where  the  wire  gauze  is  resting,  and  the  tube  slightly  in- 
clined upwards.  By  this  manipulation  a  current  of  air  oxi&es  the 
metallic  arsenic  as  it  is  sublimed  from  the  surface  of  the  gauze,  and 
forms  white  arsenic,  which  condenses  in  the  further  end  of  the  tubi^  and 
may  be  washed  out  afterwards  with  boiling  water  and  test^  by  the 
regents  already  named. 

The  following  remarks  on  arsenic  sublimates,  made  by  Frederick  W. 
Griffin,  Ph.D.,  of  Bristol,  are  so  important,  that  wc  eive  them  entire  :— 

**  While  acknowledpng  the  ingenious  character  of  many  of  Dr.  Guy's 
adaptations,  as  described  in  his  paper  read  before  the  Society  of  Arts,  I 
must  altogether  demur  to  the  proposed  employment  of  flat  discs  of  glass 
for  receiving  arsenical  crusts.  Except  with  very  high  magnifying 
powers  (which  are  rendered  unnecessary  by  adopting  a  process  which! 
shall  presently  describe),  a  glass  tube  of  half  an  inch  diameter  offers 
equal  lacilities  for  examination  under  the  microscope.  Indeed,  for  snudl 
crystals,  even  a  quarter-inch  objective  (magnifying  500  diameters)  can 
be  so  employed,  with  the  slight  d,rawback  of  needing  some  extra  focus- 
ing. On  the  other  hand,  the  rapid  subhmatiou  required  in  Dr.  Guy's 
method  must  involve  the  loss  of  part  of  the  arsenical  vapour  at  the  mouth 
of  the  tube,  which  is  only  loosely  covered  by  the  flat  glass ;  and  another 
portion,  being  very  dense,  will  remain  in  the  tube  itself,  whilst  that 
which  reaches  the  disc  will  be  deposited  on  it  in  a  nearly  amorphous 
condition.  No  wonder  that  such  *  mists'  should  freauently  require  ob- 
jectives of  onc-ci^hth  inch  to  develope  any  crystallic  cnaracter,  and  even 
then  a  few  imperfect  triangular  facets  afford  but  unsatisfactory  evidence 
of  octohedralism  when  we  consider  what  weighty  issues  are  iu  a  measure 
dependent  on  the  making  out  that  feature.    It  is,  however,  in  the 

Eower  of  the  operator  to  obtain  crystals  of  arsenious  acid  as  perfect  as 
c  can  those  of  alum  an  inch  or  two  in  diameter,  and  by  acting  on  the 
same  principle,  namehr,  by  obtaining  a  very  gradual  formation  during 
slow  cooling.  The  following  is  the  modus  operandi,  as  described  in 
Table  I.  of  my  *  Compendium  of  Qualitative  Analysis.*  Drive  the  sub- 
stance entirely  off  the  lower  half  of  the  tube,  which  is  made  very  hot  by 
waving  it  about  in  the  flame.  Then  revaporize  the  sublimate,  holding 
the  tube  (which  should  be  closed  by  a  loosely-fitting  cork)  as  upright  as 
possible.  The  dense  vapour  sinks  to  the  bottom,  and  will  give  large  and 
regular  crystals  as  the  glass  slowly  cools.  These  crystals  glitter  in  the 
sun  like  diamonds,  and  exhibit  the  same  play  of  colours :  tney  are  from 
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Y^T^th  to  ^th  of  an  inch  in  diameter,  and  under  an  inch  objective  form 
splendid  specimens  for  the  micro-crystallographer.  Here  and  there  we 
mid  octohedra  absolutely  perfect,  but  they  are  more  freouently  truncated; 
all  the  angles,  however,  being  beautifully  sharp.  The  majori^  are 
transparent,  but  some  are  only  translucent,  or  even  opaque.  "Bj  re- 
flected light  (using  a  bull's-eye  condenser^  they  appear,  in  consequence 
of  their  adamantine  lustre,  like  diamonds  lying  in  high  relief  on  a  bhick 
ground;  but  their  complete  shape  is  most  strikingly  displayed  by  a 
combination  of  strong  reflected  and  feebler  transmitted  rays  of  various 
dej;rees  of  obliquity.  A  tube  of  half  an  inch  diameter,  under  a  one-inch 
objective,  presents  nearly  the  entire  field  in  focus,  and  the  perfect 
crystals  appear  from  one-half  to  three-quarters  of  an  inch  in  diameter. 

"As  regards  the  statement  that  arsenious acid  sometimes  assumes  the 
cubic  form,  I  would  venture  to  sug^t  that  Dr.  Guy  may  possibly  have 
been  deceived  by  a  hasty  examination.  An  octohedron,  it  opaque  and 
seen  only  by  transmitted  light,  often  appears  a  cube,  since,  when  viewed 
perpendicularly  to  either  axis,  its  section  or  outline  is  square.  I  may 
mention  as  a  parallel  case,  that  I  have  obtained  crystals  of  hydrate  of 
chlorine  full  a  tenth  of  an  inch  in  diameter,  which,  for  the  most  part, 
seemed  to  be  perfect  rhombs  (the  angles  were  110°  and  70°),  but  closer 
observation  convinced  me  that  Faraday's  description  of  them  as  '  acuto 
flattened  octohedra  with  three  uneaual  axes'  (i.^.  rhombic  octohedra) 
was  really  correct.  Such  misapprenensions  are  very  likely  to  occur 
under  hi|^h  magnifying  powers. 

"I  vnll  describe  an  actual  experiment  which  will  show  that  my 
method  is  as  applicable  to  minute  quantities  as  Dr.  Guy's,  while  it  is  far 
more  conclusive  in  its  results.  Dr.  Guy  states  that  ^-(i^th  of  a  grain 
of  arsenious  acid  yielded  on  sublimation  a  '  circular  mist  consisting  of 
brilliant  detached  points  distributed  evenly  over  the  surface  (of  a  disc), 
and  easily  resolvea  into  octohedra  under  an  eighth  power  of  the  micro- 
scope.' Dj  way  of  comparison,  I  accurately  weighed  out  a  grain  of 
fure  arsemous  acid  on  a  Wance  sensible  to  the  thousandth  of  a  grain, 
dissolved  this  in  water,  and  made  up  to  a  known  bulk.  By  means  of 
a  graduated  pipette  I  took  a  thousanth  part  of  this,  containing,  of 
course,  a  thousandth  part  of  a  mrain  of  arsenious  acid,  and  evaporated  it 
to  dr^pess  on  a  bit  ofcurved  glass.  The  latter,  with  the  slight  residue 
adhering  to  it,  was  then  cut  up  and  placed  in  a  corked  tube  four  inches 
long  by  four-tenths  of  an  inch  in  diameter.  On  igniting  the  fragments, 
a  feel)le  sublimate  appeared  half  way  up  the  tube,  which,  under  a 
quarter-inch  objective,  was  seen  to  consist  of  granules,  evidently  crystal- 
line, but  of  inaeterminable  shape,  and  not  more  than  n^^th  of  an  inch 
in  size.  Hesublimed  by  my  method,  these  save  a  few  octohedra,  which 
were  sought  out  by  the  inch  objective,  and  then  examined  under  the 
quarter-inch.  They  were  beautifully  perfect  in  shape,  and  about  Tt^^^th 
of  an  inch  in  diameter.  This  alone  would  yield  the  strongest  presump- 
tive evidence  of  the  nature  of  the  substance  in  question,  but  I  can  by  no 
means  agree  with  one  of  tlie  speakers  at  the  meeting  (Dr.  Thudichum), 
who  considered  that  we  mig^t  afford  to  neglect  applying  the  liquid  tests 
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to  a  solution  of  the  sublimate.  Each  reactioa  must  stand  for  wliat  it 
is  worth,  but  the  concurrence  of  many  furnishes  proof  the  most  ine- 
f racible.  The  above  quantity  seems  to  be  about  the  smallest  that  would 
yield  any  definite  result  in  a  tube  of  the  size  named ;  but  unless  mnch 
more  than  a  thousandth  of  a  grain  of  arsenious  add  were  obtained  bf 
Reinsch's  tests,  I,  for  one,  should  be  extremely  loth  to  assert  that  it 
had  been  criminally  administered.  Indeed,  I  fear  tliat  the  detection  of 
this  particular  poison  has  reached  an  almost  dan^rous  degree  of  ddi- 
cacy,  for  we  live  surrounded  hj  means  of  unconsciously  absorbing  tnkoes 
of  arsenic.  We  breathe  arscmcated  dust  from  the  green  flock  papen  oa 
our  walls;  arsenical  papier-Moure  lies  soaking  on  dishes  afUawtids 
used  for  culinary  purpose ;  arsenic  is  contained  m  glazed  green  papen 
which  are  often  employed  for  wrapping  cocoa  and  other  articles  of  food, 
and  confectioners  supply  it  wholesale  in  their  cakc-omaments.  The 
very  drugs  prescribed  for  our  relief,  especially  the  compounds  of  bismuth, 
are  tainted  with  arsenic,  and  it  has  even  been  detected  in  carbonate  of 
soda.  Nay,  more,  our  vegetable  food,  as  Professor  Davy  has  ktelj 
pointed  out,  may  be  contaminated  with  arsenic  derived  from  superphos- 
phate-manure, and  there  is  probably  no  drinking-water  containing  iron 
without  a  trace  of  arsenic  as  well.  Now,  metals  are  remarkably  prone 
to  become  localized  in  particular  organs ;  the '  dropped  joints'  of  pamten 
are  found  to  contain  lead  permanently  combined  with  the  tissue ;  and  i 
course  of  iodide  of  potassium  will  bring  off  abundance  of  mercury  bj  the 
urine,  years  after  its  administration.  It  would  appear  by  no  mems 
improbable  that  traces  of  arsenic  occasionally  introduc^  into  ibe 
system,  may  be  stored  up  in  like  manner  (especially  in  the  liver),  till,  m 
the  course  of  years,  the  amount  becomes  appreciable.  Many  aqualie 
plants  contain  much  iodine,  all  gradually  absorbed  from  the  water  in 
which  they  live,  though  it  cannot  oe  detected  therein,  from  the  minute- 
ness of  its  quantity ;  the  vegetable  tissue,  however,  accumulates  it  and 
retains  it  persistently.  So  may  it  be  with  arsenic  in  the  human  body; 
and  I  think  toxicologists  should  pause  before  affirming  that  it  had  been 
criminally  administered,  unless  a  proportionate  amount  of  the  poison  is 
found."  "^ 

Sulphuretted  hydrogen  throws  down  orpiment  in  solutions  of  white 
arsenic,  provided  a  few  drops  of  hydrochloric  acid  are  added,  and  this, 
taken  in  conjunction  with  the  nitrate  of  silver  test,  is  greatly  to  be 
relied  on. 

Before  dismissing  the  subject  of  white  arsenic,  it  may  be  stated  that 
it  is  employed  for  very  many  useful  purposes — ^viz.,  in  the  manufacture 
of  glass  and  enamel,  and  also  for  destroying  vermin,  and  for  other 
purposes  in  the  treatment  of  sheep. 

The  strangest  story  in  connexion  with  this  poison  is  the  fact  attested 
by  the  most  truthful  evidence,  obtained  by  Mr.  Heisch,  the  eminent 
Professor  of  Chemistry  at  the  Middlesex  Hospital  School — viz.,  that  the 
peasants  and  other  persons  in  Germany,  and  especially  in  the  metallur- 
gical districts  of  Styria,  actually  eat  small  dosesof  white  arsenic  to  improve 
their  personal  appearance,  and  also  to  increase  their  powers  ot  sus- 
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taining  fatigue  in  the  ascent  of  this  romantic  Alpine  region.  Amongst 
the  evidence  adduced  are  the  following  statements:  "There  is  in 
Stiirzburg  a  well-known  arsenic  eater,  Mr.  Schmid,  who  now  takes  daily 
twelve  and  sometimes  fifteen  grains  of  arsenic.  He  began  taking  arsenic 
from  curionty,  and  appears  very  healthy,  but  always  becomes  sickly  and 
falls  awav  if  he  attempt-s  to  leave  it  off."  They  say,  "  In  this  part  of 
the  world,  when  a  gravevard  is  full,  it  is  shut  up  for  about  twelve  years, 
when  all  the  graves  which  are  not  private  property  are  purchased  and 
dug  up,  the  bones  collected  in  the  charnel-house,  the  ground  ploughed 
over,  and  burying  begins  again.  On  these  occasions  the  bodies  of 
arsenic-eaters  are  found  almost  unchanged  and  recognisable  by  their 
friends."  Many  people  suppose  that  the  finding  of  their  bodies  is  the 
origin  of  the  story  of  the  "  Vampire." 


Fig.  231.  Anenio-efttert  ofStyria. 
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Fig.  232.  Use  of  Nitrate  of  Buyta,  mixed  with  Snlphur  and  Charcoal,  for  the  Green 
fin  of  the  Ghost  Scene. 


CHAPTER  XIV. 


B.VRirM. 


Amongst  the  host  of  new  metals  with  which  Sir  H.  Davy  surprised  the 
scientific  world  at  the  beginning  of  the  nineteenth  century  was  the 
metal  barium,  so  called  from  the  Greek  ^apifs,  heavy,  because  of  its 
existence  in  a  very  common  mineral  that  occurs  in  veins,  and  rocks  of  all 
a^es,  called  *'  heavy  spar,"  consisting  of  sulphuric  acid  and  the  oxide 
of  barium  or  baryta,  and  termed  sulphate  of  baryta.  This  mineral  is 
used  extensively  for  the  purpose  of  mixing  with  white  lead ;  we  must  not, 
perhaps,  call  it  adulteration  at  a  certain  commercial  stage,  because  the 
wholesale  people  know  perfectly  well  what  they  are  about  whea  tk^ 
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buy  white  lead  mixed  with  CTonnd  heavy  spar,  or  still  better,  with  heary 
white,  which  is  the  same  substance  prepared  artificially,  and,  therefore, 
much  whiter  and  freer  from  earthy  matter  or  oxide  ot  iron,  which  im- 
parts a  yellow  tinge  to  the  pigment.  The  adulteration  is  only  felt  by 
Paterfamilias,  who,  innocently  thinking  to  do  a  little  economical  paint- 
ing (house)  on  his  own  account,  buys  some  white  lead,  and  is  mucn  dis- 
gusted to  find  that  it  soon  washes  off  again,  after  a  few  vigorous  ap- 
plications of  the  domestic  soap  and  water ;  moreover,  a  larger  quantity 
of  the  adulterated  than  the  pure  wliite  lead  is  rec^uired  to  cover  a  given 
surface  properly.  Analysis  reveab  all  these  delmquencies,  and  in  the 
Government  dockyards  and  arsenals  white  lead  is  not  purchased  until 
an  analysis  of  the  sample  has  been  made.  The  heavy  white  is  usually 
made  from  the  carbonate  of  baryta,  called  by  mineralogists  "witherite, 
and  found  in  large  quantities  in  Lancashire,  Northumberland,  and  Cum- 
berland, and  used  to  destroy  vermin.  In  the  localities  where  the  car- 
bonate of  baryta  occurs,  the  poultry  frequently  and  innocently  commit 
suicide  by  swallowing  the  poisonous  mineral  in  mistake  for  chalk,  and, 
therefore,  must  be  kept  shut  up,  at  least  from  all  access  to  the  public 
roads  along  which  cartloads  of  the  mineral  are  conveyed. 

The  metal  can  be  obtained  by  Davy's  original  process — viz.,  electro- 
lizing  carbonate  of  baryta  in  conjunction  with  mercury  by  a  very 
powerful  voltaic  battery ;  the  metal  is  eliminated  in  small  quantities  and 
amalgamates  with  the  mercury ;  by  subsequent  distillation  the  latter  is 
driven  off,  and  the  barium  remains  in  the  tube  or  retort.  It  is,  how- 
ever, more  expeditiously  obtained  by  subjecting  baryta,  on  dense  gas 
graphite  charcoal,  to  the  action  of  the  oxy-hyorogen  jet  in  which  an 
excess  of  hydrogen  is  maintained. 

After  our  experience  of  the  actual  properties  of  aluminium  as  com- 
pared with  book  statements,  it  is  not  surprising  to  find  Dr.  Matthiessen 
assert  that  barium  powder  has  a  yeUow  colour,  decomposes  water  at 
ordinary  temperatures,  and  oxidizes  quickly  when  exposed  to  the 
atmosphere ;  whereas  other  authors  assert  that  it  is  wnite,  brilliant, 
and  malleable. 

EXPEEIMENTS  WITH  BaBIUK. 

First  Series. 

The  equivalent  of  barium  is  68*5,  and  it  unites  with  oxygen  in  two 
proportions — viz. : — 

Baryta BaO 

Binoxide  of  barium BaO, 

Baryta  is  made  by  calcining  the  nitrate  of  baryta  in  a  covered  and 
capacious  iron  crucible,  at  a  full  red  heat,  until  no  more  fumes  escape. 
It  is  a  grey  cellular  mass,  and  most  be  kept  from  contact  with  the  air, 
as  it  soon  "  slacks  "  like  lime,  and,  combining  with  water,  chaiiges  to 
a  white  dost  or  hydrate  of  baryta.  When  water  is  droppea  upoa 
it.   enough   heat   la   efolTed   to   fire    gun   cotton  or  pboaphonis* 
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Barium,  placed  in  wa.ter,  decomposes  the  latter,  unites  with  its  oxjgeo, 
and  forms  baryta,  vhich  is  dissolved,  whilst  the  hydrogen  escapes  vith 
effervescence.  A  solution  of  baryta  in  water  is  lued  as  a  test,  and 
called  bafyla  water;  it  must  be  kept  in  a  well-closed  bottle,  as  it  pos- 
sesses a  remarkable  affinity  for  carbonic  acid.  The  carbonate  of  haiytt 
dissolved  in  dilute  nitric  acid,  forms  nitrate  of  baryta,  being  the  silt 
which  is  used  so  effectively  in  pyrotechnic  compositions  and  at  theatres 
to  produce  the  livid  colour  on  the  "  ghost ; "  the  effect  is,  no  doubt, 
very  startling,  unless  an  officious  current  of  air  should  waft  a  strong 
draught  of  sulphurous  acid  (the  supposed  diet  of  such  unfortunate) 
from  the  burning  "  green  fire,"  and  make  the  poor  ghost  sneeze. 

The  biuoxide  of  barium  is  made  by  passing  oxygen  over  baryta 
heated  to  a  dull  red  heat,  and  Boussingault  has  indicated  this  substance 
to  be  a  steady  source  of  oxygen  gas,  as  it  can  be  made  to  absorb  and 
deliver  up  its  oxygen  with  the  assistance  of  steam.  The  process  de- 
serves more  attention  than  has  hitherto  been  paid  to  it,  because  the 
oxygen  so  procured  is  taken  from  the  air,  and  the  only  cost  is  for  the 
baryta ;  there  are,  however,  certain  difficulties  of  manipulation,  which 
render  the  process  uncertain  in  the  hands  of  ordinary  work-people. 

Second  Series, 

M.  Thenard's  nieihod  of  preparing  the  pure  peroxide  of  barium  is  as 
follows  :  "  Eirst  make  a  pure  nitrate  of  baryta,  and  give  it  a  strong  heat 
in  a  porcelain  vessel,  by  which  baryta,  not  quite  pure,  but  contaimng 
traces  of  silica  and  alumina,  but  no  manganese,  will  be  obtained ;  the 
latter  impurity  must  always  be  most  cautiously  avoided,  for  oxide  of 
manganese  possesses  the  property  of  energetically  decomposing  the 
oxygenated  water.  The  baryta,  broken  into  small  pieces,  is  then  mtio- 
duced  into  a  luted  glass  tube  (the  glass  should  not  contain  lead)  luge 
enough  to  contaiu  about  two  pounds  of  it,  and  being  heated  to  doll 
redness,  a  current  of  dry  and  perlectly  pure  oxygen  gas  is  passed  through, 
which  it  rapidly  absorbs;  tliis  operation  is  to  be  continued  till  the 
oxygen  escapes  from  a  small  tube  inserted  into  the  opposite  extremity 
of  the  larger  one.  The  peroxide  of  barium  thus  obtained  is  pale  grey, 
and  frequently  some  pieces  are  speckled  with  green,  which  announces 
the  presence  of  manganese,  and  these  portions  should  be  rejected ;  its 
distinctive  character  is  that  it  crumbles  when  a  few  drops  of  water  are 
added  to  it,  without  producing  heat." 

It  is  from  this  substance  that  the  so-called  peroxide  of  hydrogen,  or 
oxygenated  water  (HOj),  is  obtained,  which  is  colourless  and  inodoroos. 
It  Diisters  the  cuticle  of  the  tongue,  and  has  a  peculiar  metallic  taste. 
It  is  decomposed  by  all  metals  except  iron,  tin,  antimony,  and  tellurium ; 
the  metals  should  be  finely  divided  or  in  powder ;  silver  and  oxide  of 
silver  decompose  it  very  suddenly  with  the  evolution  of  heat  and  light; 
platinum  and  gold  produce  the  same  phenomena;  lead  and  mercurr 
slowly  separate  the  oxygen.  Orpiment  and  powdered  sulphuret  of 
molybdenum  act  upon  it  with  the  same  violence  as  silver ;  the  peroxides 
of  manganese  and  of  lead  also  occasion  its  instant  decomposition. 
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A  solation  of  nitrate  of  bar3rta,  or  one  of  the  chloride  of  barium,  is  the 
test  for  sulphuric  acid,  with  which  it  forms  an  insoluble  white  precipi- 
tate, already  alluded  to  as  sulphate  of  baryta. 

The  famous  "phosphorescent  Bolognese  stone"  is  made  from  a  ra- 
diated variety  of  heavy  spar  found  near  Bologna.  The  process  consbts 
in  heating  the  mineral  in  conjunction  with  carbonaceous  matter ;  most 
likely  it  is  saturated  with  mucilage  of  gum  arabic,  or,  perhaps,  pure  olive 
oil,  and  then  calcined,  and  if  exposed  to  the  sun  and  afterwards  brought 
into  a  darkened  room,  it  emits  a  faint  glow  of  light. 


Fijf.  233.  The  Bolognr se  Phosphorus. 


Fig.  234.  Lady  at  her  Toilette  applying  the  "  Pearl-white  **  with  a  Haz«Vfbot 


CHAPTER  XV. 

BISMUTH. 

When  God's  image  is  defaced  with  a  mineral  and  poisonous  powder,  it 
mnst  of  course  be  for  some  special  purpose ;  now,  the  savage  tribes 
chiefly  wear  paint  when  ihej  go  to  battle,  to  frighten  their  enemies, 
and  hence  the  term  "  war  paint,"  used  by  modem  writers  to  express 
this  peculiar  decoration  worn  by  a  few  silly  women,  is  perhaps  one  of 
the  severest  reproofs  ever  administered  to  that  absurd  and  fooUsh 
practice.  The  metal  bismuth,  so  called  from  the  Grerman  taieumaie^ 
or  "bloomiug  meadow,"  is  the  one  selected  for  this  office;   not^  of 
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^course,  in  the  metallic  state,  but  combined  with  nitric  acid  and  water, 
and  called  the  trisnitrate of  bismuth,  or  "flake  white,"  Bi,O^NO,+HO. 
Thb  metal  occurs  in  the  native  and  mineralized  state  in  various  parts  of 
Europe,  and  also  in  Cumberland  and  Cornwall.  The  greater  portion  of 
the  bismuth  sold  in  commerce  is  obtained  by  melting  the  "  native  bis- 
muth "  with  certain  precautions. 

The  metal  is  very  brilliant,  crystalline,  and  brittle,  and  as  it  fuses  at 
a  very  low  temperature,  477°  Fah.,  beautiful  cubic  crystals  (Fig.  235) 
like  steps  may  be  obtained  bv  allowing  a  crucible  full  to  cool  till  a  pellicle 
forms  on  the  top.  This  is  then  pierced  with  two  holes,  out  of  one  of 
which  the  remaining  liquid  metal  is  poured,  and  the  other  allows  the  air 
to  enter  as  the  metal  is  displaced. 

The  specific  gravity  of  bismuth  is  9'8,  and  its  equivalent  213. 

EXPEEIHENTS  WITH  BlSMUTH. 

First  Series. 

Bismuthic  acid,  BiO^,  and  teroxide  of  bismuth,  BiO^  are  the  scientific 
oxygen  compounds  of  this  metal.  The  former  is  only  interesting  to  the 
chemist,  but  the  latterjs  the  oxide  in  combination  with  nitric  acid  already 
spoken  of  as  "  flake  white,"  and  obtained  by  dissolving  bismuth  in  nitric 
acid,  and  pouring  it  into  water ;  by  subsecjuent  washing,  the  desired 
cosmetic  is  obtained,  and  ^reat  care  is  required  in  making  it  to  please 
the  fastidious  eyes  of  Yamty  Fair. 

Second  Series, 

Ignition  is  sometimes  produced  during  the  violent  action  that  takes 
pla^  when  nitric  acid  is  poured  upon  powdered  bismuth.  Nitrate 
of  bismuth  is  readily  prepared  by  dissolving  as  much  of  the  metal  as  a 
mixture  of  two  parts  nitric  acid  and  one  of  water  will  take  xv^.  The 
decomposition  is  extremely  rapid,  and  nitric  oxide  gas  escapes  in  hrge 

? quantities.  The  solution  anords,  on  careful  evaporation,  beautirul 
our-sided  prismatic  crystals,  which  are  decomposed  at  a  red  heat  and  leave 
oxide  of  bismuth.  A  most  amusing  form  or  invisible  ink  is  obtained  by 
writing  on  paper  with  a  solution  of  nitrate  of  bbmuth ;  the  letters  do 
not  bc^me  visible  until  the  paper  is  dipped  into  water,  when  the  pead 
white  or  blatie  de  fard,  or  magistery  ot  oismuth,  is  precipitated — thus 
forming  a  white  sympathetic  ink. 

Third  Series. 

The  fusible  metal  that  melts  when  placed  in  boiling  water  consists  of 
^ight  bismuth,  five  lead,  and  three  tin,  and  some  persons— of  course 
waffs — have  even  eone  to  the  expense  of  having  it  made  into  spoons ; 
ana  the  surprise  of  any  grave  personage  who  uses  such  a  base  srfoon  to 
■stir  his  or  her  tea,  to  see  that  usually  solid  article  of  plate  melt  away 
^before  their  eyes,  may  be  more  readily  conceived  than  described.  Pew- 
ter and  type-metal  abo  contain  bismuth. 
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FimrikSmet., 

Bismuth  is  detected  by  sidphuretted  hydrogen,  which  throws  down 
a  black  precij^itate  of  tersnl^de  of  bismuth,  BiS,,  from  solutions  of 
that  metal,  wmch  is  insoluble  m  dilute  acids,  alkalies,  alkaline  sulphidBs, 
and  cyanide  of  potassium,  but  decomposed  by  ooncentrated  boiliiig 
nitric  add. 

Ghromate  of  potash  throws  down  a  yellow  precipitate  of  chromate  of 
bismuth ;  unlike  chromate  of  lead,  being  insoluble  m  potash,  but  sohibk 
in  dilute  nitric  acid. 

The  most  characteristic  reaction  is  the  effcNct  of  water  on  solutions  of 
bismuth,  which  are  precipitated  as  white  basic  salts  insoluble  in  tartaric 
add. 


Fig.  235.  CnrsUUized  Biamatb. 


CHAPTER  XVI. 


CADMIUM. 


This  metal  was  discovered  in  1818  bj  Stromeyer,  and  is  so  called 
from  "  KaBfuia,**  being  the  ancient  name  for  the  mineral  containing 
zinc,  used  in  the  manufactore  of  brass ;  and  as  cadmium  is  a  sort  of 
twin  brother  to  zinc,  and  is  usually  associated  with  it  in  nature,  the 
title  of  cadmium  was  selected  for  it. 

Mr.  Herapath,  the  eminent  chemist  of  Bristol,  was  the  first  to  point 
out  that  the  yellowish-brown  matter  adhering  to  the  brick  vault  placed 
over  the  furnace  and  pots  in  which  the  zinc  is  distilled  from  calamine, 
contained  about  ten  per  cent,  of  cadmium. 

The  sublimate  gradually  collected  from  the  "brown  blaze"  of  the 
zinc  furnace  may  be  dissolved  in  dilute  sulphuric  acid,  and  on  placing 
the  solution  in  a  platinum  cup,  according  to  the  elegant  method  of  Dr. 
WoUaston,  and  holding  a  zinc  plate  therein,  the  cadmium  is  precipitated 
on  the  sides  of  the  vessel,  and  adheres  so  firmly  that  it  may  be  washed  and 
afterwards  dissolved  out  with  acids.  Cadmium  is  a  white,  or  bluish-grey 
metal,  having  a  specific  gravity  of  8*6;  it  is  soft,  malleable,  and  ductile,  and 
admits  of  bemg  highly  polished.  There  is  only  one  oxide  of  cadmium, 
CdO,  and  if  in  solution,  the  metal  is  rendered  apparent  by  the  rich 
yellow  precipitate  of  sulphide  of  cadmium,  CdS,  when  sulphuretted 
nydrogen  or  sulphide  of  ammonium  are  added ;  insoluble  in  alkalies  and 
ddute  acids,  but  decomposed  by  strong  nitric  acid ;  likewise  insoluble 
in  an  excess  of  sulphide  of  ammonia,  wnich  distinguishes  the  precipitate 
from  the  same  colour  obtained  under  similar  circumstances  with  anti- 
mony, arsenic,  and  tin,  all  of  which  as  sulphides  are  soluble  in  an  excess 
of  the  sulphide  of  ammonium.  Potash  and  ammonia  throw  down  white 
precipitates  of  hydrated  oxide  of  cadmium,  insoluble  in  the  former  but 
soluble  in  ammonia. 

The  useful  arts  have  not  as  yet  been  benefited  by  cadmium,  except, 
perhaps,  in  the  preparation  (as  Dr.  Percy  states)  of  the  finest  and  most 
durable  yellow  colour  with  which  the  artist  is  acquainted,  and  made 
from  the  sulphide  of  cadmium. 


Fig.  236.  Lime  Kilns. 


CHAPTER  XVn. 


CALCIUM. 

All  over  the  country,  in  the  most  picturesque  forms  and  situations,  are 
to  be  seen  numberless  kilns  or  rude  furnaces  in  which  the  well-known 
substance  lime  is  prepared  by  burning  chalk  or  limestone,  both  of  which 
are  impure  forms  of  carbonate  of  lime.  The  existence  of  the  metal  cal- 
cium in  lime  was  satisfactorily  proved  by  Davy,  who  employed  the  same 
process  to  procure  it  as  that  described  for  the  metal  barium.*  The  impetus 
given  by  M.  St.  Clair  Dcville  to  the  cheaper  production  of  these  metals  of 
the  earths  and  alkalies,  by  the  employment  of  sodium,  has  induced  MM. 
Bunsen  and  Matthiessen  to  prepare  calcium  in  quantity,  and  thns  fill  in 
a  void  which  is  apparent  in  all  works  on  the  metals — viz.,  the  absence 
of  a  correct  description  of  the  properties  of  calcium. 

EXPEKIMENTS  WITH  CaLCIUM. 

First  Series. 

In  a  valuable  paper  by  Dr.  Matthiessen,  "On  the  Preparation  of  the 
Metals  of  the  Alkalies  and  Alkaline  Earths  by  Electrolysis/'*  that 
*  Qoarterlj  JoQmal  of  the  Chemical  Society,  toL  viiL  p.  27. 
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gentleman  gives  the  following  description  of  the  preparation  and  pro- 
perties of  calcium.  "A  mixture  of  two  equivalents  of  chloride  of 
calcium  and  one  of  chloride  of  strontium  with  a  small  quantity  of  chloride 
of  ammonium,  is  fused  in  a  small  porcelain  crucible,  in  which  a  carbon 
positive  pole  is  placed,  and  a  thin  harpsichord  wire,  wound  round  a 
thicker  one,  dipping  only  under  the  surface  of  the  melted  salt,  is  con- 
nected with  the  zinc  of  the  batteiy  formed  of  six  of  Bunsen's  elements, 
the  current  of  which  is  allowed  to  pass  through  the  mixture. 

"In  order  to  obtain  the  beads  of  calcium,  which  hang  on  to  tbe  fine 
wire,  the  negative  pole  must*  be  withdrawn,  about  every  two  to  three 
minutes,  along  with  the  thin  crust  that  forms  round  it.  The  surest  me- 
thod, however,  to  obtain  the  metal  (although  in  very  small  beads),  is  by 
placing  a  pointed  iron  wire  merely  so  as  to  touch  the  surface  of  the 
liquid ;  the  great  heat  evolved,  owing  to  the  resistance  to  the  current, 
causes  the  reduced  metal  to  fuse  and  drop  off  from  the  point  of  the 
iron  wire,  and  the  bead  is  recovered  from  the  liquid  by  means  of  a  small 
iron  spatula. 

"  'rtie  properties  of  calcium  are  the  following :  it  is  a  light  yellow 
metal  of  the  colour  of  gold  alloyed  with  silver,  and  has  a  specific 
gravity  of  1*6778 ;  on  a  freshly-filed  surface  the  lustre  somewhat  de- 
creases the  yellow  colour,  which  becomes  more  apparent  if  the  lieht  be 
reflected  several  times  from  two  surfaces  of  calcium;  a  thin  nlm  of 
oxide  produces  the  same  effect.  The  hardness  approaches  that  of  gold, 
being  irom  two  to  three.  It  is  particularly  ductile,  and  may  be  cut, 
filed,  and  hammered  out  to  plates  having  the  thickness  of  the  finest 
paper,  a  piece  not  larger  than  a  mustard  seed  having  been  flattened  to 
the  size  of  ten  to  fifteen  square  millimetres,  showing  only  a  few  cracks 
at  the  border. 

"  In  dry  air  the  metal  retains  its  colour  and  lustre  for  a  few  days  only, 
but  in  presence  of  moisture  the  whole  mass  is  slowly  oxidized.  Heated 
on  platmum  foil  over  a  spirit  lamp,  it  bums  at  a  red  heat  with  an  ex- 
cessively bright  flash,  about  equal  in  intensity  to  the  voltaic  arc.  Cal- 
cium is  only  slowly  acted  upon  by  dry  chlorine ;  but  when  heated,  bums 
in  that  gas  with  a  most  brilnant  fight,  as  also  in  iodine,  bromine,  oxygen, 
sulphur,  &c.  With  phosphorus  it  combines  without  ignition,  forming 
phosphide  of  calcium.  Heated  mercury  dissolves  it  to  a  white  amalgam. 
Water  is  rapidly  decomposed  by  the  metal,  with  the  evolution  of  great 
heat  and  hvdrogen ;  diluted  nitric,  hydrochloric,  and  sulphuric  acids 
cause  a  still  more  rapid  decomposition ;  the  first  acid  often  causii^  ig- 
nition. Concentrated  nitric  acid,  even  when  heated  almost  to  boiling, 
does  not  attack  the  metal,  the  action  not  beginning  till  the  liquid  boils. 
Erom  these  experiments,  it  appears  that  the  metal  formerly  stated  to 
have  been  obtamed  by  the  reduction  of  chloride  of  calcium  with  the 
alkaline  metals  cannot  be  calcium,  but  was  most  probably  a  mixture  of 
potassium  or  sodium  with  aluminium,  silicon,  &c. 


Hi  OAuauv. 

Second  Seriei. 

The  equivalent  of  calcium  is  20,  and  it  fonns  with  oxygen  the  well- 
known  oxide,  Ume  (CaO),  and  is  also  capable  of  uniting  with  another 
equiyalent  of  oxygen  to  form  the  peroxide  of  calcium,  GaO^  The 
mode  of  burning  limestone,  in  order  to  drive  o£P  the  interstitial  water 
and  combined  carbonic  acid,  is  very  simple :  a  lofty  inverted  eonical 
furnace  is  constructed  with  a  proper  hearth,  over  which  a  rude  arch  of 
lumps  of  the  limestone  b  constructed;  below  the  arch,  which  has  man? 
apertures  left  for  the  upward  passage  of  the  fire,  is  arranged  the  fn^ 
and  above  it  the  smaller  lumps  of  the  chalk  or  limestone ;  the  fire  is 
lighted  carefully,  and,  gradually  increased,  in  about  seventv  hours  the 
process  of  burning  is  completed.  Lime  is  a  brittle  and  somewhat 
sonorous  white  earthv  solid,  havmg  a  specific  gravity  of  2*3 ;  it  is  ex- 
tremely infusible,  and  is  the  substance  selectea  for  ignition  with  the  in- 
tense heat  of  the  oxyhydrocen  blowpipe  to  produce  the  beautiful  white 
light  required  for  the  exhibition  of  oissolving  views,  called  the  "  lime 
light."  After  being  cxj)osed  for  some  tunc  to  the  action  of  the  heat,  a 
hollow  is  scooped  out  m  the  ball  by  the  volatilization  of  the  lime.  All 
round  the  point  where  the  jet  of  the  mixed  gases  impinges  on  the  sur- 
face of  the  ball,  the  lime  is  most  beautifully  crystallizea.  One  of  the 
inconveniences  of  this  light  caused  by  the  cracking  of  the  lime  has 
been  in  a  great  measure  surmounted  by  Prosser,  who  causes  a  thick 
slab  of  lime  to  move  upwards  in  a  brass  frame  (instead  of  the  ordinair 
rotation)  by  clockwork.  Many  years  ago,  Mr.  Frederick  Gye,  the  pro- 
prietor of  tlic  Covent  Garden  Opera  House,  constructed  and  used  a 
good-sized  slab  of  lime  ground  flat  on  one  surface,  and  worked  by  an 
eccentric,  so  as  to  avoid  the  trouble  of  replacing  cracked  lime  balls,  and 
abo  to  prevent  the  sudden  eclipse  of  the  light  when  this  takes  place. 

The  application  of  the  lime  light  has  now,  perhaps,  reached  its  cul- 
minating point,  having  been  used,  during  a  part  of  tlie  time  Parliament 
was  sittmjj  this  year,  to  nlluminate  the  new  Westminster  Bridge  at 
night,  in  tne  most  admirable  manner.  When  water  is  added  to  fresh- 
burnt  lime,  it  unites  chemically  with  that  substance  and  forms  the 
hydrate  of  lime,  CaO,H(.) ;  this  combination  takes  place  with  the  evolu- 
tion of  considerable  heat,  and  is  usually  called  "  slaking,"  whilst  the 
hydrate  is  distinguished  from  the  caustic  lime  by  the  term  of  "  slaked 
lime."  When  the  latter  is  shaken  with  some  cold  water  in  a  bottle  pro- 
vided with  a  cork  or  stopper,  and  then  allowed  to  settle,  the  clear  solu- 
tion is  called  lime  water,  and  is  employed  as  an  important  test  for  car* 
bonic  acid ;  see  "Boys'  Play  book  of  Science,"  p.  164. 

Lime  water,  like  baryta  water,  powerfully  reddens  turmeric  paper, 
and  if  a  little  sugar  is  mixed  with  the  slaked  lime,  water  dissolves  a 
much  larger  quantity.  The  chief  test  for  lime  is  oxalic  acid  in  the  form 
of  oxalate  of  ammonia,  which  precipitates  the  white  oxalate  of  lime, 
insoluble  in  acetic  and  oxalic  acids.  Sulphate  of  soda  precipitates  sul- 
phate of  lime,  CaO,SO,HO-f  Aq,  from  concentrated  solutions  of  lime, 
soluble  in  a  large  proportion  of  water,  and  more  so,  on  the  addition  of 
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acids.    A  little  alcohol  added  to  weak  solations  of  lime  will  assist  the 
precipitation  of  the  sulphate. 

Tltird  Series, 

The  number  of  minerals  that  are  formed  of  lime  salts  may  truly  be 
called  "  lef^ion." 

Count  Boumon  has  described  seven  hundred  varieties  of  calc  spar  or 
carbonate  of  lime,  of  which  the  following  well-known  substances  may 
be  mentioned : — Marble  of  all  kinds,  oolite  t^^  or  roe-stone,  pisolite, 
chalk,  marl,  tufa,  double-refracting  spar. 

Fluor  spar,  or  "  blue  John,"  so  common  in  Derbyshire  and  elsewhere, 
is  a  fluoride  of  calcium.  Phosphate  of  lime,  the  important  chief  earthy 
constituent  of  bone,  takes  a  position  as  a  manure  which  is  not  surpassed 
by  an}r  other  metallic  salt.  The  eminent  practical  and  scientific  agri- 
culturist, Mr.  Lawes,  has  clearly  shown  that  phosphates  are  the  manure 
for  turnips  and  other  root  crops. 

Gypsum,  or  sulphate  of  lime,  is  another  common  mineral,  of  which  the 
transparent  crystals  are  called  selenite,  and  are  used  for  objects  in  the 
polariscope ;  whilst  the  same  mineral  when  calcined  forms  that  truly 
valuable  .medium  by  which  sculpture  and  other  works  of  art  are  copied 
in  the  well-known  substance  termed  "  plaster  of  Paris." 

Lime  and  its  combinations  are  therefore  amongst  minerals  almost  what 
oxvgen  is  in  the  non-metallic  group  of  elements ;  and  lime  is  used  not 
only  for  mortar,  cement,  manure,  tanning,  soap-boiling,  &c.,  but  is 
employed  in  the  state  of  carbonate  for  sculpture,  architecture,  and 
general  omament-al  stone-work,  whitewashing,  soda-water  making,  &c. ; 
also  in  glass-making,  and,  as  already  shown,  is  the  important  mix  for 
iron-stone. 

Fourth  Series. 

Amongst  the  reagents  that  indicate  the  presence  of  lime  in  solution, 
may  be  mentioned  the  carbonates  of  the  alkalies,  which  throw  down 
white  precipitates  of  CaOCOj.  In  acid  solutions,  boiling  assists  the 
entire  precipitation  of  the  carbonate  of  lime,  and  the  presence  of  am- 
moniac^l  salts  do  not  prevent  this  precipitation. 

Dilute  sulphuric  acid,  or  soluble  salts  containing  it,  throw  down 
lime  from  concentrated  solutions  as  a  white  precipitate  of  sulphate  of 
lime,  CaOSO„  perfectly  soluble  in  acids,  and  also  in  krge  proportions 
of  water.  In  less  concentrated  solutions,  the  precipitates  are  only 
formed  after  the  lapse  of  some  time ;  and  no  precipitation  whatever 
occurs  in  very  dilute  solutions.  If  solutions  of  hme  are  not  sufficiently 
concentrated,  the  addition  of  alcohol  will  cause  the  immediate  precipi- 
tation of  sulphate  of  lime. 

Oxalic  acia  produces  a  most  characteristic  precipitate  of  oxalate  of 
lime,  CaO,0+2ac|,  in  dilute  or  strong  solutions,  and  the  detection  of 
the  lime  with  oxahc  acid  is  rendered  more  certain  by  the  subsequent 
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addition  of  ammonia,  or  bj  vaing  oxalate  of  ammonia  iintead  of  the 
acid. 

The  soluble  salts  of  lime  improve  the  red  ooloor  of  the  flame  obtained 
by  burning  alcohol  containing  nitrate  of  strontium,  and  indeed,  the 
colour  so  obtained  with  lime  salts  is  frequentlj  mistaken  for  that  of 
strontium. 


T\g,  237.  Immense  specimen  of  Calc  Spar,  called  Doablo-Refracting-  Spw,  from 
ProfeMor  Teunant's  collection.  Proportions,  nine  inches  hig\  seren  inches  and 
three-qoarters  broad,  fire  inches  and  a  half  thick;  estimated  value,  one  hundred 
pounds. 


Yig,  237.  Scene  of  the  Labours  of  Ceres. 


CHAPTER  XVm. 

CEBIUM. 

The  good,  kind  goddess  who]  presides  over  the  material  for  the 
"  quartern  loaf,"  gives  the  name  to  this  metal,  which  was  discovered  in 
1803  by  Hisinger  and  Berzelins,  in  a  mineral  that  comes  from  Sweden 
called  "cerite,"  and  found  only  in  the  Bastnaes  copper  mine  qear 
Kidderhjttan.      The  mineral  consists,  according  to  Klaproth,  of—- 

Silica 34-5 

Protoxide  of  cerium 5075 

Peroxide  of  iron 3*5 

Lime 1*25 

Water 60 

Loss  [?],  oxides  of  lanthanium,  didymium,  &c.    .  5'0 

It  is  stated  U>  be  a  white,  brittle  metal,  volatile  at  high  temperatures, 
and  soluble  in  aqua  regia.  It  is  not  as  yet  applied  to  any  useful 
purpose,  although  it  might  prove  to  be  valuable  in  the  state  of 
oxide  for  painting  on  porcelain  or  colouring  glass.  The  equivalent 
of  cerium  is  47,  and  it  forms  with  oxygen  a  protoxide,  CeO,  and 
peroxide,  Ce^O,. 


CHAPTER  XIX. 

CHBOMimC. 

If  there  was  one  part  more  than  another,  in  the  Great  Exhibition,  whick 
yrta  crowded  from  morning  till  nieht,  it  was  the  locality  where  the 
Qneen  of  Spain's  jewels  were  exhibited,  under  the  guardianship  of  a 
trusty  policeman ;  and  yet  people  hardly  thought,  perhaps,  what  th^ 
elbowed  each  other  to  gaze  at,  and  the  generality  of  the  spectators  did 
not  know  that  the  emeralds  were  only  composed  of  the  usiuu  in^^ents 
of  clay— viz.,  silica  and  alumina,  with  some  glucina  and  hme,  but 
coloured  with  oxide  of  chromium,  with  a  small  quantity  of  peroxide  of 
iron.  It  is,  indeed,  from  this  special  property  of  colouring  glass  a 
loveh  CTeen,  and  making  valuable  pigments  with  lead,  &c.,  that  the 
metal  derives  its  name  xP^t^>  colour.  It  was  discovered  by  Vauquehn 
in  1797,  and  first  obtained  from  crocoisite,  which  is  a  natural  dichromate 
of  lead,  containing  about  thirty  per  cent,  of  chromic  acid.  It  occurs 
in  Hungary,  Silesia,  the  Ural  Mountains,  and  other  places. 

The  metal  is  obtained,  like  aluminium,  by  the  action  of  sodium  on  the 
sesquichloride  of  chromium.  It  possesses  brilliancy,  with  a  greyish 
colour ;  is  hard,  brittle,  and  not  easily  oxidized  by  air  or  water.  Its 
magnetic  power  is  curious,  and  this  virtue  is  exalted  by  a  low  and 
diminished  by  a  high  temperature. 

Experiments  with  Chromium. 

First  Series, 

The  equivalent  is  26' 7,  and  there  are  numerous  oxides  of  chromium 
—viz., 

Protoxide  of  chromium CrO 

Sesquioxide  of  chromium ^^|9» 

Chromic  acid ^^3 

Perchromic  acid CrjO^ 

Like  alumina,  the  sesquioxide  of  chromium  forms  chrome  alums  with 
potash,  soda,  and  ammonia,  but  chromic  acid  is  the  roost  important 
compound,  because  it  forms  with  potash  the  valuable  commercial  salt 
called  bichromate  of  potash,  used  for  making  various  important  pigments 
with  lead,  and  is  the  source  of  the  various  oxides  and  salts  of  chromium. 
This  metallic  acid  is  one  of  the  most  powerful  oxidizmg  agents  known, 
and  is  therefore  sometimes  used  for  bleaching  purposes.    If  some  abso- 
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lute  alcohol,  prepared  by  distilling  ordinary  alcohol  from  chloride  of 
calcium,  is  slightly  warmed  and  thrown  suddenly  on  crystals  of  chromic 
acid,  the  oxidation  takes  place  so  rapidly,  that  the  remaining  alcohol 
usually  catches  fire.  Warington  has  recommended  chromic  acid  in  a 
certain  Toltaic  arrangement,  described  in  the  "Transactions  of  the 
Chemical  Society  "  (vol.  i.  p.  61) : — 

"  My  first  endeavour  was  to  substitute  this  mixed  fluid  (bichromate 
of  potash,  2069,  concentrated  sulphuric  acid,  275 '8)  for  the  nitric  acid 
in  the  powerful  arrangement  of  Professor  Grrove,  so  as,  if  possible,  to  ob- 
viate toe  inconvenience  arising  during  the  action  of  that  battery,  without 
diminishing  the  splendid  effects  produced  by  it.  In  doinff  this,  it  was 
absolutely  necessary,  from  the  nature  of  the  materials  to  be  employed, 
to  modify  to  a  certain  extent  the  details  of  the  construction  of  the 
battery,  retaining  the  metallic  elements  unaltered,  but  enlarging  con- 
siderably the  cell  appropriated  for  the  nitric  acid." 

Second  Series, 

A  solution  containing  oxide  of  chromium  is  not  examined  without 
attracting  observation  from  its  emerald-^en  colour.  The  sesqui- 
oxide  of  chromium,  like  alumina,  is  soluble  m  potash,  and  precipitated 
by  chloride  of  ammonium ;  and  by  fusion  with  nitre,  the  oxide  is  converted 
into  chromic  acid,  which  yields  with  solutions  of  lead  either  the  yellow 
or  orange  chromates  of  lead;  indeed,  the  chromates  are  all  red  or 
yellow — ^the  neutral  solutions  affording  yellow  chromates,  or  red  on  the 
addition  of  acid. 

Nitrate  of  silver  gives  a  dark  reddish-purple  precipitate  of  chromate 
of  silver,  soluble  in  nitric  acid  and  ammonia. 

Chromic  acid  is  reduced  to  the  state  of  oxide  by  oxalic,  citric, 
tartaric,  and  sulphurous  acids,  and  by  hydrochloric  acid  and  alcohol. 
Any  chromate  fused  with  borax  yields  a  beautiful  emerald-green 
colour. 

Chromic  acid  in  combination  with  chlorine,  as  chloro-chromic  acid, 
CrCl,2  C^Oy  is  perhaps  one  of  the  most,  if  not  the  most  powerful 
oxidizing  agent  with  which  we  are  acquainted.  It  is  easily  prepared 
by  fusing  together  ten  parts  salt  and  seventeen  bichromate  ot  potash. 
When  cold,  the  mass  is  broken  into  small  lumps  and  placed  in  a  retort 
with  thirty  parts  of  oil  of  vitriol,  and  heat  applied,  when  a  vapour 
distils  over,  which  must  be  carefully  condensed.  It  is  a  dark,  red- 
dish-brown liquid,  very  volatile,  and  emits  dark-brown  vapours ;  if 
hrdrogen  is  passed  through  a  tube  containing  pumice  moistened  with 
chloio-chromic  acid,  and  burnt,  the  flame  is  white,  and  deposits  the 
men  sesquioxide  of  chromium  upon  any  white  porcelain  plate  or  cup 
held  in  Uie  flame. 


G  G 


Fig.  238.  Kobold,  the  Gnome  or  Sprite  supposed  to  haunt  the  Qennan  Mines. 


CHAPTER  XX. 

COBALT. 

The  snpi>osed  origm  of  the  Bame  of  cobalt  is  apparent  from  the  vigiieUe 
and  description  at  the  head  of  this  chapter ;  but  whether  the  Germans 
really  had  a  superstitious  dread,  like  the  Cornish  miners,  of  evil  spirits, 
or  wnether  they  simply  abhorred  the  {)resence  of  cobalt  because  thej  oofi- 
sidered  it  useless,  and  only  wasting  their  time  (by  obliging  them  to  remoie 
it  to  obtain  more  yaluable  minerals),  is  not  pernaps  rally  known ;  an  odd 
mixture  of  both  ideas  may  perhaps  haye  peryaded  their  minds,  as  thej , 
like  the  "  Eoundheads,"  wno  prayed  against  PJnBlacji  Popery,  andPefool 
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of  the  Peak,  also  invoked  the  good  powers  against  kobalis  and  spirits. 
Truly,  knowledge  is  power,  for  the  cobalt  ores  of  Hesse  were  formerly 
tised  to  repair  &e  roads,  and  now  yield  a  profit  of  many  thousands  per 
annum. 

The  metal  is  obtained  either  by  heating  the  oxalate  of  cobalt  in  a  glass 
tube  like  tartrate  of  lead  (and  is  then  pyrophoric  when  brought  into  con- 
tact with  the  air),  or  it  may  be  obtained  by  passing  dry  hydrogen  gas 
over  oxide  of  cobalt  heated  to  redness  in  a  hard  German  glass  tube :  in 
this  state  (like  many  other  metals)  it  is  also  spontaneously  combustible. 
Cobalt  has  a  specific  gravity  of  8'5 ;  it  is  moderately  brilliant,  and  re- 
quires  a  powerful  heat  for  its  fusion.  Like  iron,  it  is  attracted  to  the 
magnet,  and  may,  indeed,  according  to  Wenzel,  be  made  into  a  magnetic 
needle.  In  olden  time,  all  the  cobalt  ore  came  from  Germanv,  but  now 
large  quantities  are  obtained  from  Cornwall,  Cumberland,  and  the  Men- 
dip  Hills.    The  chief  ores  of  cobalt  are — 

Name.  Compofition. 

Tin-white  cobalt  ore,  or  arsenical  (  Cobalt,  iron,  nickel,   copper, 

cobalt,  or  smaltine \     bismuth,  arsenic,  and  sulphur. 

Cobaltine,  or  bright  white  cobalt,  (  Cobalt,  iron,  arsenic,  and  sul- 

or  glance  cobalt (     phur. 

Smaltine  and  cobaltine  are  used  in  preparing  zaffre,  which  is  merelv 
the  ore  calcined  to  drive  off  the  arsenic,  and  afterwards  powdereo. 
Smaltine  is  roasted  and  melted  with  pounded  quartz  or  glass,  and  smalt, 
a  compound  used  most  extensivelv  for  the  cheap  blue  patterns  of  crockerr- 
ware,  and  especially  for  an  old  mend,  the  "willow  pattern,"  Fig.  240. 
A  very  minute  quantity  of  the  oxide  of  cobalt  is  sufficient  te  impui;  the 
blue  colour  to  tne  design,  and  it  is  stated  that  one  grain  of  the  oxide 
will  give  a  full  blue  to  240  of  glass. 

EXPSBDCENTS  WITH  COBALT. 
First  Series, 

The  equivalent  for  cobalt  is  29'5,  and  it  unites  with  oxygen  in  two 
proportions,  viz.: — 

Protoxide  of  cobalt CoO 

Sesquioxide  of  cobalt Co^O, 

Cobalt,  dissolved  in  nitric  acid,  may  be  precipitated  with  a  solution  of 
potash  as  the  blue  hvdrated  oxide  of  cobalt,  convertible  by  heat,  bat 
oat  of  contact  with  tne  air,  into  the  protoxide  of  cobalt.  Toe  hydrated 
oxide,  suspended  in  water,  is  converted  into  black  hydrated  sesquioxide 
by  passing  chlorine  gas  through  it,  and  on  heatinft  the  hydrate,  it  is 
oonverted  into  the  sesquioxide  of  cobalt.  A  beautiful  red  liquid  is  ob- 
tained by  dissolving  oxide  of  cobalt  in  ammonia,  and  is  used  in  a  dilute 
state  for  chemists'  snow  bottles.  The  nitrate  of  cobalt  is  a  valuable  blow- 
pipe reagent,  and  yields  a  beautiful  green  with  oxide  of  dnp,  or  blue  with 
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alumma,  and  a  feeble  rose  tint  with  magnesia.  The  subataooes  under 
examination  may  be  powdered,  heated  on  charcoal,  and  then  moistened 
with  the  smallest  drop  of  a  solution  of  the  nitrate  of  cobalt,  and  finally 
heated  to  redness.  Silica  also  affords  a  blue  colour  with  the  same  re- 
agent, but  the  intensity  is  very  different  from  that  of  alumina. 

Second  Series, 

By  dissolving  the  oxide  of  cobalt  in  hydrochloric  acid,  a  pink  solntum 
of  the  chloride  of  cobalt  is  obtained,  which  tnms  to  blue  when  it  is 
evaporated  to  dryness ;  hence  the  use  of  this  solution  for  sympathetic  or 
invisible  ink,  which  becomes  apparent  when  the  writing  is  held  to  the 
fire.  The  idea  of  such  secret  communication  is  not  new,  for  Ovid 
mentions  the  use  of  milk  for  writing,  which  may  be  rendered  visible  by 
dusting  on  soot ;  and  Pliny  recommends  the  milky  sap  of  plants,  such  as 
the  dandelion,  for  the  same  purpose.  The  first  use  of  tne  solution  of 
cobalt  as  an  invisible  ink  is  ascribed  to  HeUot.  The  discoverer  appears 
to  have  been  a  German  named  Stolberg,  who  probably  met  with  the  ko- 
bait  in  his  visits  to  certain  mining  districts,  and  trving  the  effect  of 
aqua  regia  upon  it,  produced  a  red  salt,  that  tumea  blue  on  exposure 
to  heat.  The  following  are  the  different  solutions  of  cobalt  which  are 
invisible  until  another  reagent,  or  heat,  is  applied. 

Green  sympathetic  ink  consbts  of  a  solution  of  acetate  or  chloride  of 
cobalt  with  a  small  quantity  of  a  salt  of  nickel  and  a  little  chloride  of 
calcium  to  keep  the  writing  damp ;  when  heat  is  applied,  a  bluish-green 
colour  appears. 

Blue  13  obtained  by  writing  with  a  dilute  solution  of  nitrate  of  cobalt, 
and  then  washing  it  over  with  one  of  oxalic  acid,  and  heating  it  strongly 
before  a  fire. 

Third  Series. 

Chloride  and  sesquichloride  of  cobalt  are  known  to  chemists ;  the 
former,  CoCl,  is  prepared  by  dissolving  the  oxides  of  cobalt  in  hydro- 
chloric acid,  when  a  beautiful  pink-coloured  solution  is  obtained  ;  which, 
if  carefully  evaporated  and  crystallized,  affords  pretty  rose-coloured 
crystals  of  the  chloride  combined  with  water.  The  solution  of  chloride 
of  cobalt  is  green  when  it  contains  iron  or  nickel,  or  blue  if  it  con- 
tains an  excess  of  acid.  The  red  again  appears  if  it  is  mixed  with  a 
large  quantity  of  water. 

When  the  hydrated  chloride  is  heated,  it  parts  with  the  combined 
water,  and  becomes  blue ;  hence  the  use  of  the  chloride  in  the  pre- 
paration of  sympathetic  ink.  Letters  written  with  the  pink  chloride 
are  invisible  until  held  before  the  fire,  when  they  appear  blue;  and 
if  a  little  salt  is  mixed  with  the  chloride,  it  is  not  so  likely  to  remain 
permanently  blue,  as  will  happen  sometimes  when  too  much  heat  is 
applied. 
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Fourth  Series. 

Cobalt  is  detected  by  the  blowpipe  when  a  drop  of  any  of  its  solutions 
is  heated  red-hot  in  conjunction  with  oxide  of  zinc,  alumina,  or  silica, 
as  already  described. 

Sulphuretted  hydroeen  precipitates  with  difficulty  a  black  sulphide 
from  neutral,  but  not  from  acid  solutions  of  cobalt. 

Sulphide  of  ammonium  completely  precipitates  the  sulphide  from 
neutral  and  alkaline  solutions  of  cobalt. 

Potash  precipitates  a  dirty  blue,  which  changes  to  green  when  exposed 
to  the  air. 

Ammonia  precipitates  and  redissolves  the  oxide  of  eobalt,  forming  a 
beautiful  red  solution. 

Fused  borax,  powdered  and  moistened  with  a  solution  of  cobalt,  and 
then  taken  up  on  a  platinum  wire  loop,  and  heated  by  the  blowpipe 
flame,  ^elds  that  characteristic  blue  wmch  is  so  usefully  employed  m 
oolourmg  glass  and  chioa. 


Fif  .  S40.  The  WiUow  Pattern  Plate.    An  illofltraUon  of  the  ose  of  the  oxide 
ofcoUlt;  being  the  mach-Umented  Albert  Smith'e  Lut  adrertiiement. 


Fig.  241.  The  Bainbow,  which  ii  typical  of  the  mnltipUdty  of  oolonn  obtaiiied 
from  xnetalB. 


CHAPTER  XXI. 


BONABIUH,  DIDTMItJM,  XBBITJM,  GLUCINTTM,  ILMEIOXTM,  IBIDIUIC, 
LANTHAIOUH,  Aim  LITHIX7H. 

The  first-named  metal  was  discovered  by  Bergmami,  in  certain  minmb 
from  Norwaj.  The  second,  so  called  from  Dtdumos,  "  twins,"  a  fanciM 
allosion  to  its  connexion  with  lanthanium,  is  extracted  from  cerite,  a 
mineral  abready  alluded  to  at  p.  447,  in  the  article  "  Cerium."  M. 
Mari^nac  has  published  some  valuable  researches  on  didyminm  and 
its  pnncipal  compounds,  and  has  also  determined  the  atomic  weights  o£ 
cenum  and  lanthanium,  and  approximatively  that  of  didymium. 

Atomic  weight. 

Cerium 47'26 

Lanthanium 47*04 

Didymium 49*4 
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Erbium  is  obtamed  from  a  mineral  called  gadolinite,  composed, 
according  to  Berzelius,  of 

SiHca 25*8 

Yttria 450 

Protoxide  of  cerium 16*69 

Protoxide  of  iron 10-26 

Water -60 

Loss  [P],  oxide  of  erbium    .    .    .  1*65 

10000 

Olueimm  has  abready  been  mentioned  as  a  constituent  of  the  emerald, 
which  is  a  double  silicate  of  alumina  and  glucinum,  coloured  with  oxide 
of  chromium.    The  beryl  and  chrysoberyfalso  contain  it. 

Ilmemum, — ^The  existence  of  this  metal  has  been  chaUenged  by  Eose ; 
indeed,  many  more  experiments  are  required  to  be  made  with  some  of 
these  allegea  new  metab  before  they  can  be  said  even  to  exist. 

The  laUer  metal  is  stated  to  have  been  discovered  by  Hermann,  in 
Siberian  ;fttro-tantalite,  or  rather  Samarskite,  but  H.  Eose  showed  that 
he  had  mistaken  niobic  for  ilmenic  acid,  and,  therefore,  that  such  a  metal 
did  not  exist. 

Iridium  deserves  special  notice,  because,  although  rare,  it  is  now  used 
in  the  shape  of  the  very  hard  native  alloy  of  osmium  and  iridium,  for  the 
ti{)s  of  the  so-called  gold  pens ;  it  is  l^Lcwise  employed  in  the  state  of 
oxide,  to  produce  a  most  intense  blackness  in  painting  on  porcelain ;  and 
it  is  statd  b;^  Dr.  Percy  that  all  other  porcelain  b&ck  colours  appear 
ffrey  by  the  side  of  it.  it  is  not,  perhaps,  surprising  that  iridium  snould 
be  remarkable  for  its  qualities  as  a  pigment,  when  we  search  into  the 
orig^in  of  the  name,  which  refers  to  its  colour-giving  powers  as  if  it  were 
fliimlar  in  this  respect  to  an  iridescent  soap-buoDle,  or  the  pretty  iris 
produced  by  the  deposit  of  dew  on  the  spiders  web  (Fig.  242). 

Lanihanium  is  also  derived  from  the  mineral  cerite,  and  the  only 
oxide  knowp  is  a  white  powder ! 

JJiiium  is  the  lightest  metal  known,  having  only  a  specific  jgravity  of 
0*5936,  and  is  obtamed  from  the  oxide  of  lithium  or  lithia,  which  occurs 
in  various  minerals,  and  especially  in  petalite  and  spodumene,  which  are 
silicate  of  alumina  and  lithia,  containing  about  nine  per  cent,  of  the 
latter. 

Professor  Bunsen,  in  a  letter  to  Liebi^,  describes  his  method  of  pre- 
paring lithium : — "  Pure  chloride  of  lithium  is  fused  over  a  Berzelius 
apiriUlamp  in  a  small  thick  porcelain  crucible,  and  is  decomposed  by  a 
zmc  coke  oattery,  consisting  of  four  to  six  cells.  The  positive  pole  is  a 
splinter  of  gas  coke  (the  hard  carbon  deposit  in  the  pa  retort),  and  the 
negative  an  iron  wire  about  the  thickness  of  a  knitting-needle.  After  a 
few  seconds,  a  small  silver-white  re^plus  is  formed  under  the  fused 
chloride  round  the  iron  wire  and  adhering  to  it,  which,  after  two  or  three 
minutes,  attains  the  size  of  a  small  pea :  to  obtain  the  metal,  the  wire 
pole  and  reguloa  are  lifted  out  of  the  fused  mass  by  a  small,  flat- 
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«poon-shaped,  iron  spatula.  The  wire  can  then  be  withdrawn  from  the 
still  melted  metal,  which  is  protected  from  ignition  bj  the  dibride  of 
Hthiom  with  whicli  it  is  coatM.  The  metal  may  now  be  easiij  taken 
off  the  spatula  with  a  penknife,  after  having  been  oooled  nnder  rock 
oil.  As  this  operation  can  be  repeated  every  three  minutes,  an  ounoe 
of  chloride  of  bthium  may  be  reduced  in  a  very  short  time. 

Lithium,  on  a  fresh-cut  surface,  has  the  colour  of  silvw,  bnt  taraiahes 
after  havmg  been  exposed  for  a  few  seconds  to  the  air,  and  becomes 
slightly  yellow.  The  melting-point  is  180°  C.  A  piece  of  it  at  that 
temperature,  if  pressed  between  two  dass  surfaces,  exhibits  the  cobnr 
and  brightness  of  polished  silver.  Litnium  is  harder  than  potassium  or 
sodium,  but  softer  than  lead,  and  therefore  can  be  pressed  out,  like  that 
metal,  to  wire.  By  pressure  lithium  can  be  welded  at  ordinary  tempera- 
tures ;  it  swims  on  rock  oil,  and  is  the  lightest  of  all  solid  bodies. 

The  salts  of  lithium  are  stated  to  impart  a  red  colour  to  the  imier 
blowpipe  flame ;  and  lithia,  LiO,  is  usually  considered  to  be  Uie  interme- 
diate Imk  between  the  alkalies  and  alkaline  earths.  The  atomic  weig^ 
of  lithium  is  81-7. 


Fig.  242.  The  Spider's  Web  apon  which  dew  deposits,  and,  when  lighted  bj  a 
sonbeftm,  prodaces  the  beautiAil  priimatic  colours  of  the  iiii,  the  onj^  of  tho 
word  iridimn. 


^^^'^>-"N. 


Fig.  243.  Domettie  Um  of  Magnesia  and  ita  Sulphate. 


CHAPTER  XXn. 


MAGNESIUH. 


Tms  metal  is  another  of  the  metallic  bases  of  the  earths,  and  claims 
Davy  for  its  discoverer.  Bussy,  however,  in  1830,  prepared  it  in  much 
lar^r  quantities  by  a  somewhat  similar  process  to  that  used  b^  St. 
Clair  Deville  with  alumina.  Bossy  employed  chloride  of  magnesium^ 
which  he  decomposed  by  potassium,  witn  the  assistance  of  heat.  The 
metal  has  the  following  properties :  it  is  brilliant,  silvery  white,  perfectly 
ductile  and  malleable,  fusible  at  a  moderate  temperature,  like  zinc, 
▼olatiHzed  at  a  temperature  a  little  higher  than  that  of  its  melting 
point,  and,  like  that  metal,  condenses  into  small  globules.  It  has  a 
specific  gravity  of  1*743,  and  does  not  decompose  water  at  common 
temperatures;  it  oxidizes  at  a  high  temperature,  and  is  slowly  converted 
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into  magnesia  when  in  small  masses ;  but  when  finety  dirided^  as  in  filings, 
it  burns  with  great,  splendour,  throwing  out  sparks  like  iron  inoamen. 

Magnesium  nas  lately  been  made  in  much  larger  quantities,  ana  can 
now  TO  obtained  at  a  moderate  price,  so  that  enthusiastic  practical  men 
have  suggested  its  employment  as  a  magnesium  lamp,  on  aocount  of  the 
yerj  great  brilliancy  of  the  light  which  it  evolyes  during  oombustioa; 
indeed,  nothing  can  be  more  brilliant  than  this  union  of  oxygen  gas  with 
magnesium.  Dr.  Mattbiessen  recommends  the  use  of  a  mixture  of  tks 
chlorides  of  potassium  and  magnesium  in  nearly  equal  proportions,  in- 
stead of  the  anhydrous  chloride ;  the  quantities  are  three  eauivalents  of 
chloride  of  potassium  to  four  of  chloride  of  magnesium.  The  solntkn 
of  the  chloride  of  magnesium  can  be  evaporated  almost  to  dryness,  and 
analysed  to  find  the  amount  of  the  anhydrous  salt  present.  After 
having  mixed  the  two  salts  in  the  proper  proportions  with  some  chloride 
of  ammonium,  the  mixture  may  be  fused  ana  electrolysed  by  Bunsen's 
method,  the  pockets  not  being  required,  as  the  metal  is  specifically 
heavier  than  tne  fused  mixture.  A  very  simple  and  convenient  way  of 
reducing  the  metal,  especially  for  the  lecture-table,  is  in  a  common  clsj 
tobacco-pipe,  over  a  Berzelius  spirit-lamp,  the  negative  pole  being  an 
iron  wire  put  up  the  pipe-stem',  and  the  positive  being  a  piece  of  gas 
coke  just  touching  the  surfafee  of  the  fused  chlorides. 

The  minerals  tnat  contain  magnesium  arc  found  in  very  large  quan- 
tities, and  amongst  them  may  be  specially  noticed  the  following;  yiz,-' 

Name.  Compndtion, 

Carbonate  of  magnesia,  carbonate 

Dolomite,  or  magnesian  lin.e,tone.  .     L'p  .^^'sfi*,^ 

^    alumina. 
Steatite,  or  soapstone,  a  variety  of '^ 

vRhich  is  called  Spanish  chalk, 

whilst  another  is  used  by  certain 

savage  tribes  as  a  portion  of  their 

food;  another  is    called    meer- 
schaum, of  pipe  celebrity ;  a  fifth 

serpentine;   a    sixth   varietv  is 

asbestos,  or  amaranthus,  of  which 

the  fibres  are  elastic  and  flexible, 

and  used  in  the  manufacture  of 

incombustible  cloth ;  a  seventh, 

talc,  used  frequently  instead  of 

glass  for  windows ;  and  an  eighth, 

potstone,  which  is  formed  into 

culinary  vessels  in  Greenland  and 

Hudson's  Bay. 


Silica,  ma^esia,  with  some  ala- 
I     mina,  oxide  of  inm  mungfflfy^ 
potash,  and  lime. 


Magnesian  mica 


/ 


Silica,  alumina,  ms^esia,  with 
some  oxides  of  iron,  potash, 
fluoric  add,  and  water. 
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Certain  spring  waters  retain  an  abundance  of  sulphate  of  magnesia 
in  solution — such  as  the  Norwood  and  Epsom  springs,  of  which  the 
latter  has  given  the  name  to  that  popular,  because  cheap,  medicine 
called  "  Bpsom  salts.*'  The  water  of  the  ocean  likewise  contains  a  large 
quantity  of  magnesia.  The  well-known  medicine  called  calcined  mag- 
nesia is  prepared  by  precipitating  a  solution  of  magnesia  by  boiling  it 
with  one  of  carbonate  of  soda ;  the  carbonate  is  then  well  washed  and 
calcined,  and  by  the  application  of  a  proper  heat  is  converted  into 
magnesia,  MgO. 

The  equivalent  of  the  metal  magnesium  is  very  low,  being  only  12 ; 
and  it  has  for  that  reason,  in  a  great  measure,  been  proposed  as  a  light- 
giving  agent.  The  eauivalent  of  carbon  is  6,  and  therefore,  if  the 
metal  comd  be  procurea  at  a  very  cheap  rate,  there  is  no  reason  wh^r  it 
should  not  be  used  for  special  purposes  of  illumination.  The  only  oxide 
known  is  magnesia,  the  preparation  of  which  has  already  been  described. 
This  alkaline  earth,  in  the  state  of  carbonate,  is  freely  dissolved  by 
carbonic  acid,  and  has  been  employed  most  efficaciously  for  many  years 
as  a  domestic  medicine  under  the  name  of  "  Dinneford's  fluid  magnesia." 

If  water  is  added  to  calcined  or  caustic  magnesia,  it  does  not  com- 
bine chemically  with,  and  "  slacken"  this  earth,  like  lime,  baryta,  or 
strontia ;  neither  does  magnesia  absorb  carbonic  acid  from  the  atmo- 
sphere, hence  caution  must  be  used  in  selecting  and  burning  limestones 
for  a^cultural  purposes,  on  account  of  the  magnesia  remaining  in  an 
alkalme  or  caustic  state. 

Dr.  Wollaston,  whose  laboratory  consisted  of  a  tray  containing  a  few 
bottles,  watch  glasses,  and  glass  tubes,  &c.,  was  the  first  to  pomt  out 
an  elegant  method  of  detecting  ma^esia  in  minerals  supposed  to 
contain  it.  "  Dissolve  with  aqua  regia  in  a  wateh  glass  a  minute  frag- 
ment of  the  mineral ;  and  if  it  is  not  soluble,  it  must  be  rendered  so  by 
previous  fusion  with  carbonate  of  soda.  Render  the  solution  neutral 
by  cautious  evaporation ;  then,  while  hot,  add  a  little  oxalate  of*  am- 
monia, te  precipitate  any  lime  which  it  may  contain.  Let  the  pre- 
cipitate fall,  and  take  a  few  drops  of  the  clear  liquid,  and  put  them  on 
a  slip  of  window  glass.  Add  a  drop  or  two  of  bicarbonate  of  am- 
monia, and  afterwards  a  drop  or  two  of  biphosphate  of  ammonia. 
Then  draw  a  little  of  the  clear  solution  to  one  side  of  the  slip  of  ^lass, 
and  trace  any  letters  or  lines  across  it  with  a  ^lass  rod.  On  exposing  it 
to  a  gentle  heat,  white  traces  will  be  perceived  wherever  the  rod  was 
applied." 

Ammonia  precipitates  from  the  solutions  of  neutral  salts  of  magnesia 
a  portion  of  the  magnesia  as  hydrate  of  magnesia  (MgO,HO) ;  the  other 
portion  remains  in  solution,  forming  a  double-sut  with  the  ammonia 
perfectly  soluble  in  water.  It  is  this  circumstance  which  renders  Wol- 
lasten's  method  of  detecting  magnesia  so  important,  because  of  the 
insoluble  basic  phosphate  of  ammonia  and  magnesia  (2MgO,NH40) 
(PO^  -I-  2HQ  -I-  lOaq)  produced  in  the  presence  of  an  excess  of  ammonia  by 
the  addition  of  a  solution  of  phosphate  of  soda  to  one  of  magnesia. 


Fig.  2M.  The  Chameleon. 

**  Of  the  chameleon'e  food  I  eat  (the  air)/' 

Haxlbt. 

CHAPTER  XXin. 


MANGA17ESE. 

The  little  animal  that  heads  our  present  chapter  has  given  rise  to  mndi 
discussion,  in  consequence  of  the  curious  changes  of  colour  that  it  is 
said  to  be  capable  ot  producing  at  its  own  will  and  pleasure ;  and  the 
fanciful  writer  has  little  difficulty  in  assuming  that  tne  animal  suffers 
from  anger  when  he  turns  red;  jealousy,  of  course,  if  yellow;  but 
is  amiable  and  serene  when  blue.  Into  these  varieties  of  colour  or 
temper,  of  course,  we  do  not  enter ;  but  merely  state  that  manganese 
is  capable — like  antimony,  chromium,  arsenic,  tellurium,  tungsten,  and 
others — of  forming  acidis  with  oxygen ;  and  that  this  compound  is 
called  manganic  acid,  which,  in  combination  with  potash  and  dissolved  ia 
water,  affords  a  complete  series  of  spontaneous  chromatic  changes  of 
the  most  curious  description ;  and,  indeed,  from  this  curious  circum- 
stance the  salt  is  called  "  Chameleon  Mineral,"  and  its  preparation  and 
composition  will  be  explained  in  another  part  of  this  chapter. 

Tne  metal  manganese,  so  called,  according  to  Sir  Robert  Boyle,  from 
its  resemblance  to  the  magnet,  appears  to  have  been  known  only  in 
combination  with  oxjrgen  gas  in  the  common  mineral  called  "  black  oxide 
of  manganese ;"  and  it  was  this  accomplished  philosophel'  who  discovered 
the  first  mine  of  it  in  England.  The  mineral  was  used  2000  years  a^ 
and  is  now  employed  in  the  manufacture  of  the  best  crystal  orflmt 
glass,  to  which  it  is  said  to  confer  a  greater  brilliancy  in  consequence 
of  the  delicate  amethystine  colour  it  imparts  to  this  aiUceous   mix- 
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ture.  Moreover,  it  does  to  all  intents  and  purposes  bleach  the  glass 
whilst  the  materials  are  in  a  state  of  liauefaction  and  incorporation,  by 
giving  oxvgen  to  any  carbon  or  protoxiae  of  iron  that  may  be  present, 
and  (uscolour  the  {)ot  of  glass;  hence  it  is  called  **  Glass  Maiker's  Soap*/' 
the  oxygen  it  contains  bums  away  the  carbon,  and  at  the  same  tmie 
converts  the  protoxide  of  iron  into  peroxide,  which  is  colourless  when 
united  with  silicic  acid. 

This  metal,  after  evading  the  processes  of  Boyle,  Glauber,  Haig,  Pott, 
Kaim,  Bergmann,  and  Scheele,  at  last  rewarded  the  persevering  enorts  of 
chemists,  by  appearing  to  the  summons  of  Dr.  Gahn,  who,  oy  mixing 
some  black  oxide  of  manganese  with  oil  in  balls,  and  placing  them  in  a 
crueee  brasquee,  or  crucible  lined  with  charcoal,  and  then  applying  a  most 
intense  and  vigorous  heat,  was  rewarded  f  Chinese  fashion)  with  a  outton, 
or  rather  a  number  of  small  metallic  globules,  equal  in  weight  to  one- 
third  of  the  mineral  used.  The  charcoal,  of  course,  removed  tne  oxygen, 
and  the  manganese  remained  in  the  metallic  state.  To  purif  j  the  button 
of  manganese,  it  should  be  fused  a^n  with  some  pure  carbonate  of 
manganese  and  borax.  The  metal  has  a  specific  gravity  of  7*05,  and 
presents  a  grey  colour ;  it  is  hard  and  brittle,  readily  oxidizes  when 
exposed  to  tne  air  in  the  moist  state,  and  decomposes  water  at  the 
boiling  point,  but  very  slightly,  if  at  all,  at  ordinary  temperatures. 

EXPEBIMENTS  WITH  MaNGAKESE. 

First  Series. 

The  equivalent  of  manganese  is  27*6,  and  it  combines  with  oxygen  in 
five  different  proportions,  viz. : — 

Protoxide  of  manganese MnO. 

Sesquioxide  of  manganese      ....  Mn^,. 

Peroxide  of  manganese MnO,. 

Manganic  acid MnO,. 

Permanganic  acid Mn^O;. 

Of  these,  the  most  interesting  is  the  peroxide,  which  occurs  in  nature 
under  the  name  of  pyrolusite,  or  black  oxide  of  manganese,  and  is 
used  la 
wise  J 
described 
them  here. 

Manganic  acid,  although  not  yet  isolated,  is  known  to  exist  in  com- 
bination with  other  bases  ^  and  amongst  its  salts  is  the  manganate  of 
potash,  or  "  chameleon  mmeral  (KOMnO,),  first  discovered  by  Scheele, 
who  fused  together  equal  parts  of  nitre  and  black  oxide  of  manganese, 
and  dissolving  the  green  compound  in  water,  obtained  a  fine  red  solution, 
which  in  consequence  of  presenting  a  green  colour  when  made  with 
boiling  water,  and  a  purple  or  red  with  cold,  likewise  changing  by  acids 
from  sreen  to  rose  or  red  colour,  was  named  after  the  extraordinary 
animu  already  alluded  to. 
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Manganio  add  is  a  powerful  (nddmng  agenl^  and  in  ooubet  witli 
organic  matter  is  quickly  converted  into  tne  sesqnioxide  of  manganige. 

f ermanganic  acid  (jStafij)  is  prepared  bj  first  caiefollT  mixiDg 
together  four  parts  of  powdercSa  black  oxide  and  tnree  andahalf  of  ddonte 
of  potash,  to  which  five  parts  of  potassa  fnsa»  or  stick  potash,  diasdved 
in  mst  enough  water  to  make  a  paste  with  the  other  ingredients,  m 
adaed.  The  paste  is  then  dried  in  an  oven,  and  fused  in  a  crucible  fat 
one  or  two  hours,  and  when  cold  is  dissolved  in  water  and  allowed  to 
settle  in  a  well-stopped  bottle,  and  the  clear  solution  decanted  and 
evaporated  at  a  very  low  temperature,  when  crystals  of  the  permanganate 
are  obtained.  Lately,  Machuca  has  carefully  analysed  the  permanganate 
of  potash,  and  his  researches  not  onlv  prove  the  existence  of  the  add, 
but  the  truthfulness  of  the  formuhi  KOmujO^. 

The  oxidizing  powers  of  this  acid  are  truly  remarkable ;  and  hj 
making  a  standara  solution  of  the  permanganate  of  potash.  Dr.  Smith, 
of  Manchester,  has  detected  orpmic  matter  in  the  air.  It  is  this  salt, 
mixed  with  the  manganate  or  potash,  which  is  the  basis  of  Cond;^s 
disinfecting  fluid,  a  most  excellent  deodorizer,  and  satisfactory  in  its 
result,  because  the  operator  can  always  tell  when  it  has  done  its  woik 

S'  the  solution  becommg  colourless.  Amongst  the  recommendations  of 
e  patentee  in  the  use  of  Condy's  fluid  is  the  following : — Pour  one 
wine-glassful  of  the  concentrated  fluid  into  a  hogsh^id  of  offensiTe 
driiJung-water,  and  stir  it  up  with  a  stick  or  lath ;  generally  this  quantity 
will  render  it  as  sweet  as  fresh  water.  Should  it  he  so  bad  as  to  require 
another  half  wine-glassful,let  it  be  added,  and  when  the  sesquioxide  of  man- 
ganese has  settled  it  may  be  run  ofP  and  drank,  or  if  filtered  after  the  addi- 
tion of  the  permanganate,  will  be  found  as  sweet  and  good  as  fresh  water. 
Mr.  Wilosmith,  analytical  chemist,  of  Wolverhampton,  Las  made  the 
permanganate  in  large  quantities,  and  states  that  it  can  be  sent  into  the 
market  at  150  per  cent,  below  its  former  rate.  Mr.  Horsley  states 
that  the  powdered  black  oxide  of  manganese  is  likewise  an  excellent 
disinfectant ;  and  he  states  that  a  most  powerful  and  cheap  deodoriser  is 
obtained  by  mixing  three  parts  of  the  black  oxide  and  one  of  chloride  of 
lime.  The  use  and  value  of  manganese,  in  conjunction  with  iron,  in  the 
manufacture  of  the  best  steel,  has  been  already  alluded  to. 

Second  Series, 

Manganese  is  detected  by  the  colour  it  produces  when  oxidised  with 
nitare  or  chlorate  of  potash  and  dissolved  in  water;  and  by  the  precipitation 
of  the  sesquioxide  or  manganese  of  a  browmsh-bhick  colour,  on  tiie  addition 
of  organic  matter. 

The  protosalts  of  this  metal  are  not  precipitated  by  sulphuretted 
hydrogen,  except  from  alkaline  solutions. 

Sulphide  of  ammonium  throws  down  from  protosalts  the  snlphide  of 
manganese  (MnS),  as  a  bright  flesh-coloured  precipitate. 

Potash  and  ammonium  precipitate  protosalts  as  a  white  hydrated 
protoxide,  which  gradually  changes  from  white  to  brown  and  brownish 
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black  by  exposure  to  the  air.    The  reactions  of  the  hydrated  oxide  are 
taken  advantage  of  in  dyeing  and  calico  printing^. 

Any  salt  or  compouna  of  manganese  tused  with  carbonate  of  soda,  on 
a  platinom  wire  loop  in  the  outer  flame,  affords  a  green  colour  as  long 
as  the  little  bead  of  soda  is  hot,  but  when  cold  it  changes  to  a  bluish 
fireen,  and  becomes  opaque.  Borax  and  phosphate  of  sooa  and  ammonia 
oissolye  the  compounds  of  manganese  in  the  outer  flame  of  the  blow- 
pipe, and  produce  bright  violet-red  glasses,  which,  on  cooling,  appear  of 
an  amethystine  red  tint;  these,  however,  lose  then:  colour  when  subjected 
to  the  inner  part  of  the  blowpipe  flame,  owing  to  a  change  in  the  condi- 
tion of  oxidation,  by  which  the  peroxide  of  manganese  is  chan^  to  the 
protoxide.  If  an  excess  of  peroxide  of  man^nese  is  fused  with  borax, 
the  glass  bead  is  black ;  hence  the  use  of  this  cheap  compound  of  man- 
ganese, not  only  in  whitening,  but  also  in  conferring  a  black  colour  on 
some  kinds  of  glass.  The  glass  bead  formed  in  the  loop  of  platinum 
wire  by  melting  oxide  of  manganese  with  phosphate  of  soda  and  am- 
monia never  duls  or  loses  its  transparency. 


Fig.  34S.  Xanganete  Compound,  ftued  on  a  loop  of  plaitnom  wire  with  phoaphate 
of  iod>  and  ammonia,  which  iaawnetimea  called  microeogmtcaalt. 


Fig.  216.  View  in  the  Hartz  Monntaiiu,  firom  whence  nameronB  kinds  of 
minerals  are  obtained. 


CHAPTER  XXIV. 

U0LTBDENT7H. 

Neably  eyery  mineral  cabinet  (Contains  a  specimen  either  of  molybde- 
nite, the  sulphide  of  the  metal ;  or  of  molvbdate  of  lead^'called  wnlfenite. 
The  foUowmg  is  the  composition  of  molybdenite  according  to 
Brandes : — 

Molybdena 59*6 

Sulphur 40-4 

Domeyko  has  given  the  analysis  of  wulfenite^  or  molybdate  of  lead  from 

Chili,  which  consists  of — 

Protoxide  of  lead 43*0 

Molybdicacid 42*2 

Peroxide  of  iron 8*5 

Lime 6'3 

1000 
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This  rare  metal  may  be  procured  either  by  decomposing  moljbdic 
acid  at  a  white  heat  with  hydrDjron,  or  by  exposing  it  to  the  intense 
heat  of  a  wind  furnace  in  a  crucible  lined  with  charcoal  Thomson  re- 
marks, that  hitherto  the  metal  has  been  obtained  only  in  small  grains  or 
in  pieces  imperfectly  agglutinated,  and  which  break  readily  when  struck. 
Its  colour,  from  the  ol»enrations  of  Bucholz,  seems  to  be  a  silvery  white, 
but  it  frequently  has  a  shade  of  yellow.  Hjelm  found  its  specific  gravity 
only  7*400 ;  but  Bucholz,  whose  specimens  had  doubtless  been  exposed 
to  a  more  violent  heat  and  were  more  compact,  found  it  as  high  as 
8*615,  or  even  8*636.  Molybdenum  is  brittle.  It  is  not  altered, 
even  if  kept  under  water.  Its  afiinity  for  oxygen  is  not  great.  Hence 
it  is  not  liable  to  undergo  alteration  when  exposed  to  the  atmosphere. 

When  the  metal  is  neated  to  redness  in  an  open  vessel,  it  absorbs 
oxygen,  and  is  converted  into  a  brown  powder,  which  becomes  reddish 
if  the  heat  be  lon^  continued,  and  at  last,  according  to  Bucholz^  becomes 
blue.  When  the  neat  to  which  the  metal  is  exposed  is  still  higher,  the 
molvbdenum  takes  fire  and  bums  without  flame,  smokes,  and  deposits 
small,  brilliant,  white  needles,  which  constitute  molybdic  acid. 

Very  little  is  known  about  the  metal,  and  it  is  interesting  to  the  chemist 
because  it  forms  with  oxygen  another  metallic  acid,  molybdic  acid,  com- 
posed of  three  equivalents  of  oxvgen  and  one  of  molybdenum  (MoO^, 
likewise  a  binoxide  (MoO,),  ana  protoxide  (MoO).  Phosphoric  acid 
apoears  to  be  one  of  the  most  conclusive  tests  for  this  metal,  although 
a  tnorou^h  practical  knowledge  of  its  behaviour  with  this  and  other 
reagents  is  necessary  in  order  to  enable  the  chemist  to  dbcover  its  pre- 
sence, and  not  to  lose  sight  of  this  element,  should  it  come  accidentaUy 
before  him. 


fig.  M7.  The  CoMt  of  Ccniwal],  being  one  of  the  locamiet  where  «e^6. 
d4mU  ]m  toand. 


H  H 


Fiff.  218.  Aerolite,  or  Meteoric  Stone,  in  BriUah  MoMnm. 


CHAPTER  XXV. 

KICKEL. 

This  metal  introduces  to  our  notice  what  Humboldt  terms  "an  enigma* 
tical  class  of  bodies,"  called  minute  "asteroids,"  "aerolites,"  or  "meteoric 
stones," — ^travellers  that  come  to  us  out  of  space,  fortunately  at  rare  inter- 
vals, but  of  whose  permanent  visits  to  this  globe  there  cannot  be  any  doubt. 
These  metallic  masses  chiefly  consist  of  iron,  and  have  usually  been  daa- 
tinguished  bv  scientific  men  from  other  natural  ores  of  iron  in  conse- 
quence of  their  containing  niekel ;  although  it  ought  to  be  understood 
tnat  they  include  in  their  composition^  according  to  the  analyses  of  Ber- 
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zelius,  the  same  elements  that  are  usnallj  found  in  the  crust  of  the 
earth — viz.,  iron,  nickel,  cobalt,  manganese,  chromiam,  copper,  arsenic, 
tin,  potash,  soda,  sulphur,  phosnhorus,  and  carbon,  being  rather  less 
than  one-fifth  of  the  number  of  elements  already  known.  A  great  many 
theories  have*  been  suggested  to  account  for  these  strange  mineral 
truants,  who  leave  their  usual  path  and  turn  aside  to  the  earth.  Some 
astronomers  have  asserted  that  they  are  projected  from  volcanoes  in  the 
moon ;  but  Humboldt,  in  his  "  Cosmos,  remarks  that,  "  It  is  probable 
that  the  different  streams  of  meteors,  each  consisting  of  myriads  of 
small  cosmical  bodies,  intersect  the  orbit  of  the  earth  in  the  same  way 
that  Biela's  comet  does.  According  to  this  view,  we  may  imagine  that 
they  form  a  continuous  ring,  each  pursuing  its  course  in  a  common 
direction.  The  small  planets  between  Mars  and  Jupiter  present,  with 
the  exception  of  Pallas,  an  analogous  arrangement  in  their  closely-con- 
nected orbits The  high^  ingenious  Olbers  was  inclined  to 

think  the  next  return  of  the  great  phenomenon  of  fire-balls  and  shooting 
stars,  falling  like  flakes  of  mow,  would  be  witnessed  from  the  12th  to 
the  llth  November,  1867:"  The  instances  of  the  fall  of  these  solid 
masses  are  very  numerous :  thus,  on  the  16th  September,  1843,  a  large 
aerolite  fdl  at  Kleinwenden,  not  far  from  Mulhausen,  accompanied  by  a 
tiiundering  noise,  but  with  a  clear  sky  in  which  no  cloud  was  formed.  In 
another  case,  a  small  and  very  dark  cloud  formed  suddenly  in  a  perfectly 
clear  sky,  and  the  stones  were  hurled  from  it  with  a  noise  resembling 
repeated  discharges  of  cannon.  Such  a  cloud,  moving  over  a  whole  dis- 
trict of  country,  has  sometimes  covered  it  with  thousands  of  fragments, 
Tarr  various  in  size  but  similar  in  quality.  Humboldt  further  remarks : 
**  lliey  exhibit,  on  the  whole,  a  ^eral  unmistakeable  resemblance  to  one 
another  in  their  external  form,  m  the  nature  of  their  crust,  and  in  the 
chemical  composition  of  their  principal  constituents;  and  this  resem- 
blance is  traceable  when  and  wherever  they  have  been  oolleeted,  at  all 
periods  of  time,  and  in  all  parts  of  the  earth."  In  the  Lithuanian 
mythology  a  beautiful  symbohcal  meaning  has  been  attached  to  these 
''  falling  stars."  The  new-bom  infant's  destiny  was  supposed  to  be 
attach^  by  a  thread  to  a  star,  and  when  it  fell  the  child  cued,  and  the 
thread  was  broken  for  ever.  In  consequence  of  the  density  of  their 
chemical  composition,  they  have  been  divided  into  two  classes,  viz«— • 

Kickeliferous  meteoric  iron. 

Fine  or  coarse-grained  meteoric  stones. 

Enou^,  then,  has  been  said  to  prove  that  one  of  the  sources  of 
nickel  is  to  be  found  in  the  aerolites  that  wander  in  space ;  bat  as  this 
nickel  happens  to  be  rather  lai]gely  used  just  now  for  the  whitening 
agent  in  the  manufacture  of  nickel  silver,  or  German  silver,  it  woull 
not  be  a  very  profitable  or  prudent  course  to  wait,  like  fa^  at  cricket, 
till  the  balls  containing  it  come  to  hand ;  so  the  diligent  miners  seek  for 
it  in  the  earth,  and  are  rewarded  with  certain  minmb  tlu^  contain  it : 
ria.— 

hh3 
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Name.  Compotition. 

( Nickel,  cobalt,  anenic  iritli  a  little 
(kip^&[mckel,OT  kup/er  nickel.*  <     iron,  lead,  antimony  and  sid^uv 

(     M  no  copper. 

Antimonial  nickel P^^Hf^*   "^tunony,   snlphnr,  a«eni«i 

Au^^iuixjMxu^  J      ^^1^  occasionally  a  little  iron. 

Nickeline,  or  nickel  ochre,  or(^^^^  P^  nickel,    arsenic  acid,  «d. 

Maneniate.  .  .  '.  .  phunc  aci4  ^^ 
I  of  iron,  water. 
Chrysoprase,      a     variety     of  j  About  one  per  cent,  of  the  oxide  of 

quartz (     nickel. 

Solutions  of  nickel  are  specially  distinguished  by  their  peculiar  grass- 
green  colour,  and  if  precipitated  by  oxalate  of  ammonia,  an  oxalate  of 
nickel  is  obtained,  which,  if  it  contains  cobalt,  must  be  dissolved  in 
ammonia ;  and  being  left  to  evaporate  spontaneously,  the  nickel  is  de- 
posited as  the  ammonio-oxalate,  whilst  the  cobalt  remains  in  solution. 
When  this  ammonio-oxalate  has  been  thoroughly  dried,  it  is  placed  in 
a  closed  plumbago  crucible,  and  exposed  to  the  strong  heat  of  a  wind- 
furnace,  D^  this  means  the  carbon  and  oxygen  of  the  oxalic  acid  are 
converted  into  carbonic  acid,  which  passes  away,  and  the  nickel  remains 
behind  in  the  metallic  state. 

In  a  state  of  purity,  nickel  is  of  a  beautiful  white  colour,  brilliant, 
and,  like  silver,  leaves  a  mark  on  the  touchstone :  it  has  a  specific 
gravity  of  8-5,  aud  its  equivalent  is  29*6.  Nickel  is  malleable  both  hot 
and  cold,  aud,  like  cobalt,  is  attracted  by  the  magnet ;  and  nickel  needles 
may  be  constructed,  magnetized,  and  suspended  like  ordinary  steel  ones. 
This  metal  forms  poisonous  salts,  and  therefore  "German  silver** 
articles  must  never  be  exposed  to  vinegar  or  other  acid  matter,  and^ 
should  be  kept  scrupulously  bright  and  clean.  Oxide  of  nickel  (like 
the  oxides  of  iron,  copper,  &c.),  when  heated  and  exposed  to  a  current 
of  dry  hydrogen  gas,  is  reduced  to  a  pyrophoric  metallic  state :  it  is 
stated  that  when  neated,  nickel  passes  through  nearly  the  same  phases 
of  colour  which  are  perceptible  if  steel  is  tempered.  In  a  lecture 
delivered  by  Dr.  Percjr,  on  "The  Importance  of  Special  Scientific 
Knowledge  to  the  Practical  Metallurgist,"  at  the  Government  School  of 
Mines,  he  stated  that — 

"  It  is  only  a  few  years  ago  that,  in  respect  to  commercial  valu^ 
nickel  occupied  much  the  same  position  as  tungsten,  but  now  it  is 
worth  eight  shillings  a  joimd,  or  about  ten  times  more  than  copper. 
It  is  the  whitening  constituent  of  the  alloy  known  as  *  German  silver.* 
The  silver-platers  who  practise  the  old  method  of  plating  by  soldering, 
as  well  as  those  who  deposit  the  silver  by  the  agency  of  voltaic  elec- 
tricity, employ  this  alloy  extensively,  the  advantage  being,  that  when 
the  silver  is  worn  from  any  part  of  an  article,  the  alloy  beneath  snffi- 

*  The  name  of  this  mineral  ii  the  origin  of  the  word  nickel.  **  Knpfer  nickel  **  meuM 
fUse  copper,  because  the  miners  at  first  mistook  it  for  that  metal,  and  threw  it  awaj  aa 
useless,  when  unable  to  extract  any  copper  from  the  mineral. 
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ciently  approximates  to  silver  in  whiteness  as  to  deceive  the  eye 
respecting  the  wear.  Some  years  ago,  a  compound  of  nickel,  termed 
pottery  nickel,  was  obtained  in  the  manufacture  of  compounds  of 
cobalt,  for  the  use  of  the  potters,  which  was  sold  as  low  as  three- 
halfpence  a  pound,  whereas  it  would  now  fetch  about  three  shilUugs 
and  sixpence.** 

The  late  Mr.  Henry  Bradbury,  who  distinguished  himself  so  highly  in 
the  perfection  of  the  printing  process  termed  "  nature  printing,"  *has 
found  that  by  depositing  nickel  on  the  surface  of  copper  or  steel 
engraved  plates,  they  last  an  indefinite  period  if  occasionally  re*nickelized 
by  the  voltaic  current  in  a  bath  containing  a  solution  of  the  sulphate 
of  the  protoxide  of  nickel  in  ammonia. 

Experiments  with  Niceel. 

First  Series. 

There  are  two  oxides  of  nickel — viz.,  the  protoxide,  NiO,  and  the 
sesquioxide,  NijOj,  and  when  a  solution  of  potash  or  soda  is  added  to 
one  of  the  protoxide  of  nickel  in  sulphuric  acid  (that  bein^  the  acid  which 
appears  to  oe  the  best  solvent  of  the  metal),  a  beautiful  light  apple- 
green  precipitate  is  throvm  down,  being  the  hydrated  oxide,  >aO,HO. 

Nictel  dissolves  in  nitric  acid,  and  by  evaporating  the  solution  and 
calcining  the  residue  at  a  moderate  heat,  there  remains  behind  the 
sesquioxide  of  nickel. 

Second  Series, 

Copper  plates,  as  already  observed,  may  be  coated  with  nickel,  and 
in  that  state  exercise  a  curious  influence  upon  the  magnetic  needle. 
Boettgher  states  that  copper  plates  assume  a  silvery-white  shining 
surface  after  exposure  to  a  long-continued  and  constant  galvanic  action 
in  a  solution  of  the  ammonio-sdphate  of  nickel,  and,  when  covered,  they 
have  sufficient  magnetic  power  to  brin^  a  magnetic  needle  suspended 
by  a  thread  of  raw  silk  out  of  the  meridian.  A  drop  of  concentrated 
nitric  acid  placed  on  a  coating  of  nickel  gives  no  evidence  of  reaction  on 
the  me{al  below  it,  whilst  a  copper  plate  covered  with  gold  in  the  same 
space  of  time  is  strongly  actea  upon  by  the  acid.  As  pure  nickel  is  as 
difficult  to  melt  as  in(uum  or  manganese,  and  is,  in  fact,  not  to  be 
fused  except  by  the  oxyhydrogen  blowpipe,  this  metal,  procured  in  the 
pure  state  (in  the  form  of  plate)  by  voltaic  deposition,  might  be  used 
for  the  construction  of  magnetic  needles,  &c. 

Tiird  Series. 

In  the  chapter  on  the  metal  Tin,  the  preparation  of  "  mosaic  gold,** 
by  distilling  an  amalgam  of  tin  and  mercury  with  sulphur  and  sal 
ammoniac,  is  fully  described.  The  chloride  of  nickel,  NiCl,  has  a  some- 
what similar  appearance  to  "  mosaic  gold,"  and  is  prepared  by  passing 
chlorine  gas  over  nickel  at  a  red  heat,  when  it  subUmes  in  fine  plates  of 
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a  beaatifolsolden  yellow  colour;  whieh  if  beatod  to  ledness  in  hydrogen 
gas,  afford  bnlliaiit  metallio  niokeL 

FoMrik  Series. 

Soktions  of  nickel  are  nearly  always  green.  The  protoxide  is  pce- 
dpitated  by  ammonia  as  a  lovely  apple-green  hydrated  oxide^  whidi  is  re- 
dissolved  by  an  excess  of  the  precipitate,  and  then  tnms  blue. 

Cjranide  of  potassium  throws  down  a  greenish-white  precipitate  of 
cyanide  of  nickel,  NiGv,  which  is  dissolved  by  an  excess,  and  then 
forms  a  brown-cohurea  solution;  but  the  original  greenish-white, 
NiCy,  reappears  on  the  careful  addition  of  an  acid.  In  all  experiments 
with  the  cyanides,  and  whenever  acids  are  added  to  them,  care  must 
be  taken  not  to  inhale  the  hydrocyanic  acid  (pmssic  acid)  fumes  given 
off.  More  than  one  instance  has  occurred  m  olden  times  where  the 
alchemist  was  found  dead  in  his  laboratory,  killed  by  the  poisonoos 
exhalation  of  his  experiments.  Scott  disposes  of  Alasco  (in  his  novel  of 
"  Kenilworth")  by  this  mode  of  retributive  justice.  The  glass  and  its 
contents,  placed  on  a  piece  of  wood,  or  any  other  bad  conductor  of  heat, 
may  always  be  placed  on  one  of  the  hobs  of  an  ordinary  fireplace,  and 
the  current  of  air  which  sets  towards  the  fire  will  generally  sweep  it  i^ 
the  chimney. 


Fig.  248.  Mode  of  avoiding  Duigeroas  Fnmei. 
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NIOBITTH,  VOBIUM,  OSMIUH. 

With  respect  to  niobium  and  pelopiom— and  we  mention  this  metal 
out  of  the  alphabetical  order  because  of  its  association  with  niobium  in 
the  same  mmeral — ^Professor  H.  Rose  says:  "I  have  discovered  in 
the  tantalite  of  Bavaria  two  new  metals :  one  I  have  called  Niobium, 
and  its  acid,  niobic  acid,  from  Niobe,  the  daughter  of  Tantalus,  a 
name  which  calls  to  mind  the  resemblance  between  the  two  metals 
and  their  oxides ;  and  the  other,  Felopium,  from  Pelops,  the  son  of 
Tantalus,  and  the  brother  of  Niobe.  For  more  than  four  years  I  have 
been  engird  in  investigating  the  tantalites  from  various  localities,  and 
the  tantalic  acid  derived  from  them."  And  it  was  by  the  searching 
examination  of  that  which  was  supposed  to  be  wholly  tantalic  acid,  that 
these  metals  were  eliminated  in  minute  quantities.  Niobic  acid  is  said 
to  resemble  titanic  acid  and  the  binoxide  of  tin ;  both  of  these,  when 
calcined  in  the  hydrated  state,  present  the  same  luminous  phenomenon. 
Pelopic  acid  also  resembles  tantalic  acid. 

Norium,  the  existence  of  a  new  earth  in  Zircons,  was  first  pointed 
out  bv  L.  Svanberg ;  and,  by  analogy,  if  a  new  earth,  it  must  have  a  new 
metallic  base,  called  Narium,  from  Nore,  the  old  name  of  Norway;  but 
the  existence  of  this  new  metal  seems  doubtful. 

Osmium. — ^This  metal  has  abready  been  alluded  to  in  connexion  with 
iridium,  page  455,  and  it  forms  at  least  five  compounds  with  oxygen 
gas,  of  which  osmic  acid  is  represented  bv  the  formula,  OsO^.  The 
equivalent  of  the  metal  is  99*6,  and  specific  gravity  10.  It  is  stated 
to  be  a  brittle  metal  having  a  greyish  appearance,  but  when  obtained 
in  the  metallic  state  from  its  solutions,  osmium  has  a  blue  colour. 
These  remarks  on  the  colour  and  general  appearance  of  the  metal  must 
probably  be  received  with  caution,  because  it  is  difficult  to  form  any 
judginent  of  these  points  until  a  tolerably-sized  bar  of  any  new  metal  is 
obtained.  The  peculiar  smell  and  the  volatility  of  the  osmic  acid  in 
the  treatment  of  ores  containing  platinum  are  very  marked,  and  it  is 
from  this  peculiar  circumstance  that  the  metal  osmium  derives  its  name. 

Osmie  Add  (OsOf). — ^This  metallic  acid  appears  to  possess  very 
feeble  powers  of  combination,  and  is  incapable  of  reddening  litmus- 
paper  or  decomposing  the  carbonates  of  the  earths  or  alkalies ;  still  the 
Tapours  of  osmic  acid  have  always  enjoyed  a  very  bad  reputation,  and 
are  stated  to  be  extremely  hurtful  and  irritating  to  the  lungs  of  those 
who  have  performed  experiments  with  it.  Osouc  acid  is  prepared  bj 
heating  osmium  with  nitric  add  in  an  alembic  or  retort ;  the  vapours 
pass  over  with  those  of  the  nitric  acid,  and  the  osmic  add  condenses  in 
colourless  prismatic  crystals,  which  melt  and  sublime  some  degrees 
below  212^  Fah.  The  chief  source  of  osmium  is  from  the  alloy  of 
iridium  and  osmium  (osm-iridium),  which  is  associated  in  nature  with 
native  platinum* 
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Fig.  250.  Portrait  of  Sir  Humphry  Davy,  the  Digcoverer  of  the  Alkaflne  MetjOa. 


CBAPTER  XXVn. 

F0TASSIX7H. 

Ik  1807  the  scientific  world  of  Europe  was  ^ratified  with  the  fulfilmeni 
of  the  prediction,  that  the  bases  of  the  fixed  alkalies  and  earths  were 
metals,  bj  the  ingenious  experiments  of  Sir  H.  Davy,  who  discoyeied 
that  potash  can  be  resolyea  by  an  intense  and  powerful  current  of 
voltaic  electricity  into  potassium  and  oxygen.  The  battery  used  consisted 
of  two  hundred  pairs  of  four-inch  plates ;  but  the  late  Dr.  Groldiug  Bird 
devised  a  very  simple  arran^ment  with  a  single  pair  of  elements,  and 
decomposing  cell,  which  wifi  effect  the  same  object  as  that  obtained  br 
Davy  with  his  large  battery.  The  single  cell  consists  of  an  inner  vessdC 


bird's  mode. of  making  POTA88IU1L 
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B  B,  which  may  be  an  inverted  lamp-glass  closed  at  one  end  with  plaster 
of  Paris,  seven-tenths  of  an  inch  in  thickness,  suspended  by  a  wire 
(twisted  ronnd  the  shoolder)  inside  a  sufficiently  deep  jar,  a  a.  In  the 
latter  is  placed  a  sheet  of  zinc  with  wire  attached,  z,  and  some  weak 


Fig.  251.  A  JL  Outer  Teuel  of  the  single-pair  battery,  oontainiDg  a  idno  plate 
and  a  solutiun  of  oommon  salt  b  b.  Inverted  lamp-glau  closed  at  the  bottom 
with  plaster  of  Paris,  and  containing  a  copper  plate,  c,  sorroonded  with  a  satu- 
rated solatimi  of  sulphate  of  copper,  n  n.  Outer  vessel  or  decomposition  cell, 
containing  a  weak  solution  of  common  salt  and  amalgamated  plate  of  zinc,  a. 
w  r.  The  rannel  closed  with  plaster  of  Paris,  and  holding  the  little  cup  of  mercury 
covered  and  surrounded  with  a  solution  of  chloride  of  potassium,  r.  e.  Connecting 
wire. 

solution  of  common  salt,  and  in  the  lamp-glass  is  placed  a  sheet  of 
copper,  c,  and  wire  attached  of  the  same  size  as  the  zinc,  surrounded 
witn  a  saturated  solution  of  sulphate  of  copper.  The  two  licjuids  must 
be  at  the  same  level  in  each  glass.  The  decomposition  cell  is  the  ditto 
of  the  miniature  battery,  audit  consists  of  au  inner  vessel,  such  as  a 

flass  funnel^  which  is  closed  at  the  tube  or  narrow  end  with  plaster  of 
*aris,  likewise  seven-tenths  of  an  inch  in  thickness,  and  contains  a  short 
glass  tube,  like  a  thimble,  full  of  mercury,  and  the  whole  covered  with 
a  solution  of  chloride  of  potassium;  the  funnel  b  supported  in  an 
outer  vessel  containing  a  weak  solution  of  common  salt.  In  the  latter 
solutionis  placed  a  slip  of  ama^amated  zinc  soldered  to  the  wire  coming 
from  the  copper  plate  of  the  mmiature  battery,  and  a  platinum  wire,  p, 
coiled  into  a  spiral  at  the  extremity,  b  connected  witii  the  wire  from 
the  zinc  plate  of  the  little  battery,  and  placed  in  the  mercury  contained 
in  the  short  glass  tube  standing  in  ana  covered  with  the  chloride  of 
potassium  in  the  funneL  Af^r  the  circuit  had  been  completed  and 
maintained  for  nine  hours,  the  mercury  was  found  by  Dr.  Bird  to  have 
puffed  up  to  twice  its  former  bulk,  and  when  this  amalgam  of  mercury 
and  potassium  was  thrown  into  water,  it  evolved  hydrogen  and  produced 
an  alkaline  solution,  just  as  potassium  acts  in  the  ordinary  manner. 
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Potassinm  is  obtained  by  the  improTed  process  of  Hitacheilidi,  by 
•exposing  black  flux,  which  is  a  mixture  of  chiirooal  and  carbonate  « 
potash,  and  lumps  of  charcoal,  in  a  wrou^ht-iron  mercury  bottle,  to  whidi 
-an  iron  tube  and  copper  receiver  contaming  petroleum,  and  anrroandei 
with  ice,  is  attached.  At  the  proper  heat  the  metal  distils  over,  and 
fallinc  into  tlic  mineral  naphtha  is  preserved  from  oxidation.  After  re- 
distillation, it  is  found  to  dc  sufficiently  pure,  and  is  a  soft  solid  at  tU 
ordinary  temperatures,  having  a  specific  gravity  of  0*865,  water  beine 
1*000.  When  cut  with  a  knife,  it  exhibits  considerable  brilliancj  tm 
looks  like  lead,  but  is  auickly  dimmed  over  with  the  rapid  oxidatxm 
and  formation  of  potasu  (the  oxide  of  potassium)  on  its  surface.  The 
vapour  of  potassium,  like  that  of  chlorine,  is  green.  The  most  important 
oxide  is  potash,  KO,  always  obtained  when  potassium  is  burnt  on  the 
surface  of  water ;  but  there  is  probably  a  suboxide,  K^O,  and  a  teroxide, 
KO,,  is  also  believed  to  exist. 

Potash  is  one  of  the  most  important  of  the  fixed  alkalies,  forming,  with 
yarious  acids,  salts,  such  as  nitre,  carbonate  of  potash,  chlorate  of 
potash,  ferrocyanide  of  potassium,  and  chromate  of  potash,  &c.,  which 
are  of  the  highest  commercial  value.  Nitre,  saltpetre,  or  nitrate  of 
potash  (KOylNOg),  is  a  salt  which  is  produced  spontaneously,  andoooei 
out  as  a  sort  of  efflorescence  on  the  surface  of  the  soil  in  certain  kit 
climates.  It  has  been  calculated  that  the  soils  of  Spain,  Egypt,  and 
India  might  supply  the  whole  world  with  this  substance,  and  it  is  ex- 
tremely satisfactory  to  feel  that,  as  gunpowder  is  likely  to  be  reqoired 
in  laree  quantities  for  those  wars  with  which  Europe  is  threaieaei 
we  hold  possession  of  India,  and  have  therefore  a  boundless  snpp^  d 
the  "  villanous  saltpetre." 

The  superficial  earth  containing  the  nitre  is  broken  up  and  thitnn 
into  large  cisterns  provided  with  false  bottoms  ooverea  with  stfiv; 
which  act  as  the  strainer  does  in  a  cofi'ee-pot.  These  cistenit  aie 
nsuallv  arranged  in  a  succession  of  steps  or  levels,  so  that  the  water 
poured  upon  the  first  quantity  of  the  earth  containing  the  nitrates  ittj 
remain  upon  it  for  twelve  hours,  and  then  be  run  off  (withont  the 
trouble  of  lifting  or  pumping)  into  the  next  lower  cistern,  also  contaiaiBf 
the  nitre  earth,  and  from  that  into  the  third  or  lowest  cistern,  likewise 
containing  a  quantity  of  earth.  By  this  simple  method  the  solution  is 
made  tolerably  strong,  and  is  usually  termed  tlie  fye.  This  liquid,  which 
not  only  contains  the  nitrate  of  potash  or  saltpetre,  but  also  nitrates  of 
soda,  ammonia,  lime,  and  magnesia,  is  now  mixed  with  a  strong  solutioo 
of  carbonate  of  potash  or  pearl-ashes,  and  sometimes  with  smnhate  d 
potash,  and  allowed  to  stand  till  cleai*.  The  clear  solution  is  tnen  na 
off  into  boilers,  and  rapidly  evaporated.  During  this  process  many  d 
the  impurities,  such  as  common  salt,  chloride  of  potassium,  sulphate  W 
carbonate  of  lune  deposit,  and  when  the  liquor  in  the  boiler  has  reached 
a  certain  strength,  it  is  drawn  off  into  other  large  pans,  and  kept  at  • 
temperature  of  about  123°  Fah.,  when  a  further  crystallization  of  the 
impurities  takes  place.  Finally  it  is  run  off  into  other  vessels,  allowed 
to  cool,  and  the  saltpetre  then  crystallizes.    The  impure  crystals  aic 
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Te-dissolved  in  water,  boiled  with  glue  to  separate  any  organic  matter, 
and,  after  filtration,  placed  in  vessels,  where  the  strong  somtion  is  con- 
stantly agitated  with  wooden  stirrers  to  break  np  the  large  crystals  and 
form  onlj  small  ones,  which  shall  retain  the  very  smallest  proportion  of 
interstitial  water. 

One  of  the  best  tests  for  potash  is  the  insolnble  compound  of  cream 
of  tartar  or  bitartrate  of  potash,  which  it  forms  with  tartaric  acid ;  it 
ia  also  precipitated  in  conjunction  with  platinum,  as  the  bichloride  of 
platinum  and  chloride  of  potassium,  KCl,PtCly  when  bichloride  of 
platinum  and  hydrochloric  acid  are  added  to  a  solution  containing 
potash. 


FIc.  SSI.  Ciittinff  down  and  borning  Forest  Trees,  in  order  to  collect  the  tehee 
for  lidTiatloa,  ana  nuurafkctore  of  peerl-Mhes  or  crude  carbonate  of  potath ;  thus 
showing  that  potaasimn  is  characteristio  of  the  land  plants  as  sodium  is  of  tho 
'       'mti  or  sa^weeds. 


Fig.  263.  Portrait  of  WoUaston. 


CHAPTER  XXVm. 

PLATINUM. 


Flatinxtm  is  obtained  from  Dative  platina,  which  occnrs  in  obtose- 
angled  grains,  with  smooth,  shining  surfaces,  and  contains,  besides  pla- 
tinum, also  palladium,  rhodium,  iridium,  osmium,  iron,  copper,  likewise 
osm-iridium,  and  sometimes  manganese.  It  was  this  connplic&ied 
mineral  wluch  the  great  Dr.  WoUaston  attacked  with  his  usual 
talent,   and  not  only  succeeded  in  eliminating  platinum,  but  like- 


APPLICATIONS  OF  PLATINUJL  477 

wise  all  the  other  metals  above  named.  The  examination  of  this 
mineral  offers  one  of  the  most  interesting  subjects  of  analysis  that  the 
advanced  student  of  chemistry  can  possibly  desire ;  and  by  consulting 
either  the  tables  of  Dr.  Griffin,  of  Bristol,  or  those  of  Dr.  Normandy, 
of  London,  he  may  master  the  principles  upon  which  this  examination 
may  be  successfully  conducted. 

The  metal  is  usually  obtained,  by  precipitating  a  solution  of  platinum 
in  ac)ua  regia  (after  separation  from  the  other  metals  contained  in  native 
platina),  by  chloride  ot  ammonium ;  a  double  chloride  of  ammonium  and 
platinum  is  obtained,  which  is  converted  into  a  porous  mass,  called 
"spouffv  platinum,''  after  bein^  heated  red-hot.  The  porous  metal  is 
gradually  brought  by  compression  into  a  compact  brilliant  white  mass, 
which  may  be  forged,  welded,  and  hammensd  like  iron,  provided  a 
sufficiently  high  temperature  is  employed.  Platinum  has  the  greatest 
specific  gravity  known — viz.,  21*5 ;  it  is  remarkably  malleable,  ductile, 
and  tenacious,  and  is  of  the  greatest  value  in  the  laboratory,  being 
used  in  the  manufacture  of  crucibles,  spatulas,  grain  and  fractions  of  a 
grain  weights :  and  now  that  it  can  be  melted  and  cast  by  the  econo- 
mical use  of  the  intense  heat  of  the  oxyhydrogen  blowpipe,  no  doubt 
many  parts  of  the  delieate  mechanism  of' clocks  and  watches  will  be 
made  with  it.  This  metal  is  used  for  the  nipples  of  rifles  and  other 
fire-arms,  and  is  likewise  employed,  on  account  of  its  difficult  fusibility, 
for  the  ret  pieces  of  the  oxyhydrogen  blowpipe.  Platinum  stills,  which 
may  cost  from  900/.  to  1500/.  pounds  sterling,  are  employed  in  the 
final  concentration  of  oil  of  vitriol. 

The  author's  respected  teacher,  the  late  John  Thomas  Cooper,  in- 
vented the  platinum  lustre  for  china,  and  formed  an  alloy  of  1  piui  zinc, 
16  copper,  and  7  parts  platinum,  by  fusing  together  under  obrax  the  , 
copper  and  platinum,  and  finally  addingthe  zinc,  and  well  stirring  the 
whole  after  its  removal  from  the  fire.  This  alloy  is  very  ductile,  is  not 
readily  attacked  by  nitric  acid,  and  very  much  resembles  in  colour  and 
weight  pure  gold. 

If  platinum  and  tinfoil  are  rolled  together  and  held  in  the  fiame  of  a 
spirit-lamp,  they  alloy  or  unite  instantaneously,  with  the  production  of 
a  sudden  flash  of  lignt  and  intense  heat,  which  is  very  remarkable,  and 
offers  another  illustration  of  the  theory  that  metals  umte  chemically  with 
each  other  in  certain  definite  proportions. 

ExPE&DfENTS  WITH  Pl^TINUM. 

First  Series. 

The  equivalent  of  platinum  is  98*7,  and  it  forms  two  oxides — ^viz., 
the  protoxide,  PtO,  and  the  binoxide,  PtO,.  This  metal  is  not  attacked 
by  pure  hydrochloric,  sulphuric,  or  nitric  acids,  either  hot  or  cold ;  but  is 
readily  dissolved  by  aqua  rena,  and  if  the  solution  is  carefully  evaporated 
with  an  excess  ot  hydrocblorio  acid,  leaves  the  bichloride  of  platinum, 
PtCly  which  is  converted  into  chloride,  PtCl,  when  carefully  nested  at 
a  temperature,  of  400*  Pah.,  until  no  more  chlorine  is  given  off. 


478  PLATuruM. 


Second  Seriei. 


The  mode  of  prepaiing  SDongy  plaiinam  has  already  been  described. 
Platiniim  black  is  oDtamed  by  boiling  a  solution  of  the  bichloride  with 
sogar  and  carbonate  of  soda,  constant  agitation  being  nsed  during  the 
process.  The  black  precipitate,  after  being  thoroughly  washed  with 
Doiling  distilled  water,  may  be  dried  spontimeously  on  blotting  pitper. 
When  hydrogen  gas  is  projected  upon  the  sponsy  platinum  or  olack,  it 
takes  fire  in  consequence  of  the  oondcnsation  ot  the  oxygen  of  the  air 
in  the  pores  of  the  metal,  and  its  rapid  union  with  the  hydrogen  in  the 
presence  of  the  platinum.  The  spongy  platinum  is  usuaLlly  mixed  with 
pipeclay,  and  maide  into  little  balls,  which,  if  placed  in  a  cage  of  p^ 
tii^um  wire  and  heated,  may  be  used  in  the  analysis  of  air  by  hydrogen» 
and  being  passed  through  the  mercury  of  the  mercurial  trough  into  the 
tube  containing  the  mixed  gases,  causes  the  oxygen  and  hydrogen  to 
unite  and  form  water. 

Dobereiner's  well-known  hydrogen  lamp  has  long  been  used  as  a 
rapid  means  of  obtaining  a  light ;  and  when  the  spongy  platinum  bebne- 
ing  to  it  refuses  to  act,  it  must  be  removed,  boilea  in  nitric  a^ 
thoroughly  washed  and  gently  heated,  when  it  will  again  cause  the  hy- 
dbx)gen  to  take  fire. 

A  platinum  wire,  turned  in  a  spiral  form,  and  placed  over  the  wick  of 
a  spirit-lamp,  will  continue  to  glow  after  the  flame  is  blown  out;  and 
if  the  lamp  is  fed  with  eau  de  Cologne  or  tincture  of  benzoin,  and  a 
little  glass  tube  inserted  in  the  wick,  carrying  a  platinum  wire  suppoit- 
in^  a  ball  of  mixed  spongy  platinum  or  clay,  it  will  continue  to  oistil 
delightful  odours  into  the  "room  until  the  spirit  is  exhausted. 

Third  Series.' 

Platinum  is  precipitated  from  the  state  of  bichloride  by  salts  of 
ammonia  and  potash,  fonnin^  yellow  ammoniochloride  ofjolatinum, 
NH4ClPtCL,  and  yellow  potassiochloride  of  platinum,  KClPtcS^ ;  hence 
the  yalue  of  solutions  of  this  metal  in  the  detection  and  estimation  oC 
these  important  alkalies. 


CHAPTER  XXIX. 

PALLADIUM,    PELOPITJM. 

Palladium  is  one  of  the  metals  discovered  and  isolated  by  Dr.  Wollaston. 
in  1803,  and  is  obtained  from  native  platina  by  dissolving  it  in  aquaregia, 
filtering,  evaporating  to  a  syrup,  ana  adding  water  with  cyanide  of  mer- 
cury, when  a  pale  yellowish-white  precipitate  falls:  this  precipitate, 
washed,  dried,  and  heated  strongly,  leaves  a  wliite  matter,  wliich  is  pal- 
ladium. The  metal,  which  is  in  a  spongy  state,  is  then  worked  into 
masses  by  pressure  in  the  same  manner  as  platinum. 

Palladium  is  a  hard  metal  of  a  white  colour,  and  very  malleable, 
ductile,  and  tenacious ;  it  may  be  welded  at  a  high  temperature,  and 
melts  like  platinum  in  the  flame  of  the  oxyhydrogen  blowpipe :  its  spe- 
cific gravity  is  115,  and  equivalent  number,  63*3.  There  are  two  oxiaes 
of  palladium,  the  protoxide,  PdO,  and  the  binoxide,  PdO, ;  and  although 
the  mineral  acids  dissolve  it  slowly,  aqua  regia  is  the  true  solvent  of 
this  metal.  Iodide  of  potassium  precipitates  a  black  iodide  of  palla- 
dium, and  cyanide  of  mercury  a  yellowish-white  precipitate  of  cyanide 
of  palladium.  The  metal  is  used  by  dentists  when  alloyed  with  silver, 
and  the  author  has  seen  graduated  arcs  of  astronomical  instruments  and 
balances  which  were  n^e  of  paUadium,  and  likewise  portions  of 
chronometers. 

Formerly  the  only  source  of  palladium  was  the  native  platina  already 
alluded  to,  but,  as  Mr.  Cock  has  shown,* — 

"Of  late  years,  however,  the  importation  into  this  country  from 
Brazil  of  gold  dust,  alloyed  with  palladium,  has  occasioned  a  mudi 
more  extensive  supply  of  this  metal,  as  it  exists  in  some  specimens  of 
sold  dust  to  the  extent  of  five  or  six  per  cent.,  and  in  one  instance 
(that  of  gold  from  the  Candonga  mine)  it  constitutes  the  only  alloy  of 
the  ^Id. 

"The  operation  of  refinine  is  conducted  in  the  foUowing  manner. 
The  gold  dust  is  fused  in  charges  of  about  7  lbs.  troy,  with  its  own 
weight  of  silver,  and  a  certain  quantity  of  nitrate  of  potash ;  the  effect 
of  t-nis  fusion  is  to  remove  all  earthy  matter  and  the  greater  part  of  the 
base  metal  contained  in  the  gold  dust  and  in  the  silver  melted  with  it. 
The  fused  mixture  is  cast  into  ingot  moulds,  and,  when  cooled,  the  flux 
or  scoria  ^containing  the  oxides  of  the  base  metal,  and  the  earthy  mat- 
ter, combmed  with  the  potash  of  the  nitre)  is  detached.  Two  of  the 
bars  thus  obtained  are  then  remelted  in  a  plombago  crucible,  with  such 

•  "  MMMln  of  tlM  ClNniled  SoeMy."  vol  i.  p.  161. 
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an  addition  of  silver  as  will  afford  an  alloy  contaming  one-fonxtii  lU 
weight  of  purej^ld,  and  which,  being  first  well  stirred  to  ensure  a  com- 
plete  mixture,  is  poured  tlirough  a  perforated  iron  ladle  into  oold  water, 
and  thus  very  finely  granulated ;  it  is  then  ready  for  the  process  of 
parting.  For  this  purpose  about  25  lbs.  of  the  granulated  alloy  is 
placed  in  a  porcelain  jar  upon  a  heated  sand-bath,  and  subjected  to  the 
action  of  about  25  lbs.  of  pure  nitric  acid,  diluted  with  its  own  bulk  of 
water.    After  the  action  of  this  quantity  of  acid,  the  parting  of  tlie 

fold  is  very  nearly  effected ;  but,  to  remove  the  last  portion^  t^rtr, 
c,  about  9  or  10  lbs.  of  strong  nitric  acid  are  boiled  with  the  gold  for 
two  hours.  It  is  then  completely  refined,  and  after  being  washed  with 
hot  water,  is  dried  and  melted  into  bars  containing  15  lbs.  each. 

*'  The  nitrous  acid  gas,  and  the  vapour  of  nitnc  acid,  arising  dorii^ 
the  above  process,  are  conducted  by  glass  pipes  (connected  with  the 
covers  of  tiie  jars)  into  a  long  stoneware  pipe,  one  end  of  which  slopes 
downwards  into  a  receiver  for  the  condensed  acid,  the  other  end  hems 
inserted  into  the  fiue  for  the  purpose  of  carrying  off  the  unconden^ 
gas. 

"The  nitrate  of  silver  and  palladium  obtained  as  above  is  carefdlly 
decanted  into  large  pans,  containing  a  sufficient  quantity  of  soluticm  of 
common  salt  to  effect  precipitation  (as  a  chloride)  of  the  whole  of  the 
silver,  the  palladium  and  copper  remaining  in  solution  in  the  mother 
liquor,  which  is  drawn  off,  together  with  the  subseouent  washings  from 
the  chloride  of  silver,  into  wooden  vessels ;  and  the  metallic  contents 
are  then  separated,  in  the  form  of  a  black  powder,  by  precipitation  with 
sheet  zinc,  assisted  by  sulphuric  acid. 

"  The  chloride  of  silver,  when  washed  clean,  is  reduced  by  the  ad- 
dition of  granulated  zinc,  washed  on  the  filter  with  boiling  water,  dried, 
and  melted  in  plumbago  crucibles  without  the  addition  of  any  flux. 
From  the  black  powder  obtained  as  above,  the  palladium  is  extracted  bv 
re-solution  in  nitric  acid,  and  super-saturation  with  ammonia,  by  whicK 
the  oxides  of  palladium  and  copper  are  first  precipitated  and  then  re- 
dissolved,  while  those  of  iron,  lead,  &c.,  remain  insoluble.  To  the  clear 
ammoniacal  solution,  muriatic  acid  is  then  added  in  excess,  whidi 
occasions  a  copious  precipitation  of  the  yellow  ammonio-chloride  of 
palladium ;  from  which,  alter  sufficiently  washing  it  with  cold  water, 
and  ignition,  pure  metallic  palladium  is  obtained.  The  mother  liquor 
and  washings  contain  all  the  copper  and  some  palladium,  which  are 
recovered  by  precipitation  with  iron. 

"  Pure  palladium  is  of  a  greyish-white  colour,  rather  darker  tlian  that 
of  platinmn ;  it  is  both  malleable  and  ductile,  though  inferior  in  those 
qualities  to  pure  platinum ;  its  specific  gravity  is  11  '3,  which  may  be 
raised  by  hammering  or  rolling  to  ll'S.  When  perfectly  pure,  it  cannot 
be  fused,  even  in  small  quantities,  in  an  ordinary  blast  furnace,  but  may 
be  brought  into  such  a  state  of  agglutination  as  to  bear  lammating  or 
drawing  into  wire. 

"  It  may  be  completely  fused  by  means  of  oxygen  gas,  and  being  kept 
some  time  fused,  is  said  to  bum  with  the  production  of  brilliant  sparks. 
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It  is  not  tarnished  by  exposure  to  sulphuretted  hydrogen,  nor  oxidated 
by  the  air  at  the  ordinary  temperature,  or  at  bright  red  heat ;  but  it  has 
the  singular  property  of  becoming  oxidated  by  exposure  to  air  at  a  dull 
red  heat,  the  surface  becoming  coloured  in  the  same  manner  as  iron  or 
steel;  and  by  continuing  the  process  cautiously  for  some  time,  the 
metal  becomes  coated  with  a  bnttle  crust  of  oxide  of  a  brown  colour ; 
this  oxide  is,  however,  reduced  by  a  temperature  very  little  higher  than 
that  necessary  for  its  formation ;  and  the  surface  of  the  metal  regains 
its  original  colour  upon  being  heated  to  a  bright  red,  and  cooled  out  of 
contact  with  the  air. 

"  It  is  with  difBculty  soluble  in  nitric  acid,  when  pure  and  fused,  or 
in  a  state  of  aggregation ;  but  is  readily  so  when  alloyed  to  some  extent 
with  silver  or  copper,  and  still  more  so  when  in  the  form  of  the  black 
powder  above  referred  to,  in  which  state  it  is  also  soluble  with  the  aid 
of  heat  in  sulphuric  and  muriatic  acids ;  but  its  proper  solvent  is  nitro- 
muriatic  acid,  which,  if  it  be  not  very  much  alloyed  with  silver,  dissolves 
it  readily. 

"  It  is,  of  all  the  metals,  that  whidi  has  the  greatest  aflSnity  for  cyan- 
offen ;  and  by  means  of  cyanide  of  mercury  it  may  be  separated  from 
aU  its  solutions.  It  may  he  alloyed  so  as  to  be  malleable  with  gold, 
silver,  and  copper,  several  of  its  alloys  with  the  two  latter  metals  being 
of  ^at  use  m  the  arts,  from  their  hardness  and  elasticity,  and  non- 
liability to  rust  or  tarnish.  When  added  to  gold  or  copper,  it  whitens 
both  those  metals  in  a  very  great  degree,  about  20  per  cent,  being  suf- 
ficient in  either  case  to  destroy  their  colour.  The  uses  to  whicn  the 
alloys  of  palladium  have  been  applied  are  for  the  points  of  pencil-cases, 
for  lancets  for  vaccination,  for  graduated  scales  of  instruments,  as  a 
substitute  for  gold  in  dental  surgery,  or  for  any  purpose  where  strength 
and  elasticity,  or  property  of  not  tarnishing,  is  required." 

Felopiumnoa  already  bieen  alluded  to  at  p.  471,  in  connexion  with  the 
metals  obtained  from  tantalite,  and  is  not  at  present  regarded  with  any 
interest,  except  by  scientific  chemists.  It  umtes  with  oxygen,  and  forms 
a  metallic  acid,  which  contains  three  eouivalents  of  oxygen,  and  is 
termed  pelopic  acid ;  this  compound  is  said  to  be  very  like  tantalic  acid, 
and  unites  with  other  bases,  forming  pelopiates.  By  heating  a  mixture 
of  pelopic  acid  and  charcoal  in  a  porcelain  tube,  and  passing  chlorine 
gas  oyer  them,  the  chloride  of  pelopium  is  obtained.  The  sulphide  of 
peiopium  may  also  be  procured  by  neatiug  pelopic  acid  in  sulpnuretted 
hydrogen  gas. 
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CHAPTER  XXX. 

nnODIUM,  RUTnENITJM. 

RnoDiim  is  another  of  the  metals  discovered  by  WoDaston  in  1804, 
and  likewise  obtained  from  native  platina.  It  is  very  like  platiiium  in 
appearance,  is  brittle,  and  so  hard,  that  when  used  for  the  purpose  of 
making  the  nibs  of  gold  or  silver  pens,  the  lapidaries  who  grind  it 
comnlain  of  the  hardness  as  injurious  to  their  working  tools. 

Eiiodium  has  a  specific  gravity  of  10 '6,  and  its  combining  proportioa 
is  52*2,  and  is  remarkably  infusible,  being  only  rendered  pasty  oj  the 
oxyhydro^cn  blowpipe.  There  are  two  oxides^ — viz.,  the  jprotoxMe; 
KhO,  and  the  sesquioxide,  KhjOg.  It  is  not  dissolved  by  the  minenl 
acids,  and  even  resists  the  powerful  action  of  aqua  regia,  unless  the 
rhodium  is  first  alloyed  witn  some  other  metal.  The  insolubility  of 
rhodium  in  aqua  rcgia  and  the  effect  of  bisulphate  of  potash  upon  it, 
which  is  coloured  pmk,  and  attacks  the  metal,  are  to  be  considered  as 
distinguishing  characteristics  of  this  metal. 

Ruthenium  was  discovered  by  Professor  Glaus  in  1845,  and  likewise 
exists  in  native  platina ;  it  is  a  very  rare  metal,  and  of  no  practical 
importance  at  present.  Glaus  describes  it  as  a  blackish-grey  powder,  and 
calls  it  ruthenium  because  it  oceurs  in  small  quantities  in  the  white 
body  described  by  Osann,  which  consists  principally  of  silica,  titanic 
acia,  peroxide  of  iron,  and  zirconia,  and  was  regaraed  by  Osann  as  a 
peculiar  metallic  oxide,  which  he  called  the  oxide  of  ruthenium. 

Messrs.  Abel  and  Bloxam  point  out  a  most  interesting  coincidence 
in  the  equivalents  of  the  following  metals  just  described. 

First  Group. 

Equivalent. 

Platinum 98-7 

Iridium 99*0 

Osmium 99*6 

Second  Group, 

Rhodium 52*2 

Palladium 53-3 

Euthenium 52*2 


^5 


Fig.  254.  A  Sea-water  Tank,  or  Vivariuin,  copied  from  unc  establisLcd  bj  Bohn, 
Sssox-Btrcct,  btrand. 


CIIAPTER  XXXI. 


SODIUM. 

Ik  the  chapter  on  silver,  it  has  been  shown  that  certain  sea-weeds  con- 
tain that  metal :  in  the  olden  time,  however,  the  sea-weed  was  collected 
bj  all  the  poor  people  of  the  parishes  coasting  Great  Britain,  when  the 
ocean  threw  up  its  spoils  (made  in  violent  storms)  from  the  otherwise 
tranquil  meadows  of  sea-weed.  Protected  bv  one  of  Heinke's  diving 
dresses,  and  supplied  with  air,  even  human  beings  might  observe  for 
themselves  the  appearance  of  a  world,  full  fathom  deep,  to  which  the 
drowned  mariner  onlv  pavs  his  last  solemn  visit.  But  this  inquisition 
is  more  safely  arrived  at  by  gazing  into  the  little  pools  of  water  and 
sea- weeds  left  by  the  receding  tide,  or  at  home  in  the  aqua  yivaria. 
It  should  have  been  stated  that  the  sea-weed  was  collected  and  burnt, 
and  produced  an  ash  called  "  barilla,"  which,  lixiviated  with  water,  af- 
forded carbonate  of  soda,  known  familiarly  to  all  who  pay  their  weekly 
domestic  bills  by  the  name  of  washing  soaa. 

Sodium  was  discovered  by  Daw  in  1807,  and  is  procured  much  in 
the  same  manner  as  potassium.  The  carbonate  of  soda  is  mixed  with 
acetate  of  soda  and  (»lcined ;  the  charcoal  from  the  decomposed  acetate 
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soDixnc. 


is  thus  distribnted  through  the  mass,  which  is  powdered,  mixed  vitk 
small  limips  of  charcoal,  and  subjected  to  heat  in  a  wrougfat-iron  bottle. 
The  metal  distils  over  much  more  easily  than  potassium,  and  is  nowpre^ 
pared  in  large  quantities  for  the  preparation  oi  the  new  metal  alnnumum. 
Sodium  is  a  white  metal  like  silver,  extremely  soft,  so  that  it  is  easily 
squeezed  and  moulded  in  the  fingers,  or  cut  with  a  knife ;  its  specific 
gravity  is  0*97  and  combining  equivalent  23.  Potassium  is  pasty  at  70^ 
and  liauid  at  137^  wliilst  sodium  does  not  become  perfectly  fltud  until 
it  reaches  a  temperature  of  194°  Pah.  Potassium  takes  fire  directly  H 
touches  the  surface  of  water  contained  in  any  convenient  vessel. 
Sodium  appears  to  cool  too  rapidly  in  a  large  quantity  of  water,  but 
takes  fire  easily  on  well  wetted  blotting-paper.  If  an  inclined  plane  is 
made  with  a  board  a  few  feet  in  length,  provided  with  a  ledge  on 
each  side,  and  wet  blotting-pi^r  laid  upon  it  (Fig.  255),  the  sodium 


Tig.  255.  Globules  of  Sodium  rolling  down  and  burnin^r  on  the  wet  Blotting>- 
paper  placed  on  an  Inclined  Board  provided  with  ledges  at  the  sides  to  prevent 
the  Metal  rolling  off. 


launched  at  the  top  rolls  down  the  miniature  hill,  and,  taking  fire, 

§  resents  a  most  curious  appearance,  burning  during  the  time  of  its 
escent  with  an  intense  yellow  light.  In  all  expenments  with  potas- 
sium and  soda  on  water,  care  must  be  taken  to  avoid  the  final  bursting 
of  the  red  hot  spheroid  of  potash  or  soda,  which  offers  another  illustra- 
tion of  Boutigny's  discovenes. 

Sodium  forms  two,  perhaps  three,  oxides — viz.,  soda  (NaO),  teroxide 
of  sodium  (NaOj);  ana  possibly  a  suboxide. 

Soda  is  produced  whenever  sodium  is  burnt  on  water ;  and  as  it  is 
required  in  large  quantities  for  commercial  purposes,  and  especially  in 
soap-boiling,  it  is  usually  made  by  boiling  together,  in  a  cast-iron  pan, 
three  parts  of  common  crystallized  carbonate  of  soda,  fifteen  of  water,  and 
one  of  lime  slaked  with  three  of  water.  This  metal,  like  pot-assium, 
forms  the  most  valuable  salts,  of  which  common  salt  (easily  made  by 
burning  sodium  in  chlorine  gas),  carbonate  of  soda,  hyposulphide  of 
soda,  sulphate  of  soda,  phospnate  of  soda^  are  important  examples ;  in 
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fact,  tlie  manafactnre  of  soda  for  glass  and  soap  making,  and  as  a  deter- 
gent, is  second  onljr  in  importance  with  that  of  iron;  and  is  one  of  those 
staple  products  of  industry  of  which  commercial  England  may  be  justly 
proud.  Soda  is  now  made  by  decomposing  common  salt ;  but  formerly 
it  was  wholly  obtained  by  burning  sea-weeo,  and  collecting  and  lixiviat- 
ine^  the  ashes.  The  product  was  called  barilla  when  it  came  from  Spain ; 
kelp,  when  made  on  the  coasts  of  England,  Scotland,  Ireland,  and 
W^ea. 

Soda  is  precipitated  in  a  white  crystalline  state  in  combination  with 
antimonic  acid  (SbO^)  as  the  antimoniate  of  soda  (NaO,Sb04),  provided 
the  solution  containing  it  is  slightly  alkaline.  This  test,  however,  can 
only  be  relied  on  in  the  absence  of  all  other  oxides. 

Periodate  of  potash  (KO,Io^)  likewise  forms  a  white  precipitate  in 
concentrated  solutions  of  soda. 

The  most  characteristic  test  of  the  presence  of  sodium  is  a  spirit 
flame,  which  is  immediately  changed  to  a  yellow  light  if  a  piece  of  paper 
moistened  with  the  solution  supposed  to  contain  soda  is  dried  and  then 
allowed  to  bum  in  contact  with  it;  and  still  better  if  the  smoke  from 
the  burning  paper  is  passed  up,  into  a  wire  gauz^  chimney  whilst  the 
mixed  coal  gas  and  air  are  buniinpr. 

As  con;mon  salt  (chloride  of  sodium)  is  not  only  the  speciality  of  the 
ocean,  but  is  found  in  all  the  secretions  of  the  human  bodj,  it  is  con- 
sidered the  characteristic  of  the  animal,  iust  as  potassium  is  thought  to 
represent  the  vegetable  kingdom :  at  all  events,  the  idea  is  a  good  one, 
and  assists  the  mempry  in  recollecting  the  sources  of  these  two  most 
valuable  alkalies. 


Fig.  256.  Collecting  and  Imrning  Se^-weed  on  the  SoMhore  for  the  M umfkctiire 
of  Kelp. 


Fig.  257.  People  looking  at  Flreworki.    "Oh!— O h  I ! !" 

CHAPTER  XXXn. 

STRONTIUM. 

OuB  picture  demonstrates  the  chief  use  of  this  salt  bv  pyrotechnists,  for 
the  purpose  of  producing  those  fiery  effects  which  excite  and  draw 
forth  so  many  admiring  and  long-sustained  "  0 — hs !"  from  the  British 
public. 

The  metal  was  proved  to  exist  by  the  triumphant  Davy  in  1808,  and  is 
obtained  from  a  mineral  which  was  brought,  in  1787,  to  Edinburgh,  by  a 
dealer  in  fossils,  from  the  lead  mines  of  Strontian  in  Argyleshire.  Xlap- 
roth  christened  the  new  earth  strontian,  which  is  a  natural  carbonate  of 
strontium,  found  abundantly  in  various  parts  of  the  world.  It  yields  a 
metal  by  the  same  process  as  that  described  for  barium,  p.  435 :  it  is 
stated  to  be  white,  solid,  heavier  than  water,  and  presents  yeiy  much 
the  same  physical  characters  as  barium.    Dr.  Matthiessen  has,  however. 
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shown,  ia  his  paper  on  the  preparation  of  strontium  and  magnesinm*— - 
<<  that  strontium  resembles  calcium  in  colour  (a  light  yellow,  like  that 
of  gold  alloyed  with  silver),  being  only  a  shade  darker.  It  oxidizes 
much  more  quickly  than  that  metal.  The  specific  gravity  of  the  metal 
obtained  from  pure  chloride  of  strontium  gave,  in  two  experiments, 
2*504:1  and  2*5796 ;  the  mean  of  which  is  2-5418.  Its  atomic  volume  is 
216,  being  one  and  a  half  greater  than  that  of  calcium.  The  specific 
gravity  of  calcium  from  pure  chloride  of  calcium  gave,  in  three  expe- 
riments, a  mean  of  1*5778,  and  its  atomic  volume  is  158.  Strontium 
bums  like  calcium,  and  also  acts  similarly  to  it  when  heated  in  chlorine, 
oxygen,  bromine,  or  iodine,  or  on  boiling  sulphur,  or  when  thrown  into 
water  or  acids.  The  best  method,  by  which  pieces  weighing  half  a 
gramme  are  sometimes  obtained,  is  as  follows : — ^A  small  crucible,  with 
a  porous  ceU,  is  filled  with  the  anhydrous  chloride  of  strontium,  mixed 
with  some  chloride  of  ammonium,  so  that  the  level  of  the  fused  chloride 
in  the  cell  is  much  higher  than  in  the  crucible.  The  negative  pole 
placed  in  the  cell  consists  of  a  very  fine  iron  wire  wound  round  a 
thicker  one,  and  then  covered  with  a  piece  of  tobacco-pipe  stem,  so  that 
only  about  the  one-sixteenth  part  of  an  inch  appears  below ;  the  posi- 
tive is  an  iron  cylmder  ipl&ced  in  the  crucible  round  the  cell.  It  is  easy 
to  regulate  the  heat  during  the  experiment,  so  that  a  crust  may  form  in 
the  cell ;  the  metal  will  then  collect  under  this  crust,  without  coming 
in  contact  with  the  sides."  Dr.  Matthiessen  states  that  he  has  found 
this  method  very  advantageous  also  for  the  preparation  of  calcium. 

Strontia  unites  with  oxygen  in  two  proportions,  forming  strontia 
(SrO),  and  binoxide  of  strontia  (SrOj). 

Strontia  forms  with  nitric  acid  the  nitrate  of  strontia,  which  is  the 
salt  employed  in  pyrotechnic  compositions ;  and  as  the  proportions  for  red 
fire  arc  given  in  the  "  Playbook  of  Science,"  they  need  not  be  repeated 
here. 

Both  strontian  and  baryta  are  detected  when  in  solution  by  sulphurio 
acid,  which  forms  with  tnesc  earths  sulphates  insoluble  in  acias  and 
alkalies. 

Strontium  is  distinguished  from  baryta  by  the  carmine-red  colour  it 
imparts  to  a  spirit  or  diluted  gas  flame.    Baryta  affords  a  green  colour. 

Hydrofluosuicic  acid  (3HF,2SiFj)  does  not  precipitate  strontian,  and 
therefore  serves,  like  the  flame  test,  to  distinguish  it  from  baiyta,  which 
forms  with  this  acid  a  white  precipitate  that  gradually  becomes  crys- 
talline. 

•'' Qojttierlj  Journal  of  the  Oiemicd  Sodety,**  ToL  TilL  p.  107. 


Yig.  258.  The  AIchemLst,  the  Model  of  p&tient  Inrestigation. 

CHAPTER  XXXIII. 


TANTAXUM,   TELLURIUM,   TERBIUM,   TUORIUM,  TITANIUM. 

Tantalum  is  obtained  from  tantalite,  a  mineral  which  occurs  in  Fin- 
land, and  contains,  according  to  the  analysis  of  Berzelius — 

Tantalicacid 83*2 

Protoxide  of  iron 7*2 

Protoxide  of  manganese  ...  7 '4s 

Oxide  of  tin 0*6 

Loss 1*6 

1000 

It  was  from  the  tantalic  acid,  stated  in  the  above  analysis,  that  Rose 
obtained  niobic  and  pelopic  acids,  the  oxides  of  two  new  metals  already 
mentioned. 
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Tellurium. — The  properties  of  this  metal  are  fully  known  and  de- 
scribed ;  and  in  1798  IQaproth  gave  it  the  name  of  tellurium,  which 
had  been  called  by  Kirwan,  in  1796,  sylvanite.  The  mineral  from  which 
it  is  obtained  is  called  tellurite,  and  consists,  according  to  Klaproth, 
of— 

Tellurium 92*55 

Gold 0-25 

Iron 7-2 
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The  metal  is  silvery  white  and  brilliant;  it  has  very  much  the  ap- 
pearance of  antimony,  being  extremely  brittle,  and  easily  reduced  to 
powder.  Its  specific  gravity  is  6*2,  and  equivalent  64*2,  and  it  forms 
with  oxygen  teilurous  acid  (TeO)  and  telluric  acid  (TeOj). 

Terbium  has  already  been  mentioned  at  p.  454,  in  connexion  with 
erbium,  and  is  found  in  gadolinite. 

Thorium,  or  thoriftum,  is  a  metallic  curiosity,  and  found  in  thorite. 
This  minenJ,  according  to  Bcrzelius,  consists  of — 

The  oxide  of  thorium,  thoriua      .     .    .  57*91 

Silica 18*98 

Lime 2*58 

Peroxide  of  iron 3*40 

Peroxide  of  manganese 2*39 

Ma^csia 0*36 

Oxide  of  uranium 1*61 

Oxide  of  lead 0*80 

Oxide  of  tin 001 

Potash O'U 

Soda. 0*1 

Alumina 006 

Water 9*5 

Undissolved  mineral 1*7 

Loss "46 

]  00*00 

Tiianium,  another  rare  metal  discovered  by  Klaproth,  and  found,  in 
conjunction  with  iron,  in  certain  iron  ores,  especially  in  rutile,  which 
contains  about  60  per  cent,  of  titanium.    It  forms  tliree  oxides,  viz. — 

Oxide  of  titanium TiO 

Sesquioxide Ti^O, 

Titanic  add TiO, 

and  is  described  as  a  dark  preen  powder,  which  bums  vividly  in  the  air 
or  oxygen,  and  forms  titamc  acid* 


Fig.  259.  *'  Prerentioii  is  better  than  Cure.*' 


CHAPTER  XXXIV. 


TUNGSTEN. 

This  metal  is  so  called  from  a  Swedish  mineral  called  tungsten,  or  jpon- 
derous  stone.  The  industrious  Scheele  discovered  the  tungstic  acid  in 
1781,  but  D'Elhuyart  first  procured  it  in  the  metallic  state  by  mixing 
the  acid  substance  obtainea  from  woKram  (a  mineral  already  alluded  to 
in  connexion  with  tin  ores)  with  powdered  charcoal,  and  exposing  it  to 
a  very  intense  heat. 
Berzelius  calls  tungsten  "  wolfranium."    It  is  a  greyish-white  metal 
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like  steel,  and  possesses  considerable  brilliancy.  It  possesses  a  re- 
markable hardness,  and  has  lately  been  appliea  with  success  by  Mr. 
Oxland,  of  Plymouth,  in  the  manufacture  of  the  hardest  steel,  which, 
it  is  said,  will  bore  through  and  tile  ordinary  steel,  so  that,  if  England 
is  to  begin  a  course  of  experiments  on  the  oest  armour  for  ships,  Mr. 
Oxland  should  be  consulted  on  this  most  important  question. 

The  specific  gravity  of  tungsten  is  17*6,  and  its  equivalent  95.  It 
forms  with  oxygen  gas  two  combinations  : — 

Biuoxide  of  tungsten WOj 

Tungstic  acid WO3 

"Wolfram  is  obtained  abundantly  in  Cornwall,  and  was  formerly  con- 
sidered to  be  worthless ;  but  since  Oxland  has  discovered  a  mode  of 
separating  the  tin,  and  is  now  likely  to  employ  the  tungstic  acid,  we 
may  shortly  expect  to  sec  the  price  of  wolfram  take  a  respectable  posi- 
tion in  the  metallic  market.  Wolfram  is  a  tungstatc  of  iron,  and  con- 
sists of — 

Tungstic  acid 7877 

Protoxide  of  iron 18*32 

Protoxide  of  manc^nesc 6*22 

Silica     ...'". 1-25 

The  above  analysis  of  Berzelius  is  evidently  incorrect,  but  still  affords 
a  good  notion  of  the  quantities  of  the  various  ingredients. 

This  and  other  analyses  show  that  wolfram  is  a  double  tun^tate  of 
iron  and  manganese,  (FeMn)0-hW03.  Tungstic  acid  is  employed  in 
the  preparation  of  tungstate  of  lead,  which  is  said  to  be  valuable  as  a 
white  pigment,  and  capable  of  being  used  for  all  the  purposes  to  which 
ordinary  white-lead  is  applied. 

In  order  to  prepare  tungstic  acid,  wolfram  is  digested  with  aqua  regia, 
which  dissolves  out  the  iron  and  manganese,  and  leaves  the  tungstic 
acid ;  the  latter  is  then  well  washed,  and  heated  with  ammonia.  This 
alkali  unites  with  the  tun^tic  acid,  and  as  the  tungstate  of  ammonium 
is  soluble  in  water,  the  latter  is  easily  separated  from  the  remaining 
silica  or  sand.  By  heating  the  tungstate  of  ammonium  in  air,  tunptic 
acid  b  procured,  which  has  a  straw-yellow  colour,  and  is  insolable  in 
water  and  acids. 

Tungstic  acid  is  united  with  soda,  and  is  used  not  only  in  calico 
printing,  but  is  found  to  be  one  of  the  best  and  cheapest  anti-combus- 
tible salts  ever  applied  to  textile  fabrics,  and,  indeed,  is  now  employed, 
in  conjunction  with  starch,  in  the  royal  laundry. 


Fig.  260.  Warring:ton'8  Microflcopc,  an  instnunent  of  great  value  in  analytictl 
investig&tiona. 

CHAPTER  XXXV. 

URANIUM,   VANADIUM,   ITTBIUM. 

Ubanium  deserves  special  notice,  because,  although  a  rare  metal,  its 
oxide  is* employed  most  usefully  for  colouring  glass  of  a  peculiar  yellow 
colour,  having  certain  curious  optical  characteristics,  as  shown  by  Pro- 
fessor Stokes  of  Cambrid^.  It  is  likewise  employed  in  porcelain 
painting.  The  name  of  this  metal  is  derived  from  that  of  the  planet 
"Uranus,"  and  it  is  procured  in  the  state  of  oxide  from  "pitchblende," 
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which  is  found  in  Cornwall,  and  also  in  Saxony  and  Bohemia.  Thom- 
son's process  for  procuring  pure  protoidde  of  uranium  is  thus  described 
by  him  :  "  Pitchblende  is  reduced  to  a  fine  powder,  and  digested  with 
nitric  acid  until  everything  soluble  in  that  acid  is  removed.  The  solu- 
tion is  then  rendered  as  neutral  as  possible  by  evaporation,  and  a  cur- 
rent of  sulphuretted  hydrogen  gas  passed  throiigh  it  as  long  as  any 
precipitate  continues  to  fall.  Tne  liquid  is  then  mtered  and  heated  to 
drive  off  all  traces  of  sulphuretted  hydrogen.  It  is  now  precipitated 
by  caustic  ammonia,  and  the  precipitate^  after  being  well  washed,  is 
digested,  whilst  still  moist,  in  a  pretty  strong  solution  of  carbonate  of 
ammonia.  A  fine  lemon-colourea  liquid  istwis  obtained,  which,  being 
set  on  one  side  for  a  few  days,  deposits  abundance  of  fine  yellow 
crystals,  in  four-sided  right  prisms  with  rectangular  bases.  These 
crystals,  being  expoftdd  to  a  red.  heat,  give  out' water,  and  carbonate  of 
ammonia  with  oxygen  gas,  and  lofive  the  protoxide  of  uranium  in  the 
state  of  a  black  powder,  havinfi"  a  good  deal  of  lustre,  but  which,  when 
reduced  to  powder,  presents  a  oark  green  colour."  The  yellow  crystab 
consist  of 

3  atoms  carbonate  of  ammonia     ....    14*625 
1    „      percarbonate  of  uranium      .    .     .    3075 

4  „      water  .....    ^   ..,    .      4*5 
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The  specific  gravity  of  uranium  is  8*1,  and  its  equivalent  60,  and  the 
metal  unites  with  oxygen  in  three  proportions,  viz.  :— 

"■  The  suboxide  of  uranium ^49* 

Th/B^  protoxide  of  uranium UO 

The  peroxide  of  uranium  . U,0, 

Vanadium  was  discovered  by  Sefstrom,  who  called  it  after  one  of  the 
ancient  female  deities  of  Scandinavia.  It  is,  of  course,  a  rare  metal, 
and  resembles  chromium,  molybdenum,  and  tungsten ;  the  metal  is  like 
chromium,  because  it  imparts  a  green  colour  to  blowpipe  fluxes.  It 
also  forms  a  red  acid,  vanadic  (VO,) ;  but,  whilst  chromic  acid  retains 
its  colour  on  evaporation  from  its  solution,  vanadic  changes  by  heat-, 
becomes  colourless,  and  deposits  vanadic  acid  in  the  form  of  a  deep  red 
powder.  The  metal  was  first  obtained  from  certain  specimens  of  Swedish 
iron,  which  were  remarkable  for  their  malleability,  and  was  i^erwards 
procured  in  larger  quantity  from  scon's  of  the  furnace  where  the  iron 
uad  been  melted.  The  equivalent  of  vanadium  is  68*6,  and  it  resembles 
molybdenum  in  the  blue  colour  of  certain  of  its  combinations.  Vana- 
dium has  been  obtained  from  certain  lead  ores;  and  there  are  three  oxygen 
compounds,  viz.,  the  protoxide  (VO),  the  binoxide  (VO,),  and  vanadic 
acid  (VO,). 

Yttrium  is  another  rare  metal,  first  discovered  in  Jenny  Lind's 
country,  at  Ytterby,  in  Sweden,  by  Captain  Arbenius,  in  1788.  Gadolin, 
Vauquelin,  and  Klaproth  all  examined  the  new  earth,  which  they  called 
yttria,  beinff  an  oxiae  of  the  metal  yttrium,  and  combined  with  gado- 
unite,  alreaaj  described  at  p.  454^  and  named  after  Professor  Gadooin. 


:^^.i  v^ 


r  g.  261.  The  Court  of  Lions. 


CHAPTER  XXXVI. 

ZINC. 

This  metal  was  not  known  to  tlic  ancients,  althou^li  they  were  ac- 
quainted with  the  mineml  cadmium  or  calamine ;  and  without  it  they 
could  not  have  made  brass,  which  alloy  of  zinc  and  copper  is  repeatedly 
mentioned  in  the  Scriptures ;  and  its  use  in  Solomon's  temple,  in  the 
construction  of  the  sea  of  brass  supported  on  tlic  backs  of  twelve  oxen, 
no  doubt  suggested  the  beautiful  ^Moorish  fountain  of  lions  of  the 
ancient  Alhambra,  a  copy  of  which  adorns  the  lovely  and  unique 
Alhambra  Court  of  the  Crystal  Palace.  Ilesiod  states  that  "  in  remote 
ages  the  earth  was  tilled  with  brass  implements  of  agriculture,  because 
iron  had  not  been  discovered." 

i  «  Zinc  appears  to  have  been  first  called  by  that  name  in  the  writings  of 
the  madly-zealous  Paracelsus,  about  the  year  154:0.  It  is  supposed  that 
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the  term  is  derived  from  the  Teutonic  "  zinken,"  signifying  nails,  be- 
cause the  metal,  \7hen  poured  in  the  licjuid  state  into  cold  water  (Fig.  265), 
assumes  the  form  of  a  number  of  Jagged  and  pointed  fra^ents,  not 
very  much  like  nails,  but  perhaps  sumcientlj  so  for  the  fervid  imagination 
of  the  bombastic  Paracelsus,  who  also  termed  calamine  the  spunous  son 
of  copper.  This  divided  condition  of  the  metal  is  familiarly  known  to 
every  tyro  of  the  art  as  "  granulated  zinc."  Lewery  termed  zinc  a 
kind  of  bismuth.  Glauber  imagined  it  to  be  an  mimature  "solar 
sulphur."  Homberg  said  it  was  a  mixture  of  tin  and  iron.  Kunckel 
(of  phosphorus  celebrity)  declared  it  to  be  coagulated  mercury. 
Schluter  miagined  it  to  be  tin  made  brittle  with  sulphur. 

Pettus,  in  1686,  says  "It  is  a  great  error  that  most. writers  run  into, 
by  promiscuously  giving  the  title  JK?  for  both  Brass  and  Copper,  as  if 
they  were  the  same  metab ;  whereas  Ja's  or  JBrass  is  not  a  proper  Metal, 
but  compounded  of  a  Metal,  viz.:  Cupreum  or  Copper,  and  *  Lapis 
Calaminaris*  or  Cadmi(P,  which  is  a  Mineral,  and  from  the  mixture  of 
these  two  Brass  is  made.  .  .  .  Now,  whereas  Plifiyf{cvip.  33)  speaks  of 
about  eighteen  several  Mines  of  Brass,  we  must  not  understand  it  as  a 
specifick  Metal,  though  the  word  ^s  is  vulgarly  applied  to  both ;  but 
tuose  Mines  were  either  Copper  Mines  capable  of  being  made  Brass,  or 
so  many  several  sorts  of  Lapis  Cadtnia  or  Calamine,  from  the  compo- 
sition of  all  which  with  Copper,  Brass  was  made,  more  or  less,  both  in 
Quantity  and  Quality.  And  this  art  of  composing  it  is  said  by  him  to 
be  first  invented  by  Cadmus,  a  Grecian  contemporary  with  Joshua,  in 
whose  time  the  word  Brass  is  first  mentioned  in  the  Sacred  Story, 
Exod.  XXV.  3.  And  it  is  observable  that  though,  in  the  composition  of 
Brass  there  is  more  of  the  Stone  than  of  the  (Stpper,  and  that  Copper  is 
a  Metal,  and  that  other  a  Stone,  yet  it  takes  a  new  name  of  Brass,  and 
not  its  own,  or  of  the  Metal,  Copper  ;  and  being  thus  made  Brass,  it  is 
an  Imitation  of  Gold,  both  in  Colour  and  in  many  Virtues,  and  in  such 
esteem  that  the  Roman  Treasurers  were  called  *  Tribuni  Mrarii^  rather 
than  Aurarii,  And  Camerarius  says  that  the  Egyptians  (long  before  the 
Romans)  had  so  great  Veneration  of  Brass,  that  they  made  Images  of 
it,  and  laid  them  in  the  graves  of  their  Kings,  to  preserve  their  Bodies 
from  putrefaction ;  and  to  men  of  lesser  quSility  they  nailed  their  dead 
bodies  with  many  Brass  nails.  Also  Virgil,  tiorace,  and  Homer  arc 
all  full  of  their  Encomiums  on  Brass,  and  therefore  it  may  well  have  the 
honour  of  a  seventh  metal,  though  compounded  of  a  mineral." 

The  metal  zinc  is  first  mentioned,  about  the  thirteenth  century,  in 
the  writings  of  Albertus  Magnus,  under  the  name  of  the  marcasite  of 
gold ;  and  it  is  evident,  from  his  account  of  it,  that  he  was  aware  that 
a  volatile  metal  existed  in  the  alloy.  The  use  of  calamine  in  the  com- 
position of  brass  was  known  to  Aristotle,  who  makes  a  distinction 
Dctween  the  compound  resulting  from  the  mixture  of  copper  and 
calamine  and  that  resulting  from  the  mixture  of  copper  and  tin. 

The  ancients  were  acquainted  with  the  fact  that  when  cadmia  was 
burnt  it  changed  into  a  white,  floccnlent,  and  spongy  ash,  that 
volatilized,  and  which  they  employed  in  medicine.    There  are  strong 
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reaflona  for  beliemg  that  it  was  known  at  *  Teiy  Murlr  period  in  Oiin. 
The  Chinese  were  acquainted  with  the  method  m  lendenngit  maUeabk^ 
and  they  struck  pieces  of  money  of  it,  having  the  Tartmr  cfaanutea  on 
one  side  and  Chmese  characters  on  the  other.  Kaaimir,  the  fUnyof 
the  Arabians,  at  least  states  these  circumstances  as  facts.  Tbe 
Arabians  called  it  Rouh-tuiia,  and  the  Persians  Jr0r-i!ft«t  (Chinese  iron). 
According  to  Kasimir,  "  mirrors  were  made  of  it^  which  were  coosidKed 
as  useful  m  curing  sore  eyes."  No  ancient  coins  or  implements  made 
of  zinc  have  been  discovered  in  Europe ;  and  it  was  not  till  the  bq;;inaiDg 
of  the  eighteenth  century  that  any  processes  were  described  for  its 
production.  Dr.  Isaac  Lawson  is  said  to  have  been  the  disooTerar  of 
the  process  of  distilling  zinc  from  the  ores,  of  which  two  are  chieAy 
employed  for  that  purpose,  viz. :  the  carbonate  of  zinc  or  calamine,  and 
the  sulphide  called  "  blende,"  or  "  blackjack."  There  are  other  im> 
portant  ores,  especially  the  red  zinc  ore,  or  red  oxide  of  zinc ;  and  in 
the  Great  Exhibition  of  1S51  an  enormous  mass  of  the  latter  ore  w» 
deposited,  weighing  16,400  pounds.  The  following  are  the  names  and 
constituents  of  the  zinc  ores  :— - 

Name.  CoDstltiieiiU. 

I  Zinc,  oiygen,  with  some  oxide  of  iron 
and  red  oxide  of  manganese,  which 
are  supposed  to  be  the  cause  of  the 
red  colour  of  the  mineraL 
The  sulphide  of  zinc;   yellow,  ^Contains  zinc,  sulphur,  and  sometimes 
brown,  and  black,  blende,  or  <      a  littleiron,  fluorine,  silica,  and  water, 
blackjack       ......(.     arsenic,  cadmium,  lead,  and  copper. 

The  carbonate  of  zinc,  calamine,  (  Oxide  of  zinc  and  carbonic  acid  and 
zinnespath,  lapis  calaminaris  .  (      water. 

^^S^  °^/'"''  .*".*'^''*™  **''^  I  Oxide  of  zinc,  silica,  and  water. 

The  ores  of  zinc  are  discovered  in  the  carboniferous  or  mountain  lime- 
stone, and  in  the  magnesian  limestone,  or  alpine  limestone,  and  are  asso- 
ciated in  nature  most  frequently  with  ^ena  or  sulphurct  of  lead, 
copper  pyrites,  copper  green,  and  iron  pyntes ;  and  the  mining  opera- 
tions already  explamed  in  connexion  with  the  latter  mineral  will  also 
serve  to  indicate  the  manner  in  which  these  zinc  ores  are  procured. 

Blackiack,  or  sulphide  of  zinc,  is  obtained  in  abundance  in  ComwalL 
Cumberland,  and  Derbysliire,  and,  in  the  absence  of  foreign  zinc,  would 
doubtless  be  extensively  reduced ;  but  at  the  present  time  the  celebrated 
foreign  company  at  the  Vieillc  Montague,  near  Liege,  with  others, 
compete  so  successfully  with  British  zinc,  that  it  hardly  pays  to  reduce 
the  ores.  At  Sbcificld,  Bristol,  and  Birmingham  especially,  the  toy- 
shop of  the  world,  where  so  many  brass  articles  are  made,  calamine  is 
reduced  to  the  metallic  state.  Tlie  process  is  comparatively  simple, 
and  consists  in  first  carefully  hand-picking  the  ore  to  remove  the  galena, 
and  then  calcining  it  in  a  reverberatory  furnace,  or  rather  oven.  The 
roasted  ore,  deprived  of  carbonic  acid,  water,  and  sulphur,  as  the  case 
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may  be,  is  then  mixed  with  char- 
coal alone  if  prepared  from  cala- 
mine; but  if  from  olende,  a  certain 
rntity  of  roasted  calamine  is 
added,  and  the  whole  placed 
in  eart  hen  pots,  or  crucibles,  very 
much  like  the  pots  used  at  glass 
works,  but  provided  with  a  mted 
cover  and  also  with  an  opening  at 
the  bottom,  to  which  an  iron  pipe 
is  fitted.  After  the  heat  has  been 
applied  sufficiently  long,  the  vola- 
tile metab,  such  as  arsenic  and 
cadmium,  make  their  way  in  va- 
pour, per  descetuum,  to  the  end  of 
the  iron  tube,  where  they  afford  a 
flame,  which  the  workmen  distin- 
guish by  the  name  of  the  browtt      ^     ^^ 

blaze;  this  is  succeeded  by  a  blue    con£ninff  a  mixture  of  roMt«d  zinc  ore  and 
"    ' '  *  '  •   ^  charcoal. 


Fig.  262.  A  B.  Large  earthen  cradble  or  |>ot 


flame,  called  the  blue  blaze,  which  5*»l  ^^  \ 


,  The  cover  closely  lated 


indicates  the  dUtiUalion  of  the  ^^i  cSid^  « A'U"tt  JSlLTiJ 

zinc ;    and  then  the  metal  is  con-    containing  enough  water  to  cover  the  end  of 

Hpt^pH  in  flip  iron  tiihp  anH  fnllu    ^^^  P^P®-     "^^^  P*P®  *■  removed  after  each 
aensea  m  me  iron  TUOe,  ana  lailS    ^j,^^  j,ai  been  exhaurted.  in  order  to  Uke  out 

m  drops  and  m  a  powdery  state  the  caput  mortuum  or  matter  left  in  the  crucible 
into  a  vessel  placed  to  receive  it ;  ff^'T*i^'*"*»^„.  '^*»«  »rrowf  ihow  the  direo- 
1  *^  .^  .  •  J  XI.  tion  of  the  metallic  vapour,  and  the  iron  pipe  is 
as  may  be  easily  imagined,  the  uauaUj  piuggwi  with  wood,  w,  which  u  ioon 
iron  pipe  sometimes  becomes  reduced  to  charcoal,  and  whilst  preventing  the 
Stopped,  and  is  occasionaUy  ^^^  ^^«  <>"*•  ^  »•*  rtop  the  riac 
cleaned  by  a  red-hot  iron  rod. 

Although  it  is  not  the  first  example  of  the  distillation  of  a  metal  we 
have  had  to  notice,  still  the  process  of  reduction  by  charcoal  and  distil- 
lation per  descensum  (or  in  the  reverse  position  of  that  usually  taken  by 
the  still  head  in  the  distillation  of  alcohol)  is  ver^  interesting,  and 
affords  another  example  of  the  intimate  relations  existing  between  solids, 
liquids,  and  gases,  and  it  also  assists  the  mind  in  surmounting  the  diffi- 
cult process  of  reasoning  required  by  unscientific  thinkers  when  they 
endeavour  to  connect  the  permanent  gaseous  element  hydrogen  with  the 
solid  metals,  because  the  iaeas  generally  associated  with  a  gas  and  a  metal 
are  so  very  far  apart  from  each  other ;  but  when  the  chemical  facta 
are  examined  in  detail,  these  apparent  differences  vanish  by  gradually 
merging  one  into  the  other. 

It  is  not,  however,  difficult  to  remember  that  the  zinc  chimney-pots 
which  help  to  convey  away  the  gases  from  our  fire])hices  have  themselves 
once  been  in  the  state  of  vapour  whilst  beuig  released  from  their 
mineralized  state  hj  the  deoxidizing  power  of  heated  carbon.  The 
43nide  distilled  zinc  is  finally  melted  m  uurffe  iron  pots,  and,  after  being 
well  skimmed,  is  cast  into  ingots.  At  tne  Yieille  Montaigne  works, 
larger  retorts,  fumaces,  and  arrangements  are  employed  forrthe  distil- 
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Ifttion  of  the  nno,  which,  it  mifi^t  be  imagined,  oonld  be  readily 
imitated  and  worked  at  a  profit  in  England. 

Zinc  is  a  brilliant  white  metal  harmg  a  slight  tinge  of  blue,  and  a 
speci^c  gravity  that  varies  from  6*861  to  7*1.  The  discovery  of  the 
increase  of  its  malleability  at  a  temperature  of  about  212^  Fah.  has 
greatly  enhanced  its  value,  and  if  the  metal  did  not  become  soft  and 
malleable  at  that  temperature,  many  articles  now  manufactured  could 
not  be  made,  as  it  would  bresJc  in  the  attempt  to  form  it  into  shapes, 
when  it  has  to  be  hammered  and  bent  at  very  sharp  angles.  Amateurs 
who  make  voltaic  batteries  are  sadlv  teazed  with  the  hardness  of  zinc 
until  they  learn  that  it  can  be  easuv  bent,  after  being  warmed  to  the 
proper  temperature,  which  is  penerafly  discovered  by  wetting  the  finger 
and  tapping  it  on  the  zinc:  if  the  water  evaporates  at  once  with  the 
usual  nzzing  noise,  the  operation  of  bending  may  be  commenced  without 
fear  of  brewing  the  zinc.  There  is,  however,  a  limit  to  the  increase  of 
malleability  on  the  application  of  heat,  and  at  400°  Fah.,  zinc  becomes 
80  brittle  that  it  can  oe  easily  powdered  in  a  mortar;  at  6S(P  Fah.  it 
melts,  and  at  a  still  higher  temperature,  volatilizes,  and  may  be  easily 
distilled,  provided  the  access  of  air  is  prevented. 
^  Zinc,  lilte  many  other  metals,  if  allowed  to  cool  slowly  and  in  suffi- 
cient quantity,  crystallizes  in  prisms  with  six-sided  bases,  reminding  one 

of  the  basaltic  colunms  of  the 
Giants'  Causeway. 

The  use  of  zmc  to  alloy 
with  copper  and  form  breut 
has  been  already  alluded  to ; 
there  are  also  other  important 
alloys,  such  as  pinchheck^ 
which  consists  of  ^y^  or  six 
parts  of  copper  and  one  of 
zinc ;  tombac,  prince's  metal, 
and  other  arbitrary  mixtures 
of  the  two  metals,  which  are 
further  described  in  the  chap- 
ter on  copper. 

The  tenacity  of  zinc  is  very 
moderate,  but  probably  in- 
creases with  a  temperature  of 
about  216*  Fah.  It  is  em- 
ployed for  covering  the  roofs 
and  lining  the  gutters  of 
houses  instead  of  lead,  which 
is,  of  course,  considered  a 
very  false  economy  by  builders, 
unless  the  houses  are  built  to 
be  sold;  because  during  the 
winter  the  zinc  becomes 
fl9.20S.  ZinoChimii^-^otii  harsh  andaomewhat  brittle^ 
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and  should  the  wind  fiiid  its  way  under  the  zinc,  the  house  roof  is  soon 
stripped  of  its  covering,  or  so  bent  and  broken  in  parts,  that  the  whole 
must  be  renewed.  Baths,  window  sashes,  trade  signs,  frames  of  aaua 
vivaria,  and  all  kinds  of  ornamental  work  are  constructed  of  tms 
metal,  of  which,  perhaps,  the  least  decorative  are  the  chimney-potsi  so 
expressively  delineated  oy  Punch  in  his  funny  sketches. 

EXPEBIHENTS  WITH  ZiNC. 

First  Series, 

The  assay  of  an  ore  of  zinc  by  the  dry  method  presents  many  difficulties 
in  the  way  of  a  correct  estimation  of  the  metal,  in  consequence  of  the 
volatility  of  zinc ;  it  is,  therefore,  usual  to  perform  the  assay  by  the  wet 
process :  thus,  if  calamine  is  the  ore  unoer  examination,  it  may  be 
roughly  assayed  by  the  following  process.  A  weighed  quantity  is  first 
heated  in  a  short  hard  German  green  glass  tube,  to  which  a  weighed 
tube  filled  with  chloride  of  calcium  or  pumice-stone  soaked  in  oil  of 
vitriol  is  attached,  for  the  purpose  of  determining  the  per-centage  of 
water  by  the  increase  of  weight  in  the  latter  tube. 

Anotner  weighed  quantity  is  then  strongly  heated  in  a  porcelain  era- 
cible,  and  the  loss  represents  the  carbonic  acid  and  water  contained  in 
the  mineral,  and  by  aeducting  the  weight  of  water  obtained  by  the  tube 
experiment,  the  per-centage  of  two  of  the  constituents — viz.,  water  and 
carbonic  acid — are  discovered.  The  roasted  ore  is  now  dissolved  in 
nitro-hydrochloric  acid,  evaporated  to  dryness,  and  the  soluble  salts 
washea  out,  whflst  the  insoluble  portion  may  be  collected,  washed* 
dried  and  ignited,  and  they  represent  the  silica. 

The  solution  containing  the  soluble  salts  is  precipitated  by  ammonia 
in  excess,  and,  being  filtered,  is  evaporated  to  curyness  with  an  excess  of 
earbonate  of  soda,  again  dissolved  in  water,  the  carbonate  of  zinc  col- 
lected on  a  filter,  washed,  dried,  ignited,  and  estimated  as  oxide  of  zinc. 
Various  refinements  on  the  above  must  be  used  if  an  exact  analysis  is 
required* 

Second  Series, 

The  equivalent  of  zinc  b  32*6,  and  it  combines  with  oxygen  in  thrd 
proportions,  forming  the 

Suboxide  of  zinc Zn«0 

Protoxide  of  zinc ZnO 

Peroxide  of  zinc ZnO, 

The  existence  of  the  suboxide  has  rather  been  inferred  from  analogy, 
jmd  it  is  supposed  to  be  formed  when  a  bright  meUdlic  surface  of  zinc  la 
exposed  for  some  time  to  the  action  of  air  and  moisture. 

The  oxide  of  zinc  (ZnO)  appears  to  have  been  known  to  the  imcientsy 
who  cflJled  it  pompholyx.  It  is  easily  prepared  by  setting  fire  to  a 
bundle  of  zinc  tummgs  arranged  in  an  ornamental  iron-wire  basket  (used 
for  suspending  flower-pots),  and  having  a  little  tow  saturated  with  spirits 
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6f  wine  nt  the  bottom 
for  the  purpose  of  kindliiiff 
the  metal.  As  the  metu 
bums  it  produces  a  large 
quantity  of  very  floccnlent 
oxide  or  zinc,  which  floats 
about  the  air  of  the  room, 
and  was  called  bv  the  an- 
cients and  the  alchenusts 
the  "philosopher's  wool"— 
flowers  of  zinc.  Diosco- 
rides,  who  lived  in  the 
second  century  of  the 
Christian  era,  was  the  first 
who  compared  it  to  wool. 
The  oxide  of  zinc  formed 
in  this  manner  is  anhy- 
drous ;  and  it  may  also  he 
prepared  by  raeltmg  some 
zinc  in  a  red-hot  crucible, 
and  then  throwing  in  a 
little  nitre,  which,  afford- 
ing oxygen,  produces  (when 
stirredinto  the  melted  zinc) 
a  most  brilliant  deflagra- 
tion of  t^e  metal.  Some 
Fig.  284.  A  B.  Iron.wire  banket  containing  the  zinc  zinC  filings  mixed  with  pow- 
turnings,  and  having  a  ver^  little  tow  at  the  bottom  dered  chlorate  of  potash 
saturated  with  spirits  of  wnie.  c.  The  lighted  torch  ^jii  ^1,.^.  pom'lv  tAkp  firp  nn 
for  ignitmg  the  tow  at  bottom  of  the  bLket.     The  Yx  ?  ^^     r      r  u^  5 

falling  particles  indicate  the  oxide  of  zinc.  the  application  ol  a  ilgntea 

taper.  When  steam  is  passed 
over  zinc  at  a  dull  red  heat,  it  is  rapidly  decomposed  into  its  elements, 
hydrogen  escapes  in  large  quantity,  whilst  the  oxygen  unites  with  the 
metal  and  forms  the  oxide  of  zinc.  Such  is  the  affinity  of  zinc  for 
oxygen,  that  the  decomposition  of  steam  will  commence  even  when  the 
mnc  is  only  heated  to  212°  Eah.,  provided  it  is  in  a  sufficiently  divided 
state.  Zinc  dissolves  in  fused  potash  with  astonishing  rapidity,  being 
oxidized  at  the  expense  of  the  alkali,  and  apparently  combining, 
like  an  acid,  with  the  excess  of  potash.  Pure  oxide  of  zinc,  when 
heated,  becomes  yellow,  but  changes  to  white  after  being  cooled ;  it  is 
extensively  used  as  a  pigment  under  the  name  of  zinc  white,  which  has 
certain  advantages,  viz.,  that  it  does  not  produce  those  distressinff 
effects  of  colic  on  the  system  which  are  provoked  by  the  use  of  lead 
paint,  and  does  not  turn  black  by  the  sulphuretted  hydrogen  gas  so 
frequently  prevalent  in  large  towns  where  coal  gas  is  made. 

When  diluted  sulphuric  acid  is  poured  on  zinc,  the  water  b  de- 
composed, and  the  hydrogen  escapes,  as  in  the  process  of  making  that 
gas  80  fvdly  described  in  the  "Playbook  of  Science,"  p.  107.    The 
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oxide  of  sine  unites  with  the  sulphuric  acid,  and  forms  the  well- 
known  salt  called  sulphate  of  zinc  or  white  vitriol  (ZnO,80,),  which  is 
prepared  in  the  pure  state  by  dissolving  some  ordinarj  zinc  in  dilute 
sulphuric  acid,  and,  after  placing  it  in  a  large  wide-mouthed  bottle,  some 
chlorine  may  be  poured  in,  and  the  whole  well  shaken,  taking  care  to 
prevent  the  stopper  being  fixed  in  through  the  vacuum  formed,  by 
introducing  a  very  fine  thread,  so  that  the  stopper  does  not  quite  fit  the 
neck  of  the  bottle,  and  permits  the  entry  of  tne  air.  The  object  of  the 
chlorine  is  to  convert  any  iron  present  to  the  state  of  peroxide,  which 
is  precipitated  when  the  solution  is  heated  with  a  little  excess  of  pure 
carbonate  of  zinc.  Subsequent  filtration  and  careful  evaporation  will 
yield  crystals  of  pure  sulphate  of  zinc.  Native  sulphate  of  zinc  occurs 
at  Holvwell,  in  Flintshire.  Dr.  Thomson  denies  the  formation  of  the 
binoxide  of  zinc  (ZnO,)  bv  Thenard's  process,  and  considers  it  to  be 
onlj;  a  mixture  of  deutoxide  of  hydrogen  and  oxide  of  zinc.  A  very 
distinguishing  test  for  the  oxide  of  zinc  is  a  drop  of  a  solution  of  nitrate 
of  cobalt,  which,  being  dried  and  ignited  with  the  oxide,  becomes  of  a 
green  colour. 

Third  Series. 

Chloride,  iodine,  bromine,  and  fluorine  all  unite  with  zinc ;  and  of 
these  the  most  important  is  the  chloride  (ZaCl),  which  is  prepared  by 
dissolving  zinc  in  pure  hydrochloric  acid,  heating  the  liquid  with  excess 
of  chlorine  and  carbonate  of  zinc,  and,  after  filtration,  finally  evaporating 
and  fusing  in  a  thin  porcelain  dish.  Chloride  of  zinc  forms  beautifiu 
white  lumps,  that  quickly  deliquesce  and  dissolve  very  readily  in  water, 
forming  Sir  W.  Burnett's  disinfecting  fluid,  which  is  sometimes  emploved 
to  delay  the  putrefaction  of  the  subjects  used  for  dissection.  The  chief 
value  of  this  disinfectinff  fluid  is  due  to  its  power  of  absorbing  sulphu- 
retted hydrogen ;  but  it  nas  neither  the  deoxidizing  power  of  sulphurous 
acid,  or  the  oxidizing  power  of  chlorine  or  manganic  acid.  There  are 
both  oxychlorides  and  oxysulphides  of  zinc.  And  the  cliloride  of  zinc 
may  also  be  prepared  by  dropping  zinc  filings  into  chlorine  gas.  So- 
lutions of  salt  must  not  be  kept  in  vessels  lined  with  zinc ;  and  the 
author  remembers  a  case  where  some  brine  used  in  pickling  beef,  and 
kept  with  the  latter  in  a  zinc  cistern  or  vat,  contained  a  considerable 
portion  of  chloride  of  zinc,  which  is  a  poisonous  salt.  When  obtained 
Dy  distilling  a  mixture  of  corrosive  sublimate  and  zinc  filings,  it  was 
distinguished  by  the  alchemists  as  the  "  butter  of  zinc." 

Fourth  Series, 

Zinc  is  detected  by  the  following  tests : — 

Sulphuretted  hydrogen  precipitates  the  white  sulphide  of  zinc  (ZnS), 
in  part  from  perfectlv  neutral  solutions  of  zinc,  but  affords  no  precipitate 
in  acid  solutions,  unless  they  are  weak  acids,  such  as  acetic  acid.  If  an 
excess  of  acetate  of  soda  is  added  to  a  neutral  solution  of  zinc,  the 
whole  of  the  metal  may  then  be  precipitated  by  sulphuretted  hydrogen  as 
the  sulphide  of  zinc. 
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Snlpbide  of  ammonium  mdpitates  the  mili^iUe  of  zino  from  neolsil 
and  aDudine  solationa  insoluble  in  an  excess  of  the  reasent,  or  caostic 
potash,  or  solution  of  ammonium,  but  soluble  in  adds.  This  is  the 
most  characteristic  test  for  sdno ;  and  any  strong,  colourless,  alkaline 
solution,  producing  a  white  precipitate  with  a  soluble  sulphide,  and 
extremdy  difficult  to  filter,  may  oe  pronounced  to  contain  zinc  with 
almost  unerring  certainty. 

Solutions  of  potash  and  ammonium  precipitate  the  hydrated  oxide  of 
zinc,  which  is  soluble  in  an  excess  of  tne  precipitate. 

A  solution  of  carbonate  of  ammonia  throws  down  a  hydrated  car- 
bonate of  zino,  soluble  in  an  excess. 

Carbonate  of  soda,  in  the  absence  of  salts  of  ammonia,  precipitates 
the  carbonate  of  zinc,  insoluble  in  an  excess.  A  drop  of  a  solution  of 
nitrate  of  cobalt  placed  on  oxide  of  zinc,  and  ignited,  affords  an 
emerald-green  colour. 


.  266.  ProeeM  of  gnuralftUng  Zino  by  ponring  it  from  a  height  into  a  pdl  of 
ooldwftter. 


CHAPTER  XXXVn. 

ZntCONITJM. 

Among  the  precious  stones  exhibited  by  Hunt  and  Roskell,  of  Bond- 
street,  at  the  first  palace  in  Hyde-park,  were  some  magnificent  speci- 
mens of  the  jewel  called  zircon,  or  jargon,  or  jargoon,  of  which  one 
deserves  special  comment,  being  a  supenatively  fine  jargon^  of  an  oc- 
tagonal form,  cut  with  step  facets,  of  a  very  fine  deep  orange  colour  of 
the  purest  tint,  having  the  charming  hue,  prismatic  play,  and  brilliancy 
of  tne  diamond.  At  the  time  it  was  considered  tnat  it  would  be  a 
difficult  task  to  match  this  beautiful  gem,  on  account  of  its  extraor- 
dinary fine  and  unique  colour.  The  hardness  of  this  gem  is,  however, 
inferior  to  that  of  the  sapphire,  one  of  the  lovely  forms  assumed  by 
alumina ;  but  it  is  greater  than  that  of  the  spinel  ruby,  its  specific 
gravity  being  4*4;16  to  47.  Klaproth  analysed  it  in  1789,  and  disco- 
vered therein  a  new  earth,  which  he  termed  zirconium.  Berzelius,  in 
1824,  was  the  first  to  obtain  the  metal  from  the  oxide  of  zirconium,  or 
zirconia,  from  the  potasli  fluate  of  zirconia ;  and  the  impure  metal  is 
stated  to  have  a  close  resemblance  to  charcoal  dust,  and  does  not 
assume  any  brilliancy  even  after  being  rubbed  with  a  burnisher.  When 
purified,  zirconium  is  like  plumbago.  It  is  composed  of  brilliant  scales, 
and  is  stated  to  be  an  exception  to  one  of  tne  special  properties  of 
the  metals  in  being  a  non-conductor  of  electricitv.  Zirconia  (Zr,0,)  is 
the  only  compound  of  this  metal  with  oxygen  known  at  present ;  and 
its  metallic  qualities,  as  above  stated,  ought  to  be  received  wiUi  some 
reservation,  considering  that  it  has  not  yet,  like  aluminium,  been  cast 
into  bars  or  lumps,  and  therefore  its  mechanical  characteristics  can 
hardly  be  described. 
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CHAPTER  XXXVUL 

GENERAL  UEMABKS. 

Ik  the  preceding  chapters  the  metals  have  been  described  alphabetically, 
with  the  exception  ot  those  which  were  known  to  the  ancients.  This 
arrangement  w;as  adopted  to  facilitate  reference ;  but  one  of  the  best 
classifications  is  probably  that  of  Gmelin,  who  arranges  the  metals  as 
follows : — 

I.  Ught  MetaU, 

A   Alkali  metals  \  ^^*?ssi^°^»  sodium,  lithium,  barium,  stron- 

'  \     tium,  calcium. 
V   ■     ;.  .  r  Magnesimn,  cerium,  lanthanium,didjmium, 
B.  Earth  metals .    .    .    .<      yttrium,  erbium,  terbium, gluciuum,  alu- 
(     minium,  thorium,  silicium,  zirconium. 

II.  Heav^  Metals, 

^'■^hV^W^LTf*  all'';  1  Titanium,   tantalum,    niobium,   pclopium, 
able  by  heat  alon_e.  [     tungsten,  molybdenum,  yaii^un..  chro^ 


brittle,  and  also  diffi- 
cultly fusible 
D.  Easily  fusible  or  vola-  \ 
tile 


E.  Malleable . 


miura,  uramum,  magnesium.  \^,^^  -^-^ 

Arsenic,    antimony,    tellurium,    and    ms- 

muth. 
Zinc,    cadmium,  tin,    lead,    iron,   cob«**b, 
nickel,  and  copper. 
F.  Noble  metals, reducible  {  Mercury,  silver,  gold,  platinum,  palladium, 
by  heat  alone  .     .    .  (      rhodium,  iridium,  ruthenium,  osmium. 

Even  this  arrangement  might  be  criticized  in  many  ways.  Thus 
aluminium  is  not  placed  amongst  the  malleable  metals ;  but  still  the 
metals  are  arranged  according  to  their  predominating  qualities,  and  the 
difficult  question  of  attempting  to  classify  the  metsJs  is  certainly  dis- 
posed of  in  a  satisfactory  manner  by  the  author  and  translator  of  that 
colossus  of  chemical  works,  Gmelin's  "  Handbook  of  Chemistry." 

The  author  has  felt  great  difficulty  in  selectingj  from  the  immense 
stores  of  our  information  on  the  metals  the  precise  facts  that  would 
please  and  instruct  the  young,  and  has  therefore  endeavoured  to 
carry  the  youthful  reader  through  the  somewhat  tedious  and  lengthy 
numoers  of  the  metals  by  giving  pictorial  illustrations  as  helps  to 
artificial  memory;  so  that,  by  merely  looking  through  the  pictures  of 
this  book,  he  may  gain  at  once  the  first  and  most  simple  rudiments  of  a 
knowledge  of  the  metals. 

TH£  £2n). 
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